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Nationales Vorwort

Diese Europaische Norm wurde im Komitee CEN TC278 ,Stralienverkehrstelematik® unter deutscher Mitarbeit
ausgearbeitet. Fir die deutsche Mitarbeit ist der Arbeitskreis AK9 des Gemeinschaftskomitees GK 717
yotralRenverkehrstelematik im Normenausschuss Kraftfahrzeuge (FAKRA) zustandig.

Das Prasidium des DIN hat mit Prasidialbeschluss 13/1983 festgelegt, dass Deutsche Normen, deren Inhalt
sich auf internationale Arbeitsergebnisse der Informationsverarbeitung griindet, in Ausnahmefallen und unter
bestimmten Bedingungen allein in englischer Sprache veréffentlicht werden dirfen. Diese Bedingungen sind
fur diese Norm erfllt.
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EUROPEAN STANDARD EN 12253
NORME EUROPEENNE
EUROPAISCHE NORM July 2004

ICS 35.240.60 Supersedes ENV 12253:1997

English version

Road transport and traffic telematics - Dedicated short-range
communication - Physical layer using microwave at 5,8 GHz

Télématique des transports routiers - Communication a StraBentransport- und Verkehrstelematik (RTTT) -
courte portée véhicule/infrastructure - Couche physique Nahbereichskommunikation Fahrzeug-Bake (DSRC) -
utilisant les micro-ondes a 5,8 GHz Bitlbertragungsschicht fir die Frequenz 5,8 GHz

This European Standard was approved by CEN on 23 April 2004.

CEN members are bound to comply with the CEN/CENELEC Internal Regulations which stipulate the conditions for giving this European
Standard the status of a national standard without any alteration. Up-to-date lists and bibliographical references concerning such national
standards may be obtained on application to the Central Secretariat or to any CEN member.

This European Standard exists in three official versions (English, French, German). A version in any other language made by translation
under the responsibility of a CEN member into its own language and notified to the Central Secretariat has the same status as the official
versions.

CEN members are the national standards bodies of Austria, Belgium, Cyprus, Czech Republic, Denmark, Estonia, Finland, France,
Germany, Greece, Hungary, Iceland, Ireland, Italy, Latvia, Lithuania, Luxembourg, Malta, Netherlands, Norway, Poland, Portugal, Slovakia,
Slovenia, Spain, Sweden, Switzerland and United Kingdom.
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EN 12253:2004 (E)
Foreword

This document (EN 12253:2004) has been prepared by Technical Committee CEN/TC 278 “Road Transport and
Traffic Telematics”, the secretariat of which is held by NEN.

This European Standard shall be given the status of a national standard, either by publication of an identical text or
by endorsement, at the latest by January 2005, and conflicting national standards shall be withdrawn at the latest
by January 2005.

This document supersedes ENV 12253:1997
According to the CEN/CENELEC Internal Regulations, the national standards organizations of the following
countries are bound to implement this European Standard: Austria, Belgium, Cyprus, Czech Republic, Denmark,

Estonia, Finland, France, Germany, Greece, Hungary, Iceland, Ireland, ltaly, Latvia, Lithuania, Luxembourg, Malta,
Netherlands, Norway, Poland, Portugal, Slovakia, Slovenia, Spain, Sweden, Switzerland and United Kingdom.
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EN 12253:2004 (E)

Introduction

This document replaces ENV 12253. In order to facilitate migration from European Pre-standard (ENV) to
European Standard, equipment procured and installed in accordance with ENV 12253 has been considered when
drafting this document.

This document forms part of a series of documents defining the framework of a Dedicated Short Range
Communication (DSRC) link in the Road Transport and Traffic Telematics (RTTT) environment.

The communication requirements of many RTTT applications can be fulfiled by DSRC. The DSRC Standards
enable compliant communication systems to serve multiple RTTT applications in parallel.

The small service areas and severe real-time constraints require a specific protocol architecture leading to the
reduced protocol stack shown in Figure 1, consisting of the Application Layer, the Data Link Layer, and the
Physical Layer. Such an architecture is very common for real-time environments.

This document deals with the physical layer of the DSRC protocol stack.

DSRC o
W anagement Application Layer

Crata Link Layer

Physical Layer

Figure 1 — DSRC protocol stack

The following set of documents for the DSRC link is issued by CEN:

EN 12253 Road transport and traffic telematics - Dedicated short-range communication - Physical layer using
microwave at 5,8 GHz

EN 12795 Road transport and traffic telematics - Dedicated Short Range Communication (DSRC) - DSRC
data link layer: medium access and logical link control

EN 12834 Road transport and traffic telematics - Dedicated Short Range Communication (DSRC) - DSRC
application layer

EN 13372 Road transport and traffic telematics - Dedicated short-range communication - Profiles for RTTT
applications

This document comprises requirements for Open Systems Interconnection (OSI) Layer 1 at 5,8 GHz for DSRC.
It does not include associated measurement procedures for verification of the requirements. Test methods for
conformity are provided in ETSI EN 300674-1, ETSI EN 300674-2-1, ETSI EN 300674-2-2.

This European Standard caters for on-board units based on transponder technologies. Furthermore, it allows for
mixed time, frequency and space division multiple access approaches.

This European Standard is conceived for the 10 MHz part, i.e. 5,795 GHz to 5,805 GHz, of the ISM band at
5,8 GHz which is recommended by ECC/DEC(01)01. An additional sub-band (5,805 GHz - 5,815 GHz) may be
allocated on a national basis for RTTT. National restrictions on the usage of these frequency bands may apply
according to CEPT/ERC REC 70-03.
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