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Dieses Dokument (EN 12896-4:2019) wurde vom Technischen Komitee CEN/TC 278 �Intelligente 
Verkehrssysteme� ausgearbeitet, dessen Sekretariat von NEN (Niederlande) gehalten wird. 

Das zuständige deutsche Normungsgremium ist der Gemeinschaftsarbeitsausschuss NA 052-00-71 GA 
�Gemeinschaftsarbeitsausschuss NAAutomobil/DKE: Intelligente Verkehrssysteme� des DIN-Normenaus-
schusses Automobiltechnik (NAAutomobil). 

Dieses Dokument enthält unter Berücksichtigung des DIN-Präsidialbeschlusses 1/2004 nur die Englische 
Fassung von EN 12896-4:2019. 

Das Präsidium des DIN hat mit seinem Beschluss 1/2004 festgelegt, dass von dem in den Regeln der 
europäischen Normungsarbeit von CEN/CENELEC verankerten Grundsatz, wonach Europäische Normen in 
den drei offiziellen Sprachen Deutsch, Englisch und Französisch veröffentlicht werden, in begründeten 
Ausnahmefällen abgewichen und auf die deutsche Sprachfassung verzichtet werden kann. 

Dienste im öffentlichen Verkehr verlassen sich zunehmend auf Informationssysteme, um Zuverlässigkeit, 
einen effizienten Betrieb und einen weitgehenden Zugriff auf zuverlässige Passagierinformationen sicherzu-
stellen. Diese Systeme werden für die folgenden Anwendungen genutzt: 

� Bereitstellung von Fahrplänen; 

� Steuerung der Fahrzeugflotte; 

� Ausstellung von Tickets und Quittungen; 

� Bereitstellung von Echtzeitinformationen (Ankunft, Abfahrt usw.). 

Diese Normenreihe verbessert eine Reihe von Informationseigenschaften im öffentlichen Verkehr, wie 
Interoperabilität zwischen Informationsprozesssystemen der Transportbetreiber und Behörden, indem 
ähnliche Definitionen, Strukturen und Bedeutungen ihrer Systemdaten benutzt werden. Das bezieht sich 
sowohl auf die Verbindung verschiedener Anwendungen innerhalb einer Organisation als auch auf die 
Verbindung von Anwendungen zwischen verschiedenen Organisationen. 

Diese Normenreihe erlaubt Betreibern, Behörden und Softwarelieferanten eine einfachere Zusammenarbeit 
in der Herstellung integrierter Systeme. 

Dieser Teil der Normenreihe stellt Daten für den täglichen Betrieb dar (d. h. für Betriebstage), die von denen 
abweichen, die für Tagestypen geplant waren (raumbezogene Datenstrukturen und taktische Planungskom-
ponenten), und beinhalten betriebliche Rohdaten bezogen auf nachfolgende Abläufe. 
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Nationaler Anhang NA 
(informativ) 

 
Begriffe 

Die Benummerung der folgenden Begriffe und Abkürzungen ist identisch mit der Benummerung in der 
englischen Fassung. 

3 Begriffe 

Für die Anwendung dieses Dokuments gelten die folgenden Begriffe. 

ISO und IEC stellen terminologische Datenbanken für die Verwendung in der Normung unter den folgenden 
Adressen bereit: 

� IEC Electropedia: verfügbar unter http://www.electropedia.org/ 

� ISO Online Browsing Platform: verfügbar unter http://www.iso.org/obp 

3.1 Allgemeine Begriffe 

3.1.1 
Attribut 
Eigenschaft einer Entität 

3.1.2 
konzeptuelles Datenmodell 
Beschreibung eines realen Bereiches im Sinne von Einheiten, Beziehungen und Attributen in einer Imple-
mentierung unabhängigen Verhaltens, um eine Struktur bereitzustellen, auf dem die Restentwicklung eines 
Anwendungssystems basieren kann 

3.1.3 
konzeptuelles Niveau 
bezogen auf Datenmodellierung das konzeptuelle Datenmodell 

3.1.4 
Datenbasis 
Datensammlung 

Anmerkung 1 zum Begriff: Wird oftmals in der Art und Weise einer physischen Implementierung eines Datenmodells 
verwendet. 

3.1.5 
Datenbereich 
Datenstruktur, zusammengesetzt aus Daten, die gegenseitig auf sich bezogen sind durch die Tatsache, dass 
es ein funktionales Gebiet gibt oder eine Gruppe von Funktionen, die diese Daten als Ganzes verwenden 

Anmerkung 1 zum Begriff: In diesem Dokument ein Teil des Referenzdatenmodells für den öffentlichen Verkehr.

3.1.6 
Datenmodell 
Beschreibung eines realen Bereiches im Sinne von Daten und Beziehungen 
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3.1.7 
Entität 
Objekt (Daten), welches seine eigene Existenz hat (im Gegensatz zu einem Attribut) 

3.1.8 
Fahrgeldmanagement 
alle Aktivitäten, die auf die Sammlung von Geld von den Passagieren bezogen sind 

3.1.9 
Funktion 
Aktivitäten oder Unteraktivitäten eines funktionalen Gebietes 

3.1.10 
funktionales Gebiet 
zufällig festgelegte Menge von Aktivitäten, die in dieser Europäischen Norm dafür verwendet werden, um 
die Ziele und Grenzen von Datenmodellen festzulegen 

3.1.11 
Interoperabilität 
Fähigkeit von (Sub) Systemen, sich mit anderen (Sub) Systemen, nach vordefinierten Regeln (Schnittstelle) 
gegenseitig zu beeinflussen 

3.1.12 
logisches Datenmodell 
Datengestaltung, welche den zu verwendeten Datenbasistyp berücksichtigt, aber keine anderen Mittel zur 
Nutzung von Bereichen und Zugängen berücksichtigt 

3.1.13 
logisches, nicht vereinheitlichtes Modell 
relationales Datenmodell, welches nicht vollständig vereinheitlicht ist, d. h. nicht vollständig den 
Vereinheitlichungsregeln folgt und deswegen möglicherweise redundant ist 

3.1.14 
logisches Niveau 
bezogen auf Datenmodellierung das logische Datenmodell 

3.1.15 
betriebliche Informationen 
alle Aktivitäten, die dem Firmenmanagement erlauben, Informationen zu sammeln, die notwendig sind, um 
notwendigen Problemlösungen nachzukommen 

3.1.16 
objektorientiertes Datenmodell 
Datenstruktur, die nach den Prinzipien ausgedrückt ist, eine direkte Implementierung als objektorientierte 
Datenbasis zu ermöglichen, in der Informationen in Form von Objekten dargestellt werden, d. h. das Prinzip 
der Einbindung derart berücksichtigt werden, dass auf jedes Datenelement über zugehörige Funktionen 
(Methoden) zugegriffen oder dieses modifiziert werden kann 

3.1.17 
betriebliche Überwachung und Steuerung 
Aktivitäten bezogen auf den Transportprozess, d. h. Echtzeitfunktionen bezogen auf die Fahrt und den 
Transport von Passagieren nach vorgegebenen Anweisungen, inklusive des Fahrprozesses und dessen 
Steuerung im Falle von Abweichungen sowie aller Aktivitäten, die den Fahrprozess unterstützen, wie 
Ampelphasen Priorisierung, Weichenschaltung, Bahnsteigauswahl, Vorlauf/Verzögerungsratschlag usw. 
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3.1.18 
Passagierinformation 
Aktivitäten bezogen auf den Nutzer, entweder den geplanten oder den gegenwärtigen Transportdienst zu 
informieren 

3.1.19 
Personaldisposition 
Aktivitäten bezogen auf die mittelfristige und kurzfristige Steuerung von Fahrern

3.1.20 
Echtzeitsteuerung 
siehe betriebliche Überwachung und Steuerung 

3.1.21 
relationales Datenmodell 
Form eines logischen Datenmodells, das Informationen als Serie von Tabellen (Beziehungen) und Attributen 
liefert und die folgenden Eigenschaften verarbeitet: 

a) alle Attributwerte sind elementar, 

b) alle �Tupel� (Reihen/Vorkommen) sind eindeutig, 

c) kein Teil des Grundschlüssels darf Null sein und  

d) fremde Schlüsselwerte entsprechen einem bestehenden Grundschlüssel in anderer Beziehung oder sind 
Null 

3.1.22 
Disposition 
siehe taktische Planung 

3.1.23 
taktische Planung 
Aktivitäten bezogen auf die taktische Transportplanung, Aufteilung der Fahrzeugdisposition, 
Fahrerdisposition, Dienstplanung

3.2 Bereichsbezogene Begriffe 

Für den betrieblichen Überwachungs- und Steuerungsbereich gibt es keine zusätzlichen Begriffe, die nicht in 
Anhang A bereits enthalten sind. 
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Eur♦pean ✥♦rew♦rd 

This document (EN 12896-4:2019) has been prepared by Technical Committee CEN/TC 278 �Intelligent 

transport systems�, the secretariat of which is held by NEN. 

This European Standard shall be given the status of a national standard, either by publication of an 

identical text or by endorsement, at the latest by March 2020, and conflicting national standards shall 

be withdrawn at the latest by March 2020. 

Attention is drawn to the possibility that some of the elements of this document may be the subject of 

patent rights. CEN shall not be held responsible for identifying any or all such patent rights. 

The series is composed of the following documents: 

� Public transport � Reference data model � Part 1: Common concepts; 

� Public transport � Reference data model � Part 2: Public transport network; 

� Public transport � Reference data model � Part 3: Timing information and vehicle scheduling; 

� Public transport � Reference data model � Part 4: Operations monitoring and control; 

� Public transport � Reference data model � Part 5: Fare management; 

� Public transport � Reference data model � Part 6: Passenger information; 

� Public transport � Reference data model � Part 7: Driver management; 

� Public transport � Reference data model � Part 8: Management information & statistics; and 

� Public transport � Reference data model � Part 9: Informative documentation [CEN/TR]. 

Together these create version 6 of the European Standard EN 12896, known as �Transmodel�, and thus 

replace EN 12896:2006, known as �Transmodel v5.1�. 

In comparison with EN 12896:2006, the technical modifications made are presented in  

CEN/TR 12896-9, Public transport � Reference data model � Part 9: Informative documentation. 

According to the CEN-CENELEC Internal Regulations, the national standards organisations of the 

following countries are bound to implement this European Standard: Austria, Belgium, Bulgaria, 

Croatia, Cyprus, Czech Republic, Denmark, Estonia, Finland, France, Germany, Greece, Hungary, Iceland, 

Ireland, Italy, Latvia, Lithuania, Luxembourg, Malta, Netherlands, Norway, Poland, Portugal, Republic of 

North Macedonia, Romania, Serbia, Slovakia, Slovenia, Spain, Sweden, Switzerland, Turkey and the 

United Kingdom. 
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Intr♦duct✐♦n 

Part 1 of this European Standard presents the following items: 

� Rationale for the Transmodel Standard;

� Use of the Transmodel Standard; 

� Applicability of the Transmodel Standard; 

� Conformance Statement; 

� Transmodel Origins; 

� Reference to the Previous Version and Other Documents. 

The data structures represented in Part 1 are generic patterns that are referenced by different other 

parts. 

Part 2 of this European Standard presents space-related data structures. 

Part 3 presents time-related data structures and replaces the sections of EN 12896:2006 referring to 

the time-related Tactical Planning Components and to Vehicle Scheduling. 

Part 4 (this part) presents data referring to daily operations (i.e. to operational days), different from 

those planned for day types (space-related data structures and tactical planning components) and 

including operational raw data referring to operations follow-up. 

Part 5 presents fares structures including sales, validation and control. 

Part 6 presents Passenger Information (planned and real-time). 

Part 7 presents Driver Management including Driver Scheduling (day-type related driver schedules), 

Rostering (ordering of driver duties into sequences according to some chosen methods) and Driving 

Personnel Disposition (assignment of logical drivers to physical drivers and recording of driver 

performance). 

Part 8 presents Management Information and Statistics. 
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1 Sc♦pe 

1.1 Genera❧ "✁✂✄❡ ✂☎ the Standard 

The main objective of the present standard is to present the Reference Data Model for Public Transport, 

based on: 

� the Reference Data Model, EN 12896, known as Transmodel V5.1; 

� EN 28701:2012, Intelligent transport systems � Public transport � Identification of Fixed Objects in 

Public Transport (IFOPT), although note that this particular standard has been withdrawn as it is 

now included within Parts 1 and 2 of this standard (EN 12896-1:2016 and EN 12896-2:2016) 

following their successful publication; 

incorporating the requirements of: 

� EN 15531-1 to -3 and CEN/TS 15531-4 and -5: Public transport � Service interface for real-time 

information relating to public transport operations (SIRI); 

� CEN/TS 16614-1 and -2: Public transport � Network and Timetable Exchange (NeTEx), in particular 

the specific needs for long distance train operation. 

Particular attention is drawn to the data model structure and methodology: 

� the data model is described in a modular form in order to facilitate the understanding and the use 

of the model; 

� the data model is entirely described in UML. 

The following functional domains are considered: 

� Network Description: routes, lines, journey patterns, timing patterns, service patterns, scheduled 

stop points and stop places; 

� Timing Information and Vehicle Scheduling (runtimes, vehicle journeys, day type-related vehicle 

schedules); 

� Passenger Information (planned and real-time); 

� Fare Management (fare structure, sales, validation, control); 

� Operations Monitoring and Control: operating day-related data, vehicle follow-up, control actions; 

� Driver Management: 

� Driver Scheduling (day-type related driver schedules), 

� Rostering (ordering of driver duties into sequences according to some chosen methods), 

� Driving Personnel Disposition (assignment of logical drivers to physical drivers and recording 

of driver performance); 

� Management Information and Statistics (including data dedicated to service performance 

indicators). 

The data modules dedicated to cover most functions of the above domains will be specified. 
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Several concepts are shared by the different functional domains. This data domain is called �Common 

Concepts�. 

1.2 Functi✂♦al D✂!✁in Descripti✂♦ 

The different functional domains (enumerated above) taken into account in the present document, and 

of which the data have been represented as the reference model, are described in EN 12896-1:2016, 

Public transport � Reference data model � Part 1: Common concepts. 

1.3 Particular S✁✂✄❡ ✂☎ this D✂✁✂ment 

The present document entitled Public transport � Reference data model � Part 4: Operations monitoring 

and control incorporates the following data packages:

� Dated Production Components MODEL; 

� Call MODEL; 

� Production Plan MODEL; 

� Detecting and Monitoring MODEL; 

� Control Action MODEL; 

� Event and Incident MODEL; 

� Messaging MODEL; 

� Situation MODEL; and 

� Facility Monitoring and Availability MODEL. 

The data structures represented in this part form descriptions of data that are specific to operations for 

an operational day (as opposed to those planned for day types). They reference to structures as 

described in EN 12896-1:2016, such as version frames or generic grouping mechanisms, but also to 

EN 12896-2:2016 and EN 12896-3:2016. 

This document itself is composed of the following parts: 

� Main document (normative) presenting the data model for the domain Operations Monitoring and 

Control; 

� Annex A (normative), containing the data dictionary, i.e. the list of all the concepts and attribute 

tables present in the main document together with the definitions; 

� Annex B (normative), providing a complement to EN 12896-1:2016, particularly useful for parts 4 

to 8 of the Public Transport Reference Data Model; 

� Annex C (informative), indicating the data model evolutions; and 

� Annex D (informative), providing a mapping between the Situation Publication model of DATEX II 

(EN 16157 and CEN/TS 16157 (all parts), Situation Publication Data Model 2.2, 2013), SIRI Situation 

Exchange (CEN/TS 15531-5:2016) and SIRI Facility Monitoring (CEN/TS 15531-4:2011). 
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2 N♦rmative references 

The following documents are referred to in the text in such a way that some or all of their content 

constitutes requirements of this document. For dated references, only the edition cited applies. For 

undated references, the latest edition of the referenced document (including any amendments) applies. 

EN 12896-1:2016, Public transport � Reference data model � Part 1: Common concepts 

EN 12896-2:2016, Public transport � Reference data model � Part 2: Public transport network 

EN 12896-3:2016, Public transport � Reference data model � Part 3: Timing information and vehicle 

scheduling 

CEN/TS 15531-5:2016, Public transport � Service interface for real-time information relating to public 

transport operations � Part 5: Functional service interfaces situation exchange: Situation Exchange 

3 Terms and definiti♦ns 

For the purposes of this document, the following terms and definitions apply. 

ISO and IEC maintain terminological databases for use in standardization at the following addresses: 

 IEC Electropedia: available at http://www.electropedia.org/ 

 ISO Online browsing platform: available at http://www.iso.org/obp 

3.1 General Terms and Definit✐✁ns: 

3.1.1 

attribute 

property of an entity 

3.1.2 

❝✁nceptual data ♠✁del 

description of a real-world domain in terms of entities, relationships and attributes in an 

implementation independent manner in order to provide a structure on which the rest of the 

development of an application system can be based 

3.1.3 

❝✁nceptual level 

conceptual data model in the context of data modelling 

3.1.4 

database 

collection of data 

Note 1 to entry: Often used in the sense of the physical implementation of a data model. 

3.1.✺ 

data ❞✁main 

data structure made up of data related to each other, through the fact that there is a functional area or 

group of functions using this data set as a whole 

Note 1 to entry: In this document, a part of the Reference Data Model for Public Transport. 
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3.1.✻ 

data ♠✁del 

description of a real-world domain in terms of data and relationships 

3.1.7 

entity 

object (data) that has its own existence (as opposed to an attribute) 

3.1.8 

fare mana❣ement 

all activities related to the collection of money from passengers 

3.1.9 

funct✐✁n 

activity, or a sub-activity of a functional area 

3.1.10 

funct✐✁nal area 

arbitrarily defined set of activities used to define the objectives and limits of the data model 

3.1.11 

inter✁perability 

ability of (sub)systems to interact with other (sub)systems according to a set of predefined rules 

(interface) 

3.1.12 

l✁❣✐❝❛❆ data ♠✁del 

data design that takes into account the type of database to be used but which does not consider means 

of utilization of space or access 

3.1.13 

l✁❣✐❝❛❆ den✁rmal✐✐❡❞ m✁del 

relational data model that is not fully normalized, i.e. does not completely follow the normalization 

rules and thus may be redundant 

3.1.14 

l✁❣✐❝❛❆ level 

logical data model in the context of data modelling 

3.1.1✺ 

man❛❣ement in❢✁rmati✁n 

activities allowing the company management to collect the information necessary to meet problem-

solving needs 

3.1.1✻ 

✁b❥❡ct✲✁riented data ♠✁del 

data structure expressed according to principles that allow for a direct implementation as an object-

oriented database, where information is represented in form of objects, i.e. respecting the principle of 

encapsulation meaning in particular that each data is accessed or modified through operations 

(methods) belonging to it 
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3.1.17 

✁perat✐✁ns ♠✁nit✁rin❣ and c✁ntr✁l 

activities related to the transportation process, i.e. real-time functions related to the driving and 

transportation of passengers according to given instructions, including the monitoring of the driving 

process and its control in case of deviations, as well as all activities that support the driving process 

such as traffic light priority, track switching, bay selection, advance/delay advice, etc. 

3.1.18 

passen❣er in❢✁rmat✐✁n 

activities related to informing the users either on the planned or on the actual transportation services 

3.1.19 

pers✁nnel ❞✐✟✆✁sit✐✁n 

activities related to the mid-term and short-term management of drivers 

3.1.20 

Real-time ❝✁ntr✁l 

see Operations monitoring and control 

3.1.21 

relat✐✁nal data ♠✁del 

type of logical data model giving the information as series of tables (relations) and attributes, and 

possessing the following characteristics: 

a) all attribute values are atomic; 

b) all �tuples� (rows/occurrences) are distinct; 

c) no part of the primary key may be null; and 

d) foreign key values correspond to an existing primary key in another relation or be null 

3.1.22 

schedulin❣

see Tactical Planning 

3.1.23 

tactical plannin❣

activities related to the tactical planning of transportation, splitting into vehicle scheduling, driver 

scheduling, rostering 

3.2 ❉✁♠❛in Specific Terms and Definit✐✁ns: 

For the operations monitoring and control domain, there are no additional terms that are not included 

in Annex A. 

4 Sy♠!♦ls and ❆bbrev✐✁✂✐♦ns 

AVM Automated Vehicle Monitoring 

AVMS Automated Vehicle Management System 

IFOPT Identification of Fixed Objects in Public Transport (EN 28701:2012) 

ISO International Organization for Standardization 
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IT Information Technology 

NeTEx Network and Timetable Exchange (CEN/TS 16614 series) 

PT Public Transport 

PTO Public Transport Operator 

SIRI Service Interface for Real-time Information (EN 15531 (all parts) and 

CEN/TS 15531 (all parts)) 

SIRI� FM Service Interface for Real-time Information Facility Monitoring (CEN/TS 15531-4)

SIRI� SX Service Interface for Real-time Information Situation Exchange (CEN/TS 15531-5)

UML Unified Modelling Language 

URI Uniform Resource Identifier 

URL Universal Resource Locator. 

✺ Operati♦ns m♦nit♦ri♥" and c♦ntr♦l 

✁✂1 Int%✂✄✂cti✂♦ 

The operational management of public transport is classically divided into two distinct phases: 

� a �tactical planning� phase, consisting of designing and building a reference schedule (described in 

EN 12896-2:2016 and EN 12896-3:2016); and 

� a further phase of adapting the reference schedule to the real operating conditions, in a plan that is 

constantly updated during the operating day. This phase is known as �real-time control�. 

Note that in the first phase, the �tactical planning� phase, data are typically handled on a macroscopic 

level describing significant parts of the intended operation as complete sets of coherent data. It is 

possible to prepare multiple complete sets of coherent data in parallel, reflecting different planning 

strategies on a higher level, with one such set selected to be the base for the operation on a certain day 

for a certain scope. In this case the concept of organizing data into VERSION FRAMEs (as described in 

EN 12896-1:2016) is useful as it provides a mechanism to work with, and choose between, coherent 

sets of data at a higher level for pre-selected scopes. 

In the second phase, the �real-time control� phase, the higher-level plan is already partly in operation; 

the movement of real world passengers, vehicles and personnel has already started, and the current 

plan cannot easily be replaced in its entirety with a different pre-prepared plan. Instead, changes to 

compensate for disturbances of different kinds need to be applied gradually and individually, taking the 

current position of personnel and vehicles into consideration. In this case the VERSION FRAME concept 

is of less relevance. 

The data collected during real time operations is a constant source of information related to the 

theoretical reference schedules and is thus likely to be used as feedback in order to adapt them. The 

boundary between these two phases (tactical planning and real-time control) is, in most cases, fixed 

arbitrarily. It may take place at the beginning of the operating day, two days in advance, when the 

drivers are rostered, etc. Such a limit is often marked by the freezing of a �production plan�, which will 

be the reference for real-time control on a whole operating day. 

The reference schedule is optimized to fit specified service quality objectives (e.g. frequency, 

punctuality, crowding or interchange management) while respecting operational constraints (e.g. 

constraints due to driver or vehicle management). However, it can only define an optimal plan in 

average operating conditions. When these average conditions are no longer present (e.g. because of 
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disturbances such as change in traffic conditions, failures, incidents, etc.), it becomes necessary to carry 

out �control actions�, in order to compensate for the service deterioration. 

It is commonly accepted that real-time control aims to relate operations to the reference schedule. 

However, if the situation is far from the average conditions, then the reference schedule is no longer a 

standard to be respected; in this case only the service quality objectives remain, guiding the control 

actions, modifying the reference schedule, and possibly resulting in a complete rescheduling. 

Modern public transport networks are equipped with automated tools able to facilitate real-time 

control, usually named Automatic Vehicle Monitoring (AVM) systems. The main functions of an AVM 

system (AVMS) in the control process are: 

� locating vehicles, with regard to the PT network and possibly to the infrastructure; 

� controlling tolerance thresholds with respect to the service objectives, in order to help the 

controller in the detection of disturbances and to help the driver maintain the timetable or 

headway; 

� controlling data and voice exchanges, for information of controllers, drivers and passengers; 

� handling of (technical or operational) alarms; 

� providing assistance for the design of control actions; 

� computing data for traveller information (e.g. estimated passing times); 

� various activation functions (e.g. traffic light priority); and 

� collecting data for statistical purposes (e.g. observed run times). 

The modelling requirements imply distinguishing some important abstract concepts, in particular: 

� physical resources (e.g. a particular driver) and logical resources (e.g. a theoretical anonymous 

vehicle); and 

� various states of the work plan, in particular the latest valid work plan (e.g. as ordered by the 

controller), the monitored situation (e.g. as monitored by the AVMS) and the expected situation (as 

forecasted, from the monitored situation and the plans). 

✁✂2 Dated Operati✂♦al Plans 

✺.2.1 Principles 

Operations require an operational plan for each OPERATING DAY. Such dated plans are elaborated in 

anticipated time, on a short-term horizon (a few days or possibly a few weeks before the day of 

operations) and frequently updated. They are usually derived from tactical plans for DAY TYPEs. The 

latter are assigned to OPERATING DAYs, according to rules taking into account the characteristics of the 

considered calendar (see SERVICE CALENDAR described in EN 12896-1:2016) and the PROPERTies OF 

DAY assigned to each OPERATING DAY. The composition of dated plans is rather similar to the 

composition of plans for day types (see in particular Dated Journey Model in EN 12896-2:2016 and 

EN 12896-3:2016). However, they include a lot of information that cannot be planned easily on a 

regular basis: occasional special services, results of the personnel disposition process (in particular 

planned rest days or other absences), etc. 
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class OM DP Dated Production Components overview

JOURNEY

TI Vehicle Journey MODEL::

VEHICLE JOURNEY

TI Vehicle Service MODEL::

BLOCK

TI Dated Journey MODEL ::DATED VEHICLE JOURNEY

TI Dated Journey MODEL ::

NORMAL DATED VEHICLE 

JOURNEY

TI Passing Times MODEL ::DATED 

PASSING TIME

TI Passing Times MODEL ::

PASSING TIME

CC Service Calendar MODEL:

:OPERATING DAY

CC Service 

Calendar 

MODEL::

DAY TYPE

LINK SEQUENCE

NT Journey Pattern MODEL::

JOURNEY PATTERN

Name: OM DP Dated Production Components overview

Author: Transmodel 

Version: 6.0-1.0

Created: 2015-05-24 00:00:00

Updated: 2018-01-02 11:26:02

TI Vehicle Service MODEL::

NORMAL DATED BLOCK

TI Vehicle Service MODEL::

DATED BLOCK

OM Vehicle Work 

Production 

Components MODEL::

DATED SPECIAL 

SERVICE

JOURNEY

TI Service Journey MODEL::

SPECIAL SERVICE

OM Dated Vehicle Journey 

Interchange MODEL::DATED 

VEHICLE JOURNEY 

INTERCHANGE

TI Coupled Journey MODEL::

JOURNEY PART

OM Vehicle Work Production 

Components MODEL::DATED 

JOURNEY PART

CC Generic Point & Link 

MODEL::POINT

OM Vehicle Work Production 

Components MODEL::EXTRA 

DATED VEHICLE JOURNEY

OM Monitored Passing Times 

MODEL::OBSERVED PASSING 

TIME

OM Monitored Passing Times 

MODEL::ESTIMATED PASSING 

TIME

+worked on 0..*

+for 1..* +to 0..*

+end

of

1

+using

0..*+used by

+using

feeder0..*

+feeder

in

1

+using 0..*

+used by 0..1

+subdivided in

+used to

compose 0..*

+used by

0..1

+altered

to use

0..* +dated

on

0..*

+date

of 1

+for

0..1

+described

by0..*

+date of 1

+dated on 0..*

+including0..1

+in 0..* +made

using

0..*

+for

1

+using

0..*

+used

by

0..1

+dated

on

0..*
+date

of

1

+for

0..*

+at

+including

0..1+in

0..*

+using

0..*

+used by

+based on 0..*

+base for 0..1

+based on

0..*+base for

0..1

+for 0..1

+described by*

+for 1..*

+worked on 0..* +including

0..1

+in *

+date of 1

+dated on0..*

+subdivided

in

+part of

0..*

+start

of

1

+from0..*

+using

distributor 0..*

+distributor

in

1
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Dated plans are constantly updated according to the available information. It is a common practice to 

freeze and store a conventional version of such a plan, a short time before the beginning of the 

OPERATING DAY. This version represents the PRODUCTION PLAN (see subclause 5.2.6), serving as a 

reference in particular for the production follow-up. Drivers are often rostered according to such a 

PRODUCTION PLAN. Moreover, the data transferred to the AVMS application is usually extracted from 

the PRODUCTION PLAN. During the OPERATING DAY, further modifications (CONTROL ACTIONs) 

occur, due to various events affecting the operations (failures, delays, absences, etc.). 

Most monitoring systems constantly record a �latest valid plan�, which reflects all modifications to the 

operational plan that have been entered and validated up to now. This dynamic plan forms, in 

particular, the basis to inform the drivers, in order for them to adapt their driving to the plan. 

✺.2.2 Vehicl❡ ☎✁r❦ Pr✁duct✐✁n C✁♠✆✁nents 

✺.2.2.1 Dat❡❞ ☞✁urneys and Special Services 

There are many reasons which lead to modification of the operational plan in the short-term: special 

events; changes in the road infrastructure; incidents; etc. Some VEHICLE JOURNEYs may be added or 

deleted, may use alternative or shortened ROUTEs and JOURNEY PATTERNs, occasional services may 
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be added, etc. If these changes are only valid for one or a few days, the reference schedule for a DAY 

TYPE is not modified, but the changes are only stored for the appropriate OPERATING DAYs. 

class OM DP Vehicle Work Production Components MODEL

JOURNEY

TI Vehicle Journey 

MODEL::VEHICLE 

JOURNEY

TI Dated Journey MODEL ::DATED VEHICLE 

JOURNEY

TI Dated Journey MODEL ::

NORMAL DATED VEHICLE 

JOURNEY

CC Service Calendar 

MODEL::OPERATING 

DAY

LINK SEQUENCE

NT Journey Pattern MODEL::

JOURNEY PATTERN

Name: OM DP Vehicle Work Production Components MODEL

Author: Transmodel 

Version: 6.0-1.0

Created: 2017-05-15 00:00:00

Updated: 2018-04-09 11:39:34

TI Vehicle 

Service MODEL:

:DATED BLOCK

DATED SPECIAL 

SERVICE

+ StartTime

+ EndTime

«UID»

+ Id

JOURNEY

TI Service Journey 

MODEL::SPECIAL 

SERVICE

OM Dated Vehicle Journey Interchange MODEL::DATED VEHICLE 

JOURNEY INTERCHANGE

TI Coupled Journey 

MODEL::JOURNEY 

PART

DATED JOURNEY 

PART

«UID»

+ Id

CC Generic Point & 

Link MODEL::POINT

EXTRA DATED VEHICLE JOURNEY

«UID»

- Id

{exclusion}

TI Interchange MODEL::

INTERCHANGE

+dated on 0..*

+date of 1

+for 0..1

+described

by 0..*

+made using

0..*

+for

1

+using

0..* +used
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0..1
+date of
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0..*
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+used to

compose
0..*

+using
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0..*
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+for 0..1
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0..*

+using

0..*
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0..1
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0..1

+altered

to use

0..*

+subdivided
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+part of0..*

+dated

on

0..*

+date

of

1

+based

on

0..*+base for

0..1

+based on 0..*

+base for 0..1

+start

of 1

+from 0..*

+using

distributor

0..*

+distributor

in 1

+using

0..*

+used by

+to 0..*

+end

of 1

+based on

0..*

+base for

0..1

+including0..1

+in 0..*

+date

of 1

+dated on0..*
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The entity DATED VEHICLE JOURNEY describes a vehicle journey planned for one specific OPERATING 

DAY. 

NORMAL DATED VEHICLE JOURNEYs are based upon a VEHICLE JOURNEY, as produced for a DAY TYPE 

by the scheduling process. If there is no disturbance in the service, these normal journeys will be an 

exact image of the theoretical plan, applied to the specific OPERATING DAY. However, short-term 

modifications may be applied to these journeys, for instance when the controller decides to let a vehicle 

turn before the terminus. This means that the last part of the vehicle�s current journey is cancelled as 

well as the first part of the vehicle�s next journey in the other direction. One way of doing this is by 

applying two PARTIAL JOURNEY CANCELLATION control actions (see subclause 5.6.3.4). Such 

CONTROL ACTIONs update the latest valid plan and produce modified versions of the relevant DATED 

VEHICLE JOURNEYs. 

Additional DATED VEHICLE JOURNEYs may be included in the PRODUCTION PLAN for an OPERATING 

DAY by applying the JOURNEY CREATION control action (see subclause 5.6.3.1). Such EXTRA DATED 

VEHICLE JOURNEYs could be created from scratch, or by duplication of an existing journey with 

modification of the departure time, for instance. Sometimes EXTRA DATED VEHICLE JOURNEYs are 

based on existing JOURNEY PATTERNs. An EXTRA DATED VEHICLE JOURNEY may, for instance, 

correspond to a reinforcement of the service, or result from a complete rescheduling. 

There are also situations when EXTRA DATED VEHICLE JOURNEYs are created to complement a DATED 

VEHICLE JOURNEY that is already running, but that will not be completed due to mechanical failures or 

large delays of the originally assigned vehicle. Sometimes such a replacement EXTRA DATED VEHICLE 

JOURNEY that is working the latter JOURNEY PARTs of the planned VEHICLE JOURNEY can be run at the 

same time as the original vehicle is still working to complete the first JOURNEY PARTs of the same 

planned VEHICLE JOURNEY. 
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A DATED VEHICLE JOURNEY serves one JOURNEY PATTERN. Any NORMAL DATED VEHICLE JOURNEY 

for which the working pattern has not been modified by a CONTROL ACTION will serve the JOURNEY 

PATTERN of its parent VEHICLE JOURNEY. In case of modification, the new JOURNEY PATTERN of the 

DATED VEHICLE JOURNEY is specified either by a reference to an existing JOURNEY PATTERN exactly 

matching the modification, or by a description of the relative modifications in relation to the original 

JOURNEY PATTERN. The same applies to EXTRA DATED VEHICLE JOURNEYs; they can be described 

with a reference to an existing JOURNEY PATTERN that matches the intended JOURNEY PATTERN 

exactly, or by a reference to an existing JOURNEY PATTERN in combination with a description of 

relative modifications in relation to this JOURNEY PATTERN. 

The classification of JOURNEY PATTERNs through TYPE OF JOURNEY PATTERN may include some 

categories of occasional JOURNEY PATTERNs, to be used only by extra or modified DATED VEHICLE 

JOURNEYs (e.g. for occasionally shortened or deviated routes). 

The entity DATED VEHICLE JOURNEY has an attribute �departure time�. In case of a NORMAL DATED 

VEHICLE JOURNEY, this time will be the same as for the parent VEHICLE JOURNEY, unless modifications 

of this departure time have been ordered. 

DATED SPECIAL SERVICEs are created following the same principles. Regular services will be derived 

from a SPECIAL SERVICE planned for a DAY TYPE. In most cases, DATED SPECIAL SERVICEs will be 

extra (occasional) special services, valid only for the considered OPERATING DAY. 

✺.2.2.2 Dated ❇❆✁❝❦s 

The changes made in the DATED VEHICLE JOURNEYs often generate changes in the BLOCKs planned for 

a DAY TYPE. Therefore, it is necessary to define DATED BLOCKs, which will be valid only on a specific 

OPERATING DAY (see EN 12896-3, Public transport � Reference data model � Part 3: Timing 

information and vehicle scheduling). 

Most of the DATED BLOCKs will be identical to an existing BLOCK, possibly with some modifications. 

These DATED BLOCKs are called NORMAL DATED BLOCKs, with a relationship with the parent BLOCK. 

If an extra journey is planned, this may invoke the need for a new vehicle to come from a garage, in 

which case a complete new (extra) DATED BLOCK is created from scratch. 

A DATED BLOCK shall in principle include DATED VEHICLE JOURNEYs or DATED SPECIAL SERVICEs. 

When a NORMAL DATED BLOCK is generated, it includes the journeys and services present in the 

planned (reference) BLOCK. 

However, there may be changes during the OPERATING DAY and the complete set of DATED VEHICLE 

JOURNEYs, normal and extra, presently or historically, included in certain DATED BLOCKs. It may be 

possible to deduce, by checking the VEHICLE WORK ASSIGNMENT CONTROL ACTIONs, which LOGICAL 

VEHICLEs are related to which DATED BLOCKs and DATED VEHICLE JOURNEYs. 

In common with the DATED VEHICLE JOURNEY, a DATED BLOCK has a specific identifier (ID), in 

addition to the OPERATING DAY foreign key. 

✺.2.2.3 Dated ☞✁urney Parts 

A DATED VEHICLE JOURNEY may be subdivided into DATED JOURNEY PARTs. DATED JOURNEY PARTs 

may be using planned JOURNEY PARTs (see EN 12896-3:2016, 5.3.9.2) or may be created ad-hoc. One 

situation when this is of interest is when coupling or un-coupling trains. 

The train-coupling model (see EN 12896-3:2016, 5.3.9.1) is affected by operational restrictions such as 

different days of operation or if one of the involved VEHICLE JOURNEYs are partially cancelled. 

An example of such situation is as follows: 

� There is a VEHICLE JOURNEYs (train 101) serving the stations A � B � C in sequence; 
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� There is a VEHICLE JOURNEYs (train 202) serving stations A � B � D and that is coupled with train 

101 between A and B and then uncoupled in B. 

 

F✐❣❡re 3 ➋❙✝❝✁uplin❣ ❛t stat✐✁n ❇ 

The following situations may occur: 

a) Train 202 is operating the same OPERATING DAYs as train 101. In this case uncoupling in B takes 

place every common day of operation; 

b) Train 101 is operating every day but train 202 is only operating some days. In this case uncoupling 

in B takes place only on the days of operation of train 202; 

c) Train 101 is only operating some days, and train 202 is also operating on these days but only 

between B and D. In this case there is no uncoupling as the trains were never coupled in the first 

place; 

d) Train 202 is operating some days serving the stations A �B � D, but it is not coupled to another 

train. 

Note also that sometimes VEHICLE JOURNEYs that are operating on different OPERATING DAYs may be 

coupled. This may be the case when one of the involved trains is running for more than the duration of 

one OPERATING DAY (e.g. a train between Paris-Moscow). 

✺.2.2.4 Dated Vehicl❡ ☞✁urney Interchan❣❡ 

The entity DATED VEHICLE JOURNEY INTERCHANGE describes an INTERCHANGE between two DATED 

VEHICLE JOURNEYs. 
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class OM DP Dated Vehicle Journey Interchange MODEL

TI Dated Journey MODEL ::DATED VEHICLE 

JOURNEY
CC Service 

Calendar MODEL::

OPERATING DAY

Name: OM DP Dated Vehicle Journey Interchange MODEL

Author: Transmodel 

Version: 6.0-1.0

Created: 2017-03-22 00:00:00

Updated: 2017-11-22 14:27:39

DATED VEHICLE JOURNEY INTERCHANGE

+ DistributorMaxWaitUntilDateTime [0..1]

+ MinimumChangeDuration [0..1]

+ StaySeated [0..1]

+ Advertised [0..1]

«UID»

+ Id

TI Interchange MODEL::INTERCHANGE

+based on 0..*

+base for 0..1

+using

feeder
0..*

+feeder in1

+dated on

0..* +date of

1

+using

distributor

0..*

+distributor

in 1 +date of 1

+dated on

0..*
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It can be the result of a planned SERVICE JOURNEY INTERCHANGE, the application of an INTERCHANGE 

RULE or the result of a CONTROL ACTION. 

Short-term modifications may be applied to these DATED VEHICLE JOURNEY INTERCHANGEs, for 

instance when the controller decides to extend the time span that the distributor VEHICLE should wait 

for the feeder VEHICLE, cancels a DATED VEHICLE JOURNEY INTERCHANGE or adds a new DATED 

VEHICLE JOURNEY INTERCHANGE to the PRODUCTION PLAN for an OPERATING DAY. 

✺.2.3 Dated Vehicle Service 

In addition to the DATED BLOCK that represents the work of a logical vehicle on a particular 

OPERATING DAY from the time it leaves a PARKING POINT after parking until its next return to park at 

a PARKING POINT there is also a concept that allows the operators to distinguish additional sequences 

of DATED BLOCKs starting and ending in a garage (i.e. the end points shall be GARAGE POINTs). Such a 

DATED VEHICLE SERVICE PART may be composed, for instance, of two DATED BLOCKs, separated by a 

parking period spent, without any driver, at a PARKING POINT which is not a GARAGE POINT (e.g. 

parking periods at off-peak hours for buses, at a parking point in the city). 

The whole work of a LOGICAL VEHICLE for an OPERATING DAY is described by a DATED VEHICLE 

SERVICE, composed of one or several DATED VEHICLE SERVICE PARTs. 
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class OM DP Dated Vehicle Service MODEL

DATED VEHICLE 

SERVICE

«UID»

+ Id

DATED VEHICLE 

SERVICE PART

«UID»

+ Id

TI Vehicle Service MODEL::VEHICLE 

SERVICE

TI Vehicle Service MODEL::VEHICLE 

SERVICE PART

PARKING POINT

NT Vehicle & Crew Point MODEL::

GARAGE POINT

TI Vehicle Service 

MODEL::DATED 

BLOCK

CC Service 

Calendar MODEL::

OPERATING DAY

Name: OM DP Dated Vehicle Service MODEL

Author: Transmodel

Version: 6.0-1.0

Created: 2017-03-21 00:00:00

Updated: 2017-11-20 10:12:12

+part of 0..*

+including 0..1

+ending at

0..* +end of

1

+deriving from

0..* +derived by

0..1

+date of 1

+dated on

0..*

+including 0..1

+part of 1..*

+date of 1

+dated on

0..*

+starting at 0..*

+start of 1

+including0..1

+part of1..*

+starting at

0..* +start of

1

+deriving

from

0..* +derived

by

0..1

+date of

1 +dated on

0..*

+ending at 0..*

+end of 1
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However, many users of the reference model will not implement these three levels (DATED BLOCK, 

DATED VEHICLE SERVICE PART and DATED VEHICLE SERVICE) of activities. The concept of DATED 

VEHICLE SERVICE is not strictly necessary, once the number of required vehicles has been optimized 

and, in many situations, the distinction between DATED BLOCK and DATED VEHICLE SERVICE PART is 

not useful. Therefore, in a company data model, two or all three concepts may be merged in a single 

concept (e.g. DATED BLOCK). 

✺.2.4 Dated Call 

Transmodel is in principle built out of elementary entities, not ones that are derived or aggregated. One 

of the few exceptions to this rule is the DATED CALL concept which provides a general view that 

simplifies the grouping of some types of commonly used data. 
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class OM OC Dated Call MODEL

View

«TRANSMODEL VIEW»

DATED CALL

«UID»

+ Id
CC Generic Accessibility 

MODEL::ACCESSIBILITY 

ASSESSMENT

DM Duty MODEL::DUTY PART

TI Dated Journey MODEL ::DATED VEHICLE JOURNEY

NT Route MODEL::

DESTINATION DISPLAY

POINT IN LINK SEQUENCE

NT Journey Pattern 

MODEL::POINT IN 

JOURNEY PATTERN

PASSING TIME

TI Passing Times MODEL ::

DATED PASSING TIME

OM Dated Vehicle Journey 

Interchange MODEL::DATED 

VEHICLE JOURNEY 

INTERCHANGE

«TRANSMODEL VIEW»

DATED CALL PART

«UID»

+ Id

«TRANSMODEL VIEW»

DATED DEPARTURE

«UID»

+ Id

OM Vehicle Work Production 

Components MODEL::DATED 

JOURNEY PART

«TRANSMODEL VIEW»

DATED ARRIVAL

«UID»

+ Id

CC Notice MODEL::NOTICE

Note that the list of classes 

that can be attached to the 

<<TRANSMODEL VIEW>> 

classes is not conclusive.

Name: OM OC Dated Call MODEL

Author: Transmodel

Version: 6.0-1.0

Created: 2017-06-14 16:10:46

Updated: 2018-04-06 12:31:06

+for 0..*

+at

«TRANSMODEL

COPY»

«TRANSMODEL

COPY»

+at 0..1

+applying to1

+using

distributor 0..*

+distributor

in

1

«TRANSMODEL

COPY»

«TRANSMODEL

COPY»

+in 2..*

+including1

«TRANSMODEL

COPY»

+visited in 1

+at 0..*

+part of

0..1

+includes

«TRANSMODEL

COPY»

+subdivided

in

+used to

compose 0..*

«TRANSMODEL

COPY»

+part of 0..1

+includes

+using

feeder 0..*

+feeder in 1
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A DATED CALL is a Transmodel view that represents the aggregation of information referring to a 

DATED VEHICLE JOURNEY at a POINT IN JOURNEY PATTERN. This construction, used in 

implementations such as SIRI (see EN 15531 (all parts) and CEN/TS 15531 (all parts)), is introduced to 

provide a single object to relate to, instead of having to use the double references to a DATED VEHICLE 

JOURNEY and a POINT IN JOURNEY PATTERN when conveying information that is specific for that 

combination. The aggregation concerns, for instance, DATED PASSING TIMEs, NOTICEs, etc. 

The concept can be further refined by separating data that is specific to the arrival or departure only by 

using the Transmodel views DATED ARRIVAL and DATED DEPARTURE. 

✺.2.✺ Implementat✐✁n ✁f Dated Plans 

The reference model provides only a limited number of �dated� entities, mainly referring to vehicle 

scheduling. The principles described above may be applied to numerous other concepts. In particular, 

most operators will implement dated duties for personnel disposition. It is, for instance, a usual practice 

to implement dated duties some days in advance, in order to facilitate the driver assignment work. The 

generic scheme described for the management of versions (see EN 12896-1:2016) is useful to guide this 

implementation. The conceptual �dated� entities may be implemented in various ways, for instance in 

replicating all VEHICLE JOURNEYs for each OPERATING DAY, or only in recording exceptions and 

changes, etc. 

✺.2.✻ Pr✁duct✐✁n Plan 

The PRODUCTION PLAN is a specific VERSION of the resource planning for a specific OPERATING DAY. 

It represents a conventional image of one version of the latest valid plan, frozen at a point in time 

defined by the user, according to local requirements (e.g. 2 days before the start of each OPERATING 

DAY, at 18:00 hrs.). 
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The following may be attached to a PRODUCTION PLAN: 

� the logical resources assigned to work this plan (see subclause 5.3.3); 

� the dated components of the production: DATED VEHICLE JOURNEYs, DATED SPECIAL SERVICEs; 

� the dated sets of activities assigned to the resources: DATED BLOCKs, dated driver duties, etc.; 

� the various elementary plans and versions possibly associated to the dated PRODUCTION PLAN: 

VEHICLE SCHEDULE VERSION, DRIVER SCHEDULE VERSION, TIMETABLE VERSION, etc. 

class OM PP Production Plan MODEL

PRODUCTION PLAN

«UID»

+ Id

LOGGABLE OBJECT

OM Generic Control 

Action MODEL::

CONTROL ACTION

LOGICAL VEHICLE

«UID»

+ Id

LOGICAL DRIVER

«UID»

+ Id

VERSION FRAME

DM Driver Schedule FRAME::

DRIVER SCHEDULE FRAME

VERSION FRAME

Vehicle Schedule  Frame MODEL::

VEHICLE SCHEDULE FRAME

VERSION FRAME

Timetable Frame MODEL::

TIMETABLE FRAME

TI Vehicle Service 

MODEL::DATED 

BLOCK

CC Service Calendar MODEL::OPERATING DAY

TI Dated Journey 

MODEL ::DATED 

VEHICLE JOURNEY

Name: OM PP Production Plan MODEL

Author: Transmodel

Version: 6.0-1.0

Created: 2014-12-01 00:00:00

Updated: 2018-01-02 11:44:46

reference 

version of a 

daily activity

There can be separated administration of timetables, vehicle schedules and driver 

schedules. It is assumed that matching is done on the OPERATING DAY level.

Additionally:  If all parties can relate to a common set of basic day types and the same 

SERVICE CALENDAR from the same SERVICE CALENDAR FRAME, it is possible to modify 

the PRODUCTION PLAN by only adjusting the SERVICE CALENDAR.

+derived from 0..*

+base for 1..*

+derived from 0..*

+base for 1..*

+prepared

for

0..*

+date of1

+part of 0..*

+comprising 1

+dated on 0..*

+date of 1

+part of 0..*

+comprising 1

+part of 0..*

+comprising1

+dated on0..*

+date of 1 +date of1

+dated on0..*

+part of 0..*

+comprising1

+dated on 0..*

+date of 1

+referring to0..*

+base

of
1

+related

to

0..*

+related

to

0..*

+derived from 0..*

+base for 0..*
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In some cases, all elements composing a PRODUCTION PLAN (e.g. VEHICLE JOURNEYs, driver duties, 

BLOCKs, etc.) for a certain OPERATING DAY refer to the same DAY TYPE, but this is not a strict 

requirement. E.g. a VEHICLE JOURNEY worked on a �Friday� DAY TYPE may on certain OPERATING 

DAYs be operated in parallel with a VEHICLE JOURNEY worked on a �Weekdays� DAY TYPE. 

Several VERSION FRAMEs may be combined in a PRODUCTION PLAN (e.g. three VEHICLE SCHEDULE 

FRAMEs covered by one DRIVER SCHEDULE FRAME). 
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The responsibility for operating and planning the operation may be divided among multiple parties, 

each party providing different aspects and parts of the PRODUCTION PLAN. Different parts of the 

operation are covered in different multiple parallel TIMETABLE FRAMEs, VEHICLE SCHEDULE FRAMEs 

and DRIVER SCHEDULE FRAMEs that may be more or less independently maintained in different 

systems. 

The scope of the respective VERSION FRAMEs from which the PROUCTION PLAN is derived are to be 

specified by the responsible parties in an unambiguous fashion. The scope for a TIMETABLE FRAME is 

often a LINE, but could also be a GROUP OF LINES, a GARAGE (interpreted as all VEHICLE JOURNEYs 

operated from that GARAGE), etc. The scope for a VEHICLE SCHEDULE FRAME is often the GARAGE 

(interpreted as all BLOCKs for all VEHICLE JOURNEYs operated from that GARAGE) but could also be an 

OPERATOR (interpreted as all BLOCKs for all VEHICLE JOURNEYs operated by that OPERATOR) etc. 

The building rules of a PRODUCTION PLAN may include some VALIDITY CONDITIONs that are used to 

select the correct VERSION of data for the respective VERSION FRAMEs. 

It is not necessary that a certain VEHICLE SCHEDULE FRAME is restricted to refer only to VEHICLE 

JOURNEYs from a single TIMETABLE FRAME, neither is it necessary that all VEHICLE JOURNEYs in a 

certain TIMETABLE FRAME must be included in BLOCKs from a single VEHICLE SCHEDULE FRAME. 

Different parties may have different views on what they consider to be the scope of the PRODUCTION 

PLAN, in essence the �VERSION FRAME� of the PRODUCTION PLAN. 

For example, a regional PT authority might have a view that the complete tendered public transport 

operation in the region is covered by a single PRODUCTION PLAN, thus involving a large number of 

TIMETABLE VERSION FRAMEs, VEHICLE SCHEDULE FRAMEs and possibly also DRIVER SCHEDULE 

FRAMEs. 

At the same time an OPERATOR responsible for running part of that operation might focus only on the 

subset of VEHICLE JOURNEYs, BLOCKs and driver duties worked by that same OPERATOR and consider 

that as the scope for the PRODUCTION PLAN. Such a limitation can be useful to reduce the workload for 

the OPERATORs AVMS. 

✺☎3 Re'✆✝rce Detecti✆♦ and M✆♦✞t✆✟✞n❣ 

✠.3.1 ▲imits 

The on-line control of public transport operations involves collecting and computing data about the 

resources used for these operations (mainly vehicles and crew). 

In the present version of the reference model, the problem of vehicle monitoring is fully addressed, 

whereas crew monitoring concerns are only treated to a limited extent. 

✠.3.2 Funct✐♦ns Related t♦ the ▼♦nit♦rin# ✡r♦cess 

Several main functions can be distinguished in the on-line vehicle control process: 

� detection of a vehicle, which means collecting raw data about a vehicle (e.g. its current location or 

its current speed); 

� monitoring a vehicle, which means to ascertain relationships between a vehicle and data describing 

(possibly partly) a planned transportation service (e.g. to monitor that a vehicle is operating a 

certain SERVICE JOURNEY and is behind its schedule); 

� computing forecasts on the service to come (e.g. to calculate estimated passing times); 

� recording consolidated data about the service actually operated by each vehicle. 

DIN EN 12896-4:2020-01 

Full document details: DIN EN 12896-4:2020-01

http://www.avadocuments.com/doc/din-en-12896-4-2020-01
http://www.avadocuments.com/doc/din-en-12896-4-2020-01


EN 1289✻!✁✂✄019 (E) 

28 

It is important to distinguish between detection and monitoring, because a detected vehicle is not 

necessarily monitored if the available information is not sufficient to describe a monitored situation. 

However, the basic objective of on-line control and of the systems aimed at assisting this function 

(AVM) is to monitor vehicles in order to implement various actions (follow-up of the service, corrective 

control actions, activation of passenger information devices or traffic light priorities, etc.). The detection 

in itself is not really a concern for the reference data model but is a tool to allow the monitoring to be 

done. 

AVM systems are able to represent the monitored situation, which reflects in principle the actual 

situation at any time. One of the main interests for operators is to relate this situation (journey under 

way) to the latest valid plan (journey supposed to be under way). However, some uncertainty may 

occur in this relationship, due to technical failures or deviations from the normal route, for instance. 

Moreover, some monitoring systems dedicated to passenger information may even ignore the 

theoretical plans. 

Forecasting passing times is an essential function, in particular for passenger information. From the 

information provided by the latest valid plan (or simply the PRODUCTION PLAN) and the monitored 

situation, AVM and passenger information systems compute an estimated plan, providing for instance 

the estimated passing times for the rest of the journey under way and possibly the following journey. 

After completion of the operating day, the production follow-up process consists of consolidating a 

realized production report. This is based on the data provided by the monitoring and by the recorded 

control actions, completed or corrected by other information (such as reason for changing or 

comments), in order to provide a report reflecting as precisely as possible the realized production. 

The distinction between detection, monitoring, forecasts and recording is convenient for classical 

operations and systems, for which the technical capabilities or the human behaviour may introduce 

some uncertainty. In some public transport systems (notably automatic metro systems), these functions 

may be merged in a single function, which represents a fully automated control of operations. 

More generally, the above principles should be interpreted as examples of usual practices which will 

have to be adapted to any particular situation. 

✠.3.3 Res♦urces t♦ b❡ !♦nit♦red 

As described in EN 12896-3:2016, it is often convenient for many functions to manage logical resources, 

instead of physical resources. This is in particular the case for most monitoring functions, because they 

require to distinguish: 

� a logical (theoretical and anonymous) resource (e.g. a logical vehicle or a logical driver); 

� a physical resource (e.g. a particular VEHICLE), to be assigned to a logical resource; 

� a work plan (e.g. a DATED BLOCK composed of DATED VEHICLE JOURNEYs, or a �dated duty�). 

In stable situations, the concept of logical resource does not have any concrete meaning. When a 

PROUCTION PLAN is validated and frozen, for instance, it is possible to assign physical VEHICLEs to 

pieces of work plan (e.g. BLOCKs) directly. However, many modifications to the initial plan arise during 

the day of operations, which are likely to complicate this simple assignment. 

For instance, the physical VEHICLE to be monitored is not always known by the system. Some 

passenger information systems monitor anonymous vehicles, collecting only data about the line and the 

covered JOURNEY PATTERN, at a point where a vehicle is detected. A logical resource may be created 

and used in the monitoring system before any assignment to a physical resource or a work plan. During 

the design of a control action, a logical resource may have, provisionally, two contradictory work plans 

attached. 
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For these reasons, the concept of logical resource may be used at any stage of planning or operating the 

services, with the meaning of an available anonymous resource. The reference model does not make 

explicit such a concept for all stages. At the tactical planning stage (scheduling for DAY TYPEs), for 

example, it remains implicit in the model, although it may be used by scheduling algorithms: the 

objectives of the reference model deal only with scheduling results. In contrast, such a concept is 

needed for exchange of information at the operations monitoring stage. Therefore, any vehicle involved 

in a monitoring process is identified by the concept of LOGICAL VEHICLE, which can be understood as 

an available vehicle resource, to be monitored. 

Each LOGICAL VEHICLE shall be created by a specific LOGICAL VEHICLE CREATION, which is classified 

as a CONTROL ACTION (see subclause 5.6.2.3). In practice, such an action is explicit only when it 

corresponds to the creation of an extra resource, to be added to the available fleet. In many other cases, 

the creation of a LOGICAL VEHICLE is performed automatically. In classical AVM systems, the 

monitoring process starts at the beginning of the OPERATING DAY (or at least before the start of the 

first BLOCK of each vehicle) by creating as many LOGICAL VEHICLEs as resources are available, 

including the reserve, for this OPERATING DAY. In other systems, a LOGICAL VEHICLE is created when 

it is detected for the first time (e.g. when the on-board system is switched on). In such cases, the 

corresponding LOGICAL VEHICLE CREATIONs represent simple LOG ENTRies (see B.2.3.3), which can 

be omitted in a real implementation. 

A LOGICAL VEHICLE is identified by an ID and an OPERATING DAY. To a LOGICAL VEHICLE may be 

assigned a VEHICLE (see subclause 5.4.4) and a work plan (see subclause 5.4.3). 

Similarly, a LOGICAL DRIVER represents an available driving resource, to be assigned to a physical 

driver and a work plan (e.g. a dated duty). 

✠.3.4 Vehicle Detectin  

The process of detection consists of recognizing a vehicle and assigning some data collected by the 

detection devices to it. The entity VEHICLE DETECTING represents the LOG ENTRies (see B.2.3.3) of all 

detection events occurring during a day. It is identified by an ID and characterized by an attribute 

�timestamp�. This timestamp describes the time, as precisely as possible, at which the data has been 

collected (there may be a certain delay between the detection time and the data recording in a central 

system). 

The detected data may be variable, according to the system capabilities, and multiple data of different 

types such as physical location, speed, direction, doors opened, occupancy etc. can be included in a 

VEHICLE DETECTING. Each kind of data can be separately registered as a VEHICLE DETECTING LOG 

ENTRY and marked with the appropriate TYPE OF VEHICLE DETECTING. The data may be raw data, 

derived or calculated. 

A VEHICLE DETECTING may be related to a LOGICAL VEHICLE. The systems often detect the ID of the 

physical VEHICLE, which may allow the recognition of the LOGICAL VEHICLE, thanks to a recorded 

VEHICLE ASSIGNMENT CONTROL ACTION. Sometimes, the assignment information may be missing, at 

least provisionally. 

The most classical detected information is the vehicle location, which may consist of a POINT (e.g. the 

vehicle passes an ACTIVATION POINT, such as a beacon), a LINK (rail systems often detect the presence 

of a train on an INFRASTRUCTURE LINK), or another PLACE. Such PLACEs may be various locations 

(see EN 12896-1:2016), which may include volatile places which are not recorded in the data system, 

such as those described by coordinates, or defined as a provisional POINT ON LINK with the distance 

from the start of the link. 

Some information linked to the monitoring process may be directly collected during the detection, such 

as the JOURNEY PATTERN currently used, the DATED BLOCK in progress, etc. Such information is 

sometimes keyed in from within the vehicle by the driver. 

DIN EN 12896-4:2020-01 

Full document details: DIN EN 12896-4:2020-01

http://www.avadocuments.com/doc/din-en-12896-4-2020-01
http://www.avadocuments.com/doc/din-en-12896-4-2020-01


EN 1289✻!✁✂✄019 (E) 

30 

Some other raw information may be detected, such as the DIRECTION used (e.g. compared to the 

DIRECTION of a ROUTE), the current speed, the fact that the doors are open, the fact that the vehicle is 

currently coupled to other vehicles, the vehicle occupancy, alarms, etc. These other types of detection 

may be recorded as a DETECTED OPERATION, characterized by a �type of operation�. 

class OM DM Vehicle Detecting MODEL

DETECTED OPERATION

+ Id

+ TypeOfOperation

LOGGABLE OBJECT

VEHICLE DETECTING

+ Timestamp

«UID»

+ Id

CC Vehicle Type 

MODEL::VEHICLE

TI Dated Journey 

MODEL ::DATED 

VEHICLE JOURNEY

TI Vehicle Service 

MODEL::DATED 

BLOCK

{exclusion -

One but only

one}

Name: OM DM Vehicle Detecting MODEL

Author: Transmodel

Version: 6.0-1.0

Created: 2015-06-07 00:00:00

Updated: 2018-03-23 12:11:27

Vehicle physical position

Vehicle speed

Doors open

Movement through door

OM Production 

Plan MODEL::

LOGICAL VEHICLE

LOG ENTRY

VEHICLE DETECTING LOG 

ENTRY

«UID»

+ Id

TYPE OF VALUE

TYPE OF VEHICLE DETECTING

«UID»

+ Id Vehicle at point

Vehicle in motion/stopped

Occupancy

CC Generic Point & Link 

MODEL::LINK

CC Generic Point & Link MODEL::POINT

CC Generic Zone and Feature 

MODEL::ZONE

+on 0..*

+location of 0..1

+characterising

1..*

+characterised

by

1..*

+to 0..*

+end of1+location of 1

+at 0..*

+location

of 1

+at 0..* +of 0..*

+detected

by 0..1

+consequence of0..*

+source of +characterised by 0..*

+characterisation of 1..*

+start

of1

+from 0..*+represented

by

0..1

+functional

centroid for 0..1

+of 0..*

+detected

by 0..1

+of 0..*

+detected

by 0..1
+detected

by 0..1

+of 0..*+of 0..*

+detected

by 0..1
+including

0..1

+included in

0..*

 

F✐!✁re 8 ➋ Vehicle Detectin!▼❣❉"▲ 

✠.3.✠ Vehicl❡▼♦nit♦rin! 

The process of vehicle monitoring consists of computing all available data, in particular the latest valid 

plan and the data collected through the detection process, in order to ascertain the position of a vehicle 

on the network and to compare it to its plan. For instance, the raw location data are used from the 

detection is transformed in a position along a certain JOURNEY PATTERN, and a possible advance or 

delay computed with regard to the schedule of a DATED VEHICLE JOURNEY serving that JOURNEY 

PATTERN. 

Any monitored data are recorded through a VEHICLE MONITORING. Instances of this entity are log 

entries of all monitoring actions performed during a day. 
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class OM DM Vehicle Monitoring MODEL

IMPEDED TIME

StartTime

EndTime

DistanceFromLinkStartPoint

DistanceCovered

«UID»

Id

MONITORED SPECIAL 

SERVICE

«UID»

Id

MONITORED VEHICLE JOURNEY

«UID»

Id

LOGGABLE OBJECT

VEHICLE MONITORING

Timestamp

«UID»

Id

OM Monitored Passing Times 

MODEL::OBSERVED PASSING 

TIME

OM Monitored Passing Times 

MODEL::ESTIMATED PASSING 

TIME

CC Generic Point & Link MODEL::

LINK

RELIEF POINT

NT Vehicle & Crew Point 

MODEL::PARKING POINT

TI Dated Journey MODEL :

:DATED VEHICLE 

JOURNEY

LINK SEQUENCE

NT Journey Pattern MODEL::

JOURNEY PATTERN

{exclusion}

Name: OM DM Vehicle Monitoring MODEL

Author: Transmdodel

Version: 6.0-1.0

Created: 2014-12-01 00:00:00

Updated: 2018-04-09 11:49:38

POINT IN LINK SEQUENCE

NT Journey Pattern MODEL::

POINT IN JOURNEY PATTERN

OM Production Plan 

MODEL::LOGICAL 

VEHICLE

PASSING TIME

TI Passing Times MODEL ::DATED PASSING 

TIME

LOG ENTRY

VEHICLE MONITORING 

LOG ENTRY

«UID»

Id

TYPE OF VALUE

TYPE OF VEHICLE 

MONITORING

«UID»

Id

MONITORED OPERATION

TypeOfOperation

«UID»

Id

e.g. calculating an 

estimated passing time, 

noting an observed 

passing time

e.g. vehicle coupling, 

parking, driver reliefconsequence of

0..*

source of

of

0..*

monitored

by

0..1

of0..*

monitored by 1

on 0..*

monitored

by

0..1

for 0..*

at 1

on 0..*

monitored by 0..1

location

of

0..1

at

0..*

used

by

0..1 altered

to use

0..*

for

0..*

at

on 1..*

made up of

monitored as using 0..*

covered by 0..1for 0..*

at 1

characterised by

0..*
characterisation

of

1..*

during 0..*

delayed by

operated

by0..1

monitored as

operating
0..*

the location of1

on 0..*

characterised by 0..*

characterising 1..*

 

F✐!✁re 9 ➋ Vehicle ▼♦nit♦rin! MODE▲ 

A VEHICLE MONITORING shall be related to one LOGICAL VEHICLE. It is identified by this LOGICAL 

VEHICLE, and a �timestamp�. As with VEHICLE DETECTING, this timestamp describes the time of the 

monitored situation (at this point in time, the vehicle is recognized as operating this vehicle journey), 

rather than the time at which it is recorded. 

Various types of situations may be monitored as indicated by the TYPE OF VEHICLE MONITORING. 

Sometimes a single VEHICLE MONITORING may also result in multiple, related VEHICLE MONITORING 

LOG ENTRies noting the observed passing time of a point and the calculation of estimated passing times 

at a number of later points for the same vehicle. 

✺☎4 Vehicl❡ !ssi❣♦ments 

✠.4.1 General 

The vehicle detection, as described in subclause 5.3.4, may relate the detected information either to a 

VEHICLE number, to a LOGICAL VEHICLE, to a DATED VEHICLE JOURNEY, or to a DATED BLOCK, 

depending on the system capabilities. The various assignment processes described below allow the 

checking of the detected information and the transformation of the detected data into monitored data in
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a consistent way, and also serve as the basis for the VEHICLE ASSIGNMENT CONTROL ACTION (see 

subclause 5.6.2). 

✠.4.2 ❆!!✐!✐ments 

In many situations, the aim of the vehicle assignment process is to relate a physical VEHICLE to a work 

plan (e.g. one or several DATED BLOCKs). However, there are situations where such a simple 

assignment is not sufficient (e.g. during the design of a control action or the replacement of a failing 

vehicle, etc.) and the use of the LOGICAL VEHICLE concept is required to cope with a possible 

temporary inconsistency. Moreover, there are operational situations where no work plan is known (e.g. 

for certain passenger information systems, or for reserve vehicle, some cases of demand-responsive 

systems, etc.), and others where the physical vehicle identification is not known or uncertain. 

To cope with such a variety of situations, the modelling is based on different types of assignments. Such 

an assignment occurs for instance when a work plan is assigned to a logical vehicle, when a physical 

vehicle no longer corresponds to a logical vehicle, etc. The current assignments of each LOGICAL 

VEHICLE are the result of all the assignment events that have taken place (on the OPERATING DAY of 

this LOGICAL VEHICLE). Such assignments concern: 

� the assignment of a work plan to a logical vehicle; 

� the assignment of a physical vehicle to a logical vehicle. 

✠.4.3 ❲♦r❦ Plan ❆!!✐!nment 

One of the most important monitoring events is the assignment of a work plan to a LOGICAL VEHICLE. 

In many systems, it is the first monitored event on each day, because it may be carried out as soon as 

the DATED BLOCKs for that day are generated. 

In principle, the assignment of a work plan to a LOGICAL VEHICLE shall be the result of a specific 

VEHICLE WORK ASSIGNMENT. This entity is classified as a CONTROL ACTION (see subclause 5.6.2.2). In 

practice, such an action is explicit only when it corresponds to a modification of a previous assignment, 

or to a work plan assignment to a new resource, during the day of operations. At the beginning of this 

day, in most systems where dated plans are used, an initial assignment is carried out automatically as 

soon as the LOGICAL VEHICLEs are created. This assignment is often implicit: by default, for instance, 

all DATED BLOCKs belonging to a dated VEHICLE SERVICE bearing the same code as the LOGICAL 

VEHICLE are assigned to this LOGICAL VEHICLE. In other cases, the work plan assignment may be the 

result of a DATED BLOCK detection (e.g. block number keyed by the driver). In such cases, the 

corresponding VEHICLE WORK ASSIGNMENTs are trivial and represent simple log entries. On the 

contrary, further assignments, for instance the assignment of a reinforcement DATED VEHICLE 

JOURNEY to a reserve LOGICAL VEHICLE, will be recorded as VEHICLE WORK ASSIGNMENTs that are, 

strictly speaking, CONTROL ACTIONs. 

Any VEHICLE WORK ASSIGNMENT assigns to a LOGICAL VEHICLE either: 

� one or several DATED BLOCKs; 

� one or several DATED VEHICLE JOURNEYs. 

As with any CONTROL ACTION, a VEHICLE WORK ASSIGNMENT is timed by a �validation time�. A 

LOGICAL VEHICLE may be subject to several VEHICLE WORK ASSIGNMENTs. An assignment may be 

broken using the same entity (thanks to a flag �assign or cancel�). An assigned DATED BLOCK or DATED 

VEHICLE JOURNEY may be amended during the day by modifications due to further CONTROL ACTIONs 

(e.g. timing modification of a journey). The result of the active assignments and control actions 

represents the latest valid plan for each resource. 
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In many situations, the work plan assigned to a LOGICAL VEHICLE consists of one or several DATED 

BLOCKs. Each DATED BLOCK is composed of all activities included in that block, i.e. DATED VEHICLE 

JOURNEYs (including SERVICE JOURNEYs and DEAD RUNs), DATED SPECIAL SERVICEs, and possible 

other activities (e.g. preparation time or vehicle cleaning, described as TIME ALLOWANCEs, or vehicle 

PAUSE). 

In other situations, the data referring to the BLOCKs as planned by the operator are not known (e.g. in a 

multi-operator environment), or some activity components are not known or are neglected (e.g. DEAD 

RUNs or time allowances). In such situations, users may describe the work plan as composed only of 

DATED VEHICLE JOURNEYs. This solution is relevant whenever the whole information describing 

activities included in a block is not available. It may be used, too, by users willing to monitor elementary 

activities (e.g. journeys) instead of sets of activities (e.g. BLOCKs). In this case, however, the solution 

shall be equivalent to the previous one (work plan described by DATED BLOCKs) only if all elementary 

activities composing a BLOCK are assigned to the resource; the corresponding modelling (which would 

involve dated time allowances or pauses) is not documented in the reference model. 

The assignment of a work plan is not mandatory, as a plan is not necessarily applied to any vehicle (e.g. 

for reserve vehicles, or for demand-responsive systems), or the plan may not be known by the system 

(e.g. in some passenger information systems). 

Numerous assignment events will be the corollary of a structured CONTROL ACTION (see for instance 

CHANGE OF VEHICLE in subclause 5.6.2.5. In some cases, a LOGICAL VEHICLE may be assigned to two 

(or more) incompatible work plans, or the same plan assigned to several LOGICAL VEHICLEs. This is in 

particular the case during the building of a CONTROL ACTION consisting of exchanging VEHICLEs. It is 

the responsibility of the application in charge of monitoring to manage this inconsistency through the 

timed VEHICLE WORK ASSIGNMENT. For example, most of the current systems prevent such an 

inconsistency by obliging the user to cancel the former assignment completely before entering the new 

one. 

✠.4.4 Vehicl❡ ❆!s✐!nment 

At the beginning of the OPERATING DAY (or before the start of each DATED BLOCK), available 

VEHICLEs may be assigned to LOGICAL VEHICLEs. In addition, further modifications in the vehicle 

assignment are likely to occur during the OPERATING DAY, due to failures, changes in the plan, 

maintenance actions, etc. 

The assignment of a physical VEHICLE to a LOGICAL VEHICLE shall be the result of a specific VEHICLE 

ASSIGNMENT. This entity is classified as a CONTROL ACTION (see subclause 5.6.2.1). It takes place, in 

principle, in a GARAGE, before the start of the work plan assigned to the LOGICAL VEHICLE. As with any 

CONTROL ACTION, a VEHICLE ASSIGNMENT is timed by a �validation time�. A LOGICAL VEHICLE may be 

subject to several VEHICLE ASSIGNMENTs. An assignment may be broken using the same entity (thanks 

to a flag �assign or cancel�). A provisional inconsistency may occur in some situations (e.g. during the 

design of a control action). The result of the various assignments represents the current assignment of 

each resource. 

✺☎✺ M✆♦✞t✆✟❡♦ !perati✆♦s 

✠.✠.1 ▼♦✐it♦red Services 

Most VEHICLE MONITORING events will relate a LOGICAL VEHICLE to its current position on the 

network. When such events concern the monitoring of vehicle location, VEHICLE MONITORING shall be 

associated to either: 

� a MONITORED VEHICLE JOURNEY; 

� a MONITORED SPECIAL SERVICE; or 
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� a PARKING POINT. 

A MONITORED VEHICLE JOURNEY describes a journey recognized as being in progress, at the time of 

the VEHICLE MONITORING. There are two possibilities to describe a MONITORED VEHICLE JOURNEY. 

Whenever possible, a MONITORED VEHICLE JOURNEY will be related to a DATED VEHICLE JOURNEY. 

This means that the system states that the journey underway is a DATED VEHICLE JOURNEY present in 

the latest valid plan. A vehicle waiting at a terminus may be monitored as spending a layover time 

(therefore not spending a parking period between two BLOCKs or a vehicle pause); conventionally, this 

layover time belongs to the journey to come afterwards (see EN 12896-3:2016). 

In normal situations, this DATED VEHICLE JOURNEY is the expected journey, i.e. the DATED VEHICLE 

JOURNEY planned at that time in the DATED BLOCK assigned as the work plan to the monitored 

LOGICAL VEHICLE. However, there may be some inconsistency with the work plan. This is particularly 

true when the service has a major delay and when the LOGICAL VEHICLE is supposed to run a further 

DATED VEHICLE JOURNEY after the monitored journey. In some rare cases, the system may even 

monitor a DATED VEHICLE JOURNEY belonging to another DATED BLOCK than that assigned to that 

LOGICAL VEHICLE. 

In other situations, the system is unable to identify any DATED VEHICLE JOURNEY but recognizes a 

particular JOURNEY PATTERN as being served by the MONITORED VEHICLE JOURNEY. Some passenger 

information systems, which do not use any reference to a work plan, are built according to this scheme. 

In classical AVM systems, this may happen if the vehicle follows an unexpected JOURNEY PATTERN, 

possibly because a CONTROL ACTION has been ordered verbally but not yet entered by the controller. 

Some modern systems, coupled to a geographical system, allow the building of an unknown ROUTE and 

a JOURNEY PATTERN when a vehicle serves them. Such new ROUTEs and JOURNEY PATTERNs may be 

proposed, during the operations follow-up phase (see subclause 5.5.4), to be stored as occasional 

patterns. 

As long as the MONITORED VEHICLE JOURNEY is not completed, there is some uncertainty as regards 

the monitoring data. For instance, the vehicle may be monitored as serving a particular JOURNEY 

PATTERN, but then operates an unexpected short turn at an intermediate TURN STATION. The system 

should in principle be able to declare a further VEHICLE MONITORING, modifying the previous one by 

indication of the JOURNEY PATTERN actually served (which has its end at the TURN STATION). A later 

entry of the corresponding CONTROL ACTION by the controller may facilitate this process (if the system 

accepts such a delayed entry). 

If all these monitoring processes fail, the system will declare the vehicle as �not monitored�. This will 

happen for instance if a bus is located at a place not known by the system as belonging to any ROUTE 

(unexpected deviation). This is not to be confused with the worse situation where the system is even 

unable to detect any location (�vehicle lost� statement). 

Similar to a MONITORED VEHICLE JOURNEY, a VEHICLE MONITORING may state that the LOGICAL 

VEHICLE is serving a MONITORED SPECIAL SERVICE. In such a case, the monitored service will be 

associated to either a DATED SPECIAL SERVICE or a JOURNEY PATTERN devoted to special services. 

This monitoring supposes that the ROUTEs and JOURNEY PATTERNs used by SPECTAL SERVICEs are 

described with a sufficient precision. However, the corresponding relationships (between MONITORED 

SPECIAL SERVICE and DATED SPECIAL SERVICE or JOURNEY PATTERN) are not shown in the diagram. 

The third monitoring possibility occurs when a VEHICLE MONITORING states that the LOGICAL 

VEHICLE is currently parked at a particular PARKING POINT. This will happen in particular when the 

vehicle is at the GARAGE or when a parking period is planned at this point during a DATED BLOCK. 

It is of importance to distinguish the latest valid plan from the monitored situation on the network. The 

monitored situation may sometimes not be precise enough (failure, gap in the location process, etc.) or 

not detailed enough to be related to a work plan. The latest valid plan is not always up to date, for 

instance when a CONTROL ACTION is ordered verbally before having been entered in the monitoring 
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system by the controller. In some systems, the work plan is even not registered in the system (e.g. when 

the system is only oriented towards passenger information). 

✠.✠.2 ▼♦✐it♦red Passin! ❣imes 

Theoretical PASSING TIMEs at SCHEDULED STOP POINTs may be computed from the basic timing 

information (see EN 12896-3:2016). In the design of the operational plan for a specific OPERATING 

DAY, such planned PASSING TIMEs may be amended by changes made on the schedule. This will 

produce �target passing times� for this day, supporting the monitoring of operations. In addition, 

forecasts may be made on �estimated passing times�, mainly for passenger information, and actually 

�observed passing times� may be recorded by a monitoring system. All these concepts are described by 

the generic entity PASSING TIME, which has several sub-types. 

Modifications of the plan for a specific OPERATING DAY, in particular changes in journeys, are likely to 

generate the need to recalculate the passing times. These modified passing times are defined as DATED 

PASSING TIMEs. Several sub-types of DATED PASSING TIME reflect the different status and use of 

passing times at different moments in time. 

class OM DM Monitored Passing Times MODEL

OBSERVED PASSING TIME

ActualDepartureTime

ActualArrivalTime

ActualNonStopPassingTime

ActualWaitingTime

«UID»

Id

ESTIMATED PASSING TIME

ExpectedArrivalTime

ExpectedDepartureTime

ExpectedNonStopPassingTime

ExpectedWaitingTime

«UID»

Id

Name: OM DM Monitored Passing Times MODEL

Author: Transmodel

Version: 6.0-1.0

Created: 2017-02-03 00:00:00

Updated: 2017-10-13 13:57:22

OM Vehicle Monitoring MODEL::

MONITORED VEHICLE JOURNEY

TI Passing Times MODEL ::DATED 

PASSING TIME

TI Passing Times MODEL ::

PASSING TIME

TI Dated Journey 

MODEL ::DATED 

VEHICLE JOURNEY

for 0..*

at 1

operated by

0..1

monitored as

operating

0..*

for

0..*

at

for 0..*

at 1
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A first calculation of DATED PASSING TIMEs may be carried out as soon as the DATED VEHICLE 

JOURNEYs for a particular OPERATING DAY are defined. Such passing times are called TARGET 

PASSING TIMEs. They are calculated for all points that are defined as TIMING POINTs IN JOURNEY 

PATTERN for the corresponding DATED VEHICLE JOURNEYs. 

The TARGET PASSING TIMEs are normally generated for the first time a few days before the 

OPERATING DAY, and are constantly updated from that moment on, according to the modifications 

applied to the schedule. The TARGET PASSING TIME can be seen as the latest official plan for vehicle 

operation. 

The drivers will certainly try to meet the TARGET PASSING TIMEs, but in practice the vehicle may 

deviate from this plan due to the traffic circumstances. Various systems (such as AVM) can monitor 

these deviations and provide an estimation of PASSING TIMEs at the next stop points, for passenger 

information or for service control. This estimation may be based on planned run times or on mean run 

times (the latter being often calculated for passenger information functions). Such ESTIMATED 

PASSING TIMEs will be displayed at stops and will be used for trip planning queries. They may be used 

as well by the AVM system, in order for instance to alert the controller on a forecasted delay for a relief. 

An ESTIMATED PASSING TIME is computed for a particular MONITORED VEHICLE JOURNEY, at a 

specified POINT IN JOURNEY PATTERN. The ESTIMATED PASSING TIMEs are constantly changing with 

every new piece of information received about the progress of the vehicle on its route. It can be useful 

to store some ESTIMATED PASSING TIMEs for statistical reasons. 

The entity OBSERVED PASSING TIME describes the actual PASSING TIMEs that have been recorded at a 

specific POINT. This information is used to compute further ESTIMATED PASSING TIMEs and, of course, 

for statistical purposes. OBSERVED PASSING TIMEs result from the monitoring process and are 

therefore related to a MONITORED VEHICLE JOURNEY. This entity may also be used for manual 

collection (surveys) of passing times. Any collected passing time that cannot be related to a 

MONITORED VEHICLE JOURNEY should be described, on the contrary, only as a VEHICLE DETECTING 

at the measurement POINT. 

✠.✠.3 Other ▼♦nit♦red Situati♦ns 

Some other events may be monitored, according to the detection capabilities of the system. They may 

be recorded as MONITORED OPERATION, characterized by a �type of operation�, and related to a 

VEHICLE MONITORING event. Among those in relation with the reference model, the most important 

are: 

� the actual coupling or separating of vehicles (see EN 12896-3:2016); and 

� the INTERCHANGE STATUS (see EN 12896-3:2016) recording. 

Such MONITORED OPERATIONs would require some complementary information to be attached to 

VEHICLE MONITORING events, such as, in the case of vehicle coupling, the place of this event (e.g. a 

PARKING POINT). 

Some systems allow the monitoring of events related to driver management. Drivers are identified by 

the keying of an ID number or possibly by using a badge. With such systems, signing-on and -off events 

will be monitored as �driver monitoring events�, when they occur at a CREW BASE or at other places. 

An actual relief, occurring on a vehicle, may be additionally classified as MONITORED OPERATION, as it 

may be related to a monitored LOGICAL VEHICLE. This information would allow the monitoring of a 

LOGICAL DRIVER as driving a particular LOGICAL VEHICLE. 

Users of systems not having this capability may however follow-up the drivers by trusting the work 

plan assigned to LOGICAL DRIVERs. The �dated duties� will be related to the DATED BLOCKs using 

�dated relieves� (and to DATED VEHICLE JOURNEYs using DATED JOURNEY PARTs), allowing such a 
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control. In such a case however, some uncertainty remains because the latest valid plan for drivers may 

not be up to date. 

✠.✠.4  ❊pected and R❡ istered Situat✐♦n 

The production follow-up requires a subset of all information collected by the monitoring process to be 

recorded. A critical data to record is the OBSERVED PASSING TIME, for instance at all TIMING POINTs 

or even at all SCHEDULED STOP POINTs. Such a recording may be used, for instance, for quality 

indicators (e.g. mean delays) or statistical purposes (e.g. study of run times). 

The production follow-up is based on the monitored situation (e.g. OBSERVED PASSING TIMEs), with 

reference to the latest valid plan (e.g. TARGET PASSING TIMEs). However, this information should be, in 

frequent cases, complemented by other data which is not collected during the monitoring process. For 

instance: 

� updating the latest valid plan, when some CONTROL ACTIONs have not been entered or need to be 

completed; 

� correcting the monitored situation as necessary when some uncertainty remains (e.g. vehicle 

temporarily lost by the location system). This is particularly crucial for the follow-up of drivers� 

work (basis for pay-roll), which is often not precisely monitored by the system; 

� validating, or not, some information, such as new ROUTEs and JOURNEY PATTERNs monitored by 

the system (see 5.5.1); 

� adding appropriate information: this is also relevant for driver work, as some wage increases or 

change of time allowance may occur, depending on the actual duration of spells; a period monitored 

as a waiting time for a vehicle may be corrected as being the result of a failure, etc.; 

� completing the records by adding management information, such as reasons for having changed the 

plan, comments, etc. 

✺☎✻ C✆♦♦✟✆"  ✥♦i✆♦s 

✠.✻.1 General 

The transportation supply is defined in a PRODUCTION PLAN with some tolerance margins (the most 

typical being the layover time) in order to adapt the production to minor events without disruption of 

the service (schedule adherence). The drivers in particular are often invited to adapt their driving, 

whenever possible, in order to keep the vehicle within these margins. 

However, when these margins are exceeded (major incident, important delay, etc.), the latest valid plan 

is too far from the actual situation and it becomes necessary to amend this plan. These amendments are 

achieved through the use of CONTROL ACTIONs. Such CONTROL ACTIONs, affecting the PRODUCTION 

PLAN, are the most critical decisions to make for the personnel in charge of operations. 

Real-time operations control is usually under the responsibility of an operations controller, who should

have an overall view of the situation. Other actors are involved, mainly the drivers but also inspectors 

or maintenance staff. Their primary role in this process is to inform the controller, or in some cases to 

make decisions. An essential characteristic of the controller�s work is the need to predict the evolution 

of disturbances, their repercussions on operations, and the effects of envisaged CONTROL ACTIONs. In 

some cases, there are also technical systems that can initiate and apply CONTROL ACTIONs 

automatically based on previously defined rules, knowledge about the current situation or other 

grounds. 

Once the PRODUCTION PLAN has been frozen, further modifications, in particular during the 

OPERATING DAY, are recorded as CONTROL ACTIONs. A CONTROL ACTION corresponds to the 
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description of a deliberate modification of the PRODUCTION PLAN. At any time during an OPERATING 

DAY, the initial PRODUCTION PLAN, amended by all operated CONTROL ACTIONs, forms the latest valid 

plan for production. CONTROL ACTION is hence a use of DELTA (see EN 12896-1:2016). 

Due to the independence of the schedules composing an operational plan, a certain inconsistency may 

remain at some stages. A part of a BLOCK may, for instance, not be covered by any driver work between 

reliefs, or may be covered by several at the same time. During the design of a CONTROL ACTION in real 

time, a LOGICAL VEHICLE may be assigned to two incompatible journeys, or to two BLOCKs at the same 

time. An efficient control system should include mechanisms dealing with such inconsistencies. 

CONTROL ACTIONs may produce changes in the structure of the activities performed by the resources. 

This is particularly true when modifications made on journeys cause the duration of a driver�s 

continuous work in the same vehicle to be extended. This may have consequences on that driver�s paid 

time. One of the important functions of an AVM system is to alert the control staff in such cases of 

inconsistency or induced changes. 

A range of CONTROL ACTIONs may be used to reorganize the PRODUCTION PLAN. Another important 

function of an AVM system is to facilitate the design and the follow-up of such CONTROL ACTIONs. The 

most useful are described below. The CONTROL ACTIONs are sub-divided in five groups in the following 

way: ELEMENTARY and COMPOSITE JOURNEY CONTROL ACTIONs, DRIVER CONTROL ACTIONs, 

INTERCHANGE CONTROL ACTIONs and VEHICLE CONTROL ACTIONs. 

class OM CA Control Action MODEL

LOGGABLE OBJECT

CONTROL ACTION

+ ValidationTime

«UID»

+ Id

Name: OM CA Control Action MODEL

Author: Transmodel

Version: 6.0-1.0

Created: 2017-04-24 12:02:10

Updated: 2017-10-13 14:58:06

MESSAGE

OM Operational Message 

MODEL::OPERATIONAL 

MESSAGE

OM Elementary 

Journey Control 

Action MODEL::

ELEMENTARY 

JOURNEY CONTROL 

ACTION

OM Composite 

Journey Control 

Action MODEL::

COMPOSITE 

JOURNEY CONTROL 

ACTION

OM Interchange 

Control Action 

MODEL::

INTERCHANGE 

CONTROL ACTION

OM Vehicle Control 

Action MODEL::

VEHICLE CONTROL 

ACTION

Note that in addition to 

what is mentioned here 

there are also Driver 

Control Actions defined in 

part 7 that inherit from 

CONTROL ACTION. 

+communicating

0..1+communicated by

0..1
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✠.✻.2 Vehicl❡ ❡♦ntr♦l ❆❆!✐♦ns 

✠.✻.2.1 General 

VEHICLE CONTROL ACTIONs are CONTROL ACTIONs that affect a LOGICAL VEHICLE. It should be noted 

that in certain situations one VEHICLE CONTROL ACTION is sometimes mandatorily followed by 

another one. 

class OM CA Vehicle Control Action MODEL

LOGGABLE OBJECT

OM Generic Control Action 

MODEL::CONTROL ACTION

LOGICAL VEHICLE 

CANCELLATION

«UID»

+ Id

LOGICAL VEHICLE 

CREATION

«UID»

+ Id

ASSIGNMENT

VEHICLE WORK ASSIGNMENT

+ AssignOrCancel

«UID»

+ Id

CHANGE OF VEHICLE

+ Time

«UID»

+ Id

CC Generic Point & 

Link MODEL::POINT

TI Vehicle Service 

MODEL::DATED 

BLOCK

{exclusion}

TI Dated Journey 

MODEL ::DATED 

VEHICLE JOURNEY

ASSIGNMENT

VEHICLE ASSIGNMENT

+ AssignOrCancel

«UID»

+ Id

CC Vehicle Type 

MODEL::VEHICLE

Name: OM CA Vehicle Control Action MODEL

Author: Transmodel 

Version: 6.0-1.0

Created: 2017-05-08 13:49:17

Updated: 2018-04-09 11:52:55

OM Production Plan MODEL::LOGICAL VEHICLE

VEHICLE CONTROL ACTION

«UID»

+ Id

+concerning0..*

+concerned by

1

+concerning

0..1

+concerned by

1

+involving

0..1
+caused

by

1..*

+concerning

0..1

+concerned by

1

+going

along

with

0..*

+accompanied

by

0..1

+assigning0..*

+assigned

by 1..*

+going

along

with

0..1

+accompanied by 0..1

+replacing0..*

+replaced

in 1

+new

assigned

in 1

+assigning0..*

+point of

occurrence

for1

+at

0..*

+assigning 0..*

+assigned by 1..*

+concerning 0..*

+concerned by 1

+concerning

0..*

+concerned

by 1
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✠.✻.2.2 Vehicl❡ ❆!!✐"nment 

A VEHICLE ASSIGNMENT action consists of the assignment, or the cancellation of an assignment, of a 

physical VEHICLE to a LOGICAL VEHICLE. This assignment may be overridden by a further assignment. 

✠.✻.2.3 Vehicl❡❲♦r❦ ❆!!✐"nment 

A VEHICLE WORK ASSIGNMENT action consists of the assignment, or the cancellation of an assignment, 

of a LOGICAL VEHICLE to a planned work, represented as DATED BLOCKs or as DATED VEHICLE 

JOURNEYs. This assignment may be overridden by a further assignment. 

✠.✻.2.4 ▲♦"✐cal Vehicle Creat✐♦n 

A LOGICAL VEHICLE CREATION action consists of creating a completely new LOGICAL VEHICLE (e.g. 

reinforcement or replacement resource). It is often accompanied by a VEHICLE WORK ASSIGNMENT, in 

order to assign a work plan to the new resource. 
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✠.✻.2.✠ ▲♦"✐cal Vehicle Cancellat✐♦n 

A LOGICAL VEHICLE CANCELLATION action consists of removing a LOGICAL VEHICLE from the 

PRODUCTION PLAN. The work assigned to it (DATED BLOCKs and DATED VEHICLE JOURNEYs) may 

remain unassigned for a while. 

✠.✻.2.✻ Chan"❡ ♦f Vehicle 

A CHANGE OF VEHICLE action consists of removing, at a certain point in time and space, all work 

assigned to a LOGICAL VEHICLE and assigning it to another LOGICAL VEHICLE. The exchanged work 

comprises all DATED BLOCKs and their contents (DATED VEHICLE JOURNEYs and possible DATED 

SPECIAL SERVICEs) included in the work plan of the replaced vehicle. Any CHANGE OF VEHICLE is 

completed by the appropriate VEHICLE WORK ASSIGNMENT. A CHANGE OF VEHICLE is often 

accompanied by one or two VEHICLE ASSIGNMENTs, replacing also the physical vehicles. 

Such an exchange is likely to occur while the replaced vehicle is already working a block (e.g. because of 

a mechanical failure). In such a case, only the remaining work is transferred, which implies the creation 

of an extra DATED BLOCK, comprising all remaining elements (e.g. DATED VEHICLE JOURNEYs) 

included in the exchanged DATED BLOCK. 

The exchange may even occur during a DATED VEHICLE JOURNEY, i.e. at other points than termini. In 

such a case, DATED JOURNEY PARTs may be created to describe the parts respectively assigned to the 

replaced and the replacing vehicle. 

In addition, some powerful systems will assist the controller in the design of the necessary DEAD RUNs 

to operate the exchange (e.g. if the replacing vehicle comes from a GARAGE). Such DEAD RUNs will be 

added to work plan of the corresponding vehicles. 

✠.✻.3 Elementar② !♦urne② ❡♦ntr♦l ❆❆!✐♦ns 

✠.✻.3.1 General 

ELEMENTARY JOURNEY CONTROL ACTIONs are a specific subset of ELEMENTARY CONTROL ACTIONs 

which affect a single DATED VEHICLE JOURNEY or, in some instances, multiple DATED VEHICLE 

JOURNEYs in parallel. 
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class OM CA Elementary Journey Control Action MODEL

CHANGE OF JOURNEY PATTERN

«UID»

+ Id

CHANGE OF JOURNEY TIMING

+ NewDepartureTime

«UID»

+ Id

LOGGABLE OBJECT

OM Generic Control Action 

MODEL::CONTROL ACTION

JOURNEY CANCELLATION

«UID»

+ Id

JOURNEY CREATION

«UID»

+ Id

TI Dated Journey MODEL ::

DATED VEHICLE JOURNEY

Name: OM CA Elementary Journey Control Action MODEL

Author: Transmodel

Version: 6.0-1.0

Created: 2017-04-24 16:45:24

Updated: 2018-01-02 11:57:41

PARTIAL JOURNEY 

CANCELLATION

«UID»

+ Id

POINT IN LINK SEQUENCE

NT Journey Pattern 

MODEL::POINT IN 

JOURNEY PATTERN

LINK SEQUENCE

NT Journey Pattern 

MODEL::JOURNEY 

PATTERN

CC Generic Point & Link MODEL::

POINT

OM Vehicle Work Production 

Components MODEL::EXTRA 

DATED VEHICLE JOURNEY

ELEMENTARY JOURNEY CONTROL ACTION

«UID»

+ Id

FLEXIBLE JOURNEY 

ACTIVATION

«UID»

+ Id

+adding 1

+added in1

+used by

0..1

+altered

to use
0..* +viewed

as

1

+a view of

0..*

+assigning

new

0..*

+assigned in

1

+concerning 0..*

+concerned by 0..1

+concerning0..1

+concerned by1..*

+concerning 0..*

+concerned by

1..*

+on

1..*

+made up of
+based on

0..*

+base for

0..1
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✠.✻.3.2 !♦urney Creat✐♦n 

A JOURNEY CREATION action is an elementary action in which a completely new DATED VEHICLE 

JOURNEY is added to the latest valid plan. This action is often complemented by other actions (e.g. 

RESPACING). 

✠.✻.3.3 Fl❡❊✐❡l❡ !♦urne② ❆❆tivat✐♦n 

Some planned journeys have a booking pre-condition meaning that they will only be run if there is a 

known demand. This could be related to different types of demand responsive transport in sparsely-

populated area where the passengers need to book their journey in advance. 

Another scenario is to pre-plan additional journeys that can be put into operation so as to quickly 

increase capacity in addition to the normal operation. This may be relevant on certain lines where large 

variations in passenger demand can be expected for external reasons. 
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The FLEXIBLE JOURNEY ACTIVATION control action is thus used to activate DATED VEHICLE 

JOURNEYs with booking pre-conditions. 

✠.✻.3.4  ♦urney Cancellati♦n 

A JOURNEY CANCELLATION action is an elementary action consisting of deleting a DATED VEHICLE 

JOURNEY from the latest valid plan. It is often complemented by other actions (e.g. RESPACING). 

✠.✻.3.✠ Partial  ♦urney Cancellati♦n 

PARTIAL JOURNEY CANCELLATION is similar to JOURNEY CANCELLATION, with the difference that the 

complete DATED VEHICLE JOURNEY is not cancelled, only part of it. It can be seen as deleting part of a 

DATED VEHICLE JOURNEY from the last ordered plan. 

A PARTIAL JOURNEY CANCELLATION can also be viewed as assigning a JOURNEY PATTERN that is a 

subset of the original JOURNEY PATTERN to a DATED VEHICLE JOURNEY, and thus being a special case 

of CHANGE OF JOURNEY PATTERN highlighting the reduction of service aspect. 

A PARTIAL JOURNEY CANCELLATION can also be expressed as referring to the original JOURNEY 

PATTERN shortened from a certain POINT IN JOURNEY PATTERN or cancelled between POINTs IN 

JOURNEY PATTERN. 

✠.✻.3.✻ Chan!❡ ♦f  ♦urney Pattern 

A CHANGE OF JOURNEY PATTERN action consists of assigning a different JOURNEY PATTERN (and the 

ROUTE supporting it) to a DATED VEHICLE JOURNEY from that which was originally planned. The 

modification may for instance consist of using an alternate ROUTE when some part of the normal 

ROUTE is blocked. 

In some cases, a corresponding ROUTE and JOURNEY PATTERN may be created on this occasion. 

A special usage of this CONTROL ACTION is related to a change of platform, such as when a train is to 

arrive at and/or depart from a station at a different track than what was originally planned. In this case 

the new JOURNEY PATTERN will be identical to the original JOURNEY PATTERN except that one of the 

POINT IN JOURNEY PATTERNs will refer to a different SCHEDULED STOP POINT from that which was 

stated in the original JOURNEY PATTERN. 

✠.✻.3.7 Chan!❡ ♦f  ♦urney Timin! 

A CHANGE OF JOURNEY TIMING action consists of changing one or several characteristics of a DATED 

VEHICLE JOURNEY related to timing: 

� Departure time of the journey (from the first POINT IN JOURNEY PATTERN); 

� Departure time of the journey from an intermediate POINT IN JOURNEY PATTERN; 

� TIME DEMAND TYPE assigned to the journey; 

� TIMING POINT acting as timing reference for the journey; 

� Assignment of a specific VEHICLE JOURNEY RUN TIME. 

In reality, changing the departure time from the first POINT IN JOURNEY PATTERN is probably the most 

frequent practice, hence the only one detailed in the model. 
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✠.✻.4 C♦ ♠♦sit❡  ♦urney C♦ntr♦l ❆❆!✐♦ns 

✠.✻.4.1 General 

A COMPOSITE JOURNEY CONTROL ACTION affects a set of DATED VEHICLE JOURNEYs with a 

correlated set of adjustments. In some systems, the COMPOSITE JOURNEY CONTROL ACTIONs are not 

implemented explicitly but instead the same effect is accomplished through a set of coordinated 

ELEMENTARY JOURNEY CONTROL ACTIONs. 

class OM CA Composite Journey Control Action MODEL

LOGGABLE OBJECT

OM Generic Control Action MODEL::

CONTROL ACTION

TI Dated Journey MODEL ::DATED 

VEHICLE JOURNEY

Name: OM CA Composite Journey Control Action MODEL

Author: Transmodel

Version: 6.0-1.0

Created: 2017-05-08 08:07:57

Updated: 2018-04-06 12:46:23

DEPARTURE EXCHANGE

+ PermutationDirection

«UID»

+ Id

DEPARTURE LAG

+ ShiftingTimeValue

«UID»

+ Id

RESORPTION

+ ResorptionTime Value

«UID»

+ Id

RESPACING

«UID»

+ Id

CC Generic Point & Link MODEL::

POINT

COMPOSITE JOURNEY CONTROL 

ACTION

«UID»

+ Id

+location

of
1

+at 0..*

+concerning

0..* +concerned

by

2..*

+the first shifted

journey for

1

+fully shifting 0..*

 

F✐"✁re 14 ➋ C♦ ♠♦!ite  ♦urney C♦ntr♦l ❆❆!✐♦ns MOD ▲ 

✠.✻.4.2 Departure ▲a" 

A DEPARTURE LAG action consists of gradually shifting a set of departures at one POINT. It allows a 

change of the timetable without abrupt variations in the intervals. 

It concerns a certain number of DATED VEHICLE JOURNEYs (e.g. 6), which in principle follow the same 

JOURNEY PATTERN. The departure time of one of these journeys (e.g. the 4th) is shifted with the full 

�shifting time value� (positive or negative, e.g. + 9 min). The following journeys (e.g. the 5th and the 6th) 

are shifted with the same value. The previous journeys except the first are shifted with interpolated 

values (e.g. 3 min for the 2nd, 6 min for the 3rd). 

This action takes often place at the starting terminus of journeys. However, it may be planned at any 

POINT served by the concerned ROUTE. In such a case, the timing of the journeys will be adapted 

accordingly (possibly with run time interpolation, if that POINT is not a TIMING POINT). 

✠.✻.4.3 Departure E❊chan"e 

A DEPARTURE EXCHANGE action consists of altering, at one POINT, the departure times of two or 

several DATED VEHICLE JOURNEYs which follow the same JOURNEY PATTERN. It is a convenient way 

of treating, for instance, a delay of only one journey. The permutation may occur in descending or 

ascending order. 
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As with a DEPARTURE LAG, a DEPARTURE EXCHANGE may occur in theory at any POINT served by the 

concerned ROUTE. In practice, this action will often only be implemented at the starting terminus. 

✠.✻.4.4 Re ♦rpt✐♦n 

A RESPORPTION action consists of progressively resorbing a delay on one DATED VEHICLE JOURNEY 

by rescheduling the departure times of the following journeys serving the same JOURNEY PATTERN. It 

is a way of maintaining regular intervals after a disturbance on a particular journey. 

For instance, if the first concerned DATED VEHICLE JOURNEY is delayed 9 min, the second is delayed 

6 min, the third by 3 min and the fourth keeps the planned time. 

As with a DEPARTURE LAG, a RESORPTION may occur at any POINT served by the concerned ROUTE. 

✠.✻.4.✠ Respacin" 

A RESPACING action is complementary to a JOURNEY CREATION or CANCELLATION, or a LOGICAL 

VEHICLE CREATION or CANCELLATION. It consists of respacing departure times, after a journey or a 

vehicle has been added or cancelled, in order to preserve the regularity of intervals. The new intervals 

of the remaining journeys are calculated by interpolation. 

As a DEPARTURE LAG, a RESPACING may occur at any POINT served by the concerned ROUTE. 

✠.✻.✠ Interchan"❡ ❡♦ntr♦l ❆❆!✐♦ns 

✠.✻.✠.1 General 

Interchange control actions are CONTROL ACTIONs that affect DATED VEHICLE JOURNEY 

INTERCHANGEs. 

A DATED VEHICLE JOURNEY INTERCHANGE specifies that a certain DATED VEHICLE JOURNEY (the 

distributor) should wait for another specified DATED VEHICLE JOURNEY (the feeder) to arrive before 

departing from a shared stop even if the feeder is somewhat delayed. There will be a specified limit for 

how long the distributor shall wait at the most. 

INTERCHANGE CONTROL ACTIONs are used when there is a need to make short-term changes to the 

current set of DATED VEHICLE JOURNEY INTERCHANGEs. 
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