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Nationales Vorwort

Dieses Dokument (EN 12896-7:2019) wurde vom Technischen Komitee CEN/TC 278 ,Intelligente
Verkehrssysteme"” ausgearbeitet, dessen Sekretariat von NEN (Niederlande) gehalten wird.

Das zustdndige deutsche Normungsgremium ist der Gemeinschaftsarbeitsausschuss NA 052-00-71 GA
»Gemeinschaftsarbeitsausschuss NAAutomobil/DKE: Intelligente Verkehrssysteme“ des DIN-Normenaus-
schusses Automobiltechnik (NAAutomobil).

Dieses Dokument enthéalt unter Berticksichtigung des DIN-Prasidialbeschlusses 1/2004 nur die Englische
Fassung von EN 12896-7:2019.

Das Prasidium des DIN hat mit seinem Beschluss 1/2004 festgelegt, dass von dem in den Regeln der
europdischen Normungsarbeit von CEN/CENELEC verankerten Grundsatz, wonach Europdische Normen in
den drei offiziellen Sprachen Deutsch, Englisch und Franzosisch veroffentlicht werden, in begriindeten
Ausnahmeféllen abgewichen und auf die deutsche Sprachfassung verzichtet werden kann.

Dienste im 6ffentlichen Verkehr verlassen sich zunehmend auf Informationssysteme, um Zuverladssigkeit,
einen effizienten Betrieb und einen weitgehenden Zugriff auf zuverlassige Passagierinformationen sicherzu-
stellen. Diese Systeme werden fiir die folgenden Anwendungen genutzt:

— Bereitstellung von Fahrpldnen;

— Steuerung der Fahrzeugflotte;

— Ausstellung von Tickets und Quittungen;

— Bereitstellung von Echtzeitinformationen (Ankunft, Abfahrt usw.).

Diese Normenreihe verbessert eine Reihe von Informationseigenschaften im o6ffentlichen Verkehr, wie
Interoperabilitit zwischen Informationsprozesssystemen der Transportbetreiber und Behoérden, indem
dhnliche Definitionen, Strukturen und Bedeutungen deren Systemdaten benutzt werden. Das bezieht sich
sowohl auf die Verbindung verschiedener Anwendungen innerhalb einer Organisation als auch auf die

Verbindung von Anwendungen zwischen verschiedenen Organisationen.

Diese Normenreihe erlaubt Betreibern, Behorden und Softwarelieferanten eine einfachere Zusammenarbeit
in der Herstellung integrierter Systeme.

Dieser Teil der Normenreihe legt das Fahrermanagement inklusive Fahrerdisposition (tagesbezogene

Fahrerdisposition), Dienstplane und Fahrpersonaldisposition (Zuordnung von logischen zu realen Fahrern
und die Aufzeichnung der Fahrleistung) fest.
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Nationaler Anhang NA
(informativ)

Begriffe

Die Benummerung der folgenden Begriffe und Abkiirzungen ist identisch mit der Benummerung in der
englischen Fassung.

3 Begriffe
Fiir die Anwendung dieses Dokuments gelten die folgenden Begriffe.

ISO und IEC stellen terminologische Datenbanken fiir die Verwendung in der Normung unter den folgenden
Adressen bereit:

— [EC Electropedia: verfligbar unter http://www.electropedia.org/
— 1SO Online Browsing Platform: verfligbar unter http://www.iso.org/obp

3.1 Allgemeine Begriffe
ANMERKUNG  Es werden die folgenden generischen Begriffe verwendet.

3.1.1
Attribut
Eigenschaft einer Entitit

3.1.2

konzeptuelles Datenmodell

Beschreibung eines realen Bereiches im Sinne von Einheiten, Beziehungen und Attributen in einer
Implementierung unabhangigen Verhaltens, um eine Struktur bereitzustellen, auf dem die Restentwicklung
eines Anwendungssystems basieren kann

3.1.3
konzeptuelles Niveau
bezogen auf Datenmodellierung das konzeptuelle Datenmodell

3.14
Datenbasis
Datensammlung

Anmerkung 1 zum Begriff: ~ Wird oftmals in der Art und Weise einer physischen Implementierung eines Datenmodells
verwendet.

3.1.5

Datenbereich

Datenstruktur (in dieser Europdischen Norm ein Teil des Datenreferenzmodells fiir den o6ffentlichen
Verkehr), zusammengesetzt aus Daten, die gegenseitig auf sich bezogen sind durch die Tatsache, dass es ein
funktionales Gebiet gibt oder eine Gruppe von Funktionen, die diese Daten als Ganzes verwenden
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3.1.6
Datenmodell
Beschreibung eines realen Bereiches im Sinne von Daten und Beziehungen

3.1.7
Entitit
Objekt (Daten), welches seine eigene Existenz hat (im Gegensatz zu einem Attribut)

3.1.8
Fahrgeldmanagement
alle Aktivitaten, die auf die Sammlung von Geld von den Passagieren bezogen sind

3.1.9
Funktion
Aktivitat

Anmerkung 1 zum Begriff:  In dieser Europdischen Norm eine Unteraktivitit eines funktionalen Gebietes.

3.1.10

funktionales Gebiet

zuféllig festgelegte Menge von Aktivitdten, die in dieser Europdischen Norm dafiir verwendet werden, die
Ziele und Grenzen von Datenmodellen festzulegen

3.1.11

Interoperabilitit

Fahigkeit von (Sub) Systemen, sich mit anderen (Sub) Systemen, nach vordefinierten Regeln (Schnittstelle)
gegenseitig zu beeinflussen

3.1.12

logisches Datenmodell

Datengestaltung, welche den zu verwendeten Datenbasistyp beriicksichtigt, aber keine anderen Mittel zur
Nutzung von Bereichen und Zugingen berticksichtigt

3.1.13

logisches, nicht vereinheitlichtes Modell

relationales Datenmodell, welches nicht vollstindig vereinheitlicht ist, d.h. nicht vollstindig den
Vereinheitlichungsregeln folgt und deswegen moglicherweise redundant ist

3.1.14
logisches Niveau
bezogen auf Datenmodellierung das logische Datenmodell

3.1.15

betriebliche Informationen

alle Aktivitaten, die es dem Firmenmanagement erlauben, Informationen zu sammeln, die notwendig sind,
um notwendigen Problemlésungen nachzukommen

3.1.16

objektorientiertes Datenmodell

Datenstruktur, die nach den Prinzipien ausgedriickt ist, eine direkte Implementierung als objektorientierte
Datenbasis zu ermoglichen, in der Informationen in Form von Objekten dargestellt werden, d. h. das Prinzip
der Einbindung derart beriicksichtigt werden, dass auf jedes Datenelement iiber zugehorige Funktionen
(Methoden) zugegriffen oder dieses modifiziert werden kann
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3.1.17

betriebliche Uberwachung und Steuerung

Aktivititen bezogen auf den Transportprozess, d.h. Echtzeitfunktionen bezogen auf die Fahrt und den
Transport von Passagieren nach vorgegebenen Anweisungen, inklusive des Fahrprozesses und dessen
Steuerung im Falle von Abweichungen sowie aller Aktivitdten, die den Fahrprozess unterstiitzen, wie
Ampelphasen Priorisierung, Weichenschaltung, Bahnsteigauswahl, Vorlauf/Verzdgerungsratschlag usw.

3.1.18

Passagierinformation

Aktivitaten bezogen auf den Nutzer entweder den geplanten oder den gegenwartigen Transportdienst zu
informieren

3.1.19
Personaldisposition
Aktivitaten bezogen auf die mittelfristige und kurzfristige Steuerung von Fahrern

3.1.20
Echtzeitsteuerung
siehe betriebliche Uberwachung und Steuerung

3.1.21

relationales Datenmodell

Form eines logischen Datenmodells, das Informationen als Serie von Tabellen (Beziehungen) und Attributen
liefert und die folgenden Eigenschaften verarbeitet:

a) alle Attributwerte sind elementar,

b) alle,Tupel” (Reihen/Vorkommen) sind eindeutig,

¢) Kkein Teil des Grundschliissels kann Null sein und

d) fremde Schliisselwerte entsprechen einem bestehenden Grundschliissel, in anderer Beziehung als Null

3.1.22
Disposition
siehe taktische Planung

3.1.23

taktische Planung

Aktivititen bezogen auf die taktische Transportplanung, Aufteilung der Fahrzeugdisposition, Fahrerdis-
position, Dienstplanung

3.2 Bereichsbezogene Begriffe

ANMERKUNG  Die folgenden Begriffe beziehen sich auf den Bereich fiir Informationen des Reisenden. Begriffe, die
auflerdem Dateneinheitsnamen sind, werden im Worterbuch im Anhang A festgelegt und die meisten werden hier nicht
wiederholt.

3.21

Ablésung

Person, die den Platz einer anderen Person einnimmt, die fiir eine bestimmte Aufgabe zustidndig ist (wie
einen Bus zu fahren)

3.2.2

Dienstplan
Plan, der Umladufe von Verpflichtungen und Abwesenheiten von Einzelnen in einer Organisation zeigt
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European foreword

This document (EN 12896-7:2019) has been prepared by Technical Committee CEN/TC 278 “Intelligent
transport systems”, the secretariat of which is held by NEN.

This European Standard shall be given the status of a national standard, either by publication of an
identical text or by endorsement, at the latest by March 2020, and conflicting national standards shall
be withdrawn at the latest by March 2020.

Attention is drawn to the possibility that some of the elements of this document may be the subject of
patent rights. CEN shall not be held responsible for identifying any or all such patent rights.

The series is composed with the following documents:

— Public transport - Reference data mode - Part 1: Common concepts;

— Public transport - Reference data mode - Part 2: Public transport network;

— Public transport - Reference data mode - Part 3: Timing information and vehicle scheduling;
— Public transport - Reference data mode - Part 4: Operations monitoring and control;

— Public transport - Reference data mode - Part 5: Fare management;

— Public transport - Reference data mode - Part 6: Passenger information;

— Public transport - Reference data mode — Part 7: Driver management;

— Public transport - Reference data mode — Part 8: Management information & statistics; and
— Public transport - Reference data mode — Part 9: Informative documentation [CEN /TR].

Together these create version 6 of the European Standard EN 12896, known as “Transmodel”, and thus
replace EN 12896:2006, known as “Transmodel v5.1".

In comparison with EN 12896:2006, the technical modifications made are presented in
CEN/TR 12896-9, Public transport - Reference data model - Part 9: Informative documentation.

According to the CEN-CENELEC Internal Regulations, the national standards organisations of the
following countries are bound to implement this European Standard: Austria, Belgium, Bulgaria,
Croatia, Cyprus, Czech Republic, Denmark, Estonia, Finland, France, Germany, Greece, Hungary, Iceland,
Ireland, Italy, Latvia, Lithuania, Luxembourg, Malta, Netherlands, Norway, Poland, Portugal, Republic of
North Macedonia, Romania, Serbia, Slovakia, Slovenia, Spain, Sweden, Switzerland, Turkey and the
United Kingdom.
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Introduction

Part 1 of this European Standard presents the following items:
— Rationale for the Transmodel Standard;

— Use of the Transmodel Standard;

— Applicability of the Transmodel Standard;

— Conformance Statement;

— Transmodel Origins;

— Reference to the Previous Version and Other Documents.

The data structures represented in Part 1 are generic patterns that are referenced by different other
parts.

Part 2 of this European Standard presents space-related data structures.

Part 3 presents time-related data structures and replaces the sections of EN 12896:2006 referring to
the time-related Tactical Planning Components and to Vehicle Scheduling.

Part 4 presents data referring to daily operations (i.e. to operational days), different from those planned
for day types (space-related data structures and tactical planning components) and including
operational raw data referring to operations follow-up.

Part 5 presents fares structures including sales, validation and control.

Part 6 presents Passenger Information (planned and real-time).

Part 7 (this part) presents Driver Management including Driver Scheduling (day-type related driver
schedules), Rostering (ordering of driver duties into sequences according to some chosen methods) and
Driving Personnel Disposition (assignment of logical drivers to physical drivers and recording of driver

performance).

Part 8 presents Management Information and Statistics.
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1 Scope
1.1 General Scope of the Standard

The main objective of the present standard is to present the Reference Data Model for Public Transport,
based on:

— the Reference Data Model, EN 12896, known as Transmodel V5.1;

— EN 28701:2012, Intelligent transport systems - Public transport - Identification of Fixed Objects in
Public Transport (IFOPT), although note that this particular standard has been withdrawn as it is
now included within Parts 1 and 2 of this European Standard (EN 12896-1:2016 and EN 12896-
2:2016) following their successful publication;

incorporating the requirements of:

— EN 15531-1 to -3 and CEN/TS 15531-4 and -5: Public transport - Service interface for real-time
information relating to public transport operations (SIRI);

— CEN/TS 16614-1 and -2: Public transport - Network and Timetable Exchange (NeTEXx), in particular
the specific needs for long distance train operation.

Particular attention is drawn to the data model structure and methodology:

— the data model is described in a modular form in order to facilitate the understanding and the use
of the model;

— the data model is entirely described in UML.
The following functional domains are considered:

— Network Description: routes, lines, journey patterns, timing patterns, service patterns, scheduled
stop points and stop places;

— Timing Information and Vehicle Scheduling (runtimes, vehicle journeys, day type-related vehicle
schedules);

— Passenger Information (planned and real-time);
— Fare Management (fare structure, sales, validation, control);
— Operations Monitoring and Control: operating day-related data, vehicle follow-up, control actions;
— Driver Management:
— Driver Scheduling (day-type related driver schedules),
— Rostering (ordering of driver duties into sequences according to some chosen methods),

— Driving Personnel Disposition (assignment of logical drivers to physical drivers and recording
of driver performance);
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— Management Information and Statistics (including data dedicated to service performance
indicators).

The data modules dedicated to cover most functions of the above domains will be specified.

Several concepts are shared by the different functional domains. This data domain is called “Common
Concepts”.

1.2 Functional Domain Description

The different functional domains (enumerated above) taken into account in the present document, and
of which the data have been represented as the reference model, are described in EN 12896-1, Public
transport - Reference data model - Part 1: Common concepts.

1.3 Particular Scope of this Document

The present document entitled Public transport — Reference data model - Part 7: Driver management
incorporates the following data packages:

— Driver Scheduling;

— Rostering;

— Personnel Disposition;

— Driver Control Actions.

This document itself is composed of the following parts:

— Main document (normative) presenting the data model for the concepts shared by the different
domains covered by Transmodel,

— Annex A (normative), containing the data dictionary, i.e. the list of all the concepts and attribute
tables present in the main document together with the definitions,

— Annex B (normative), providing a complement to EN 12896-1:2016, particularly useful for Parts 4
to 8 of the Public Transport Reference Data Model; and

— Annex C (informative), indicating the data model evolutions.

2 Normative references

The following documents are referred to in the text in such a way that some or all of their content
constitutes requirements of this document. For dated references, only the edition cited applies. For
undated references, the latest edition of the referenced document (including any amendments) applies.
EN 12896-1:2016, Public transport — Reference data model — Part 1: Common concepts

EN 12896-2:2016, Public transport — Reference data model — Part 2: Public transport network

EN 12896-3:2016, Public transport — Reference data model — Part 3: Timing information and vehicle
scheduling

EN 12896-4:2019, Public transport — Reference data model — Part 4: Operations monitoring and control
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3 Terms and definitions

For the purposes of this document, the following terms and definitions apply.

[SO and IEC maintain terminological databases for use in standardization at the following addresses:
e [EC Electropedia: available at http://www.electropedia.org/

e ISO Online browsing platform: available at http://www.iso.org/obp

3.1 General Terms and Definitions:

NOTE The following generic terms are used.

3.1.1
attribute
property of an entity

3.1.2

conceptual data model

description of a real-world domain in terms of entities, relationships and attributes in an
implementation independent manner in order to provide a structure on which the rest of the
development of an application system can be based

3.1.3
conceptual level
<data modelling> conceptual data model

3.14
database
collection of data

Note 1 to entry:  Often used in the sense of the physical implementation of a data model.

3.1.5

data domain

data structure (which is, in this European Standard, a part of the Reference Data Model for Public
Transport) made up of data related to each other, through the fact that there is a functional area or
group of functions using this data set as a whole

3.1.6
data model
description of a real-world domain in terms of data and relationships

3.1.7
entity
object (data) that has its own existence (as opposed to an attribute)

3.1.8
fare management
all activities related to the collection of money from passengers
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3.1.9
function
activity

Note 1 to entry:  In this European Standard, sub-activity of a functional area.

3.1.10

functional area

arbitrarily defined set of activities, used, in this European Standard, to define the objectives and limits
of the data model

3.1.11

interoperability

ability of (sub)systems to interact with other (sub)systems according to a set of predefined rules
(interface)

3.1.12

logical data model

data design that takes into account the type of database to be used but which does not consider means
of utilization of space or access

3.1.13

logical denormalized model

relational data model that is not fully normalized, i.e. does not completely follow the normalization
rules and thus may be redundant

3.1.14
logical level
<data modelling> logical data model

3.1.15

management information

all activities allowing the company management to collect the information necessary to meet problem-
solving needs

3.1.16

object-oriented data model

data structure expressed according to principles that allow for a direct implementation as an object-
oriented database, where information is represented in form of objects, i.e. respecting the principle of
encapsulation meaning in particular that each data is accessed or modified through operations
(methods) belonging to it

3.1.17

operations monitoring and control

all activities related to the transportation process, i.e. real-time functions related to the driving and
transportation of passengers according to given instructions, including the monitoring of the driving
process and its control in case of deviations, as well as all activities that support the driving process
such as traffic light priority, track switching, bay selection, advance/delay advice, etc.

3.1.18

passenger information

all activities related to informing the users either on the planned or on the actual transportation
services
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3.1.19
personnel disposition
all activities related to the mid-term and short-term management of drivers

3.1.20
real-time control
see Operations monitoring and control

3.1.21

relational data model

type of logical data model giving the information as series of tables (relations) and attributes, and
possessing the following characteristics:

a) all attribute values are atomic;

b) all "tuples” (rows/occurrences) are distinct;

c) no part of the primary key may be null; and

d) foreign key values must correspond to an existing primary key in another relation or be null

3.1.22
scheduling
see Tactical Planning

3.1.23

tactical planning

all activities related to the tactical planning of transportation, splitting into vehicle scheduling, driver
scheduling, rostering

3.2 Domain-Specific Terms and Definitions:

NOTE The following terms specific to the driver management domain are used. Terms which are also data
entity names are defined in the data dictionary in Annex A and are not repeated here.

3.2.1
relief
person taking the place of another person as responsible for a certain task (such as driving a bus)

3.2.2
roster
plan showing turns of duty or leave for individuals in an organization

4 Symbols and Abbreviations

[FOPT Identification of Fixed Objects in Public Transport (EN 28701:2012)
ISO International Organization for Standardization
IT Information Technology

NeTEx Network and Timetable Exchange (CEN/TS 16614 series)

PT Public Transport
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PTO Public Transport Operator
SIRI Service Interface for Real-time Information (EN 15531 (all parts) and CEN/TS 15531
(all parts))

SIRI-FM Service Interface for Real-time Information Facility Monitoring (CEN/TS 15531-4)

SIRI-SX Service Interface for Real-time Information Situation Exchange (CEN/TS 15531-5)

UML Unified Modelling Language
URI Uniform Resource Identifier
URL Universal Resource Locator

5 Driver Management

5.1 Introduction

The description of driver management is divided into three main parts. The first major part concerns
driver scheduling, in essence creating the day-type related driver schedules where the required work is

divided into duties that represents a set of work to be performed by one driver on one day.

The next major part concerns rostering, describing how the driver duties are ordered into sequences,
according to some chosen method, to obtain a starting point for a balanced work share among the
personnel over the planning period.

The final major part is the personnel disposition, describing how physical drivers are assigned to do the
work of a logical driver. This part also covers the recording of driver performance.

Additionally, there are clauses concerning driver, driver trip and driver control actions.

5.2 Driver

class DM DR Driver MODEL/

Name: DM DR Driver MODEL

Author:  Transmodel AC Employee MODEL::EMPLOYEE
Version:  6.0-1.0

Created: 2014-12-01 00:00:00

Updated: 2017-06-09 14:56:36

| DRIVER

«UID»
Id

Figure 1 — Driver MODEL

The DRIVER entity describes a physical driver, who is an EMPLOYEE (see EN 12896-1) of the public
transport company.
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Note that in the first stages of the planning process there are no direct references to the DRIVER (i.e. the
physical driver). Instead a theoretical LOGICAL DRIVER is used during planning, and later on there will
be a separate assignment of which DRIVER (physical driver) that shall perform the duties specified for a
certain LOGICAL DRIVER.

5.3 Driver Scheduling

5.3.1 General Remarks

Driver scheduling involves the construction of driver DUTies to cover the scheduled SERVICE
JOURNEYs (see EN 12896-3) at minimum cost. This process shall also give DRIVERs fair workloads,
which comply with the law and with the agreements made between the company and, for example,
driver unions. There are numerous parameters, such as maximum length of driving time allowed
without a break, which will be essential input for the driver scheduling algorithm. These are not
included in the reference model, because they do not have a complex structure or relationships to the
data model entities but are simple values.

In many cases, BLOCKs (see EN 12896-3) will have already been compiled before the start of the driver
scheduling process and will be used as input. However, schedulers do not always want to work in that
order; the model allows DUTies to be entered into the system before pieces of vehicle work have been
assigned to them.

5.3.2 Duties

5.3.2.1 Duty Components

Duty
a days work for a logical driver
Duty Part Duty Part
a continuous period under an operators responsibility
Stretch — Stretch
a continuous period of resting a continuous period of Stretch Break Stretch
work work
Spell Spell Spell Spell
one main one main One main one main
activity activity activity activity
5 - - - Spell Spell Spell Spell
such as such as such as such as
driving one driving one driving one driving one
vehicle vehicle vehicle vehicle
Driving a Pause Driving a
certain certain

spare time at end
Vehicle of journey, driver | | Vehicle

is still responsible
Journey for the vehicle Journey

Figure 2 — Simplified overview of the main concepts in a duty in relation to a driver

A DUTY describes a day’s work for a LOGICAL DRIVER on one DAY TYPE. A DUTY may be a SPARE
DUTY, in which case no specific work has yet been assigned to it, or an ASSIGNED DUTY, which is
composed of a hierarchy of components.
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Operators and applications use various DUTY component levels. The reference model includes more
levels than any one company is likely to want, in order to support these existing ways of structuring the
data. Some of these levels may only be used within the driver scheduling package and will not be
needed in a company database. They are included in the model because they explain the relationships
between entities that will be in such a company database.

class DM DS Duty MODEL /

ORGANISATION PART
CC Generic Organisation
MODEL::
ORGANISATIONALUNIT

required
for

in charge of

requiring under charge of

DM Duty Type MODEL::
DUTY TYPE

worked on

classified as 1

0..* classifying

Name: DM DS Duty MODEL
Author:  Transmodel

Version:  6.0-1.0

Created: 2014-12-01 00:00:00
Updated: 2018-04-2008:15:30

made up of

part of

ended at end of

0..* 1

started at start of

0..* 1

including

0..1

Figure 3 — Duty MODEL

An ASSIGNED DUTY may be divided into one or two (or sometimes even more) DUTY PARTSs, which are
each bounded by sign on and sign off. A DUTY consisting of two DUTY PARTSs is commonly known as a
“split” duty. A DUTY PART is a continuous period during which the driver is under the responsibility of
the OPERATOR (see EN 12896-1). In many companies, a DUTY PART is therefore a continuous paid
period as well.
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As a DUTY PART may last a relatively long time, they often include breaks planned for driver resting.
Each DUTY PART is composed of one or several STRETCHes, which are continuous period of work not

interrupted by any BREAK. A BREAK shall therefore follow a STRETCH and is included in the
corresponding DUTY PART.
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class DM DS Duty Stretch MODEL /

including

started at ..* ended at ¥

start of end of

followed
by

including

the
location
of

1 the location of

required for

requiring

1 after

followed by 0..1

covered by

1
start of

1 | classifying

1

end of
1

completed by
added to 0..* | classified as

Name: DM DS Duty Stretch MODEL
Author:  Transmodel

Version:  6.0-1.0

Created: 2014-12-01 00:00:00
Updated: 2018-05-07 12:48:12

DM Time Allowance
MODEL::FILLIN TIME

Figure 4 — Duty Stretch MODEL

Documents

I‘V‘\ Document Sharing Hub

16

Full document details: DIN EN 12896-7:2020-01


http://www.avadocuments.com/doc/din-en-12896-7-2020-01
http://www.avadocuments.com/doc/din-en-12896-7-2020-01

DIN EN 12896-7:2020-01
EN 12896-7:2019 (E)

Each STRETCH is composed of one or several SPELLs. A SPELL describes a period during which the
same main activity is to be performed (e.g. driving a vehicle, stand-by period etc.). SPELLs are
subdivided into DRIVING SPELLs and NON-DRIVING SPELLs.

5.3.2.2 Driving Spells

A DRIVING SPELL is a SPELL that is performed continuously on the same vehicle (i.e. the same BLOCK).
A DRIVING SPELL is bordered by two actual reliefs, which are organized on appropriate RELIEF
OPPORTUNITies (see EN 12896-3). These RELIEF OPPORTUNITies are points in time and space (at
RELIEF POINTs - see EN 12896-2) in the same particular BLOCK.

In principle, the first DRIVING SPELL covering a BLOCK starts with a relief involving only the driver
taking charge of the vehicle from the PARKING POINT (EN 12895-2:2016). By contrast, the last
DRIVING SPELL covering a BLOCK involves only the last driver. In between, reliefs concern both a
relieved driver and a relieving driver.

The RELIEF OPPORTUNITY entity, relating a BLOCK to a DRIVING SPELL, is a crucial concept to
associate the work of LOGICAL VEHICLEs (vehicle schedules) and the work of LOGICAL DRIVERs
(driver schedules). In a real implementation, those RELIEF OPPORTUNITies that are chosen for actual
reliefs may be flagged as being related to an actual DRIVING SPELL. However, other (unused) RELIEF
OPPORTUNITies may remain of interest for real-time control, in case of duty modification.

The VEHICLE JOURNEYs (and SPECIAL SERVICESs) to be covered by each DRIVING SPELL can be derived
from the other data. A DRIVING SPELL is bounded by two RELIEF OPPORTUNITies on the same BLOCK.
All the VEHICLE JOURNEYs in that BLOCK, between the start and the end RELIEF OPPORTUNITies, will
be driven by the driver who has to work that DRIVING SPELL.

Some relief opportunities are organized during a VEHICLE JOURNEY, at an intermediate RELIEF POINT.
In such a case, only a part of the journey belongs to each (relieved or relieving) DRIVING SPELL. In a
real implementation, such characteristics may be implemented using redundant JOURNEY PARTSs
(EN 12896-3).

DRIVING SPELLs may include PAUSEs planned in the covered BLOCK, after a VEHICLE JOURNEY
(EN 12896-3).

5.3.2.3 Breaks and Pauses

Drivers cannot work continuously for long periods of time and shall be given BREAKs. The length of
work periods without any BREAK, as well as the length of BREAKS, is a matter of legal requirement and
agreement between the company and the unions.

A BREAK is defined as a period of time, during which the driver is still under the responsibility of the
company (and normally still paid), devoted only to resting.

BREAKSs are identified by the STRETCH of work that they follow. BREAKSs shall be arranged at a TIMING
POINT (EN 12896-2) where there is a BREAK FACILITY, with toilets and where meals and other
refreshments may be available. The place of a BREAK FACILITY is often at a RELIEF POINT where
another driver relieves the driver. In some cases, the driver may have to walk to another TIMING
POINT, which is near to the RELIEF POINT and is a more suitable place to stay during a BREAK (for
example a service centre in a pedestrian zone).

BREAKSs are deliberately built into the DUTies. PAUSESs, on the contrary, are spare times at the end of

VEHICLE JOURNEYs which usually arise as a result of the vehicle scheduling process, but which may
also be used as rest or refreshment time by drivers. A PAUSE can be organized if, for instance, the
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VEHICLE (EN 12896-1) has a planned long waiting time at a PARKING POINT far from the centre of the
city. In such a case, it is wiser to plan a PAUSE than to organize a relief. In some cases, PAUSEs may also
be planned deliberately. They may be taken in a BREAK FACILITY, but the driver remains responsible
for the VEHICLE during the PAUSE.

5.3.2.4 Time Allowances and Fill-in Times

At the beginning or at the end of a DUTY, a DUTY PART, a STRETCH or a SPELL, a fixed time may be
allowed to perform certain activities to prepare for, or to complete the work regularly assigned to this
element. These activities may include signing on or off, controlling the vehicle condition, cleaning or
refuelling the vehicle, controlling the amount of cash, etc.

The total duration scheduled for these preparation and finishing activities may be recorded in the
corresponding attributes for the said elements, as ‘PreparationDuration’ and ‘FinishingDuration’.

class DM DS Time Allowance MODEI./

+classified

TIME ALLOWANCE as 0.1 TYPE OF
ALLOWANCE
- Duration N L
UID 0.. +classifying +  PreOrPost
- d +attached to «UID»
+ Id
0..*
0..* | +attached 0..* | +attached 0..* | +attached +attached 0.%
to to to to
+complemented +complemented +complemented +complemented
0.1 ] by 0.1 | by by 0.1
0.1
Tl Vehi DM Duty MODI DM Duty Stretch +complemented DM Duty Stretch
MODE DUTY MODEL::STRETCH by MODEL::SPELL
+including 0..*
0..1 +part of
. ch FILLIN TIME DM Duty Stretch
Name: DM DS Time Allowance MODEL NT Timing Pattern location +completed MODEL::DRIVING
Author:  Transmodel MODEL::TIMING of 0..* |+ Duration 0.1 by SPELL
Version:  6.0-1.0 POINT + AccountingFactor [0..1] —‘
Created:  2017-08-25 00:00:00 0.1 +spent |+ AccountingTime [0..1] +added
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Figure 5 — Time Allowance MODEL

Most operators need to classify such times in a more detailed way. One or several TIME ALLOWANCEs
may be attached to a DUTY, a DUTY PART, a STRETCH or a SPELL. The TYPE OF ALLOWANCE permits
these times to be classified according to the specific local conditions, and to express whether the TIME
ALLOWANCE is applied at the beginning or at the end of the considered element.

FILL-IN TIMEs are analogous to TIME ALLOWANCEs, but do not have any operational meaning. A FILL-
IN TIME is a period of time, after a DRIVING SPELL, during which a driver is not assigned to any precise
activity. It may be spent at a particular TIMING POINT. Such an extra time is allowed at the end of a
SPELL for it to come up to an agreed minimum. It may be also a spare time resulting from the driver
scheduling process.
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The start and end times of any DUTY component shall embrace any attached ‘PreparationDuration’,
‘FinishingDuration’, TIME ALLOWANCE or FILL-IN TIME (see model diagram in subclause 5.3.2.1).

5.3.2.5 Start and End Places of Duty Components

The start and end places of a DRIVING SPELL are RELIEF POINTSs, which can be derived from the
RELIEF OPPORTUNITies bordering that DRIVING SPELL.

The place of a NON-DRIVING SPELL is to be specified at a particular TIMING POINT.

A STRETCH starts from the starting TIMING POINT of its first SPELL (a RELIEF POINT in case of
DRIVING SPELL). It ends at the finishing TIMING POINT of its last SPELL (except in case of FILL-IN
TIME, which may be spent at another TIMING POINT). A BREAK is taken at a POINT where there is a
BREAK FACILITY.

The start place and the end place of a DUTY PART may be specified. They are often places where
DRIVERs sign on or off (e.g. the CREW BASE). Such places shall be TIMING POINTS, in order to allow the
assignment of standard times from or to these places. This may involve a category of TIMING POINTSs
that are not dealing with vehicle scheduling, but only with driver scheduling. The start TIMING POINT
of a DUTY PART may be different from the starting point of its first STRETCH. Similarly, the end TIMING
POINT may be different from the point reached in the last STRETCH (or BREAK).

Differences in start and end points of DUTY components may result in necessary DRIVER TRIPs,
described in the following sub-clause.

5.3.2.6 Start and End Times

After completion of the driver scheduling, any period of work included in a DUTY PART will be assigned
to a precise type of activity, as the pay-roll would likely be based on a classification of activities for the
most part. When the driver scheduling is complete, checks shall be operated to ensure that, during a
DUTY PART, any time is assigned to only one activity, without any gap or overlapping.

The reference model allows the fixing of start and end times for a STRETCH, for example, before its
components have been designed. These provisional times are stored as optional attributes. At the final
stage of the design, these times will be identical to the times derived from the component data. This is
sometimes a reason to create an arbitrary FILL-IN TIME, to fill a gap if a STRETCH should have a
minimum duration.

The start and end times of a DRIVING SPELL can be derived from the times of the RELIEF
OPPORTUNITies, at the start and end of that DRIVING SPELL. Such times represent the production start
and end times. The real start and end times are derived from these production times, with the addition
of any ‘PreparationDuration’, ‘FinishingDuration’ or TIME ALLOWANCE attached to the SPELL, before
or after its production period.

The start and end times of NON-DRIVING SPELLs are stored in the ‘StartTime’ and ‘EndTime’
mandatory attributes for this entity.

The duration of a FILL-IN TIME is fixed by a mandatory attribute. If the end place of a DRIVING SPELL is
the same than the location fixed for the following FILL-IN TIME, the start time of the latter is the end
time of the SPELL. If not, the FILL-IN TIME starts at the end of the corresponding DRIVER TRIP.

Within a STRETCH, any period of time between two SPELLs (including, for instance, TIME
ALLOWANCES) shall be allocated to a DRIVER TRIP or a FILL-IN TIME.
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Start and end times of a STRETCH may be derived from the SPELLs, complemented by a possible FILL-
IN TIME at the end of the last SPELL. They shall also include any ‘PreparationDuration’,
‘FinishingDuration’ or TIME ALLOWANCE attached to the STRETCH.

The duration of a BREAK is fixed by a mandatory attribute. If the end place of a STRETCH is the same as
the location of the BREAK FACILITY, then the start time of the BREAK is the end time of the STRETCH. If
not, the BREAK starts at the end of the corresponding DRIVER TRIP.

Within a DUTY PART, any period of time between two STRETCHes, or between a STRETCH and a
BREAK, shall be allocated to a DRIVER TRIP.

The start time of a DUTY PART may be derived from the start time of the first STRETCH, taking into
account any ‘PreparationDuration’ or TIME ALLOWANCE attached to the start of this DUTY PART. It
shall also include a possible DRIVER TRIP time, if the TIMING POINT specified for the start of the DUTY
PART is different from the start place of the first STRETCH.

The end time of a DUTY PART may be derived from the end time of the last STRETCH, taking into
account any ‘FinishingDuration’ or TIME ALLOWANCE attached to the end of this DUTY PART. It shall
also include a possible DRIVER TRIP time, if the TIMING POINT specified for the end of the DUTY PART
is different from the end place of the last STRETCH.

In a real implementation, start and end times of all components will probably be specified by attributes,
most of them being redundant.

5.3.2.7 Organizational Units

DUTies may be related to ORGANIZATIONAL UNITs (EN 12896-1). The BLOCKSs to be covered by these
DUTies may also be related to an ORGANIZATIONAL UNIT. Constraints may well be needed; for
example, to check that BLOCKs covered by a DUTY are managed by the ORGANIZATIONAL UNIT that is
in charge of that DUTY.

5.3.2.8 Tasks

NON-DRIVING SPELLs are either STAND-BYs (tactical reserve) or TASKs, classified as a particular TYPE
OF TASK. This covers regular TASKs such as taking buses through a wash, training session, social
activity etc.

The short-term planning of drivers usually also requires other additional TYPEs OF TASK.
5.3.2.9 Type of Qualifications

A DUTY may specify certain TYPEs of QUALIFICATIONSs (see Annex B) which should be possessed by an
assigned DRIVER. These could include a certain number of years of driving experience, special
knowledge of a particular part of the network, particular social or demographic characteristics, or other
properties which may affect the suitability of a DRIVER for a particular kind of DUTY. Some companies
may, for example, want to assure a special suitability for DUTies with school bus operation.

The necessary TYPEs of QUALIFICATIONs may be specified for each SPELL of driver work, taking into
account the individual activities included in the SPELL in question, or may be related to the whole
DUTY. The first case requires the management of TYPEs of QUALIFICATIONSs on a rather detailed level.
In the second case, the duty manager will often have a choice among a limited number of defined TYPEs
of QUALIFICATIONs to be entered at DUTY level, reflecting the global needs for all activities in the
lower-level component parts of the DUTY.
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5.3.2.10 Accounting Factor

The work time of drivers may not always be paid evenly at the same rates. If this is the case, input
information needs to be recorded for particular component parts of DUTies, which will be needed for
wage accounting after the DUTies have actually been worked.

An ‘accounting factor’ may be defined using a corresponding ‘AccountingFactor’ attribute of DUTY
PART, STRETCH or SPELL. This factor gives the proportion of paid time in the components in question.
It will usually range from 0 to 1, and will actually be 1 in most cases. Alternatively, an ‘accounting time’
duration may be specified instead of a factor, using the ‘AccountingTime’ attribute, if the company
wants to express the modified amount of time to be paid in terms of a lump sum.

The accounting factor is more relevant for BREAKs, PAUSEs and FILL IN TIMEs. These parts of a driver’s
work time are sometimes paid by a percentage less than 100. A DRIVER TRIP may also be not fully paid
in some cases. An accounting factor may therefore also be stored for a DRIVER TRIP.

If accounting factors are specified at different levels of the DUTY components hierarchy, the factor
stored against a DUTY PART or STRETCH will override all specifications given at lower levels, but will
not override the accounting factor for a BREAK.

Accounting factors are not used to specify an increase of the wages as a result of particular aggravation
circumstances during work, or to give an additional bonus for overtime worked by the DRIVER. Entities
to describe these factors are introduced in 5.5.3.4.

5.3.2.11 Duty Types

DUTies shall be classified as being of a particular DUTY TYPE, which indicates their time profile for
rostering purposes. Rostering algorithms usually make an initial assignment of DUTies to LOGICAL
DRIVERSs according to the DUTY TYPE, to give a spread of DUTies which is fair or agreed for each
DRIVER.
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class DM DS Duty Type MODEL/
thestart | 0..1 0..1 | theend thestart | 0..1 0..1 | theend
Name: DM DS Duty Type MODEL band for bandfor  band of band of
Author:  Transmodel l_mpa'd lj'npa'd
Version:  6.0-1.0 time for time for
Created: 2017-12-28 00:00:00
Updated: 2018-04-2008:27:30
starting ending
within 0..* 0..* | within
DUTY TYPE
classified as 1
Name
0.* classifying Description [0..1]
«UID»
Id
starting ending
unpaid unpaid
part part
within 0..* 0..* within
CONTINUOUS DUTY SPLIT DUTY
«UID» «UID»
Id Id

Figure 6 — Duty Type MODEL

SPLIT DUTY and CONTINUOUS DUTY are the main DUTY TYPEs. If a DUTY is made up of two DUTY
PARTS, then it shall be classified as SPLIT DUTY. If it is made up of only one DUTY PART, then it shall be
classified as a CONTINUOUS DUTY. Other DUTY TYPEs may be individually defined by a company to
meet its own particular needs (e.g. to allow for DUTies made up of three or more DUTY PARTSs). In
addition, descriptions such as “early” or “late” may classify them. The ranges of start and end times of
any DUTY TYPE can be described by relationships to the TIME BAND entity. The time range of the
unpaid part of a SPLIT DUTY may be described in the same way.

5.3.3 Driver Trips

The driver scheduling process takes into account the times necessary for drivers to get to the starting
point and to return from the finishing point of their spells of work. Such a DRIVER TRIP will often be on
foot but may be on a VEHICLE JOURNEY driven by another driver. The time for these trips may depend
on the time of day. The entity DRIVER TRIP TIME allows for a set of times for each DRIVER TRIP. This
duration depends on a TIME BAND, in principle, but many companies will just store one time per
DRIVER TRIP.

A RIDE IN DRIVER TRIP is a part of a DRIVER TRIP corresponding to the theoretical movement of a

driver on one and only one public transport vehicle, from one POINT IN JOURNEY PATTERN to another
on a JOURNEY PATTERN.
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class DM DS Driver Trip MODEL/
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Name: DM DS Driver Trip MODEL
Author:  Transmodel

Version:  6.0-1.0

Created: 2014-12-01 00:00:00
Updated: 2018-04-2008:25:10

Figure 7 — Driver Trip MODEL

It is possible that a DRIVER TRIP might be complex and might involve waiting for infrequent VEHICLE
JOURNEYSs. In this case, companies might prefer to assess the time it will take by methods normally used
for passenger information queries. For this reason, DRIVER TRIP may be associated with a TRIP
PATTERN (see EN 12896-6).

The inclusion of DRIVER TRIPs within the DUTies may be necessary for various reasons: for example,
the starting relief of a DRIVING SPELL may be at a different RELIEF POINT than the end relief of the

previous one. The duration of such DRIVER TRIPs shall be included in the work plan of a DUTY. Their
values will be calculated according to standard times.

DRIVER TRIPs will be necessary when a driver is required to move:

— between two SPELLS, i.e. from or to RELIEF POINTSs (places of RELIEF OPPORTUNITies) or TIMING
POINTs (where a NON-DRIVING SPELL takes place);

— from or to the TIMING POINT where a FILL-IN TIME is spent;

— from the end point of a STRETCH (i.e. of a SPELL or of the added FILL-IN TIME) to the TIMING
POINT where a BREAK FACILITY is located;

— from a TIMING POINT where a BREAK FACILITY is located to the start of the next STRETCH;

— from the TIMING POINT where a DUTY PART starts (e.g. CREW BASE) to the TIMING POINT where
the first STRETCH (i.e. the first SPELL) starts (e.g. GARAGE POINT or another RELIEF POINT);
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— from the last TIMING POINT of a STRETCH (e.g. RELIEF POINT) to the TIMING POINT where a
DUTY PART ends (assuming that a DUTY PART never ends with a BREAK).

Once the various components are fixed, their start and end places are known, and it is possible to
retrieve the required DRIVER TRIPs and their standard duration (DRIVER TRIP TIME).

Some operators may not want to manage standard times for any possible driver trip. Instead, they
define a global time used as lump sum for wage accounting to cover these access or return trips. Such a
global time may include the time spent by DRIVERs for their movement from home to work and vice
versa. To allow for such practices, there are optional attributes ‘DriverAccessDuration’ and
‘DriverReturnDuration’ in the DUTY PART entity. This practice is, in principle, separate from explicit
DRIVER TRIPs. Therefore, additional attributes to specify for instance the start time of a BREAK after a
driver trip shall be added in such a particular implementation.

5.3.4 Driver Schedule Frame

class DM DS Driver Schedule Frame MODEL/

‘ DM Time Allowance |

A

DM Duty Type MODEL::
DUTY TYPE MODEL::TYPE OF

ALLOWANCE

DM DS Driver Schedule Frame MODEL
Transmodel

Name:
Author:

Version:  6.0-1.0
Created: 2018-01-04 00:00:00
Updated: 2018-04-2007:39:07

Figure 8 — Driver Schedule Frame MODEL

A DRIVER SCHEDULE FRAME is a coherent set of DUTies to which the same set of VALIDITY
CONDITIONs have been assigned. Typically, a DRIVER SCHEDULE FRAME represents the theoretical
work of a group of LOGICAL DRIVERs.

5.4 Rostering
5.4.1 General Remarks

After completion of the driver scheduling, most operators carry out a long-term assignment of LOGICAL
DRIVERs to DUTies, in order to prepare the assignment of DRIVERs to these DUTies for each day of
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operations of a given planning period. Such duty plans are often presented in form of a cyclic matrix,
where LOGICAL DRIVERs are assigned in turn to each DUTY of a cycle (hence the term “rostering”). This
long-term plan is likely to be modified in the short-term.

The scheduled DUTies have to be assigned to the DRIVERs in a way that meets the legal restrictions and
any agreements made between the company and the driver unions. Furthermore, preferences
expressed by the DRIVERs themselves may be taken into account to a certain extent. Finally, the
rostering process aims at ensuring that, for any day, each DUTY is covered by a DRIVER.

In most cases, this is achieved through the definition of cyclic periods (of a certain number of days) and
of driver groups. Sets of daily DUTies are assigned to such a cycle, each set being worked in turn by a
DRIVER of a group. This ensures that the workload is distributed equally among DRIVERSs, and that no
DRIVER works an unacceptable pattern of DUTY TYPEs (e.g. only SPLIT DUTies for many subsequent
days). A classical method for that distribution is to order the DUTies to be worked by a driver in a
specific sequence (driver roster) with respect to their DUTY TYPEs.

There are numerous different rostering methods applied in companies over European countries. The
principles above apply to some of the most conventional. However, methods of driver management are
likely to evolve, including the development of new concepts fundamentally different from any classical
rostering schemes. New approaches more able to adapt to modern management principles and
differentiated DRIVER preferences will probably be tried and used by public transport companies in the
coming years.

The reference model does not look to hinder any innovative development in the field of driver
management. The rostering part of the conceptual data model therefore has to be considered as a
reference basis for companies working with one of the conventional rostering methods that have been
taken into account in the model design. It should only be used for information by users implementing
other methods, especially the most advanced.

However, this part of the reference model contains more entities than would ever be needed by any
single company using one of the conventional methods addressed by the model. Therefore, each
company may choose those parts of the rostering model that would satisfy the needs of the particular
rostering method they want to apply.
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5.4.2 Roster Matrices

class DM RO Roster Matrix Overview [INFO]/

DM Roster Matrix MODEL::ROSTER MATRIX Name: DM RO Roster Matrix Overview [INFO]
Author:  Transmodel
Version:  6.0-1.0
Created: 2017-12-29 14:29:57
. . . . Updated: 2018-04-20 08:36:45
including including
in | 1.* in | 1.*
DM Roster Matrix DM Roster Matrix o the validity CCService Calendar
MODEL: MODEL:: - startof | MODEL::OPERATING
ROW/DRIVER COLUMN/DAY DAY
assigned to 0..1
including including
in 1.* in 1.%

DM Roster Matrix MODEL::ROSTER ELEMENT

specified as specified as 0..

T 777 =~ - - | {Exclusion} 5—“"'____

entered in enteredin | 0..1

DM Roster Matrix
MODEL::REST

DM Duty MODEL::
DUTY

Figure 9 — Roster Matrix Overview

A ROSTER MATRIX is a table showing the duty plan for a certain period of time and for a number of
LOGICAL DRIVERs, into which the relevant DUTies to be worked will be entered.

The rows of the matrix are associated with the drivers, and the columns are associated with the days of
a specified planning period. There are various ways of presenting a ROSTER MATRIX, and some
companies may use this schema with the rows and columns swapped for example, but according to the
most common practice the rows of a ROSTER MATRIX are defined as the ROW/DRIVER entity and the
columns as the COLUMN /DAY entity.

A ROSTER ELEMENT, defined by one ROW/DRIVER and one COLUMN /DAY, is a cell of the matrix where
an individual DUTY will be entered. This DUTY will have to be worked by the driver corresponding to
the row, on the day associated with the column of the matrix.

Note that the DRIVER entity describes a physical driver, who is an EMPLOYEE of the public transport
company, in contrast to the ROW/DRIVER entity which is a LOGICAL DRIVER in the planning process,
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without any individual person attached to it. DRIVERs will be assigned to ROWs/DRIVERs at a later
stage.

During the first steps of designing a ROSTER MATRIX, the COLUMNs/DAYs may continue to be qualified
just by an order. Before the matrix can be finalized, each COLUMN/DAY should be assigned to an
OPERATING DAY. It is necessary to take into account the days where less DUTies are needed. Therefore,
the assignment of OPERATING DAYs to DAY TYPEs is preferably shown on the matrix.

All DRIVERs working for the same company are not necessarily managed in the same ROSTER MATRIX.
Groups of DRIVERs may be defined, according to various parameters specific to the company. For each
group, a separate ROSTER MATRIX will be used for assigning sequences of DUTies to the DRIVERs of
this specific group. Thus, there may be more than one ROSTER MATRIX in one company. These may
have different structures or include different types of DUTY.

The relationship between the DRIVER and ROSTER MATRIX entities expresses the attachment of
DRIVERs to groups of DRIVERs working on the same matrix. The same DRIVER may sometimes be
assigned to several ROSTER MATRIces, for instance depending on periods of time.

The grouping of DRIVERs and their assignment to different ROSTER MATRIces may take into account
different contractual regulations of work time (e.g. part time work), or individual preferences for
certain DUTY TYPEs or patterns of duty sequences. Preferences are often taken into account with
regard to the seniority in the company. A ROSTER MATRIX will be constructed in a way that meets the
individual constraints of the specified DRIVERs; a group of DRIVERs assigned to it will be composed
according to the structure of the matrix.

The responsibility for the rostering process may be subdivided among several ORGANIZATIONAL
UNITs of the company. Each ROSTER MATRIX may therefore be owned by a particular
ORGANIZATIONAL UNIT. An ORGANIZATIONAL UNIT may have DRIVERs (and other EMPLOYEEs) at its
disposal, which may be allocated to the ROSTER MATRIces set up by this ORGANIZATIONAL UNIT.

A ROSTER MATRIX is, in principle, valid for a particular TIMETABLE VERSION.

The most classical rostering practice is to first assign a DUTY TYPE or a rest day to each theoretical day
in the components of a ROSTER MATRIX. Two main families of methods for this task are described
below. A further stage consists in replacing the broad DUTY TYPEs by the specified DUTies composing
the production plans for each day of the planning period in question. This results in a complete ROSTER
MATRIX, which can be used for the assignment of DRIVERs to ROWs/DRIVERs (see 5.5.2.1).

Some companies skip the stage of the DUTY TYPE assignment, proceeding directly to the consideration

of the actual DUTies. However, the data structures described below may be used as well with such
methods.
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class DM RO Roster Matrix MODEL /
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5.4.3 Roster Cycles

Figure 10 — Roster Matrix MODEL

Use of ROSTER CYCLE:s is one of the possible methods of setting up sequences of DUTY TYPEs that will
be assigned to the ROWs/DRIVERs in a ROSTER MATRIX. DUTies of these specified types will then be
entered into the ROSTER ELEMENTS to provide a suitable order of working times for each driver.
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class DM RO Roster Cycle MODEL /
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Figure 11 — Roster Cycle MODEL

A ROSTER CYCLE is a period of time, defined as a number of days (e.g. 5 days, 9 days etc.). It is
represented by an ordered sequence of the same number of ROSTER CYCLE ELEMENTS, each of which
represents a day. In a first step, each ROSTER CYCLE ELEMENT is defined either as a WORK day or a

Figure 12 — Pattern of WORK days and REST days

REST day.

The ROSTER CYCLE is thus described as a recurring pattern of WORK days and REST days.

In a second step, work days will be further classified by specifying the DUTY TYPEs. One DUTY TYPE
might represent working an early shift and another one may represent working a late shift.

3-E3-£3- 13- 1

Figure 13 — Pattern of different DUTY TYPEs and REST days
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The ROSTER CYCLE now describes a recurring pattern of different DUTY TYPEs and REST days.

This ROSTER CYCLE can then be used to fill the ROSTER MATRIX as described below.

30/1 31/1 5/2 6/2 7/2 8/2
o (- - - - I D
Driver 11
Driver 12

Figure 14 — An example of starting to fill the first row of the ROSTER MATRIX

The DUTY TYPE / rest day pattern of the ROSTER CYCLE is assigned to the first ROW/DRIVER of the
ROSTER MATRIX.

30/1 31/1 5/2 6/2 7/2 8/2

Drlverlo ‘*ﬁ‘
e - -

-0 -

Figure 15 — Inserting into the following rows with an offset

Driver 12

The same assignment is made for the following row, but with a lag (usually of one day). This is repeated
for all rows of the matrix.

The DUTY TYPE / rest day pattern of the ROSTER CYCLE is then assigned repeatedly for each
ROW/DRIVER of the ROSTER MATRIX so that all elements are filled.

30/1 31/1

o (- K21 - - N -9
o 0 [E3-IE0- - EN-ES- 23 - - 2

Driver 12 | &= ‘ ‘ Early .ﬁ-}-}* Early n Early
o (-850 IEN- N - - -
Driver 14 M¢q Late Q »wmg late L3 Late [ Rest
o [~ K- - D - 23 - K- I

Figure 16 — All matrix elements are filled

As a result, each column now has an equal distribution of REST days and the respective DUTY TYPEs.
The number of columns of the ROSTER MATRIX is normally a multiple of the ROSTER CYCLE number of
days, but this is not mandatory.

Documents
30 Document Sharing Hub

Full document details: DIN EN 12896-7:2020-01


http://www.avadocuments.com/doc/din-en-12896-7-2020-01
http://www.avadocuments.com/doc/din-en-12896-7-2020-01

DIN EN 12896-7:2020-01
EN 12896-7:2019 (E)

In a first step, this assignment is done without respect to the fact that, in most cases, there are fewer
DUTies to be worked on weekends (for instance) than during the week. Additional free days (REST
days) will then have to be assigned to override the ROSTER CYCLE contents, in order to balance the
number of DUTies depending on the variations of the service.

5.4.4 Roster Designs

The concept of ROSTER DESIGN is based on another method for setting up sequences of DUTY TYPEs
and REST days, which will be used to enter DUTies into the ROSTER MATRIX. This method defines
sequences of DUTY TYPEs and REST days for a certain number of calendar weeks, taking into account
from the beginning the different numbers of DUTies of each type to be worked on the different week
days.

class DM RO Roster Design MODEL /

*

used as 0..

made up of starting on classified as used to construct

suitable for

part of start of able to work 0..1 | classifying constructed using

EMPLOYEE

DM Driver MODEL::
DRIVER

made up of used to define

0..* | defined using

base for

based on

0..* | classified as

classified as

0.1 | enteredin T s~ - - - __ | {Exclusion} i =777 0.1 | enteredin
DM Roster Matrix DM Duty Type MODEL::DUTY Name: DM RO Roster Design MODEL

TYPE Author:  Transmodel

Version:  6.0-1.0

Created:  2017-06-12 10:00:50
Updated: 2018-04-2007:52:54

Figure 17 — Roster Design MODEL

A ROSTER DESIGN is a building unit for a ROSTER MATRIX, which is made up of a specified number of
DESIGN WEEKs, e.g. 1 week, 4 weeks or 5 weeks. Each DESIGN WEEK consists of seven DESIGN WEEK
ELEMENTS, which represent the seven DAYs OF WEEK (e.g. from Monday to Sunday).

A relationship between ROSTER DESIGN and DAY OF WEEK determines which DAY OF WEEK will

correspond to the first DESIGN WEEK ELEMENT for any DESIGN WEEK in that ROSTER DESIGN (for
example, each DESIGN WEEK will start on a Saturday).
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A pattern of DUTY TYPEs and REST days may be specified for each DESIGN WEEK of the ROSTER
DESIGN. For instance, DUTY TYPEs within one DESIGN WEEK may sometimes be chosen as being of the
same broad type (e.g. “early working”). For ROSTER DESIGN grouping several DESIGN WEEKs (e.g. 5
weeks), the pattern may be built using a ROSTER CYCLE, as in the previous method. Given a chosen
pattern or individually, DUTY TYPEs and REST days are represented as DESIGN WEEK ELEMENTS.

The whole ROSTER DESIGN may be classified by a ROSTER DESIGN TYPE. This classification may
specify the number of weeks the ROSTER DESIGN covers, the proportion of work days to free days, the
broad type of DUTies assigned to certain positions in the ROSTER DESIGN or other defining factors.

Special ROSTER DESIGNs may particularly suit individual work time regulations or personal
preferences for a certain group of DRIVERs, while other designs are less favourable for them. According
to the individual constraints and preferences, it may be specified which DRIVERs are able to work a
ROSTER DESIGN, and which ROSTER DESIGNSs are suitable for a given DRIVER.

Once the ROSTER DESIGNs are completed, the ROSTER MATRIX may be built. The matrix uses in
general several different ROSTER DESIGNSs. For instance, it may last 11 weeks, using a sequence of 4
ROSTER DESIGNSs, respectively of 4, 1, 1 and 5 weeks. The same ROSTER DESIGN may be repeated more
than once. This sequence is ordered through the entity ROSTER DESIGN IN MATRIX. The number of
columns normally complies with the number of weeks specified by the sequence of ROSTER DESIGNs.
In the example above, the matrix would have 77 (11 x 7) columns.

The first row of the ROSTER MATRIX is filled with the contents (DUTY TYPE or REST) of the sequence of
DESIGN WEEK ELEMENTS, in the order specified by the ROSTER DESIGN IN MATRIX. The following row
is filled with the same sequence, with a lag (which is usually of 1 week). This is repeated for all rows of
the matrix until its completion.

5.4.5 Roster Assignments

After a decision has been made on how to structure the input for the rostering process (i.e. the DUTies,
differentiated by their type), either by means of a ROSTER CYCLE or by ROSTER DESIGNSs, and after the
design of ROSTER MATRIces, assignment of DUTies will be made. This assignment is aimed at obtaining
a satisfying pattern of DUTies for each driver, during the planning period covered by the matrix.

30/1 31/1 1/2 2/2 3/2 4/2 5/2 6/2 7/2 8/2
Driver 10 ﬁﬂ**# -.IOIP
Driver 12 # *#-O"" -.
Driver 13 -D D;Zty " *"”
Driver 14 #Q‘ “.’"
Driver 15 -b-)-bib IDID#Q

Figure 18 — Assignment of DUTles

This last stage will result in a final assignment of DUTies to the ROSTER ELEMENTSs of the ROSTER
MATRIX.
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The rostering software will use the structure of WORK ROSTER ELEMENTSs holding the DUTY TYPEs
and the REST ROSTER ELEMENTS representing the rest days to determine the sequence of DUTies for
each ROW/DRIVER in the ROSTER MATRIX. It will have to balance and optimize the final assignment of
DUTies, according to the number of DUTies to be worked on each DAY TYPE.

This assignment takes into account the agreements made between the company and the driver unions.
It also takes into account DRIVER preferences. For instance, rest days may be exchanged between rows
of the ROSTER MATRIX, in order to optimize the resulting duty sequences. Typically, this involves
prolonging the sequences of consecutive rest days.

The rostering software will use sophisticated algorithms, which optimize the sequence of DUTies for the
DRIVERs/ROWs according to a variety of rules, which are not described in the reference model.

5.5 Personnel Disposition (informative)

5.5.1 Introduction

The personnel disposition data model covers the following functions:
— plan mid-term assignment of drivers to duties;

— plan short-term assignment of drivers to duties;

— collect and process the driver work data.

A part of the data needed by the personnel disposition functions is already included in other parts of the
model. The most relevant for the personnel disposition process is the information on driver scheduling
and, particularly, the information on duty rostering, which is the starting point for the management of
drivers and has to provide the necessary input for the personnel disposition functions.

The methods applied for driver management, and especially wage calculation, vary between countries
and operators. Legal requirements, company rules, agreements and constraints inherent in the different
national or local conditions differ substantially. It is therefore difficult to develop data structures
covering all the needs that may arise from the various different practices in one single model.

In the future, information output from monitoring systems will probably also be used as input data for
personnel disposition and wage accounting systems. In this case, the software for personnel disposition
will have to become even more complex than it is today.

The personnel disposition data model, however, is not aimed at dealing with all these aspects. It takes
into account only the most conventional methods and is limited to the main data structures needed as
input for managing the drivers and preparing the calculation of their wages. This part of the reference
model is therefore informative and not normative.

5.5.2 Driver Assignments

5.5.2.1 Assignment of Drivers to Roster Matrix Rows

The rostering process defines patterns of DUTY TYPEs and REST days and, at the next stage, specifies
individual DUTies instead of DUTY TYPEs. These assignments are planned long-term, whereas the
DUTies entered into the ROSTER ELEMENTs may be subject to optimization or re-planning in the
medium-term.
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