
���������	���������	
�� ���

	
������������������������������������������	� !�����"	

"���&4*565*657�89*&55

�
���
���������


����������
����������������
���������� ����!�"� �#������������$����%#��&'��$��������������

(�����)�$����%#��*�+,��--.���)�����/���&�0����12


�����%#��$�������
���������)���	

#�'�
�����������'��������������'�����<
"����'�
��=����1�(�''���������(�������(
��$�$������'����$
�'�'�
���>�'����<
#��'�4?�@��������"�
�%99:5�4?&556��
��(���!7
��������/����
���	�%6;85�4?&55A

"����'��������$B'�
����'������2���'�����<
�
������C�����'�
�1�����
�����'�=������$
����>�'D�������'����$
�'�$����
����'���<
#��'���4?�3�������"�
�%99:5�4?&556��
��(�B!7
+����
������������	�%6;85�4?&55A

���

 ����'��(����&9����'��

Full document details: DIN EN 14870-3:2006-04

http://www.avadocuments.com/doc/din-en-14870-3-2006-04
http://www.avadocuments.com/doc/din-en-14870-3-2006-04


DIN EN 14870-3:2006-04 

2 

Nationales Vorwort 

Diese Europäische Norm (EN 14870-3:2006) wurde vom Technischen Komitee CEN/TC 12 �Materialien, 
Ausrüstungen und Offshore-Bauwerke für die Erdöl-, petrochemische und Erdgas-industrie� (Sekretariat: 
Frankreich) erstellt. Es handelt sich dabei um die Übernahme der modifizierten Fassung von 
ISO 15590-3:2004, erarbeitet von ISO/TC 67 �Materials, equipment and offshore structures for petroleum, 
petrochemical and natural gas industries�, Subkomitee SC 2 �Pipeline transportation systems�. 

Durch den Ausschluss von �Gasversorgungsleitungen an Land�, für die das CEN/TC 234 zuständig ist, kam 
nur eine modifizierte Übernahme der ISO 15590-3:2004 in Frage und damit auch eine Änderung der 
Norm-Nummer in EN 14870-3. 

Für Deutschland war der Normenausschuss Erdöl- und Erdgasgewinnung (NÖG), Arbeitsausschuss NÖG 2 
�Fernleitungssysteme� an der Erarbeitung dieser Norm beteiligt. 

Diese Europäische Norm enthält unter Berücksichtigung des DIN-Präsidialbeschlusses 13/1983 nur die 
englische Originalfassung der EN-Norm. 
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Explanatory note 

ISO 15590-3:2004, developed within ISO/TC 67 SC 2, has been taken over as a European Standard 
EN 14870-3 (ISO 15590-3:2004, modified). 

The scope of ISO/TC 67/SC 2 is pipeline transportation systems for the petroleum and natural gas industries 
without exclusions. However in CEN, the scopes of CEN/TC 12 and CEN/TC 234 overlapped until 1995. This 
scope overlap caused problems for the parallel procedure for the above-mentioned items. The conflict in 
scope was resolved when both the CEN/Technical Committees and the CEN/BT took the following resolution: 

Resolution BT 38/1995: 

Subject: Revised scope of CEN/TC 12 

�BT endorses the conclusions of the coordination meeting between CEN/TC 12 �Materials, equipment 
and offshore structures for petroleum and natural gas industries� and CEN/TC 234 �Gas supply� and 
modifies the CEN/TC 12 scope, to read: 

�Standardization of the materials, equipment and offshore structures used in drilling, production, 
refining and the transport by pipelines of petroleum and natural gas, excluding on-land supply 
systems used by the gas supply industry and those aspects of offshore structures covered by  
IMO requirement (ISO/TC 8). 

The standardization is to be achieved wherever possible by the adoption of ISO Standards.� 

Resulting from Resolution BT 38/1995, "gas supply on land" has been excluded from the scope of 
ISO 15590-3:2004 for the European adoption by CEN/TC 12. 
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Foreword 

This European Standard (EN 14870-3:2006) has been prepared by Technical Committee CEN/TC 12 
�Materials, equipment and offshore structures for petroleum, petrochemical and natural gas industries�, the 
secretariat of which is held by AFNOR. 

This European Standard shall be given the status of a national standard, either by publication of an identical 
text or by endorsement, at the latest by August 2006, and conflicting national standards shall be withdrawn at 
the latest by August 2006. 

The text of ISO 15590-3 was prepared by Technical Committee ISO/TC 67, Materials, equipment and offshore 
structures for petroleum, petrochemical and natural gas industries, Subcommittee SC 2, Pipeline 
transportation systems. 

With respect to ISO 15590-3 the scope of this European Standard excludes on-land supply systems used by 
the gas supply industry. 

Attention is drawn to the possibility that some of the elements of this European Standard may be the subject 
of patent rights. ISO and CEN shall not be held responsible for identifying any or all such patent rights. 

EN 14870 consists of the following parts, under the general title Petroleum and natural gas industries � 
Induction bends, fittings and flanges for pipeline transportation systems: 

� Part 1: Induction bends (ISO 15590-1:2001 modified) 

� Part 2: Fittings (ISO 15590-2:2003 modified) 

� Part 3: Flanges (ISO 15590-3:2004 modified) 

The ISO standards listed in Clause 2 "Normative references" correspond to the following European 
Standards: 

ISO 377 Steel and steel products � Location and 
preparation of samples and test pieces for 
mechanical testing 

EN ISO 377 

ISO 2566-1 Steel � Conversion of elongation values � Part 1: 
Carbon and low alloy steels 

EN ISO 2566-1 

ISO 6507-1 Metallic materials � Vickers hardness test � 
Part 1: Test method 

EN ISO 6507-1 

ISO 13623 Petroleum and natural gas industries � Pipeline 
transportation systems 

EN 14161 (ISO 
13623:2000, modified) 

ISO 15156-2:2003 Petroleum, petrochemical and natural gas 
industries � Materials for use in H2S-containing 

environments in oil and gas production � Part 2: 
Cracking-resistant carbon and low alloy steels, and 
the use of cast iron 

EN ISO 15156-2:2003 
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According to the CEN/CENELEC Internal Regulations, the national standards organizations of the following 
countries are bound to implement this European Standard: Austria, Belgium, Cyprus, Czech Republic, 
Denmark, Estonia, Finland, France, Germany, Greece, Hungary, Iceland, Ireland, Italy, Latvia, Lithuania, 
Luxembourg, Malta, Netherlands, Norway, Poland, Portugal, Romania, Slovakia, Slovenia, Spain, Sweden, 
Switzerland and United Kingdom. 
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Introduction 

Users of this part of EN 14870 should be aware that further or differing requirements may be needed for 
individual applications. This part of EN 14870 is not intended to inhibit a manufacturer from offering, or the 
purchaser from accepting, alternative equipment or engineering solutions for the individual application. This 
can be particularly applicable where there is innovative or developing technology. Where an alternative is 
offered, the manufacturer should identify any variations from this part of EN 14870 and provide details. 
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