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Nationales Vorwort

Diese Europaische Norm (EN 14908-2) wurde im Technischen Komitee CEN/TC 247 ,Gebaudeautomation
und Gebaudemanagement” (Sekretariat: SNV, Schweiz) erarbeitet.

Diese Europdische Norm EN 14908-2 mit dem Titel ,Firmenneutrale Datenkommunikation fur die
Gebaudeautomation und Gebaudemanagement — Gebaudedatennetzprotokoll — Teil 2: Kommunikation Uber
paarig verdrillte Leitungen; Englische Fassung EN 14908-2:2005" wurde unverandert im englischen
Originaltext iGbernommen. Der Arbeitsausschuss NA 041-03-68 AA ,Systemneutrale Datenlbertragung fir
HLK-Anwendungen® im Normenausschuss Heiz- und Raumlufttechnik (NHRS) war fir das DIN Deutsches
Institut e.V. an der Erstellung dieser Norm beteiligt.

Da davon auszugehen ist, dass die Fachleute der Kommunikationstechnik sich bereits mit der englischen
Fassung befasst haben, wurde von einer Ubersetzung ins Deutsche abgesehen. Nach dem DIN
Prasidiumsbeschluss 13/1983 ist insbesondere auf dem Gebiet der Informatik die Verdffentlichung in Englisch
zulassig, insbesondere wenn dadurch Fehler bei der Ubertragung vermieden werden kénnen.

Die Europaische Norm EN 14908-2 ist Teil einer Serie von Normen, die sich mit dem Kommunikationssystem
,Building Network Protocol befassen, das auf der LonWorks-Technologie basiert. In dieser Serie werden
sowohl Hardware als auch Software spezifiziert, die fir die Funktion des Kommunikationssystems notwendig
sind. Des Weiteren wird es Teile geben, in der Funktionen, Profile und Konformitatstests beschrieben werden.

In diesem Teil 2 wird als Medium fir die Kommunikation die verdrilllte Zweidraht-Leitung (Twisted Pair) als
Teil der Bitlibertragungsschicht (Physical Layer) spezifiziert. Dabei werden die elektrischen Eigenschaften
sowohl flir Netzwerke mit freier Topologie als auch mit Linien-Topologie beschrieben sowie die Anforderungen
fur die Versorgung kleinerer Gerate mit elektrischer Energie iber die Bus-Leitungen (Link Power).
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EUROPEAN STANDARD EN 14908-2
NORME EUROPEENNE
EUROPAISCHE NORM October 2005

ICS 97.120 Supersedes ENV 13154-2:1998

English Version

Open Data Communication in Building Automation, Controls and
Building Management — Control Network Protocol —
Part 2: Twisted Pair Communication

Réseau ouvert de communication de données pour Firmenneutrale Datenkommunikationn fir die
I'automatisation, la régulation et la gestion techniques du Gebaudeautomation und Gebaudemanagement —
batiment — Protocol de batiment de réseau — Gebaudedatennetzprotokoll —
Partie 2: Communications par paires torsadées Teil 2: Kommunikation Uber paarig verdrillte Leitungen

This European Standard was approved by CEN on 11 August 2005.

CEN members are bound to comply with the CEN/CENELEC Internal Regulations which stipulate the conditions for giving this European
Standard the status of a national standard without any alteration. Up-to-date lists and bibliographical references concerning such national
standards may be obtained on application to the Central Secretariat or to any CEN member.

This European Standard exists in three official versions (English, French, German). A version in any other language made by translation
under the responsibility of a CEN member into its own language and notified to the Central Secretariat has the same status as the official
versions.

CEN members are the national standards bodies of Austria, Belgium, Cyprus, Czech Republic, Denmark, Estonia, Finland, France,
Germany, Greece, Hungary, Iceland, Ireland, Italy, Latvia, Lithuania, Luxembourg, Malta, Netherlands, Norway, Poland, Portugal, Slovakia,
Slovenia, Spain, Sweden, Switzerland and United Kingdom.
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EN 14908-2:2005 (E)

Foreword

This European Standard (EN 14908-2:2005) has been prepared by CEN /TC 247, "Building Automation,
Controls and Building Management", the secretariat of which is held by SNV.

This European Standard shall be given the status of a national standard, either by publication of an identical
text or by endorsement, at the latest by April 2006, and conflicting national standards shall be withdrawn at the
latest by April 2006.

This European Standard supersedes ENV 13154—2:1998.

This publication is copyright under the Berne Convention and the Universal Copyright Convention. No part of
this publication may be reproduced, stored in a retrieval system, or transmitted, in any form or by means,
electronic, mechanical, photocopying, recording, or otherwise, without the permission of the European
Committee for Standardization (CEN), the European Committee for Electrotechnical Standardization
(CENELEC), their National Standards Bodies and their Licensees to reproduce this European Standard in full
and including this copyright notice for the purposes of European standardisation.

This European Standard is part of a series of standards for open data transmission in building automation,
control and in building management systems. The content of this European Standard covers the data
communications used for management, automation/control and field functions.

EN 14908-2 is part of a series of European Standards under the general title Control Network Protocol (CNP),
which comprises the following parts:

Part 1: Protocol Stack’

Part 2: Twisted Pair Communication’

Part 3: Power Line Channel Specification’

Part 4: IP-Communication’

According to the CEN/CENELEC Internal Regulations, the national standards organizations of the following
countries are bound to implement this European Standard: Austria, Belgium, Cyprus, Czech Republic,
Denmark, Estonia, Finland, France, Germany, Greece, Hungary, Iceland, Ireland, Italy, Latvia, Lithuania,

Luxembourg, Malta, Netherlands, Norway, Poland, Portugal, Slovakia, Slovenia, Spain, Sweden, Switzerland
and United Kingdom.

1 Under preparation.

1 Under preparation.
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Introduction

This European Standard has been prepared to provide mechanisms through which various vendors of building
automation, control, and building management systems may exchange information in a standardised way. It
defines communication capabilities.

This European Standard is to be used by all involved in design, manufacture, engineering, installation and
commissioning activities.

This European Standard has been made in response to the essential requirements of the Constructive
Products Directive.
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1 Scope

This European Standard specifies the control network protocol (CNP) free-topology twisted-pair channel and
serves as a companion European Standard to prEN14908-1. The channel supports communication at
78,125 kbps between multiple nodes, each of which consists of a transceiver, a protocol processor, an
application processor, a power supply, and application electronics.

This European Standard covers the complete physical layer (OSI Layer 1), including the interface to the Media
Access Control (MAC) sub-layer and the interface to the medium. Parameters that are controlled by other
layers but control the operation of the physical layer are also specified.

2 Normative References

The following referenced documents are indispensable for the application of this European Standard. For
dated references, only the edition cited applies. For undated references, the latest edition of the referenced
document (including any amendments) applies.

EN 14908-1:2005, Open Data Communication in Building Automation, Controls and Building Management —
Building Network Protocol — Part 1: Protocol Stack.

EN 50173-1, Information technology — Generic cabling systems — Part 1: General requirements and office
areas

3 Network Overview

The CNP free-topology twisted-pair channel supports up to 128 nodes on a single network segment with an
optional link power source that supplies DC power to the nodes on the network. The channel is specified to
support free-topology wiring, and will accommodate bus, star, loop, or any combination of these topologies.
The total network length and number of nodes may be extended by use of CNP channel physical layer
repeaters, or CNP compliant routers. The channel data rate is 78,125 kbps. Nodes can be either locally
powered or link powered. A link-powered node derives its power from the network. The power is delivered on
the same two conductors that carry data. Nodes are polarity-insensitive with respect to data as well as DC
power. A locally powered node derives its power from a local source. The data is transmitted using Differential
Manchester encoding, which is polarity-insensitive.

4 System Specifications

4.1 General Aspects

This section specifies the cable type used, terminations required with bus or free topology, maximum node
counts and distances for link and locally powered schemes, and the maximum steady state power that can be
drawn from the link power supply.

4.2 Cable

The cable shall conform to EN 50173-1.
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