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Nationales Vorwort 

Dieses Dokument (EN 14908-4:2014) wurde vom Technischen Komitee CEN/TC 247 „Building environment 
design“ erarbeitet, dessen Sekretariat vom SNV (Schweiz) gehalten wird. 

Das zuständige deutsche Gremium ist der Arbeitsausschuss NA 041-03-68 AA „Gebäudeautomation und 
-kommunikation (SpA CEN/TC 247/WG 4)“ im Normenausschuss Heiz- und Raumlufttechnik (NHRS) im DIN. 

Der englische Originaltext dieser Europäischen Norm wurde unverändert übernommen. Das Präsidium des 
DIN hat mit seinem Beschluss 1/2004 festgelegt, dass von dem in den Regeln der europäischen Normungs-
arbeit von CEN/CENELEC verankerten Grundsatz, wonach Europäische Normen in den drei offiziellen 
Sprachen Deutsch, Englisch und Französisch veröffentlicht werden, in begründeten Ausnahmefällen 
abgewichen und auf die deutsche Sprachfassung verzichtet werden kann. Die Genehmigung dafür hat die 
DIN-Geschäftsleitung entsprechend ihren in Anlage 1 zu dem DIN-Rundschreiben A5/2004 festgelegten 
Kriterien für die vorliegende Norm auf Antrag des NHRS als Ergebnis einer Einzelfallentscheidung erteilt, 
zumal bereits dieser Norm zugrunde liegende Papieren überwiegend in englischer Sprache auch von den 
deutschen Marktteilnehmern angewendet werden.  

Da sich die Anwender der vorliegenden Norm der englischen Sprache als Fachsprache bedienen, wird die 
englische Fassung der EN 14908-4 veröffentlicht. 

Die Europäische Norm EN 14908-4 ist Teil einer Serie von Normen, die sich mit dem Kommunikationssystem 
„Control Network Protocol“ befassen, das auf der LonWorks-Technologie basiert. In dieser Serie werden 
sowohl Hardware als auch Software spezifiziert, die für die Funktion des Kommunikationssystems notwendig 
sind. Des Weiteren wird es Teile geben, in der Funktionen, Profile und Konformitätstests beschrieben werden. 

DIN EN 14908 besteht aus den folgenden Teilen unter dem Haupttitel Firmenneutrale Datenkommunikation 
für die Gebäudeautomation und Gebäudemanagement: 

  Teil 1: Datenprotokollschichtenmodell 

  Teil 2: Kommunikation über paarig verdrillte Leitungen 

  Teil 3: Kommunikation über die Stromversorgungsleitungen 

  Teil 4: Kommunikation mittels Internet Protokoll (IP)  

  Teil 5: Implementierungsrichtlinie 

Änderungen 

Gegenüber DIN EN 14908-4:2007-02 wurden folgende Änderungen vorgenommen: 

a) Redaktionelle Überarbeitung (z. B. Verweisungen aktualisiert). 

Frühere Ausgaben 

DIN EN 14908-4: 2007-02 
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Nationaler Anhang NA 
(informativ) 

 
Begriffe, Definitionen und Abkürzungen 

Im Folgenden wird EN 14908-4:2014, Abschnitt 3 ins Deutsche übersetzt. Die Benennung der folgenden 
Begriffe und Abkürzungen ist identisch mit der Benennung in der englischen Fassung. 

3 Begriffe, Definitionen und Abkürzungen 

3.1 Begriffe und Definitionen 

Für die Anwendung dieses Dokuments gelten die folgenden Begriffe. 

3.1.1 
Tunneln 
(en: tunneling) 
Datenkapselung eines Protokollpakets im Rahmen der Nutzdaten eines anderen Protokollpakets 

3.1.2 
Kanal 
(en: channel) 
gemeinsamer Kommunikations-Transportmechanismus, den sich gewisse CNP-Geräte teilen und darüber 
ohne einen Router miteinander kommunizieren 

Anmerkung 1 zum Eintrag: Kanäle werden zum Transport von CNP-Paketen unterhalb der Sicherungsschicht des CNP 
Protokollstapels verwendet. 

Anmerkung 2 zum Eintrag: Normalerweise bezieht sich dies auf eine Art physikalisches Medium, wie Stromleitungen, 
HF-Medien oder paarig verdrillte Leitungen, aber im Fall von IP-Netzwerken ist dieser Kanal nicht physikalisch, sondern 
ein Protokolltunnel. 

3.1.3 
CNP-Gerät 
(en: CNP device) 
Gerät, welches das CNP-Protokoll verwendet, um mit anderen CNP-Geräten zu kommunizieren 

Anmerkung 1 zum Eintrag: Ein CNP/IP-Gerät ist ein CNP-Gerät, das mit anderen CNP-Geräten über einen IP-Kanal 
kommuniziert. 

3.1.4 
CNP-Router 
(en: CNP router) 
besondere Art eines CNP-Gerätes, das CNP-Protokollpakete zwischen zwei oder mehr Kanälen weiterleitet 

Anmerkung 1 zum Eintrag: Ein CNP/IP-Router ist ein CNP-Router, bei dem mindestens einer der Kanäle, über die er 
Pakete sendet, ein IP-Kanal ist. 

3.1.5 
CNP-Knoten 
(en: CNP node) 
besondere Art eines CNP-Gerätes, die CNP-Protokollpakete senden oder empfangen kann, sie aber nicht 
zwischen Kanälen weiterleitet 
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Anmerkung 1 zum Eintrag: Ein CNP/IP-Knoten ist ein CNP-Knoten, bei dem mindestens einer der Kanäle, über die er 
Pakete sendet und empfängt, ein IP-Kanal ist. 

Anmerkung 2 zum Eintrag: Alle CNP-Geräte sind entweder Router, Knoten oder beides. 

3.1.6 
CNP-Gruppe 
(en: CNP group) 
Zusammenstellung von CNP-Geräten, die eine gemeinsame Multicast-Adresse besitzen 

3.1.7 
Knoten-ID 
(en: node ID) 
logische Netzwerkadresse, die Knoten innerhalb desselben Subnetzes oder der Domain voneinander unter-
scheidet 

3.1.8 
Must Be Zero 
MBZ 
(en: Must Be Zero, MBZ) 
reserviertes Feld, das in den folgenden Versionen des Protokolls verwendet werden kann 

Anmerkung 1 zum Begriff: Solche Felder werden als null gesendet und werden vom Empfänger bei der Umsetzung 
entsprechend der aktuellen Ausgabe der Spezifikation ignoriert. 

3.2 Abkürzungen 

CTP Channel Timeout Period 

CNP Control Network Protocol 

LFS Last Forwarded Sequence 

MBZ Must Be Zero 

NTP Network Time Protocol 

PSN Packet Sequence Number 

SA/DA Source Address/Destination Address 

SID Session Identifier 

SNTP Simple Network Time Protocol 

UDP User Datagram Protocol 
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Foreword 

This document (EN 14908-4:2014) has been prepared by Technical Committee CEN/TC 247 “Building 

Automation, Controls and Building Management”, the secretariat of which is held by SNV. 

This European Standard shall be given the status of a national standard, either by publication of an identical 

text or by endorsement, at the latest by October 2014 and conflicting national standards shall be withdrawn at 

the latest by October 2014. 

Attention is drawn to the possibility that some of the elements of this document may be the subject of patent 

rights. CEN [and/or CENELEC] shall not be held responsible for identifying any or all such patent rights. 

This document supersedes EN 14908-4:2006. 

This European Standard is part of a series of standards for open data transmission in building automation, 

control and in building management systems. The content of this European Standard covers the data 

communications used for management, automation/control and field functions. 

EN 14908-4 is part of a series of European Standards under the general title Control Network Protocol (CNP), 

which comprises the following parts: 

Part 1: Protocol stack 

Part 2: Twisted pair communication 

Part 3: Power line channel specification 

Part 4: IP-Communication 

Part 5: Implementation 

Part 6: Application elements 

According to the CEN-CENELEC Internal Regulations, the national standards organizations of the following 

countries are bound to implement this European Standard: Austria, Belgium, Bulgaria, Croatia, Cyprus, Czech 

Republic, Denmark, Estonia, Finland, Former Yugoslav Republic of Macedonia, France, Germany, Greece, 

Hungary, Iceland, Ireland, Italy, Latvia, Lithuania, Luxembourg, Malta, Netherlands, Norway, Poland, Portugal, 

Romania, Slovakia, Slovenia, Spain, Sweden, Switzerland, Turkey and the United Kingdom. 
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Introduction 

This European Standard has been prepared to provide mechanisms through which various vendors of building 

automation, control, and building management systems may exchange information in a standardised way. It 

defines communication capabilities. 

This European Standard will be used by all involved in design, manufacture, engineering, installation and 

commissioning activities. 
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1 Scope 

This European Standard specifies the transporting of the Control Network Protocol (CNP) packets for 

commercial Building Automation, Controls and Building Management over Internet Protocol (IP) networks 

using a tunnelling mechanism wherein the CNP packets are encapsulated within IP packets. It applies to both 

CNP nodes and CNP routers. 

The purpose of this European Standard is to ensure interoperability between various CNP devices that wish to 

use IP networks to communicate using the CNP protocol. 

The main body of this European Standard is independent of the CNP protocol being transported over the IP 

network. The reader is directed to Annex A and Annex B for the normative and informative, respectively, 

aspects of this specification that are specific to EN 14908-1. 

Figure 1 shows a possible configuration of such CNP devices and networks connected to an IP network. 

 

Figure 1 — Typical CNP/IP application 

Figure 1 depicts two types of CNP devices: CNP nodes and CNP routers. It should be noted that the routers 

shown can route packets between typical CNP channels (such as twisted pair or power line) and an IP 

channel or it can route CNP packets between two IP channels. In this European Standard the IP channel will 

be defined in such a way to allow it to be used like any other CNP channel. 

In the above diagram, the IP network can be considered to be one or more IP channels. This European 

Standard covers only how CNP packets are transported over IP channels. It does not cover how CNP packets 

are routed between standard CNP channels and IP channels. This specification is not intended to cover the 

lower layers (physical, MAC and link layers) of either standard CNP or IP channels. 

2 Normative references 

Not applicable. 
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3 Terms, definitions and abbreviations 

3.1 Terms and definitions 

For the purposes of this document, the following terms and definitions apply. 

3.1.1 

tunnelling 
encapsulation of one protocol’s packet within the payload of another protocol’s packets 

3.1.2 

channel 
common communications transport mechanism that a specific collection of CNP devices share and 
communicate over without the use of a router 

Note 1 to entry: Channels are used to transport CNP packets below the link layer of the CNP protocol stack. 

Note 2 to entry: Typically this refers to some type of physical media such as power line, RF, or twisted pair, but in the case 

of IP networks this channel is not physical, but a protocol tunnel. 

3.1.3 

CNP device  
device that uses the CNP protocol to communicate with other CNP devices 

Note 1 to entry: Specifically, a CNP/IP device is a CNP device that communicates with other CNP devices over an IP 

channel. 

3.1.4  

CNP router 
special type of CNP device that routes CNP protocol packets between two or more channels 

Note 1 to entry: Specifically, a CNP/IP router is a CNP router in which at least one of the channels it routes packets over is 

an IP channel. 

3.1.5  

CNP node 
special type of CNP device that can send or receive CNP protocol packets, but does not route them between 
channels 

Note 1 to entry: Specifically a CNP/IP node is a CNP node in which at least one of the channels it sends and receives 

packets over is an IP channel. 

Note 2 to entry: All CNP devices are either routers, nodes or both. 

3.1.6  

CNP group 
collection of CNP devices that share a common multicast address 

3.1.7  

node ID 
logical network address that differentiates nodes within the same subnet or domain 

3.1.8  

Must Be Zero (MBZ) 
reserved field that may be used in the following versions of the protocol 

Note 1 to entry: Such fields will be sent as zero and ignored by the receiver in implementations conforming to the current 

version of the specification. 
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3.2 Abbreviations 

CTP Channel Timeout Period 

CNP Control Network Protocol 

LFS Last Forwarded Sequence 

MBZ Must Be Zero 

NTP Network Time Protocol 

PSN Packet Sequence Number 

SA/DA Source Address / Destination Address 

SID Session Identifier 

SNTP Simple Network Time Protocol 

UDP User Datagram Protocol 

4 Requirements 

The following is a set of general requirements for the transporting of CNP packets over IP channels: 

— be as efficient as possible to allow quasi real-time operation; 

— be independent of the application level interface used to receive the packets. For example the tunnelling 

protocol should not rely on the existence of a socket interface or how that interface may be used; 

— ensure that CNP packet ordering is preserved; 

— ensure that CNP packets that are “stale” (outside the maximum timeout characteristics of the IP channel) 

are not forwarded; 

— detect packets that get duplicated in the IP network; 

— support IP routing devices that prioritise IP packets; 

— optional security measures to prevent malicious users from tampering with devices; 

— scalable; 

— allow status information to be extracted from CNP/IP devices; 

— support the exchange of configuration information between CNP/IP devices and configuration servers. 

5 CNP/IP device specification 

5.1 IP Related device specifications 

A CNP/IP device shall behave like any standard IP host capable of exchanging IP packets with any other IP 

host either on the same IP subnet or anywhere else in the Internet cloud. A CNP/IP device shall have a single 

unicast IP address and may be capable belonging to as many as 32 multi-cast groups. It is optional that a 

CNP/IP device support multi-casting. This document does not address the routing of IP packets between 

subnets or through the Internet. The CNP/IP devices shall be compatible with whatever standard mechanisms 

(IP routers, switches etc.) are required to perform the IP routing functions. 
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5.2 CNP related device specifications 

5.2.1 Packet formats 

The general format of CNP packets which are tunnelled over the IP channel are those packets that are 

received from or sent to the Link layer (layer 2) of the CNP protocol stack. Refer to Annex A for a precise 

specification of the packet formats corresponding to the CNP protocol. 

5.2.2 Addressing schemes 

Different CNP protocols generally use different addressing schemes to exchange packets. Although it is 

generally not necessary to understand the contents of a CNP packet or its addresses in order to tunnel CNP 

packets over IP, some aspects of the CNP addressing scheme are reflected in the process of configuration. 

This is especially true when it comes to setting up the IP channels that are used for tunnelling. Since CNP 

protocols use different addressing schemes the terminology used in the main body of this specification for 

describing addresses are meant to be general and rich enough to describe the superset of addressing 

schemes used in all CNP protocols. The following CNP addressing terms are used in this specification. 

— Unique ID. This refers to an ID that is globally unique to all devices within a specific protocol. Unique ID’s 

are generally fixed in nature in that they never change through the life of a device. 

— Domain. This is the highest level of a three level hierarchical addressing scheme. Domain ID’s should be 

unique within a particular network. This means that in a particular network where Domains are used if two 

devices have the same Domain ID they belong to the same Domain. Domain ID’s are generally logical in 

nature and can be changed and configured. 

— Subnet. This is the middle level of a three level hierarchical addressing scheme. Subnet ID’s should be 

unique within a particular domain. This means that in a particular network where subnet ID’s are used if 

two devices have the same Domain ID and the same Subnet ID then they belong to the same Subnet. 

Some CNP's do not use Domains in which case the Subnet may be the highest level of address for a 

device. Subnet ID’s are generally logical in nature and can be changed and configured. 

— Node. This is the lowest level of any hierarchical addressing scheme. Node ID’s should be unique within 

a particular Subnet. No two devices within the same subset should have the same Node ID. Node ID’s 

are generally logical in nature and can be changed and configured. 

— Group. Groups are an orthogonal addressing scheme to the hierarchical Domain/Subnet/Node triplet just 

described. Groups are used to allow multi-casting of messages. Some CNP’s may not support group 

addresses and even those that do will have different rules for how they relate to the other addressing 

schemes. These considerations are not relevant to this specification. 

The definitions above are fairly general and are provided as a guideline for how to map the CNP protocol to 

these terms. In general how the various addressing schemes work within a CNP protocol are not relevant to 

this specification. It is only necessary to know what the various addressing terms refer to. 

Of special note is how these addresses are used for routing within the CNP protocol. Therefore, a table is 

given in the appendix that specifies how the appropriate addresses used in that protocol map to the terms 

given above. 

6 IP channel 

6.1 Specification 

IP channels are not like typical CNP channels that currently exist. Typical CNP channels are physical busses 

by nature. This implies that all devices on the channel will, by default, receive all packets transmitted on that 
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channel. In addition, when a new device is added to the channel it is not necessary that other devices on the 

channel become aware of it before they can exchange packets. To transmit a packet on a channel it is only 

necessary that a device be capable of physically transmitting the packet on the channel, nothing more. If a 

device is simply physically connected to a channel it is capable of exchanging packets with other devices on 

the channel. 

By contrast an IP channel is not physical, but logical in nature. There are a number of different physical media 

that can support IP communications and any of them should be capable of supporting a CNP channel. 

Because we are dealing with a logical channel it is necessary to “construct” the channel by informing each 

device on the channel of the existence of the other devices on that channel. In other words, before a device 

can transmit a packet to some other device on an IP channel it shall be made aware of how to specifically 

send a packet to that device, i.e. its IP address. 

Another significant difference between physical and logical channels is that in the case of typical physical 

channels it is possible to calculate fixed upper bounds on the length of time it will take a packet to traverse 

from one device to another once the packet is transmitted on the channel. This is not always possible for IP 

networks. The deviation of packet delivery times between CNP devices on an IP channel are much higher 

than those experienced with typical CNP channels. 

As depicted in Figure 1, the IP channel is used as an intermediary transport mechanism for the CNP packets 

by a variety of CNP/IP devices. When a CNP packet is transported on an IP channel, an IP message 

encapsulating the CNP packets is sent to other CNP/IP devices on that IP channel. Upon receipt of one of the 

IP messages by a CNP/IP device the CNP packets are extracted and processed. A single IP message may 

contain more than one CNP packet. Therefore, the IP messages shall be formatted in such a way to allow the 

extraction of the individual CNP packets. This is referred to a packet “bunching”. CNP/IP devices shall support 

the receipt of bunched packets. Likewise, the bunching shall be done in such a fashion that each CNP packet 

contained within a bunched IP message is complete, i.e. CNP packets should not cross IP message 

boundaries as a result of bunching. It is also a requirement that intermediate IP devices be capable of 

unbundling bunched CNP packets and bunching them in a different manner before forwarding them. 

The IP channel is specified by the list of unicast IP addresses, exactly one for each CNP/IP device. There is 

no maximum to the number of CNP/IP devices on a single IP channel. 

If every CNP/IP device on an IP channel contained a list of unicast IP addresses for every other CNP/IP 

device on that IP channel, this is all that would be required to enable the tunnelling of CNP packets. In the 

most brute force approach, for each CNP packet to be forwarded on the IP channel a separate unicast IP 

message could be sent to each CNP/IP device in the channel. This does not scale very well so the following 

techniques will be used to reduce the IP traffic: 

— IP multi-cast groups; 

— selective forwarding. 

IP multi-cast groups allow a single IP message to be sent to more than one CNP/IP device. Therefore, a 

complete definition of a CNP/IP channel should contain not only the unicast IP addresses of all the CNP/IP 

devices on the channel but also the IP multi-cast groups to which they belong. Each CNP/IP device can 

belong to up to 32 multi-cast addresses. 

Selective forwarding refers to examining the contents of the CNP packet before forwarding it to determine if it 

should be sent to a particular CNP/IP device. In order to do this additional CNP specific information shall be 

known about each potential destination. If the CNP/IP device is a router then the information necessary to 

perform selective forwarding is the routing tables of the CNP/IP router. If the device is simply a node then the 

domain, subnet, node id, unique id, and CNP groups that the node belongs to should be known. Therefore, all 

this information is also part of a complete IP channel definition. In short, a complete IP channel definition 

contains all known information that may be relevant to the forwarding of packets to the other CNP/IP devices 

in the IP channel. It is the universe of all relevant knowledge about the IP channel. 
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It is important that whatever forwarding scheme is used by a CNP/IP device the following conditions are 

always true: 

a) CNP protocol packets are always received by all CNP/IP devices on the IP channel that need to receive 

them regardless of whether they are routers or nodes. If there is any ambiguity or uncertainty concerning 

which CNP/IP devices should receive a CNP packet then that packet may or may not be discarded 

depending upon specific implementation considerations of the device. The device may either forward the 

packet to all devices on the channel or it may simply discard it and not forward it to any; 

b) a specific CNP packet should never be transmitted twice to the same CNP/IP device unless it is because 

of some retry mechanism above the link layer of the CNP protocol stack. Due to the nature of IP networks 

it may happen that a CNP/IP device may receive duplicate IP messages, but this should never be the 

result of the message being transmitted more than once from another CNP/IP device. 

In addition, selective forwarding can be performed on multi-cast groups if the groups were formed based upon 

some criteria. For example, multi-cast group ‘A’ may contain all CNP/IP devices belonging to domain ID ‘W’. If 

a CNP packet is destined for domain ‘W’ then it would be sufficient to forward it only to multi-cast group ‘A’. In 

order to perform the selective forwarding on multi-cast addresses it is necessary to know if these groups were 

formed based upon some criteria. 

In recognition of the fact that the complete IP channel definition can be unwieldy to use and maintain it is not a 

requirement that a CNP/IP device use it to forward packets. An alternative data structure called the “send list” 

can be maintained within each CNP/IP device. The send list may contain both unicast and multi-cast 

addresses and is subject to the same conditions given above. It can be created and loaded into the CNP/IP 

device with third party configuration tools that are better suited to creating multi-cast groups based upon some 

criteria. The send list represents the minimum amount of information required to allow proper forwarding of 

CNP packets and is structured to simplify the forwarding process such that the CNP/IP device need only 

forward packets to every address (unicast or multi-cast) in the send list. In order to allow a CNP/IP device to 

blindly forward packets to each address in the list the following conditions shall be true: 

i) CNP protocol packets shall be received by all CNP/IP devices that need to receive them regardless of 

whether they are routers or nodes (same as above); 

ii) a specific CNP packet is never transmitted twice to the same CNP/IP device (same as above); 

iii) if device A is a destination in device B’s send list then device B should be a destination in device A’s send 

list. This is necessary to support the acknowledged service of the CNP protocol. 

It should be possible to perform simple forms of selective forwarding using the send list by associating 

characteristics with the multi-cast entries in the list. 

In general, it is important to note that the IP channel definition represents complete global information about 

the IP channel while the send list is derived and may result from an intelligent grouping of devices based upon 

some characteristic. The main purpose of the send list is to allow fairly efficient operation of CNP/IP devices 

without requiring them to do extensive processing of the complete channel definition list. It is also important to 

note that the send list is a configured property of a CNP/IP device meaning that it is controlled and input to a 

device through some explicit configuration process. Although the send list is a configured property it does not 

preclude a CNP/IP device from doing self-configuration and calculating its own send list. 

In order to have tight controls over the behaviour of CNP/IP devices and how they forward packets it should 

be possible to configure a CNP/IP device to use an explicit send list and ignore any IP channel configuration 

information it may have. 
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6.2 IP transport mechanisms 

6.2.1 General 

IP is a Network level protocol as shown in Figure 2. It is designed to operate over a wide range of physical 

media and link layer protocols. As such, this document does not specify anything about the link or physical 

layers of the IP stack. 

 

Figure 2 — IP protocol stack 

As depicted in Figure 2 the three most common mechanisms used to transport IP packets are the following: 

— raw IP; 

— TCP; 

— UDP. 

TCP (refer to RFC 793) and UDP (refer to RFC 768) are transport protocols built on top of IP (refer to 

RFC 791). Given the increased efficiencies of UDP regarding the transport of CNP data messages and its 

support of multi-cast addressing, it will be used to communicate between CNP/IP devices. All CNP/IP devices 

shall support UDP. TCP has some advantages for use in the configuration process and may be supported for 

certain types of messages in addition to UDP. TCP support in CNP/IP devices is optional. 

To address the sequencing issue there will be a sequence number added to the header of packets to help in 

sequencing them. All UDP datagrams shall be transmitted with valid checksums. 

In order to send a packet via TCP/UDP it is necessary to define a port number in addition to the IP address. In 

general, port numbers are configurable and will be used for different purposes as defined below. Refer to 

Annex B for recommendations on port number to use for CNP. 

Using UDP, datagrams can be sent using either unicast or multi-cast addressing. Unicast is point-to-point 

meaning that a datagram is sent from one IP host to a single other IP host. It is much more efficient to use 

multi-cast addressing when sending the same datagram to multiple IP hosts. Therefore, it is recommended 
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that CNP/IP devices support both unicast and multi-cast IP addressing. Recall that an IP channel is defined by 

a list of IP addresses. A channel definition or send list can contain any combination of unicast and multi-cast 

addresses. It is not required that a CNP/IP device support multi-cast in order to inter-operate with a CNP/IP 

device that does. 

In order for a CNP/IP router to use multi-cast addressing across IP routers it will be necessary for the CNP/IP 

device to inform the IP router of its intention to join the multi-cast group. There are well-established methods 

for doing this and it is beyond the scope of this document to specify how it is done. The reader should consult 

RFC 1112. 

6.2.2 Informative considerations 

Some IP networks contain NAT routers. These routers cannot handle protocols which embed IP addresses in 

their payloads unless they are specifically designed to do so. The same will be true of the tunnelling protocol 

specified in this document. In general this protocol will not work across NAT routers. The protocol can still be 

used in a network that uses NAT routers, as long there exists a router that is capable of handling this protocol. 

That could either be the NAT router itself or another CNP/IP to CNP/IP router that sits in the same area of the 

network as the NAT router. 

7 CNP/IP device 

7.1 Configuration of a CNP/IP device 

The CNP/IP device has a dual personality. From a CNP point of view, it is a CNP node on a CNP channel and 

has all such characteristics. These parameters can be configured and managed using the standard CNP 

network management procedures and messages. 

From the IP point of view, the CNP/IP device is an IP host on an IP network and thus has to be configured like 

any other host on an IP network. 

In addition, there is configuration information that defines the logical IP channel associated with that CNP/IP 

device. 

This clause describes only those elements relevant to configuring the IP host and IP channel parameters. 

In general, all IP host and channel parameters will be configurable using a number of techniques and 

protocols. As a minimum, all CNP/IP devices shall support manual configuration of the forwarding mechanism 

for that device in order to guarantee a minimum level of interoperability between devices that may be 

configured in different ways. By forwarding, we mean the act of tunnelling as described above to the other 

devices on the IP channel. 

7.2 Configuration parameters 

7.2.1 General 

This subclause identifies the parameters that a CNP/IP uses (or may use) to operate. This subclause is not 

intended to define the data structures used to store the information or define the messages that are used to 

exchange them. Its only purpose is to have a consolidated section in which all the parameters of a CNP/IP 

device are identified and defined. Subsections discuss mechanisms for communicating this information 

between devices. 

There are three relevant data sets that form the parameters contained within a CNP/IP device: 

— CNP/IP channel definition as described in Clause 6; 
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— send list as described in Clause 6; 

— device parameters relevant to its existence on a CNP/IP channel. 

7.2.2 Channel definition parameters 

A complete channel definition is logically a list of every CNP/IP device on the channel. Each of the devices on 

the channel can be associated with the following type of information: 

— multi-cast support (yes or no). Since this is optional there shall be an indication of whether it is supported; 

— TCP support (yes or no). Since this is optional there shall be an indication of whether it is supported; 

— CNP/IP device type (router, node, proxy etc.); 

— CNP router type (repeater, learning, configured etc.); 

— CNP “Wants all Broadcasts” flag; 

— name. Simple text string used for identification purposes; 

— channel timeout. This parameter is global to the channel. Each device has this value but it is the same for 

all devices; 

— IP address. This is the unicast IP address of the device. 

— unicast port for listening to data; 

— list of multi-cast address/port number pairs a CNP/IP device listens on; 

— CNP specific unique device ID 1 (router near side or node); 

— CNP specific unique device ID 2 (router far side); 

— CNP specific unique device ID 3 (auxiliary for configuration); 

— CNP Domain length and ID, subnet, node address for each domain; 

— the parameters specific to nodes are: CNP group membership info; 

— the parameters specific to routers are: CNP routing table. 

Note that this list is representative in nature. Complete details as required are left to later clauses of this 

European Standard. 

The tunnelling protocol defined in this specification does not require any specific CNP addressing scheme. 

The following CNP address types are supported: 

— unique device ID; 

— domain ID; 

— subnet ID; 

— node ID; 

— group ID. 
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Refer to Annex A for the specific addressing conventions that correspond to the address types listed above. 

7.2.3 Send List arameters 

The following parameters are used to define the Send List. 

— list of unicast IP addresses and ports; 

— list of multi-cast IP addresses and ports. 

7.2.4 Device parameters 

— IP gateway address; 

— IP subnet mask; 

— configuration server IP address/port; 

— SNTP server IP address. 

7.3 Configuration techniques 

7.3.1 General 

This subclause describes the various techniques that can be used to set the parameters defined in the 

previous subclause. 

These parameters can be set in a number of ways. It is not necessary for a CNP/IP device to support all these 

methods, but if it supports any of these methods it should support them in a standard fashion. 

7.3.2 Manual configuration 

For manual configuration there is no configuration server. All the required channel definition parameters send 

list parameters and device parameters need to be manually entered. There is no standard method for doing 

this. It is vendor specific and can be accomplished by any of the following methods: 

— configuration files; 

— terminal interface; 

— telnet interface; 

— FTP file transfer; 

— HTTP interface. 

7.3.3 BOOTP and DHCP 

7.3.3.1 Background 

Two mechanisms exist for devices to obtain an IP address without prior configuration: DHCP (RFC2131]) and 

BOOTP (RFC951 ). 

DHCP is actually an extension of BOOTP and BOOTP servers that are compliant with RFC951 can 

understand messages from DHCP clients and respond to those messages correctly. 
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