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Nationales Vorwort

Dieses Dokument (EN 16157-4:2021) wurde vom Technischen Komitee CEN/TC 278 Intelligente
Verkehrssysteme" ausgearbeitet, dessen Sekretariat von NEN (Niederlande) gehalten wird.

Das zustdndige deutsche Normungsgremium ist der Gemeinschaftsarbeitsausschuss NA 052-02-71 GA
,Gemeinschaftsarbeitsausschuss NAAutomobil /DKE, Intelligente Verkehrssysteme* des

DIN-Normenausschusses Automobiltechnik.

Dieses Dokument enthéalt unter Bertcksichtigung des DIN-Prasidialbeschlusses 1/2004 nur die Englische
Fassung von EN 16157-4:2021.

Diese Normenreihe legt eine gemeinsame Menge an Datenaustausch-Spezifikationen fest, welche die Vision
eines nahtlosen interoperablen Austausches von Verkehrs- und Reiseinformationen zwischen nationalen,
stadtischen und zwischenstddtischen Straflenverwaltungen, Infrastrukturanbietern und Dienstanbietern
iiber Grenzen hinweg unterstiitzen. In diesem Zusammenhang ist Standardisierung ein grundlegender
Bestandteil, um Interoperabilitit, Minimierung von Risiken, Reduzierung von Grundkosten, Forderung
offener Markte sowie viele soziale, wirtschaftliche und gemeinschaftliche Vorteile sicherzustellen.

Dieser Teil der Normenreihe beschaftigt sich mit Veroffentlichungen variabler Verkehrszeichen-
informationen. Er legt Anforderungen an die Informationsstrukturen und -definitionen fest, die ausgetauscht
werden, um Details der angezeigten Nachricht auf variable Verkehrszeichen zu iibertragen.

DIN EN 16157 besteht unter dem allgemeinen Titel Intelligente Verkehrssysteme — DATEX-II-
Datenaustauschspezifikation fiir Verkehrsmanagement und Verkehrsinformationen aus folgenden Teilen:

— Teil 1: Kontext und Rahmenwerk

— Teil 2: Ortsreferenzierung

— Teil 3: Publikation von Verkehrssituationen

— Teil 4: Publikation von Wechselverkehrszeichen und Wechseltextanzeigen

— Teil 5: Publikation von gemessenen und berechneten Verkehrsdaten

— Teil 6: Publikation von Parkinformationen

— Teil 7: Gemeinsame Datenelemente

— Teil 8: Publikationen von VerkehrsmanagementmafSnahmen und kommunale Ergdnzungen
— Teil 9: Publikationen fiir das Lichtsignalanlagen-Management im stddtischen Umfeld

Aktuelle Informationen zu diesem Dokument kénnen tiber die Internetseiten von DIN (www.din.de) durch
eine Suche nach der Dokumentennummer aufgerufen werden.

Wir weisen Sie darauf hin, dass ein redaktioneller Fehler der Kopfzeile ab S. 54 des Europaischen Dokuments
vorliegt. Wie auf den Seiten zuvor, muss es richtig heifden EN 16157-4:2021 (E).
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Anderungen

Gegeniiber DIN CEN/TS 16157-4 (DIN SPEC 70139-4):2014-07 wurden folgende Anderungen
vorgenommen:

a) Uberfiihrung in eine Europiische Norm;
b) Anpassung der Namen von einigen wesentlichen Klassen;
c) Erfillung von [SO 14823:2017 wird sichergestellt;

d) Korrektur verschiedener Fehler.

Friihere Ausgaben

DIN CEN/TS 16157-4 (DIN SPEC 70139-4): 2014-07
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Nationaler Anhang NA
(informativ)

Begriffe

Die Benummerung der folgenden Begriffe und Abkiirzungen ist identisch mit der Benummerung in der
englischen Fassung.

Fiir die Anwendung dieses Dokuments gelten die Begriffe aus EN 16157-7:2018, EN 16157-2:2019 und die
folgenden Begriffe.

ISO und IEC stellen terminologische Datenbanken fiir die Verwendung in der Normung unter den folgenden
Adressen bereit:

— IEC Electropedia: verfiigbar unter http://www.electropedia.org/
— IS0 Online Browsing Platform: verfiigbar unter http://www.iso.org/obp

31

Displaybereich

(en: display area)

physisch oder logisch festgelegter Bereich eines variablen Verkehrszeichens (en: variable message sign,
VMS), der dazu verwendet wird, eine spezifische Art von Inhalt anzuzeigen, anstelle diesen darzustellen

BEISPIEL Ein Piktogramm-Displaybereich wird dazu verwendet, ein Piktogramm anzuzeigen, das ein
Strafdenschild darstellt.

Anmerkung 1 zum Begriff:  Solche Bereiche konnen permanent festgelegt werden oder dynamisch einem
matrixausfiillendem VMS zugeordnet werden.

3.2

Piktogramm

(en: pictogram)

Darstellung eines graphischen Symbols, das auf einem variablen Verkehrszeichen mithilfe einer Matrix oder
eines LED-Anzeigenfeldes dargestellt wird, welches farbige Graphiken anzeigen kann

3.3

Zusatzfeld

(en: supplementary panel)

Anzeigenfeld, welches dazu verwendet wird, zusatzliche Informationen zu einem Piktogramm darzustellen

Anmerkung 1 zum Begriff:  Dieses Feld kann entweder physisch getrennt oder in das Hauptanzeigenfeld fiir die
Verwendung von Piktogrammen integriert sein.

Anmerkung 2 zum Begriff:  Es kann entweder eine zusatzliche Textzeile, ein Piktogramm oder beides umfassen.

3.4

variables Verkehrszeichen

VMS, en: variable message sign

Anzeigenfeld, verwendet zum Zweck der Darstellung einer oder mehrerer Botschaften (Text, Symbole oder
Piktogramme oder Kombinationen davon), welches bei Bedarf verdndert oder ein- oder ausgeschaltet
werden kann
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3.5

variable Verkehrszeichensteuerung

(en: variable message sign controller)

Strafdenrandsteuergerdt, welches ein oder mehrere variable Verkehrszeichen an einer einzelnen
Signalbriicke/Befestigung oder an nah zugeordneten separaten Signalbriicken/Befestigungen steuern kann

3.6

variable Verkehrszeichenbotschaft

(en: variable message sign message)

Botschaft, welche auf einem VMS angezeigt wird und eine oder mehrere sequenziell angezeigte Textseiten
und/oder Piktogramme mit erganzenden Details umfasst
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— Leerseite —
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European foreword

This document (EN 16157-4:2021) has been prepared by Technical Committee CEN/TC 278 “Intelligent
transport systems”, the secretariat of which is held by NEN.

This European Standard shall be given the status of a national standard, either by publication of an
identical text or by endorsement, at the latest by September 2021, and conflicting national standards shall
be withdrawn at the latest by September 2021.

This document supersedes CEN/TS 16157-4:2014.
The major differences introduced in the new edition of this document are:

— renaming of some classes (e.g. currently renamed Vms, VmsController, VmsControllerStatus,
VmsStatus) to improve the understanding and the usage of the modelled information;

— merging of VMS characteristics and VMS configuration in a same model to address static and dynamic
configuration as well as VmsMessage package restructured enhancing the model flexibility for
inclusion of dynamic configured VMS, e.g. “Full-Matrix” VMS;

— Compliance to ISO 14823:2017 - Intelligent transport systems - Graphic data dictionary, for
description of Pictogram graphical information;

— correction of several bugs.

This document - EN 16157-4 - is the fourth part of a multi-part standard under the general title Intelligent
transport systems - DATEX Il data exchange specifications for traffic management and information. A list of
all parts in the CEN 16157 series can be found on the CEN website.

Attention is drawn to the possibility that some of the elements of this document may be the subject of
patent rights. CEN shall not be held responsible for identifying any or all such patent rights.

According to the CEN-CENELEC Internal Regulations, the national standards organisations of the
following countries are bound to implement this European Standard: Austria, Belgium, Bulgaria, Croatia,
Cyprus, Czech Republic, Denmark, Estonia, Finland, France, Germany, Greece, Hungary, Iceland, Ireland,
Italy, Latvia, Lithuania, Luxembourg, Malta, Netherlands, Norway, Poland, Portugal, Republic of North
Macedonia, Romania, Serbia, Slovakia, Slovenia, Spain, Sweden, Switzerland, Turkey and the United
Kingdom.
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Introduction

This document defines a common set of data exchange specifications to support the vision of a seamless
interoperable exchange of traffic and travel information across boundaries, including national, urban,
interurban, road administrations, infrastructure providers and service providers. Standardization in this
context is a vital constituent to ensure interoperability, reduction of risk, reduction of the cost base,
promotion of open marketplaces and many social, economic and community benefits to be gained from
more informed travellers, network managers and transport operators.

Delivering European Transport Policy in line with the White Paper issued by the European Commission
requires co-ordination of traffic management and development of seamless pan European services. With
the aim to support sustainable mobility in Europe, the European Commission has been supporting the
development of information exchange mainly between the actors of the road traffic management domain
for a number of years. In the road sector, DATEX II has been long in fruition, with the European
Commission being fundamental to its development through an initial contract and subsequent co-funding
through the Euro-Regional projects. With the standardization of DATEX II, there is a real basis for
common exchange between the actors of the traffic and travel information sector.

This document includes the framework and context for exchanges, the modelling approach, data content,
data structure and relationships. This European Standard supports a methodology that is extensible.

This document specifies the informational structures, relationships, roles, attributes and associated data
types required for publishing variable message sign information within the DATEX II framework. It
specifies the structures and definitions of information that can be exchanged to convey details of the
messages displayed on variable message signs, the current configuration, characteristics and status of the
variable message signs that are currently deployed on the road network.

This is specified in two publications, a DATEX Il VMS Table Publication sub-model and a VMS Publication
sub-model, which are part of the DATEX II platform independent model, but this document excludes those
elements that relate to:

— location information which are specified in EN 16157-2
— common information elements, which are specified in EN 16157-7
— situation information which are specified in EN 16157-3.

The VMS Table Publication supports the occasional exchange of tables containing generally static
reference information about deployed VMS which enable subsequent efficient references to be made to
pre-defined static information relating to those VMS.

The VMS Publication supports the exchange of the graphic and textual content of one or several VMS plus
any status information on device configuration that aid the comprehension of the informational content.
This content is potentially subject to rapid change.

These publications are not intended to support the control or configuration of VMS equipment. Each is
part of the DATEX II platform independent model.
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1 Scope
This document is the fourth part of the DATEX Il European Standard which deals with the publication
sub-models within the DATEX Il model that support the exchange of variable message sign information.

These publications are intended to support the exchange of status and informational content concerning
VMS from the organization controlling the VMS to other organisations providing ITS services or onward
information exchange. It is not intended to support the control or configuration of VMS equipment.

This is specified in two sub-models, a DATEX Il VMS Table Publication sub-model and a DATEX II VMS
Publication sub-model.

2 Normative references

The following documents are referred to in the text in such a way that some or all of their content
constitutes requirements of this document. For dated references, only the edition cited applies. For
undated references, the latest edition of the referenced document (including any amendments) applies.

EN 16157-1:2018, Intelligent transport systems - DATEX Il data exchange specifications for traffic
management and information - Part 1: Context and framework

EN 16157-2:2019, Intelligent transport systems - DATEX Il data exchange specifications for traffic
management and information - Part 2: Location referencing

EN 16157-3:2018, Intelligent transport systems - DATEX Il data exchange specifications for traffic
management and information - Part 3: Situation Publication

EN 16157-7:2018, Intelligent transport systems - DATEX Il data exchange specifications for traffic
management and information - Part 7: Common data elements

EN ISO 14823:2017, Intelligent transport systems - Graphic data dictionary (I1SO 14823:2017)

3 Terms and definitions

For the purposes of this document, the terms and definitions given in EN 16157-7:2018,
EN 16157-2:2019 and the following apply.

[SO and IEC maintain terminological databases for use in standardization at the following addresses:

— ISO Online browsing platform: available at https://www.iso.org/obp

— IEC Electropedia: available at http://www.electropedia.org

3.1

display area

physically or logically defined area of a VMS used to display a specific type of content -- instead of
representing a specific type of content

EXAMPLE A pictogram display area is used for displaying a pictogram representing a road sign.

Note 1 to entry: Such areas can be defined permanently or allocated dynamically as for full-matrix VMS.”
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3.2

pictogram

representation of a graphic symbol displayed on a variable message sign by means of a matrix or LED
display panel which can display colour graphics

3.3
supplementary panel
display area used to represent additional information to a pictogram

Note 1 to entry: This area can be either physically separate or integrated with the display area used for pictograms.
Note 2 to entry: It can represent a text line, a pictogram or both.

3.4

variable message sign

VMS

variable message sign - a display panel used to display one or more messages (text, symbols, pictograms
or combinations) that can be changed or switched on or off as required

3.5

variable message sign controller

roadside controller device which can control one or more variable message signs on a single
gantry/mounting or on closely associated separate gantries/mountings

3.6

variable message sign message

message displayed on a VMS which can comprise one or more sequentially displayed text pages and/or
pictograms with supplementary details

4 Symbols and abbreviations

GDD Graphic Data Dictionary

IP Internet Protocol

LED Light Emitting Diode

UML Unified Modelling Language

URL Uniform Resource Locator

5 Conformance

This document specifies a DATEX Il VMS unit table publication and a DATEX Il VMS status publication,
except for elements that relate to location information which are specified in EN 16157-2, the common
elements (i.e. shared between several publications) which are defined in EN 16157-7 and through
optional elements as reference and versioned reference with EN 16157-3.

The DATEX II platform independent data model, of which these two publication sub-models are a part,
corresponds to the level A model as defined in EN 16157-1.

Conformance with this document shall require platform independent models from which platform
specific models are generated to comply with the UML modelling rules defined in EN 16157-1 and with
the following requirements of the sub-models which are expressed in this document:

— comply with all stipulated minimum and maximum multiplicity requirements for UML elements and
relationships
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It should be noted that conformance of a publication service with all the structural requirements stated
above does not necessarily ensure that the informational content of that service will be semantically

comprehensible.

6 UML notation

The UML notation used in this document complies with ISO/IEC 19505-1.
NOTE Some introduction guides to UML 2 are provided in the Bibliography of EN 16157-1:2018

7 The “Vms” namespace

The “Vms” namespace gathers all the packages and classes about variable message signs information.
Figure 1 pictures the different packages and classes belonging to the “VYms” namespace.

classvms /

«D2Package»
VmsPublication

E +VmsPublication

«D2Package»
VmsTablePublication

«D2Package»
Classes

+VmsTablePublication
=

E +VmsControllerTable

E’ +VmsController

E +Vms

E +ManagedLogicalLocation
u + GraphicDataDictionary
D +VmsConfiguration

D +VmsFault

:] +VmsM essage

:] +VmsStatus

«D2Package»
Enumerations

«D2Package»
DataTypes

+ GddPictogramCategory Code

g + DedicatedUsageEnum

g + DisplayedNumericalinformationTy peEnum

g +UnitOfMeasureEnum

E +WorkingStatusEnum

+ CompositePictogramEnum
E +GddServiceCategory Enum
E +ImageFomatEnum

E +InformationTypeEnum

E + PositionYAbsoluteEnum

S + PositionYRelativeEnum

E +VmsControllerF auttEnum

+ PhysicalSupportEnum
+SettingReasonEnum

+ ColourEnum

+ PositionXAbsoluteEnum

+ PositionXRelativeEnum

+ PictogramEnum
+SupplementalPictogramEnum
+VmsFaultEnum

+ M essagelnformationTypeEnum

00 0 0 0 O

+VmsTypeEnum

Figure 1 — The “VMS” namespace model

The “Vms” namespace shall include the following 5 packages:

— VmsTablePublication,
— VmsPublication,

— Classes,

— DataTypes,

— Enumerations.
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The “Vms” package shall be immediately subordinate to the “PayloadPublication” package. It shall
comprise the packages used in the VMS table publication and VMS publication as well as the “Classes”,
“DataTypes” and “Enumerations” packages that are specific to these publications. They belong to the
“D2Namespace” namespace “Vms”.

The classes, attributes, data types and enumerations that are specific to this document are defined in the
normative Annex A.

The XML subschemas corresponding to this document is provided in the normative Annex B.

Some packages and individual classes used within the “Vms” package reside in the “D2Namespace”
namespaces “Common”, “Location”, and “SituationPublication” because they can be used in different
places within this package or by other packages. The named namespaces (D2Namespace) are a container
for a number of packages and individual reusable classes. Those packages and classes, which are
contained in the named namespaces, are identified in the following clauses. The use of these individual
classes is only described in detail if their semantics in the VMS publications is altered.

NOTE “Common” namespace classes are defined in EN 16157-7, “Location” namespace classes are defined in
EN 16157-2 and “SituationPublication” classes are defined in EN 16157-3.
Namespaces dependencies are shown in Figure 2.

NOTE Vms also has an potential indirect dependency on the Situation namespace through optional elements
of type VersionedReference where the target elements are in the Situation namespace, i.e. there could be a
dependency in implementing applications that try to access those references. This dependency is avoided if those
optional elements are not used.

R ———,

«D2Namespace»
«D2Namespace»
Vms
Beathee R e ————— —=> [':| + (Qasses
—————————— e
E +DataTypes - ‘.—I +Da|aTyp5'
= +Enumerations [] *Enumerations
_D +VmsPublication & 0‘4 D2Payload)
ﬁ +VmsTablePublication RN o /
— T o !
(from PayloddPublication) g - '/
' S ;

1 ~

: \A «D2Namespace»

'

B LocationR eferencing

Vms also has an potential indirect dependency on the E + DetaTypes

Situation namespace through optional elements of type - i
VersionedReference where the target elements are in the E__] +Enumerations

Situation namespace, i.e. there could be a dependency in |:| + LocationReference
implementing applications that try to access those I_j + PredefinedlocationsPublication
references. This dependency is avoided if those optional

elements are not used. (from D2Payload)

Figure 2 — The “VMS” namespace dependencies

8 The “VmsTablePublication” model
8.1 Overview of the “VmsTablePublication” model

The VMS Table Publication model shall comprise a top-level package, “VmsTablePublication” which
utilizes some classes from the “Classes” package.
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The “VmsTablePublication” package shall model the usually static characteristics of VMS controllers and
their controlled VMS.

Each “VmsTablePublication” class shall contain one or more “VmsControllerTable” class, each table
containing a number of “VmsController” class which relate to deployed VMS controllers. These latter
describe the deployed VMS controllers. Each “VmsController” shall contain one or more “Vms” objects,
each of which relates to a specific VMS that is controlled by the VMS controller.

Although the characteristics of “Vms” and “VmsController” objects modelled in this publication are not
updated frequently, sometimes these characteristics may change over time.

Other information updates changes may occur in the location of “VMS” objects when they are of a mobile
type or in the number of lines of text if the sign supports variable font sizes. In these cases, some of the
configuration information defined in this publication may be overridden by more up-to-date information
disseminated in a “VmsPublication”. VMS configuration information provided in a “VmsPublication” shall
always override any configuration information provided in the records of a “VmsTablePublication”.

8.2 The “VmsTablePublication” package
8.2.1 Overview of the “VmsTablePublication” package
The “VmsTablePublication” package shall comprise a sub-model for defining information describing the

static characteristics of VMS controllers and their VMS (see Figure 3).

Each publication may contain one or more tables, allowing logical partitioning of VMS static information
as deemed the most appropriate for recipients of VMS information by the supplier (e.g. by road
designation or other geographic criteria or by type of VMS equipment etc.).

The corresponding class diagram is shown in Figure 3.
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class VmsTablePublication /
«D2Class»
HeaderInformation PayloadPublication
DA b «D2Class»
® en
" VmsTablePublication
+ allowedDeliveryChannet InformationDe liveryServicesEnum [0..%] | 1 «D2Relation»
+ confidentiality: ConfidentialtyValueEnum [0..1]
+ informationStatus: InformationStatusEnum
«D 2Re lation»
1
«D2Class»
Internationaldentifier «D2Versionedidentifable»
+informationManager VmsControllerTable
«D2Attrbute»
+ country: CountryCode 0.1  “D2Relation» «D2Attrbute»
+ nationalldentfier: String + vmsControlierTableldentification: String [0..1]
«D2Re lation»
s
«D2Versionedidentfiable»
VmsController
«D2Attribute »
+ electronicAddress: String [0..1]
+ externalidentifier: String [0..1]
+ ipAddress: String [0..1]
vmsindex=1..n + numberOfVms: NonNegativeInteger [0..1]
The 'vmsindex' provides the means for
VMS information (in the VmsPublication) to | ~~~.__
be referenced to the characteristics of the
relevant VMS on the VMS controlier unit.
«D2Class» «D2Class»
Urltink Vms
«D2Attribute» Hmagelink @ <D2tributer
+  urllinkAddress: Url 0.1 «D2Re lations + dedicatedUsage: DedicatedUsageEnum [0..1]
+  urllinkDescription: MukilingualString [0..1] + description: MultilinguaString [0..1]
+ urllinkType: UrlLinkTypeEnum [0..1] + dsplayHeight: MetresAsFloat [0..1]
+ dsplayW dth: M etresAsFat [0..1]
+ dynamicallyConfigurable: Boolean [0..1]
+ heightAboveCarriageway: MetresAsFloat [0..1]
LocationReference + lntermnsPresent: Boolean [0..1]
«D2Chss» == + owner. MultilinguaString [0..1]
fonthes Eitlociniiel < + physicalSupport: PhysicaSupportEnum [0..1]
0.1 «D2Relation» + vmsType: VmsTypeEnum [0..1]
+ vmsTypeCode: String [0..1]
+managedLocation | 0.1
«D2Re lation»
«D2Relation» «D2Relation»
1
0..1
«D2Class» «D2Class»
ManagedlogicalLocation VmsConfiguration
«D2Attribute» «D2Attrbute»
+ distanceFromLogicallocation: MetresAsNonNegative Integer[0..1] + numberOfDisplayAreas: NonNegativeInteger [0..1]
+ managedLogicallocation: MutilngualString [0..1] oo

Figure 3 — The “VmsTablePublication” package class model
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8.2.2 Semantics of the “VmsTablePublication” package
8.2.2.1 “VmsTablePublication” package semantics - general

The “VmsTablePublication” class shall be a specific realizable class as specialization of
“PayloadPublication”. Each “VmsTablePublication” may contain a number of separate VMS controller
tables.

The information in the “VmsTablePublication” shall relate to the VMS controllers and their controlled
VMS currently deployed on the road, and shall contain the static characteristics of those devices at a
specified point in time. However, the characteristics and configuration of any VMS given in the
“VmsTablePublication” shall be overridden by any corresponding characteristics and configuration that
are given in a “VmsPublication” for the same VMS when those configuration and characteristics may be
dynamically managed.

Some of the individual classes used within the “VmsTablePublication” package, principally those for
modelling the characteristics of a VMS, also reside in the “VmsConfiguration” package which is within the
“Classes” package as they are also used in the “VmsPublication” package”.

8.2.2.2 “VmsTablePublication” Class

The “VmsTablePublication” class shall be the top-level class for containing the published VMS controller
tables.

8.2.2.3 “HeaderInformation” Class

Each instance of a “VmsTablePublication” shall have associated metadata contained in an instance of the
“HeaderInformation” class which shall be used to specify how the recipient should treat the information
contained in it. For “HeaderInformation” class refer to EN 16157-7.

8.2.2.4 “Internationalldentifier” class

An international identifier may be associated to a VMS table to define which organization manages its
information. This class belongs to the “Common” package defined in EN 16157-7.

8.2.2.5 “VmsControllerTable” Class

An identifiable versioned instance of the “VmsControllerTable” class shall contain any logical collection
of “VmsController”. A supplier may choose to provide a textual identification for a particular
“VmsControllerTable” to clarify the logical collection of “VmsController”.

It may be possible to specify the organization which manages the table information by the
“informationManager” association to the “Internationalldentifier” class.

8.2.2.6 “VmsController” Class

An identifiable versioned instance of the “VmsController” class shall contain the characteristics
information relating to a specific VMS controller. Each record shall have one or more indexed “Vms” sub-
records for containing the characteristics of the individual VMS that are controlled by the VMS controller.
The “vmsIndex” qualifier provides a means for a given “VmsStatus” instance (in the VMS publication) to
be referenced to the corresponding instance of the “Vms” class at the VMS controller.

8.2.2.7 “Vms” Class

An instance of the “Vms” class shall be used to provide the static characteristics of a VMS. The location of
the VMS may be defined via the composition to “vmsLocation”. Any location that is managed by the VMS
such as a car park or junction may be defined via a composition with the “VmsManagedLogicalLocation”
class.
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The “Location” class shall be used to identify details of the location where a VMS is physically situated or
the location in which the VMS is logically considered to be located for its management, in case this is
different from the physical location. The “Location” class and its components are defined in EN 16157-2.

The composition “imageLink” can be defined where a URL link can provide an image of the VMS. For
“UrlLink” class refer to EN 16157-7.

The association to VmsConfiguration class allows specification of all static configuration information of
the VMS. This information can be overridden by the configuration information which may be delivered
in a VMS Status Publication through association to the same VmsConfiguration class which is described
in the dedicated package clauses of this document (ref. subclause 10.2).

9 The VMS Publication model
9.1 Overview of the “VmsPublication” model

The VMS Publication model shall comprise a top-level package, “VmsPublication” and some sub-packages
from the “Classes” package.

The “VmsPublication” package shall make use of a subordinate “VmsStatus” package and a “VmsMessage”
package that together shall model the details of the status of variable message signs and what is currently
displayed on them. The “VmsStatus” and “VmsMessage” packages shall reside in the “Classes” package of
Vms namespace.

Each “VmsPublication” instance shall contain details of the status of every deployed VMS controller
status, each of them controlling one or several VMS.

Some of the individual classes used within the “VmsPublication” package, principally those for modelling
the characteristics of a VMS, are located in the “Classes” package as they are also used in the
“VmsTablePublication” package”.

9.2 The “VmsPublication” package
9.2.1 Overview of the “VmsPublication” package

The “VmsPublication” package shall comprise the sub-model for defining a publication, which identifies
the visual and textual content displayed on individual VMS and the status, and settings of those VMS,
where each VMS is controlled by an associated VMS controller. The information shall be published in sets
where each set relates to a particular VMS controller, which can control one or more VMS. The
corresponding class diagram of the “VmsPublication” package is shown in Figure 4 .
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class VmsPublication

PoyloodPublication «D2Class»
HeaderInformation
«D2Class»

blication s
b «D2Relation» «D2Attibute»

+ allowedDeliveryChannel: InformationDeliveryServicesEnum [0..*]
+ confidentiality: Confidentiality ValueEnum [0..1]
+ informationStatus: InformationStatusEnum

«D2Relation»

1.*

«D2Cass»
VmsControllerStatus

«D2Attributen
+ statusUpdateTime: DateTime [0..1]
+ vmsControllerReference: VersionedReference
+ vmsControllerTableReference: VersionedReference o0

Figure 4 — The “VmsPublication” package class model

9.2.2 Semantics of the “VmsPublication” package

9.2.2.1 “VmsPublication” package semantics - general

The “VmsPublication” class shall be a specific realizable case of a “PayloadPublication”. Each
“VmsPublication” may contain a number of separate sets of information, each relating to a set of VMS
controllers and their controlled VMS.

The information related to each VMS controllers and their controlled VMS in the “VmsPublication” class,
shall specify their status and the message or the messages that have actually been set on the VMS at a
stated time.

NOTE The information in the “VmsPublication” relates to the current state of VMS controller and relative VMS
deployed on the road, and not to any state information at the control centre, such as “pending” or “queued” or to
any prioritised lists of messages which will be displayed at some point in the future.

9.2.2.2 “VmsPublication” Class

The “VmsPublication” class shall be the top-level class for containing the published VMS information.

9.2.2.3 “HeaderInformation” Class
Each instance of a “VmsPublication” shall have associated metadata contained in an instance of the

“HeaderInformation” class which shall be used to specify how the recipient of the “VmsPublication”
should treat the information contained in it. For “HeaderInformation” class refer to EN 16157-7.

10 The “Classes” package
10.1 Overview of the “Classes” package

This package contains all the packages and classes shared among the different publications of this
document which are described in the following subclauses.
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10.2 The “VmsConfiguration” package

10.2.1 Overview of the “VmsConfiguration” package

The “VmsConfiguration” package manages classes to provide information related to the VMS
configuration which includes the settings and characteristics of VMS controllers and their controlled VMS

which are deployed on the road network.

Each VMS controller controls one or more VMS which are a combination of textual, symbol or pictogram
with optional supplementary panel display areas. Classes and their associations used to define this
information are described in the “VmsConfiguration” class diagram in Figure 5.

For more details on some configuration aspects for full-matrix VMS see Annex C.

+overddenLaneAssociation
L —
«D2Class»

.
Lane 0

«D2Attribute»
+ laneNumber Integer[0..1]
+ laneUsage: LaneEnum [0..1]

«D2Cass»
TextDisplayArea

«D2Attribute»
maxFontHeight: NonNegativelnteger [0..1]
maxFontSpacing: NonNegativelnteger[0..1]
maxFontWidth: NonNegativelnteger [0..1]

class VmsConfiguration /
«D2C0ass»
VmsConfiguration
«D2Attribute»
+ numberOfDisplay Areas: NonNegativelnteger [0..1]
displayArealndex=1..n
Each display area on a VMS is referenced by its
" Areal » ik i " lats
display. rea ndex’ 'and it detai ItS' ;lxositlon relative iy A e e it
o the VMS itself or its absolute position. & 2
hs ton it} nckeciooudes i generic or assigned tobe a
;onven - lS:::O’T!mE Ieftto 'E;’!( en:reas «D2Relation» display area of a fixed ty pe (text,
as they appearon sign from 0 rightand top R
1o bottom. St
panel) through a specialisation.
’
1 ’
«D2Cass» T
Di G t
s DisplayArea
«D2Attribute»
+  displayHeight MetresAsFloat[0..1] sHi<uibater : ;
+ displayWidth: MetresAsFloat [0..1] + maxNumberOfSequentialPages: NonNegativelnteger[0..1]
+ v d ? 5 0.1 «D2Relation» + positionXAbsolute: PositionXAbsoluteEnum [0..1]
+ pixelsAcross: NonNegativelnteger [0..1] e s J 34 =
& ¥ + positionXRelative ToPrevious: PositionXRelativeEnum [0..1]
+ pixelsDown: NonNegativel nteger [0..1] i =
= + positionYAbsolute: PositionY AbsoluteEnum [0..1]
+ positionX: MetresAsFloat [D..1] = z % 5 4
M itionY: MetresAsFloat[0..1] + positionYRelative ToPrevious: PositionY RelativeEnum [0..1]
s : = + sequencingCapable: Boolean [0..1]
«D2Relation»

N

PictogrambDisplayArea

«D2Cass»

«D2Attribute»

+ pictogramCodeListidentifier: String [0..1]
+  pictogramNum berOfColours: NonNegativelnteger[0..1]

«D2Cass»
Supplementar yPanelArea

maxNumberOfCharacters: NonNegativelnteger [0..1]
maxNumberOfRows: NonNegativelnteger [0..1]
minF ontHeight: NonNegativelnteger[0..1]

minF ontS pacing: NonNegativelnteger [0..1]

minF ontWidth: NonNegativelnteger [0..1]
proportiona|F ont: Boolean [0..1]
textCodeListidentifier: Sting [0..1]

Lo S S S R S S S S

pe
+

«D2Attibute»

relatedPictogramArea: Integer[0..1]
supplementa ryPictogramCodelistidentifier: String [0..1]

Figure 5 — The “VmsConfiguration” package class model
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10.2.2 Semantics of the “VmsConfiguration” package
10.2.2.1 “VmsConfiguration” package semantics - general

The “VmsConfiguration” package shall comprise a “VmsConfiguration” class which has one or more
indexed components where each component shall model the details of an individual display area related
to all VMS component by composition to “DisplayArea” class.

A “DisplayArea” class may have an association to “Lane” to specify the lane to which the VMS is related
when the associated lane is not specified, or it is different from what specified, by the VMS physical or
managed location information. The associated lane can be defined both in VMS Table Publication when
this association is considered static information or in VMS Publication when it is considered dynamic
information.

A “DisplayArea” may be associated to one “DisplayGeometry” class which can be instantiated to define
specific geometrical information of any display areas and their position in the overall VMS geometry.

10.2.2.2 “VmsConfiguration” class

The “VmsConfiguration” class provides the current configuration and characteristics information for the
VMS which can be static or dynamically configured.

10.2.2.3 “DisplayArea” class

The “DisplayArea” class shall be used to define each individual display areas as they are configured for
the VMS. A DisplayArea can be either generic or assigned to be a display area of a fixed type (text,
pictogram or supplementary panel) through a specialization.

Each display area on a VMS is referenced by its “displayArealndex” and it details its position relative to
the VMS itself or its absolute position. As convention it is recommended to order the areas as they appear
on the sign from left to right and top to bottom.

The DisplayArea class attributes allow the description of relative positional information among the
various display by which the VMS is composed. Attribute “sequencingCapable” may be used to provide
an indication of whether the VMS is capable to display multiple text pages, which are automatically
displayed in a defined sequence and at a defined frequency rate. A maximum number of sequential pages
may be specified by “maxNumberOfSequentialPages” attribute.

10.2.2.4 “Lane” class

The “Lane” class shall be used to supply information about the lane to which the VMS is associated. The
“Lane” class and its components are defined in EN 16157-2.

10.2.2.5 “DisplayGeometry” class

The “DisplayGeometry” class shall be used to specify the geometric characteristics of a display area.
10.2.2.6 “TextDisplayArea” class

The “TexDisplayArea” class shall be used to describe the configuration characteristics of any text display
area associated to the VMS, both as a static configuration instantiated at VMS Table publication or as
dynamic configuration associated to a VMS status in a VMS publication. The characteristics for the text
display area optionally include area dimensions (in pixels and metric measurements), font sizes, number
of characters and rows, details of text area positioning on the VMS panel and the maximum luminance
level.

The attribute “textCodeListldentifier” may be used to identify what list of legends or texts are being used
by the VMS. Usually specific deployments of VMS across a road network or part of a network will use
defined sets of legends or texts which are specified by the road authority/operator and are consistent
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with the display capabilities of the specific VMS. This attribute allows the identity of this list to be
disseminated.

10.2.2.7 “PictogramDisplayArea” class

The “PictogramDisplayArea” shall be used to describe the characteristics of any pictogram display area
associated to the VMS.

The characteristics for the pictogram display area include area dimensions (in pixels and metric
measurements), details of the positioning of the area on the VMS panel.

The attribute “pictogramCodelListldentifier” may be used to identify what list of pictograms are being
used by the VMS. Usually specific deployments of VMS across a road network or part of a network will
use defined sets of pictograms which are specified by the road authority/operator and are consistent
with the display capabilities of the specific VMS. This attribute allows the identity of this list to be
disseminated.

10.2.2.8 “SupplementaryPanelArea” class
The “SupplementaryPanelArea” shall be used to describe the characteristics of any supplementary panel
area associated with a specific pictogram area.

10.3 The “VmsStatus” package

10.3.1 Overview of the “VmsStatus” package

The package, “VmsStatus”, shall comprise a sub-model for defining information about the current
settings, status, and characteristics of VMS controllers and their component VMS which are deployed on
the road network.

Each VMS controller, as well as any of its controlled VMS, may be related to their current faults by the
association with the VmsControllerFault class.

VMS may have a VMS configuration which eventually overrides the VMS configuration information
provided in the VMS controller table associated. VMS may further be associated to a physical and
managed logical location and shall contain one or more VMS messages which are displayed by the VMS
display area(s).

NOTE Variable Message Sign (VMS) units are mostly static installations, but some can be mobile changing their
locations from time to time.

The information about messages displayed by the VMS are described in the “VmsMessage” package (ref.
Clause 10.4)

The “VmsStatus” class diagram is displayed in Figure 6.
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10.3.2 Semantics of the “VmsStatus” package
10.3.2.1 “VmsStatus” package semantics - general

The “VmsStatus” package shall comprise a “VmControllerStatus” class which has one or more indexed
components where each component shall model the details of an individual VMS that is controlled by the
VMS controller.

The static characteristics of each VMS shall be identified by using an indexed reference into a specified
object in a “VmsControllerTable” published in a “VmsTablePublication” (see Clause 8). Alternatively,
where VMS configuration can be set dynamically, these may be given directly in this publication, which,
when provided, shall override any static characteristics defined in the referenced object in the
“VmsControllerTable”.

10.3.2.2 “VmsControllerStatus” class

An instance of the “VmsControllerStatus” class shall represent the status of a single VMS controller at the
roadside which may control one or more VMS. Through the “VmsControllerFault” class fault information
can be associated with each “VmsController” class instance.

Each VMS controlled by a VMS controller is referenced by its “vmsIndex” qualifier. The “vmsIindex”
qualifier provides an index into the specific “Vms” within the relevant “VmsController” (see
VmsTablePublication in Clause 8), from where the static VMS configuration information that are relevant
for the VMS can be obtained. These VmsController instances are contained in a referenced VmsUnitTable
that is published in a VmsTablePublication.

The attribute “vmsControllerTableReference” shall be used to provide a reference to an instance of a
“VmsControllerTable” that is published in a “VmsTablePublication”. This reference shall point to the
relevant table which holds the instance containing the details for this VMS controller.

The attribute “vmsControllerReference” shall be used to provide a reference to an instance of a
“VmsController” within the referenced “VmsControllerTable” that is published in a
“VmsTablePublication”.

An aggregation to a number of instances of the “VmsControllerFault” class allow to provide fault
information relating to a variable message sign controller. More than one type of fault may exist at the
same time. VmsControllerFault class information is described in the VmsFaultPackage description (see
subclause 10.5.2.3.

10.3.2.3 “VmsStatus” class

An instance of the “VmsStatus” class shall represent a single VMS status which shall be used to define VMS
dynamic configuration, any current fault status of the VMS and its message(s) displayed by VMS.

Each VMS has a location which can be defined in the referenced instance of a specific “VmsUnitTable”
instance. Note that it is the location of the individual VMS which is to be provided, not the location of the
VMS controller which controls them.

Where the location of a VMS is dynamic or has changed recently, the current location shall be provided
as a composition (“vmsLocationOverride”) to the “VmsStatus” class instance, which shall override any
location given in a referenced “VmsControllerTable”. Similarly, any location, which a VMS is used to
manage such as a car park or a road junction, that has changed recently, can be provided via the
“managedLogicalLocationOverride” composition, again, which shall override any managed location given
in the relevant “VmsControllerTable” entry. The “Location” class and its components are defined in
EN 16157-2.

An aggregation to a number of instances of the “VmsFault” class allow to provide fault information
relating to the variable message sign. More than one type of fault may exist at the same time. VmsFault
class information is described in the VmsFaultPackage description (see subclause 10.5.2.410.5)
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An instance of the “VmsConfiguration” class through the vmsDynamicConfiguration association can be
associated to the VMS Status, in the case the VMS characteristics information defined by the
“VMSConfiguration” associated to the “VmsStatus” shall override any characteristics given in the
referenced object of the “VmsUnitTable”.

A VMS may be set to display a sequence of messages in a defined order, where each message comprises a
combination of text pages and/or pictograms. In this case, the “messagelndex” qualifier shall be used to
distinguish the individual messages, their order of display and a messages sequencing interval
(sequencinglnterval attribute) may be specified to state the time frequency of the subsequent displayed
messages. The VMS Message semantics is described in the “VmsMessage” package at subclause 10.410.4.

10.3.2.4 “ManagedLocation” Class

The “ManagedLocation” class shall be used to associate to a VMS the location (e.g. a car park, a section of
road, a junction etc.), which the VMS contributes to manage. “Location” class associated as managed
location and all its specialized and associated classes and their attributes are defined in EN 16157-2.

10.4 The “VmsMessage” package
10.4.1 Overview of the “VmsMessage” package

The “VmsMessage” package, shall comprise a sub-model for defining information about individual
messages displayed on any VMS display areas which are described by the VMS configuration.

The VMS display areas configuration can be defined statically in a VMS table publication by the
VMSConfiguration class and relative package for fixed display VMS, while full matrix VMS, which allows
a dynamic configuration and usage of the full matrix VMS display area, can dynamically set several
different areas of the VMS to display textual or pictogram information. In these cases, the VMS overall
display results as a dynamic composition of textual and graphic information which need to be assessed
in real time by “VMSConfiguration” information.

Each text message component shall comprise one or more text pages. Each pictogram message
component shall comprise one or more pictograms each with possible additional supplementary
information or regulatory instructions that qualify the displayed pictogram. In case of multiple text pages
and/or pictograms, those pages shall be sequenced in a specified order and at a specified interval which
can be specified.

The “VmsMessage” class diagram is shown in Figure 7 and the Pictogram class diagram is shown in
Figure 7.
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Figure 7 — The “VmsMessage” class diagram

22

Full document details: DIN EN 16157-4:2021-05

Documents

Document Sharing Hub


http://www.avadocuments.com/doc/din-en-16157-4-2021-05
http://www.avadocuments.com/doc/din-en-16157-4-2021-05

DIN EN 16157-4:2021-05
EN 16157-4:2021 (E)

10.4.2 Semantics of the” VmsMessage” package
10.4.2.1 “VmsMessage” package semantics - general

The “VmsMessage” package shall comprise a “VmsMessage” class which has a number of indexed display
area settings specialized for each one of the individual display areas defined at VMS configuration.

Display area settings can implement multipage or single page text displays, which are structured in one
or more “single line text” areas, or a number of pictograms with optional supplementary information
displayed in one or more pictograms including their possible supplementary panel display.

Where multiple pages are specified for display, either in the text or pictogram display area, the order in
which they are displayed is identified by the “pageNumber” qualifier order. In this case the
“sequencinglnterval” attribute on the “VmsMessage” class may be specified to describe the time interval
used for page sequencing.

Each text page is described by the sequence of its text lines which display a text line string which can be
related to one or more information significant to road users.

For each pictogram display area used by a VMS message, a sequence of separate pictograms may be
specified as being displayed in that area. Each of the pictograms may be associated to a supplementary
information display which can be displayed by the relative supplementary panel area.

The supplementary information display can be used to display one line of text or a graphics represented
by a supplementary pictogram.

Pictogram graphic information with optional supplementary information can be represented by a GDD
coding when available. Pictograms which are not managed in GDD can be specified by a description which
is defined in specialized classes for regular and composite pictograms. Numerical information, up to 2
numbers, associated to a pictogram shall be managed by specific displayed numerical information class.

10.4.2.2 “VmsMessage” Class

An instance of the “VmsMessage” class, which is referenced by its “messagelndex” qualifier by the
“VmsStatus” class, shall be used to identify the details of the message currently being displayed on the
VMS’s text display areas, the various pictogram display areas as well as the supplementary panel display
areas, which may exist to support the pictogram display areas, as described by the VMS
VMSConfiguration, both at VMS table publication or at VMS Status.

The “messagelndex” qualifier on the association with the “VmsStatus” class shall indicate the order of
display of the messages if there are multiple messages specified, the sequence continuously cycling. If
there is only one message being displayed the “messagelndex” shall have a value of “1”. When a VMS
displays several messages a sequencing interval can be specified to express the time frequency messages
are displayed one after the other.

A combination of message information type may be associate to the VMS message to specify the main
information displayed by the message. A coded reason for setting can be used to express the main
purpose of the message e.g. situation related information, campaign, default message (i.e. no road related
information), etc.

When message information is related to a specific situation or situation record, this may be specified by
setting the corresponding attribute “situationReference” and “situationRecordReference” which shall
contain respectively the reference to the specific situation or the versioned reference to the specific
situation record, to which the message is related. This reference information shall be related to
“Situation” and “SituationRecord” classes which are defined in EN 16157-3.

A VMS message is associated to the VMS display area settings through an indexed association identified
by displayArealndex number which shall match the number used to specify the corresponding display
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areas in VMS configuration. Where a “SupplementarylnformationDisplay” instance is supplied as
subordinate to a “PictogramDisplay” instance, it shall not be repeated in this collection.

An image can be associated to the “VmsMessage” by association to “Image” class, which represent the
overall VMS information displayed on the VMS as an image.

10.4.2.3 “DisplayAreaSettings” Class

A “DisplayAreaSetting” class shall be used to define the display of any VMS configuration component and
is specialized in one of the “TextDisplay”, “MultiPageDisplay”, “PictogramDisplay”,
“SupplementarylnformationDisplay” classes.

Where a “SupplementarylnformationDisplay” instance is supplied as subordinate to a
“PictogramDisplay” instance, it should not be repeated in this collection.

When the display area is set to blank; i.e. it shows no information, the related “isBlank” attribute shall be
set to true.

10.4.2.4 “MultiPageDisplay”

The “MultiPageDisplay” class shall be used to describe a display, either text or pictogram display, which
shows multiple pages across time, sequentially displayed in order of their “pageNumber”. Sequencing, if
used, shall be assumed to continuously cycle through the ordered display pages at a constant rate (the
corresponding sequencing interval can be specified in the “VmsMessage” class).

The “pageNumber” qualifier shall be used to indicate the order of sequencing of the pages of display, the
value of “1” indicating the first page.

10.4.2.5 “TextDisplay” Class

An instance of the “TextDisplay” class shall be used to identify what text is displayed in the text display
area, or as part of a multi-page display, and what it looks like on the VMS. Where multiple lines of text are
defined each is referenced by its “linelndex” qualifier and is ordered accordingly

The attribute “vmsTextCode” shall identify the code of the text from the text code list referenced in the
“TextDisplayArea” class (see subclause 10.2.2.6). Typically, this will use the individual road
authority’s/operator’s coding scheme for the different text messages.

Line break detail is specified by providing an indexed sequence of instances of the “TextLine” class, which
gives the actual text strings for each line.

10.4.2.6 “TextLine” class

An instance of the “TextLine” class shall be used to identify what text is displayed on a single line in the
text display area, or in the supplementary text related to supplementary information display. It also
allows the language and the colour of the text line to be specified, and whether it is flashing or has any
special formatting applied to it. Each line of text coded as a string is used to give the evidence of the exact
text which is displayed on the VMS text line. This text is exact except when special characters are used
which can implement non language character symbols: based on this option the “isExactTextOnSign”
attribute can be set to express when “textLine” string is the exact text displayed or not.

When needed the text line language can be specified for each of the text lines displayed. Text information
type may be set to address a multiplicity of coded information type which are described in the single text
line, e.g. location, destination, situation, etc.

The “linelndex” qualifier shall be used to indicate the order of the lines of text, the value of “1” indicating
the top or first line of the text.
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10.4.2.7 “PictogramDisplay” class

An instance of the “PictogramDisplay” class shall be used for association to a pictogram that is being
displayed on a specific pictogram display which is configured for the VMS, both as single pictogram
display or as part of a multi-page display.

When a pictogram display is the primary pictogram information, by application level rules or VMS
Message general understanding, this may be specified by setting the corresponding
“isPrimaryPictogram” attribute.

An “Image” class instance can be associated to the “PictogramDisplay” which represent the graphical
displayed pictogram as an image.

10.4.2.8 “Pictogram” class
An instance of the “VmsPictogram” class shall be used to identify the pictogram graphics which is
currently displayed, in the specified pictogram display area configured for the VMS.

The relationship among Pictograms and its specialized and aggregate class is shown in igure 8 .

class Pictogram
«D2Class»
Pictogram
«D2Attrbute» «D2Class»
+ additionalDescription: MutilingualString [0..1] - GddStructure
+ customPictogramCode: String [0..1] «D2Re lation» 0.1
+ pictogramFlashing: Boolean [0..1] < o0
+ pictograminformationType: InformationTypeEnum [0..1]
+ pictogramininverseColour: Boolean [0..1]
+ viennaConventionCompliant: Bookan [0..1]
M ost pictogram codes can
be identfied asISO 14823
GDD codes.
«D2Class» e
Regular Pictogram c itePictogram
«D2Attribute » 1 «D2Relation» «D2Attrbute »
g . . ~
+  pictogram Description: PictogramEnum [0..%] + pictogramDescription: CompositePictogramEnum
+ presenceOfRedTriangle: Boolean [0..1]
«D2Relation»
0.2
«D2Chass»
DisplayedNumericalinfor mation
«D2Attribute»
+ numerialinformationType: DisplayedNume ricalinform ationTy pe Enum
+ numeriVale: Decimal
+ unitOfMeasure: UnitOfMeasureEnum

Figure 8 — The “Pictogram” class diagram

A pictogram can be either a regular pictogram which is intended to provide one specific graphics, but it
can be also a composite pictograms which combines 2 different kind of graphics to enable description of
specific road topology configuration where a pictogram information can be relevant, e.g. on the exit, after
the next exit combined with any regular pictogram, such as roadworks or network restrictions.

A pictogram should be coded by GDD using the related association to “GDDStructure” class, which is fully
described in subclause 10.6.2.2. When the GDD code is not defined for the pictogram, besides the coded
description managed in “RegularPictogram” and “CompositePictogram” classes which enable to specify
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some general pictograms which had not been coded in GDD, an extra textual description of the displayed
pictogram can be set by the “additionalDescription” attribute and a custom pictogram code can be
specified as string.

10.4.2.9 “RegularPictogram” class

An instance of the “RegularPictogram” class shall be used to describe a regular pictogram. A
“pictogramDescription” attribute may be used to address a non GDD pictogram among a list of predefined
pictogram (see PictogramEnum at Annex A.4.11).

Up to 2 numerical information can be associated to pictogram, e.g. as speed limit or distance, this
information can be addressed by the specific “DisplayedNumericallnformation” class.

10.4.2.10“DisplayedNumericallnformation” class

An instance of the “DisplayedNumericallnformation” shall be used to describe the numerical information
associated to a regular pictogram and its unit of measure (e.g. speed expressed as km/h or miles/h).

10.4.2.11“CompositePictogram” class

An instance of the “CompositePictogram” class shall be used to describe a composite pictogram. A
pictogramDescription attribute may be used to to specify the composite pictogram type among a list of
predefined pictogram (see CompositePictogramEnum at Annex A.4.3).

10.4.2.12“SupplementaryIlnformationDisplay” class

An instance of the “SupplementarylnformationDisplay” class shall be used to identify what is displayed
on the panel which is supplementary to a pictogram display (generally below it). A supplementary panel
can display one and only one line of text or a single supplementary pictogram. The textual description of
what is displayed in the supplementary panel as a single line text may be provided by association to the
“SupplementaryText” class.

10.4.2.13“SupplementaryPictogram” class
An instance of the “SupplementaryPictogram” class shall be used to identify what pictogram is displayed

on the supplementary panel. This will generally be one from a limited set i.e. from a list of supplementary
pictogram description.”SupplementaryText” class

An instance of the “SupplementaryText” class shall be used to specify one and only one text line which is
displayed in a supplementary information display associated with a pictogram, by its association to the
“TextLine” class.

10.4.2.14“Image” class

An instance of “Image” class shall be used to specify an image by the exact image binary content, coded
as base 64, in any of the available commonly used image formats allowed.

The attribute “imageData” contains the image binary information coded as base 64 binary.

The attribute “imageFormat” specifies which format is used to encode the image, e.g. gif, png, bmp, tiff
formats.

10.5 The “VmsFault” package
10.5.1 Overview of the “VmsFault” package

The “Fault package” is introduced to manage reusable classes to provide information related to fault for
equipment and devices. Classes related to Vms are VmsFault and VmsUnitFault are displayed in igure 9 .
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