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Nationales Vorwort

Dieses Dokument (EN 16213:2013) wurde vom Technischen Komitee CEN/TC 278 ,Telematik fur den
Strallen-Verkehr und -Transport“ ausgearbeitet, dessen Sekretariat vom NEN (Niederlande) gehalten wird.

Das zustdndige deutsche Normungsgremium ist der Gemeinschaftsarbeitsausschuss NA 052-02-71 GA
»1elematik des Normenausschusses Automobiltechnik (NAAutomobil).

Das Prasidium des DIN hat mit seinem Beschluss 1/2004 festgelegt, dass von dem in den Regeln der
Europaischen Normungsarbeit von CEN/CENELEC verankerten Grundsatz, wonach Europaische Normen in
den drei offiziellen Sprachen Deutsch, Englisch und Franzdsisch verdffentlicht werden, in begriindeten
Ausnahmefallen abgewichen und auf die Deutsche Sprachfassung verzichtet werden kann.

Diese Norm definiert ein interoperables Anwendungsprofil fir AVI/AElI und die elektronische
Registrierungsidentifikation (en: ERI) unter der Nutzung von DSRC. Die Zielsetzung dabei ist die
Unterstltzung der technischen Interoperabilitat zwischen ERI-Systemen. Das schliel3t die Austauschbarkeit
von Ausristungen zwischen Ausrlistungsherstellern sowie technische Austauschbarkeit zwischen
verschiedenen Systemen nach diesem Standard mit ein. Diese Norm baut auf Standards wie ISO 14816,
ISO 17264 und ISO 24534 auf.
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3 Begriffe
Fir die Anwendung dieses Dokuments gelten die folgenden Begriffe:

31

Zugriffsbeglaubigung

(en: access credentials)

Daten, die zum elektronischen Registrierungskennzeichen (en: Electronic Registration Tag, ERT) gesendet
werden, um eine von einem elektronischen Registrierungsidentifizier (en: Electronic Registration Identification,
ERI) Lese/Schreibgerat (en: ERR) geforderte Identitat eines Anwendungsprozesses zu identifizieren

ANMERKUNG Die Zugriffbeglaubigungsdaten transportieren Informationen, welche die Zugriffsbedingungen regeln, um
entsprechend an die OBE adressierte Operationen durchfiihren zu kénnen. Diese Zugriffbeglaubigungsdaten kénnen
sowohl Passworter als auch kryptografische Informationen wie Authentifikatoren enthalten.

[QUELLE: EN ISO 14906:2011, Definition 3.1]

3.2

Aktion

(en: action)

Funktion, welche einen in einem Registrierungsidentifizier = Lese/Schreibegerat hinterlegten
Anwendungsprozess anstoft, um in einer OBE eine spezifische Operation wahrend der Durchfihrung
anzuregen

[QUELLE: Ubernommen von EN I1SO 14906:2011, Definition 3.2]

3.3

Attribut

(en: attribute)

Anwendungsinformation, welche aus einem oder mehreren Datenelementen zusammengesetzt wurde und
von verschiedenen Transaktionsimplementierungen gehandhabt wird

[QUELLE: EN ISO 14906:2011, Definition 3.3]

34

Authentifikator

(en: authenticator)

Datenanhang oder kryptografische Transformation einer Dateneinheit, welche dem Datenempfanger erlaubt
die Integritat des Senders der Dateneinheit zu prifen und gegen Falschung zu schiitzen

[QUELLE: EN ISO 14906:2011, Definition 3.4]

3.5

AVI/AEI Attribut

(en: AVI/AEI attribute)

ein Attribut, welches speziell fir die AVI/AEI Anwendung definiert ist

[QUELLE: Ubernommen von ISO 17264:2009, Definition 4.3]
3.6

Grundnorm

(en: base standard)

eine genehmigte internationale Norm fiir ITU-T Empfehlungen

[QUELLE: ISO/IEC TR 10000:1998]
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3.7

CEN DSRC Profil

(en: CEN DSRC profile)

eine Menge von Parametern, welche ein gewisses internationales standardisiertes Profil fir den DSRC
Protokollblock festlegen (L1, L2 und L7)

[QUELLE: EN 13374]

3.8

Kryptografie

(en: cryptography)

Lehre, welche Prinzipien, Mittel und Methoden zur Datentransformation ausdrtickt, um Informationsinhalte zu
verstecken, damit eine unentdeckte Modifikation und/oder unautorisierte Nutzung vermieden wird

[QUELLE: EN I1SO 14906:2011, Definition 3.8]

3.9

Datengruppe

(en: data group)

Sammlung zusammengehorender ERI-Datenattribute, die zusammen einen eindeutigen Teil einer ERI-
Transaktion beschreiben

[QUELLE: EN ISO 14906:2011, Definition 3.9]

3.10

Datenintegritét

(en: data integrity)

Merkmal, dass Daten nicht in unautorisierter Art und Weise verandert oder zerstort wurden

[QUELLE: EN ISO 14906:2011, Definition 3.10]

3.11

Elektronisches Registrier-Lese / Schreibgerat

(en: Electronic Registration Reader / Writer)

ERR

Gerat zum lesen / schreiben von Daten zu einem elektronischen Registrierungskennzeichen

[QUELLE: EN ISO 24534-1:2010, Definition 2.7]

3.12

ERI Betreiber

(en: ERI Operator)

die Instanz, welche fiir die Bereitstellung der ERR zu einem bestimmten Zweck verantwortlich ist

3.13

Elektronisches Registrierungskennzeichen

(en: Electronic Registration Tag)

ERT

fahrzeuginternes ERI-Gerat, welches die ERI Daten inklusive relevanter Sicherheitsvorhaltungen und eine
oder mehrere Schnittstellen zum Datenzugriff beinhaltet

[QUELLE: EN ISO 24534-1:2010, Definition 2.8]

3.14

Element

(en: element)

im Zusammenhang mit DSRC ein Verzeichnis, welches Anwendungsinformation in Form von Attributen
beinhaltet

[QUELLE: Ubernommen von EN ISO 14906:2011, Definition 3.11]
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3.15

International genormtes Profil

(en: international standardised profile)

ein international abgestimmtes, harmonisiertes Dokument, welches ein oder mehrere Profile beschreibt

[QUELLE: ISO/IEC TR 10000:1998]

3.16

Interoperabilitat

(en: interoperability)

Fahigkeit von zwei oder mehreren IT-Systemen, Informationen auszutauschen und um die ausgetauschten
Informationen vielfaltig zu verwenden

[QUELLE: ISO/IEC TR 10000:1998]

3.17

ERI Anwendungsanbieter

(en: ERI application provider)

die Instanz, welche fir die Ausstellung der ERI Anwendungen inklusive Personalisierung von notwendigen
AVI/AEI Attributen in den ERT verantwortlich ist

3.18

Profil

(en: profile)

eine Menge oder mehrere Grundnormen und/oder international genormte Profile (en: ISP) und, falls
vorhanden, die Identifikation gewahlter Klassen, gemal® Untermengen, Optionen und Parameter dieser
Grundnormen, oder international genormte Profile, welche notwendig sind, bestimmt Funktionen zu erfillen

[QUELLE: ISO/IEC 10000:1998]

3.19

ERI Sitzung

(en: ERI session)

eine Instanz einer ,Fahrzeugidentifizierung” unter Verwendung eines harmonisierten Schnittstellenprotokolls
nach dem CEN DSRC Profil. Es verwendet bestimmte AVI/AEI Attribute, welche von den Service Primitiven
(Kommunikation) sowie Sicherheitsmechanismen nach Anlage B dieser Norm Ubertragen werden

3.20

Sitzungszahler

(en: session counter)

Datenwert in der fahrzeuginternen Einheit, welcher nach jeder ERI-Sitzung vom ERI-Lese / Schreibgerat
hochgezahlt wird

3.21

Nutzer

(en: user)
Fahrzeughalter

[QUELLE: EN I1SO 14814:2006, Definition 3.28]

3.22

Fahrzeug Identifizierung

(en: vehicle identification)

Gesamtheit eines Informationsaustauschs zwischen ERI-Lese /Schreibgerdt und dem elektronischen
Registrierungskennzeichen, welche zur vollstdndigen Durchfihrung einer ERI-Operation tUber DSRC
notwendig ist

[QUELLE: EN ISO 24534-1:2010, Definition 2.15]
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Foreword

This document (EN 16312:2013) has been prepared by Technical Committee CEN/TC 278 “Road transport
and traffic telematics”, the secretariat of which is held by NEN.

This European Standard shall be given the status of a national standard, either by publication of an identical
text or by endorsement, at the latest by July 2013, and conflicting national standards shall be withdrawn at the
latest by July 2013.

Attention is drawn to the possibility that some of the elements of this document may be the subject of patent
rights. CEN [and/or CENELEC] shall not be held responsible for identifying any or all such patent rights.

This draft European Standard defines an Application Profile based on a set of base standards according to the
concept of "International Standardised Profiles (ISP)" as defined in ISO/IEC TR 10000-1. The objective is to
support technical interoperability between AVI/AEI DSRC-based systems. The principles of Application
Profiling and relations to underlying base standards are defined in the Introduction.

According to the CEN/CENELEC Internal Regulations, the national standards organisations of the following
countries are bound to implement this European Standard: Austria, Belgium, Bulgaria, Croatia, Cyprus, Czech
Republic, Denmark, Estonia, Finland, Former Yugoslav Republic of Macedonia, France, Germany, Greece,
Hungary, Iceland, Ireland, Italy, Latvia, Lithuania, Luxembourg, Malta, Netherlands, Norway, Poland, Portugal,
Romania, Slovakia, Slovenia, Spain, Sweden, Switzerland, Turkey and the United Kingdom.
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Introduction

CEN/TC 278 has produced a set of standards that supports interoperable automatic vehicle identification and
automatic equipment identification using dedicated short-range communication (DSRC)-based systems (e.g.
EN I1SO 17264:2009, a “toolbox” for defining automatic vehicle identification and automatic equipment
identification (AVI/AEl)-application transactions). However, these standards are necessary but not sufficient to
ensure technical interoperability. This European Standard provides for a coherent set of requirements of the
AVI/AEl-application intended to serve as a common technical platform for AVI/AEl-interoperability.

This European Standard defines an Interoperable Application Profile for AVI/AEI and electronic registration
identification (ERI) using CEN DSRC-. The main objective is to support technical interoperability between ERI
systems within the scope of the standard (as defined in Clause 1 below). This includes equipment
compatibility between equipment suppliers and technical compatibility between different AVI/AEl systems
compliant with this standard. This Standard is based on AVI/AEI standards such as ISO 14816, 1ISO 17264
and [SO 24534. Therefore, this Interoperable Application Profile enables other AVI/AEI application
implementations to use the elements of this Standard as a basis for technical interoperability.

In order to enable multipurpose equipment where AVI/AEI applications share resources with other applications
such as EFC, this standard is patterned on EN 15509:2007, which is the interoperability application profile for
EFC over CEN DSRC. This ensures that the AVI/AEI application implementations feature equivalent services
as EFC.

This European Standard only defines a basic level of technical interoperability for ERI equipment, i.e.
Electronic Registration Tag (ERT) and ERI Reader/Writer (ERR) using DSRC. It does not provide a full
solution for interoperability, and it does not define other parts of the EFC-system, other services, other
technologies and non-technical elements of interoperability.

Although there are already numerous existing base standards and specifications, there are specific needs that
motivate this Interoperable Application Profile standard. This standard:

— defines the necessary and sufficient -DSRC requirements to support technical interoperability;
— enables multi-application equipment;

— fulfils the necessary additional DSRC-requirements;

— provides a choice of data elements including vehicle data;

— gives an extended definition of the use of some data elements, including semantics and coding;
— lays down clear choices for security implementation;

— facilitates a complementing test specification (with clear relations between the conformance
requirements; and evaluation tests);

— provides good support for procurements.

The Application Profile is described using the concept of "International Standardised Profiles (ISP)" as defined
in ISO/IEC TR 10000-1. The ISP-concept is specifically suited for defining interoperability specifications where
a set of base standards can be used in different ways. This is exactly the case in AVI/AEI, where a set of
toolbox base standards allows for different choices that are not interoperable.

The principles of the ISP-concept can be summarised as follows:
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— an ISP shall make references only to base standards or other ISPs;

— the profile shall restrict the choice of base standard options to the extent necessary to maximize the
probability of interoperability (e.g. chosen classes, conforming subsets, options and parameter values of
base standards);

— the ISP shall not copy content of the base standards (in order to void consistency problems with the base
standards);

— the profile shall not specify any requirements that would contradict or cause non-conformance to the base
standards;

— the profile may contain conformance requirements that are more specific and limited in scope than those
of the base standards;

— conformance to a profile implies by definition conformance to a set of base standards, whereas
conformance to that set of base standards does not necessarily imply conformance to the profile.

On this background, this Standard uses the structure and approach of existing IAP definitions, such as
EN 15509:2007, made by other ITS application working groups.

The Interoperable Application Profile is defined in terms of conformance requirements as given in Clause 5.
To facilitate easy referencing, testing and look-up, these requirements are divided into two parts; Electronic
Registration Tag (ERT) requirements (5.1) and ERI Reader/Writer (ERR) requirements (5.2).

In addition, the standard also includes various annexes that provide further detailed specifications as well as
background, motivation and examples for the conformance requirements. The intention is that these enhance
readability and understanding of the standard.

This European Standard is complemented by a set of standards defining Conformity Evaluation of the
Conformance Requirements for Layer 1, Layer 2 and Layer 7 of the CEN DSRC Stack and elements of the
application definition in this European Standard, patterned on EN 15509:2007.
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Scope

The scope for this European Standard is limited to:

DIN EN 16312:2013-08
EN 16312:2013 (E)

physical systems: ERT, ERR and the DSRC interface between them (all functions and information flows

related to these parts);

DSRC-link requirements;

ERI session over the DSRC interface;

data elements to be used by ERT and ERR used in ERI session;

security mechanisms for ERT and ERR used in ERI session.

External ERI

reader/writer ERR

AP

Generic AVI/ERI
Application

ERR AVIE :‘\l I
functions

DSRC Application g #u

Scope of this

ERT

AP

Generic AVI/ERI
Application

l ] ERT AVIIERI
functions

DSRC Application

standard for AVI/ERI for AVI/ERI
Communication Communication
service primitives i I } I service primitivas
Choice of v v |
supported

communication
services for this
standard

DSRC Communication Services

Figure 1 — Scope for this European Standard

It is outside the scope of this European Standard to define:

contractual and procedural interoperability requirements;
provisions for electronic payments such as EFC;

conformance procedures and test specification;

setting-up of operating organisations (e.g. application service provider, issuing, trusted third party etc.);
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— legal issues;
— use of other communication technologies (e.g. RFID such as ISO 18000 series); and

— other interfaces or functions in ERI-systems than those specified above (i.e. information flows and data
exchange between ERI Application providers or personalisation, initialisation and customisation of the
OBU).

Some of these issues are subject to separate standards prepared by CEN/TC 278, ISO/TC 204 or ETSI ERM.

The following figure shows the scope of this European Standard from a DSRC-stack perspective.

ERR ERT

ERI Session and DSRC

communication
Application functions Application functions
AP and data AP and data
Security algorithms - ADU - Security algorithms
R t Res
DSRCL7  functions <*—————% | DSRCL7  fncions TE
c E
)
=]
i 1
S E
Sy
DSRC L2LLC DSRC L2 LLC 2z
Downlink | Uplink w2
frames e e — frames oc
DSRC L2 MAC LPDU DSRC L2 MAC
DSRC L1 DSRC L1
DSRC L1 Parameters ‘T’ DSRC L1 Parameters

Figure 2 — Relations between this European Standard and DSRC-stack elements
NOTE For interlayer management, see EN 15509:2007, Annex G.

This European Standard defines an Application Profile based on the ISP-concept. The base standards that
this Application Profile is based upon are:

— ENISO 14906:2011 and ISO 17264:2009 on ERI application interface definition for DSRC (this implies
indirect references to EN ISO 14816 on Numbering and data structures);

— EN 12834: on DSRC application layer (L7);

— EN 13372 on DSRC profiles (this implies indirect references to the DSRC L1, L2 and L7 standards:
EN 12253, EN 12795 and EN 12834);

— EN 15509:2007: Interoperable Application Profile for EFC using CEN DSRC;

— IS0 24534 on ERI application.
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EN 16312
Y k. \ Y
EN15509 15024534 1ISO17264 EN12834 EN13372
1ISO14906 1ISO14816 EN12795 =
EN12253 -
EFC AVI /AEI CEN DSRC
Standards Standards Protocol Stack

Figure 3 — Relation and references between base standards and EN 16312 (this European Standard)

2 Normative references

The following documents, in whole or in part, are normatively referenced in this document and are
indispensable for its application. For dated references, only the edition cited applies. For undated references,
the latest edition of the referenced document (including any amendments) applies.

EN 12834, Road transport and traffic telematics — Dedicated Short Range Communication (DSRC) — DSRC
application layer

EN 13372, Road Transport and Traffic Telematics (RTTT) — Dedicated short-range communication —
Profiles for RTTT applications

EN 15509:2007, Road transport and ftraffic telematics — Electronic fee collection — Interoperability
application profile for DSRC

EN 1SO 14816, Road transport and traffic telematics — Automatic vehicle and equipment identification —
Numbering and data structure (ISO 14816)

EN ISO 14906:2011, Electronic fee collection — Application interface definition for dedicated short-range
communication (ISO 14906:2011:2011)

EN ISO 17264:2009, Intelligent transport systems - Automatic vehicle and equipment identification —
Interfaces (ISO 17264:2009)

ISO/IEC 9646-7, Information technology — Open Systems Interconnection — Conformance testing
methodology and framework — Part 7: Implementation Conformance Statements
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3 Terms and definitions
For the purposes of this document, the following terms and definitions apply.

31

access credentials

data that is transferred to Electronic Registration Tag (ERT), in order to establish the claimed identity of a ERI
Reader/Writer (ERR) application process entity

Note 1 to entry: The access credentials carry information needed to fulfil access conditions in order to perform the
operation on the addressed element in the OBE. The access credentials can carry passwords as well as cryptographic
based information such as authenticators.

[SOURCE: EN ISO 14906:2011, definition 3.1]

3.2

action

function that an application process resident at the ERI/ Reader/Writer can invoke in order to make the on-
board equipment execute a specific operation during the transaction

[SOURCE: adapted from EN ISO 14906:2011, definition 3.2]

3.3

attribute

application information formed by one or by a sequence of data elements, and is managed by different actions
used for implementation of a transaction

[SOURCE: EN ISO 14906:2011, definition 3.3]

3.4

authenticator

data appended to, or a cryptographic transformation of, a data unit that allows a recipient of the data unit to
prove the source and/or the integrity of the data unit and protect against forgery

[SOURCE: EN ISO 14906:2011, definition 3.4]

3.5
AVI/AEI attribute
an attribute specifically defined for the AVI/AEI application

[SOURCE: adapted from ISO 17264:2009, definition 4.3]
3.6

base standard
an approved international standard or ITU-T Recommendation

[SOURCE: ISO/IEC TR 10000:1998]

3.7

CEN DSRC profile

a set of parameters constituting a certain international standardised profile of the DSRC protocol stack (L1, L2
and L7)

[SOURCE: EN 13374]
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