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Nationales Vorwort

Dieses Dokument (EN 16602-60:2015) wurde vom Technischen Komitee CEN/CLC/TC 5 ,Raumfahrt*
erarbeitet, dessen Sekretariat vom DIN (Deutschland) gehalten wird.

Das zustandige deutsche Normungsgremium ist der Arbeitsausschuss NA 131-06-02 AA ,Interoperabilitat von
Informations-, Kommunikations- und Navigationssystemen® im DIN-Normenausschuss Luft- und Raumfahrt
(NL).

Dieses Dokument (EN 16602-60:2015) basiert auf ECSS-Q-ST-60C Rev.2.

Dieses Dokument enthalt unter Berlcksichtigung des DIN-Prasidialbeschlusses 1/2004 nur die englische
Originalfassung von EN 16602-60:2015.

Dieses Dokument wurde speziell zur Behandlung von Raumfahrtsystemen erarbeitet und hat daher Vorrang

vor jeglicher Europaischer Norm, da es denselben Anwendungsbereich hat, jedoch Uber einen groferen
Geltungsbereich (z. B. Luft- und Raumfahrt) verfiigt.
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Nationaler Anhang NA
(informativ)

Begriffe und Abklrzungen

3 Begriffe und Abkilirzungen

3.1 Begriffe aus anderen Normen

Fur die Anwendung dieser Norm gelten die Begriffe nach ECSS-S-ST-00-01.

3.2 Fir diese Norm spezifische Begriffe

3.21

Agent

Organisation, die dazu unter Vertrag genommen wird, die Beschaffung der EEE-Komponenten durchzufiihren,
einschliellich damit in Verbindung stehender Entwicklungs- und Qualitatssicherungsaufgaben

3.2.2

Charakterisierung

Festlegung von Attributen einer EEE-Komponente, ausreichend detailliert, um eine Bewertung ihrer Eignung
fur eine spezielle Verwendung oder Anwendung vornehmen zu kénnen

3.23
handelsiibliche Komponente
Teil, das weder nach militdrischen Normen noch nach Raumfahrtnormen konstruiert oder hergestellt wurde

3.24

gleichzeitige Entwicklung

Entwicklungstatigkeit, die im Kontext einer gleichzeitigen Konstruktion des Produkts, des Produktions-
prozesses und aller damit in Verbindung stehenden Produktnutzungen stattfindet, in einem integrierten,
multidisziplindren Teams, wobei die externen Organisationsbeschrankungen minimiert sind

3.25

zerstorende physikalische Analyse

Serie von Inspektionen, Prifungen und Analysen, die an Mustern der Komponenten durchgefihrt wird, um zu
prifen, ob zu ihrem Bau verwendete Materialien, Konstruktionen und Verarbeitungen sowie der Bau selbst die
Anforderungen der relevanten Spezifikation erflillen und ob sie fir die vorgesehene Verwendung geeignet
sind

3.2.6
Franchiseverteiler
vom Hersteller offiziell und vertraglich autorisierter Verteiler

3.2.7
Teileentwickler
professioneller Ingenieur mit nachweislicher Spezialisierung auf EEE-Komponenten

3.2.8

Teilebeschaffer

Lieferer, der Komponenten entweder selbst beschafft, oder ein Teilebeschaffungsagent, der Teile fir den
Lieferer beschafft
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3.29
qualifizierte Teile
Teile, die zu den QPLs oder QMLs der folgenden normativen Systeme gehdren: ESCC, MIL, JAXA, CECC

3.210

Kontrolle

Prifungen, Inspektionen oder eine Kombination daraus, die auf 100 % der Teile angewendet werden, um
ungeeignete Artikel oder solche, die wahrscheinlich friihe Fehler aufweisen werden, auszusondern

3.2.11

fur die Raumfahrt qualifizierte Teile

Teile, die zu den QPLs oder QMLs der folgenden normativen Systeme (ESCC, MIL) gehoéren, nach den in
Tabelle 7-1 aufgelisteten Qualitatsniveaus

Anmerkung 1 zum Begriff: Fir die Raumfahrt qualifizierte Teile sind eine Untergruppe der qualifizierten Teile, die in
3.2.9 definiert sind.

Anmerkung 2 zum Begriff:  Teile, die zu JAXA-QPL gehoren, gelten als fir die Raumfahrt qualifiziert, unter der
Voraussetzung, dass die Gleichwertigkeit der generischen JAXA-Spezifikation mit den generischen ESCC- oder
MIL-Spezifikationen bestéatigt wurde.

3.3 Abkiirzungen

Fir die Anwendung dieser Norm gelten die Abklrzungen in ECSS-S-ST-00-01 und die folgenden
AbkUrzungen:

Abkiirzung Bedeutung

ASIC anwendungsspezifischer integrierter Schaltkreis (en: application specific integrated
circuit)

CCD ladungsgekoppeltes Bauelement (en: charge coupled device)

CcCP Bauteilkontrollplan (en: component control plan)

CDR kritische Konstruktionspriifung (en: critical design review)

CECC CENELEC Ausschuss fiir elektronische Komponenten (en: CENELEC electronic

components committee)

CENELEC Europaisches Komitee fir elektrotechnische Normung (fr: Comité Européen de
Normalisation Electrotechnique)

Cl Konformitatsinspektion (en: conformance inspection)
CN Anderungsbenachrichtigung (en: change notice)
CoC Konformitatszertifikat (en: certificate of conformance)
CPPA zentralisierter Teilebeschaffungsagent (en: centralized parts procurement agent)
CR Anderungsanforderung (en: change request)
csi Kundenquellinspektion (en: customer source inspection)
Ccsv durch Komma geteilte Werte (en: comma-separated values)
DCL deklarierte Komponentenliste (en: declared components list)
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Abkiirzung
DPA
DRD

EEE

EFR
EPPL

ESCC

ESR
FPGA
GSE
GSFC

JAXA

JD

LAT
LED
LVT

MMIC

NASA

NCR
NPSL
PA
PAD
PCB
PCN
PDR
PIND

QCl
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Bedeutung
destruktive physische Analyse (en: destructive physical analysis)
Dokumentenanforderungsdefinition (en: document requirement definition)

elektrisch, elektronisch, elektromechanisch (en: electrical, electronic,
electromechanical)

ermittelte Misserfolgsrate (en: established failure rate)
fur Europa bevorzugte Teileliste (en: European preferred parts list)

Europaische Raumfahrtkomponentenkoordination (en: European space components
coordination)

Aquivalent des Serienwiderstands (en: equivalent serial resistance)
feldprogrammierbare Gate Arrays (en: field programmable gate arrays)
Bodenunterstlitzungsausristung (en: ground support equipment)
Goddard Weltraumflugcenter (en: Goddard space flight center)

japanische Organisation fur Luftfahrt- und Weltraumforschung und -entwicklung (en:
Japanese aerospace exploration agency)

Rechtfertigungsdokument (en: justification document)
Losannahmeprifung (en: lot acceptance test)
Leuchtdiode (en: light emitting diode)
Losvalidierungsprifung (en: lot validation testing)

monolithisch integrierte Mikrowellenschaltung (en: microwave monolithic integrated
circuit)

Nationale Luft- und Raumfahrtbehérde (en: national aeronautics and space
administration)

Abweichungsbericht (en: nonconformance report)

NASA Teileauswahlliste (en: NASA parts selection list)

Produktsicherung (en: product assurance)

Teilezulassungsdokument (en: parts approval document)

Teileschalttafel (en: parts control board)

Prozessanderungsbenachrichtigung (en: process change notice)
Vorentwurfsprifung (en: preliminary design review)
Partikel-Auswirkungs-Gerausch-Abfragung (en: particle impact noise detection)

Qualitatsentsprechungsinspektion (en: quality conformance inspection)
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Abkiirzung Bedeutung
QML Liste qualifizierter Hersteller (en: qualified manufacturers list)
QPL Liste qualifizierter Teile (en: qualified parts list)
RFD Abweichungsantrag (en: request for deviation)
RFW Antrag auf Verzichtserklarung (en: request for waiver
RVT Strahlungsverifikationsprifung (en: radiation verification testing)
SCSB Raumfahrtkomponenten-Lenkungsausschuss (en: Space Components Steering Board)
SEB Einzelereignis-Ausbrennen (en: single event burn out)
SEE Einzelereignis-Effekt (en: single event effect)
SEFI Einzelereignis-Funktionsunterbrechung (en: single event functional interrupt)
SEGR Einzelereignis-Gate-Bruch (en: single event gate rupture)
SEL Einzelereignis-Latch-Up (en: single event latch up)
SET Einzelereignis-Transiente (en: single event transient)
SEU Einzelereignis-Upset (en: single event upset)
TCI Technikkonformitatsinspektion (en: technology conformance inspection)
TRR Prufungsbereitschaftsbericht (en: test readiness review)
WFR Weibull-Ausfallrate (en: Weibull failure rate)
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EUROPEAN STANDARD EN 16602-60
NORME EUROPEENNE
EUROPAISCHE NORM August 2015

ICS 49.140

English version

Space product assurance - Electrical, electronic and
electromechanical (EEE) components

Assurance produit des projets spatiaux - Composants Raumfahrtproduktsicherung - Elektrische, elektronische
électriques, électroniques et électromécaniques (EEE) und elektromechanische (EEE) Bauteile

This European Standard was approved by CEN on 16 November 2014.

CEN and CENELEC members are bound to comply with the CEN/CENELEC Internal Regulations which stipulate the conditions for giving
this European Standard the status of a national standard without any alteration. Up-to-date lists and bibliographical references concerning
such national standards may be obtained on application to the CEN-CENELEC Management Centre or to any CEN and CENELEC
member.

This European Standard exists in three official versions (English, French, German). A version in any other language made by translation
under the responsibility of a CEN and CENELEC member into its own language and notified to the CEN-CENELEC Management Centre
has the same status as the official versions.

CEN and CENELEC members are the national standards bodies and national electrotechnical committees of Austria, Belgium, Bulgaria,
Croatia, Cyprus, Czech Republic, Denmark, Estonia, Finland, Former Yugoslav Republic of Macedonia, France, Germany, Greece,
Hungary, Iceland, Ireland, Italy, Latvia, Lithuania, Luxembourg, Malta, Netherlands, Norway, Poland, Portugal, Romania, Slovakia,
Slovenia, Spain, Sweden, Switzerland, Turkey and United Kingdom.

CENELEC

CEN-CENELEC Management Centre:
Avenue Marnix 17, B-1000 Brussels

Documents

Document Sharing Hub

Full document details: DIN EN 16602-60:2015-11


http://www.avadocuments.com/doc/din-en-16602-60-2015-11
http://www.avadocuments.com/doc/din-en-16602-60-2015-11

DIN EN 16602-60:2015-11
EN 16602-60:2015 (E)

Table of contents

European fOreWOrd......... ... i reer e rress s s s s s s s s nas s s s e nn s e e e e nn s s e e nnnnas 7
INEroOdUCHION...... .. 7
IS T o o o - P 9
2 Normative referencCes......ooeeeeciiiiiiiiri 10
3 Terms, definitions and abbreviated terms...........ccciieiiiiiiciicc e e 12
3.1 Terms from other standards.............ooooriii e 12
3.2 Terms specific to the present standard ..................cooi i 12
3.3 Abbreviated termsS. ... ..o 13
3.4 CONVENTIONS. ...ceiiiiiiiiiiiiie s 15
T (] 1= T F= L (1 = SRR 16
4 Requirements for Class 1 components..........coooveeciiiirceciirrrcecs s e eeeees 17
4.1 Component programme Management ...........oouuuiiiiieeeiiiiiiii e e e 17
g Ot B € 1= = - | PSPPI 17
4.1.2 Components control Programme ............eeeeeeeeeeeeeeieeeeeeeeeeeeeenneeneenennnnnnnnnnnes 17
4.1.3  Parts control DOArd...........ccoviiiiiiiiiiiiiiiiiiiiiieie e 17
4.1.4  Declared components list...........oouuiiiiiiiiiiiiiiice e 18
4.1.5 Electrical and mechanical GSE ..............ooo i 19
4.2 Component selection, evaluation and approval..............ccccvveeeiiieiiiiiiiicee e, 19
g T 1= =T 19
4.2.2  Manufacturer and component selection...............c.ooooviiiiiiiienie, 20
4.2.3 Component evaluation .............coooiiiiiiiiiiiii e 22
424  PartS @pProVal.....ccccooiiiiiiiiiii e 25
4.3 Component PrOCUrEMENT ........ciiiiieiiiieee e e e e e et e e e e e e e eataa s e e e e e e eeeeennnanns 25
4.3.1 LCT=T 1= = | PR 25
4.3.2  Procurement specification ............ccouiiiiiiiiiiiiicec e 26
4.3.3 ScCreening reqUIFEMENTS .......ccoeiiiiiiiiiii et 26
4.3.4 Initial customer source inspection (Precap) ......ccuvveeeeeeeieeeiiiene e 27
4.3.5 Lot aCCEPIANCE.......uu e 27
4.3.6  Final customer source inspection (buy-off)........cccccooiiiiiiiiiiiin, 28

- .__Documents

Document Sharing Hub

Full document details: DIN EN 16602-60:2015-11


http://www.avadocuments.com/doc/din-en-16602-60-2015-11
http://www.avadocuments.com/doc/din-en-16602-60-2015-11

DIN EN 16602-60:2015-11
EN 16602-60:2015 (E)

4.3.7  INCOMING INSPECHIONS.....cceiiiiiiiiiiiii e 29
4.3.8 Radiation verification testing ...........coiiiiiiii 29

4.3.9  Destructive physical analysis ...........cccooiiiiiiiiiiiiiii e 30

T T L0 T L[ {1 Vo T 31
4.3.11 Manufacturer’s data documentation deliveries ...........cccccevvvvviiiiiiiiiiiiinnnnns 31

4.4 Handling and StOrage..........coiiiiiiiiiiiiiee e 32
4.5 Component qUality @SSUFANCE ......coouuuiiiiieeieiiiiiee e e et e e e e e 32
4.5.1 L= 0 1= = | 32

4.5.2 Nonconformances or failures ............ooovvviiiiiiiiiiiiiiiiiiiiiiiieeees 32

A.5.3 Al S e et 33

4.5.4  Traceability .......oooooiiiiiiiiiiiiiiiiie e 33
45,5 Lot homogeneity for sampling test..........ccooiriiiiiiiii 34

4.6 SPECIfiC COMPONENES......uuiiiiiiiiice e e 34
4.6.1 T2 1= = | PSR 34
4.68.2  ASIC S ittt ———————————————————————————————————————— 34
4.6.3  HYDFIAS. .o 34
4.6.4 One time programmable deviCes............cccoeiiiiiiiiiieeeeee 34

4.6.5 Microwave monolithic integrated Circuits .............ccccciiiii 35

L S A © o o1 o T=Y o =1 1T o S 35
5 Requirements for Class 2 components ..........ccccccccnns 37
5.1  Component programme mManagemeENnt ..............eeeiiieeiiiiiiiiiiiiieeee e e e aairrereeeaaa e e 37
541 GeNEIal..cc e 37

5.1.2 Components control programme ..........cccooeeeiieiiiiiieeeeeeeeeeeeeeeeeeeeeee e 37

5.1.3  Parts Control Board...........cooooeiiiiiiiiie 37

5.1.4 Declared Components List.........cccoooviiiiiiiiiiiiiiiiie e 38

5.1.5  Electrical and mechanical GSE ..............cccooi i 39

5.2 Component selection, evaluation and approval.............ccoooiiiiiiiii e, 39
5.2 GENEIAl ... 39

5.2.2  Manufacturer and component selection...............cccciiiiiiiiiiiiciee e 40

5.2.3 Component evaluation ... 42

524  Parts approval..........cooo oo 44

5.3 Component ProCUIrEMENT .........iii i e e e e e e e e e et e e e e e e eeeeanne 45
5.3.1 L= 1= = | T 45

5.3.2  Procurement specification ..o 45

5.3.3  Screening reqUIreMENtS ...........uuciiiiieiiiiiiicec e e 46

5.3.4 Initial Customer Source Inspection (precap).........ccccveeiiieeeiiiiiiiiiieeeeeeeees 46

5.3.5 Lot @CCeplanCe.......uuuuiiiii i 46

. Documents

Document%haring Hub

Full document details: DIN EN 16602-60:2015-11


http://www.avadocuments.com/doc/din-en-16602-60-2015-11
http://www.avadocuments.com/doc/din-en-16602-60-2015-11

DIN EN 16602-60:2015-11
EN 16602-60:2015 (E)

5.3.6  Final customer source inspection (buy-0ff)...........cccoi 47

5.3.7  INnCOMING iNSPECHIONS......ccciieiiiiii e 47

5.3.8 Radiation verification testing ...........cccooomiiiii e 48

5.3.9  Destructive physical @analysis ...........cccoeiiiiiii 49
5.3.10  RElIfING . cuuuniiiii e aaeaaaaa 49
5.3.11 Manufacturer’s data documentation deliveries ...............cccccce. 50

5.4 Handling and StOrage........ceeeiiiiiiiiiiiiiiiiiiiiii e 50
5.5 Component quality @SSUIANCE .........ccoviiuuiiiiieeieiiiiieee e e e eeeaeeeaees 51
551 GeNEIAl..coo e 51

5.5.2  Nonconformances or failures ..........cccceeeiee 51

TR TR T L =T £ USSP 51

554  Traceability ......coooeeriiiiiei e 51

55,5 Lot homogeneity for sampling test..........cccoooeiiiiiiiiii e, 52

5.6 SpPecCifiCc COMPONENTS......cooiiiiii e e e e e e e eeeees 52
5.6.1 LCT=T 1= = | PP 52

B5.6.2  ASI S 52

5.6.3  HYbDIiAS .o 52

5.6.4  One time programmable deviCes.............ccccoeriiiiiii 52

5.6.5 Microwave monolithic integrated CirCuits .........c.cccoooviiiriiii i 53

ST A B T Yo U o 0 =01 7= 1o o 1 53
6 Requirements for Class 3 components ..........ccccceiirieeniiirreencserreens s s s eeenseas 55
6.1 Component programme Management ...........ccooiuiiiiiiieeeieeee e e e eeaaans 55
B.1.1  GeNEIal ..o 55

6.1.2 Components control programme .........cccooeeeeiiiiiiieieeeeeeeeeeeeeeeeeeeee e 55

6.1.3  Parts control board............cooooiiiiii i 55

6.1.4  Declared components liSt..........ccooiiiiiiiiiiiiiiee e 55

6.1.5 Electrical and mechanical GSE .............cccoiiiiiii e, 56

6.2 Component selection, evaluation and approval..............ccoooiiiiiiiii i, 56
6.2.1  GENEIAl...ccc e 56

6.2.2  Manufacturer and component selection...............ccccooeeiiii 57

6.2.3 Component evaluation ... 59

6.2.4  Parts approval..........ccoii oo 61

6.3  Component PrOCUIEMENT ... ...t e ettt e e e e e e e eeaenea e e e e e eeeeeenees 62
6.3.1 L= 1= = | U 62

6.3.2  Procurement specification ..., 62

6.3.3  Screening reqUIrEMENTS .........coiiiiiiiiiicce e 63
6.3.4 Initial customer source inspection (Precap) .......cevvveeeeiieeerieeiiiiiiee e, 63

.~ Documents
4 Document Sharing Hub

Full document details: DIN EN 16602-60:2015-11


http://www.avadocuments.com/doc/din-en-16602-60-2015-11
http://www.avadocuments.com/doc/din-en-16602-60-2015-11

DIN EN 16602-60:2015-11
EN 16602-60:2015 (E)

6.3.5 Lot @CCeplanCe.......uuii i 63

6.3.6  Final customer source inspection (buy-off)...........cccooiiiiiiiiii 64

6.3.7  INCOMING INSPECHIONS......cceiiiiiiiii e 64

6.3.8  Radiation verification testing ... 65

6.3.9  Destructive physical analysis ............ccoouiiiiiiiiiiiiiic e 65

B.3.10  RElIfiNG...iiiiiiiieiiei e 66

6.3.11 Manufacturer’s data documentation deliveries ..............cccccciiiiiiieinnnnnns 66

6.4 Handling and StOrage..........ceeeiiiiiiiiiiiiiiiiiiiie e 66

6.5 Component quality @SSUIaNCE ..........ccouuuuiiiiiieiiiiicce e e e eeaens 67

6.5.1  GENEIAl...ccc o 67

6.5.2 Nonconformances or faillures ...........oouuuuiiiiiiiiiiii e 67

B.5.3 Al S e e 68

6.5.4  Traceability ......c.cooeruiiiiei 68

6.5.5 Lot homogeneity for sampling test...........ooooo 68

6.6  SPECIfiC COMPONENTS.... oot e e e e e e eeeees 68

B.6.1  OVEIVIEW ... 68

B.6.2  ASICS..eiiiiiii e a e e e e e e 68

B.6.3  HYDIIAS....oii i 69

6.6.4  One time programmable deviCes...........ccccceeeiiiiiiiiiiiiiii e 69

6.6.5 Microwave monolithic integrated Circuits ...........cccoooviiiiiiii i 70

6.7  DOCUMENTALION ... e e e e e e e e et e e e e e e e e e ananaaa 70

7 QUANILY 1@VEIS ... s 72

Annex A (normative) Component control plan (CCP) - DRD..........cccerrmrrrennnnnnn. 86

Annex B (normative) Declared component list (DCL) - DRD............ccceeiirmmmnnnnnnnn. 88

Annex C (normative) Procurement specification - DRD ........cccceucciiiiiiiiiieneennnnnnnn, 90

Annex D (normative) Part approval document (PAD) - DRD .........ccceviiiiiiiiiiiinnnn, 92

Annex E (informative) EEE documents delivery per review..........cccceviiininiinnnnnnns 95

=71 o1 Lo T =T o] 0 98
Tables

Table 4-1: Document requirements list for Class 1 components..............ccccoeeeeiiiiiiiiiienenen. 36

Table 5-1: Document requirements list for Class 2 components..............cccoeeeeieiiiiiiiieeeeee. 54

Table 6-1:Document requirements list for Class 3 components...........cccceeeeiiiiiiiiieiiiieeeceenn, 71

Table 7-1: Quality levels for Class 1 components ... 72

Table 7-2: Quality levels for Class 2 COMPONENES..........cooiiiiiiiiiiiiiiiee e 76

.__Documents

Document@haring Hub

Full document details: DIN EN 16602-60:2015-11


http://www.avadocuments.com/doc/din-en-16602-60-2015-11
http://www.avadocuments.com/doc/din-en-16602-60-2015-11

DIN EN 16602-60:2015-11
EN 16602-60:2015 (E)

Table 7-3: Quality levels for Class 3 COMPONENES ..........cooiiiiiiiiiiiiiiieee e 81
Table D-1: PAD ShEEL.......cccoiiii ettt nannae 93
Table E-1: EEE delivery dOCUMENES .........ccoiiiiiiiii it e e 96

___Documents

Document Sharing Hub

Full document details: DIN EN 16602-60:2015-11


http://www.avadocuments.com/doc/din-en-16602-60-2015-11
http://www.avadocuments.com/doc/din-en-16602-60-2015-11

DIN EN 16602-60:2015-11
EN 16602-60:2015 (E)

European foreword

This document (EN 16602-60:2015) has been prepared by Technical Committee
CEN/CLC/TC 5 “Space”, the secretariat of which is held by DIN.

This standard (EN 16602-60:2015) originates from ECSS-Q-ST-60C Rev.2.

This European Standard shall be given the status of a national standard, either
by publication of an identical text or by endorsement, at the latest by February
2016, and conflicting national standards shall be withdrawn at the latest by
February 2016.

Attention is drawn to the possibility that some of the elements of this document
may be the subject of patent rights. CEN [and/or CENELEC] shall not be held
responsible for identifying any or all such patent rights.

This document has been prepared under a mandate given to CEN by the
European Commission and the European Free Trade Association.

This document has been developed to cover specifically space systems and has
therefore precedence over any EN covering the same scope but with a wider
domain of applicability (e.g. : aerospace).

According to the CEN-CENELEC Internal Regulations, the national standards
organizations of the following countries are bound to implement this European
Standard: Austria, Belgium, Bulgaria, Croatia, Cyprus, Czech Republic,
Denmark, Estonia, Finland, Former Yugoslav Republic of Macedonia, France,
Germany, Greece, Hungary, Iceland, Ireland, Italy, Latvia, Lithuania,
Luxembourg, Malta, Netherlands, Norway, Poland, Portugal, Romania,
Slovakia, Slovenia, Spain, Sweden, Switzerland, Turkey and the United
Kingdom.
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Introduction

The objective of the EEE component selection, control, procurement and use
requirements is to ensure that EEE components used in a space project enables
the project to meet its mission requirements.

Important elements of EEE component requirements include:

a.

i

@ e oan

component programme management,
component selection, evaluation and approval,
procurement,

handling and storage,

component quality assurance,

specific components, and

documentation.

The main tools which can be used to reach the objective are:

a.
b.

A

7@ om0

-

—

k.

concurrent engineering,
standardization of component types,
characterization of components,

assessment of component manufacturers including declared
competencies and processes,

testing, screening, lot acceptance and periodic testing,
procurement specifications,

control and inspection,

control of nonconforming materials,

assessment and use of existing component data,

application of specific control to mitigate risk for components with
limited data or confidence, and

information management.

The basic approach is as follows:

The customer of a given space project defines the EEE component
requirements within the boundaries of this standard. They appear in the
appropriate clauses of the project requirements as defined in ECSS-M-ST-10.

The supplier defines a component control plan to implement those
requirements into a system which enables, for instance, to control the
selection, approval, procurement, handling in a schedule compatible with
his requirements, and in a cost-efficient way.

The supplier ensures that the applicable parts requirements are passed
down to lower level suppliers and ensure that they are compliant to these
parts requirements.
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1
Scope

This European Standard defines the requirements for selection, control,
procurement and usage of EEE components for space projects.

This standard differentiates between three classes of components through three
different sets of standardization requirements (clauses) to be met.

The three classes provide for three levels of trade-off between assurance and
risk. The highest assurance and lowest risk is provided by class 1 and the lowest
assurance and highest risk by class 3. Procurement costs are typically highest
for class 1 and lowest for class 3. Mitigation and other engineering measures
may decrease the total cost of ownership differences between the three classes.
The project objectives, definition and constraints determine which class or
classes of components are appropriate to be utilised within the system and

subsystems.

a. Class 1 components are described in Clause 4.
b. Class 2 components are described in Clause 5
C. Class 3 components are described in Clause 6.

The requirements of this document apply to all parties involved at all levels in
the integration of EEE components into space segment hardware and launchers.

This standard may be tailored for the specific characteristics and constraints of a
space project in conformance with ECSS-S-ST-00.
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2
Normative references

The following normative documents contain provisions which, through
reference in this text, constitute provisions of this ECSS Standard. For dated
references, subsequent amendments to, or revision of any of these publications
do not apply, However, parties to agreements based on this ECSS Standard are
encouraged to investigate the possibility of applying the more recent editions of
the normative documents indicated below. For undated references, the latest
edition of the publication referred to applies.

EN reference Reference in text Title

EN 16601-00-01 ECSS-5-ST-00-01 ECSS system — Glossary of terms

EN 16601-10 ECSS-M-ST-10 Space project management — Project planning and
implementation

EN 16602-10-09 ECSS-Q-ST-10-09 Space product assurance — Nonconformance control
system

EN 16602-20 ECSS-Q-ST-20 Space product assurance — Quality assurance

EN 16602-30-11 ECSS-Q-ST-30-11 Space product assurance — Derating — EEE
components

EN 16602-60-02 ECSS-Q-ST-60-02 Space product assurance — ASIC and FPGA
development

EN 16602-60-05 ECSS-Q-ST-60-05 Space product assurance — Generic procurement

requirements for hybrid microcircuits

EN 16602-60-12

ECSS-Q-ST-60-12 Space product assurance — Design, selection,
procurement and use of die form monolithic
microwave integrated circuits (MMICs)

EN 16602-60-13

ECSS-Q-ST-60-13 Commercial electrical, electronic and
electromechanical (EEE) components

EN 16602-60-14 ECSS-Q-ST-60-14 Space product assurance — Relifing procedure — EEE
components
EN 16602-60-15 ECSS-Q-5T-60-15 Radiation hardness assurance - EEE components
EN 16602-70 ECSS-Q-ST-70 Space product assurance — Materials, mechanical
parts and processes
ESCC 20200 ESCC: Component Manufacturer Evaluation
ESCC 22800 ESCC: ESA/SCC Non conformance Control System
ESCC 22900 ESCC Basic Specification: Total Dose Steady-State
. Documents
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EN reference Reference in text Title

Irradiation Test Method

ESCC 24900 Minimum requirements for controlling
environmental contamination of components

ESCC 25500 Methodology for the detection of pure tin in the
external surface finish of case and leads of EEE
components

ESCC QPL ESCC qualified part list (https://escies.org)

ESCC EPPL ESCC European preferred parts list
(https://escies.org)

ESCC QML ESCC qualified manufacturers list (https://escies.org)

MIL QPLs MIL qualified parts lists

MIL QMLs MIL qualified manufacturers lists

NPSL NASA Parts Selection List

JAXA QPL JAXA qualified parts list

ESCC, MIL & JAXA specifications and standards called in the document
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3
Terms, definitions and abbreviated terms

3.1 Terms from other standards

For the purpose of this Standard, the terms and definitions from ECSS-S-ST-00-01
apply.

3.2 Terms specific to the present standard

3.21 agent

organization contracted to perform the procurement of EEE components
including related engineering and quality assurance tasks

3.2.2 characterization

determination of the attributes of an EEE component, in sufficient detail to
allow assessment of its suitability for a particular use or application

3.23 commercial component

part neither designed, nor manufactured with reference to military or space
standards

3.24 concurrent engineering

engineering activity taking place in the context of simultaneous design of the
product, the production process and all associated product usages, in an
integrated, multifunctional team, with external organizational constraints
minimized

3.25 destructive physical analysis

series of inspections, tests and analyses performed on a sample of components
to verify that the material, design and workmanship used for its construction,
as well as the construction itself, meet the requirements of the relevant
specification and are suitable for the intended application

3.2.6 franchised distributor

distributor officially and contractually authorised by the manufacturer

3.2.7 parts engineer

professional engineer with demonstratable specialisation in EEE components
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3.2.8 parts procurer

supplier who procures components by himself or a parts procurement agent
who procures parts for the supplier

3.29 qualified parts

parts belonging to QPLs or QMLs from the following normative systems: ESCC,
MIL, JAXA, CECC

3.210 screening

tests, inspections or combination thereof, imposed on 100% of parts, to remove
unsatisfactory items or those likely to exhibit early failures

3.2.11 space qualified parts

parts belonging to QPLs or QMLs from the following normative systems
(ESCC, MIL) according to quality levels listed in Table 7-1

NOTE1 Space qualified parts are a subset of the qualified
parts defined in clause 3.2.9.
NOTE 2 Parts belonging to JAXA QPL are considered as

space qualified provided the equivalence of the
generic JAXA specification with the ESCC or MIL
generic specifications has been established.

3.3 Abbreviated terms

For the purpose of this Standard, the abbreviated terms from ECSS-S-ST-00-01
and the following apply:

Abbreviation Meaning

ASIC Application specific integrated circuit

CCD charge coupled device

cce Component control plan

CDR critical design review

CECC CENELEC electronic components committee
CENELEC Comité Européen de Normalisation Electrotechnique
CI conformance inspection

CN change notice

CoC certificate of conformance

CPPA centralized parts procurement agent

CR change request

CsI customer source inspection

CSsv comma-separated values

DCL declared components list

DPA destructive physical analysis

DRD document requirement definition

EEE electrical, electronic, electromechanical
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EFR
EPPL
ESCC
ESR
FPGA
GSE
GSFC
JAXA
JD
LAT
LED
LVT
MMIC
NASA
NCR
NPSL
PA
PAD
PCB
PCN
PDR
PIND
QcI
QML
QPL
RFD
RFW
RVT
SCSB
SEB
SEE
SEFI
SEGR
SEL
SET
SEU
TCI
TRR
WFR

established failure rate

European preferred parts list
European space components coordination
equivalent serial resistance

field programmable gate arrays
ground support equipment

Goddard space flight center

Japanese aerospace exploration agency
justification document

lot acceptance test

light emitting diode

lot validation testing

microwave monolithic integrated circuit
national aeronautics and space administration
nonconformance report

NASA parts selection list

product assurance

part approval document

parts control board

process change notice

preliminary design review

particle impact noise detection

quality conformance inspection
qualified manufacturers list

qualified parts list

request for deviation

request for waiver

radiation verification testing

Space Components Steering Board
single event burn-out

single event effect

single event functional interrupt

single event gate rupture

single event latch-up

single event transient

single event upset

technology conformance inspection
test readiness review

Weibull failure rate

___Documents
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3.4 Conventions

a. The term “EEE component” is synonymous with the terms "EEE Part",
"Component" or just "Part".

b. The term “for approval” means that a decision of the approval authority
is necessary for continuing the process.

C. The term “for review” means that raised reviewers comments are
considered and dispositioned.

d.  The term “for information” means that no comments are expected about
the delivered item.

e. For the purpose of clear understanding of this document, hereunder is a
listing of component categories which are covered by the term EEE
component, encapsulated or non-encapsulated, irrespective of the quality

level:

1. Capacitors

2. Connectors

3. Crystals

4. Discrete semiconductors (including diodes, transistors)

5. Filters

6. Fuses

7. Magnetic components (e.g. inductors, transformers, including in-

house products)

®

Monolithic Microcircuits (including MMICs)
9. Hybrid circuits

10.  Relays

11. Resistors, heaters

12.  Surface acoustic wave devices

13.  Switches (including mechanical, thermal)

14.  Thermistors

15.  Wires and Cables

16.  Optoelectronic Devices (including opto-couplers, LED, CCDs,
displays, sensors)

17.  Passive Microwave Devices (including, for instance, mixers,
couplers, isolators and switches)

NOTE  Microwave switches consisting of multiple EEE
components are considered as equipment. The
requirements of this standard are applicable to the
EEE parts they incorporate and to microwave
switches having a simple design (single EEE part).
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3.5 Nomenclature

The following nomenclature applies throughout this document:

a. The word “shall” is used in this Standard to express requirements. All
the requirements are expressed with the word “shall”.

b. The word “should” is used in this Standard to express recommendations.
All the recommendations are expressed with the word “should”.

NOTE It is expected that, during tailoring, recommendations
in this document are either converted into
requirements or tailored out.

4

C. The words “may” and “need not” are used in this Standard to express
positive and negative permissions, respectively. All the positive
permissions are expressed with the word “may”. All the negative
permissions are expressed with the words “need not”.

d.  The word “can” is used in this Standard to express capabilities or
possibilities, and therefore, if not accompanied by one of the previous
words, it implies descriptive text.

NOTE  InECSS “may” and “can” have completely different
meanings: “may” is normative (permission), and
“can” is descriptive.

e. The present and past tenses are used in this Standard to express
statements of fact, and therefore they imply descriptive text.
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4
Requirements for Class 1 components

4.1 Component programme management

411 General

a. The supplier shall establish and implement throughout the duration of
the business agreement a component programme which ensures that the
requirements of the project as defined by the customer and the supplier
in the related business agreement are in compliance with this standard.

4.1.2 Components control programme

41.21 Organization

a. The supplier shall identify the organization responsible for the
management of the component programme, and describe the
organization’s approaches (including the procurement system and its
rationale) and capability to efficiently implement, manage, and control
the component requirements.

b. The supplier’s organization shall comply with all the requirements of
ECSS-M-ST-10.

41.2.2 Component control plan

a. The supplier shall prepare a Component Control Plan (CCP) in
conformance with its DRD in Annex A.

b. The CCP may be part of the overall project PA plan.

c. The supplier shall submit the CCP to the customer for approval.

41.3 Parts control board

a. The approval of the selection and usage of EEE parts shall be
implemented through Parts Control Boards (PCBs) held between the
customer and the supplier (or lower tier subcontractor).

b. At supplier's level, the Parts Control Board (PCB) shall be composed as
follows:
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1. chaired by a member of the supplier’'s PA team with designated
responsibility for components management,

2. include, as a minimum, in addition the suppliers’ parts engineer,
the customer’s representative and the lower tier subcontractor
parts engineers.

Other pertinent experts from the customer or suppliers may also
participate, on request.

Depending on the progress of the program, the main PCB activities shall
be:

1. Review and approval of the supplier's EEE component control
plan and any associated documents,

2. Parts type reduction and standardization,

3. Parts approval including evaluation activities,

4. Problem assessment (e.g. alerts, nonconformances, RFD, RFW and
delivery delays).

5. Assessment activities (by sampling) including:

(a) conformity of procurement conditions,
(b)  conformity of procurement data,

()  post-procurement data, and

(d) application of alerts recommendations.

NOTE For (a) to (c), assessment is made by comparison of
procurement documentation versus approval
document.

41.4 Declared components list

a.

For each equipment, its supplier shall issue a DCL in an editable and
sortable electronic format, as a minimum compatible with CSV,
identifying all component types needed.

NOTE CSV is a common file format that can be used to
transfer data between database or spreadsheet
tables (a spreadsheet program is for example
Excel®).

The list specified in 4.1.4a shall be kept under configuration control (issue
and identification of changes).

The DCL shall be issued as a minimum at PDR and CDR (as designed)
and before TRR (as built).

After equipment CDR, all modifications affecting the PAD information
shall be implemented, in the "as design" DCL, through the CN / CR
process and submitted to the customer for approval.

NOTE For PAD generation, see 4.2.4d.

The “as design” DCL shall be sent to the customer for approval.
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f. Any change of parts during equipment manufacturing (e.g. type and
manufacturer) shall be handled through RFWs submitted to the customer
for approval before mounting.

8. The “as built” DCL reflecting the actual EEE parts assembled into the
flight hardware and their date code, shall be provided before TRR to the
customer for review.

h. The content of the DCL shall be in conformance with its DRD in Annex B.

415 Electrical and mechanical GSE

a. EEE components used in GSE, which are physically and directly
interfacing to flight hardware, shall be:

1. Fit Form and Function compatible,
2. manufactured from materials identical to the flight opposite part,
and
3. ensured to be visibly clean before each connection to flight
hardware.
b. Flight hardware connector interfaces to GSE shall interface to a flight

compatible connector, as per 4.1.5a.

NOTE This connector can be installed on the test harness
or can be a saver.

4.2 Component selection, evaluation and approval

421 General

a. The supplier shall ensure that the following requirements are met during
his selection process:

1. Project requirements (e.g. quality levels, component policy,
manufacturing and delivery schedules and budgets, quantities),

2. Design requirements (e.g. component type, case, dimensions,
materials),
3. Production requirements (e.g. packaging, thermal and storage

constraints, component mounting process),

4. Operational requirements (e.g. electrical, mechanical, radiation,
reliability, assembly, and lifetime).

NOTE The supplier of each product is responsible for the
selection of components, which enable the
performance, lifetime, environmental, material,
safety, quality and reliability requirements of the
product of which they form a part, to be satisfied in
all respects.
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b. The selection, evaluation and approval of commercial EEE components
for class 1 programmes shall be performed in conformance with clause
4.2 from ECSS-Q-ST-60-13.

4.2.2 Manufacturer and component selection

4221 General rules

a. The supplier shall establish and maintain in his own facility, and ensure
that his suppliers also establish and maintain, procedures for selecting
and controlling all components intended for use in deliverable products.

b. Components shall be selected on the basis of proven qualification,
characterization, and previous space experience and data, relevant with
regard to the requirements for the programme, from manufacturers or
sources (preferably European) employing effective Product Assurance
Programmes in manufacturing and test.

C. Preference shall be given to components which necessitate the least
evaluation or qualification effort.

d.  Starting with the design phase of the project the supplier shall ensure
maximum use of preferred (see 4.2.2.3) and qualified components to
achieve an effective component reduction and standardization.

e. When selecting items, the supplier shall check the current data,
applicability of the basis of qualification, problem notifications and alerts,
and adequacy of specifications.

f. The supplier shall implement a type reduction activity.

4.2.2.2 Parts and material restriction

a. The supplier shall ensure that non-hermetically sealed materials of
components meet the requirements of ECSS-Q-ST-70 regarding off-
gassing, out-gassing, flammability, toxicity and any other criteria
specified for the intended use.

b. The supplier shall evaluate the robustness of selected EEE components
against the stresses induced by the assembly techniques to be employed.

C. With respect to health and safety, beryllium oxide (except if identified in
the procurement specification), cadmium, lithium, magnesium, mercury,
zing, radioactive material and all material which can cause safety hazards
shall not be used.

d. For limited life duration, known instability, safety hazards or reliability
risk reasons, the EEE components listed below shall not be used:

1. EEE components with pure tin (less than 3% Pb in case of SnPb
alloy) used as a finish on the leads, terminations and external
surfaces of components and packages.

2. Hollow core resistors,
3. Potentiometers (except for mechanism position monitoring),
. Documents
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4. Non-metallurgically bonded diodes,
5. Semiconductor dice with unglassivated active area,

6. Wet slug tantalum capacitors other than capacitor construction
using double seals and a tantalum case,

7. Any component whose internal construction uses metallurgic
bonding with a melting temperature not compatible with the end-
application mounting conditions,

8. Wire link fuses <5A,

9. TO5 relays without double welding of the mechanism to the
header or with any type of integrated diodes inside,

e. For limited life duration, known instability, safety hazards or reliability
risk reasons, EEE components listed below shall not be used for new
designs:

1. RNC90 > 100 kQ,
2. TO3 and DO4/DO5 packages.

f. The use of pure tin in internal cavities may be authorized, on a case-by-
case basis, based on the demonstration that there is no alternative
product and there is no risk (supported by a technical justification).

g. As per 4.2.2.2f,, the justification of the use of pure tin shall be presented
during a PCB for customer’s approval.

h. The use of pure tin (inside or outside the part) shall be declared in the
PAD.

4.22.3 Preferred sources
a. Parts shall be chosen from the EPPL part .

b. For parts not selected from the EPPL part I, the following sources shall be
considered in the following order of precedence:

1. EPPL part II (when compatible with the project requirements)
2. <<deleted>>

3. NPSL level 1 and level 2 or 3 (when compatible with the project
requirements),

4, MIL QPL's and QML's.

C. Parts subject to export restrictions or regulations shall not be preferred.

4224 Radiation hardness

a. The radiation requirements for EEE components are project specific.

b. The supplier who is responsible for the design of the piece of hardware
shall demonstrate the compliance of its components selection with the
radiation constraints of the project.
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C. For this demonstration, the supplier shall consider all types of radiation
including cosmic (Heavy Ions), electromagnetic, trapped (charged
particles — electrons, protons — in radiation belts) and solar (flares).

d.  Due consideration shall be given to the mission orbit and trajectory, the
duration, the associated spatial and temporal variations of the radiation
environment as well as all protective factors such as shielding.

e. The supplier shall assess the actual radiation tolerance of the selected
components for compliance with the radiation requirements in term of
total dose, displacement damage and Single Events Effects (SEE).

f. The supplier shall identify components which are not compliant with the
radiation requirements as critical radiation sensitive components.

8. The supplier shall implement a Radiation Hardness Assurance
Programme, in conformance with the requirements of ECSS-Q-ST-60-15,
documented by a plan to be approved by the customer, for radiation
sensitive components, covering the collection of all relevant information
and specifying the necessary actions in terms of evaluation and
procurement testing, planning and control.

h. The supplier shall issue an Equipment Radiation Analysis document
identifying all sensitive components w.r.t. the relevant radiation effects,
possibly their impact and giving an adequate engineering solution (e.g.
local shielding, design solution, specific test, and RVT) for the relevant
equipment.

L. The Equipment Radiation Analysis document shall be submitted to the
customer for approval.

NOTE More detailed information about the above
requirements is given in ECSS-E-ST-10-12 and
ECSS-Q-ST-60-15.

4.2.2.5 Derating

a. The supplier shall implement derating rules for components used in his
designs in accordance with the requirements of ECSS-Q-ST-30-11.

b. For wire link fuses, the current derating factor shall be 50 % with an
additional derating of 0,2 %/°C for an increase in the temperature of fuse
body above 25 °C.

4.2.3 Component evaluation

4.2.31 General

a. The supplier shall perform a component evaluation in absence of an
approved demonstration that a component has the ability to conform to
the requirements for functional performance, quality, dependability, and
environmental resistance as required for the project.

b. The supplier shall plan and carry out the evaluation.
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C. The scope and planning of the component evaluation shall be derived
from the results of an assessment of the design and intended application
of the component.

d. An evaluation plan shall be sent to the customer for approval, and
include the following elements:

1. Component Manufacturer Assessment (as per clause 4.2.3.2),
2. Constructional Analysis (as per clause 4.2.3.3),

3. Evaluation Testing (as per clause 4.2.3.4),

4. Radiation Hardness (as per clause 4.2.3.4b.5).

e. In the definition of the evaluation programme any information including
pertinent reliability, analysis and test data from the manufacturer of the
component and previous use in comparable applications shall be
considered.

f. Omission of any of these elements, or the introduction of alternative
activities, shall be justified.

g. All tests and inspections shall be carried out on representative samples of
the component type from the current production of the manufacturer
selected for the component procurement for the flight hardware.

h.  For programmable devices, the representativeness shall include the
programming hardware tools and the compatibility of the software.

i. The supplier shall review the evaluation results to determine their impact
on the content of the procurement specification which shall be amended
as necessary.

j- The supplier shall summarize the evaluation results in the evaluation
report and send it to the customer for approval.

NOTE  For guidance for the assessment of the space
environmental aspects refer to ECSS-E-ST-10-04
and ECSS-E-ST-10-12.

4.2.3.2 Component manufacturer assessment

4.2.3.2.1 Purpose

The purpose of the manufacturer assessment is to determine its capability, to
ensure the adequacy of its organization, plant and facilities, and to ascertain its
fitness to supply components to the appropriate specifications for space
application.

4.2.3.2.2 Requirements

a. The supplier shall perform an evaluation against the ESCC basic
specification no. 20200 and the ancillary specifications for dedicated
component families and shall include, but not necessarily be limited to, a

survey of:
1. The overall manufacturing facility and its organization and
management,
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2. The manufacturer’s system for inspection and manufacturing
control including all relevant specifications, procedures, and
internal documents,

3. The production line used for the component.

b. The complete manufacturer assessment, including the survey report and
the associated corrective actions, shall be part of the evaluation report.

4.2.3.3 Constructional analysis

a. Constructional analysis shall be carried out on representative
components.

NOTE The primary aim is to provide an early indication
of a component’s constructional suitability for
meeting the specified performances of the space
project application.

b. The Constructional Analysis shall comprise destructive and non-
destructive inspections, analyses, and testing, to identify:

1. Design and construction technology,
2. Materials used,
3. Inherent reliability aspects,

4. Quality of workmanship,
5. Potential hazards.

C. The findings of the analysis shall be contained within a Constructional
Analysis Report and shall be included in the Evaluation Report.

4.2.3.4 Evaluation testing

a. The evaluation shall determine which inspections or tests are required to
provide the confidence that the component type under evaluation, when
assembled and tested in accordance with the procurement specification,
successfully meets the project requirements.

b. The supplier shall review the already existing data in order to adapt and
minimize the content of the evaluation testing while ensuring that there
are inputs and pertinent results covering the following topics:

1. Endurance test (operating at elevated temperature and electrical
stress),

2. Mechanical stress (shock, vibration, constant acceleration),

3. Environmental stress (thermal shock, temperature cycling, high

and low temperature storage, humidity),
4. Assembly capability testing,

5. Radiation testing, for total dose and single event effects sensitivity.

NOTE For guidance refer to ESCC basic specification no.
22600 and the ancillary specifications for dedicated
component families.
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4.2.4 Parts approval

a. The supplier shall document the procedure for approval of each
component type intended for use in flight products.

b. The approval of components shall be based on consideration of all
pertinent data including both the electrical and environmental
performance as well as the established quality and the dependability
assurance requirements.

C. The supplier shall maintain a system of traceability of the acceptance and
approval of each component used in flight products.

d.  Prior to procurement of components (or before equipment CDR, at the
latest), the approval process by the customer shall be organized as
follows:

1. A PAD in conformance with Annex D (or information included in
the DCL) is required for space qualified parts when:

(a) additional controls are required (e.g. precap, buy-off, LAT or
LVT, RVT, DPA),

(b)  used outside the specified limits,
(c)  specific tests are required during procurement as per Table 7-1,
(d) pure tinis used inside or outside the part.

2. All other space qualified parts listed in the DCL are approved

through the DCL review,

3. For any other part a PAD, in conformance with Annex D is
required,

4. For any commercial part, a Justification Document, as per ECSS-Q-

ST-60-13 (clause 4.2.4), is required, instead of a PAD.

e. In case the evaluation results are changing the procurement conditions
documented in the PAD or the JD (as per clause 4.2.3.1), a new revision of
PAD or the JD shall be submitted to the customer for approval.

4.3 Component procurement

4.31 General

a. The supplier shall ensure that all procured components meet the
programme requirements with respect to inspection, screening and tests.

b. Class 1 components shall meet the quality levels ands supplementary
conditions specified in Table 7-1.

c. The supplier shall be responsible for manufacturer surveillance and
control throughout the procurement programme.

d.  For non qualified parts, the supplier shall put in place a configuration
control system to ensure that any change of the product (e.g. mask,
manufacturing and assembly process) affecting evaluation, performance,
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quality, reliability and interchangeability is communicated to him by the
manufacturer (e.g. PCN).

e. The supplier shall ensure the compatibility of the change with its

application.
f. The change shall be submitted to the customer for approval.
8. To reduce the risk of procuring counterfeit components, when parts are

not directly procured from the manufacturer, the supplier shall procure
parts only from distributors duly franchised by the parts manufacturer.

h. The procurements of the commercial EEE components for class 1

programs shall be performed in conformance with the requirements of
clause 4.3 of ECSS-Q-ST-60-13.

4.3.2 Procurement specification

a. The supplier shall procure EEE components according to controlled
specifications.
b. International specifications systems, recognized as suitable for space

applications (e.g. ESCC, MIL), shall be used by the supplier.

C. Any new specification shall be prepared and designed by the supplier as
per existing international specification systems (ESCC, MIL). Preference
shall be given to ESCC format when agreed by the manufacturer.

d.  The content of any new specification shall be in conformance with Annex
C.
e. The use of any new specification shall be submitted to the customer for

approval through the PAD process (see clause 4.2.4)

f. Upon request, any new procurement specification prepared in the frame
of the project, shall be delivered to the customer.

8. The supplier shall keep each procurement specification under
configuration control.

4.3.3 Screening requirements

a. All components to be incorporated into flight standard hardware shall be
subjected to screening.

b. The screening test requirements shall be defined such that accumulated
stress does not jeopardize component reliability.

C. All screening tests shall be performed at the component manufacturer’s
premises or at a facility approved either by the qualification approval
authority, where applicable (e.g. ESCC), or otherwise by the supplier.

d.  The quality levels defined in Table 7-1 shall apply.

e. For active parts (transistors, diodes) packaged in TO3, DO4 or DOS5, the
PIND test method shall be submitted to the customer’s approval.

NOTE See also clause 4.2.2.2¢.2.
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