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Intellectual Property Rights

IPRs essential or potentially essenlial to the present document may have been declared to ETSI. The information

pertaining to these essential IPRs, if any, is publicly available for ETSI members and non-members, änd can be found

in ETR 314; "Intellectual Property Rights (IPRs); Essential, or potentially Essential, IPRs notified to ETSI in respect of

ETSI Standards" , which is available free of Charge from the ETSI Secretariat. Latest Updates are available on the ETSI

Web Server (http://www.etsi.fr/ipr).

Pursuant to the ETSI Interim IPR Policy, no investigation, including IPR searches, has been carried out by ETSI. No

guarantee can be given as to the existence of other IPRs not referenced in ETR 3 14 (or the Updates on

http://www.etsi.fr/ipr) which are, or may be, or may become, essential to the present document.

Foreword

This European Standard (Telecommunications series) has been produced by the Joint Technical Committee (JTC) of the
European Broadcasting Union (EBU), Comite Europeen de Normalization Electrotechnique (CENELEC) and the

European Telecommunications Standards Institute (ETSI).

NOTE: The EBU/ETSI JTC was eslablished in 1990 to co-ordinate the drafting of Standards in the specific field

of broadcasting and related fields. Since 1995 the JTC became a tripartite body by including in the

Memorandum of Understanding also CENELEC, which is responsible for the standardization of radio and

television receivers. The EBU is a professional association of broadcasting organizations whose work

includes the co-ordination of its members' activities in the technical, legal, programme-making and

programme-exchangedomains. The EBU has active members in about 60 countries in the European
broadcasting area; its headquarters is in Geneva.

European Broadcasting Union
CH-1218 GRAND SACONNEX (Geneva)
Switzerland
Tel: +41 22 717 21 11
Fax: +41 22 717 24 81

EUREKA Project 147 (DAB*)

EUREKA Project 147 was eslablished in 1987, with funding from the EC, to develop a system for the broadcasting of

audio and data to fixed, portable or mobile receivers. Their work resulted in the publication of a European Standard,

ETS 300 401 (see bibliography), for DAB which now has world-wide acceptance. The members of the

EUREKA 147 Project are drawn from broadcasting organizations and telecommunication providers together with

companies from the professional and consumer electronics industry.

*�DAB is a registered trademark owned by one of the EUREKA 1 47 partners.

National transposition dates
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