
 !"#$%&'( !"#$%&!'()*+    

 ,!'' -./012-',344500536'!7-8/93/-12658'!7-8/93658':6;394</5360/-12658'56' :('.6='> !

?9-50@9.AA-BC

:%$'PPEQRQEPQ

 )*+$,+$-&'.&(

)#/#01"2$3456!7"832$92"2:8;;!6#:10#86<=),>9?<@
A17;86#3#2702$,+B$C#2$C#2$D23260"#4526$E6F87C27!6/26$6145$E70#:2"<-G%$
C27$,HIJ#450"#6#2$%&'.KL-K,H$2605M"0
=E627:266!6/$C27$,6/"#34526$N133!6/$,+<-&'<.&(<O%G%G'$=%&'(I&.?$1"3$
)2!03452$+87;?

 5@5/<7'!62<61-='%39=7-00'#-7-1344.651</5360BV !%#WBX
&<943650-='$/<6=<9='13I-956@'/2-'-00-6/5<7'9-Y.59-4-6/0'3;'<9/517-'PES'3;'/2-' 59-1/5I-'
SQCZ[TP[!"
V!6=390-4-6/'3;'/2-'!6@7502'I-90536'!(BPQCBZQ\B>SESEC'VSQC\]QZW'<0'N-94<6'0/<6=<9=W

!90</L';D9
 :('!('PQCZQ\`SQQa]CS

$$$

N-0<4/.4;<6@'S'$-5/-6

Full document details: DIN EN 301406:2016-07

http://www.avadocuments.com/doc/din-en-301406-2016-07
http://www.avadocuments.com/doc/din-en-301406-2016-07


 
DIN EN 301406:2016-07 

2 

Nationaler Hinweis 

 !"# $%&# '&!($)*+%# $%&# *,# -../-04-30 vom Lenkungsausschuss der DKE  Deutsche Kommission 
0)%12&32%45(61# 0)%12&3(61# 7("3&,*263(82%45(61# 6(# 97:# !($# ;90# +%"*882%(# <%845)=88%# >!&# ?@%&(*5,%# A3(#
:3&,%(#$%8#0BC7# 6(#$*8#9%!2845%#:3&,%(D%&1#D6&$#$!&45#;%&E""%(2lichung eines DIN-Titelblattes auf den 
 @$&!41#$%8#%(+)68458F&*456+%(#7(5*)28#$%&#:3&,#A%&>6452%2G 

9%&#H&6+6(*)2%I2#1*((#6(#%(+)6845%&#CF&*45%#@%>3+%(#D%&$%(#@%6 

<%!25#;%&)*+#',@J 
 ,#97:-Platz 
<!&++&*"%(82&G#K 
-LM/M#<%&)6( 
E-Mail: auslandsnormen@beuth.de 
Telefon: (030) 26 01 23 61 
B%)%"*IN#OLPLQ#RK#L-#-/#L- 

S=&# $6%# A3&)6%+%($%# :3&,# 682# $*8# (*263(*)%#  &@%628+&%,6!,# T 731 „Funktechnik“ der DKE  Deutsche 
T3,,68863(#0)%12&32%45(61#0)%12&3(61#7("3&,*263(82%45(61#6(#97:#!($#;90#>!82U($6+G 

V!,#V%62F!(12#$%&#;%&E""%(2)645!(+#$6%8%&#:3&,#D*&#$6%#*(+%+%@%(%# !8+*@%#$%&#0!&3FU6845%(#:3&,#O0:Q#
A3(# 0BC7# +=)26+W# $%&%(# ?@%&(*5,%# *)8# 97:# 0:# ,62# $%&# ;%&E""%(2)645!(+# $%&#  (%&1%((!(+8(326># 6,# 97:-
 (>%6+%&#"=&#2%45(6845%#X%+%)(#%&"3)+2#682G# ))%#(3&,*26A%(#931!,%(2%#!(2%&)6%+%( $%&#?@%&*&@%62!(+G#C3"%&(#
0BC7# %6(%# 2%45(6845# +%U($%&2%# :%!*!8+*@%# 5%&*!8+6@2W# D6&$# $6%8# $!&45# ;%&E""%(2)645!(+# %6(%&#
%(28F&%45%($%(#  (%&1%((!(+8(326># 6,#97:- (>%6+%&# "=&# 2%45(6845%#X%+%)(# !($# %6(%# :%!*!8+*@%# $6%8%8#
Titelblattes bekannt gegeben. 

Änderungen 

Gegenüber DIN EN 301406:2009-12 D!&$%(#"3)+%($%#Y($%&!(+%(#A3&+%(3,,%(N 

a) EN 301 406 V2.2.1 (2016-04) übernommen; 

b) B62%)#+%U($%&2G 

Frühere Ausgaben 

DIN EN 301406: 2002-LZW#RLL[-LPW#RLL.-12 
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