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Nationales Vorwort

Norm-Inhalt war veröffentlicht als E DIN EN 50090-4-2:2003-03.

Für die vorliegende Norm ist das nationale Arbeitsgremium K 716 �Elektrische Systemtechnik für Heim und
Gebäude (ESHG)� der DKE  Deutsche Kommission Elektrotechnik Elektronik Informationstechnik im DIN und
VDE zuständig.

Die Europäische Norm EN 50090-4-2:2004 besteht nur aus einer englischen Sprachfassung. Es kann davon
ausgegangen werden, dass die Anwender dieser Norm über hinreichende englische Sprachkenntnisse
verfügen. Für die meisten der verwendeten Begriffe existieren keine gebräuchlichen deutschen Benennun-
gen, da sich die deutschen Anwender in der Regel der englischen Benennungen bedienen.

Die vorliegende Norm ist Teil der Reihe EN 50090 �Elektrische Systemtechnik für Heim und Gebäude
(ESHG)� mit der VDE-Klassifizierung VDE 0829. Dieser Teil der Norm steht nicht in unmittelbarem
Zusammenhang mit Rechtsvorschriften und ist nicht als Sicherheitsnorm anzusehen. Damit entfällt die
VDE-Klassifizierung.

Bei der Anwendung von DIN EN 50090-4-2 können Patente berührt werden, die der europäischen
Normungsorganisation CENELEC mitgeteilt worden sind. Das Vorwort der vorliegenden Seite 3 im EN-Text
enthält Informationen zur Lizenzvergabe.

Die Europäische Norm EN 50090-4-2:2004-02 �Home and Building Electronic Systems (HBES) � Part 4-2:
Media independent layers � Transport layer, network layer and general parts of data link layer for HBES
Class 1� wurde vom TC 205 �Elektrische Systemtechnik für Heim und Gebäude (ESHG)� des Europäischen
Komitees für Elektrotechnische Normung (CENELEC) mit Hilfe des CENELEC-Kooperationspartners Konnex
Association erarbeitet.

Beginn der Gültigkeit

Die von CENELEC am 2003-12-02 angenommene EN 50090-4-2 gilt als DIN-Norm ab 2004-07-01.

Nationaler Anhang NA
(informativ)

Zusammenhang mit Europäischen und Internationalen Normen

Für den Fall einer undatierten Verweisung im normativen Text (Verweisung auf eine Norm ohne Angabe des
Ausgabedatums und ohne Hinweis auf eine Abschnittsnummer, eine Tabelle, ein Bild usw.) bezieht sich die
Verweisung auf die jeweils neueste gültige Ausgabe der in Bezug genommenen Norm.

Für den Fall einer datierten Verweisung im normativen Text bezieht sich die Verweisung immer auf die in
Bezug genommene Ausgabe der Norm.

Eine Information über den Zusammenhang der zitierten Normen mit den entsprechenden Deutschen Normen
ist nachstehend wiedergegeben.
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Tabelle NA.1

Europäische Norm Internationale Norm Deutsche Norm
Klassifikation im

VDE-Vorschriftenwerk

EN 50090-1 1) � � �

EN 50090-3-2:2004 � DIN EN 50090-3-2:2004 2) �

EN 50090-4-1:2004 � DIN EN 50090-4-1:2004 2) �

Normen der Reihe
EN 50090-5

� � 3) �

� Normen der Reihe
ISO 7498

� �

Nationaler Anhang NB
(informativ)

Literaturhinweise

DIN EN 50090-3-2:2004, Elektrische Systemtechnik für Heim und Gebäude (ESHG) � Teil 3-2:
Anwendungsaspekte � Anwendungsprozess ESHG Klasse 1; Deutsche Fassung EN 50090-3-2:2004, in
Vorbereitung.

DIN EN 50090-4-1:2004, Elektrische Systemtechnik für Heim und Gebäude (ESHG) � Teil 4-1:
Medienunabhängige Schicht � Anwendungsschicht ESHG Klasse 1; Deutsche Fassung EN 50090-4-1:2004,
in Vorbereitung.

                                                     
1) Im Entwurfsstadium
2) In Vorbereitung, voraussichtliches Ausgabedatum
3) In Vorbereitung: DIN EN 50090-5-2:2004
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Diese Europäische Norm wurde von CENELEC am 2003-12-02 angenommen. Die CENELEC-Mitglieder
sind gehalten, die CEN/CENELEC-Geschäftsordnung zu erfüllen, in der die Bedingungen festgelegt sind,
unter denen dieser Europäischen Norm ohne jede Änderung der Status einer nationalen Norm zu geben
ist.

Auf dem letzten Stand befindliche Listen dieser nationalen Normen mit ihren bibliographischen Angaben
sind beim Zentralsekretariat oder bei jedem CENELEC-Mitglied auf Anfrage erhältlich.

Diese Europäische Norm besteht in einer offiziellen Fassung (Englisch). Eine Fassung in einer anderen
Sprache, die von einem CENELEC-Mitglied in eigener Verantwortung durch Übersetzung in seine
Landessprache gemacht und dem Zentralsekretariat mitgeteilt worden ist, hat den gleichen Status wie
die offizielle Fassung.

CENELEC-Mitglieder sind die nationalen elektrotechnischen Komitees von Belgien, Dänemark,
Deutschland, Estland, Finnland, Frankreich, Griechenland, Irland, Island, Italien, Lettland, Litauen,
Luxemburg, Malta, den Niederlanden, Norwegen, Österreich, Polen, Portugal, Schweden, der Schweiz,
Slowenien, der Slowakei, Spanien, der Tschechischen Republik, Ungarn, dem Vereinigten Königreich
und Zypern.

CENELEC
Europäisches Komitee für Elektrotechnische Normung

European Committee for Electrotechnical Standardization
Comité Européen de Normalisation Electrotechnique

Zentralsekretariat: rue de Stassart 35, B-1050 Brüssel

© 2004 CENELEC � Alle Rechte der Verwertung, gleich in welcher Form und in welchem Verfahren,
sind weltweit den Mitgliedern von CENELEC vorbehalten.
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Foreword

This European Standard was prepared by the Technical Committee CENELEC TC 205, Home and Building
Electronic Systems (HBES) with the help of CENELEC co-operation partner Konnex Association (formerly
EHBESA).

The text of the draft was submitted to the Unique Acceptance Procedure and was approved by CENELEC as
EN 50090-4-2 on 2003-12-02.

This European Standard supersedes R205-008:1996.

CENELEC takes no position concerning the evidence, validity and scope of patent rights.

Konnex Association as Cooperating Partner to CENELEC confirms that to the extent that the standard
contains patents and like rights, the Konnex Association's members are willing to negotiate licenses thereof
with applicants throughout the world on fair, reasonable and non-discriminatory terms and conditions.

Konnex Association Tel.:  + 32 2 775 85 90
Neerveldstraat, 105 Fax.:  + 32 2 675 50 28
Twin House e-mail:  info@konnex.org
B - 1200 Brussels www.konnex.org

Attention is drawn to the possibility that some of the elements of this standard may be the subject of patent
rights other than those identified above. CENELEC shall not be held responsible for identifying any or all such
patent rights.

The following dates were fixed:

� latest date by which the EN has to be implemented
at national level by publication of an identical
national standard or by endorsement (dop) 2004-12-01

� latest date by which the national standards conflicting
with the EN have to be withdrawn (dow) 2006-12-01

EN 50090-4-2 is part of the EN 50090 series of European Standards, which will comprise the following parts:

Part 1: Standardization structure

Part 2: System overview

Part 3: Aspects of application

Part 4: Media independent layers

Part 5: Media and media dependent layers

Part 6: Interfaces

Part 7: System management

Part 8: Conformity assessment of products

Part 9: Installation requirements
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Introduction

This standard specifies the Media independent requirements for the data link layer and the requirements for
the network layer and the transport layer for Home and Building Electronic Systems.

This standard provides the communication stack targeted for providing the services specified in
EN 50090-3-2 �User Process� and EN 50090-4-1 �Application Layer for HBES Class 1�. It can be used as
communication stack on the physical layers as specified in EN 50090-5.

1 Scope

This part of the EN 50090 specifies the services and protocol in a physical layer independent way for the data
link layer and for the network layer and the transport layer for usage in Home and Building Electronic
Systems

2 Normative references

The following referenced documents are indispensable for the application of this document. For dated
references, only the edition cited applies. For undated references, the latest edition of the referenced
document (including any amendments) applies.

EN 50090-1 
1)

Home and Building Electronic Systems (HBES) �
Part 1: Standardisation structure

EN 50090-3-2:2004 Home and Building Electronic Systems (HBES) �
Part 3-2: Aspects of application � User process for HBES Class 1

EN 50090-4-1:2004 Home and Building Electronic Systems (HBES) �
Part 4-1: Media independent layers � Application layer for HBES Class 1

EN 50090-5 series Home and Building Electronic Systems (HBES) �
Part 5: Media and media dependent layers

ISO 7498 series Information technology - Open Systems Interconnection - Basic reference model

3 Terms, definitions and abbreviations

3.1 Terms and definitions

For the purposes of this part the terms and definitions given in EN 50090-1 and the following apply.

3.1.1
individual address
IA
unique identifier for every device in a network. The individual address is a 2-octet value that consists of an
8-bit subnetwork address and an 8-bit device address

�������

1)
At draft stage.
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3.1.2
sub network address
SNA
part of the individual address, consists of a 4-bit line address and a 4-bit area address, that specifies the
subnetwork in which the device is mounted

3.1.3
area address
part of the individual address that specifies the area in which the device is mounted

3.1.4
line address
part of the individual address that specifies the line in which the device is mounted

3.1.5
device address
unique identifier for every device in a subnetwork. The device address is an 8-bit value

NOTE Figure 1 shows the relationship between individual address, subnetwork address, area address, line address and device
address.

Individual Address

Octet 0 Octet 1

7 6 5 4 3 2 1 0 7 6 5 4 3 2 1 0

Area
Address

Line
Address

Subnetwork Address

Device Address

Figure 1 � Individual address

3.1.6
group address
GA
a 2-octet value

Group Address

Octet 0 Octet 1

7 6 5 4 3 2 1 0 7 6 5 4 3 2 1 0

Main Group Sub Group

Figure 2 � Group address

3.1.7
datagram
full sequence of elements (physical symbols) transporting a frame on the physical medium

3.1.8
frame
sequence of octets exchanged between data link layers through the physical layer

3.2 Abbreviations

ack Acknowledge

APDU Application layer Protocol Data Unit

con confirmation
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GA Group Address

HBES Class 1 refers to simple control and command.

HBES Class 2 refers to Class 1 plus simple voice and stable picture transmission

HBES Class 3 refers to Class 2 plus complex video transfers

IA Individual Address

ind indication

iack Immediate Acknowledge

LPDU Link layer Protocol Data Unit

LSDU Link layer Service Data Unit

nack Negative Acknowledge

NPDU Network layer Protocol Data Unit

NSDU Network layer Service Data Unit

PDU Protocol Data Unit

req request

SNA Sub-Network Address

TSAP Transport layer Service Access Point

TPDU Transport layer Protocol Data Unit

UART Universal Asynchronous Receiver Transmitter

4 Requirements for the physical layer and independent data link layer

4.1 Functions of the data link layer

The data link layer (also called "Layer-2") is the layer between the data link layer user and the physical layer.
The data link layer conforms to the definitions of the ISO/OSI model (ISO 7498) data link layer. It provides
medium access control and logical link control.

The data link layer is concerned with reliable transport of single frames between two or more devices on the
same subnetwork.

When transmitting it is responsible for

- building up a complete frame from the information passed to it by the network layer,

- gaining access to the medium according to the particular medium access protocol in use, and

- transmitting the frame to the data link layer in the peer entity or entities, using the services of
the physical layer.

If the transmission fails, the transmitting data link layer may decide to try again after a certain interval. In
particular, if the remote device signals that its buffers are temporarily full, the data link layer will wait for a pre-
determined time and then attempt to re-transmit the frame (flow control).

When receiving, data link layer is responsible for

- determining whether the frame is intact or corrupted,

- deciding after destination address check to pass the frame to upper layers, and

- issuing positive or negative acknowledgements back to the transmitting data link layer.
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The data link layer shall provide some means to prevent from service duplication (in case of repetitions
because of corrupted acknowledgement frames).

The services provided include individual, group and broadcast addressing options.

The data link layer uses the services of the physical layer and provides services to the data link layer user
(see Figure 3).

Data Link Layer

Remote Layer-2 UserLocal Layer-2 User

L_PDU

L_Data.req L_Data.ind

Data Link Layer

data servicepoll data service data service

 local L-2 services

L_Poll_Data.req

poll data service

L_Poll_Data_Update.req/con

L_Busmon.ind

L_ServiceInfo.ind

Local Layer-2 Management Remote Layer-2
Management

L_Poll_Data.con

L_Data.con

L_SystemBroadcast.req L_SystemBroadcast.con
L_SystemBroadcast.ind

Figure 3 � Interaction of the data link layer

4.2 Possible media and their impact on Layer-2

The data link layer is defined for the following media:

Twisted Pair 0;

Twisted Pair 1;

Powerline 110;

Powerline 132;

Radio Frequency.

Data link layer will also be defined for the following media:

Infra-red;

Ethernet.

The data link layer is open for new media in the future.

Each medium needs a dedicated medium access control and a logical link control that adapts to the medium
access control. This clause focuses on medium independent features, this is, mainly on the provided service
interface to network layer.

The physical layer dependent requirements are specified in EN 50090-5.

4.3 Data link layer services

4.3.1 Data link layer modes

The data link layer mode defines which data link layer services shall be available to the data link layer user.
There shall be 2 data link layer modes:

a) the normal mode;

b) the busmonitor mode.
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In normal mode the remote L_Data service, the remote L_SystemBroadcast service, the remote L_Poll_Data
service and the local L_Service_Information service shall be available to the data link layer user. In
busmonitor mode only the local L_Busmon service shall be available. The data link layer mode is a parameter
of Layer-2.

The frame effectively sent on the physical medium Link layer Protocol Data Unit (LPDU) is medium
dependent. Therefore it is described in EN 50090-5.

4.3.2 L_Data service

4.3.2.1 General

The L_Data service is a frame transfer service. It transmits a single Link layer Service Data Unit (LSDU) to
data link layer of one or several devices connected to the same subnetwork. The destination address may be
an individual address or a group address (multicast or broadcast). The service is acknowledged or not,
depending on the quality of service requested.

There shall be three service primitives:

a) L_Data.Req shall be used to transmit a frame;

b) L_Data.Ind shall be used to receive a frame;

c) L_Data.Con shall be used as a local primitive generated by the local Layer-2 for its 
own client to indicate that it is satisfied with the transmission.

Originating User Service Provider Remote User

Request

Confirm Indication

Figure 4 � Exchange of primitives for the L_Data-Service

If the local user of Layer-2 prepares an LSDU for the remote user it shall apply the L_Data.req primitive to
pass the LSDU to the local Layer-2. The local Layer-2 shall accept the service request and try to send the
LSDU to the remote Layer-2 with the relevant frame format.

The local Layer-2 shall pass an L_Data.con primitive to the local user that indicates either a correct or
erroneous data transfer. Depending if an L2-acknowledgement is requested or not, this confirmation is related
to the reception of the L2-acknowledgement, or only to the transmission of the frame on the medium.
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L_Data.req(source_address, destination_address, address_type, priority, octet_count, ack_request, frame_format,

lsdu)

source_address this parameter shall be used to indicate the source address of the requested frame; it

shall be the individual address of the device that requests the service primitive

destination_address: this parameter shall be used to indicate the destination address of the requested

frame; it shall be either an individual address or a group address

address_type: this parameter shall be used to indicate whether the destination_address of the

requested frame is an individual address or a group address

priority: this parameter shall be used to indicate the priority that shall be used to the transmit

the requested frame; it shall be �system�, �urgent�, �normal� or �low�

octet_count: this parameter shall be used to indicate the length information of the requested frame

ack_request: this parameter shall be used to indicate whether a Layer-2 acknowledge is mandatory

or optional

frame_format: standard or extended frame format

lsdu: this parameter shall be used to contain the user data to be transferred by Layer-2

L_Data.con(destination_address, address_type, priority, frame_format, lsdu, l_status)

destination_address: this parameter shall be used to indicate the destination address of the transmitted

frame; it shall be either an individual address or a group address

address_type: this parameter shall be used to indicate whether the destination_address of the

transmitted frame is an individual address or a group address

priority: this parameter shall be used to indicate the priority that has been used to transmit the

transmitted frame; it shall be �system�, �urgent�, �normal� or �low�

lsdu: this parameter shall be used to indicate the length information of the transmitted

frame

frame_format: standard or extended frame format

l_status: ok: this value of this parameter shall be used to indicate that the transmission of the

frame has been successful

not_ok: this value of this parameter shall be used to indicate that the transmission of the

frame did not succeed
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L_Data.ind(source_address, destination_address, address_type, priority, ack_request, octet_count, frame_format,

lsdu)

source_address: this parameter shall be used to indicate the source address of the received frame; it

shall be the individual address of the device that has transmitted the service primitive

destination_address: this parameter shall be used to indicate the destination address of the received frame;

it shall be either an individual address or a group address

address_type: this parameter shall be used to indicate whether the destination_address of the

received frame is an individual address or a group address

priority: this parameter shall be used to indicate the priority of the received frame; it shall be

�system�, �urgent�, �normal� or �low�

ack_request: this parameter shall be used to indicate whether a Layer-2 acknowledge is mandatory

or optional

octet_count: this parameter shall be used to indicate the length information of the received frame

frame_format: standard or extended frame format

lsdu: this parameter shall be used to contain the user data that has been received by

Layer-2

4.3.2.2 Usage of priority

Table 1 � Usage of priority

Priority
value

Priority Usage

11 low shall be used for long frames, burst traffic, �

01 normal shall be used as the default for short frames

10 urgent shall be used exclusively for urgent frames

00 system shall be used for high priority, system
configuration and management procedures

The usage conditions for these priorities are specified in EN 50090�4-1.

In a network, the frame traffic using urgent priority shall not exceed 5 % of the total traffic (integration period:
1 minute maximum).

4.3.2.3 Octet count

This service parameter shall contain the number of octets of the transported Application layer Protocol Data
Unit (APDU).

The Octet Count parameter shall be used on each medium to encode the LPDU length field as follows:

- for standard frames, the length field shall contain the number of octets in the APDU coded in 4 Bit,

- for extended frames, the length field shall contain the number of octets in the APDU coded in 8 Bit 
except the value FFh. The value FFh (255) is used as an escape-code.
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The escape-code (�ESC�) shall be available for future high speed media to enable larger lengths.

4.3.2.4 Ack_request

This service parameter shall be used to indicate whether a link layer acknowledge is requested or not.

4.3.2.5 Frame_format

This parameter shall be used to select the Standard or Extended Frame Format for Data Link Layer and shall
include information for the used extended frame type.

If the frame_format parameter is 0 the Standard Frame Format shall be used. If this parameter is different
from 0 it shall be used as the frame_format in the extended control field.

For the definition of the extended control field see the medium dependent layer description in EN 50090-5.

Octet 3
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FT = Frame type (0 = Standard, 1 = Extended)
       (for standard the frame type bit in the control field is 1)
EFF = Frame Format in case of FT=1 = Extended Frame Format

FT 0 0 0 t t t t

0 0 0 0 0 0 0 0 Standard Frame Format Standard Group or Individual

1 0 0 0 0 0 0 0 Extended Frame Format Standard Group or Individual

1 0 0 0 0 1 x x LTE-HEE extended address type

All other codes are reserved for future use

Figure 5 � Frame_format Parameter

The Extended Frame Format from the frame_format parameter shall be placed in the extended control field.
The position of the extended frame type is medium dependent.

The decision whether to use Standard or Extended Frame Format shall be made in the Application Layer and
selected by the frame_format parameter in T_Data_.... services. The remote Application Layer shall be
tolerant towards usage of long frames if short frames would be sufficient:
example: A_PropertyValue_Read-PDU shall fit into Standard (short) Frame Format. But if received using
Extended (long) Frame Format it shall be accepted anyway by the remote Application Layer and the
corresponding A_PropertyValue_Response-PDU shall be transported using the appropriate short or long
format.
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Extended Frame Format (EFF)

b3 b2 b1 b0

CtrlE3 CtrlE2 CtrlE1 CtrlE0 Usage

0 0 0 0
Standard messages enabling long APDU > 15 octets
Standard usage of DA for peer to peer or group
messages

0
0
0

0
0
0

0
1
1

1
0
1

Reserved

0 1 X X LTE-HEE extended message format
CtrlE1, CtrlE0 containing extension of DA group address

1
1
1
1
1
1
1

0
0
0
0
1
1
1

0
0
1
1
0
0
1

0
1
0
1
0
1
0

Reserved

1 1 1 1 Escape

Figure 6 � Coding of Extended Frame Format

The Extended Frame Format shall not be used instead of Standard Frame Format if encoding capabilities of
L_Data-Standard frame are sufficient (e.g. for short frames).

4.3.3 L_SystemBroadcast service

The L_SystemBroadcast service is a frame transfer service. It shall transmit a single link layer service data
unit (LSDU) to the data link layer of all devices within the network. The destination address shall be the
system broadcast address (Domain Address = 0000h and destination address = 0000h and
address_type = �multicast�). The service may acknowledged or not, depending on the transmission medium.

There shall be three service primitives:

1. L_SystemBroadcast.req shall be used to transmit a frame;

2. L_SystemBroadcast.ind shall be used to receive a frame;

3. L_SystemBroadcast.con shall be a local primitive generated by the local Layer-2 for its own client to
indicate the success of the transmission.

If the local user of Layer-2 prepares a LSDU for the remote user it shall apply the L_SystemBroadcast.req
primitive to pass the LSDU to the local Layer-2. The local Layer-2 shall accept the service request and shall
try to send the LSDU to the remote Layer-2 with the relevant frame format.

The local Layer-2 shall pass a L_SystemBroadcast.con primitive to the local user that shall indicate either a
correct or erroneous data transfer. Depending if a L2-acknowledgement is requested or not, this confirmation
shall be related to the reception of the L2-acknowledgement, or only to the transmission of the frame on the
medium.
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L_SystemBroadcast.req(destination_address, address_type, priority, octet_count, ack_request, lsdu)

destination_address: this parameter shall be used to indicate the destination address of the requested

frame; it shall be the system broadcast address 0000h

address_type: this parameter shall be set to �multicast�

priority: this parameter shall be used to indicate the priority that shall be used to the transmit

the requested frame; it shall be �system�, �urgent�, �normal� or �low�

octet_count: this parameter shall be used to indicate the length information of the requested frame

ack_request: this parameter shall be used to indicate whether a Layer-2 acknowledge is mandatory

or optional

lsdu: this parameter shall be used to contain the user data to be transferred by Layer-2

L_SystemBroadcast.con(source_address, destination_address, address_type, priority, octet_count, lsdu, l_status)

source_address this parameter shall be used to indicate the source address of the requested frame; it

shall be the individual address of the device that requests the service primitive

destination_address: this parameter shall be used to indicate the destination address of the requested

frame; it shall be the system broadcast address 0000h

address_type: this parameter shall be set to �multicast�

priority: this parameter shall be used to indicate the priority that shall be used to the transmit

the requested frame; it shall be �system�, �urgent�, �normal� or �low�

octet_count: this parameter shall be used to indicate the length information of the requested frame

ack_request: this parameter shall be used to indicate whether a Layer-2 acknowledge is mandatory

or optional

l_status: ok: this value of this parameter shall be used to indicate that the transmission of the

L_SystemBroadcast.req service has been successful

not_ok: this value of this parameter shall be used to indicate that the transmission of the

L_SystemBroadcast.req service did not succeed

Full document details: DIN EN 50090-4-2:2004-07

http://www.avadocuments.com/doc/din-en-50090-4-2-2004-07
http://www.avadocuments.com/doc/din-en-50090-4-2-2004-07


EN 50090-4-2:2004

14

L_SystemBroadcast.ind(source_address, destination_address, address_type, priority, ack_request, octet_count,

lsdu)

source_address: this parameter shall be used to indicate the source address of the received frame; it

shall be the individual address of the device that has transmitted the service primitive

destination_address: this parameter shall be used to indicate the destination address of the received frame;

it shall be the system broadcast address 0000h

address_type: this parameter shall be set to �multicast�

priority: this parameter shall be used to indicate the priority of the received frame; it shall be

�system�, �urgent�, �normal� or �low�

ack_request: this parameter shall be used to indicate whether a Layer-2 acknowledge is mandatory

or optional

octet_count: this parameter shall be used to indicate the length information of the received frame

lsdu: this parameter shall be used to contain the user data that has been received by

Layer-2

4.3.4 L_Poll_Data service and protocol

The L_Poll_Data service is a confirmed multicast service. The local user of Layer-2 shall use the
L_Poll_Data.req primitive to request data from one or more remote users. The local Layer-2 shall accept the
service request and try to send the L_Poll_Data.req to the remote Layer-2 with frame format 3. The
destination address shall always be a poll group address. The poll group address shall be a parameter of
Layer-2.

L_Poll_Data request frames that are not correctly received shall be discarded.

After receiving a correct L_Poll_Data request frame with a poll_group_address equal to its own poll group
addresses, the remote Layer-2 shall respond with a single Poll_Data character. The remote Layer-2 shall
obtain the Poll_Data octet from its user with the L_Poll_Update.req primitive. The Poll_Data character shall
be transmitted in the response slot associated with this device. The device�s response slot shall be a defined
time slot in which the Poll_Data slave device shall transmit the Poll_Data character. The duration of a
response slot shall be an idle time of 5 times followed by a single Universal Asynchronous Receiver
Transmitter (UART) character.

EXAMPLE If e.g. a device has the third response slot then the device has to wait for two Poll_Data characters
transmitted by other devices, until the device is transmitting its Poll_Data character in the third response.

The response slot number shall be a parameter of Layer-2.

A device shall not respond if its response slot number is larger than the number of expected poll data
(nr_of_expected_poll_data) in the request frame.

The local Layer-2 shall expect a number of Poll_Data characters from the poll group. If an expected
Poll_Data character has not started after five bit times,  the local Layer-2 shall send a FILL (FEh) after six bit
times. The remote Layer-2 can therefore still count Poll_Data characters even if a member of the poll group
doesn�t respond.

The local Layer-2 shall pass a L_Poll_Data.con primitive to the local user that contains the received
Poll_Data and FILL octets or an information that the service failed.

The L_Poll_Data Service can only be applied between devices on a single physical segment. The number of
expected Poll_Data characters is limited to 16.
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L_Poll_Data.req(destination, nr_of_expected_poll_data)

destination: this parameter shall be used to indicate the destination address of the requested

frame; it shall be a poll group address

nr_of_expected_poll_data: this parameter shall be used to indicate the number of expected poll data cycles

L_Poll_Data.con(l_status, poll_data_sequence)

l_status: ok: this value of this parameter shall be used to indicate that a valid poll_data_sequence

has been composed

not_ok: this value of this parameter shall be used to indicate that it was not possible to

compose a valid poll_data_sequence, i.e. collision occurred during transmission of a

FILL, or at least one Poll_Data not correct

poll_data_sequence: this parameter shall be used to contain the sequence of Poll_Data octets and FILL

octets

L_Poll_Update.req(Poll_Data)

Poll_Data: this parameter shall be used to contain the value of the Poll_Data octet that shall be

transmitted in the L_Poll_Data_Response frame

L_Poll_Update.con() Indicates that the L_Poll_Update.req has been accepted by the local Layer-2.

4.3.5 L_Busmon service

The L_Busmon service is a local Data Link service available only in busmonitor mode. It consists of the
L_Busmon.ind primitive that transfers each received frame from the local Layer-2 to the local Layer-2 user.

L_Busmon.ind(L_Status, time_stamp, lpdu)

L_Status: this parameter shall be used to contain information whether a frame error, bit error or

a parity error has been detected in the received frame. Additional information about

the number of already received frames may also be contained

time_stamp: this parameter shall be used to contain the time information of the time when the first

start bit of the frame has been received

lpdu: this parameter shall be used to contain all octets of the received frame
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4.3.6 L_Service_Information service

The L_Service_Information service is a local Data Link service available in Data Link Normal Mode. It
consists of the L_Service_Information.ind primitive.

L_Service_Information.ind() this service primitive shall be used to indicate that a frame has been received

which contained the individual address of the local Layer-2 as source address.

4.4 Data link layer protocol

4.4.1 Protocol

The data link layer shall offer a reliable frame transfer service between devices on the same subnetwork. This
means that corrupted frames shall be detected and retransmitted (i.e. repeated) for a number of times and
that only information of correctly received frames shall be presented to the data link layer user.

The maximum frame length that is supported may be adapted to the needs of a device.

Frames that are corrupted or that exceed the reception capacity of a device shall be discarded.

Some means may be provided to prevent from information duplication (i.e. that this information is not
presented several times to the data link layer user).

Most of these functions are done in a medium dependent way, as specified in EN 50090-5.

4.4.2 Recommendations for duplication prevention

Some means to prevent duplication are available on certain media. However, there is always a remaining risk
of duplication.

The following guidelines to handle this can be taken into account:

- noise at the medium should be reduced as much as necessary to avoid corrupted 
acknowledgements;

- the medium, transmission method and transmitter and receiver technology shall provide 
basic noise immunity (see the media descriptions in EN 50090-5);

- be aware, during internal or external user application programming, of the possibility that in 
some cases a duplicated L_Data service may occur. This will be rare on media with collision 
avoidance but far more common on media without collision prevention or detection or media 
that are more noise sensitive;

- excessive use of the priority �urgent� is not recommended on certain media.

4.5 Parameters of Layer-2

The following parameters influence the behaviour of Layer-2 and shall be implemented inside Layer-2 in
order to operate correctly:

� domain address: domain address of the network the device belongs to (on open 
media);

� individual address: unique individual address of this device;
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