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Beginn der Gültigkeit

Die von CENELEC am 2003-12-02 angenommene EN 50090-7-1 gilt als DIN-Norm ab 2004-09-01.

Nationales Vorwort

Vorausgegangener Norm-Entwurf: E DIN EN 50090-7-1:2003-03.

Für die vorliegende Norm ist das nationale Arbeitsgremium K 716 �Elektrische Systemtechnik für Heim und
Gebäude (ESHG)� der DKE  Deutsche Kommission Elektrotechnik Elektronik Informationstechnik im DIN und
VDE zuständig.

Die Europäische Norm EN 50090-7-1:2004 besteht nur aus einer englischen Sprachfassung. Es kann davon
ausgegangen werden, dass die Anwender dieser Norm über hinreichende englische Sprachkenntnisse
verfügen. Für die meisten der verwendeten Begriffe existieren keine gebräuchlichen deutschen
Benennungen, da sich die deutschen Anwender in der Regel der englischen Benennungen bedienen.

Die vorliegende Norm ist Teil der Reihe EN 50090 �Elektrische Systemtechnik für Heim und Gebäude
(ESHG)� mit der VDE-Klassifizierung VDE 0829. Dieser Teil der Norm steht nicht in unmittelbarem
Zusammenhang mit Rechtsvorschriften und ist nicht als Sicherheitsnorm anzusehen. Damit entfällt die
VDE-Klassifizierung.

Bei der Anwendung von DIN EN 50090-7-1 können Patente berührt werden, die der europäischen
Normungsorganisation CENELEC mitgeteilt worden sind. Das Vorwort der vorliegenden Seite 7 im EN-Text
enthält Informationen zur Lizenzvergabe.

Die Europäische Norm EN 50090-7-1:2004-02 �Home and Building Electronic Systems (HBES) � Part 7-1:
System management � Management procedures� wurde vom TC 205 �Elektrische Systemtechnik für Heim
und Gebäude (ESHG)� des Europäischen Komitees für Elektrotechnische Normung (CENELEC) mit Hilfe des
CENELEC-Kooperationspartners Konnex Association erarbeitet.

Nationaler Anhang NA
(informativ)

Zusammenhang mit Europäischen und Internationalen Normen

Für den Fall einer undatierten Verweisung im normativen Text (Verweisung auf eine Norm ohne Angabe des
Ausgabedatums und ohne Hinweis auf eine Abschnittsnummer, eine Tabelle, ein Bild usw.) bezieht sich die
Verweisung auf die jeweils neueste gültige Ausgabe der in Bezug genommenen Norm.

Für den Fall einer datierten Verweisung im normativen Text bezieht sich die Verweisung immer auf die in
Bezug genommene Ausgabe der Norm.

Eine Information über den Zusammenhang der zitierten Normen mit den entsprechenden Deutschen Normen
ist nachstehend wiedergegeben.
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Tabelle NA.1
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Literaturhinweise

DIN EN 50090-3-2:2004, Elektrische Systemtechnik für Heim und Gebäude (ESHG) � Teil 3-2:
Anwendungsaspekte � Anwendungsprozess ESHG Klasse 1; Deutsche Fassung EN 50090-3-2:2004, in
Vorbereitung.

DIN EN 50090-4-1:2004-06, Elektrische Systemtechnik für Heim und Gebäude (ESHG) � Teil 4-1:
Medienunabhängige Schicht � Anwendungsschicht für ESHG Klasse 1; Deutsche Fassung
EN 50090-4-1:2004, Text Englisch.

DIN EN 50090-4-2:2004-07, Elektrische Systemtechnik für Heim und Gebäude (ESHG) � Teil 4-2:
Medienunabhängige Schicht � Transportschicht, Vermittlungsschicht und allgemeine Teile der
Sicherungsschicht für ESHG Klasse 1; Deutsche Fassung EN 50090-4-2:2004, Text Englisch.

                                                     
1)  Im Entwurfsstadium
2)  In Vorbereitung, voraussichtliches Ausgabedatum

Full document details: DIN EN 50090-7-1:2004-09

http://www.avadocuments.com/doc/din-en-50090-7-1-2004-09
http://www.avadocuments.com/doc/din-en-50090-7-1-2004-09


DIN EN 50090-7-1:2004-09

4

� Leerseite �

Full document details: DIN EN 50090-7-1:2004-09

http://www.avadocuments.com/doc/din-en-50090-7-1-2004-09
http://www.avadocuments.com/doc/din-en-50090-7-1-2004-09


EUROPÄISCHE NORM

EUROPEAN STANDARD

NORME EUROPÉENNE

EN 50090-7-1

Februar 2004

ICS 97.120 Ersatz für R205-011:1996

Deutsche Fassung

Elektrische Systemtechnik für Heim und Gebäude (ESHG)
Teil 7-1: Systemmanagement � Managementverfahren

Home and Building Electronic Systems (HBES)
Part 7-1: System management � Management
procedures

Systèmes électroniques pour les foyers
domestiques et les bâtiments (HBES)
Partie 7-1: Management système � Procédures
de management

Diese Europäische Norm wurde von CENELEC am 2003-12-02 angenommen. Die CENELEC-Mitglieder
sind gehalten, die CEN/CENELEC-Geschäftsordnung zu erfüllen, in der die Bedingungen festgelegt sind,
unter denen dieser Europäischen Norm ohne jede Änderung der Status einer nationalen Norm zu geben
ist.

Auf dem letzten Stand befindliche Listen dieser nationalen Normen mit ihren bibliographischen Angaben
sind beim Zentralsekretariat oder bei jedem CENELEC-Mitglied auf Anfrage erhältlich.

Diese Europäische Norm besteht in einer offiziellen Fassung (Englisch). Eine Fassung in einer anderen
Sprache, die von einem CENELEC-Mitglied in eigener Verantwortung durch Übersetzung in seine
Landessprache gemacht und dem Zentralsekretariat mitgeteilt worden ist, hat den gleichen Status wie
die offizielle Fassung.

CENELEC-Mitglieder sind die nationalen elektrotechnischen Komitees von Belgien, Dänemark,
Deutschland, Estland, Finnland, Frankreich, Griechenland, Irland, Island, Italien, Lettland, Litauen,
Luxemburg, Malta, den Niederlanden, Norwegen, Österreich, Polen, Portugal, Schweden, der Schweiz,
Slowenien, der Slowakei, Spanien, der Tschechischen Republik, Ungarn, dem Vereinigten Königreich
und Zypern.

CENELEC
Europäisches Komitee für Elektrotechnische Normung

European Committee for Electrotechnical Standardization
Comité Européen de Normalisation Electrotechnique

Zentralsekretariat: rue de Stassart 35, B-1050 Brüssel

© 2004 CENELEC � Alle Rechte der Verwertung, gleich in welcher Form und in welchem Verfahren,
sind weltweit den Mitgliedern von CENELEC vorbehalten.

Ref. Nr. EN 50090-7-1:2004 D

Full document details: DIN EN 50090-7-1:2004-09

http://www.avadocuments.com/doc/din-en-50090-7-1-2004-09
http://www.avadocuments.com/doc/din-en-50090-7-1-2004-09


EN 50090-7-1:2004

2

Contents

Foreword.. ........................................................................................................................... 7

Introduction����������� ..................................................................................... 8

1 Scope............................................................................................................................ 8

2 Normative references..................................................................................................... 9

3 Terms and definitions and abbreviations ........................................................................ 9

3.1 Terms and definitions ........................................................................................... 9

3.2 Abbreviations ......................................................................................................11

4 Network management procedures .................................................................................11

4.1 General ...............................................................................................................11

4.2 NM_IndividualAddress_Read ...............................................................................11

4.2.1 Description ..............................................................................................11

4.2.2 Used management service .......................................................................12

4.2.3 Sequence ................................................................................................12

4.2.4 Exception handling...................................................................................12

4.3 NM_IndividualAddress_Write ...............................................................................12

4.3.1 Description ..............................................................................................12

4.3.2 Used management services......................................................................12

4.3.3 Sequence ................................................................................................13

4.3.4 Exception handling...................................................................................14

4.4 NM_SerialNumberDefaultIA_Scan ........................................................................14

4.4.1 Description ..............................................................................................14

4.4.2 Used management service .......................................................................14

4.4.3 Sequence ................................................................................................15

4.4.4 Exception Handling ..................................................................................15

4.5 NM_IndividualAddress_SerialNumber_Read.........................................................15

4.5.1 Description ..............................................................................................15

4.5.2 Used management service .......................................................................15

4.5.3 Sequence ................................................................................................16

4.5.4 Exception handling...................................................................................16

4.6 NM_IndividualAddress_SerialNumber_Write .........................................................16

4.6.1 Description ..............................................................................................16

4.6.2 Used management services......................................................................16

4.6.3 Sequence ................................................................................................17

4.6.4 Exception handling...................................................................................17

4.7 NM_DomainAddress_Read ..................................................................................17

4.7.1 Description ..............................................................................................17

4.7.2 Used management service .......................................................................17

4.7.3 Sequence ................................................................................................18

4.7.4 Exception handling...................................................................................18

4.8 NM_DomainAddress_Write ..................................................................................18

4.8.1 Description ..............................................................................................18

4.8.2 Used management services......................................................................18

4.8.3 Sequence ................................................................................................19

4.8.4 Exception handling...................................................................................20

4.9 NM_DomainAddress_Scan...................................................................................20

4.9.1 Description ..............................................................................................20

Full document details: DIN EN 50090-7-1:2004-09

http://www.avadocuments.com/doc/din-en-50090-7-1-2004-09
http://www.avadocuments.com/doc/din-en-50090-7-1-2004-09


EN 50090-7-1:2004

3

4.9.2 Used management service ...................................................................... 20

4.9.3 Sequence................................................................................................ 21

4.9.4 Exception handling .................................................................................. 21

4.10 NM_Router_Scan................................................................................................ 21

4.10.1 Description.............................................................................................. 21

4.10.2 Used management service ...................................................................... 21

4.10.3 Sequence................................................................................................ 22

4.11 NM_SubnetworkDevices_Scan ............................................................................ 22

4.11.1 Description.............................................................................................. 22

4.11.2 Used management service ...................................................................... 22

4.11.3 Sequence................................................................................................ 23

4.12 NM_SubnetworkAddress_Read ........................................................................... 23

4.12.1 Description.............................................................................................. 23

4.12.2 Used management service ...................................................................... 23

4.12.3 Sequence................................................................................................ 23

4.12.4 Exception handling .................................................................................. 23

4.13 NM_IndividualAddress_Reset.............................................................................. 24

4.13.1 Description.............................................................................................. 24

4.13.2 Used management services ..................................................................... 24

4.13.3 Sequence................................................................................................ 24

4.14 NM_IndividualAddress_Scan ............................................................................... 25

4.14.1 Description.............................................................................................. 25

4.14.2 Used management services ..................................................................... 25

4.14.3 Sequence................................................................................................ 25

4.14.4 Possible Reactions .................................................................................. 25

4.15 NM_IndividualAddress_Check ............................................................................. 25

4.15.1 Description.............................................................................................. 25

4.15.2 Used management services ..................................................................... 26

4.15.3 Sequence................................................................................................ 26

4.16 NM_IndividualAddress_Check_LocalSubnetwork ................................................. 27

4.16.1 Description.............................................................................................. 27

4.16.2 Used management service ...................................................................... 27

4.16.3 Sequence................................................................................................ 27

4.17 NM_GroupAddress_Check .................................................................................. 27

4.17.1 Description.............................................................................................. 27

4.17.2 Used management service ...................................................................... 27

4.17.3 Sequence................................................................................................ 28

4.17.4 Exception handling .................................................................................. 28

4.18 NM_FunctionalBlock_Scan.................................................................................. 28

4.18.1 Description.............................................................................................. 28

4.18.2 Used management service ...................................................................... 28

4.18.3 Sequence................................................................................................ 29

4.18.4 Exception handling .................................................................................. 29

5 Device management procedures .................................................................................. 30

5.1 General .............................................................................................................. 30

5.2 General exception handling ................................................................................. 30

5.3 DM_Connect ....................................................................................................... 30

5.3.1 General Description................................................................................. 30

Full document details: DIN EN 50090-7-1:2004-09

http://www.avadocuments.com/doc/din-en-50090-7-1-2004-09
http://www.avadocuments.com/doc/din-en-50090-7-1-2004-09


EN 50090-7-1:2004

4

5.3.2 Procedure: DMP_Connect_RCo................................................................30

5.3.3 Procedure: DMP_Connect_RCl.................................................................31

5.4 DM_Disconnect ...................................................................................................32

5.4.1 General Description .................................................................................32

5.4.2 Procedure: DMP_Disconnect_RCo ...........................................................32

5.4.3 Procedure: DMP_Disconnect_RCl ............................................................33

5.5 DM_Authorize......................................................................................................33

5.5.1 General Description .................................................................................33

5.5.2 Procedure: DMP_Authorize_RCo..............................................................33

5.6 DM_SetKey .........................................................................................................34

5.6.1 General description ..................................................................................34

5.6.2 Procedure: DM_SetKey_RCo ...................................................................34

5.7 DM_Restart .........................................................................................................35

5.7.1 General description ..................................................................................35

5.7.2 Procedure: DM_Restart_RCo ...................................................................35

5.8 DM_Delay ...........................................................................................................36

5.8.1 Description ..............................................................................................36

5.8.2 Procedure: DMP_Delay ............................................................................36

5.9 DM_IndividualAddressRead .................................................................................36

5.10 DM_IndividualAddressWrite .................................................................................37

5.11 DM_DomainAddressRead ....................................................................................37

5.12 DM_DomainAddressWrite ....................................................................................37

5.13 DM_ProgMode_Switch .........................................................................................37

5.13.1 Description ..............................................................................................37

5.13.2 Procedure: DMP_ProgModeSwitch_RCo...................................................38

5.14 DM_GroupObject_Link_Read ...............................................................................38

5.14.1 Description ..............................................................................................38

5.14.2 Used management service .......................................................................38

5.14.3 Sequence ................................................................................................39

5.14.4 Exception handling...................................................................................39

5.15 DM_GroupObject_Link_Write ...............................................................................39

5.15.1 Description ..............................................................................................39

5.15.2 Used management services......................................................................39

5.15.3 Sequence ................................................................................................40

5.15.4 Exception handling...................................................................................40

5.16 DM_MemWrite .....................................................................................................40

5.16.1 General description ..................................................................................40

5.16.2 Procedure: DMP_MemWrite_RCo .............................................................41

5.16.3 Procedure: DMP_MemWrite_RCoV...........................................................42

5.17 DM_MemVerify ....................................................................................................44

5.17.1 General description ..................................................................................44

5.17.2 Procedure: DMP_MemVerify_RCo ............................................................44

5.18 DM_MemRead.....................................................................................................45

5.18.1 General description ..................................................................................45

5.18.2 Procedure: DMP_MemRead_RCo.............................................................46

5.19 DM_UserMemWrite..............................................................................................46

5.19.1 General description ..................................................................................46

5.19.2 Procedure: DMP_UserMemWrite_RCo......................................................47

5.19.3 Procedure: DMP_UserMemWrite_RCoV ...................................................48

Full document details: DIN EN 50090-7-1:2004-09

http://www.avadocuments.com/doc/din-en-50090-7-1-2004-09
http://www.avadocuments.com/doc/din-en-50090-7-1-2004-09


EN 50090-7-1:2004

5

5.20 DM_UserMemVerify ............................................................................................ 50

5.20.1 General description ................................................................................. 50

5.20.2 Procedure: DMP_UserMemVerify_RCo .................................................... 50

5.21 DM_UserMemRead ............................................................................................. 51

5.21.1 General description ................................................................................. 51

5.21.2 Procedure: DMP_UserMemRead_RCo ..................................................... 51

5.22 DM_InterfaceObjectWrite .................................................................................... 52

5.22.1 General description ................................................................................. 52

5.22.2 Procedure: DMP_InterfaceObjectWrite_R ................................................ 52

5.23 DM_InterfaceObjectVerify ................................................................................... 53

5.23.1 General description ................................................................................. 53

5.23.2 Procedure: DMP_InterfaceObjectVerify_R................................................ 54

5.24 DM_InterfaceObjectRead .................................................................................... 55

5.24.1 General description ................................................................................. 55

5.24.2 Procedure: DMP_InterfaceObjectRead_R ................................................ 56

5.25 DM_InterfaceObjectScan .................................................................................... 57

5.25.1 General description ................................................................................. 57

5.25.2 Procedure: DMP_InterfaceObjectScan_R................................................. 58

5.26 DM_LoadStateMachineWrite ............................................................................... 59

5.26.1 General description ................................................................................. 59

5.26.2 Procedure: DMP_LoadStateMachineWrite_RCo_Mem .............................. 61

5.26.3 Procedure: DMP_LoadStateMachineWrite_RCo_IO.................................. 65

5.27 DM_LoadStateMachineVerify .............................................................................. 68

5.27.1 General description ................................................................................. 68

5.27.2 Procedure: DM_LoadStateMachineVerify_RCo_Mem ............................... 69

5.27.3 Procedure: DMP_LoadStateMachineVerify_R_IO ..................................... 69

5.28 DM_LoadStateMachineRead ............................................................................... 70

5.28.1 General description ................................................................................. 70

5.28.2 Procedure: DMP_LoadStateMachineRead_RCo_Mem .............................. 71

5.28.3 Procedure: DMP_LoadStateMachineRead_R_IO ...................................... 72

5.29 DM_RunStateMachineWrite ................................................................................ 73

5.29.1 General description ................................................................................. 73

5.29.2 Procedure: DMP_RunStateMachineWrite_RCo_Mem ............................... 74

5.29.3 Procedure: DMP_RunStateMachineWrite_R_IO ....................................... 75

5.30 DM_RunStateMachineVerify................................................................................ 76

5.30.1 General description ................................................................................. 76

5.30.2 Procedure: DMP_RunStateMachineVerify_RCo_Mem .............................. 77

5.30.3 Procedure: DMP_RunStateMachineVerify_R_IO ...................................... 78

5.31 DM_RunStateMachineRead ................................................................................ 79

5.31.1 General description ................................................................................. 79

5.31.2 Procedure: DMP_RunStateMachineRead_RCo_Mem ............................... 79

5.31.3 Procedure: DMP_RunStateMachineRead_R_IO ....................................... 80

5.32 DM_LCSlaveMemWrite ....................................................................................... 81

5.32.1 General description ................................................................................. 81

5.32.2 Procedure: DMP_LCSlaveMemWrite_RCo ............................................... 82

5.33 DM_LCSlaveMemVerify ...................................................................................... 83

5.33.1 General description ................................................................................. 83

5.33.2 Procedure: DMP_LCSlaveMemVerify_RCo .............................................. 84

5.34 DM_LCSlaveMemRead ....................................................................................... 85

Full document details: DIN EN 50090-7-1:2004-09

http://www.avadocuments.com/doc/din-en-50090-7-1-2004-09
http://www.avadocuments.com/doc/din-en-50090-7-1-2004-09


EN 50090-7-1:2004

6

5.34.1 General description ..................................................................................85

5.34.2 Procedure: DMP_LCSlaveMemRead_RCo ................................................85

5.35 DM_LCExtMemWrite............................................................................................86

5.35.1 General description ..................................................................................86

5.35.2 Procedure: DMP_LCExtMemWrite_RCo....................................................87

5.36 DM_LCExtMemVerify ...........................................................................................88

5.36.1 General description ..................................................................................88

5.36.2 Procedure: DMP_LCExtMemVerify_RCo...................................................89

5.37 DM_LCExtMemRead............................................................................................90

5.37.1 General description ..................................................................................90

5.37.2 Procedure: DMP_LCExtMemRead_RCo....................................................90

5.38 DM_LCExtMemOpen ...........................................................................................91

5.38.1 General description ..................................................................................91

5.38.2 Procedure: DMP_LCExtMemOpen_RCo ...................................................91

5.39 DM_LCRouteTableStateWrite ..............................................................................91

5.39.1 General description ..................................................................................91

5.39.2 Procedure: DMP_LCRouteTableStateWrite_RCo ......................................92

5.40 DM_LCRouteTableStateVerify..............................................................................93

5.40.1 General description ..................................................................................93

5.40.2 Procedure: DMP_LCRouteTableStateVerify_RCo......................................93

5.41 DM_LCRouteTableStateRead ..............................................................................94

5.41.1 General description ..................................................................................94

5.41.2 Procedure: DMP_LCRouteTableStateRead_RCo ......................................94

Table 1 � Resulting states after each event .........................................................................60

Table 2 � Overview state machine types and tables .............................................................61

Table 3 � Overview addresses for the load management controls ........................................61

Table 4 � Addresses of the load state controls.....................................................................69

Table 5 � Addresses of the load state controls.....................................................................71

Table 6 � Run state events and resulting run states .............................................................73

Table 7 � Addresses of the run state controls ......................................................................74

Full document details: DIN EN 50090-7-1:2004-09

http://www.avadocuments.com/doc/din-en-50090-7-1-2004-09
http://www.avadocuments.com/doc/din-en-50090-7-1-2004-09


EN 50090-7-1:2004

7

Foreword

This European Standard was prepared by the Technical Committee CENELEC TC 205, Home and Building
Electronic Systems (HBES) with the help of CENELEC co-operation partner Konnex Association (formerly
EHBESA).

The text of the draft was submitted to the Unique Acceptance Procedure and was approved by CENELEC as
EN 50090-7-1 on 2003-12-02.

This European Standard supersedes R205-011:1996.

CENELEC takes no position concerning the evidence, validity and scope of patent rights.

Konnex Association as Cooperating Partner to CENELEC confirms that to the extent that the standard
contains patents and like rights, the Konnex Association's members are willing to negotiate licenses thereof
with applicants throughout the world on fair, reasonable and non-discriminatory terms and conditions.

Konnex Association Tel.:  + 32 2 775 85 90
Neerveldstraat, 105 Fax.:  + 32 2 675 50 28
Twin House e-mail:  info@konnex.org
B - 1200 Brussels www.konnex.org

Attention is drawn to the possibility that some of the elements of this standard may be the subject of patent
rights other than those identified above. CENELEC shall not be held responsible for identifying any or all such
patent rights.

The following dates were fixed:

� latest date by which the EN has to be implemented
at national level by publication of an identical
national standard or by endorsement (dop) 2004-12-01

� latest date by which the national standards conflicting
with the EN have to be withdrawn (dow) 2006-12-01

EN 50090-7-1 is part of the EN 50090 series of European Standards, which will comprise the following parts:

Part 1: Standardization structure

Part 2: System overview

Part 3: Aspects of application

Part 4: Media independent layers

Part 5: Media and media dependent layers

Part 6: Interfaces

Part 7: System management

Part 8: Conformity assessment of products

Part 9: Installation requirements
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Introduction

The management procedures capture the dynamics of managing distributed resources on the network in
terms of abstract procedures. On the network itself, a procedure consists of a sequence of telegrams,
exchanged between two partners: the management client and the management server.

The management client is a powerful device with 'controller' functionality, typically but not exclusively PC-
based. Except for network-oriented management, the server is always one particular 'target device'. In the
former case, it is in fact the network as a whole which acts as partner or server. Ultimately, of course, the
response to a client request is always generated by the individual devices connected to the network, either
one or many. In addition to its run-time behaviour (based on group communication), every device moreover
supports a rich management server profile to this purpose. One important objective of this part �Management
Procedures� is precisely to allow a concise description of such a profile. It is clear that the information about
the full set of management procedures supported by a particular device or implementation, tells us
significantly more about the device than merely the list of services through which this is realised.

Note that in general, one single device may well implement both client as well as server functionality. For and
during the execution of one particular management procedure, however, one device takes on one single role.

1 Scope

This international standard establishes general principles for network- and device-management shared by
and independent of the installation mode. The goal is to standardize the interaction, between a management
client and a management server, that shall lead to the successful configuration of the devices. In this way,
these management procedures thus specify the highest level communication requirements between a
management client and a management server. These requirements specify

a) the sequence of messages that shall be exchanged between a management client and a
management server, and

b) the contents and interpretation of the transported data, and

c) the action to take based on these data (setting internal resources, state machines, physical
actions, �), and

d) the error and exception handling.

The management procedures base on the application layer services.

Some management procedures solely base on the use of one or a sequence of dedicated application layer
services to achieve the required goal. For these, the documents EN 50090-4-1 and EN 50090-4-2 provide
sufficient information for the underlying mechanisms.

Other management procedures additionally use the application layer services to access internal data in the
management server to achieve the required goal. These data are laid down as objects as specified in
EN 50090-3-2.

Full document details: DIN EN 50090-7-1:2004-09
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2 Normative references

The following referenced documents are indispensable for the application of this document. For dated
references, only the edition cited applies. For undated references, the latest edition of the referenced
document (including any amendments) applies.

EN 50090-1 
1)

Home and Building Electronic Systems (HBES) �
Part 1: Standardisation structure

EN 50090-3-2:2004 Home and Building Electronic Systems (HBES) �
Part 3-2: Aspects of application � User process for HBES Class 1

EN 50090-4-1:2004 Home and Building Electronic Systems (HBES) �
Part 4-1: Media independent layers � Application layer for HBES Class 1

EN 50090-4-2:2004 Home and Building Electronic Systems (HBES) �
Part 4-2: Media independent layers � Transport layer, network layer and general
parts of data link layer for HBES Class 1

3 Terms and definitions and abbreviations

3.1 Terms and definitions

For the purposes of this part the terms and definitions given in EN 50090-1 and the following apply.

3.1.1 
network
a combination of several transmission links connected at individual points by electrical or optical means as
part of an installation, system, appliance or component

3.1.2 
Bus Access Unit (BAU)
the bus access unit contains all protocol layers plus the optional internal user application

3.1.3 
device
product
HBES Products consist of devices in the form of hardware, firmware and  their associated software

3.1.4 
management procedures
the dynamics of managing distributed resources on the network in terms of abstract procedures between two
partners: the management client and the management server

3.1.5 
management client
a powerful device with 'controller' functionality, typically but not exclusively PC-based

3.1.6 
management server
always one particular device that acts as target device. Except for network-oriented management, where it is
in fact the network as a whole which acts as partner or server

�������

1)
At draft stage.
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3.1.7 
network management
describes the device independent management procedures on the network. These are e.g. reading / writing
the individual address, scanning the network. For these procedures no knowledge of the single devices is
required

3.1.8 
device management
describes the procedures to access one specific device. These procedures describe e.g. the load procedures,
reading the state. For these procedures a detailed knowledge of the device is required

3.1.9 
communication mode
kind of object on which the  communication relies, through relationship between communication points: one-
to-many connectionless (multicast), one-to-all connectionless (broadcast), one-to-one connectionless,
one-to-one connection-oriented

3.1.10 
Group Address Table (GrAT)
the shared resource of both the Link Layer and the group oriented Transport Layer; used by the Link Layer as
a look up reference to check whether it should pass a received frame to the upper layers or not and used by
the group oriented Transport Layer to map an incoming LSAP (Group Address) to a TSAP in receiving
direction and vice versa in sending direction

3.1.11 
Group Object Association Table
the resource of the Application Layer that stores the relationship between Transport Layer Service Access
Points (TSAPs) and Application Layer Service Access Points (ASAP), as needed when mapping the Multicast
Communication Mode messages A_GroupValue_Read and A_GroupValue_Write to T_Data_Group
messages and vice versa

NOTE 1 The TSAP is an index in the Group Address Table. The ASAP is the Group Object number. The lowest ASAP is 0.

NOTE 2 The ASAP is a unique identifier for a group object to the Application Layer. Please refer as well to the Application Layer
specifications in EN 50090-4-1. The ASAP is thus a group object number.

3.1.12 
application program
the element within an installed system (i.e. in a device) which performs information processing for a particular
application. Ensures the operations needed to execute the application

3.1.13 
Physical External Interface (PEI)
the physical and electrical interface situated in a device between the bus access unit and any hardware
performing applicative functionality

3.1.14 
PEI Type
the physical and logical identifier of the configuration of the PEI to enable hardware compatibility recognition

3.1.15 
External Message Interface (EMI)
the collection of messages that together build a generic message interface to each protocol layer of a BAU
and any applicative functionality

Full document details: DIN EN 50090-7-1:2004-09
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3.2 Abbreviations

ASAP Application Layer Service Access Points

BAU Bus Access Unit

DoA Domain Address field in the frame

DoA_Device Domain Addresses of the Device of which the individual address is read; it is contained
in the response if the device is on Powerline

EMI External Message Interface

GrAT Group Address Table

IA Individual Address of the sender

PEI Physical External Interface

PPPP Individual address of the device, in the response

RCo Point-to-Point, Connection-oriented Communication Mode to a remote device

RCoV Point-to-Point, Connection-oriented Communication Mode with verification to a remote
device

RCl Point-to-Point, Connection-less Communication Mode to a remote device

SA Source Address of the sender

SN Serial Number field in the frame

SN_Device Serial Number of the Device of which the individual address is to be read

TL Transport Layer

TSAPs Transport Layer Service Access Points

4 Network management procedures

4.1 General

The network management procedures describe the device independent management procedures. These
procedures shall be used to configure the network, and to get the information about the configuration of the
network and connected devices.

For these procedures no knowledge of the single devices is required. They will work with every device
connected to the network

 2)
. Both management server and management client shall be based on the use of

the dedicated application layer services which are specified in EN 50090-4-1 for this purpose. Every
individual management procedure below contains a dedicated subclause �Used management services�
referencing - by name - the application layer services used. The procedures work independent of the location
of the management client in the network. Some procedures require the preceding configuration of routers and
domain addresses via other procedures.

4.2 NM_IndividualAddress_Read

4.2.1 Description

This network management procedure shall be used to read out the individual addresses of all the devices,
which are in programming mode.

This procedure works independently of the configuration of the individual address of the router. When
applicable this procedure shall be preceded by the configuration of the domain address.

�������

2)
The management server functionality has to be implemented.
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4.2.2 Used management service

The NM_IndividualAddress_Read procedure shall use the following management service:

� A_IndividualAddress_Read

4.2.3 Sequence

Management
client

Network /
Management
server

Remark

A_IndividualAddress_Read-PDU
()

A_IndividualAddress_Response-PDU
(indiv. addr. = PPPP)

...

The devices, one or more,
which are in programming
mode respond
timeout: 3 s

4.2.4 Exception handling

Always wait until the timeout has elapsed. Collect all responses during this timeout.

If no A_IndividualAddress_Response is received, no device is in programming mode.
If one A_IndividualAddress_Response is received, exactly one device is in programming mode.
If more than one response is received, several devices are in programming mode.
If two or more responses with the same individual address are received, there is more than one device with
the same individual addresses.

Do not evaluate Layer-2 repetitions.

4.3 NM_IndividualAddress_Write

4.3.1 Description

This network management procedure shall be used to write the individual address of one single device which
is in programming mode.

The procedure shall wait until exactly one device is in programming mode. It shall check that no other device
has the same individual address and only one device is in programming mode. The procedure shall check if
the programming was successful and switch off the programming mode by executing a restart of the device.

When applicable this procedure shall be preceded by the configuration of the individual addresses of the
installed routers and the domain addresses.

4.3.2 Used management services

The NM_IndividualAddress_Write procedure shall use the following management services:

� A_IndividualAddress_Read

� A_IndividualAddress_Write

� A_DeviceDescriptor_Read

� A_Restart

� A_Connect

Full document details: DIN EN 50090-7-1:2004-09
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4.3.3 Sequence

Management
client

Network /
Management
server

Remark

1. Verify if individual address exists:

A_Connect-PDU
(indiv. addr. = PPPP)

negative

A_Connect.Lcon �
individual address not
used

if positive A_Connect.Lcon is received

A_DeviceDescriptor_Read-PDU
()

A_DeviceDescriptor_Response-PDU
(mask version)

no
A_DeviceDescriptor_Res

ponse received �
individual address not
used

endif

A_Disconnect_Req
()

Management
client

Network /
Management
server

Remark

2. Wait until device is in programming mode:

repeat until one A_IndividualAddress_Response is received

A_IndividualAddress_Read-PDU
()

A_IndividualAddress_Response-PDU
(indiv. addr. = AAAA)

...

One or more responses
may be received from
different devices
timeout: 1 s

if more than one response is received � more than one device in programming mode

end repeat

3. Set individual address

if PPPP ! AAAA

A_IndividualAddress_Write-PDU
(indiv. addr. = PPPP)

endif

Full document details: DIN EN 50090-7-1:2004-09
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4. Verify and switch LED off:

A_Connect-PDU
(indiv. addr. = PPPP)

A_DeviceDescriptor_Read-PDU
()

A_DeviceDescriptor_Response-PDU
(mask version)

A_Restart-PDU
()

abort the connection of the client side transport layer

4.3.4 Exception handling

to 1.: If an A_Disconnect.ind is received instead of an A_DeviceDescriptor_Response-PDU, then a device
with this individual address exists but it may either use another connection or does not support connection-
oriented mode. Continue with the procedure in every case.

to 2.: The management client shall always wait until the timeout has elapsed. It shall collect all the
responses during this timeout. This procedures shall wait until one device is in programming mode

 3)
.

The following cases may occur at this point:

� A device with the individual address exists, but it is not the one which is in programming mode

  don�t continue with the procedure.

� A device with the individual address exists, and it is the one which is in programming mode

  continue with the procedure.

� No device with the individual address exists

  continue with the procedure.

to 4.: If no A_DeviceDescriptor_Response-PDU is received, than the programming of the individual
address may have failed, or the system (router) was not configured correctly.

4.4 NM_SerialNumberDefaultIA_Scan

4.4.1 Description

This network management procedure shall be used to obtain the serial number of each device of which the
individual address (IA) is the default individual address.

4.4.2 Used management service

The NM_SerialNumberDeafultIA_Scan procedure shall use the following management service:

� A_PropertyValue_Read

�������

3)
The user of the management client should get an information, how many devices are in programming mode (none or

more than one).
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4.4.3 Sequence

Management
client

Network /
Management
server

Remark

A_PropertyValue_Read-PDU
(IA = default IA, Obj. 00h, Prop. 0Bh, Length 1)

A_PropertyValue_Response-PDU
(IA = default IA, Obj. 00h, Prop. 0Bh, Length 1, SN)

Responses may be received
from none, one or more
devices.

�
If no response is received,
no device has the default
individual address.

A_PropertyValue_Response-PDU
(IA = default IA, Obj. 00h, Prop. 0Bh, Length 1, SN)

4.4.4 Exception Handling

The general exception handling of 5.2 shall be applied .

4.5 NM_IndividualAddress_SerialNumber_Read

4.5.1 Description

This network management procedure shall be used to read the individual address of one single device of
which the serial number is known.

The serial number of the device (SN_Device) shall be known in advance.

If the individual address of more than one device has to be read, this network management procedure
�NM_IndividualAddress_SerialNumber_Read� shall be repeated for each device, using each device�s serial
number.

4.5.2 Used management service

The NM_IndividualAddress_Read procedure shall use the following management service:

� A_IndividualAddressSerialNumber_Read

Full document details: DIN EN 50090-7-1:2004-09
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4.5.3 Sequence

SN = serial number field in the frame

SN_Device = serial number of the device of which the individual address is to be read

SA = source address of the sender

IA = individual address of the sender

PPPP = The individual address of the device, in the response

DoA = domain address field in the frame

DoA_Device = domain addresses of the device of which the individual address is read; it is contained in
the response if the device is on Powerline

1. Get individual address of server

Client Server

A_IndividualAddressSerialNumber_Read-PDU
(SN = SN_Device)

A_IndividualAddressSerialNumber_Response-PDU
(SA = IA = PPPP, SN = SN_Device,

DoA = DoA_Device)

No answer received � Error

The individual address is contained as the source address of the response frame.

4.5.4 Exception handling

If no answer is received, there is no device present in the network with the given serial number.

4.6 NM_IndividualAddress_SerialNumber_Write

4.6.1 Description

This network management procedure shall be used to write the individual address of one single device of
which the serial number is known. The procedure shall ensure that the assigned individual address is unique,
and shall check whether the programming was successful.

If applicable this procedure shall be preceded by the configuration of the individual addresses of the installed
routers and the domain addresses.

The serial number of the device to be programmed shall be known in advance, either by the procedure
NM_SerialNumberDefaultIA_Scan or by any other means.

If the individual address of more than one device has to be programmed, this network management
procedure shall be repeated for each device, using that device�s serial number.

4.6.2 Used management services

The NM_IndividualAddress_SerialNumber_Write procedure shall use the following management services:

  A_IndividualAddressSerialNumber_Write

  A_IndividualAddressSerialNumber_Read

Full document details: DIN EN 50090-7-1:2004-09
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4.6.3 Sequence

PPPP = individual address to be programmed

SN_Device = serial number of device to which the individual address will be assigned

Management
client

Network /
Management
server

Remark

1. Set individual address of Server

A_IndividualAddressSerialNumber_Write-PDU
(SN = SN_Device, IA = PPPP)

The server shall set its
individual address according
to the received value

2. Verify

A_IndividualAddressSerialNumber_Rea-PDU
(SN = SN_Device)

A_IndividualAddressSerialNumber_Response-PDU
(IA = PPPP)

Different or no answer

received � Error

NOTE   Opposite to the procedures "NM_IndvidualAddress_Write" and "NM_DomainAndIndividualAddress_Write", both requiring
devices to be in �programming mode�, and using the A_IndividualAddress_Write service, this procedure does not reset the device after
assigning the individual address.

4.6.4 Exception handling

The general exception handling of 5.2 shall be applied
 
.

4.7 NM_DomainAddress_Read

4.7.1 Description

This network management procedure shall be used to read out the domain addresses of all the devices which
are in programming mode.

This procedure shall independently of the configuration of the domain address and the individual address of
the router.

4.7.2 Used management service

The NM_DomainAddress_Read procedure shall use the following management service:

  A_DomainAddress_Read

Full document details: DIN EN 50090-7-1:2004-09
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4.7.3 Sequence

Management
client

Network /
Management
server

Remark

A_DomainAddress_Read-PDU
()

A_DomainAddress_Response-PDU
(indiv. addr.,domain addr)

...

one or more responses may
be received from different
devices
timeout: 3 s

4.7.4 Exception handling

Always wait until the timeout has elapsed. Collect all responses during this timeout.

If no A_DomainAddress_Response is received, no device is in programming mode.

If one A_DomainAddress_Response is received, exactly one device is in programming mode.

If more than one response is received, several devices are in programming mode.

If two or more responses with the same domain address and individual addresses are received, there is more
than one device with the same domain address and the same individual addresses.

Layer-2 repetitions shall not be evaluated.

4.8 NM_DomainAddress_Write

4.8.1 Description

This network management procedure shall be used to set the domain address and the individual address of
one single device which is in programming mode.

This procedure shall ensure that no other device has the same individual address and wait until exactly one
device is in programming mode. It shall verify whether the programming is successful and switch the device
into normal operation mode by executing a restart of the device.

For this procedure the management server has to provide a free domain address.

4.8.2 Used management services

The NM_DomainAddress_Write procedure shall use the following management services:

� A_DomainAddress_Read

� A_DomainAddress_Write

� A_IndividualAddress_Write

� A_DeviceDescriptor_Read

� A_Restart

� A_Connect

Full document details: DIN EN 50090-7-1:2004-09
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4.8.3 Sequence

Management
client

Network /
Management
server

Remark

1. Verify if individual address exists:

A_Connect-PDU
(indiv. addr. = AAAA)

negative A_Connect.Lcon

� individual address not
used

if positive A_Connect.Lcon was received

A_DeviceDescriptor_Read-PDU
()

A_DeviceDescriptor_Response-PDU
()

no A_DeviceDescriptor-
_Response-PDU received

� individual address not
used

endif

A_Disconnect-PDU
()

2. Wait until device is in programming mode:

repeat until one A_IndividualAddress_Response-PDU is received

A_DomainAddress_Read-PDU
()

A_DomainAddress_Response-PDU
(indiv. addr. = CCCC,domain addr = BBBB)

..
.

one or more responses
may be received from
different devices
timeout: 1 s

if more than one response is received � more than one device in programming mode

end repeat

3. Set domain address and individual address

if domain address BBBB ! DDDD

A_DomainAddress_Write-PDU
(domain addr = DDDD)

endif

if CCCC! AAAA

A_IndividualAddress_Write-PDU
(indiv. addr. = AAAA)

endif
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4. Verify and switch LED off:

A_Connect-PDU
 (indiv. addr. = CCCC)

A_DeviceDescriptor_Read-PDU
()

A_DeviceDescriptor_Response-PDU
()

A_Restart-PDU
()

abort the connection of the client side transport layer

4.8.4 Exception handling

to 1.: If an A_Disconnect-PDU is received instead of an A_DeviceDescriptor_Response-PDU, than a
device with this individual address exists but it may either use another connection, or does not support
connection-oriented mode. The procedure shall be continued in any case.

to 2.: The management server shall always wait until the timeout has elapsed. It shall collect all responses
during this timeout. This procedures shall wait until one device is in programming mode

 4)

The following cases may occur at this point:

� A device with the individual address exists, but it is not the one which is in programming mode.
The procedure shall be aborted in this case.

� A device with the individual address exists, and it is the one which is in programming mode. The
procedure shall be continued in this case.

� No device with the individual address exists. The procedure shall be continued in this case.

to 4.: If no A_DeviceDescriptor_Response-PDU is received, than the programming of the individual
address may have failed or the system (router) has not been configured correctly.

4.9 NM_DomainAddress_Scan

4.9.1 Description

This management procedure shall be used to provide a free domain address that is used by no device within
the physical reach of this medium.

Therefore the management server shall check for the existence of every individual address with this domain
address.

4.9.2 Used management service

The NM_DomainAddress_Scan procedure shall use the following management service:

� A_DomainAddressSelective_Read

�������

4)
The user of the management client should get an information, how many devices are in programming mode (none or

more than one).
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4.9.3 Sequence

Management
client

Network /
Management
server

Remark

set sub-network address = 00h

repeat until sub-network address  = FFhor an A_DomainAddress_Response-PDU is received

A_DomainAddressSelective_Read-PDU
(domain address = DDDD

start address = subnetwork:01h
range = FEh)

A_DomainAddress_Response-PDU
(indiv. addr.,domain addr)

...

termination condition:
reception of a response

timeout: range * Tmedia

if no response is received �  increment subnetwork address

end repeat

4.9.4 Exception handling

The management client shall wait until the timeout time has expired. If no response is received during this
time, the sub-network address of the start address shall be incremented. If the sub-network address exceeds
FFh, the domain address DDDD shall be accepted as a free domain address.

If a response is received the management server shall get a new domain address from the set of available
domain addresses. The sub-network address of the start address shall be reset to 00h and the scanning
procedure shall be executed until a free domain address is found.

4.10 NM_Router_Scan

4.10.1 Description

This network management procedure shall be used to determine which routers are installed in a network.

This procedure tries to build up a connection with each router. It shall collect all A_Disconnect-PDUs. All
routers from which an A_Disconnect-PDU is received exist in the network.

For this procedure the individual address of the routers and the domain address shall be configured.

4.10.2 Used management service

The NM_Router_Scan procedure shall use the following management service:

  A_Connect
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4.10.3 Sequence

Management
client

Network /
Management
server

Remark

for all router (AA: 00h - FFH)

A_Connect-PDU
(indiv. addr. = AA00)

collect all received
A_Disconnect_Ind

delay for 0.1 sec

collect
A_Disconnect-PDU
(indiv. addr. = AA00)

end for

collect
A_Disconnect-PDU
(indiv. addr. = AA00)

timeout: 6 s after last sent
A_Connect

4.11 NM_SubnetworkDevices_Scan

4.11.1 Description

This network management procedure shall be used to determine which devices exist on a line.

This procedure tries to build up a connection using every possible individual address in this line. It shall
collect all A_Disconnect-PDUs. All the devices, from which an A_Disconnect-PDU is received, exist on the
line.

For this procedure the individual address of the used routers and the domain address shall be configured.

4.11.2 Used management service

The NM_SubnetworkDevices_Scan procedure shall use the following management service:

� A_Connect
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4.11.3 Sequence

Management
client

Network /
Management
server

Remark

for all devices in line LL (AA: 00h - FFh)

A_Connect-PDU
(indiv. addr. = LLAA)

delay for 0.1 sec

collect all A_Disconnect-PDU collect all received
A_Disconnect-PDUs

end for

wait longer transport-layer timeout (> 6 s) after last
sent A_Connect-PDU

4.12 NM_SubnetworkAddress_Read

4.12.1 Description

This network management procedure shall be used to determine the address of the sub-network to which the
management client that performs this procedure is connected.

4.12.2 Used management service

The NM_SubnetworkAddress_Read procedure shall use the following management service:

� A_NetworkParameter_Read

4.12.3 Sequence

Management
client

Network /
Management
server

Remark

A_NetworkParameter_Read-PDU
(hop_count = 00h; object_type = 0000h;

PID = PID_SUBNET_ADDR = 57;
test_info = 00h)

the Management client shall have the
medium dependant default SNA and the
default device address FFh

this read service shall not be supported
on primary side of the Router except for
backbone line

A_NetworkParameter_Response-PDU
(hop_count = 00h; object_type = 0000h;

PID 
 
PID_SUBNET_ADDR = 57;

test_info = 00h;
test_result = SNA of the Router)

point to point individual addressing may
be used but broadcast addressing is
more relevant and efficient

timeout 3 s

the response shall be accepted by
management client without prior request

4.12.4 Exception handling

The management client shall wait until the timeout time has expired. If no response is received during this
time, it shall keep the current SNA.

In case of reception of multiple responses the last one shall be kept.
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4.13 NM_IndividualAddress_Reset

4.13.1 Description

This network management procedure shall be used to set back the individual address of one or more devices
which are in programming mode, to the default individual address FFFFh.

4.13.2 Used management services

The NM_IndividualAddress_Reset procedure shall use the following management services:

� A_IndividualAddress_Write;

� A_Restart;

� A_IndividualAddress_Read;

� A_Connect;

� A_Disconnect.

4.13.3 Sequence

Management
client

Network /
Management
server

Remark

repeat

reset individual address of all devices, which are in programming mode

A_IndividualAddress_Write-PDU
(indiv. addr. = FFFFh)

reset all devices with individual address FFFFh (switch off programming mode)

A_Connect-PDU
(indiv. addr. = FFFFh)

A_Restart-PDU
()

A_Disonnect-PDU
()

verify, that all devices are reset

A_IndividualAddress_Read-PDU
()

A_IndividualAddress_Response-PDU
(indiv. addr. = CCCC)

...

one or more responses may
be received from different
devices

until no A_IndividualAddress_Response was received

NOTE   Do not evaluate any local confirms, or received telegrams, except the A_IndividualAddress_Read.Lcon and the received
A_IndividualAddress_Response-PDU.
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4.14 NM_IndividualAddress_Scan

4.14.1 Description

This network management procedure shall be used to check for existence of a device with a given individual
address.

4.14.2 Used management services

The NM_IndividualAddress_Scan procedure shall use the following management services:

� A_Connect

� A_DeviceDescriptor_Read

� A_Disconnect

4.14.3 Sequence

Management
client

Network /
Management
server

Remark

A_Connect-PDU
(indiv. addr. = PPPP)

negative A_Connect.Lcon  
device does not exist

if positive A_Connect.Lcon was received

A_DeviceDescriptor_Read-PDU
()

A_DeviceDescriptor_Response-PDU
(mask version)

no
A_DeviceDescriptor_Response

-PDU received   device does
not exist

Endif

A_Disconnect_Req-PDU
()

4.14.4 Possible Reactions

Device reacts on A_DeviceDescriptor_Read � connection-oriented   device with this individual address
exists and supports connection-oriented communication

Device sends a A_Disconnect-PDU and no A_DeviceDescriptor_Response-PDU   a device with this
individual address exists, but it supports no connection-oriented communication.

4.15 NM_IndividualAddress_Check

4.15.1 Description

The procedure shall be used by a device or management client to check whether an individual address is
occupied on the network.
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4.15.2 Used management services

The NM_IndividualAddress_Check procedure shall use the following management services:

� A_DeviceDescriptor_Read

� A_Connect

� A_Disconnect

4.15.3 Sequence

Management
client

Network /
Management
server

Remark

A_Connect-PDU
(IA = PPPP)

If server device with IA=PPPP present not supporting connection handling:

A_Disconnect-PDU
()

A device with IA = PPPP not
supporting connection handling
has to send a disconnect

individual
address is
Occupied

else (no disconnect received after timeout) A device with IA = PPPP
supporting connection handling
has no reaction on the bus
except L2-ACK

A_DeviceDescriptor_Read-PDU
()

A_DeviceDescriptor_Read-PDU
(Data)

individual
address is
Occupied

if no A_DeviceDescriptor_Read-PDU received after timeout

individual
address is
NotOccupied

endif

A_Disconnect-PDU
()

Endif
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