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Anwendungsbeginn

Anwendungsbeginn fir die von CENELEC am 2012-03-28 angenommene Europaische Norm als DIN-Norm
ist 2013-01-01.

Nationales Vorwort
Zu diesem Dokument wurde ein Manuskriptverfahren in den DIN-Mitteilungen veréffentlicht.

Fir dieses Dokument ist das nationale Arbeitsgremium K 956 ,Feldbus“ der DKE Deutsche Kommission
Elektrotechnik Elektronik Informationstechnik im DIN und VDE (www.dke.de) zustandig.

Die enthaltene IEC-Publikation wurde vom SC 65C ,Industrial networks* erarbeitet.

Das IEC-Komitee hat entschieden, dass der Inhalt dieser Publikation bis zu dem Datum (stability date)
unverandert bleiben soll, das auf der IEC-Website unter ,http://webstore.iec.ch® zu dieser Publikation
angegeben ist. Zu diesem Zeitpunkt wird entsprechend der Entscheidung des Komitees die Publikation
—  bestatigt,

—  zurickgezogen,

— durch eine Folgeausgabe ersetzt oder

— geandert.

Fir den Fall einer undatierten Verweisung im normativen Text (Verweisung auf eine Norm ohne Angabe des
Ausgabedatums und ohne Hinweis auf eine Abschnittsnummer, eine Tabelle, ein Bild usw.) bezieht sich die
Verweisung auf die jeweils neueste gultige Ausgabe der in Bezug genommenen Norm.

Fir den Fall einer datierten Verweisung im normativen Text bezieht sich die Verweisung immer auf die in
Bezug genommene Ausgabe der Norm.

Der Zusammenhang der zitierten Normen mit den entsprechenden Deutschen Normen ergibt sich, soweit ein
Zusammenhang besteht, grundsatzlich Gber die Nummer der entsprechenden IEC-Publikation. Beispiel:
IEC 60068 ist als EN 60068 als Europaische Norm durch CENELEC tUbernommen und als DIN EN 60068 ins
Deutsche Normenwerk aufgenommen.

Das Prasidium des DIN hat mit Prasidialbeschluss 1/2004 festgelegt, dass DIN-Normen, deren Inhalt sich auf
internationale Arbeitsergebnisse der Informationsverarbeitung griindet, unter bestimmten Bedingungen allein
in englischer Sprache veréffentlicht werden dirfen. Diese Bedingungen sind fur die vorliegende Norm erfullt.

Da sich die Benutzer der vorliegenden Norm der englischen Sprache als Fachsprache bedienen, wird die
Englische Fassung der EN 61158-5-22 veroffentlicht. Zu deren Abschnitt 3, der die Begriffe festlegt, wurde
eine Ubersetzung angefertigt und als informativer Nationaler Anhang NA der vorliegenden Norm hinzugefiigt.
Fir viele der verwendeten Begriffe existieren keine gebrauchlichen deutschen Benennungen, da sich die
deutschen Anwender in der Regel ebenfalls der englischen Benennungen bedienen. Diese Norm steht nicht
in unmittelbarem Zusammenhang mit Rechtsvorschriften und ist nicht als Sicherheitsnorm anzusehen.

Einfiihrung
Ein Feldbus ist ein digitaler serieller Datenbus fir die Kommunikation zwischen Geraten der industriellen
Automatisierungstechnik ~ wie  beispielsweise = Messeinrichtungen,  Stellgliedern, Reglern  und

speicherprogrammierbaren Steuerungen. Die Normen der Reihe DIN EN 61158 legen eine Anzahl von
Feldbus-Protokolltypen fest. Die vorliegende Norm legt das Protokoll der Anwendungsschicht fir Typ 22 fest.
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Nationaler Anhang NA
(informativ)

3.5 Spezielle Begriffe fiir die Feldbus-Anwendungsschicht Typ 22

3.51

Anwendung

(en: application)

Funktion, fur die Daten ausgetauscht werden

3.5.2

Anwendungsobjekt

(en: application object)

Darstellung einer bestimmten Komponente innerhalb eines Gerates

3.5.3

azyklische Daten

(en: acyclic data)

Daten, die von Zeit zu Zeit zu bestimmten Zwecken Ubertragen werden

3.54

Bit

(en: bit)

Informationseinheit, die aus einer 0 oder 1 besteht. Ein Bit ist die kleinste Dateneinheit, die Ubertragen
werden kann

3.5.5

Zelle

(en: cell)

Synonym fir ein einzelnes DL-Segment, welches das RTFL-Kommunikationsmodell einsetzt

3.5.6

Kanal

(en: channel)

Pfad, der fir die Ubertragung von Daten bereitgestellt wird

3.5.7

Client

(en: client)

Objekt, das die Dienste eines Servers nutzt, indem es eine Nachricht initiiert, um eine Aufgabe auszufiihren

3.5.8

Kommunikationszyklus

(en: communication cycle)

festgelegte Zeitdauer, innerhalb der das Root-Gerat leere DLPDUs fir die Initiierung der zyklischen Kommu-
nikation ausgibt, bei der Daten tiber den CDC und den MSC Ubertragen werden

3.5.9

Verbindung

(en: connection)

logische Verbindung zwischen zwei Anwendungsobjekten

3.5.10

Zykluszeit

(en: cycle time)

Dauer eines Kommunikationszyklus
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3.5.11

zyklisch

(en: cyclic)

Ereignisse, die sich regelmafig wiederholen

3.5.12

zyklische Kommunikation

(en: cyclic communication)

periodischer Austausch von Telegrammen

3.5.13

zyklische Daten

(en: cyclic data)

Daten, die regelmaRig und wiederholt zu bestimmten Zwecken Ubertragen werden

3.5.14

zyklischer Datenkanal

(en: cyclic data channel, CDC)

Teil einer oder mehrerer DLPDUs, der fiir zyklische Daten reserviert ist

3.5.15

Daten

(en: data)

allgemeine Bezeichnung fiir jegliche Uber einen Feldbus Ubertragene Informationen

3.5.16

Gerat

(en: device)

mit dem Feldbus verbundene physikalische Einheit

3.5.17

Fehler

(en: error)

Nichtlbereinstimmung zwischen einem berechneten, beobachteten oder gemessenen Wert oder Zustand
und dem festgelegten oder theoretisch richtigen Wert oder Zustand

3.5.18

Fehlercode

(en: error code)

Identifikationsnummer eines bestimmten Fehlertyps

3.5.19

Gateway

(en: gateway)

Gerat, das als Verbindungselement zwischen verschiedenen Protokollen agiert

3.5.20

Index

(en: index)

Position eines Objektes innerhalb des Objektverzeichnisses

3.5.21

Kommunikation zwischen Zellen

(en: inter-cell communication)

Datenlibermittlung zwischen einem RTFL-Gerat und einem RTFN-Gerat oder zwischen einem RTFL-Gerat
und einem anderen RTFL-Gerat in verschiedenen Zellen, die Giber ein RTFN miteinander verbunden sind
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3.5.22

Schnittstelle

(en: interface)

gemeinsam genutzte Grenze zwischen zwei funktionalen Einheiten, die durch funktionale Merkmale, Signal-
merkmale oder entsprechend andere Merkmale festgelegt ist

3.5.23

Kommunikation innerhalb von Zellen

(en: intra-cell communication)

Datenubermittlung zwischen einem RTFL-Gerat und einem anderen RTFL-Gerat in der gleichen Zelle

3.5.24

logische Doppellinie

(en: logical double line)

Reihung des Root-Gerates und samtlicher gewdhnlicher Geréate, die die Kommunikations-DLPDU in
Vorwarts- und Ruckwartsrichtung verarbeiten

3.5.25

Zuordnungsparameter

(en: mapping parameters)

Satz von Werten, der die Verbindung zwischen Anwendungsobjekten und Prozessdatenobjekten festlegt

3.5.26

Master-Uhr

(en: master clock)

globale Zeitbasis flir den PCS-Mechanismus

3.5.27

Nachricht

(en: message)

geordnete Folge von Oktetten fiir die Ubermittlung von Daten

3.5.28

Nachrichtenkanal

(en: message channel, MSC)

Teil einer oder mehrerer DLPDUs, der flir azyklische Daten reserviert ist

3.5.29

Netzwerk

(en: network)

Menge von Geraten, die Uber ein bestimmtes Kommunikationsmedium miteinander verbunden sind,
einschliellich zwischengeschalteter Repeater, Bridges, Router und Gateways unterer Schichten

3.5.30

gewohnliches Gerit

(en: ordinary device, OD)

Slave im Kommunikationssystem, der RTFL fir den zyklischen und azyklischen Datenaustausch mit anderen
ODs in derselben logischen Doppellinie einsetzt

3.5.31

prazise Uhrensynchronisation

(en: precise clock synchronization, PCS)

Mechanismus zur Synchronisation von Uhren in RTFL-Geraten und zur Verwaltung einer globalen Zeitbasis

3.5.32

Prozessdaten

(en: process data)

Daten, die zu Verarbeitungszwecken zyklisch oder azyklisch Gibertragen werden
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3.5.33

Prozessdatenobjekt

(en: process data object)

zweckbestimmte Datenobjekte, die zu Verarbeitungszwecken zyklisch oder azyklisch Ubertragen werden

3.5.34

Protokoll

(en: protocol)

Vereinbarung Uber die Datenformate, Zeitabfolgen und die Fehlerkorrektur im Datenaustausch von Kommuni-
kationssystemen

3.5.35

Root-Gerat

(en: root device, RD)

Master im Kommunikationssystem, der den zyklischen und azyklischen RTFL-Datenaustausch fur eine
logische Doppellinie organisiert, initiiert und steuert

3.5.36

RTFL

(en: real time frame line)

Kommunikationsmodell in einer logischen Doppellinie

3.5.37

RTFN

(en: real time frame network)

Kommunikationsmodell in einem vermittelten Netzwerk

3.5.38

Rundlaufzeit

(en: round trip time)

Ubertragungszeit, die eine DLPDU vom RD zum letzten OD in Vorwarts- und Riickwartsrichtung benétigt

3.5.39

Subindex

(en: sub-index)

untergeordnete Position eines einzelnen Elementes eines Objektes innerhalb des Objektverzeichnisses

3.5.40

Zeitsteuerungssignal

(en: timing signal)

zeitbasierte Meldung des Auftretens eines Ereignisses, Ublicherweise als Unterbrechungssignal, eingesetzt
fur die DL-Benutzersynchronisation

3.5.41

Topologie

(en: topology)

physikalische Netzwerkarchitektur in Bezug auf die Verbindung zwischen den Stationen des Kommunika-
tionssystems
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This European Standard was approved by CENELEC on 2012-03-28. CENELEC members are bound to
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Standard the status of a national standard without any alteration.
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Foreword

The text of document 65C/606/FDIS, future edition 1 of IEC 61158-5-22, prepared by SC 65C, "Industrial
networks", of IEC/TC 65, "Industrial-process measurement, control and automation" was submitted to the
IEC-CENELEC parallel vote and approved by CENELEC as EN 61158-5-22:2012.

The following dates are fixed:

latest date by which the document has (dop) 2012-12-28
to be implemented at national level by

publication of an identical national

standard or by endorsement

latest date by which the national (dow) 2015-03-28
standards conflicting with the

document have to be withdrawn

Attention is drawn to the possibility that some of the elements of this document may be the subject of patent
rights. CENELEC [and/or CEN] shall not be held responsible for identifying any or all such patent rights.

Endorsement notice

The text of the International Standard IEC 61158-5-22:2010 was approved by CENELEC as a European
Standard without any modification.
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INTRODUCTION

This part of IEC 61158 is one of a series produced to facilitate the interconnection of automation system
components. It is related to other standards in the set as defined by the “three-layer” fieldbus reference model
described in IEC/TR 61158-1.

The application service is provided by the application protocol making use of the services available from the
data-link or other immediately lower layer. This standard defines the application service characteristics that
fieldbus applications and/or system management may exploit.

Throughout the set of fieldbus standards, the term “service” refers to the abstract capability provided by one
layer of the OSI Basic Reference Model to the layer immediately above. Thus, the application layer service
defined in this standard is a conceptual architectural service, independent of administrative and
implementation divisions.
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INDUSTRIAL COMMUNICATION NETWORKS -
FIELDBUS SPECIFICATIONS -

Part 5-22: Application layer service definition —
Type 22 elements

1 Scope

11 Overview

The fieldbus application layer (FAL) provides user programs with a means to access the fieldbus
communication environment. In this respect, the FAL can be viewed as a “window between corresponding
application programs.”

This standard provides common elements for basic time-critical and non-time-critical messaging
communications between application programs in an automation environment and material specific to Type
22 fieldbus. The term “time-critical” is used to represent the presence of a time-window, within which one or
more specified actions are required to be completed with some defined level of certainty. Failure to complete
specified actions within the time window risks failure of the applications requesting the actions, with attendant
risk to equipment, plant and possibly human life.

This standard defines in an abstract way the externally visible service provided by the fieldbus application
layer in terms of

a) an abstract model for defining application resources (objects) capable of being manipulated by users via
the use of the FAL service;

b) the primitive actions and events of the service;

c) the parameters associated with each primitive action and event, and the form which they take; and

d) the interrelationship between these actions and events, and their valid sequences.

The purpose of this standard is to define the services provided to

a) the FAL user at the boundary between the user and the application layer of the fieldbus reference model;
and

b) Systems Management at the boundary between the application layer and Systems Management of the
fieldbus reference model.

This standard specifies the structure and services of the fieldbus application layer, in conformance with the
OSI Basic Reference Model (ISO/IEC 7498) and the OSI application layer structure (ISO/IEC 9545).

FAL services and protocols are provided by FAL application-entities (AE) contained within the application
processes. The FAL AE is composed of a set of object-oriented application service elements (ASEs) and a
layer management entity (LME) that manages the AE. The ASEs provide communication services that
operate on a set of related application process object (APO) classes. One of the FAL ASEs is a management
ASE that provides a common set of services for the management of the instances of FAL classes.

Although these services specify, from the perspective of applications, how request and responses are issued
and delivered, they do not include a specification of what the requesting and responding applications are to
do with them. That is, the behavioral aspects of the applications are not specified; only a definition of what
requests and responses they can send/receive is specified. This permits greater flexibility to the FAL users in
standardizing such object behavior. In addition to these services, some supporting services are also defined
in this standard to provide access to the FAL to control certain aspects of its operation.
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1.2  Specifications
The principal objective of this standard is to specify the characteristics of conceptual application layer

services suitable for time-critical communications, and thus supplement the OSI Basic Reference Model in
guiding the development of application layer protocols for time-critical communications.

A secondary objective is to provide migration paths from previously-existing industrial communications
protocols. It is this latter objective which gives rise to the diversity of services standardized as the various
Types of IEC 61158, and the corresponding protocols standardized in subparts of IEC 61158-6.

This specification may be used as the basis for formal application programming interfaces. Nevertheless, it is
not a formal programming interface, and any such interface will need to address implementation issues not
covered by this specification, including:

a) the sizes and octet ordering of various multi-octet service parameters; and

b) the correlation of paired request and confirm, or indication and response, primitives.
1.3 Conformance

This standard does not specify individual implementations or products, nor does it constrain the
implementations of application layer entities within industrial automation systems.

There is no conformance of equipment to this application layer service definition standard. Instead,
conformance is achieved through implementation of conforming application layer protocols that fulfill the
application layer services as defined in this standard.

2 Normative references

The following referenced documents are indispensable for the application of this document. For dated
references, only the edition cited applies. For undated references, the latest edition of the referenced
document (including any amendments) applies.

IEC 60559, Binary floating-point arithmetic for microprocessor systems
IEC 61131-3, Programmable controllers — Part 3: Programming languages

IEC/TR 61158-1:2010", Industrial communication networks — Fieldbus specifications — Part 1: Overview and
guidance for the IEC 61158 and IEC 61784 series

IEC 61158-4-22:20101, Industrial communication networks — Fieldbus specifications — Part 4-22: Data-link
layer protocol specification — Type 22 elements

IEC 61158-6-22:2010", Industrial communication networks — Fieldbus specifications — Part 6-22: Application
layer protocol specification — Type 22 elements

ISO/IEC 646, Information technology — ISO 7-bit coded character set for information interchange

ISO/IEC 7498-1, Information technology — Open Systems Interconnection — Basic Reference Model: The
Basic Model

ISO/IEC 8802-3, Information technology — Telecommunications and information exchange between systems
— Local and metropolitan area networks — Specific requirements — Part 3: Carrier sense multiple access with
collision detection (CSMA/CD) access method and physical layer specifications

1 To be published.
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ISO/IEC 8822, Information Technology — Open Systems Interconnection — Presentation service definition

ISO/IEC 8824-1, Information Technology — Abstract Syntax Notation One (ASN.1): Specification of basic
notation

ISO/IEC 9545, Information Technology — Open Systems Interconnection — Application Layer structure

ISO/IEC 10646, Information technology — Universal Multiple-Octet Coded Character Set (UCS)

ISO/IEC 10731, Information technology — Open Systems Interconnection — Basic Reference Model —

Conventions for the definition of OSI services

3 Terms, definitions, abbreviations, symbols and conventions

For the purposes of this document, the following terms as defined in these publications apply:

3.1
a)
b)
c)
d)
e)
)
g9)
h)
i)

3.2

a)
b)

3.3

a)
b)
c)
d)
e)
)

9)
h)
i)

3.4

a)
b)

Full document details: DIN EN 61158-5-22:2013-01

ISO/IEC 7498-1 terms
application entity
application process
application protocol data unit
application service element
application entity invocation
application process invocation
application transaction
real open system

transfer syntax

ISO/IEC 8822 terms
abstract syntax

presentation context

ISO/IEC 9545 terms
application-association
application-context
application context name
application-entity-invocation
application-entity-type
application-process-invocation
application-process-type
application-service-element

application control service element

ISO/IEC 8824-1 terms
object identifier

type
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3.5 Type 22 fieldbus application-layer specific definitions

3.5.1
application
function for which data is exchanged

3.5.2
application object
representation of a particular component within a device

3.5.3
acyclic data
data which is transferred from time to time for dedicated purposes

3.54
bit
unit of information consisting of a 1 or a 0. This is the smallest data unit that can be transmitted

3.5.5
cell
synonym for a single DL-segment which uses RTFL communication model

3.5.6
channel
path provided for conveying data

3.5.7
client
object which uses the services of a server by initiating a message to perform a task

3.5.8

communication cycle

fixed time period between which the root device issues empty DLPDUs for cyclic communication initiation in
which data is transmitted utilizing CDC and MSC

3.5.9
connection
logical binding between two application objects

3.5.10
cycle time
duration of a communication cycle

3.5.11
cyclic
events which repeat in a regular and repetitive manner

3.5.12
cyclic communication
periodic exchange of telegrams

3.5.13
cyclic data
data which is transferred in a regular and repetitive manner for dedicated purposes

Document§

Document Sharing Hub

Full document details: DIN EN 61158-5-22:2013-01


http://www.avadocuments.com/doc/din-en-61158-5-22-2013-01
http://www.avadocuments.com/doc/din-en-61158-5-22-2013-01

DIN EN 61158-5-22:2013-01
EN 61158-5-22:2012

3.5.14

cyclic data channel

CcDC

part of one or more DLPDUs, which is reserved for cyclic data

3.5.15
data
generic term used to refer to any information carried over a fieldbus

3.5.16
device
physical entity connected to the fieldbus

3.5.17

error

discrepancy between a computed, observed or measured value or condition and the specified or theoretically
correct value or condition

3.5.18
error code
identification number of a specific type of error

3.5.19
gateway
device acting as a linking element between different protocols

3.5.20
index
position of an object within the object dictionary

3.5.21

inter-cell communication

communication between a RTFL device and a RTFN device or communication between a RTFL device and
another RTFL device in different cells linked by RTFN

3.5.22

interface

shared boundary between two functional units, defined by functional characteristics, signal characteristic, or
other characteristics as appropriate

3.5.23
intra-cell communication
communication between a RTFL device and another RTFL device in the same cell

3.5.24

logical double line

sequence of root device and all ordinary devices processing the communication DLPDU in forward and
backward direction

3.5.25
mapping parameters
set of values defining the correspondence between application objects and process data objects

3.5.26
master clock
global time base for the PCS mechanism
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3.5.27
message
ordered sequence of octets intended to convey data

3.5.28

message channel

MSC

part of one or more DLPDUs, which is reserved for acyclic data

3.5.29

network

set of devices connected by some type of communication medium, including any intervening repeaters,
bridges, routers and lower-layer gateways

3.5.30

ordinary device

oD

slave in the communication system, which utilizes RTFL for cyclic and acyclic data interchange with other
ODs in the same logical double line

3.5.31

precise clock synchronization

PCS

mechanism to synchronize clocks of RTFL devices and maintain a global time base

3.5.32
process data
data designated to be transferred cyclically or acyclically for the purpose of processing

3.5.33
process data object
dedicated data object(s) designated to be transferred cyclically or acyclically for the purpose of processing

3.5.34

protocol

convention about the data formats, time sequences, and error correction in the data exchange of
communication systems

3.5.35

root device

RD

master in the communication system, which organises, initiates and controls the RTFL cyclic and acyclic data
interchange for one logical double line

3.5.36

real time frame line

RTFL

communication model communicating in a logical double line

3.5.37

real time frame network

RTFN

communication model communicating in a switched network

3.5.38
round trip time
transmission time needed by a DLPDU from the RD to the last OD in forward and backward direction
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3.5.39
sub-index

sub-position of an individual element of an object within the object dictionary

3.5.40
timing signal

time-based indication of the occurrence of an event, commonly as an interrupt signal, used for DL-user

synchronization

3.5.41
topology

physical network architecture with respect to the connection between the stations of the communication

system

3.6  Abbreviations and symbols

AE
AL
ALME
AP
APDU
APO
AR
AREP
ASE
CAN
CDC
CDCL
CDCN
CeS
CL
Cnf
DA
DHCP
DL-
DLL
DLPDU
EDS
EMCY
FAL
GW

IETF
Ind

12

Application entity

Application layer

Application layer management entity
Application process

Application layer protocol data unit
Application process object
Application relationship
Application relationship end point
Application service element
Controller area network

Cyclic data channel

CDC line

CDC network

CANopen expands Type 22
Communication layer
Confirmation

Device address

Dynamic Host Configuration Protocol
Data-link layer (as a prefix)
DL-layer

DL-protocol data unit

Electronic data sheet

Emergency

Fieldbus application layer
Gateway

Identification

Internet Engineering Task Force
Indication

Internet protocol
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IPv4
IPv6

IRQ

LME
MAC

MC

MII

MSC
MSCL
MSCN
oD

oS

osl

PCS
PDO
PHY

PID
PTMNSU
PTPNSC
PTPNSU
PTPUTC
RD

Req
RFC
Rsp

RTF
RTFL
RTFN
RO

RW

Rx
RxPDO
SDO
SEF
StdErr
StdIn
StdOut
SYNC
TCP

TT

IP version 4

IP version 6

Interrupt request

Layer management entity

Medium access control

Master clock

Media independent interface

Message channel

MSC line

MSC network

Ordinary device

Operating system

Open systems interconnection

Precise clock synchronization

Process data object

Physical interface controller

Packet ID

Point-to-multipoint network-scheduled unconfirmed
Point-to-point network-scheduled confirmed
Point-to-point network-scheduled unconfirmed
Point-to-point user-triggered confirmed
Root device

Request

Request for comments

Response

Real time frame

Real time frame line

Real time frame network

Read only

Read and write access

Receive direction

Receive PDO

Service data object

Standard ISO/IEC 8802-3 DLPDU
Standard error output

Standard input

Standard output

Synchronization

Transmission control protocol

Transmission type
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Tx Transmit direction
TxPDO Transmit PDO

UDP User datagram protocol
WO Write only

3.7 Conventions
3.71 Overview

The FAL is defined as a set of object-oriented ASEs. Each ASE is specified in a separate sub-clause. Each
ASE specification is composed of two parts, its class specification, and its service specification.

The class specification defines the attributes of the class. The attributes are accessible from instances of the
class using the Object Management ASE services specified in Clause 5 of this standard. The service
specification defines the services that are provided by the ASE.

3.7.2 General conventions

This standard uses the descriptive conventions given in ISO/IEC 10731.

3.7.3 Conventions for class definitions

Class definitions are described using templates. Each template consists of a list of attributes for the class.

The general form of the template is shown below:

FAL ASE: ASE Name
CLASS: Class name
CLASS ID: #

PARENT CLASS: Parent class name
ATTRIBUTES:

1 (0) Key Attribute: numeric identifier

2 (0) Key Attribute: name

3 (m) Attribute: attribute name(values)
4 (m) Attribute: attribute name(values)
41 (s) Attribute: attribute name(values)
4.2 (s) Attribute: attribute name(values)
4.3 (s) Attribute: attribute name(values)
5. (c) Constraint: constraint expression
5.1 (m) Attribute: attribute name(values)
5.2 (0) Attribute: attribute name(values)
6 (m) Attribute: attribute name(values)
6.1 (s) Attribute: attribute name(values)
6.2 (s) Attribute: attribute name(values)
SERVICES:

1 (o) OpsService: service name

2 (c) Constraint: constraint expression
2.1 (0) OpsService: service name

3 (m) MgtService: service name
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(1) The "FAL ASE:" entry is the name of the FAL ASE that provides the services for the class being
specified.

(2) The "CLASS:" entry is the name of the class being specified. All objects defined using this
template will be an instance of this class. The class may be specified by this standard, or by a
user of this standard.

(3) The "CLASS ID:" entry is a number that identifies the class being specified. This number is
unique within the FAL ASE that will provide the services for this class. When qualified by the
identity of its FAL ASE, it unambiguously identifies the class within the scope of the FAL. The
value "NULL" indicates that the class cannot be instantiated. Class IDs between 1 and 255 are
reserved by this standard to identify standardized classes. They have been assigned to
maintain compatibility with existing national standards. CLASS IDs between 256 and 2048 are
allocated for identifying user defined classes.

(4) The "PARENT CLASS:" entry is the name of the parent class for the class being specified. All
attributes defined for the parent class and inherited by it are inherited for the class being
defined, and therefore do not have to be redefined in the template for this class.

NOTE The parent-class "TOP" indicates that the class being defined is an initial class definition. The parent class TOP is
used as a starting point from which all other classes are defined. The use of TOP is reserved for classes defined by this
standard.

(5) The "ATTRIBUTES" label indicate that the following entries are attributes defined for the class.

a) Each of the attribute entries contains a line number in column 1, a mandatory (m) / optional
(o) / conditional (c) / selector (s) indicator in column 2, an attribute type label in column 3, a
name or a conditional expression in column 4, and optionally a list of enumerated values in
column 5. In the column following the list of values, the default value for the attribute may
be specified.

b) Objects are normally identified by a numeric identifier or by an object name, or by both. In
the class templates, these key attributes are defined under the key attribute.

c) The line number defines the sequence and the level of nesting of the line. Each nesting
level is identified by period. Nesting is used to specify

i) fields of a structured attribute (4.1, 4.2, 4.3),

i) attributes conditional on a constraint statement (5). Attributes may be mandatory (5.1)
or optional (5.2) if the constraint is true. Not all optional attributes require constraint
statements as does the attribute defined in (5.2).

iii) the selection fields of a choice type attribute (6.1 and 6.2).
(6) The "SERVICES" label indicates that the following entries are services defined for the class.

a) An (m) in column 2 indicates that the service is mandatory for the class, while an (o)
indicates that it is optional. A (c) in this column indicates that the service is conditional.
When all services defined for a class are defined as optional, at least one has to be
selected when an instance of the class is defined.

b) The label "OpsService" designates an operational service (1).
c) The label "MgtService" designates an management service (2).

d) The line number defines the sequence and the level of nesting of the line. Each nesting
level is identified by period. Nesting within the list of services is used to specify services
conditional on a constraint statement.

3.7.4 Conventions for service definitions
3.7.41 Overview

The service model, service primitives, and time-sequence diagrams used are entirely abstract descriptions;
they do not represent a specification for implementation.
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3.74.2 Service parameters

Service primitives are used to represent service user/service provider interactions (ISO/IEC 10731). They
convey parameters which indicate information available in the user/provider interaction. In any particular
interface, not all parameters need be explicitly stated.

The service specifications of this standard use a tabular format to describe the component parameters of the
ASE service primitives. The parameters which apply to each group of service primitives are set out in tables.
Each table consists of up to five columns for the:

1) parameter name;

2) request primitive;

3) indication primitive;

4) response primitive; and

5) confirm primitive.

One parameter (or component of it) is listed in each row of each table. Under the appropriate service primitive
columns, a code is used to specify the type of usage of the parameter on the primitive specified in the

column:

M parameter is mandatory for the primitive.

U parameter is a User option, and may or may not be provided depending on
dynamic usage of the service user. When not provided, a default value for the
parameter is assumed.

C parameter is conditional upon other parameters or upon the environment of the

service user.
(blank) parameter is never present.
S parameter is a selected item.

Some entries are further qualified by items in brackets. These may be

c) a parameter-specific constraint:

“(=)" indicates that the parameter is semantically equivalent to the parameter in the service primitive to its
immediate left in the table.

d) an indication that some note applies to the entry:

“(n)” indicates that the following note "n" contains additional information pertaining to the parameter and
its use.

3.743 Service procedures
The procedures are defined in terms of:

¢ the interactions between application entities through the exchange of fieldbus Application Protocol Data
Units; and

e the interactions between an application layer service provider and an application layer service user in the
same system through the invocation of application layer service primitives.

These procedures are applicable to instances of communication between systems which support time-
constrained communications services within the fieldbus application layer.
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4 Concepts

4.1 Common concepts

All of IEC/TR 61158-1:2010, Clause 9 is incorporated by reference, except as specifically overridden in 4.2.

4.2 Type specific concepts
4.2.1 Operating principle

Type 22 consists of two types of communication models: RTFL and RTFN. RTFL is used to ensure
synchronized cyclic real-time communication. RTFN is used in to network several RTFL cells to an overall
system providing data interchange between several RTFL cells and between RTFL cells and RTFN devices.

In this context, a RTFL cell describes a DL-segment which uses RTFL for communication. An RTFL cell
consists of a root device (RD) and one or several ordinary devices (OD). The central RTFL cell element is the
root device which organizes and controls RTFL cell sequences such as cyclic real-time frame sending. A
RTFL RD has at least one connection to RTFL, and can include a gateway (GW) which additionally has
connection to RTFN. As each OD in the RTFL cell can only have a RTFL connection, the RD incorporating a
GW therefore operates as a link between RTFL and RTFN. RTFN communication is not coordinated like
communication in RTFL, but utilized by a switched fully duplex ISO/IEC 8802-3 network. Thus, no
determinism can be guaranteed for RTFN data transfer.

Communication of process and service data is accommodated by Type 22 networks using different
mechanisms (channels) in RTFL and RTFN. Cyclic data can be transferred over the cyclic data channel
(CDC). The message channel (MSC) allows additional acyclic data communication and is used for service
data exchange.

Service data is typically transferred acyclic and is used for transfer of parameters, control commands, status
and diagnostic data as well as for generally larger data segments. Service data are transferred either event
driven or user driven (acyclic character). Parameter data used in particular in device configuration do not
require strict time conditions whereas diagnostic data may have much greater time requirements.

In contrast, process data is typically transferred cyclically with different cycle times and higher real-time
requirements.

Type 22 AL supports a variety of services and protocols to meet these differing requirements. Both
communication models support the same fieldbus application layer. The services and protocols are mapped
to the corresponding DL-services.

4.2.2 Communication model overview
4.2.21 Overview

Type 22 technology essentially specifies two communication models with corresponding protocols. RTFL
communication is intended for fast machine communication while RTFN provides for the networking of
individual machines or cells. The corresponding protocols aim to offer an equal set of services for cyclic
process data exchange as well as for acyclic message data communication.

The application relationship can be modeled independent of communication relationship.

4.2.2.2 Communication model RTFL

For RTFL communication model, communication follows a line topology. RTFL communication is based on
cyclic data transfer in an ISO/IEC 8802-3 DLPDU. This basic cyclic data transfer is provided by a special
device, the root device (RD). Root devices act as communication master to cyclically initiate communication.
The DLPDUs originated by the root device are passed to the Type 22 ordinary devices (OD). Each ordinary
device receives the DLPDU, writes its data and passes the DLPDU on. A RTFL network requires exactly one
root device. The last ordinary device of a RTFL network sends the processed DLPDU back. The DLPDU is
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transferred back in reverse device order to the root device so that it is returned by the first ordinary device to
the root device as response DLPDU. In backward direction, the ordinary devices read their relevant data from
the DLPDU.

4.2.2.3 Communication model RTFN

For RTFN communication model, communication is based on point to point connections between participating
devices.

Networking of different RTFL parts or cells of an automation system into an overall automation system is
supported by the usage of RTFN communication and corresponding gateways.

4.2.3 Application layer element description
4.2.31 CeS

The mandatory CeS ASE consists of several attributes and depicts the main application layer element to
build up a distributed real-time application.

4.2.3.2 Communication of non Type 22 DLPDUs

The optional SEF communication ASE depicts a possibility to utilize tunneled non Type 22 communication
within the RTFL communication system.

4.2.3.3 Management
The mandatory management ASE consists of a set of services to control the state of a network and

participating devices. Constraints in available services are specified for the different communication models
RTFL and RTFN.

4.2.4 Producer-consumer interaction
The producer-consumer interaction model involves one producer and zero or more consumer(s). The model

is characterized by an unconfirmed service requested by the producer and a correlated service indication in
all consumers. Figure 1 illustrates the interaction for one producer and two consumers.

______________ Service.indication
‘‘‘‘‘ [

Producer

Service.request

N

Service.request | [ TTTTe-- Service.indication

»

\

Service.request | T TTT=--___ Service.indicationk

»

A

‘‘‘‘‘‘‘ Service.indication

»

Figure 1 — Producer-consumer interaction model

The services supported by an interaction model are conveyed by application relationship endpoints (AREPS)
associated with the communicating APs. The role that the AREP plays in the interaction (for example
producer, consumer) is defined as an attribute of the AREP.
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4.2.5 Device reference models
4251 RTFL device reference model

Type 22 services are described using the principles, methodology and model of ISO/IEC 7498-1 (OSI). The
OSI model provides a layered approach to communications standards, whereby the layers can be developed
and modified independently. The Type 22 specification defines functionality from top to bottom of a full OSI
model. Functions of the intermediate OSI layers, layers 3 to 6, are consolidated into either the Type 22 data-
link layer or the Type 22 application layer. The device reference model for a Type 22 RTFL device is shown in
Figure 2.

System
management
(mmmmmmmmon . Application layer
CANopen ' Standard || AL management
. - ' Ethernet | mgmt. _
AL ||| Obiect dictionary | Frame ! er?tity oy
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Figure 2 — RTFL device reference model

4.2.5.2 RTFN device reference model

Type 22 services are described using the principles, methodology and model of ISO/IEC 7498-1 (OSI). The
OSI model provides a layered approach to communications standards, whereby the layers can be developed
and modified independently. The Type 22 specification defines functionality from top to bottom of a full OSI
model. Functions of the intermediate OSI layers, layers 3 to 6, are consolidated into either the Type 22 data-
link layer or the Type 22 application layer. The device reference model for a Type 22 RTFN device is shown
in Figure 3.
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