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Anwendungsbeginn

Anwendungsbeginn fir die von CENELEC am 2014-09-22 angenommene Europaische Norm als DIN-Norm
ist 2015-08-01.

Nationales Vorwort

Vorausgegangener Norm-Entwurf: E DIN EN 61158-500:2013-08.

Fur dieses Dokument ist das nationale Arbeitsgremium K 956 ,Feldbus® der DKE Deutsche Kommission
Elektrotechnik Elektronik Informationstechnik in DIN und VDE (www.dke.de) zustandig.

Die enthaltene IEC-Publikation wurde vom SC 65C ,Industrial networks* erarbeitet.

Das IEC-Komitee hat entschieden, dass der Inhalt dieser Publikation bis zu dem Datum (stability date)
unverandert bleiben soll, das auf der IEC-Website unter ,http://webstore.iec.ch® zu dieser Publikation
angegeben ist. Zu diesem Zeitpunkt wird entsprechend der Entscheidung des Komitees die Publikation
bestatigt,

zurlckgezogen,

durch eine Folgeausgabe ersetzt oder

geandert.

Fir den Fall einer undatierten Verweisung im normativen Text (Verweisung auf eine Norm ohne Angabe des
Ausgabedatums und ohne Hinweis auf eine Abschnittsnummer, eine Tabelle, ein Bild usw.) bezieht sich die
Verweisung auf die jeweils neueste glltige Ausgabe der in Bezug genommenen Norm.

Fir den Fall einer datierten Verweisung im normativen Text bezieht sich die Verweisung immer auf die in
Bezug genommene Ausgabe der Norm.

Der Zusammenhang der zitierten Normen mit den entsprechenden Deutschen Normen ergibt sich, soweit ein
Zusammenhang besteht, grundsatzlich Gber die Nummer der entsprechenden IEC-Publikation. Beispiel:
IEC 60068 ist als EN 60068 als Europaische Norm durch CENELEC Ubernommen und als DIN EN 60068 ins
Deutsche Normenwerk aufgenommen.

Das Prasidium des DIN hat mit Prasidialbeschluss 1/2004 festgelegt, dass DIN-Normen, deren Inhalt sich auf
internationale Arbeitsergebnisse der Informationsverarbeitung grindet, unter bestimmten Bedingungen allein
in englischer Sprache veréffentlicht werden dirfen. Diese Bedingungen sind flr die vorliegende Norm erfullt.

Da sich die Benutzer der vorliegenden Norm der englischen Sprache als Fachsprache bedienen, wird die
Englische Fassung der EN 61158-5-24 veroffentlicht. Zu deren Abschnitt 1, der den Anwendungsbereich
festlegt, und Abschnitt 3, der die Begriffe festlegt, wurde eine Ubersetzung angefertigt und als Nationaler
Anhang NA der vorliegenden Norm hinzugefiigt. Fir viele der verwendeten Begriffe existieren keine
gebrauchlichen deutschen Benennungen, da sich die deutschen Anwender in der Regel ebenfalls der engli-
schen Benennungen bedienen. Diese Norm steht nicht in unmittelbarem Zusammenhang mit Rechtsvor-
schriften und ist nicht als Sicherheitsnorm anzusehen.

Einfiihrung
Ein Feldbus ist ein digitaler serieller Datenbus fir die Kommunikation zwischen Geraten der industriellen
Automatisierungstechnik wie beispielsweise Messeinrichtungen, Stellgliedern, Reglern und speicher-

programmierbaren Steuerungen. Die Normen der Reihe DIN EN 61158 legen eine Anzahl von Feldbus-
Protokolltypen fest. Die vorliegende Norm legt die Dienste des Application Layer fur Typ 24 fest.
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Nationaler Anhang NA
(informativ)

1 AnwendungsbereichN

1.1 Allgemeines

Der Feldbus-Application Layer (FAL) liefert Benutzerprogramme mit Hilfsmitteln fur den Zugriff auf die Feld-
buskommunikationsumgebung. In dieser Hinsicht kann der FAL als ein Fenster zwischen zugehdrigen
Anwendungsprogrammen betrachtet werden.

Diese Norm stellt fir Typ 2-Feldbusse mafgebliche allgemeine Elemente fir zeitkritischen und nicht zeit-
kritischen Datentransfer zwischen Anwendungsprogrammen in einer Automatisierungsumgebung bereit. Der
Begriff ,zeitkritisch® (en: time-critical) wird verwendet, um die Prasenz eines Zeitfensters darzustellen, in dem
eine oder mehrere festgelegte Aktivitaten mit einem vorbestimmten Grad an Gewissheit erledigt werden. Das
Scheitern der Erledigung der festgelegten Aktivitat innerhalb des Zeitfensters tragt das Risiko des
Betriebsausfalls der Anwendung mit und somit das aufgeforderte Eingreifen mit dazugehoérigem Risiko fur
Gerate, Anlage und maoglicherweise Menschenleben.

Diese Norm definiert auf eine abstrakte Art und Weise den von aufden sichtbaren Dienst, der vom Typ 2 des
Feldbus-Application Layer bereitgestellt wird, in Form von:

a) einem abstrakten Modell fir das Beschreiben von Anwendungsressourcen (Objekten), die von
Benutzern mittels FAL-Diensten verstellt werden kdnnen,

b) Aktivitaten und Ereignissen der Dienstprimitiven,

c) den mit den Aktivitdten und Ereignissen der Dienstprimitiven verbundenen Parametern, sowie der Form,
die sie einnehmen und

d) dem Zusammenhang zwischen diesen Aktivitdten und Ereignissen und ihren gultigen Ablaufen.

Die Zielsetzung dieser Norm ist es, Dienste zu definieren, die bereitgestellt werden fir:

e den FAL-Benutzer an der Grenze zwischen dem Benutzer und dem Application Layer des Feldbus-
Referenzmodells und

e das Systemmanagement an der Grenze zwischen dem Application Layer und dem Systemmanagement
des Feldbus-Referenzmodells.

Diese Norm beschreibt die Struktur und die Dienste des Typ 2-Feldbus-Application Layer in Uberein-
stimmung mit dem OSI-Basis-Referenzmodell (ISO/IEC 7498-1) und der OSI-Application Layer-Struktur
(ISO/IEC 9545).

FAL-Dienste und Protokolle sind von FAL-Anwendungseinheiten (AE) bereitgestellt, welche innerhalb von
Anwendungsprozessen enthalten sind. Die FAL AE bestehen aus einer Menge von objektorientierten Anwen-
dungsdienstelementen (ASEs) und Layer-Management-Einheiten (LME), welche die AE verwalten. Die ASEs
liefern Kommunikationsdienste, die auf einer Menge von zugehdrigen Anwendungsprozessobjekt(APO-)
Klassen arbeitet. Eine der FAL ASEs ist eine Management-ASE, welche eine Menge gemeinsamer Dienste
fur das Management der Instanzen der FAL-Klassen bereitstellt.

Obwohl diese Dienste, aus dem Blickwinkel der Anwendung, beschreiben, wie Anfrage und Antwort ausgege-
ben und abgegeben werden, beinhalten sie keine Festlegung, was die anfragenden und antwortenden
Anwendungen mit diesen vorzunehmen haben. Die Verhaltensaspekte der Anwendungen sind nicht
festgelegt, nur eine Definition, welche Anfragen und Antworten diese senden/empfangen koénnen, ist
beschrieben. Dies erlaubt den FAL-Benutzern eine grofere Flexibilitdt, um solch ein Objektverhalten zu
standardisieren. Zuséatzlich zu diesen Diensten sind in dieser Norm ebenfalls einige unterstitzende Dienste
festgelegt, um den Zugriff zum FAL bereitzustellen und somit bestimmte Aspekte des Betriebs zu steuern.

NV Die Nummerierung aus IEC 61158-5-24 wurde beibehalten.
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1.2 Spezifikationen

Das hauptsachliche Ziel dieser Norm ist es, flr zeitkritische Kommunikation geeignete Eigenschaften der
konzeptionellen Application Layer-Dienste festzulegen und folglich die Erganzung des OSI-Basisreferenz-
modells mit der Anleitung der Entwicklung der Application Layer-Protokolle fir die zeitkritische Kommunika-
tion.

Ein zweites Ziel ist das Bereitstellen von Migrationspfaden von bisherigen bestehenden industriellen Kommu-
nikationsprotokollen. Es ist dieses letztere Ziel, welches zur Steigerung von unterschiedlichen genormten
Diensten, als verschiedene Typen der IEC 61158, fuhrt.

Diese Spezifikation darf als Basis fur formelle Application-Programmierschnittstellen verwendet werden.
Nichtdestotrotz ist es keine formelle Programmierschnittstelle, und jede derartige Schnittstelle hat Imple-
mentierungsanforderungen zu erflllen, die nicht von dieser Spezifikation abgedeckt werden und Folgendes
beinhalten:

a) die GroRRen und Oktett-Folgen von verschiedenen Multi-oktett-Dienstparametern,

b) die Korrelation von gepaarten Anfrage- und Indikationsprimitiven oder Anweisungs- und Antwortprimiti-
ven.

1.3 Konformitat

Diese Norm legt keine individuellen Implementierungen oder Produkte fest, auch beschrankt sie die Imple-
mentierungen von Application Layer-Einheiten innerhalb eines industriellen Automatisierungssystems nicht.

Es gibt keine Konformitat von Geraten zu dieser Application Layer-Dienstdefinitionsnorm. Stattdessen wird
Konformitat durch die Implementierung der entsprechenden Application Layer-Protokolle erreicht, welche den
Typ 2 der Application Layer-Dienste, wie in dieser Norm beschrieben, erfillen.

3.2 Zusatzliche Begriffe
Far die Anwendung dieses Dokuments gelten die folgenden Begriffe.

3.21

Alarm

(en: alarm)

Feldgeratestatus, der durch den Dienst zur Feldgeratesteuerung (FDC) des Typ 24-Feldbusses mitteilt, dass
das Gerat ein schwerwiegendes Problem erkannt hat, das geldst werden muss, und dass es den Normal-
betrieb nicht fortsetzen kann

Anmerkung 1 zum Begriff:  Alle Alarmstatus sind gesperrt und missen verarbeitet werden, damit sie erléschen.

Anmerkung 2 zum Begriff:  Alarme kdnnen in drei Gruppen eingeteilt werden: Kommunikationsalarme, Alarme bei un-
zulassigen Befehlen und anwendungsspezifische Alarme. Genaue Definitionen hangen jedoch von der Implementierung
der einzelnen Feldgerate ab.

3.2.2
Anwendungsprozessobjekt
(en: application process object)

Netzwerkdarstellung eines bestimmten Aspekts eines Anwendungsprozesses (AP), der als Uber das Netz-
werk zugangliches Objekt, das innerhalb eines AP oder innerhalb eines anderen APO enthalten ist, modelliert
wird

Anmerkung 1 zum Begriff:  Siehe IEC 61158-1, 9.3.4.
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3.23

Kontext des Anwendungsprozesses

AP-Kontext

(en: application process context; AP context)

gemeinsames Wissen oder allgemeiner Satz von Regeln zur Steuerung der Kommunikation von FAL-Anwen-
dungsentitaten (AEs) und zur Beschreibung des gemeinsamen zulassigen Kommunikationsverhaltens
zwischen AEs, die Teil eines bestimmten Satzes von Anwendungsbeziehungen (ARs) sind

Anmerkung 1 zum Begriff:  Mithilfe der Option, die ein Benutzer wahrend der Nutzung eines Dienstes zur Feldbus-
verwaltung (FSM) zum Auslesen der Peer-AP-Einrichtung auswahlen kann, oder durch die automatische Verhandlungs-
funktion des FSM-Systems usw. kénnen Daten innerhalb des AP-Kontextes vom Benutzer im Vorfeld festgelegt werden.
Das anzuwendende Verfahren hangt von der Spezifikation der einzelnen Implementierungen ab.

3.24

Anwendungsprozesstyp

AP-Typ

(en: application process type; AP type)

Beschreibung einer Klassifikation von Anwendungsprozessen (APs) in Bezug auf einen Satz von Fahigkeiten
fur den FAL des Typ 24-Feldbusses

Anmerkung 1 zum Begriff: ~ AP-Typen werden nach ihren Anwendungsrollen im Feldbus-Netzwerk in drei Klassen
eingeteilt: C1-Master-AP, C2-Master-AP und Slave-AP. Siehe 6.2.

3.25
Async-Befehl
(en: async command)

Typ einer Befehls-APDU (Anwendungsprotokolldateneinheit) des FDC-Dienstes des FAL Typ 24, die
jederzeit nach der vorausgegangenen Transaktion ohne Berlcksichtigung der Synchronisation mit dem
Kommunikationszyklus ausgegeben werden kann

Anmerkung 1 zum Begriff:  Festlegungen dazu, welcher Befehl asynchron oder nicht asynchron sein sollte, hangen von
der Anwendung ab. Diese kdnnen in Form eines aufgelisteten Satzes von Befehlen und Antworten oder in Form eines
Gerateprofils bereitgestellt werden (siehe IEC 61158-6-24:2014, 4.4., und Anhang A).

3.2.6
asynchrone Kommunikation
(en: asynchronous communication)

Zustand oder Kommunikationsart fir den FDC-Dienst des FAL Typ 24, bei dem ein Befehl jederzeit nach der
vorausgegangenen Transaktion ohne Berucksichtigung der Synchronisation mit dem Kommunikationszyklus
ausgegeben werden kann

Anmerkung 1 zum Begriff:  In diesem Zustand kénnen keine Sync-Befehle ausgegeben werden; Async-Befehle kdnnen
aber ausgegeben werden.

3.2.7
Attribut
(en: attribute)

Information oder Parameter, die/der in veranderlichen Teilen eines Objekts enthalten ist

Anmerkung 1 zum Begriff:  Attribute liefern uUblicherweise Statusinformationen oder steuern den Betrieb eines Objekts.
Sie kénnen auch das Verhalten eines Objekts beeinflussen.

3.2.8
C1-Master
(en: C1 master)

AP-Typ, der Uber Master-Einrichtungen fiir den FDC-Dienst des FAL Typ 24 verfligt, oder das Gerat, das
diesen AP-Typ implementiert

Anmerkung 1 zum Begriff:  In einem Netzwerk des Typ 24-Feldbusses ist nur ein einziger C1-Master vorhanden.
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3.2.9
C2-Master
(en: C2 master)

AP-Typ, der nur (iber Uberwachungseinrichtungen fiir den FDC-Dienst, aber iiber Anforderer-Einrichtungen
fur den MSG-Dienst des FAL Typ 24 verflgt, oder das Geréat, das diesen AP-Typ implementiert

Anmerkung 1 zum Begriff:  In einem Netzwerk des Typ 24-Feldbusses kénnen weniger als zwei C2-Master vorhanden
sein.

3.2.10

Befehl

(en: command)

PDU, die von einem Anforderer oder einem Master ausgegeben wird, um einen Beantworter oder einen
Slave zur Ausflihrung bestimmter Funktionen zu bringen

3.2.11

Kommunikation

Transfer

Ubertragung

(en: communication; transfer; transmission)

—  Kommunikation: Prozess des formalen Austausches von Informationen zwischen zwei oder mehr Gera-
ten, Benutzern, APs oder Entitaten

— Transfer: Prozess der Ubermittiung einer PDU von einem Sender an einen Empfanger
—  Ubertragung: Prozess der Aussendung und Ubertragung elektrischer Signale oder codierter Daten

3.212

Kommunikationszyklus

(en: communication cycle)

Zeitspanne wiederholter Aktivitaten, die wahrend des Verbindungsaufbaus fir das FDC-Protokoll des FAL
Typ 24 mit dem Ubertragungszyklus synchronisiert wird

Anmerkung 1 zum Begriff: Der Kommunikationszyklus kann mit einem Zyklus synchronisiert werden, der den Ubertra-
gungszyklus mit einem festgelegten Skalierungsfaktor multipliziert.

3.213

Verbindung

(en: connection)

Kontext oder logische Verknlpfung zwischen einem Master- und einem Slave-Objekt unter spezifischen
Bedingungen fur das FDC-Protokoll fir den FAL Typ 24

3.2.14

zyklisch

(en: cyclic)

sich regelmaRig wiederholend

3.2.15

zyklische Kommunikation

(en: cyclic communication)

Ubertragungsmodus, bei dem Anforderungs- und Antwort-PDUs wiederholt in den geplanten Zeitschlitzen
ausgetauscht werden, welche mit einem Ubertragungszyklus fir das Protokoll der unteren Schicht des
Typ 24-Feldbusses synchronisiert werden

Anmerkung 1 zum Begriff:  Auf dem Application Layer wird der Kommunikationszyklus in diesem Modus durch den
Ubertragungszyklus ausgeldst.

3.2.16

Zyklusskalierungszahler

(en: cyclic scale counter)

Zahler zur Erzeugung eines Kommunikationszyklus mittels Skalierung eines primaren Zyklus oder eines
Ubertragungszyklus
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3.2.17

Gerite-ID

(en: device ID)

Teil der ,Gerate-Informationen® zur Identifikation des Gerates in Bezug auf einen spezifischen Produkttyp
oder ein spezifisches Modell des Typ 24-Feldbusses

3.2.18

Gerate-Informationen

(en: device information)

formatierte und in das Gerat eingebettete Informationen zur Charakterisierung eines Gerates, die im Wesent-
lichen aus Daten zur Identifizierung des Geratemodells und gerateprofilspezifischen Parametern fir den
Typ 24-Feldbus bestehen

3.219

Gerateprofil

(en: device profile)

Zusammenstellung von geratemodellspezifischen Informationen und Funktionalitadten, um Konsistenz
zwischen unterschiedlichen Geratemodellen unter derselben Art von Geraten herzustellen

3.2.20

zweifacher Transfer

(en: dual transfer)

Transfermodus fiir das FDC-Protokoll des FAL Typ 24, bei dem ein Sender dieselbe PDU zweimal je Trans-
aktion sendet und ein Empfanger diese PDUs nutzt, um einen Kommunikationsfehler im zyklischen Kommu-
nikationsmodus, z. B. Datenverfalschung oder Datenverlust, zu erkennen und zu beheben

3.2.21

ereignisgesteuerte Kommunikation

(en: event driven communication)

Ubertragungsmodus fiir das Protokoll der unteren Schicht des Typ 24-Feldbusses, bei dem eine Transaktion
in Form eines Befehl-Antwort-Austausches aufgrund von Anforderungen des Benutzers erfolgt

Anmerkung 1 zum Begriff.  In diesem Modus treten weder der Ubertragungszyklus noch der Kommunikationszyklus
auf.

3.2.22

Fehler

(en: error)

anormaler Zustand oder Fehlfunktion bei der Kommunikation oder einer anderen Aktivitat

3.2.23

Dienst zur Feldgeratesteuerung

FDC-Dienst

(en: field device control service)

zeitkritischer Kommunikationsdienst, der Befehlsdaten von fester Lange zur Steuerung eines Feldgerates
verarbeitet und die entsprechenden zuriickgemeldeten Antwortdaten im Rahmen einer strengen
Beschrankung der Verzogerung oder des Jitters fur die zeitliche Kommunikation fir den FAL Typ 24
handhabt

3.2.24

Protokoll zur Feldgeratesteuerung

(en: field device control protocol)

zeitkritisches Kommunikationsprotokoll, das Befehlsdaten von fester Lange zur Steuerung eines Feldgerates
verarbeitet und die entsprechenden zurlickgemeldeten Antwortdaten im Rahmen einer strengen
Beschrankung der Verzdogerung oder des Jitters fur die zeitliche Kommunikation fir den FAL Typ 24
handhabt
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3.2.25

Master

(en: master)

Klasse oder das entsprechende Instanzobjekt des FDC-Anwendungsdienstelementes (ASE), die/das die
Rolle eines Anforderers von Befehlen fir den FAL Typ 24 einnimmt

3.2.26

Nachrichtendienst

MSG-Dienst

(en: message service; MSG service)

Kommunikationsdienst, der Daten von variabler Langer verarbeitet und keine strenge Beschrankung der Ant-
wortzeit festlegt

3.2.27

Uberwachung

(en: monitor)

Klasse oder das entsprechende Instanzobjekt des FDC ASE, die/das die Rolle eines Wachters tber oder
eines Subscribers von Befehlen und Antworten zwischen anderen Kommunikationsknoten fiir den
FAL Typ 24 einnimmt

3.2.28

Uberwachungs-Slave

(en: monitor slave)

Variante des Slave-AP-Typs, die sowohl (iber die Slave-Klasse als auch (iber die Uberwachungsklasse fiir
das FDC ASE des FAL Typ 24 verfluigt

3.2.29

Netzwerkuhr

(en: network clock)

synchronisierter und periodisch ausgefuhrter Zahler, Gber den alle Knoten in einem Netzwerk verfiigen und
der als Schwingungsquelle des Ubertragungszyklus dient

3.2.30

Protokollautomat

(en: protocol machine)

Zustandsautomat, der das Protokoll als die Hauptfunktion der Entitat auf jeder Schicht umsetzt

3.2.31

Anforderer

(en: requester)

Klasse oder das entsprechende Instanzobjekt des MSG ASE, die/das die Rolle eines Anforderers oder Sen-
ders von Befehlen fur den FAL Typ 24 einnimmt

3.2.32

Beantworter

(en: responder)

Klasse oder das entsprechende Instanzobjekt des MSG ASE, die/das die Rolle eines Beantworters oder Em-
pfangers von Befehlen fir den FAL Typ 24 einnimmt

3.2.33

Antwort

(en: response)

PDU, die von einem Beantworter oder einem Slave ausgegeben wird, um einem Anforderer oder einem
Master ein Ergebnis oder einen Status auf einen empfangenen Befehl hin mitzuteilen

3.2.34

Dienst

(en: service)

Operation oder Prozess, die/den ein Objekt auf Anforderung eines anderen Objekts hin ausfihrt
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3.2.35

einfacher Transfer

(en: single transfer)

normaler Transfermodus fiir das FDC-Protokoll des FAL Typ 24, bei dem ein Sender dieselbe PDU einmal je
Transaktion sendet

3.2.36

Slave-AP

(en: slave AP)

AP-Typ, der Uber Slave-Einrichtungen fir den FDC-Dienst des FAL Typ 24 verfligt, oder das Gerat, das die-
sen AP-Typ implementiert

3.2.37

Slave

FDC-Slave

(en: slave; FDC slave)

Klasse oder das entsprechende Instanzobjekt des FDC-ASE, die/das die Rolle eines Beantworters fir den
FAL Typ 24 einnimmt

3.2.38

Zustandsautomat

(en: state machine)

logische automatische Maschine oder logischer Automat, der Uber eine begrenzte Anzahl von Zustanden
verfligt und fiir den Zustandstibergang sorgt, der durch ein Ereignis ausgelost wird

3.2.39

Sync-Befehl

(en: sync command)

Typ eines Befehls oder einer APDU des FDC-Dienstes des FAL Typ 24, der bei der synchronisierten Zeit-
steuerung mit jedem Kommunikationszyklus ausgegeben wird

Anmerkung 1 zum Begriff:  Festlegungen dazu, welcher Befehl synchron oder nicht synchron sein sollte, hangen von
der Anwendung ab. Diese kdnnen in Form eines aufgelisteten Satzes von Befehlen und Antworten oder in Form eines
Gerateprofils bereitgestellt werden (siehe IEC 61158-6-24, 4.4., und Anhang A).

3.2.40

synchrone Kommunikation

(en: synchronous communication)

Zustand oder Kommunikationsart fir den FDC-Dienst des FAL Typ 24, bei dem ein Befehl bei der syn-
chronisierten Zeitsteuerung mit jedem Kommunikationszyklus ausgegeben wird

Anmerkung 1 zum Begriff:  In diesem Zustand kénnen sowohl Sync- als auch Async-Befehle ausgegeben werden.

Anmerkung 2 zum Begriff:  In diesem Zustand missen Synchronisationsfehler von APs mithilfe von MalRnahmen des
Wachter-Zahlers erkannt werden.

3.2.41

Ubertragungszyklus

(en: transmission cycle)

Zeitspanne wiederholter Aktivitaten fir die unteren Schichten des Typ 24-Feldbusses, fur die alle Slave-
Gerate durch das Protokoll der unteren Schicht mit einem C1-Master-Gerat synchronisiert werden

3.2.42

Ubertragungsmodus

(en: transmission mode)

Zustand oder Kommunikationsart flir das Protokoll der unteren Schicht des Typ 24-Feldbusses; zyklischer
Modus, ereignisgesteuerter Modus
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3.243

virtueller Speicherplatz

(en: virtual memory space)

groRer Datenblock von APOs fiir den FAL Typ 24, der mit Pseudo-Speicheradressen zur Wahrung der Kon-
sistenz zwischen unterschiedlichen Geratemodellen gelesen oder geschrieben werden kann

Anmerkung 1 zum Begriff.: ~ Der virtuelle Speicherplatz schlielt die Gerate-Informationen sowie einen weiteren
anbieterspezifischen Bereich ein. Siehe IEC 61158-6-24, Anhang B.

3.2.44
Warnung
(en: warning)

Feldgeratestatus, der durch den Dienst zur Feldgeratesteuerung (FDC) des Typ 24-Feldbusses mitteilt, dass
das Gerat ein unbedeutendes oder vortibergehendes Problem erkannt hat, den Normalbetrieb jedoch fort-
setzen kann

Anmerkung 1 zum Begriff:  Alle Warnungsstatus sind gesperrt und miissen verarbeitet werden, damit sie erldschen.
Anmerkung 2 zum Begriff: ~~ Warnungen sind in drei Gruppen unterteilt: Kommunikationswarnungen, Warnungen bei un-

zulassigen Befehlen und anwendungsspezifische Warnungen. Genaue Definitionen hangen jedoch von der Implementie-
rung der einzelnen Feldgerate ab.
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Foreword

The text of document 65C/763/FDIS, future edition 1 of IEC 61158-5-24, prepared by SC 65C “Industrial
networks” of IEC/TC 65 “Industrial-process measurement, control and automation" was submitted to the IEC-
CENELEC parallel vote and approved by CENELEC as EN 61158-5-24:2014.

The following dates are fixed:

e latest date by which the document has to be (dop) 2015-06-22
implemented at national level by
publication of an identical national
standard or by endorsement

e latest date by which the national (dow) 2017-09-22
standards conflicting with the
document have to be withdrawn

Attention is drawn to the possibility that some of the elements of this document may be the subject of patent
rights. CENELEC [and/or CEN] shall not be held responsible for identifying any or all such patent rights.

This document has been prepared under a mandate given to CENELEC by the European Commission and
the European Free Trade Association.

Endorsement notice

The text of the International Standard IEC 61158-5-24:2014 was approved by CENELEC as a European
Standard without any modification.

In the official version, for Bibliography, the following notes have to be added for the standards indicated:

IEC 61784-1 NOTE Harmonized as EN 61784-1.
IEC 61784-2 NOTE Harmonized as EN 61784-2.
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INTRODUCTION

This part of IEC 61158 is one of a series produced to facilitate the interconnection of automation
system components. It is related to other standards in the set as defined by the “three-layer”
fieldbus reference model described in IEC 61158-1.

The application service is provided by the application protocol making use of the services available
from the data-link or other immediately lower layer. This standard defines the application service
characteristics that fieldbus applications and/or system management may exploit.

Throughout the set of fieldbus standards, the term “service” refers to the abstract capability provided
by one layer of the OSI Basic Reference Model to the layer immediately above. Thus, the application
layer service defined in this standard is a conceptual architectural service, independent of
administrative and implementation divisions.
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INDUSTRIAL COMMUNICATION NETWORKS -
FIELDBUS SPECIFICATIONS -

Part 5-24: Application layer service definition —
Type-24 elements

1 Scope

1.1 General

The fieldbus application layer (FAL) provides user programs with a means to access the fieldbus
communication environment. In this respect, the FAL can be viewed as a “window between
corresponding application programs.”

This International Standard provides common elements for basic time-critical and non-time-critical
messaging communications between application programs in an automation environment and
material specific to Type 24 fieldbus. The term “time-critical” is used to represent the presence of a
time-window, within which one or more specified actions are required to be completed with some
defined level of certainty. Failure to complete specified actions within the time window risks failure of
the applications requesting the actions, with attendant risk to equipment, plant and possibly human
life.

This International Standard defines in an abstract way the externally visible service provided by the
different Types of fieldbus Application Layer in terms of

a) an abstract model for defining application resources (objects) capable of being manipulated by
users via the use of the FAL service,
b) the primitive actions and events of the service,

c) the parameters associated with each primitive action and event, and the form which they take,
and

d) the interrelationship between these actions and events, and their valid sequences.
The purpose of this International Standard is to define the services provided to

a) the FAL user at the boundary between the user and the Application Layer of the Fieldbus
Reference Model, and

b) Systems Management at the boundary between the Application Layer and Systems Management
of the Fieldbus Reference Model.

This International Standard specifies the structure and services of the IEC fieldbus Application Layer,
in conformance with the OSI Basic Reference Model (ISO/IEC 7498-1) and the OSI Application
Layer Structure (ISO/IEC 9545).

FAL services and protocols are provided by FAL application-entities (AE) contained within the
application processes. The FAL AE is composed of a set of object-oriented Application Service
Elements (ASEs) and a Layer Management Entity (LME) that manages the AE. The ASEs provide
communication services that operate on a set of related application process object (APO) classes.
One of the FAL ASEs is a management ASE that provides a common set of services for the
management of the instances of FAL classes.

Although these services specify, from the perspective of applications, how request and responses
are issued and delivered, they do not include a specification of what the requesting and responding
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applications are to do with them. That is, the behavioral aspects of the applications are not
specified; only a definition of what requests and responses they can send/receive is specified. This
permits greater flexibility to the FAL users in standardizing such object behavior. In addition to these
services, some supporting services are also defined in this International Standard to provide access
to the FAL to control certain aspects of its operation.

1.2 Specifications

The principal objective of this standard is to specify the characteristics of conceptual application
layer services suitable for time-critical communications, and thus supplement the OSI| Basic
Reference Model in guiding the development of application layer protocols for time-critical
communications.

A secondary objective is to provide migration paths from previously-existing industrial
communications protocols. It is this latter objective which gives rise to the diversity of services
standardized as the various Types of IEC 61158, and the corresponding protocols standardized in
subparts of IEC 61158-6.

This specification may be used as the basis for formal Application Programming-Interfaces.
Nevertheless, it is not a formal programming interface, and any such interface will need to address
implementation issues not covered by this specification, including

a) the sizes and octet ordering of various multi-octet service parameters, and
b) the correlation of paired request and confirm, or indication and response, primitives.

1.3 Conformance

This standard does not specify individual implementations or products, nor do they constrain the
implementations of application layer entities within industrial automation systems.

There is no conformance of equipment to this application layer service definition standard. Instead,
conformance is achieved through implementation of conforming application layer protocols that fulfil
any given Type of application layer services as defined in this part of IEC 61158.

2 Normative references

The following documents, in whole or in part, are normatively referenced in this document and are
indispensable for its application. For dated references, only the edition cited applies. For undated
references, the latest edition of the referenced document (including any amendments) applies.

NOTE All parts of the IEC 61158 series, as well as IEC 61784-1 and IEC 61784-2 are maintained simultaneously. Cross-
references to these documents within the text therefore refer to the editions as dated in this list of normative references.

IEC 61158-1:2014, Industrial communication networks — Fieldbus specifications — Part 1. Overview
and guidance for the IEC 61158 and IEC 61784 series

IEC 61158-6-24:2014, Industrial communication networks — Fieldbus specifications -
Part 6-24: Application layer protocol specification — Type 24 elements

ISO/IEC 7498-1, Information technology — Open Systems Interconnection — Basic Reference Model
— Part 1: The Basic Model

ISO/IEC 8824-1, Information technology — Abstract Syntax Notation One (ASN.1): Specification of
basic notation

ISO/IEC 9545, Information technology — Open Systems Interconnection — Application Layer structure
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ISO/IEC 10731, Information technology — Open Systems Interconnection — Basic Reference Model —
Conventions for the definition of OSI services

3 Terms, definitions, symbols, abbreviations, and conventions

For the purposes of this document, the following terms, definitions, symbols, abbreviations and
conventions apply.

3.1 Referenced terms and definitions
3.11 ISO/IEC 7498-1 terms

For the purposes of this document, the following terms as defined in ISO/IEC 7498-1 apply:
a) abstract syntax;

b) application-entity;

c) application process;

d) application protocol data unit;

e) application-process-invocation;

f) (N)-facility;

g) (N)-function;

h) correspondent-(N)-entities;

i) presentation context;

j) real system;

k) transfer syntax.

3.1.2 ISO/IEC 9545 terms
For the purposes of this document, the following terms as defined in ISO/IEC 9545 apply:

a) application-association;

b) application-context;

c) application-entity-invocation;
d) application-entity-type;

e) application-service-element.

3.1.3 ISO/IEC 8824-1 terms

For the purposes of this document, the following terms as defined in ISO/IEC 8824-1 apply:
a) object identifier.

3.1.4 Terms and definitions from ISO/IEC 10731

For the purposes of this document, the following terms as defined in ISO/IEC 10731 apply:

a) OSl-service-primitive; primitive;
b) OSl-service-provider; provider;
c) OSl-service-user; user.

3.2 Additional terms and definitions

For the purposes of this document, the following terms and definitions apply.
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3.21

alarm

field device status to tell that the device has detected a fatal problem to be solved and cannot
continue normal working, through the field device control (FDC) service of the type 24 fieldbus

Note 1 to entry: Any alarm statuses are latched and need some operation to be cleared them.

Note 2 to entry: Alarms may be classified into three groups; communication alarms, illegal-command-related ones, and
application specific ones. But concrete definitions are dependent on implementation of each field devices.

3.2.2

application process object

network representation of a specific aspect of an application process (AP), which is modelled as a
network accessible object contained within an AP or within another APO

Note 1 to entry: Refer IEC 61158-1, 9.3.4.

3.2.3

application process context

AP context

shared knowledge or a common set of rules, governing communication of FAL application entities
(AEs) and describing the permissible collective communications behavior between the AEs that are
party to a specific set of application relationships (ARs)

Note 1 to entry: Data within AP context can be specified by the user in advance, by the option selected while the user
uses a field bus management (FSM) service to read out the facility of peer AP, by the automatic negotiation function that
the FSM system handles, and so on. The method that is to be adopted depends on the specification of each
implementation.

3.24

application process type

AP type

description of a classification of application processes (APs) in terms of a set of capabilities for FAL
of the type 24 fieldbus

Note 1 to entry: AP types are classified into three ones, C1 master AP, C2 master AP and slave AP, by their application
roles in the fieldbus network. See 6.2.

3.2.5

async command

type of a command application protocol data unit (APDU) of the FDC service of the type 24 FAL,
which can be issued any time after the previous transaction without consideration of synchronization
with the communication cycle

Note 1 to entry: Definitions, which command should be async one or not, are dependent on an application. They may be
provided as a registered set of commands and responses or a device profiles (see |IEC 61158-6-24:2014, 4.4 and Annex A).

3.2.6

asynchronous communication

state or a way of communication for the FDC service of the type 24 FAL, in which a command can
be issued any time after the previous transaction without consideration of synchronization with the
communication cycle

Note 1 to entry: In this state, sync commands cannot be issued, but async commands can.

3.2.7
attribute
information or parameter contained in variable portions of an object

Note 1 to entry: Typically, they provide status information or govern the operation of an object. Attributes may also affect
the behaviour of an object.
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3.2.8

C1 master

AP type that has master facilities for the FDC service of the type 24 FAL, or the device implementing
that AP type

Note 1 to entry: Only one C1 master exists in a network of the type 24 fieldbus

3.2.9

C2 master

AP type that has only monitor facilities for the FDC service but requester facilities for message
(MSG) service of the type 24 FAL, or the device implementing that AP type

Note 1 to entry: Less than two C2 masters can exist in a network of the type 24 fieldbus

3.2.10
command
PDU issued by a requester or a master to make a responder or a slave execute some functions

3.2.11

communication

transfer

transmission

— communication: process to exchange information in a formal manner between two or more
devices, users, APs or entities

— transfer: process to convey a PDU from a sender to a receiver

— transmission: process to send out and propagate electrical signals or encoded data

3.2.12

communication cycle

period of repetitive activities synchronized with the transmission cycle while the connection
establishing for the FDC protocol of the type 24 FAL

Note 1 to entry: Communication cycle may synchronize with a cycle multiplying the transmission cycle by a specified
scaling factor.

3.2.13

connection

context or logical binding under specific conditions for the FDC protocol between a master object
and a slave object for the type 24 FAL

3.2.14
cyclic
repetitive in a regular manner

3.2.15

cyclic communication

transmission mode in which request PDUs and response PDUs are exchanged repetitively in the
scheduled time slots synchronized with a transmission cycle for the lower layer protocol of the
type 24 fieldbus

Note 1 to entry: In the AL, the communication cycle arises from the transmission cycle in this mode.

3.2.16

cycle scale counter

counter to generate a communication cycle by means of scaling a primary cycle or a transmission
cycle
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3.2.17

device ID

part of “device information” to identify the device for a specific product type or model of the type 24
fieldbus

3.2.18

device information

formatted and device-embedded information to characterize a device, which mainly consists of data
for device model identification and device-profile specific parameters for the type 24 fieldbus

3.2.19

device profile

collection of device model-common information and functionality providing consistency between
different device models among the same kind of devices

3.2.20

dual transfer

transfer mode for the FDC protocol of the type 24 FAL, in which a sender sends a same PDU twice a
transaction and a receiver uses them to detect and recover a communication error such as data-
corruption or data-loss in cyclic communication mode

3.2.21

event driven communication

transmission mode for the lower layer protocol of the type 24 fieldbus in which a transaction of
command-response-exchanging arises as user’'s demands

Note 1 to entry: Both the transmission cycle and the communication cycle don’t arise in this mode.

3.2.22
error
abnormal condition or malfunction for communication or any other activities

3.2.23

field device control service

FDC service

time-critical communication service that handles a fixed length command data to control a field
device and the corresponding feedback response data in a severe restriction on delay or jitter for the
communication timing for the type 24 FAL

3.2.24

field device control protocol

time-critical communication protocol that handles a fixed length command data to control a field
device and the corresponding feedback response data in a severe restriction on delay or jitter for the
communication timing for the type 24 FAL

3.2.25

master

class or its instance object of FDC application service element (ASE) who plays a role of a
command requester for the type 24 FAL

3.2.26

message service

MSG service

communication service that handles the variable length data and not required a severe restriction on
response time
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3.2.27

monitor

class or its instance object of FDC ASE who plays a role of a watcher or subscriber of commands
and response between other communication nodes for the type 24 FAL

3.2.28
monitor slave
variant of slave AP type who has both slave class and monitor class for FDC ASE of the type 24 FAL

3.2.29

network clock

synchronized and periodically running counter that each nodes in a same network have, which
becomes an oscillation source of the transmission cycle

3.2.30
protocol machine
state machine that realizes the protocol as the main function of the entity in each layer

3.2.31

requester

class or its instance object of MSG ASE who plays a role of a command requester or sender for the
type 24 FAL

3.2.32
responder

class or its instance object of MSG ASE who plays a role of a command responder or receiver for
the type 24 FAL

3.2.33

response

PDU issued by a responder or a slave to inform a result or some status for the received command to
a requester or a master

3.2.34
service
operation or process that an object performs upon request from another object

3.2.35

single transfer

normal transfer mode for the FDC protocol of the type 24 FAL in which a sender sends a same PDU
once a transaction

3.2.36

slave AP

AP type that has slave facilities for the FDC service of the type 24 FAL, or the device implementing
that AP type

3.2.37

Slave

FDC slave

class or its instance object of FDC ASE who plays a role of a responder for the type 24 FAL

3.2.38

state machine

logical automatic machine or automaton that has a finite number of states and handles state
transition fired by an event as a trigger
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3.2.39

sync command

type of command or APDU of the FDC service of the type 24 FAL, which is issued at the
synchronized timing with every communication cycle

Note 1 to entry: Definitions which command should be sync one or not are dependent on an application. They may be
provided as a registered set of commands and responses or a device profiles (see IEC 61158-6-24, 4.4 and Annex A).

3.2.40

synchronous communication

state or a way of communication for the FDC service of the type 24 FAL, in which a command is
issued at the synchronized timing with every communication cycle

Note 1 to entry: In this state, both sync commands and async ones can be issued.

Note 2 to entry: In this state, an out-of-synchronization error of APs shall be detected by measures of the watchdog
counter.

3.2.41

transmission cycle

period of repetitive activities for the lower layers of the type 24 fieldbus, which of all the slave
devices are synchronized with that of a C1 master device by the lower layer protocol

3.2.42

transmission mode

state or a way of transmission for the lower layer protocol of the type 24 fieldbus; cyclic mode, event
driven mode

3.2.43

virtual memory space

large data block of APOs for the type 24 FAL which can be read and write with pseudo-memory-
addresses to provide consistency between different device models

Note 1 to entry: The virtual memory space includes the device information and other vender specific area. See
IEC 61158-6-24, Annex B.

3.2.44

warning

field device status to tell that the device has detected a slight or passing problem but still working
normally through the field device control (FDC) service of the type 24 fieldbus

Note 1 to entry: Any warning statuses are latched and need to be operated to clear them.

Note 2 to entry: Warnings are classified into three groups, communication warnings, illegal-command-related ones, and
application specific ones. But concrete definitions are dependent on implementation of each field devices.

3.3 Abbreviations and symbols

For the purposes of this document, the following abbreviations and symbols apply.

AE Application Entity
AL Application Layer
A-, AL- Application layer (as a prefix)
AP Application Process
APDU Application Protocol Data Unit
API Application Process Invocation
APO Application Process Object
APC Application Process Context (as prefix of a protocol for type 24 fieldbus)
APC SM Application Process Context State Machine (for type 24 fieldbus)
AR Application Relationship
1 Documents
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AR ASE
AREP
ARPM
ARPM-FDCM
ARPM-FDCMN
ARPM-FDCS
ARPM-MSG
ASCII

ASE

ASN.1

Cnf

DL

DL-

DLL

DLM
DLPDU
DLSAP
DLSDU
DMPM
E2PROM
FAL

FCS

FDC-

FDC ASE
FDCPM
FDCPM-M
FDCPM-MN
FDCPM-S
FIFO

FSPM

FSM-

FSM ASE
HMI

110

ID

IDL

Ind

LME

Lsb

Msb

MSG

MSG ASE
MSGPM
MSGPM-RQ
MSGPM-RS
(O]

PM

PDU

PhL

QoS

RAM

Req

Rsp

RSP

DIN EN 61158-5-24:2015-08

Application Relationship Application Service Element

Application Relationship End Point

Application Relationship Protocol Machine (for type 24 fieldbus)
ARPM for Field Device Control service Master (for type 24 fieldbus)
ARPM for Field Device Control service Monitor (for type 24 fieldbus)
ARPM for Filed Device Control service Slave (for type 24 fieldbus)
ARPM for Message service (for type 24 fieldbus)

American Standard code for Information Interchange

Application Service Element

Abstract Syntax Notation One

Confirm primitive

Data-link-layer

(as a prefix) Data Link-

Data Link Layer

Data Link-management

Data Link-Protocol Data Unit

Data Link Service Access Point

DL-service-data-unit

Data Link layer Mapping Protocol Machine

Electrically erasable programmable read only memory

Fieldbus Application Layer

Frame check sequence

Field Device Control (as prefix of a service or a protocol for type 24 fieldbus)
Field Device Control Application Service Element (for type 24 fieldbus)
Field Device Control Protocol Machine (for type 24 fieldbus)

Field Device Control Protocol Machine for Master (for type 24 fieldbus)
Field Device Control Protocol Machine for Monitor (for type 24 fieldbus)
Field Device Control Protocol Machine for Slave (for type 24 fieldbus)
First In First Out

FAL service protocol machine

Fieldbus System Management (as prefix of a service for type 24 fieldbus)

Fieldbus System Management Application Service Element for type 24 fieldbus

Human-machine Interface

Input/output

Identifier

Interface Definition Language

Indication primitive

Layer Management Entity

Least Significant Bit

Most Significant Bit

Message (as prefix of a service or a protocol for type 24 fieldbus)
Message Application Service Element for type 24 fieldbus
Message Protocol Machine for type 24 fieldbus
MSGPM for Requester for type 24 fieldbus

MSGPM for Responder for type 24 fieldbus

Open Systems Interconnect

Protocol machine

Protocol Data Unit

Ph-layer

Quality of Service

Random access memory

Request primitive

Response primitive

Response PDU for FDC service (for type 24 fieldbus)
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SAP Service Access Point

SDN Send Data with no Acknowledge

SDuU Service Data Unit

SM State Machine

SMIB System Management Information Base
UML Unified Modelling Language

3.4 Conventions
3.41 Overview

The FAL is defined as a set of object-oriented ASEs. Each ASE is specified in a separate subclause.
Each ASE specification is composed of two parts, its class specification, and its service specification.

The class specification defines the attributes of the class. It is assumed that the attributes are
accessible from instances of the class using the Object Management ASE services specified in
IEC 61158-1, 9.3. The service specification defines the services provided by the ASE.

The service model and service primitives are entirely abstract descriptions; therefore they do not
represent specifications for implementation.

3.4.2 Conventions for class definitions

Class definitions are described using templates. Each template consists of a list of attributes for the
class. The general form of the template is shown below:

FAL ASE: ASE Name

CLASS: Class name

CLASS ID: #

PARENT CLASS: Parent class name
ATTRIBUTES:

1 (o) Key Attribute: numeric identifier

2 (0) Key Attribute: Name

3 (m) Attribute: attribute name (values)
4 (m) Attribute: attribute name (values)
4.1 (s) Attribute: attribute name (values)
4.2 (s) Attribute: attribute name (values)
4.3 (s) Attribute: attribute name (values)
5. (c) Constraint: constraint expression
51 (m) Attribute: attribute name (values)
5.2 (o) Attribute: attribute name (values)
6 (m) Attribute: attribute name (values)
6.1 (s) Attribute: attribute name (values)
6.2 (s) Attribute: attribute name (values)
SERVICES:

1 (o) OpsService: service name

2 (c) Constraint: constraint expression
2.1 (o) OpsService: service name

3 (m) MgtService: service name

a) The "FAL ASE:" entry is the name of the FAL ASE that provides the services for the class being
specified.

b) The "CLASS:" entry is the name of the class being specified. All objects defined using this
template will be an instance of this class. The class may be specified by this standard, or by a
user of this standard.

c) The "CLASS ID:" entry is a number that identifies the class being specified. This number is
unique within the FAL ASE that will provide the services for this class. When qualified by the
identity of its FAL ASE, it unambiguously identifies the class within the scope of the FAL. The
value "NULL" indicates that the class cannot be instantiated.
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d) The "PARENT CLASS:" entry is the name of the parent class for the class being specified. All
attributes defined for the parent class and inherited by it are inherited for the class being defined,
and therefore do not have to be redefined in the template for this class.

NOTE The parent-class "TOP" indicates that the class being defined is an initial class definition. The parent class TOP is
used as a starting point from which all other classes are defined. The use of TOP is reserved for classes defined by this
standard.

e) The "ATTRIBUTES" label indicate that the following entries are attributes defined for the class.

1) Each of the attribute entries contains a line number in column 1, a mandatory (m) / optional
(o) / conditional (c) / selector (s) indicator in column 2, an attribute type label in column 3, a
name or a conditional expression in column 4, and optionally a list of enumerated values in
column 5. In the column following the list of values, the default value for the attribute may be
specified.

2) Objects are normally identified by a numeric identifier or by an object name, or by both. In the
class templates, these key attributes are defined under the key attribute.

3) The line number defines the sequence and the level of nesting of the line. Each nesting level
is identified by period. Nesting is used to specify

i) fields of a structured attribute (4.1, 4.2, 4.3),

ii) attributes conditional on a constraint statement (5). Attributes may be mandatory (5.1) or
optional (5.2) if the constraint is true. Not all optional attributes require constraint
statements as does the attribute defined in (5.2), and

iii) the selection fields of a choice type attribute (6.1 and 6.2).
f) The "SERVICES" label indicates that the following entries are services defined for the class.

1) An (m) in column 2 indicates that the service is mandatory for the class, while an (o)
indicates that it is optional. A (c) in this column indicates that the service is conditional. When
all services defined for a class are defined as optional, at least one has to be selected when
an instance of the class is defined.

2) The label "OpsService" designates an operational service (1).

3) The label "MgtService" designates a management service (2).

4) The line number defines the sequence and the level of nesting of the line. Each nesting level
is identified by period. Nesting within the list of services is used to specify services
conditional on a constraint statement.

3.4.3 Conventions for service definitions
3.4.31 General

This standard uses the descriptive conventions given in ISO/IEC 10731 about services and their
primitives.

<name of service primitive>::= <service name>-<service-primitive-name>.<primitive-type>,

where

<primitive-type>::= request | indication | response | confirm;
<service-name> identifies ASEs providing this type of FAL services;
::=FSM | EVM | FDC | MSG | AR.
3.4.3.2 Service parameters

Service primitives are used to represent service user/service provider interactions (ISO/IEC 10731).
They convey parameters which indicate information available in the user/provider interaction. In any
particular interface, not all parameters need be explicitly stated.
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The service specifications of this standard use a tabular format to describe the component
parameters of the ASE service primitives. The parameters which apply to each group of service
primitives are set out in tables. Each table consists of up to five columns for

a) the parameter name,

b) request primitive,

c) indication primitive,

d) response primitive, and

e) confirm primitive.

One parameter (or component of it) is listed in each row of each table. Under the appropriate service

primitive columns, a code is used to specify the type of usage of the parameter on the primitive
specified in the column:

M The parameter is mandatory
C The parameter is conditional
0] The parameter is a user option, and may or need not be provided depending on

dynamic usage of the service user. When not provided, a default value for the
parameter is assumed.

S The parameter is a selected item.
(blank) The parameter is never present.

Some entries are further qualified by items in brackets. These may be

— a parameter-specific constraint:

“(=)” indicates that the parameter is semantically equivalent to the parameter in the service
primitive to its immediate left in the table, and

— an indication that some note applies to the entry:

“(n)” indicates that the following note "n" contains additional information pertaining to the
parameter and its use.

3.4.3.3 Service procedures
The procedures are defined in terms of

— the interactions between application entities through the exchange of fieldbus Application
Protocol Data Units, and

— the interactions between an application layer service provider and an application layer service
user in the same system through the invocation of application layer service primitives.

These procedures are applicable to instances of communication between systems that support time-
constrained communications services within the FAL.

4 Concepts

The common concepts and templates used to describe the application layer service in this standard
are detailed in IEC 61158-1, Clause 9.
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5 Data type ASE

In the communication type 24 FAL, Data type ASE complies with IEC 61158-1, Clause 10, and the
other protocol-specific data types are not defined in this standard.

The data types used in data fields within APDUs are defined in IEC 61158-6-24 along with the
abstract syntax and transfer syntax. And other data types for attributes of object or parameters of
service primitives in this standard also follow with the definition of IEC 61158-6-24.

6 Communication model specifications

6.1 Type specific concepts

The application layer of the type 24 fieldbus is modelled based on the concept that is described in
IEC 61158-1, Clause 5. The structure is as follows:
— the "what® is described by application layer service elements (ASE);

— the "how" is described by application layer relationships (AR).

In the type 24 FAL, the communication models consist of five types of ASE and two types of AR.

Of course the FAL function to handle ARs is included within the ASE model as AR ASE. This
standard mainly describes "what" is performed by AR ASE. The protocol specification that defines
"how" the communication is processed on AR is described in IEC 61158-6.

OSI system management function essentially should be represented as an entity that is independent
of each layer management entity (LME) such as ALME and vertically manages all of the layers. In
the type 24, however, it is integrated with the application layer management entity (ALME) to play a
role as an ASE or Fieldbus System Management ASE.

6.2 Overview

The type 24 FAL models an ASE structure and their roles for the fieldbus system based on a
network that consists of multiple devices among three AP types. These are C1 master, C2 master
and slave (see Table 1).

To establish a communication system, one C1 master and one or more slaves are required within
one network. However, C2 master has not necessarily to exist, and even when it exists, only one C2
master can be connected.

Furthermore, five kinds of service entities are provided for the FAL user process in the type 24 FAL.
Figure 1 shows the ASE models for each AP types.

— Field Device Control ASE (FDC ASE);

— Message ASE (MSG ASE);

— Event Management ASE (EVM ASE);

— Fieldbus System Management ASE (FSM ASE);

— Application Relationship ASE (AR ASE).

Object classes that constitute the execution component of these ASE are instantiated within the
sequence of AP context creation during the system boot-up. And then the ASE can execute

individual services for users by communicating between corresponding objects of the peer ASEs
within the network.
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Among aforementioned ASEs, there are two ASEs that directly provide the communication function
required by FAL user process: FDC ASE provides time critical communication; and MSG ASE can
send and receive a user message that consists of large data block with variable length while it does
not guarantees the transmission time. This fieldbus type can provides two types of communication
services of different characteristics to FAL user by using these two types of ASEs.

AR ASE provides an end point of the application relationship (AR) to convey transmission data
(APDU) when an object of the other ASE communicates with a corresponding ASE. The service
definition of AR ASE is described in 6.4 along with AR model.

EVM ASE provides a service to deliver the synchronized and fixed-period signal from the network-
clock counter generated by the lower layer. This signal is required as a cycle source for real-time
communication by FDC ASE.

FSM ASE contributes to AP context creation and object instantiation within the other ASE.

Table 1 — AP type definition

AP type i Example device AP Components and objects
C1 master Machine controller, Specific application user process
Robot controller F FDC ASE (master objects)
i A : MSG ASE (a requester object, a responder object)
L | ARASE (FDCMaster-AR objects,
i i Message-AR objects)
. . EVM ASE (an event manager object)
| FSM ASE (an FSM object)
C2 master ' Configuration tool, Specific application user process
: HMI F : FDC ASE (monitor objects)
i A i MSG ASE (a requester object, a responder object)
L | ARASE (FDCMonitor-AR objects,
Message-AR objects)
' ' EVM ASE (an event manager object)
| FSM ASE (an FSM object)
Slave, Field devices, Specific application user process
monitor slave? E such as F : FDC ASE (a slave object, monitor objects?)
- servo drive A MSG ASE (responder objects)
- inverter drive L AR ASE (an FDCslave-AR object, FDCMonitor-AR objects?,
- 1/O device Message-AR objects)
i : EVM ASE (an event manager object)
| FSM ASE (an FSM object)
8 The monitor slave is a variant of slave, and it has an ability to monitor FDCservicePDU (see
IEC 61158-6-24, 4.2.1) between the other slave and C1 master in addition to the ordinary slave
functionality. It can be realized by adding monitor object and FDCMonitor-AR object.
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Figure 1 — FAL ASE model of Type 24FSM ASE

6.2.1 Concepts
6.2.1.1 General

As described in 6.2, the object classes to be supported are defined for each AP type in the type 24
FAL. The maximum number of objects instantiated from the classes should be defined based on the
application function and performance of the device as its product specification.

Furthermore, it is required to configure the system by selecting optional function and tuning
performance with some parameters for a specific purpose of the application. For example, which
object should be activated; which object should be connected to an object in the other device; how
long the data length should be, what kind of transmission option should be set, and so on.

The network-system-environment operated for specific purpose or a set of configuration data as
mentioned above is called as "AP-context" in this standard.

A fieldbus system management (FSM) ASE is an ASE that provides services for the AP-context
creation, initialization of the each layer of PhL, DLL and FAL, disable control, and association
management among entities and objects by using communication node address, SAPID, AREP ID
and so on.

In this communication model, the following conditions shall be met when the device boots up.

a) When the device boots up, all the objects of the maximum number specified in the product
specification have been instantiated and the default SAPID have been given to those objects
within each ASE in FAL.

b) When the objects or the entities in each layer are instantiated, their statuses are equivalent to
those when <s>-Reset.req has issued.

Documen;g

Document Sharing Hub

Full document details: DIN EN 61158-5-24:2015-08


http://www.avadocuments.com/doc/din-en-61158-5-24-2015-08
http://www.avadocuments.com/doc/din-en-61158-5-24-2015-08

DIN EN 61158-5-24:2015-08
EN 61158-5-24:2014

NOTE

6.2.1.2

FAL common services for system management

<s> refers to <service-name> described in 3.4.3.1 as well as “Ph” and “DL".

In the type 24 FAL, all of FAL objects except ones in FSM ASE support the common services for
system management by the FSM ASE. These services are <s>-Reset, <s>-Open and <s>-Enable.

a)

values of the object to the initial condition just after boot-up.

b)

value during the process for establishing the targeted AP-context.

<s>-Reset is a service to disable and deactivate the object by reset the state and the attribute

<s>-Open is a service to initialize the state and the attribute values of the object to the specified

NOTE Even under this condition, the main function of the object is continuously disabled. This is a mechanism of the
interlock to prevent unintended malfunction of the system during the initialization process.

c) <s>-Enable is a service to enable and activate the main function of the object.

Because the parameters passed in each Open and Enable service differ in each ASE, refer to the
subclauses of each ASE for the detailed specification of the services.

6.2.1.3

Service overview

FSM ASE provides a set of services to initialize the communication environment. See Table 2. It
provides the following services to the FAL user process:

— initialization of each layer or ASE in FAL;

— configuring the communication parameter and profile of each layer or ASE.

Only one FSM ASE object exists in each communication node.

Table 2 — Support list of service for each class of FSM ASE

Service Class Request | indication | response conform
FSM-Reset FieldbusSystemManager M
FSM-GetStatus FieldbusSystemManager M M
FSM-SetContext FieldbusSystemManager M M
FSM-GetContext FieldbusSystemManager M M
FSM-Start FieldbusSystemManager M M
6.2.2 FieldbusSystemManager class specifications

6.2.2.1

FieldbusSystemManager class definition

The FSM class definition is shown below.

FAL ASE:

CLASS:
CLASS ID:
PARENT
CLASS:
ATTRIBUTES:
1 (o)

2 (o)

3 (o)

4 (0)

4.1 )
4.2
5 (m)

6
7 (m)
8

22

Fieldbus System
Management ASE
FieldbusSystemManager
not used

TOP

Numeric Identifier
Name

Key Attribute:
Key Attribute:

Attribute: User Description
Attribute: Object Revision
Attribute: Major Revision
Attribute: Minor Revision
Attribute: SAPID

Attribute: State

Attribute APType
Attribute CONTEXT-DATA
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-- common FAL attribute
-- common FAL attribute
-- common FAL attribute
-- common FAL attribute
-- common FAL attribute
-- common FAL attribute

-- State# of SM as APCSM

-- depending on implementation
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