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Nationaler Anhang NA
(informativ)

Zusammenhang mit Europaischen und Internationalen Normen

Fir den Fall einer undatierten Verweisung im normativen Text (Verweisung auf eine Norm ohne Angabe des
Ausgabedatums und ohne Hinweis auf eine Abschnittsnummer, eine Tabelle, ein Bild usw.) bezieht sich die
Verweisung auf die jeweils neueste gliltige Ausgabe der in Bezug genommenen Norm.

Fiar den Fall einer datierten Verweisung im normativen Text bezieht sich die Verweisung immer auf die in
Bezug genommene Ausgabe der Norm.

Der Zusammenhang der zitierten Normen mit den entsprechenden Deutschen Normen ergibt sich, soweit ein
Zusammenhang besteht, grundsatzlich Gber die Nummer der entsprechenden IEC-Publikation. Beispiel:
IEC 60068 ist als EN 60068 als Europaische Norm durch CENELEC Gbernommen und als DIN EN 60068 ins
Deutsche Normenwerk aufgenommen.

IEC hat 1997 die Benummerung der IEC-Publikationen geandert. Zu den bisher verwendeten Normnummern
wird jeweils 60000 addiert. So ist zum Beispiel aus IEC 68 nun IEC 60068 geworden.
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ICS 35.240.50

Deutsche Fassung

Verhaltensebenensprache
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Behavioural languages Langages relatifs au comportement
Part 3-3: Synthesis in VHDL Partie 3-3: Synthése en VHDL de la norme
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(CEI 61691-3-3:2001)

Diese Europaische Norm wurde von CENELEC am 2001-09-01 angenommen. Die
CENELEC-Mitglieder sind gehalten, die CEN/CENELEC-Geschéaftsordnung zu
erfillen, in der die Bedingungen festgelegt sind, unter denen dieser Europaischen
Norm ohne jede Anderung der Status einer nationalen Norm zu geben ist.

Auf dem letzten Stand befindliche Listen dieser nationalen Normen mit ihren biblio-
graphischen Angaben sind beim Zentralsekretariat oder bei jedem CENELEC-Mit-
glied auf Anfrage erhaltlich.

Diese Europaische Norm besteht in drei offiziellen Fassungen (Deutsch, Englisch,
Franzdsisch). Eine Fassung in einer anderen Sprache, die von einem CENELEC-
Mitglied in eigener Verantwortung durch Ubersetzung in seine Landessprache ge-
macht und dem Zentralsekretariat mitgeteilt worden ist, hat den gleichen Status wie
die offiziellen Fassungen.

CENELEC-Mitglieder sind die nationalen elektrotechnischen Komitees von Belgien,
Danemark, Deutschland, Finnland, Frankreich, Griechenland, Irland, Island, Italien,
Luxemburg, Malta, Niederlande, Norwegen, Osterreich, Portugal, Schweden,
Schweiz, Spanien, Tschechische Republik und dem Vereinigten Konigreich.

CENELEC

Européisches Komitee fur Elektrotechnische Normung
European Committee for Electrotechnical Standardization
Comité Européen de Normalisation Electrotechnique

Zentralsekretariat: rue de Stassart 35, B-1050 Briissel

© 2001 CENELEC — Alle Rechte der Verwertung, gleich in welcher Form und in welchem Verfahre
sind weltweit den Mitgliedern von CENELEC vorbehalten. Documents
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Vorwort
Der Text des Schriftstlicks 93/132/FDIS, zukiinftige 1. Ausgabe von IEC 61691-3-3, ausgearbeitet von dem
IEC TC 93 ,Design automation®, wurde der IEC-CENELEC Parallelen Abstimmung unterworfen und von
CENELEC am 2001-09-01 als EN 61691-3-3 angenommen.
Nachstehende Daten wurden festgelegt:
— spatestes Datum, zu dem die EN auf nationaler Ebene

durch Veroffentlichung einer identischen nationalen

Norm oder durch Anerkennung dibernommen werden

muss (dop):  2002-06-01

— spatestes Datum, zu dem nationale Normen, die der
EN entgegenstehen, zurlickgezogen werden missen (dow):  2004-09-01

Diese Norm basiert auf IEEE Std 1076-3:1997, Synthesis packages.

Anerkennungsnotiz

Der Text der Internationalen Norm IEC 61691-3-3:2001 wurde von CENELEC ohne irgendeine Abanderung
als Europaische Norm angenommen.
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INTRODUCTION
This standard, 61691-3-3, supports the synthesis and verification of hardware designs, by
defining vector types for representing signed or unsigned integer values and providing
standard interpretations of widely used scalar VHDL values.
This standard includes package bodies, as described in annex , which are available in

electronic format either on a diskette affixed to the back cover, or as a downloadable file from
the IEC Web Store.
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1. Overview

1.1 Scope

This standard defines standard practices for synthesizing binary digital electronic circuits from VHDL
source code. It includes the following:

a) The hardware interpretation of values belonging to the BIT and BOOLEAN types defined by IEEE
Std 1076-1993! and to the STD_ULOGIC type defined by IEEE Std 1164-1993.

b) A function (STD_MATCH) that provides “don’t care” or “wild card” testing of values based on the
STD_ULOGIC type.

¢) Standard functions for representing sensitivity to the edge of a signal.
d) Two packages that define vector types for representing signed and unsigned arithmetic values, and

that define arithmetic, shift, and type conversion operations on those types.

This standard is designed for use with IEEE Std 1076-1993. Modifications that may be made to the packages
for use with the previous edition, IEEE Std 1076-1987, are described in 7.2.

1.2 Terminology

The word shall indicates mandatory requirements strictly to be followed in order to conform to the standard
and from which no deviation is permitted (shall equals is required to). The word should is used to indicate
that a certain course of action is preferred but not necessarily required; or that (in the negative form) a cer-
tain course of action is deprecated but not prohibited (should equals is recommended that). The word may
indicates a course of action permissible within the limits of the standard (may equals is permitted).

A synthesis tool is said to accept a VHDL construct if it allows that construct to be legal input; it is said to
interpret the construct (or to provide an interpretation of the construct) by producing something that repre-

sents the construct. A synthesis tool is not required to provide an interpretation for every construct that it
accepts, but only for those for which an interpretation is specified by this standard.
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1.3 Conventions

This standard uses the following conventions:
a) The body of the text of this standard uses boldface to denote VHDL reserved words (such as

downto) and upper case to denote all other VHDL identifiers (such as REVERSE_RANGE or
FOO).

b) The text of the VHDL packages defined by this standard, as well as the text of VHDL examples
and code fragments, is represented in a fixed-width font. All such text represents VHDL reserved
words as lower case text and all other VHDL identifiers as upper case text.

c) In the body of the text, italics denote words or phrases that are being defined by the paragraph in
which they occur.

d) VHDL code fragments not supported by this standard are denoted by an italic fixed-width font.

2. References

This standard shall be used in conjunction with the following publications. When the following standards
are superseded by an approved revision, the revision shall apply.

IEEE Std 1076-1993, IEEE Standard VHDL Language Reference Manual (ANSI).2

IEEE Std 1164-1993, IEEE Standard Multivalue Logic System for VHDL Model Interoperability
(Std_logic_1164) (ANSI).

3. Definitions

Terms used in this standard, but not defined in this clause, are assumed to be from IEEE Std 1076-1993 and
IEEE Std 1164-1993.

3.1 argument: An expression occurring as the actual value in a function call or procedure call.
3.2 arithmetic operation: An operation for which the VHDL operator is +, -, *, /, mod, rem, abs, or **.

3.3 assignment reference: The occurrence of a literal or other expression as the waveform element of a sig-
nal assignment statement or as the right-hand side expression of a variable assignment statement.

3.4 don’t care value: The enumeration literal ‘- of the type STD_ULOGIC defined by IEEE Std 1164-
1993.

3.5 equality relation: A VHDL relational expression in which the relational operator is =.

3.6 high-impedance value: The enumeration literal ‘Z’ of the type STD_ULOGIC defined by IEEE Std
1164-1993.

3.7 inequality relation: A VHDL relational expression in which the relational operator is /=.
3.8 logical operation: An operation for which the VHDL operator is and, or, nand, nor, xor, xnor, or not.

3.9 metalogical value: One of the enumeration literals ‘U’, ‘X’, ‘W’, or ‘-’ of the type STD_ULOGIC
defined by IEEE Std 1164-1993.
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3.10 ordering relation: A VHDL relational expression in which the relational operator is <, <=, >, or >=.
3.11 shift operation: An operation for which the VHDL operator is sll, srl, sla, sra, rol, or ror.

3.12 standard logic type: The type STD_ULOGIC defined by IEEE Std 1164-1993, or any type derived
from it, including, in particular, one-dimensional arrays of STD_ULOGIC or of one of its subtypes.

3.13 synthesis tool: Any system, process, or tool that interprets VHDL source code as a description of an
electronic circuit in accordance with the terms of this standard and derives an alternate description of that
circuit.

3.14 user: A person, system, process, or tool that generates the VHDL source code that a synthesis tool pro-
cesses.

3.15 vector: A one-dimensional array.

3.16 well-defined: Containing no metalogical or high-impedance element values.

4. Interpretation of the standard logic types

This clause defines how a synthesis tool shall interpret values of the standard logic types defined by IEEE
Std 1164-1993 and of the BIT and BOOLEAN types defined by IEEE Std 1076-1993. Simulation tools,
however, shall continue to interpret these values according to the standards in which the values are defined.

4.1 The STD_LOGIC_1164 values

IEEE Std 1164-1993 defines the standard logic type:

type STD_ULOGIC is ( 'U’, -- Uninitialized
'X’, -- Forcing Unknown
'0’, -- Forcing 0
'1’, -- Forcing 1
'2', -- High Impedance
'W’, -- Weak Unknown
'L’, -- Weak 0
'H', -- Weak 1
'-' -- Don’t care

)i

The logical values ‘1°, ‘H’, ‘0’, and ‘L’ are interpreted as representing one of two logic levels, where each
logic level represents one of two distinct voltage ranges in the circuit to be synthesized.

IEEE Std 1164-1993 also defines a resolution function named RESOLVED and a subtype STD_LOGIC that
is derived from STD_ULOGIC by using RESOLVED. The resolution function RESOLVED treats the values
‘0’ and ‘1’ as forcing values that override the weak values ‘L’ and ‘H’ when multiple sources drive the same
signal.

The values ‘U’, ‘X’, “W’, and ‘-’ are metalogical values; they define the behavior of the model itself rather
than the behavior of the hardware being synthesized. The value ‘U’ represents the value of an object before
it is explicitly assigned a value during simulation; the values ‘X’ and ‘W’ represent forcing and weak values,
respectively, for which the model is not able to distinguish between logic levels.

The value ‘-’ is also called the don ¥ care value. This standard treats it in the same way as the other metalog-
ical values except when it is furnished as an argument to the STD_MATCH functions in the
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IEEE.NUMERIC_STD package. The STD_MATCH functions use ‘-’ to implement a “match all” or “wild
card” matching.

The value ‘Z’ is called the high-impedance value, and represents the condition of a signal source when that
source makes no effective contribution to the resolved value of the signal.

4.2 Static constant values

Wherever a synthesis tool accepts a reference to a locally static or globally static named constant, it shall
treat that constant as the equivalent of the associated static expression.

4.3 Interpretation of logic values

This subclause describes the interpretations of logic values occurring as literals (or in literals) after a synthe-
sis tool has replaced named constants by their corresponding values.

4.3.1 Interpretation of the forcing and weak values (‘0’, ‘1’, ‘L, ‘H’, FALSE, TRUE)
A synthesis tool shall interpret the following values as representing a logic value 0:

— The BIT value ‘0°.
— The BOOLEAN value FALSE.
— The STD_ULOGIC values ‘0’ and ‘L.

It shall interpret the following values as representing a logic value 1:

— The BIT value ‘1°.
——  The BOOLEAN value TRUE.
— The STD_ULOGIC value ‘1’ and ‘H’.

This standard makes no restriction as to the interpretation of the relative strength of values.

4.3.2 Interpretation of the metalogical values (‘U’, ‘'W’, ‘X, *-’)

4.3.2.1 Metalogical values in relational expressions

If the VHDL source code includes an equality relation (=) for which one operand is a static metalogical
value and for which the other operand is not a static value, a synthesis tool shall interpret the equality rela-
tion as equivalent to the BOOLEAN value FALSE. If one operand of an equality relation is a vector, and one

element of that vector is a static metalogical value, a synthesis tool shall interpret the entire equality relation
as equivalent to the BOOLEAN value FALSE.

A synthesis tool shall interpret an inequality relation (/=) for which one operand is or contains a static meta-
logical value, and for which the other operand is not a static value, as equivalent to the BOOLEAN value
TRUE.

A synthesis tool shall treat an ordering relation for which at least one operand is or contains a static metalog-
ical value as an error.

4.3.2.2 Metalogical values as a choice in a case statement

If a metalogical value occurs as a choice, or as an element of a choice, in a case statement that is interpreted
by a synthesis tool, the synthesis tool shall interpret the choice as one that can never occur. That is, the inter-

Seite 7

Documents

Document Sharing Hub

Full document details: DIN EN 61691-3-3:2002-11


http://www.avadocuments.com/doc/din-en-61691-3-3-2002-11
http://www.avadocuments.com/doc/din-en-61691-3-3-2002-11

EN 61691-3-3:2001

pretation that is generated is not required to contain any constructs corresponding to the presence or absence
of the sequence of statements associated with the choice.

Whenever a synthesis tool interprets a case statement alternative that associates multiple choices with a sin-
gle sequence of statements, it shall produce an interpretation consistent with associating the sequence of
statements with each choice individually.

Whenever a synthesis tool interprets a selected signal assignment statement, it shall interpret the selected
signal assignment statement as if it were the case statement in the equivalent process as defined by IEEE Std
1076-1993.

4.3.2.3 Metalogical values in logical, arithmetic, and shift operations
When a static metalogical value occurs as all of, or one element of, an operand to a logical, arithmetic, or

shift operation, and when the other operand to the operation is not a static value, a synthesis tool shall treat
the operation as an error.

4.3.2.4 Metalogical values in concatenate operations

If a static metalogical value occurs as all of, or as one element of, an operand to the concatenate (&) opera-
tor, a synthesis tool shall treat it as if it had occurred as the corresponding element of the expression formed
by the concatenate operation.

4.3.2.5 Metalogical values in type conversion and sign-extension functions
If a static metalogical value occurs as all of, or as one element of, the value argument to a type conversion or

sign-extension function, a synthesis tool shall treat it as if it had occurred as the corresponding element of
the expression formed by the function call.

4.3.2.6 Metalogical values used in assignment references

A synthesis tool shall accept a static metalogical value used as all of, or as one element of, an assignment
reference, but is not required to provide any particular interpretation of that metalogical value.

4.3.3 Interpretation of the high-impedance value (‘Z’)

If the static value ‘Z’ occurs as an assignment reference in a signal assignment statement, a synthesis tool
shall interpret the assignment as implying the equivalent of a three-state buffer that is disabled when the con-
ditions under which the assignment occurs is true. The output of the three-state buffer is the target of the
assignment. The input of the three-state buffer is the logic network that represents the value of the target
apart from any assignments to ‘Z’.

If the ‘Z’ occurs as one or more elements of an assignment reference in a signal assignment statement, a syn-
thesis tool shall interpret each such occurrence as implying the equivalent of a three-state buffer in the man-
ner defined by the preceding paragraph.

This standard does not specify an interpretation when a static value ‘Z’ occurs as all of, or one bit of, an
assignment reference in a variable assignment statement.

Whenever a static high-impedance value occurs in any context other than an assignment reference, a synthe-
sis tool shall treat it as equivalent to a static metalogical value.

NOTE—A signal assignment statement that assigns one or more bits of a signal to ‘Z’ unconditionally implies the equiv-
alent of a three-state buffer that is always disabled. A synthesis tool may choose to ignore such assignments.
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5. The STD_MATCH function

The NUMERIC_STD package defined by this standard defines functions named STD_MATCH to provide
wild card matching for the don’t care value. Whenever the STD_MATCH function compares two arguments
which are STD_ULOGIC values, it returns TRUE if and only if:

— Both values are well-defined and the values are the same, or
— One value is ‘0’ and the other is ‘L’, or

— One value is ‘1’ and the other is ‘H’, or

— At least one of the values is the don’t care value (*-’).

Whenever the STD_MATCH function compares two arguments which are vectors whose elements belong to
the STD_ULOGIC type or to one of its subtypes, it returns TRUE if and only if:

a) The operands have the same length, and
b) STD_MATCH applied to each pair of matching elements returns TRUE.

When one of the arguments to the STD_MATCH function is a static value and the other is not, a synthesis
tool shall interpret the call to the STD_MATCH function as equivalent to an equality test on matching ele-
ments of the arguments, excepting those elements of the static value which are equal to *-’.

NOTE—If any argument value passed to STD_MATCH is or contains a metalogical or high-impedance value other than
¢.”, the function returns FALSE.

6. Signal edge detection

Wherever a synthesis tool interprets a particular expression as the edge of a signal, it shall also interpret the
function RISING_EDGE as representing a rising edge and the function FALLING_EDGE as representing a
falling edge, where RISING_EDGE and FALLING_EDGE are the functions declared either by the package
STD_LOGIC_1164 of IEEE Std 1164-1993 or by the NUMERIC_BIT package of this standard.

7. Standard arithmetic packages

Two VHDL packages are defined by this standard. The NUMERIC_BIT package is based on the VHDL
type BIT, while the second package, NUMERIC_STD, is based on the subtype STD_LOGIC of the type
STD_ULOGIC. Simulations based on the subprograms of the NUMERIC_BIT package ordinarily require
less execution time, because the subprograms do not have to deal with operands containing metalogical or
high-impedance values. Use of the subprograms of the NUMERIC_STD package allow simulation to detect
the propagation or generation of metalogical values.

Each package defines a vector type named SIGNED and a vector type named UNSIGNED. The type
UNSIGNED represents an unsigned binary integer with the most significant bit on the left, while the type
SIGNED represents a two’s-complement binary integer with the most significant bit on the left. In particular,
a one-element SIGNED vector represents the integer values —1 and 0.

The two packages are mutually incompatible, and only one shall be used in any given design unit. To facili-
tate changing from one package to the other, most of the subprograms declared in one package are also

declared for corresponding arguments in the other. Exceptions are when:

a) The NUMERIC_BIT package declares the functions RISING_EDGE and FALLING_EDGE; the
corresponding functions for STD_ULOGIC are declared by the STD_LOGIC_1164 package.
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b) The NUMERIC_STD package declares the STD_MATCH functions, which give special treatment
to the don’t care value, whereas the BIT-based types of the NUMERIC_BIT package have no don’t
care values.

¢) The NUMERIC_STD package declares the TO_01 functions, which may be applied to SIGNED
and UNSIGNED vector values, and which map the element values of the vectors to the
STD_ULOGIC values ‘0’ and ‘1’ and to a third value representing metalogical or high-impedance
values.

Table 1 shows the order of the function declarations within the package declarations.

Table 1—Order of functions within packages

Function Id(s) NUMERIC_BIT NUMERIC_STD

Al abs abs

A2 unary — unary —

A3-A8 binary + binary +

A9-Al4 binary — binary —

A.15-A20 * *

A21-A26 / /

A27-A32 rem rem

A.33-A38 mod mod

C.1-C.6 > >

C7-C.12 < <

C.13-C.18 <= <=

C.19-C.24 >= >=

C.25-C.30 = =

C31-C.36 = /=

S.1,83 SHIFT_LEFT SHIFT_LEFT

82,84 SHIFT_RIGHT SHIFT_RIGHT

$.5,8.7 ROTATE_LEFT ROTATE_LEFT

$.6,S.8 ROTATE_RIGHT ROTATE_RIGHT

$9,8.10 (predefined in VHDL) sl

S.11,8.12 srl

S.13,S.14 rol

S.15,8.16 ror

R.1-R2 RESIZE RESIZE

D.1-2 TO_INTEGER TO_INTEGER

D3 TO_UNSIGNED TO_UNSIGNED

D4 TO_SIGNED TO_SIGNED

E.l RISING_EDGE (defined by the

E.2 FALLING_EDGE STD_LOGIC_1164
package)

L.1,L8 not not

L2,L9 and and

L3,L.10 or or

L4, L.11 nand nand

LS, L.12 nor nor

L.6,L.13 xor xor

L7,L.14 xnor xnor

M.1-M.5 STD_MATCH

T.1-T.2 TO_01
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If a null array is furnished as an input argument to any subprogram declared by NUMERIC_BIT or
NUMERIC_STD, a synthesis tool shall treat it as an error.

All vector return values that are not null array values are normalized so that the direction of the index range
is downto and the right bound is 0. A vector return value that is a null array has the index range “0 downto 1”.

The package declarations use the following format to declare each function:

-- Id: <id_nr»>

function <designator> (<formal parameter_ list>) return <type marks;
-- Result Subtype: <subtype_ indication>
-- Result: <description of function>

The elements of this format have the following meanings:

<id_nr>
A unique identifier of the form letter.number. A corresponding identifier appears at the beginning of the
corresponding function body in the package body for the same package.

<designator>
The function designator as defined by IEEE Std 1076-1993.

<formal_parameter_list>
The formal parameter list for the function as defined by IEEE Std 1076-1993.

<type_mark>
A type mark denoting the result subtype of the function as defined by IEEE Std 1076-1993.

<subtype_indication>
The subtype of the value returned by the function. If the result subtype of the function denotes an
unconstrained vector subtype, <subtype_indication> also includes an index constraint defining the
index range of the returned value in terms of sizes and values of the input parameters.
<subtype_indication> is syntactically a subtype indication as defined by IEEE Std 1076-1993.

<description of function>
An English language description of the operation performed by the function.

Both packages shall be analyzed into the library symbolically named IEEE.

7.1 Allowable modifications

Vendors of tools conforming to this standard shall not modify the package declarations for NUMERIC_BIT
or NUMERIC_STD. However, a vendor may provide package bodies for either or both packages in which
subprograms are rewritten for more efficient simulation or synthesis, provided that the behavior of the
rewritten subprograms remains the same under simulation. The behavior of the original and rewritten sub-
programs are the same if, for any combination of input values, they return the same return values. The text of
messages associated with assertions may differ in the rewritten subprogram.

The package bodies for both packages declare a constant named NO_WARNING that has the value FALSE.
A user may set NO_WARNING to TRUE and reanalyze the package body to suppress warning messages
generated by calls to the functions in these packages. For this reason:

— A tool vendor who rewrites the package body shall preserve the declaration of the NO_ WARNING
constant to allow a user to suppress warnings by editing and reanalyzing the package body.

— A simulation tool vendor who provides a preanalyzed version of the package body should also pro-
vide a mechanism for suppressing warning messages generated by the package functions.
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7.2 Compatibility with IEEE Std 1076-1987

The following functions from the NUMERIC_STD package are compatible with IEEE Std 1076-1993 but
not with the previous edition, IEEE Std 1076-1987:

a) "xnor"
b) "sll"
c) "sii”
d) "rol"
e) "ror"

To use these functions with a VHDL-based system that has not yet been upgraded to be compatible with [EEE
Std 1076-1993, a user or vendor may comment out the subprogram declarations and subprogram bodies.

In addition, IEEE Std 1076-1993 supports a character set that includes the copyright symbol (©). However,
IEEE Std 1076-1987 does not support this same character set. Therefore, in order to use the NUMERIC_BIT
and NUMERIC_STD packages with a system that has not yet been upgraded to be compatible with IEEE
Std 1076-1993, a user or vendor may replace the copyright symbol within the sources of those packages by a
left parenthesis, a lowercase “c,” and a right parenthesis.

7.3 The package texts

The texts of the NUMERIC_BIT and NUMERIC_STD packages (both package declarations and package
bodies) are on the diskette that is included with this standard. Those texts are an official part of this standard.
For the convenience of users, the package declarations are also included in the printed form of the standard.
Please consult the diskette for the contents of the package bodies.
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7.3.1 Package declaration for NUMERIC_BIT

-- Copyright © 1997 by IEEE. All rights reserved.

-- This source file is an essential part of IEEE Std 1076.3-1997,

-- IEEE Standard VHDL Synthesis Packages. This source file may not be

-- copied, sold, or included with software that is sold without written
-- permission from the IEEE Standards Department. This source file may

-- be used to implement this standard and may be distributed in compiled
-- form in any manner so long as the compiled form does not allow direct
-- decompilation of the original source file. This source file may be

-- copied for individual use between licensed users. This source file is
-- provided on an AS IS basis. The IEEE disclaims ANY WARRANTY EXPRESS OR
-- IMPLIED INCLUDING ANY WARRANTY OF MERCHANTABILITY AND FITNESS FOR USE
-- FOR A PARTICULAR PURPOSE. The user of the source file shall indemnify
-- and hold IEEE harmless from any damages or liability arising out of the
-- use thereof.

-- This package may be modified to include additional data required by tools,

-- but it must in no way change the external interfaces or simulation behavior
-- of the description. It is permissible to add comments and/or attributes to

-- the package declarations, but not to change or delete any original lines of
-- the package declaration. The package body may be changed only in accordance
-- with the terms of 7.1 and 7.2 of this standard.

-- Title : Standard VHDL Synthesis Packages (IEEE Std 1076.3-1997,
NUMERIC BIT)

-- Library : This package shall be compiled into a library symbolically
-- : named IEEE.

-- Developers : IEEE DASC Synthesis Working Group.

-- Purpose : This package defines numeric types and arithmetic functions
-- : for use with synthesis tools. Two numeric types are defined:
-- : -- > UNSIGNED: represents an UNSIGNED number in vector form
-- : -- > SIGNED: represents a SIGNED number in vector form

-- : The base element type is type BIT.

-- : The leftmost bit is treated as the most significant bit.

-- : Signed vectors are represented in two’s complement form.

-- : This package contains overloaded arithmetic operators on

-- : the SIGNED and UNSIGNED types. The package also contains

-- : useful type conversions functions, clock detection

-- : functions, and other utility functions.

-- : If any argument to a function is a null array, a null array is
- : returned (exceptions, if any, are noted individually).

-- Note : No declarations or definitions shall be included in, oxr

-- : excluded from, this package. The "package declaration" defines
-- : the types, subtypes, and declarations of NUMERIC_BIT. The

-- : NUMERIC_BIT package body shall be considered the formal

-- : definition of the semantics of this package. Tool developers
-- : may choose to implement the package body in the most efficient
-- : manner available to them.

-- Version : 2.4
-- Date : 12 April 1995
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