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Anwendungsbeginn

Anwendungsbeginn fir die von CENELEC am 2011-10-27 angenommene Europaische Norm als DIN-Norm
ist 2012-05-01.

Fir DIN EN 61850-9-2:2005-02 gilt eine Ubergangsfrist bis zum 2014-10-27.

Nationales Vorwort
Vorausgegangener Norm-Entwurf: E DIN IEC 61850-9-2:2006-09.

Fur diese Norm ist das nationale Arbeitsgremium K 952 ,Netzleittechnik“ der DKE Deutsche Kommission
Elektrotechnik Elektronik Informationstechnik im DIN und VDE (www.dke.de) zustandig.

Die enthaltene IEC-Publikation wurde vom TC 57 ,Power systems management and associated information
exchange” erarbeitet.

Das IEC-Komitee hat entschieden, dass der Inhalt dieser Publikation bis zu dem Datum (stability date)
unverandert bleiben soll, das auf der IEC-Website unter ,http://webstore.iec.ch® zu dieser Publikation
angegeben ist. Zu diesem Zeitpunkt wird entsprechend der Entscheidung des Komitees die Publikation

—  bestatigt,

—  zurickgezogen,

— durch eine Folgeausgabe ersetzt oder

— geandert.

Fur den Fall einer undatierten Verweisung im normativen Text (Verweisung auf eine Norm ohne Angabe des
Ausgabedatums und ohne Hinweis auf eine Abschnittsnummer, eine Tabelle, ein Bild usw.) bezieht sich die
Verweisung auf die jeweils neueste glltige Ausgabe der in Bezug genommenen Norm.

Fur den Fall einer datierten Verweisung im normativen Text bezieht sich die Verweisung immer auf die in
Bezug genommene Ausgabe der Norm.

Der Zusammenhang der zitierten Normen mit den entsprechenden Deutschen Normen ergibt sich, soweit ein
Zusammenhang besteht, grundsatzlich Gber die Nummer der entsprechenden IEC-Publikation. Beispiel:
IEC 60068 ist als EN 60068 als Europaische Norm durch CENELEC tUbernommen und als DIN EN 60068 ins
Deutsche Normenwerk aufgenommen.

Das Prasidium des DIN hat mit Prasidialbeschluss 1/2004 festgelegt, dass DIN-Normen, deren Inhalt sich auf
internationale Arbeitsergebnisse der Informationsverarbeitung griindet, unter bestimmten Bedingungen allein
in englischer Sprache veroffentlicht werden dirfen. Diese Bedingungen sind fiir die vorliegende Norm erfiillt.

Da sich die Benutzer der vorliegenden Norm der englischen Sprache als Fachsprache bedienen, wird die
englische Fassung der EN 61850-9-2 verdffentlicht. Fur die meisten der verwendeten Begriffe existieren
keine gebrauchlichen deutschen Benennungen, da sich die deutschen Anwender in der Regel ebenfalls der
englischen Benennungen bedienen. Diese Norm steht nicht in unmittelbarem Zusammenhang mit Rechts-
vorschriften und ist nicht als Sicherheitsnorm anzusehen.

Anderungen

Gegeniiber DIN EN 61850-9-2:2005-02 wurden folgende Anderungen vorgenommen:

a) Hinzufligen einer optionalen Verbindungsschicht-Redundanz (Tabellen 3 bis 6);

b) Neudefinition von reservierten Feldern in der Verbindungsschicht (5.3.3.4);

c) Entwicklung von USVCB- und MSVCB-Komponenten (Tabellen 9, 10, 12);

d) Entwicklung einer Kodierung fiir die Ubertragung der abgetasteten Wertepuffer (Tabelle 14).

Friihere Ausgaben

DIN EN 61850-9-2: 2005-02
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EUROPEAN STANDARD EN 61850-9-2
NORME EUROPEENNE
EUROPAISCHE NORM December 2011

ICS 33.200 Supersedes EN 61850-9-2:2004

English version

Communication networks and systems for power utility automation -
Part 9-2: Specific communication service mapping (SCSM) -
Sampled values over ISO/IEC 8802-3
(IEC 61850-9-2:2011)
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sur I''SO/CEI 8802-3
(CEI 61850-9-2:2011)

This European Standard was approved by CENELEC on 2011-10-27. CENELEC members are bound to
comply with the CEN/CENELEC Internal Regulations which stipulate the conditions for giving this European
Standard the status of a national standard without any alteration.

Up-to-date lists and bibliographical references concerning such national standards may be obtained on
application to the CEN-CENELEC Management Centre or to any CENELEC member.

This European Standard exists in three official versions (English, French, German). A version in any other
language made by translation under the responsibility of a CENELEC member into its own language and
notified to the CEN-CENELEC Management Centre has the same status as the official versions.

CENELEC members are the national electrotechnical committees of Austria, Belgium, Bulgaria, Croatia,
Cyprus, the Czech Republic, Denmark, Estonia, Finland, France, Germany, Greece, Hungary, Iceland,
Ireland, Italy, Latvia, Lithuania, Luxembourg, Malta, the Netherlands, Norway, Poland, Portugal, Romania,
Slovakia, Slovenia, Spain, Sweden, Switzerland and the United Kingdom.

CENELEC

European Committee for Electrotechnical Standardization
Comité Européen de Normalisation Electrotechnique
Europaisches Komitee flr Elektrotechnische Normung

Management Centre: Avenue Marnix 17, B - 1000 Brussels

© 2011 CENELEC -  All rights of exploitation in any form and by any means reserved worldwide for CENELEC members.

Ref. No. EN 61850-9-2:2011 E
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Foreword

The text of document 57/1133/FDIS, future edition 2 of IEC 61850-9-2, prepared by IEC/TC 57 "Power
systems management and associated information exchange" was submitted to the IEC-CENELEC parallel
vote and approved by CENELEC as EN 61850-9-2:2011.

The following dates are fixed:

» latest date by which the document has 7.
to be implemented at national level by (dop) 2012-07-27
publication of an identical national
standard or by endorsement

» latest date by which the national 0.
standards conflicting with the (dow) 2014-10-27
document have to be withdrawn

This document supersedes EN 61850-9-2:2004.

EN 61850-9-2:2011 includes the following significant technical changes with respect to EN 61850-9-2:2004:
« addition of an optional Link redundancy layer (Tables 3 to 6);

* redefinition of “reserved” fields in link layer (5.3.3.4);

« evolution of USVCB and MSVCB components (Tables 9, 10, 12);

» evolution of encoding for the transmission of the sampled value buffer (Table 14).

Attention is drawn to the possibility that some of the elements of this document may be the subject of patent
rights. CENELEC [and/or CEN] shall not be held responsible for identifying any or all such patent rights.

Endorsement notice

The text of the International Standard IEC 61850-9-2:2011 was approved by CENELEC as a European
Standard without any modification.
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INTRODUCTION

This part of IEC 61850 defines the SCSM for sampled values over ISO/IEC 8802-3. The intent of this SCSM
definition is to include the complete mapping of the sampled value model.

This part of IEC 61850 applies to electronic current and voltage transformers (ECT and EVT having a digital
output), merging units, and intelligent electronic devices, for example protection units, bay controllers and
meters, or sensors.

Process bus communication structures can be arranged in different ways as described in IEC/TR 61850-1. In
addition to the transmission of sampled value data sets, which are directly connected to ISO/IEC 8802-3, a
selection of IEC 61850-8-1 services is necessary to support the access to the SV control block. References to
the relevant IEC 61850-8-1 services are provided in this SCSM. For less complex devices (for example
merging units), the sampled value control block can be pre-configured, in which case there is no need to
implement IEC 61850-8-1 services based on the MMS-Stack.

This document defines the mapping of sampled value class model (IEC 61850-7-2) to ISO/IEC 8802-3. This
SCSM, in combination with IEC 61850-7 and IEC 61850-6, allows interoperability between devices from
different manufacturers.

This standard does not specify individual implementations or products, nor does it constrain the
implementation of entities and interfaces within a computer system. This standard specifies the externally
visible functionality of implementations together with conformance requirements for such functionalities.

Reading guide:

e This document is an extended mapping specification of IEC 61850-8-1 to cover sampled value
transmission over ISO/IEC 8802-3.

e This document can best be understood if the reader is thoroughly familiar with
IEC 61850-7-1, IEC 61850-7-2, IEC 61850-7-3 and IEC 61850-7-4.

e The ACSI services defined in IEC 61850-7-2 are not explained in this part of IEC 61850.
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COMMUNICATION NETWORKS AND SYSTEMS
FOR POWER UTILITY AUTOMATION -

Part 9-2: Specific communication service mapping (SCSM) —
Sampled values over ISO/IEC 8802-3

1 Scope

This part of IEC 61850 defines the specific communication service mapping (SCSM) for the transmission of
sampled values according to the abstract specification in IEC 61850-7-2. The mapping is that of the abstract
model on a mixed stack using direct access to an ISO/IEC 8802-3 link for the transmission of the samples in
combination with IEC 61850-8-1.

Each SCSM consists of three parts:

— a specification of the communication stack being used,

— the mapping of the abstract specifications of IEC 61850-7 series on the real elements of the stack being
used, and

— the implementation specification of functionality, which is not covered by the stack being used.

2 Normative references

The following referenced documents are indispensable for the application of this document. For dated
references, only the edition cited applies. For undated references, the latest edition of the referenced
document (including any amendments) applies.

IEC 60874-10-1, Connectors for optical fibres and cables — Part 10-1: Detail specification for fibre optic
connector type BFOC/2,5 terminated to multimode fibre type A1 (withdrawn)

IEC 60874-10-2, Connectors for optical fibres and cables — Part 10-2: Detail specification for fibre optic
connector type BFOC/2,5 terminated to single-mode fibre type B1 (withdrawn)

IEC 60874-10-3, Connectors for optical fibres and cables — Part 10-3: Detail specification for fibre optic
adaptor type BFOC/2,5 for single and multimode fibre (withdrawn)

IEC/TR 61850-1, Communication networks and systems for power utility automation — Part 1: Introduction
and overview

IEC/TS 61850-2, Communication networks and systems for power utility automation — Part 2: Glossary

IEC 61850-6, Communication networks and systems for power utility automation — Part 6: Configuration
description language for communication in electrical substations related to IEDs

IEC 61850-7-1, Communication networks and systems for power utility automation — Part 7-1: Basic
communication structure — Part 7-1: Principles and models

IEC 61850-7-2, Communication networks and systems for power utility automation — Part 7-2: Basic
information and communication structure — Abstract communication service interface (ACSI)
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IEC 61850-7-3, Communication networks and systems for power utility automation — Part 7-3: Basic
communication structure — Common data classes

IEC 61850-7-4, Communication networks and systems for power utility automation — Part 7-4: Basic
communication structure — Compatible logical node classes and data object classes

IEC 61850-8-1, Communication networks and systems for power utility automation — Part 8-1: Specific
Communication  Service  Mapping (SCSM) - Mappings to MMS (ISO 9506-1 and
ISO 9506-2) and to ISO/IEC 8802-3

IEC/TS 62351-6, Power systems management and associated information exchange — Data and
communications security — Part 6: Security for IEC 61850

IEC 62439-3:2010, Industrial communication networks — High availability automation networks — Part 3:
Parallel Redundancy Protocol (PRP) and High-availability = Seamless Redundancy (HSR)
Amendment 11

ISO/IEC 7498-1:1994, Information technology — Open Systems Interconnection — Basic Reference Model:
The Basic Model

ISO/IEC 8326:1996, Information technology — Open Systems Interconnection — Session service definition

ISO/IEC 8327-1:1996, Information technology — Open Systems Interconnection — Connection-oriented
session protocols: Protocol specification

ISO/IEC 8649:1996, Information technology — Open Systems Interconnection — Service definition for the
Associated Control Service Element

ISO/IEC 8650-1:1996, Information technology — Open Systems Interconnection — Connection-oriented
protocol for the Association Control Service Element: Protocol specification

ISO/IEC 8802-3:2000, Information technology — Telecommunications and information exchange between
systems — Local and metropolitan area networks — Specific requirements — Part 3: Carrier sense multiple
access with collision detection (CSMA/CD) access method and physical layer specifications

ISO/IEC 8822:1994, Information technology — Open Systems Interconnection — Presentation service
definition

ISO/IEC 8823-1:1994, Information technology — Open Systems Interconnection — Connection-oriented
presentation protocol: Protocol specification

ISO/IEC 8824-1:2008, Information technology — Abstract Syntax Notation One (ASN. 1): Specification of
basic notation

ISO/IEC 8825-1, Information technology — ASN.1 encoding rules: Specification of Basic Encoding Rules
(BER), Canonical Encoding Rules (CER) and Distinguished Encoding Rules (DER)

ISO 9506-1:2003, Industrial automation systems — Manufacturing Message Specification — Part 1: Service
definition

1 To be published.
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ISO 9506-2:2003, Industrial automation systems — Manufacturing Message Specification — Part 2: Protocol
specification

IEEE 754:1985, IEEE Standard for Binary Floating-Point Arithmetic

IEEE 802.1Q:1998, IEEE Standards for Local and Metropolitan Area Networks: Virtual Bridged Local Area
Networks

RFC 791, Internet Protocol; IETF, available at http.//www.ietf.org [cited on 2011-03-18]
RFC 792, Internet Control Message Protocol; IETF, available at http://www.ietf.org [cited on 2011-03-18]
RFC 793, Transmission Control Procedure; IETF, available at http://www.ietf.org [cited on 2011-03-18]

RFC 826, Ethernet Address Resolution Protocol or Converting Network Protocol Addresses to 48.bit Ethernet
Address for Transmission on Ethernet Hardware; IETF, available at http:.//www.ietf.org [cited on 2011-03-18]

RFC 894, A Standard for the Transmission of IP Datagrams over Ethernet Networks; IETF, available at
http:.//www.ietf.org [cited on 2011-03-18]

RFC 919, Broadcasting Internet Datagrams; IETF, available at http.//www.ietf.org [cited on 2011-03-18]

RFC 1006 /SO transport services on top of TCP: Version 3; IETF, available at http.//www.ietf.org [cited on
2011-03-18]

RFC 1112, Host Extensions for IP multicasting; IETF, available at http://www.ietf.org [cited on 2011-03-18]

3 Terms and definitions

For the purposes of this document, the terms and definitions given in IEC/TS 61850-2 apply.

4 Abbreviations

ACSI Abstract communication service interface

ASDU Application service data unit

ASN.1 Abstract syntax notation number one

APCI Application protocol control information

APDU Application protocol data unit

APPID Application identifier

AUI Attachment unit interface

BER ASN.1 basic encoding rules

BS Bitstring

c Conditional support. The item shall be implemented if the stated condition exists
CFI Canonical format identifier

CSMA/CD Carrier sense multiple access/collision detection

DF Data frame

DO Data object

8 Documents

Document Sharing Hub

Full document details: DIN EN 61850-9-2:2012-05


http://www.avadocuments.com/doc/din-en-61850-9-2-2012-05
http://www.avadocuments.com/doc/din-en-61850-9-2-2012-05

DIN EN 61850-9-2:2012-05
EN 61850-9-2:2011

ECT Electronic current transformer

EVT Electronic voltage transformer

F/S Functional standard

GOOSE Generic object oriented substation event
GSSE Generic substation status event

I Out-of-scope: The implementation of the item is not within the scope of this standard

ICD IED configuration description

IED Intelligent electronic device

LSDU Link layer service data unit

m Mandatory support. The item shall be implemented
MAC Media access control

MAU Medium attachment unit

MMS Manufacturing message specification (ISO 9506)
MSVCB Multicast sampled value control block

MU Merging unit

o] Optional support. The implementor may decide to implement the item
PDU Protocol data unit

PICS Protocol implementation conformance statement
SCSM Specific communication services mapping

r readable

S\ Sampled value

TCI Tag control information

TPID Tag protocol identifier

USvCB Unicast sampled value control block

VID VLAN identifier

VLAN Virtual local area network

VMD Virtual manufacturing device

w Writeable

X Excluded: The implementor shall not implement this item
XML Extensible markup language

5 Communication stack

5.1 Overview of the protocol usage

The OSI reference model (ISO/IEC 7498-1) defines a model based upon the concept of layering of
communication functions. The model includes 7 layers and specifies the functional requirements for each
layer to achieve a robust communication system. The model does not specify the protocols to be used to
achieve the functionality, nor does it restrict the solution to a single set of protocols.
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