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Beginn der Gültigkeit 

Die von CENELEC am 2007-02-01 angenommene EN 62056-53 gilt als DIN-Norm ab 2007-08-01. 

Daneben dürfen DIN EN 62056-53:2003-01 und DIN EN 62056-53 Berichtigung 1:2003-04 noch bis 
2010-02-01 angewendet werden. 

Nationales Vorwort 

Vorausgegangener Norm-Entwurf: E DIN IEC 62056-53:2004-08. 

Für diese Norm ist das nationale Arbeitsgremium K 461 „Elektrizitätszähler“ der DKE  Deutsche Kommission 
Elektrotechnik Elektronik Informationstechnik im DIN und VDE (http://www.dke.de) zuständig. 

Die enthaltene IEC-Publikation wurde vom TC 13 „Equipment for electrical energy measurement and load 
control“ erarbeitet. 

Das IEC-Komitee hat entschieden, dass der Inhalt dieser Publikation bis zu dem auf der IEC-Website unter 
„http://webstore.iec.ch“ mit den Daten zu dieser Publikation angegebenen Datum (maintenance result date) 
unverändert bleiben soll. Zu diesem Zeitpunkt wird entsprechend der Entscheidung des Komitees die 
Publikation 
– bestätigt,  
– zurückgezogen,  
– durch eine Folgeausgabe ersetzt oder  
– geändert. 

Für den Fall einer undatierten Verweisung im normativen Text (Verweisung auf eine Norm ohne Angabe des 
Ausgabedatums und ohne Hinweis auf eine Abschnittsnummer, eine Tabelle, ein Bild usw.) bezieht sich die 
Verweisung auf die jeweils neueste gültige Ausgabe der in Bezug genommenen Norm. 

Für den Fall einer datierten Verweisung im normativen Text bezieht sich die Verweisung immer auf die in 
Bezug genommene Ausgabe der Norm. 

Der Zusammenhang der zitierten Normen mit den entsprechenden Deutschen Normen ergibt sich, soweit ein 
Zusammenhang besteht, grundsätzlich über die Nummer der entsprechenden IEC-Publikation. Beispiel: 
IEC 60068 ist als EN 60068 als Europäische Norm durch CENELEC übernommen und als DIN EN 60068 ins 
Deutsche Normenwerk aufgenommen. 

K 461 hat auf seiner Sitzung am 2006-09-19 festgestellt, dass die Bedingungen des DIN-Präsidial-
beschlusses 1/2004 für die vorliegende Norm erfüllt sind. Demnach besteht die Europäische Norm 
EN 62056-53 nur in einer englischen Sprachfassung, weil sie nicht unmittelbar im Zusammenhang mit 
Rechtsvorschriften steht und nicht als Sicherheitsnorm anzusehen ist. Es kann davon ausgegangen werden, 
dass die Anwender dieser Norm über hinreichende englische Sprachkenntnisse verfügen. Für die meisten 
der verwendeten Begriffe existieren keine gebräuchlichen deutschen Benennungen, da sich die deutschen 
Anwender in der Regel ebenfalls der englischen Benennung bedienen. 

Änderungen 

Gegenüber DIN EN 62056-53:2003-01 und DIN EN 62056-53 Berichtigung 1:2003-04 wurden folgende 
Änderungen vorgenommen: 

a) Das Protokoll des COSEM-RELEASE Service wurde geändert: Je nach angewendetem Kommuni-
kationsprofil dürfen diese Dienste auf ACSE A_RELEASE Services beruhen. 

b) Die Parsing-Reihenfolge der AARQ APDU wurde geändert. 

c) Die Behandlung wiederholter AARQ wurde vereinfacht. 

d) Der Service_Class-Parameter des COSEM-OPEN Service ist nun mit dem erlaubten Antwortfeld der 
xDLMS-Initiate.request APDU verknüpft. 

e) Der Service_Class-Parameter der COSEM-Dienste für den Datenaustausch unter Anwendung des 
Logischen Namens ist nun mit Bit 6 des Invoke-Id-And-Priority-Parameters verknüpft. 
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f) Eine neue optionale EXCEPTION APDU wurde eingeführt. Der Server kann diese APDU nach einem 
irrtümlichen Service Request zurücksenden. 

g) Ein allgemeiner Teil über die Anwendung der COSEM-Anwendungsschicht in verschiedenen Kommuni-
kationsprofilen wurde ergänzt. 

h) Die Anwendungsbeschreibung für die COSEM-Anwendungsschicht im dreischichtigen, verbindungs-
orientierten HDLC-basierten Kommunikationsprofil wurde verbessert. 

i) Ein neues TCP-UDP/IP-basiertes Kommunikationsprofil wurde definiert. 

 

Frühere Ausgaben 

DIN EN 62056-53: 2003-01 
DIN EN 62056-53 Berichtigung 1: 2003-04 
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– Leerseite – 
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Vorwort 

Der Text des Schriftstücks 13/1387/FDIS, zukünftige 2. Ausgabe von IEC 62056-53, ausgearbeitet von dem 
IEC TC 13 „Electrical energy measurement, tariff- and load control“, wurde der IEC-CENELEC Parallelen 
Abstimmung unterworfen und von CENELEC am 2007-02-01 als EN 62056-53 angenommen. 

Diese Europäische Norm ersetzt EN 62056-53:2002. 

Die wesentlichen technischen Änderungen im Vergleich zu EN 62056-53:2002 sind: 

 ! Das Protokoll des COSEM-RELEASE Service wurde geändert: Je nach angewendetem Kommunikations-
profil dürfen diese Dienste auf ACSE A_RELEASE Services beruhen. 

 ! Die Parsing-Reihenfolge der AARQ APDU wurde geändert. 

 ! Die Behandlung wiederholter AARQ wurde vereinfacht. 

 ! Der Service_Class-Parameter des COSEM-OPEN Service ist nun mit dem erlaubten Antwortfeld der 
xDLMS-Initiate.request APDU verknüpft. 

 ! Der Service_Class-Parameter der COSEM-Dienste für den Datenaustausch unter Anwendung des 
Logischen Namens ist nun mit Bit 6 des Invoke-Id-And-Priority-Parameters verknüpft. 

 ! Eine neue optionale EXCEPTION APDU wurde eingeführt. Der Server kann diese APDU nach einem 
irrtümlichen Service Request zurücksenden. 

– Ein allgemeiner Teil über die Anwendung der COSEM-Anwendungsschicht in verschiedenen Kommuni-
kationsprofilen wurde ergänzt. 

– Die Anwendungsbeschreibung für die COSEM-Anwendungsschicht im dreischichtigen, verbindungs-
orientierten HDLC-basierten Kommunikationsprofil wurde verbessert. 

 ! Ein neues TCP-UDP/IP-basiertes Kommunikationsprofil wurde definiert. 

Nachstehende Daten wurden festgelegt: 

– spätestes Datum, zu dem die EN auf nationaler Ebene 
durch Veröffentlichung einer identischen nationalen 
Norm oder durch Anerkennung übernommen werden 
muss (dop): 2007-11-01 

– spätestes Datum, zu dem nationale Normen, die 
der EN entgegenstehen, zurückgezogen werden 
müssen (dow): 2010-02-01 

Die Internationale Elektrotechnische Kommission (IEC) und CENELEC weisen darauf hin, dass die Über-
einstimmung mit dieser Internationalen Norm/Europäischen Norm die Inanspruchnahme eines Wartungs-
Dienstes hinsichtlich der Protokolle, auf denen die vorliegende Norm IEC 62056-53/EN 62056-53 beruht, 
bedeuten kann. 

IEC und CENELEC nehmen keine Stellung zur Rechtmäßigkeit, zur Gültigkeit und zum Anwendungsbereich 
dieses Wartungs-Dienstes. 

Der Anbieter dieses Wartungs-Dienstes hat IEC zugesichert, dass er bereit ist, Antragstellern in der ganzen 
Welt Wartungs-Dienste zu vernünftigen und nicht diskriminierenden Geschäftsbedingungen anzubieten. In 
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diesem Zusammenhang ist die Erklärung des Anbieters des Wartungs-Dienstes bei IEC registriert. Infor-
mationen sind erhältlich bei: 

DLMS1 User Association 
Geneva / Switzerland 

www.dlms.ch 

Der Anhang ZA wurde von CENELEC hinzugefügt. 

 

Anerkennungsnotiz 

Der Text der Internationalen Norm IEC 62056-53:2006 wurde von CENELEC ohne irgendeine Abänderung 
als Europäische Norm angenommen. 

In der offiziellen Fassung ist unter „Literaturhinweise“ zu der aufgelisteten Norm die nachstehende 
Anmerkung einzutragen: 

ISO/IEC 7498-1 ANMERKUNG   Harmonisiert als ISO/IEC 7498-1:1995 (nicht modifiziert). 

 

 

——————— 
1 Device Language Message Specification 
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1 Scope 

This part of IEC 62056 specifies the COSEM application layer in terms of structure, services and 
protocols for COSEM clients and servers, and defines how to use the COSEM application layer in 
various communication profiles. 

It defines services for establishing and releasing application associations, and data communication 
services for accessing the methods and attributes of COSEM interface objects, defined in 
IEC 62056-62, using either logical name (LN) or short name (SN) referencing. 

Annex A describes the xDLMS application service element. 

Annex B defines how to use the COSEM application layer in various communication profiles. 

Annex C includes encoding examples for APDUs. 

Annex D gives an explanation of the role of data models and protocols in electricity meter data 
exchange. 

2 Normative references 

The following referenced documents are indispensable for the application of this document. For 
dated references, only the edition cited applies. For undated references, the latest edition of the 
referenced document (including any amendments) applies. 

IEC 60050-300:2001, International Electrotechnical Vocabulary (IEV) – Electrical and electronic 
measurements and measuring instruments – Part 311: General terms relating to measurements – 
Part 312: General terms relating to electrical measurements – Part 313: Types of electrical 
measuring instruments – Part 314: Specific terms according to the type of instrument 

IEC 61334-4-41:1996, Distribution automation using distribution line carrier systems – Part 4: Data 
communication protocols – Section 41: Application protocols – Distribution line message 
specification 

IEC 61334-6:2000, Distribution automation using distribution line carrier systems – Part 6: A-XDR 
encoding rule 

IEC 62051:1999, Electricity metering – Glossary of terms 

IEC 62051-1:2004, Electricity metering – Data exchange for meter reading, tariff and load control – 
Glossary of Terms – Part 1: Terms related to data exchange with metering equipment using 
DLMS/COSEM 

IEC 62056-21:2002, Electricity metering – Data exchange for meter reading, tariff and load control – 
Part 21: Direct local data exchange 
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IEC 62056-42:2002, Electricity metering – Data exchange for meter reading, tariff and load control – 
Part 42: Physical layer services and procedures for connection-oriented asynchronous data 
exchange 

IEC 62056-46:2002, Electricity metering – Data exchange for meter reading, tariff and load control – 
Part 46: Data link layer using HDLC protocol   
Amendment 12 

IEC 62056-47, Electricity metering – Data exchange for meter reading, tariff and load control – Part 
47: COSEM transport layer for IP networks  

IEC 62056-61, Ed.2, Electricity metering – Data exchange for meter reading, tariff and load control – 
Part 61: Object identification system (OBIS)

 
 

IEC 62056-62, Ed.2, Electricity metering – Data exchange for meter reading, tariff and load control – 
Part 62: Interface classes  

ISO/IEC 8649:1996, Information technology – Open Systems Interconnection – Service definition for the 
Association Control Service Element 

ISO/IEC 8650-1:1996, Information technology – Open systems interconnection – Connection-oriented 
protocol for the Association Control Service Element: Protocol specification 

ISO/IEC 8824, Information technology – Abstract Syntax Notation One (ASN.1) 

ISO/IEC 8825, Information technology – ASN.1 encoding rules 

ISO/IEC 13239:2002, Information technology – Telecommunications and information exchange 
between systems – High-level data link control (HDLC) procedures 

STD0005 – Internet Protocol 
Author: J. Postel 
Date: September 1981 
Also: RFC0791, RFC0792, RFC0919, RFC0922, RFC0950, RFC1112 

STD0006 – User Datagram Protocol 
Author: J. Postel 
Date: 28 August 1980 
Also: RFC0768 

STD0007 – Transmission Control Protocol 
Author: J. Postel 
Date: September 1981 
Also: RFC0793 

See also Bibliography for other related Internet RFCs. 

3 Terms, definitions and abbreviations 

3.1 Terms and definitions 

For the purposes of this part of IEC 62056, the definitions in IEC 60050-300, IEC 62051 and 
IEC 62051-1 apply. 

3.2 Abbreviations 

.cnf .confirm service primitive 

.ind .indication service primitive 

——————— 

2 To be published. 

Full document details: DIN EN 62056-53:2007-08

http://www.avadocuments.com/doc/din-en-62056-53-2007-08
http://www.avadocuments.com/doc/din-en-62056-53-2007-08


 
EN 62056-53:2007 

 

9 

.req .request service primitive 

.res .response service primitive 

AA Application Association 

AARE Application Association REsponse 

AARQ Application Association ReQuest 

ACSE Application Control Service Element 

AE Application Entity 

AP Application Process 

APDU Application layer Protocol Data Unit 

API Application Programming Interface 

ARP Address Resolution Protocol 

ASE Application Service Element 

ASO Application Service Object 

ATM Asynchronous Transfer Mode 

A-XDR Adapted eXtended Data Representation 

BER Basic Encoding Rules 

CF Control function 

CO Connection Oriented 

COSEM COmpanion Specification for Energy Metering 

DLMS Device Language Message Specification 

DSAP Data link Service Access Point 

FDDI Fibre Distributed Data Interface 

FTP File Transfer Protocol 

GMT Greenwich Mean Time 

GSM Global System for Mobile communications 

HDLC High-level Data Link Control 

HLS High Level Security 

HTTP Hypertext Transfer Protocol 

IC Interface Class 

IETF Internet Engineering Task Force 

IP  Internet Protocol 

LAN Local Area Network 

LLC Logical Link Control (sub-layer) 

LLS Low Level Security 

LPDU LLC Protocol Data Unit 

LSAP LLC sub-layer Service Access Point 

LSB Least Significant Bit 

MAC Medium Access Control 

MD5 Message Digest Algorithm 5 

MIB Management Information Base 

MSB Most Significant Bit 

MSC Message Sequence Chart 

OBIS OBject Identification System 
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OSI Open System Interconnection 

PDU Protocol Data Unit 

PPP Point-to-Point Protocol 

PSTN Public Switched Telephone Network 

RARP Reverse Address Resolution Protocol 

RFC Request For Comment 

RLRQ Release Request 

RLRE Release Response 

SAP Service Access Point 

SHA-1 Secure Hash Algorithm 1 

SNMP Simple Network Management Protocol 

VAA Virtual Application Association 

xDLMS-ASE extended DLMS Application Service Element 

4 The COSEM communications framework 

4.1 Client/server type operation, communication profiles 

Communication with electricity metering equipment using the COSEM interface object model is 
based on the client/server paradigm where metering equipment3 plays the server role. In this 
environment, communication takes place always between a client and a server AP: in other words, 
the server AP provides remote services to the client AP. These services are provided via 
exchanging messages (SERVICE.requests/.responses) between the client and the server APs, as 
shown in Figure 1. 

 

 

Client application 

Server application 

(COSEM device) 
SERVICE.request 

SERVICE.response

IEC   2070/06 

 

Figure 1 – Client/server relationship in COSEM 

In general, the client and the server APs are located in separate devices; exchanging messages is 
done with the help of the communication protocol as shown in Figure 2. 

 

——————— 

3  The term metering equipment is an abstraction; consequently the equipment playing the role of a server may be any 
type of equipment for which this abstraction is suitable. 
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Protocol 
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Figure 2 – Exchanging messages via the communication protocol 

In general, communication protocols are structured in layers. The client and server COSEM 
applications use services of the highest protocol layer, that of the application layer: consequently, 
this is the only protocol layer containing COSEM specific element(s). This is called the xDLMS_ASE. 
All COSEM interface object related services – the xDLMS application protocol – are provided by this 
xDLMS_ASE. 

Other protocol layers are independent of the COSEM model. Consequently, the COSEM application 
layer can be placed on the top of a wide variety of lower protocol layer stacks, as shown in Figure 3. 

 

 

xDLMS_ASE ACSE 

Application layer

N layer 
N-1 layer 

N layer N layer 

Physical layer Physical layer Physical layer 

Profile 1 Profile 2 Profile M 

……… 

IEC   2072/06 

 
 

Figure 3 – The COSEM application layer on the top of various lower layer stacks 
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A complete protocol stack – including the application layer, a physical layer and all protocol layers 
between these extreme layers – is called a communication profile. 

A communication profile is characterized by the protocol layers included, their parameters, and by 
the type – connection-oriented or connectionless – of the ACSE4 included in the application layer. 

4.2 Connection (association) oriented operation 

The xDLMS application protocol is a connection-oriented protocol. It means that the client and 
server APs can use the services of the xDLMS_ASE only when these APs are associated5. 
Therefore, in this environment a communication session consists of three phases, as shown in 
Figure 4. 

 Client application Server application 

Phase 1. 
Connection establishment 

Phase 2. 
Data communication

Phase 3. 
Connection release 

t 
IEC   2073/06 

 

Figure 4 – A complete communication session in the CO environment 

In the DLMS/COSEM environment, application association establishment is normally done by using 
the association request/response services of the standard association control service element. On 
the other hand, for the purposes of very simple devices, one-way communicating devices and for 
multicasting and broadcasting, pre-established application associations are also allowed; see 6.3.3. 
For such associations, there is no need to use the services of the ACSE: a full communication 
session may include only the data communication phase. (It can be considered that the connection 
establishment phase has been already done somewhere in the past.) 

5 Overview: the COSEM application layer 

5.1 Specification method  

The COSEM application layer is specified in terms of structure, services, and protocols. 

5.2 Application layer structure 

The main component of the client and server COSEM application layers is the COSEM ASO, which 
provides services to the COSEM AP, and uses services provided by the supporting lower layer. 

Both the client and server side COSEM ASO contain three mandatory components: 

  the ACSE. The task of this element is to establish, maintain, and release application 
associations. For the purposes of connection-oriented profiles, the connection-oriented ACSE, 
specified in ISO/IEC 8649 and ISO/IEC 8650-1 is used; 

  the Extended DLMS application service element (xDLMS_ASE). The task of this element is to 
provide data communication services between COSEM APs. See also Annex A; 

——————— 

4 ACSE = Association Control Service Element 

5 Application associations can be considered as application level connections. 
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  the Control function (CF). This element specifies how the ASO services invoke the appropriate 
service primitives of the ACSE and the xDLMS ASE and the services of the supporting layer. 

NOTE Both the client and the server COSEM ASO may contain other, optional application protocol components. 

Figure 5 shows ‘minimal’ COSEM ASOs, containing only the three mandatory components. 

 

 

COSEM client ASO 

Client control function 

COSEM client ASO services 
Referencing by Logical Name 

Supporting layer services 

Client

xDLMS_ASE 
Client 
ACSE 

COSEM client 

application process 

COSEM server ASO 

   COSEM server ASO services 

Supporting layer services 

Server 
xDLMS _ASE 

Server
ACSE

COSEM server 

application process 

COSEM server application layer 

P
ro

to
c
o
l 

A
p
p
lic

a
ti
o
n
s
 

(c
o
m

m
u
n
ic

a
ti
o

n
s
) 

(i
n
te

rf
a
c
e
 o

b
je

c
ts

) 

WAN, LAN 

Server control function

Supporting layer 
 and  

other protocol layers 

Supporting layer  
and  

other protocol layers 

Referencing by 
Logical Name 

COSEM client application layer 

IEC   2074/06 

 

Figure 5 – The structure of the COSEM application layers 

The COSEM application layer performs also some functions of the OSI presentation layer: 

  for encoding the ACSE APDUS- AARQ, AARE, RLRQ, RLRE – BER encoding is used (ISO/IEC 
8825); 

  for encoding the APDUs carrying the data communication services, A-XDR encoding is used 
(IEC 61334-6). 

5.3 Service specification 

Service specifications cover the services required of, or by the COSEM client and server APs at the 
logical interfaces with the respective COSEM application layer, using connection-oriented 
procedures. 

Services provided by the COSEM ASO fall into three categories: 

  application association establishment and release; 

  data communication; 

  layer management. 

The client and server application layer services are specified in Clause 6. 
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5.3.1 Services provided for application association establishment and release 

These services are the following: 

  COSEM-OPEN; 

  COSEM-RELEASE; 

  COSEM-ABORT. 

The COSEM-OPEN service is used during AA establishment phase and relies on the association 
request/response services of the ACSE. In the case of pre-established application associations 
(6.3.3) these services are not used. 

In certain COSEM communication profiles – for example in the 3-layer, connection-oriented, HDLC 
based profile – there is a one-to-one relationship between a confirmed AA and the supporting 
protocol layer connection. In this case, the COSEM-RELEASE service used during the association 
release phase does not rely on the ACSE A_RELEASE services. Confirmed AAs in these profiles 
are released simply by disconnecting the corresponding lower layer connection. 

Optionally, the COSEM-RELEASE service may rely on the ACSE A_RELEASE service. In some 
communication profiles, like in the TCP-UDP/IP based profile, using the ACSE A_RELEASE services 
for releasing COSEM AAs is mandatory. 

5.3.2 Data communication services 

IEC 62056-62 specifies two referencing methods for COSEM servers: referencing by Logical Names 
(LN) and referencing by Short Names (SN). Therefore, two distinct service sets are specified for the 
server side xDLMS_ASE. One set uses exclusively LN references the other set uses exclusively SN 
references. Thus, these services are the following: 

  COSEM interface object attribute-related services: GET, SET for LN referencing and Read, 
Write, Unconfirmed Write for SN referencing; 

  COSEM interface object method-related services: ACTION (LN), Read, Write or 
UnconfirmedWrite (SN); 

  the EventNotification (LN), InformationReport (SN) services. 

The services rely on the services of the xDLMS_ASE. Most of these services contain references to 
attributes or methods of COSEM interface objects. 

The service set to be used on the server side during the data communications phase is negotiated 
during the association establishment phase using the conformance block, see 8.5. It shall not 
change during the lifetime of the established association. Using LN or SN services within a given AA 
is exclusive. Therefore, it can be considered that there are two, different server xDLMS_ASE-s: one 
providing services with Logical name references and another providing services with Short name 
references. The server application layer shall include one or both of these xDLMS_ASEs. 

NOTE A server could use both LN and SN referencing in different AAs. 

On the client side, in order to handle the different referencing schemes transparently for the COSEM 
client AP, the COSEM client application layer provides only one service set, using Logical Name 
referencing. This has two major consequences: 

  using a unique, standardized service set between COSEM client applications and the 
communications protocol – hiding the particularities of different COSEM servers – allows to 
specify an Application Programming Interface (API). This is an explicitly specified interface 
corresponding to this service set for applications running in a given computing environment (e.g. 
Windows XP, UNIX, etc.) Using this – public – API specification, client applications can be 
developed without knowledge about particularities of a given server; 
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  when the COSEM server device does not use LN referencing, the client application layer shall 
include an additional component. The purpose of this component is to map the LN service set, 
used by the client AP into/from the service set, used by the server AP. Figure 6 shows the 
COSEM client application layer when the server is using SN referencing. The additional 
component is called SN_MAPPER_ASE. See also 6.5.5.2. 
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Figure 6 – Structure of the COSEM AL when the server is using SN references 

5.4 Layer management services 

Layer management services have local importance only. Therefore, specification of these services is 
not within the scope of this standard. The specific SetMapperTables service is defined in 6.5.5.1. 

5.5 Protocol specification 

The COSEM application layer protocols specify the procedures for the transfer of information for 
application association control, authentication (ACSE procedures) and for data exchange between 
COSEM clients and servers (xDLMS procedures). These procedures are defined in terms of: 

  the interactions between peer ACSE and xDLMS protocol machines through the use of services 
of the supporting protocol layer; 

  the interactions between the ACSE and xDLMS protocol machines and their service user; 

  the abstract syntax (ASN.1, ISO/IEC 8824) representation of Application Protocol Data Units 
(APDUs) is also specified with the application protocols; see Clause 8. 

NOTE All COSEM services are operating on an already established physical connection. Establishment of this physical 
connection is done outside of the COSEM protocol, therefore, it is not within the scope of this standard. 
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6 COSEM application layer – Service specification 

6.1 Summary of services 

A summary of the services available at the top of the COSEM application layer is shown in Figure 7. 
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NOTE  XX and ZZ refer to client/server type data communication services. These services may be different on the client 
side and the server side, if the server does not use LN referencing. See 6.4. 

Figure 7 – Summary of COSEM application layer services 

6.2 Application association establishment and release 

The COSEM-OPEN, COSEM-RELEASE and COSEM-ABORT services are used for the 
establishment and release of AAs. 

The COSEM-OPEN.request service is invoked by the COSEM client AP to establish a confirmed or 
non-confirmed AA with a COSEM server AP. Invoking this service implies generating a COSEM-
OPEN.indication service primitive at the server side6. If the association to be established is a 
confirmed one, the server shall respond to this request by invoking the COSEM-OPEN.response 
service, which is transferred to the client AP as a remote confirmation (COSEM-OPEN.confirm). This 
normal opening sequence is shown in Figure 8. 

——————— 

6 Before the invocation of the COSEM-OPEN.request service, the physical layers must be connected. Depending on the 
communication profile, the invocation of the COSEM-OPEN.request service may also imply the connection of the lower 
layers. 
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 Client 
application layer 

Server  
application layer 

COSEM- 
OPEN.request 

COSEM-
OPEN.indication 

COSEM-
OPEN.response 

COSEM-
OPEN.confirm 

Time 
IEC   2077/06  

Figure 8 – Normal service sequence for the COSEM-OPEN service 

NOTE The COSEM-OPEN.request service may also be locally (negatively) confirmed, for example when the connection of 
a lower layer is not successful. 

The COSEM-RELEASE service is provided for graceful disconnection of an existing application 
association. As COSEM server application processes are not allowed to request a graceful 
disconnection, the COSEM-RELEASE.request service is available only for the COSEM client. The 
nominal service sequence for the COSEM-RELEASE service is the same as shown in Figure 8 for 
the COSEM-OPEN service, replacing the word ‘OPEN’ with the word ‘RELEASE’. 

The ABORT service is used to indicate the disconnection of the physical connection. This service is 
the same at both sides. 

6.3 Special application associations 

6.3.1 Confirmed application associations 

For the purposes of this standard, the term confirmed application association is used to designate 
an AA, which is established between a client and a server AP with the help of an AARQ/AARE 
message exchange (see 7.3.1). Establishment of a confirmed AA is always initiated by the client 
application in invoking the COSEM-OPEN.request service with Service_Class == Confirmed. 

After the establishment of a confirmed AA, any xDLMS data communication services using LN 
referencing can be invoked in a confirmed or an unconfirmed manner, until the association is 
released. 

NOTE xDLMS services using SN referencing are either confirmed (Read, Write) or Unconfirmed (Unconfirmed Write). 

6.3.2 Non-confirmed application associations 

For the purposes of this standard, the term non-confirmed application association is used to 
designate an AA, which is established without an AARQ/AARE message exchange: only an AARQ 
shall be sent from the client to the server. Similarly to the confirmed AA, establishment of a non-
confirmed AA is also always initiated by the Client application, but in invoking the COSEM-
OPEN.request service with Service_Class == Unconfirmed. 

After the establishment of a non-confirmed AA, xDLMS data communication services using LN 
referencing can only be invoked in unconfirmed manner, until the association is released. 

NOTE With SN referencing, in non-confirmed AAs only the UnconfirmedWrite service can be used. 

As the establishment of such non-confirmed AAs does not require the Server AP to respond to the 
association request coming from the client, in some cases – for example one-way communications 
or broadcasting – the establishment of a non-confirmed AA is the only possibility. 
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6.3.3 Pre-established application associations 

Pre-established AAs do not need to be established using the COSEM-OPEN service. It can be 
considered, that this COSEM-OPEN has already been done (it does not matter how). Consequently, 
pre-established associations can be considered existing from the moment the lower layers are able 
to deliver APDUs between the client and the server. 

A pre-established AA can be either confirmed or non-confirmed (depending on the way it is pre-
established), but in any case it cannot be released. The purpose of this type of association is to 
simplify data exchange with simple devices (e.g. supporting one-way communication only). The pre-
established AA eliminates the need of connection establishment and release (phases 1 and 3 in 
Figure 4) and only data communication services are used. These must use connectionless services 
of the supporting lower protocol layers7. 

6.3.4 Mandatory application associations 

The mandatory management logical device in the physical metering device must support an AA with 
a public client, with the lowest security level. 

In any communication profile, the management logical device and the public client must have a 
reserved identifier/address. 

6.4 Data communication 

For data communication purposes, the client application layer provides the following set of services 
(referred to as XX in Figure 7). 

  GET service (.request,.confirm); 

  SET service (.request,.confirm); 

  ACTION service (.request,.confirm). 

All these services refer to attributes or methods of COSEM interface objects via logical names. 

Received erroneous confirmed service requests are normally simply discarded at the server side. 
However, in that case, COSEM servers may optionally respond with an EXCEPTION-Response 
APDU (see 8.6.1), indicating that the previously received service request cannot be correctly 
processed. 

There are also non-client/server type services to support receiving information like alarms from a 
COSEM server without first requesting it by the client. These are: 

  EventNotification service (.indicate); 

  Trigger_EventNotification_Sending (.request). 

In confirmed AAs, the client application layer obtains knowledge about the referencing method used 
by the server during the AA establishment phase. In case of a pre-established AA, the client 
application layer is expected to know the referencing method used by the server before data 
communication services can be used. When the client AP invokes data communication services, the 
application layer shall invoke the services and send the APDUs corresponding to the referencing 
style used by the server (referred to as ZZ in Figure 7). 

When the server is also using LN references, the server side service set is the complementary of the 
client side service set (the same service set, but.request services shall be transferred as.indication 
services, and the.confirm services are originated as.response services). 

——————— 

7  Pre-established application associations are not possible in profiles, where the supporting lower protocol layer(s) do 
not provide connectionless data communication services. As for all application associations, the logical devices must 
contain an Association LN /SN interface object for the pre-established associations, too. 
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When the server is using SN references, the service set is as follows: 

  READ service (.indication,.response); 

  WRITE service (.indication,.response); 

  UNCONFIRMED WRITE service (.indication); 

  InformationReport service (.request). 

As explained in 5.3.2, in order to able to ‘map’ between the different service sets, the client 
application layer shall include an additional protocol component, called ‘Client SN_MAPPER’. 

The corresponding server application layer shall signal the reception of this (LN or SN referencing) 
APDU to the server AP. In most cases, the server AP responds to the received.request service by 
invoking the corresponding.response service. Upon the reception of the APDU, corresponding to 
that.response invocation, the client application layer shall generate the appropriate logical name 
referencing service primitive to the client AP. 

6.5 Client COSEM application layer services  

6.5.1 Application association establishment  

6.5.1.1 Overview 

Figure 9 shows services provided by the client side application layer for AA establishment. These 
services are provided by the ACSE. 

 

 

COSEM client application process

COSEM client application layer

C
O

S
E

M
-O

P
E

N
.r

e
q
 

C
O

S
E

M
-O

P
E

N
.c

n
f 

IEC   2078/06 

 

Figure 9 – Client side services for application association establishment 

6.5.1.2 COSEM-OPEN.request 

Function 

This service is invoked by the COSEM client AP to request the establishment of an AA to a remote 
COSEM server AP. 
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Service parameters 

The semantics of the primitive is as follows: 

COSEM-OPEN.request 

( 
Protocol_Connection_Parameters, 
Dedicated_Key, 
DLMS_Version_Number, 
DLMS_Conformance, 
Client_Max_Receive_PDU_Size, 
ACSE_Protocol_Version, 
Application_Context_Name, 
Application_Ids_and_Titles, 
Security_Mechanism_Name, 
Calling_Authentication_Value, 
Implementation_Information, 
User_Information, 
Service_Class 

) 

The Protocol_Connection_Parameters parameter contains all information necessary to use a lower 
layer profile, including the communication profile (protocol) identifier and the required addresses. 
Examples for this parameter are given in Annex B. 

The Dedicated_Key, DLMS_Version_Number, DLMS_Conformance and Client_Max_ 
Receive_PDU_Size parameters contain respectively the value of the dedicated-key, the proposed-
dlms-version-number, the proposed-conformance and the client-max-receive-pdu-size parameters 
of the xDLMS-Initiate.request PDU. These parameters are specified in IEC 61334-4-41, and in 
8.4 of this standard. Annex C gives some examples of their usage. The xDLMS-Initiate.request PDU 
shall be inserted in the user-information field of the AARQ APDU to be sent. 

The ACSE_Protocol_Version, Application_Context_Name, Application_Ids_and_Titles, Security_ 
Mechanism_Name and the Calling_Authentication_Value parameters shall be inserted into the 
corresponding fields of the AARQ APDU to be sent. 

The xDLMS-ASE and the ACSE provide only the framework for transporting this information. To 
provide and verify that information is the job of the appropriate COSEM AP. Default and allowed 
values for these fields are defined in 7.3.3. 

The Implementation_Information parameter is optional. If present, it shall be inserted into the 
implementation-information field of the AARQ APDU to be sent. 

The User_Information parameter is optional. If present, it shall be passed on to the supporting layer. 

The Service_Class parameter indicates whether the service shall be invoked in the confirmed or 
unconfirmed manner. 

Use 

The client AP uses this service to initiate the establishment of an AA to a remote server AP. 

If the Client AP invokes a COSEM-OPEN.request service with a parameter referring to an already 
established AA, then the application layer shall locally and negatively confirm this request with the 
reason that the requested AA already exists. Note, that this is always the case for pre-established 
AAs. 
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When the Protocol_Connection_Parameters parameter indicates a connection-oriented 
communication profile (e.g. TCP/IP) but the Service_class parameter is set to Unconfirmed, the 
COSEM application layer shall locally and negatively confirm this request, with the reason that the 
requested AA is not allowed. 

When the Protocol_Connection_Parameters parameter indicates that one or more supporting lower 
layer needs to be connected and the requested AA is allowed, the COSEM client shall first establish 
all required lower layer connections (except for the physical layer connection, which must be already 
established prior to this service invocation). 

When the required supporting lower layer services are available, the COSEM application layer shall 
construct and send an AARQ APDU to its peer, containing the service parameters received from the 
AP. 

If the COSEM-OPEN.request service is invoked with Service_class == Confirmed, the response-
allowed parameter of the xDLMS-InitiateRequest PDU, inserted in the user-information field of the 
constructed AARQ shall be set to TRUE. The client application layer is waiting for an AARE 
response from the server, prior to – positively or negatively – confirming the COSEM-OPEN.request 
service invocation. 

If the COSEM-OPEN.request service is invoked with Service_Class == Unconfirmed, the response-
allowed parameter shall be set to FALSE, the client application layer does not wait any response 
from the server. In this case, the service invocation shall be locally confirmed. 

The protocol for AA establishment is specified in 7.3.1. 

6.5.1.3 COSEM-OPEN.confirm 

Function  

This service is invoked by the COSEM client application layer to indicate whether the previously 
requested AA is accepted or not. 

Service parameters 

The semantics of the primitive is as follows: 

COSEM-OPEN.confirm 
( 

Protocol_Connection_Parameters, 
Local_or_Remote, 
Result, 
Failure_type, 
DLMS_Version_Number, 
DLMS_Conformance, 
Server_Max_Receive_PDU_Size, 
ACSE_Protocol_Version, 
Application_Context_Name, 
Application_Ids_and_Titles, 
Security_Mechanism_Name, 
Responding_Authentication_Value, 
Implementation_Information 

) 

 

The Protocol_Connection_Parameters parameter contains all the information required to identify the 
protocol connection having been established. These parameters identify the participants of the AA 
requested by the preceding COSEM-OPEN.request service. 
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The Local_or_Remote parameter indicates the origin of the COSEM-OPEN.confirm service primitive 
invocation. When this parameter is set to Remote, the service invocation has been originated by the 
reception of an AARE APDU from the remote server. Otherwise, the service is locally originated. 

In case of a remote confirmation, the Result parameter indicates whether the COSEM server AP 
accepted the requested association or not. In case of local confirmation, the Result parameter 
indicates whether the client side protocol stack accepted the request or not. In the case of non-
acceptance (remote or local), the Failure_type parameter indicates the reason for not accepting the 
proposed association. 

The DLMS_Version_Number, DLMS_Conformance and Server_Max_Receive_PDU_Size parameters 
contain respectively the value of the negotiated-dlms-version-number, negotiated-conformance and 
server-max-receive-PDU-size parameters of the xDLMS-Initiate.response PDU. These parameters 
are specified in IEC 61334-4-41, and in 8.4 of this standard. Annex C gives some examples for their 
usage. The xDLMS-Initiate.response PDU is transported in the user-information field of the received 
AARE APDU. 

The ACSE_Protocol_Version, Application_Context_Name, Application-Ids_and_Titles, Security_ 
Mechanism_Name and the Responding_Authentication_Value parameters carry the value of the 
corresponding fields of the received AARE APDU. 

The Implementation_Information parameter, if present, carries the value of the implemen–tation-
information field of the received AARE APDU. 

Use 

The COSEM client application layer uses this service primitive to indicate to the client AP whether 
the previously proposed AA is accepted or not. It may be generated as a result of a received AARE 
APDU (remote confirmation). It may also be generated locally in the following cases: 

  when the requested AA already exists (this case includes pre-established AAs); 

  when the corresponding COSEM-OPEN.request has been invoked with Service_class == 
Unconfirmed; 

  when the requested AA is not allowed; 

  due to a locally detected error (missing or not correct parameters, failure during the 
establishment of the requested lower layer connections, missing physical connection, etc. 

6.5.2 Application association release 

6.5.2.1 Overview 

Figure 10 shows the services provided by the client application layer for releasing an existing AA. 
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Figure 10 – Client side services for releasing an application association 

In certain COSEM communication profiles – for example in the 3-layer, connection-oriented, HDLC 
based profile – there is a one-to-one relationship between a confirmed AA and the supporting 
protocol layer connection. In this case, the COSEM-RELEASE services used during the association 
release phase do not rely on the ACSE A_RELEASE services. Confirmed AAs in these profiles are 
released simply by disconnecting the corresponding lower layer connection. 

This is the mandatory way to release such AAs: in order to request that, the Client application shall 
invoke the COSEM-RELEASE.request service with no Use_RLRQ_RE parameter or with 
Use_RLRQ_RE == FALSE. 

Note, that as this request shall imply the disconnection of the lower layer connection, there is no 
mandatory APDU associated to the COSEM-RELEASE service. 

The client AP is informed about the result of the requested disconnection via the COSEM-
RELEASE.confirm service primitive. 

Optionally, the COSEM client AP may invoke the COSEM-RELEASE.request service with 
Use_RLRQ_RE == TRUE. In this case, the client application layer, instead of disconnecting the 
lower layer connection (if there is one), shall initiate the release of the referenced AA by sending an 
RLRQ APDU to the server which may respond to that with an RLRE APDU. The client AP is 
informed about the result of the association release via the COSEM-RELEASE.confirm service 
primitive, which, in this case, could be a remotely confirmed service. 

Supporting the RLRQ/RLRE APDUs is optional in HDLC based profile. 

Any existing AA – except the pre-established ones on the server side – shall be aborted, when the 
physical connection is intentionally disconnected or if any of the supporting layer connection is 
disconnected or breaks. A local COSEM-ABORT.indication primitive is provided to inform the AP 
about this. As physical connection/ disconnection is done outside of the protocol, requesting a 
physical disconnection is not within the scope of this standard. 

6.5.2.2 COSEM-RELEASE.request 

Function 

This service primitive is invoked by the COSEM client AP to request the release of an existing AA 
with a remote COSEM server AP. 
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Service parameters 

The semantics of this service primitive is as follows: 

COSEM-RELEASE.request 

( 
Use_RLRQ_RE, 
User_Information 

) 

The Use_RLRQ_RE parameter is optional. If it is not present, it shall be considered as if its value 
would be equal to FALSE. 

The User_Information parameter is optional. If present, it shall be passed on to the supporting layer. 
Specification of the content of this parameter is not within the scope of this standard. 

Use 

The Client AP uses this service primitive to gracefully release an existing AA. 

When this service is invoked with no Use_RLRQ_RE parameter or with Use_RLRQ_RE == FALSE, 
the invocation of this service shall not imply sending an APDU. 

In communication profiles where the RLRQ service is not supported or only optionally supported, 
upon the reception of this service invocation the client application layer shall: 

  either initiate the disconnection of the corresponding lower layer connection (if the AA to be 
released is a confirmed AA) by invoking the corresponding XX-DISCONNECT.request service of 
the supporting lower protocol layer; 

  or shall simply release the requested non-confirmed AA and locally confirm the request. 

Supporting the COSEM-RELEASE.request service with no Use_RLRQ_RE or with Use_RLRQ_RE 
== FALSE is mandatory for all COSEM Clients. However, in communication profiles where the RLRQ 
service is mandatory, invoking the COSEM-RELEASE.request service with no Use_RLRQ_RE or 
with Use_RLRQ_RE == FALSE may lead to an error8: in that case it shall be locally and negatively 
confirmed. 

When this service primitive is invoked with Use_RLRQ_RE == TRUE, the client application layer 
shall construct an A-RELEASE.request (RLRQ) APDU, and shall send it to the peer server 
application layer, using the supporting lower layer services. If the RLRQ is sent within a non-
confirmed AA, after sending the RLRQ the client application layer shall locally and positively confirm 
the current request. Otherwise, after sending the RLRQ APDU, the client application layer shall start 
a time-out, waiting for either the A-RELEASE.response (RLRE) APDU from the server, or for the 
time-out to be elapsed. On any of these two events, the client application layer shall confirm the 
COSEM-RELEASE.request primitive. 

Supporting the COSEM-RELEASE.request service with Use_RLRQ_RE == TRUE is optional in 
HDLC based profile. 

The protocol for releasing an AA is described in 7.3.6. 

6.5.2.3 COSEM-RELEASE.confirm 

Function 

The COSEM client application layer invokes this service primitive to indicate to the AP whether the 
previously received request for releasing the AA is accepted.  
——————— 

8 When the lower layer connections are not managed by the COSEM application layer. 
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NOTE The server cannot refuse a release request. 

Service parameters 

The semantics of the primitive is as follows: 

COSEM-RELEASE.confirm 

( 

Result, 
Failure_type, 
User_Information 

) 

The Result parameter is the report of the corresponding COSEM-RELEASE.request service. As 
servers cannot refuse requests of neither releasing AAs nor disconnecting lower layer connections, 
the value of the Result parameter should normally be SUCCESS. 

However, the value of this parameter may also be ERROR: in that case, the Failure_type parameter 
indicates the reason for that. 

The User_Information field may be present only when the service is remotely confirmed. In this 
case, it contains user specific information carried by the supporting lower protocol layer(s), if this is 
possible. Specification of its content is not within the scope of this standard. 

Use 

The COSEM client application layer uses this service primitive to indicate to the client AP the result 
of the previously requested release of an AA. This service primitive is originated: 

  as a result of the invocation of a XX-DISCONNECT.confirm service (where XX is the supporting 
lower protocol layer); or 

  by a locally detected error – missing or not correct parameters, or communication failure at lower 
protocol layer level; or 

  after sending out an RLRQ APDU within a non-confirmed AA (OPTIONAL); or 

  by the time-out on waiting for an RLRE APDU from the remote Server (OPTIONAL); or 

  as a result of a RLRE APDU received from the remote Server (OPTIONAL). 

6.5.2.4 COSEM-ABORT.indication 

Function 

This service is invoked by the client application layer to indicate to the client AP an unsolicited 
disconnection of any supporting lower layer connection, including the disconnection of the physical 
layer. 

Service parameters 

The semantics of the primitive is as follows: 

COSEM-ABORT.indication 

( 

Diagnostics 
) 

The optional Diagnostics parameter shall indicate the possible reason for the disconnection, and 
may carry lower protocol layer dependent information as well. Specification of the contents of this 
parameter is not within the scope of this standard. 
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Use 

The client application layer uses this service primitive to indicate to the COSEM client AP that a 
lower layer connection abort occurred in a non-solicited manner (e.g. the physical line is broken). 

NOTE In communication profiles, where the supporting layer connection is not managed by the COSEM application layer, 
a disconnection of the supporting layer by the manager process leads also to a COSEM-ABORT.indication. 

6.5.3 Client/server type data communication services 

6.5.3.1 Service overview 

Figure 11 shows services provided by the client side application layer during the data 
communications phase. 
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Figure 11 – Client side data communication services 

Data communication services rely on the services of the xDLMS_ASE. These services contain 
references to attributes or methods of COSEM interface objects.  

For COSEM servers, two types of referencing are specified in IEC 62056-62: Logical Name (LN) and 
Short Name (SN). The COSEM client application layer provides only one service set, using logical 
name referencing. Consequently, when the COSEM server device does not use logical name 
referencing, the client application layer shall include an additional application protocol component; 
see in Figure 6. The purpose of this is to ‘map’ the LN service set into/from the service set used by 
the server AP. 

The service set provided at the COSEM client side is: 

  COSEM interface object attribute related services: GET, SET (.request,.confirm); 

  COSEM interface object method related service: ACTION (.request,.confirm). 

The.request primitive of these services is invoked by the COSEM client AP. The role of the protocol 
with regard to these services is to transport them as.indication to the COSEM server AP. 

NOTE Consequently, a.request APDU is identical to an.indication APDU and a.response APDU is identical to a.confirm 
APDU. For APDU definitions, see 8.6. 

All data communication services within a confirmed AA can be invoked in a confirmed or non-
confirmed manner. In case of non-confirmed AAs, data communication services may only be invoked 
in a non-confirmed manner. 

In case of confirmed service invocation, the server AP shall return the confirmation by invoking the 
corresponding.response service primitive. The receipt of this response is indicated to the client AP 
via the.confirm service primitive. 
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If a confirmed service request cannot be processed by the server (e.g. the request has been 
received without establishing an AA first, or the request is otherwise erroneous) normally it is 
discarded by the application layer. However, the COSEM server application layer may optionally 
send an EXCEPTION-Response APDU to indicate to the client application layer that the service 
request received could not be processed and the reasons for this. 

The optional EXCEPTION-Response APDU is defined in 8.6.1. 

Unconfirmed service invocation will not imply.response/.confirm primitive invocation. The reason for 
this is to avoid collisions due to potential multiple responses in the case of multicasting and/or 
broadcasting. 

The protocol for confirmed service invocations is described in 7.4.1.1 and for unconfirmed service 
invocations in 7.4.1.2. 

6.5.3.2 GET.request 

Function 

This service is invoked by client AP to request the value(s) of one or all attributes of one or more 
COSEM interface object(s) from the remote server AP. 

Service parameters 

The semantics of the primitive is as follows: 

GET.request 

( 
Invoke_Id, 
Priority, 
Service_Class, 
Request_Type, 
COSEM_Attribute_Descriptor, { COSEM_Attribute_Descriptor,}, 
Block_Number 

) 
COSEM_Attribute_Descriptor  

( 
COSEM_Class_Id,  
COSEM_Object_Instance_Id,  
COSEM_Object_Attribute_Id, 
Access_Selection_Parameters 

) 

The Invoke_Id parameter identifies the instance of this service invocation. 

The value of the Priority parameter indicates the priority level associated to the received request. 
There are two priority levels: normal (FALSE) and high (TRUE). 

The Service_Class parameter indicates whether the service is invoked in confirmed or unconfirmed 
manner. 

The Request_type parameter indicates the type of the current GET.request service invocation: 
NORMAL, NEXT or WITH-LIST. A GET.request always starts with a GET.request type NORMAL or 
WITH-LIST. A GET.request with NEXT type is issued only when the requested data is too long for 
being transferred in one.response APDU. The protocol for non-transparent long data transfer with 
the GET service is described in 7.4.1.8.2. 
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A GET.request service shall contain one or more COSEM_Attribute_Descriptor parameters, each of 
them referencing one or all attributes of a COSEM interface object. The COSEM_Attribute_Descriptor 
parameter is a composite parameter, consisting of the following components: 

  the { COSEM_Class_Id, COSEM_Object_Instance_Id } doublet non-ambiguously identifies one 
and only one COSEM interface object instance;  

  the COSEM_Object_Attribute_Id component identifies the attribute(s) of the object instance. 
COSEM_Object_Attribute_Id = 0 references all attributes of the designated object instance; 

  the optional Access_Selection_Parameters component, in case of selective access (see 7.4.1.6) 
carries the additional data required for the selective GET operation. This parameter can be used 
only when COSEM_Object_Attribute_Id != 0. 

One GET.request invocation may contain as many COSEM_Attribute_Descriptors as the server-
max-receive-pdu-size allows. The COSEM_Attribute_Descriptor(s) shall be present only with 
Request_type == NORMAL or WITH-LIST. 

The optional Block_Number parameter is present only when Request_type == NEXT. It carries the 
number of the last correctly received block of long data. 

Use 

The client AP uses this service primitive to request the value(s) of one or all attributes of one or 
more COSEM interface object(s) from the server AP. 

6.5.3.3 GET.confirm 

Function 

This service is invoked by the client application layer to indicate the reception of a Get-response-XX 
APDU from the COSEM server AP. 

Service parameters 

The semantics of the primitive is as follows: 

GET.confirm 

( 
Invoke_Id, 
Priority, 
Response_type, 
Result, { Result, } 
Block_Number 

) 

The Invoke_Id parameter identifies the instance of this service invocation. Its value shall be equal to 
the Invoke_Id of the corresponding GET.request service invocation. 

The value of the Priority parameter indicates the priority level associated to the response received. 
The value of this parameter shall be equal to the value of the Priority parameter of the 
corresponding GET.request service invocation. 

The Response_type parameter indicates whether this.confirm service invocation contains the 
complete response to the previous GET.request service invocation, or it contains only a block of the 
required data. This parameter shall carry one of the following values: 

  NORMAL: the service invocation contains the complete response for a NORMAL GET.request; 

  WITH-LIST: the service invocation contains the complete response for a GET.request service of 
type WITH-LIST (including a list of attribute references); 
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  ONE-BLOCK: the service invocation contains one block of the complete response. The 
Block_Number parameter carries the number of the data block carrying a part of the result as 
raw data; 

  LAST-BLOCK: the service invocation contains the last data block of the response. 

The Result parameter shall carry either the requested data, or in case of error, the indication of the 
type of error. If the encoded form of the Result parameter does not fit in one APDU, then it shall be 
transported in blocks, carried by the result parameter of the Get-Confirm-With-Datablock APDU, of 
type DataBlock-G. This parameter shall include the block number and the encoded form of the result 
as raw data or data access result. 

The number of Result parameters in the GET.confirm service shall be the same as the number of 
COSEM_Attribute_Descriptor parameters in the corresponding GET.request service – one response 
for each request. 

Use 

The client application layer uses this service primitive to indicate the reception of a Get-Response-
XX APDU. 

6.5.3.4 SET.request 

Function 

This service primitive is invoked by the client AP to request the remote server AP to set the value of 
one or more attributes of a COSEM interface object. 

Service parameters 

The semantics of the primitive is as follows: 

SET.request 
( 

Invoke_Id, 
Priority, 
Service_Class, 
Request_type, 
COSEM_Attribute_Descriptor, { COSEM_Attribute_Descriptor, }, 
Block_Number, 
Data, { Data, } 

) 
 
COSEM_Attribute_Descriptor  
( 

COSEM_Class_Id,  
COSEM_Object_Instance_Id,  
COSEM_Object_Attribute_Id, 
Access_Selection_Parameters 

) 

The Invoke_Id parameter identifies the instance of this service invocation. 

The value of the Priority parameter indicates the priority level associated to the received request. 
There are two priority levels: normal (FALSE) and high (TRUE). 

The Service_Class parameter indicates whether the service is invoked in confirmed or unconfirmed 
manner. 
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The Request_type parameter indicates whether the Data parameter of the service primitive carries 
all the data necessary to set all the attributes referenced by the COSEM_ Attribute_Descriptor (list) 
or only a block of it. It shall be set to one of the following values: 

  NORMAL: the service invocation contains the reference to one or all (Attribute_0 feature, see 
7.4.1.7.1) attribute(s) of one COSEM interface object and all the required data. The optional 
Block_Number parameter shall not be present in the service invocation; 

  WITH-LIST: the service invocation contains a list of COSEM interface object attribute references 
and all the required data. The optional Block_Number parameter shall not be present in the 
service invocation; 

  FIRST-BLOCK: the service invocation contains the reference to one or all attribute(s) of one 
COSEM interface object and the first part of the required data. The Block_Number parameter 
shall be set to 0001; 

  FIRST-BLOCK-WITH-LIST: the service invocation contains a list of COSEM interface object 
attribute references and the first part of the required data. The Block_Number parameter shall be 
set to 0001; 

  ONE-BLOCK: the service invocation contains only one block of the data. The Block_Number 
parameter carries the number of the datablock carrying a part of the Data parameter as raw 
data, and no COSEM_Attribute_Descriptor(s) shall be present; 

  LAST-BLOCK: the service invocation contains the last block of the Data. The Block_Number 
parameter carries the number of this data block, and no COSEM_ Attribute_Descriptor(s) shall 
be present. 

NOTE In the case of ONE-BLOCK and LAST-BLOCK Set-Request-With-Datablock APDU is generated. 

A SET.request service shall contain one or more COSEM_Attribute_Descriptor parameters, each of 
them referencing one or more attributes of a COSEM interface object. The 
COSEM_Attribute_Descriptor parameter is a composite parameter, consisting of the following 
components: 

  the { COSEM_Class_Id, COSEM_Object_Instance_Id } doublet non-ambiguously identifies one 
and only one COSEM interface object instance;  

  the COSEM_Object_Attribute_Id component identifies the attribute(s) of the object instance. 
COSEM_Object_Attribute_Id = 0 references all attributes of the designated object instance. 

The optional Access_Selection_Parameters element, in case of selective access (see 7.4.1.6) 
carries the additional data required for the selective SET operation. This parameter can be used 
only when COSEM_Object_Attribute_Id != 0. 

One SET.request invocation may contain as many COSEM_Attribute_Descriptors as the server-max-
receive-pdu-size allows. The COSEM_Attribute_Descriptor(s) shall be present only when 
Request_type == NORMAL, Request_type == WITH-LIST or Request_type == FIRST-BLOCK-XXX. 

The optional Block_Number parameter is present when Request_type != NORMAL or WITH-LIST. It 
carries the number of the data block within the current service invocation. 

The Data parameter contains the data necessary to set the attributes identified by the 
Attribute_descriptor parameter(s). If the encoded form of the data does not fit in one APDU, then it 
shall be transported in blocks, carried by the datablock parameter of the appropriate Set-Request-
XX APDU, of type DataBlock-SA. This parameter shall include the block number and the encoded 
form of the data as raw data. The protocol for long data transfer with the SET service is described in 
7.4.1.8.3. 

The number of Data parameters in the SET.request service shall be the same as the number of 
COSEM_Attribute_Descriptors: one Data for each COSEM_Attribute_Descriptor. 
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Use 

The client AP uses this service primitive in order to request the remote server AP to set the value of 
one or more attributes of one or more COSEM interface objects. 

6.5.3.5 SET.confirm 

Function 

This service primitive is invoked by the client application layer to indicate the reception of a 
SET.response from the COSEM server AP. 

Service parameters 

The semantics of the primitive is as follows: 

SET.confirm 

( 
Invoke_Id, 
Priority, 
Response_type, 
Result { Result, }, 
Block_Number 

) 

The Invoke_Id parameter identifies the instance of this service invocation. Its value is equal to the 
Invoke_Id of the corresponding SET.request service invocation. 

The value of the Priority parameter indicates the priority level associated to the received response. 
The value of this parameter is equal to the value of the Priority parameter of the corresponding 
SET.request service invocation. 

The Response_type parameter indicates whether this.confirm service invocation contains the 
response for the complete SET.request operation, or it is simply an acknowledge of the previously 
received data block. This parameter shall carry one of the following values: 

  NORMAL: the.confirm service contains the confirmation of the previous SET.request operation, 
which carried a single COSEM interface object attribute reference. The Result parameter carries 
the result of the required operation; 

  WITH-LIST: the.confirm service contains the confirmation of the previous SET.request operation, 
which carried a list of COSEM interface object attribute references. The Result parameter carries 
the list of results for each required SET operation; 

  ACK-BLOCK: this value indicates that this.confirm service contains the acknowledgement for the 
last correctly received data block. The Block_Number parameter carries the number of the 
received data block; 

  LAST-BLOCK: the SET.confirm service is invoked with this value after the reception of the last 
data block of a SET.request service, which carried a reference to a single COSEM interface 
object attribute. This value indicates that this.confirm service contains the response to the 
original SET.request service, which has been sent in several blocks. The Result parameter 
carries the result of the required operation and the Block_Number parameter carries the number 
of the last data block; 

  LAST-BLOCK-WITH-LIST: the SET.confirm service is invoked with this value after the reception 
of the last data block of a SET.request service, which carried a list of COSEM interface object 
attribute references. This value indicates that this.confirm contains the response to the original 
SET.request service, which has been sent in several blocks. The Result parameter carries the 
list of result for each required set operation and the Block_Number parameter carries the 
number of the last data block. 
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The number of Result parameters in the SET.confirm service with Response_type == WITH-LIST 
and LAST-BLOCK-WITH-LIST shall be the same as the number of attribute references in the 
corresponding SET.request service – one result for each request. Each Result parameter shall carry 
the result of the corresponding SET.request operation. 

Use 

The client application layer uses this service primitive to indicate the reception of a Set-Response-
XX APDU. 

6.5.3.6 ACTION.request 

Function 

This service is invoked by the client AP to remotely invoke one or more method(s) of one or more 
COSEM interface object(s) in the remote server AP. 

Service parameters 

The semantics of the primitive is as follows: 

ACTION.request 

( 
Invoke_Id, 
Priority, 
Service_Class, 
Request_Type, 
COSEM_Method_Descriptor, { COSEM_Method_Descriptor, }, 
Block_Number, 
Method_Invocation_Parameters, { Method_Invocation_Parameters, } 

) 
 

COSEM_Method_Descriptor 

( 
COSEM_Class_Id,  
COSEM_Object_Instance_Id,  
COSEM_Object_Method_Id 

) 
Method_Invocation_Parameters::= Data 

The Invoke_Id parameter identifies the instance of this service invocation. 

The value of the Priority parameter indicates the priority level associated to the received request. 
There are two priority levels: normal (FALSE) and high (TRUE). 

The Service_Class parameter indicates whether the service is invoked in a confirmed or an 
unconfirmed manner. 

The Request_type parameter indicates whether the given invocation contains a complete request or 
only a part of it. It shall be set to one of the following values: 

  NORMAL: the service invocation contains the reference to one COSEM interface object method 
and the Method_Invocation_Parameters required for the invocation of this method. The optional 
Block_Number parameter shall not be present in the service invocation; 

  WITH-LIST: the service invocation contains a list of COSEM interface object(s) method 
references and all the required Method_Invocation_Parameters. The optional Block_Number 
parameter shall not be present in the service invocation; 
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  FIRST-BLOCK: the service invocation contains the reference to one COSEM interface object 
method and the first part of the required Method_Invocation_Parameters. The Block_Number 
parameter shall be set to 0001; 

  WITH-LIST-AND-FIRST-BLOCK: the service invocation contains a list of COSEM interface object 
methods and the first part of the required Method_Invocation_ Parameters. The Block_Number 
parameter shall be set to 0001; 

  ONE-BLOCK: the service invocation contains only one block of the 
Method_Invocation_Parameters. The Block_Number parameter carries the number of the 
parameter block carrying a part of the Method_Invocation_Parameters parameter, and no 
COSEM_ Method_Descriptor shall be present; 

  LAST-BLOCK: this value indicates that the current block is the last parameter block to be 
transferred. The Block_Number parameter carries the number of this parameter block, and no 
COSEM_Method_Descriptor(s) shall be present; 

  NEXT: this value indicates that this.request contains an acknowledgement for a previously 
received parameter block, and requests the server to send the next one. The Block_Number 
parameter carries the number of the last correctly received parameter block. 

An ACTION.request service shall contain one or more COSEM_Method_Descriptor parameters, 
each of them referencing one method of a COSEM interface object. The 
COSEM_Method_Descriptor parameter is a composite parameter, consisting of the following 
components:  

The {COSEM_Class_Id, COSEM_Object_Instance_Id} doublet non-ambiguously identifies one and 
only one COSEM interface object instance. The complete COSEM_ Method_Descriptor references 
one method of that object instance: this method is identified by the COSEM_Object_Method_Id 
component.  

The optional Block_Number parameter is present either when the.request contains a parameter 
block to be sent or when the.request acknowledges a previously received parameter block 
(Request_type == NEXT). The Block_Number parameter carries the number of the last received 
parameter block. 

Invoking a method may require additional parameters. The Method_Invocation_Parameters 
parameter carries the data necessary for the invocation of the method(s) identified by the 
COSEM_Method_Descriptor parameter. If the encoded form of the Method_ Invocation_Parameters 
does not fit in one APDU, then it shall be transported in blocks, carried by the pblock parameter of 
the appropriate Action-Request-XX APDU, of type DataBlock-SA. This parameter shall include the 
block number and the encoded form of the Method_Invocation_Parameters as raw data. 

The ACTION.request service shall contain as many Method_Invocation_Parameters then 
COSEM_Method_Descriptors: one Method_Invocation_Parameters for each COSEM_ 
Method_Descriptor. Therefore, even if the invocation of a method does not require additional 
parameters, the corresponding Method_Invocation_Parameters component shall be present in the 
service invocation – but it shall be empty. 

The COSEM_Method_Descriptor parameter shall not be present when Request_type == ONE-
BLOCK or LAST BLOCK. 

Use 

This service primitive is used by the client AP to remotely invoke one or more method(s) of one or 
more COSEM interface object(s) in the remote server AP. 
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6.5.3.7 ACTION.confirm 

Function 

This service is invoked by the client application layer to indicate the reception of a 
ACTION.response from the COSEM server AP. 

Service parameters 

The semantics of the primitive is as follows: 

ACTION.confirm 

( 
Invoke_Id, 
Priority, 
Response_type, 
Result, { Result, }, 
Block_Number, 
Response_Parameters, { Response_Parameters, } 

) 

The Invoke_Id parameter identifies the instance of this service invocation. Its value shall be equal to 
the Invoke_Id of the corresponding ACTION.request service invocation. 

The value of the Priority parameter indicates the priority level associated to the received response. 
The value of this parameter shall be equal to the value of the Priority parameter of the 
corresponding ACTION.request service invocation. 

The Response_type parameter indicates whether this.confirm service invocation contains the 
complete response requested by the previous ACTION.request service invocation, it contains only a 
block of the required data, or it is simply an acknowledge of a previously received block of the 
ACTION.request service. This parameter shall carry one of the following values: 

  NORMAL: the service invocation contains the complete response for a NORMAL 
ACTION.request which carried a single COSEM interface object method reference; 

  WITH-LIST: the service invocation contains the complete response for a WITH-LIST 
ACTION.request service, including a list of COSEM interface object method references; 

  ONE-BLOCK: the service invocation contains only one block of the complete response. The 
Block_Number parameter carries the number of the parameter block carrying a part of the 
response as raw data; 

  LAST-BLOCK: this value indicates that the service invocation contains the last block of the 
response as raw data; 

  NEXT: this value indicates that service invocation contains an acknowledgement for the 
previously received parameter block and requests the client to send the next one. The 
Block_Number parameter carries the number of the last correctly received parameter block. 

The Result parameter carries the result of the invocation of the COSEM interface object method(s). 

The Response_Parameters carries the optional data to be returned, as a result of the invocation of 
the COSEM interface object methods. 

The number of Result and Response_Parameters parameters in the ACTION.confirm service 
primitive with Response_type == WITH-LIST or a.confirm service which is sent in several parameter 
blocks shall be the same as the number of COSEM interface object method references in the 
corresponding ACTION.request service – one Result and Response_ Parameter for each request. 

If the encoded form of the Result and Response_Parameters does not fit in one APDU, then it shall 
be transported in block, carried by the pblock parameter of the Action-Response-With-Pblock APDU, 
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of type DataBlock-SA. This parameter shall include the block number and the encoded form of the 
Result and Response_parameters as raw data. 

Use 

The client application layer uses this service primitive to indicate the reception of an Action-
Response-XX APDU. 

6.5.4 Client side services for event notification 

Figure 12 shows services provided by the client side application layer for event notification. 
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Figure 12 – Client side services for event notification 

The EventNotification service is the only non-client/server type service provided in COSEM. Using 
the EventNotification.request service, the server AP is able to send an unsolicited notification of the 
occurrence of an event to the remote client AP. Reception of the EventNotification message is 
indicated to the client AP via the EventNotification.indication  primitive. The protocol is described in 
7.4.1.3. 

In some cases, the supporting lower layer protocol(s) do (does) not allow sending a protocol data 
unit in a real, unsolicited manner. In these cases, the client shall explicitly solicit sending an 
EventNotification frame, by invoking the Trigger_EventNotification_sending service primitive. 

6.5.4.1 EventNotification.indication 

Function 

This service is invoked by the client application layer to indicate the reception of an EVENT-
NOTIFICATION.indication from the COSEM server SAP. 

Service parameters 

The semantics of the primitive is as follows: 

EventNotification.indication 

( 
Time, 
Application-Addresses, 
COSEM_Attribute_Descriptor, 
Attribute_Value 

) 
COSEM_Attribute_Descriptor  

( 

Full document details: DIN EN 62056-53:2007-08

http://www.avadocuments.com/doc/din-en-62056-53-2007-08
http://www.avadocuments.com/doc/din-en-62056-53-2007-08


 
EN 62056-53:2007 

 

36 

COSEM_Class_Id,  
COSEM_Object_Instance_Id,  
COSEM_Object_Attribute_Id 

) 

The optional Time parameter indicates the time assigned to the event by the server. 

The Application_Addresses parameter  is optional. It is present only when the EventNotification A-
PDU is received outside of an established AA. In this case, it contains all protocol specific 
parameters required to identify the sender and destination APs. 

The { COSEM_Class_Id, COSEM_Object_Instance_Id, COSEM_Object_Attribute_Id } triplet 
identifies non-ambiguously one and only one attribute of a COSEM interface object instance.  

The Attribute_Value parameter carries the value of this attribute. More information about the notified 
event may be obtained by interrogating this COSEM interface object. 

Use 

The client application layer uses this service primitive to indicate the reception of an EVENT-
NOTIFICATION.indication to the AP. 

6.5.4.2 Trigger_EventNotification_Sending.request 

Function 

This service is invoked by the client in order to trigger the server to send the frame carrying the 
EVENT-NOTIFICATION-Request APDU. 

NOTE This service is necessary in case of communication profiles, when the server is not able to send a real non-
solicited EventNotification message. 

Service parameters 

The semantics of the primitive is as follows: 

Trigger_EventNotification_Sending.req 

( 
Protocol_Parameters 

) 

The Protocol_Parameters parameter contains all lower protocol dependent information, which is 
required for triggering the server to send out an eventually pending frame containing an EVENT-
NOTIFICATION-Request APDU. This information includes the protocol identifier, and all the required 
lower layer parameters.  

Use 

Upon the reception of a Trigger_EventNotification_Sending.request service invocation from the 
client AP, the client application layer shall invoke the corresponding supporting layer service to send 
a trigger message to the server.  

6.5.5 Client side layer management services 

This subclause defines a special layer management service, used to manage the short name 
mapper application service element. This client side service is necessary only if the server uses SN 
referencing. All other layer management services are not within the scope of this standard. 
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6.5.5.1 SetMapperTable.request 

Function 

This service is invoked by the client AP to provide mapping information to the Client SN_MAPPER 
ASE. This service does not cause any data transmission between the client and the server. This 
service is necessary only if on the server side SN referencing is used. 

Service parameters 

The semantics of the primitive is as follows: 

SetMapperTable.request 

( 
Mapping_table 

) 

The Mapping_table parameter contains the contents of the attribute “object_list” for the requested 
server and AA. The structure of the content is defined in IEC 62056-62. 

Use 

The client AP uses this service primitive, in order to enhance the efficiency of the mapping process 
if SN referencing is used. 

6.5.5.2 Mapping client services for servers using Short names 

For servers using SN referencing, the services listed above are mapped to the corresponding 
xDLMS services (compare IEC 61334-4-41) by the client Control function (see Figure 6) in the 
following manner: 

Table 1 – Mapping between client side LN and server side SN referencing services 

Client side xDLMS Service (LN ref.) Server side xDLMS Service (SN ref.) 

GET.request ReadRequest 

GET.confirm ReadResponse 

SET.request (Service_Class=“confirmed”) WriteRequest 

SET.request (Service_Class=“unconfirmed”) UnconfirmedWriteRequest 

SET.confirm WriteResponse 

ACTION.request (Service_Class=“unconfirmed”) UnconfirmedWriteRequest 

ACTION.request (Service_Class=“confirmed”) Action with return parameters: 

 ReadRequest 

  VariableAccessSpecification:=  
  parametrised access  

  (IEC 61334-4-41) 

  Selector:= 0; 

  If no method invocation parameters  
  are supplied: 

  Parameter:= null-data 

Action without return parameters: 

 WriteRequest 

  If no method invocation parameters  
  are supplied: 

  Data:= null-data 

ACTION.confirm ReadResponse 

If no data is returned then: 

data:= null-data. 

EVENTNOTIFICATION.indication InformationReportRequest 

 
Details about the mapping of the logical names to short names are given in IEC 62056-62. 
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6.6 Server COSEM application layer services 

6.6.1 Application association establishment  

6.6.1.1 Overview 

Figure 13 shows the services provided by the server application layer for AA establishment. These 
services are provided by the ACSE. 

 

COSEM server application process

COSEM server application layer

C
O

S
E

M
-O

P
E

N
.in

d 

C
O

S
E

M
-O

P
E

N
.r

es
 

IEC   2082/06  

Figure 13 – Server side services for application association establishment 

6.6.1.2 COSEM-OPEN.indication 

Function 

This service is invoked by the server side of the application layer following the receipt of an AARQ 
APDU, to indicate to the COSEM server AP that the peer (client) AP requested the establishment of 
an AA. 

Service parameters 

The semantics of the primitive is as follows: 

COSEM-OPEN.indication 

( 
Protocol_Connection_Parameters, 
Dedicated _Key, 
DLMS_Version_Number, 
DLMS_Conformance, 
Client_Max_Receive_PDU_Size, 
ACSE_Protocol_Version, 
Application_Context_Name, 
Application-Ids_and_Titles, 
Security_Mechanism_Name, 
Calling_Authentication_Value, 
Implementation_Information, 
User_Information, 
Service_Class 

) 

The Protocol_Connection_Parameters parameter contains all information necessary to use the 
supporting layer, including the profile (protocol) identifier and the required addresses. Examples for 
this parameter are given in Annex B. 

The Dedicated_Key, DLMS_Version_Number, DLMS_Conformance and Client_Max_Receive 
_PDU_Size parameters contain respectively the value of the dedicated-key, the proposed-dlms-
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version-number, the proposed-conformance and the client-max-receive-pdu-size parameters of the 
xDLMS-Initiate.request PDU. These parameters are specified in IEC 61334-4-41 and in 8.4 of this 
standard. Annex C gives some examples for their usage. The xDLMS-Initiate.request PDU shall be 
inserted in the user-information field of the AARQ APDU received. 

The ACSE_Protocol_Version, Application_Context_Name, Application_Ids_and_Titles, 
Security_Mechanism_Name and the Calling_Authentication_Value parameters are carried by the 
corresponding fields of the received AARQ APDU. 

The xDLMS-ASE and the ACSE provide only the framework for transporting this information. To 
provide and verify that information is the job of the appropriate COSEM AP. Default and allowed 
values for these fields are defined in 7.3.7.  

The Implementation_Information parameter, if present, carries the value of the implementation-
information field of the received AARQ APDU. 

The User_Information parameter is optional. When present, it contains the information sent by the 
Client AP using the same parameter in the corresponding.request primitive. 

The Service_Class parameter indicates whether the service is invoked in confirmed or unconfirmed 
manner. 

Use 

This service is used by the server side application layer to indicate the reception of a correctly 
formatted AARQ APDU to the COSEM server AP. In order to be able to receive this APDU, lower 
layer protocol connections – if it is required – have to be already established. 

The protocol for AA establishment is described in 7.3.1. 

6.6.1.3 COSEM-OPEN.response 

Function 

This service is invoked by the server AP to indicate whether the previously proposed AA is accepted 
or not. 

Service parameters 

The semantics of the primitive is as follows: 

COSEM-OPEN.response 

( 
Protocol_Connection_Parameters, 
Result, 
Failure_type, 
DLMS_Version_Number, 
DLMS_Conformance, 
Server_Max_Receive_PDU_Size, 
ACSE_Protocol_Version, 
Application_Context_Name, 
Application_Ids_and_Titles, 
Security_Mechanism_Name, 
Responding_Authentication_Value, 
Implementation_Information 

) 
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The Protocol_Connection_Parameters parameter contains all information necessary to use the 
supporting layer, including the profile (protocol) identifier and the required addresses. Examples for 
this parameter are given in Annex B. 

The Result parameter indicates whether the COSEM server AP accepted the association request or 
not.  

In the case of non-acceptance, the Failure_type parameter indicates the reason for not accepting 
the proposed AA. 

The DLMS_Version_Number, DLMS_Conformance and Server_Max_Receive_PDU_Size parameters 
contain respectively the value of the negotiated-dlms-version-number, negotiated-conformance and 
server-max-receive-pdu-size parameters of the xDLMS Initiate.response PDU. These parameters 
are specified in IEC 61334-4-41, and in 8.4 of this standard. Annex C gives some examples for their 
usage. The xDLMS-Initiate.request PDU shall be inserted in the user-information field of the AARE 
APDU to be sent. 

The ACSE_Protocol_Version, Application_Context_Name, Application-Ids_and_Titles, Security_ 
Mechanism_Name and the Responding_Authentication_Value parameters shall be inserted into the 
corresponding fields of the AARE APDU to be sent. 

The Implementation_Information parameter, if present, shall be inserted in the implementation-
information field of the AARE APDU to be sent. 

Use 

This service primitive is used by the COSEM server AP to indicate to the application layer whether 
the previously proposed AA is accepted or not.  

If the designated AA is confirmed (it was requested by an AARQ with response-allowed == TRUE), 
the invocation of this service shall imply sending an AARE APDU to the requestor client application 
layer, otherwise no AARE shall be sent. 

6.6.2 Application association release 

Figure 14 shows the services provided by the server side application layer for disconnecting an AA. 
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Figure 14 – Server side services for releasing an application association 

In certain COSEM communication profiles – for example in the 3-layer, connection-oriented, HDLC 
based profile – there is a one-to-one relationship between a confirmed AA and the supporting 
protocol layer connection. In this case, the COSEM-RELEASE and COSEM-ABORT services used 
during the association release phase do not rely on the ACSE services. Confirmed AAs in these 
profiles are released simply by disconnecting the corresponding lower layer connection. 
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This is the mandatory way to release such AAs. 

This way of releasing an AA is requested by the client AP by invoking the COSEM-
RELEASE.request service with no Use_RLRQ_RE parameter or with Use_RLRQ_RE == FALSE. In 
receiving this request, the client application layer shall disconnect the supporting layer connection. 

Disconnecting the supporting layer connection shall imply the server application layer to receive an 
XX-DISCONNECT.indication with REASON == REMOTE from the supporting protocol layer. The 
reception of this service makes the server application layer to indicate the request for releasing the 
corresponding AA to the server AP with the help of the COSEM-RELEASE.indication service 
primitive. The server application shall respond to this with the invocation of the COSEM-
RELEASE.response primitive. This response will imply the server application layer to respond to the 
XX-DISCONNECT.indication and release the designated AA. 

Optionally, the COSEM client AP may invoke the COSEM-RELEASE.request service with 
Use_RLRQ_RE == TRUE. In this case, the client application layer, instead of disconnecting the 
supporting layer connection (if there is one), shall initiate the release of the referenced AA by 
sending an RLRQ APDU to the Server. 

The reception of this RLRQ APDU has the same effect as the XX-DISCONNECT.indication: the 
server application layer shall indicate the received release request to the server AP with the help of 
the COSEM-RELEASE.indication service primitive. The server AP shall respond to this with the 
COSEM-RELEASE.response. 

If the AA to be released is a confirmed AA, the reception of this COSEM-RELEASE.response will 
imply sending an RLRE APDU to the Client, otherwise no RLRE shall be sent. 

Supporting the RLRQ/RLRE APDUs is optional. 

Any existing AA – except the pre-established ones on the server side – shall be aborted, when the 
physical connection is intentionally disconnected or if any of the supporting layer connection is 
disconnected or breaks. A local COSEM-ABORT.indication primitive is provided to inform the AP 
about this. As physical connection/disconnection is done outside of the protocol, requesting a 
physical disconnection is not within the scope of this standard. 

6.6.2.1 COSEM-RELEASE.indication 

Function 

This service primitive is invoked by the COSEM server application layer to indicate to the server AP 
a supporting layer disconnection indication. 

Service parameters 

The semantics of the primitive is as follows: 

COSEM-RELEASE.indication 
( 

Use_RLRQ_RE, 
User_Information 

) 

The Use_RLRQ_RE parameter is optional. If it is not present, it is considered, as if the value of this 
parameter would be equal to FALSE. 

The User_Information parameter is optional. When it is present, it shall contain User-specific 
information carried by the supporting lower protocol layer(s). Specification of the contents of this 
parameter is not within the scope of this standard. 
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