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Anwendungsbeginn 

Anwendungsbeginn für die von CENELEC am 2013-07-04 angenommene Europäische Norm als DIN-Norm 
ist 2014-10-01. 

Für DIN EN 62056-62:2007-08 besteht eine Übergangsfrist bis 2016-07-04. 

Nationales Vorwort 

Vorausgegangener Norm-Entwurf: E DIN EN 62056-6-2:2011-10. 

Für dieses Dokument ist das nationale Arbeitsgremium K 461 „Elektrizitätszähler“ der DKE  Deutsche 
Kommission Elektrotechnik Elektronik Informationstechnik im DIN und VDE (www.dke.de) zuständig. 

Die enthaltene IEC-Publikation wurde vom TC 13 „Equipment for electrical energy measurement and load 
control“ erarbeitet. 

Das IEC-Komitee hat entschieden, dass der Inhalt dieser Publikation bis zu dem Datum (stability date) 
unverändert bleiben soll, das auf der IEC-Website unter „http://webstore.iec.ch“ zu dieser Publikation 
angegeben ist. Zu diesem Zeitpunkt wird entsprechend der Entscheidung des Komitees die Publikation 
– bestätigt, 
– zurückgezogen, 
– durch eine Folgeausgabe ersetzt oder  
– geändert. 

Für den Fall einer undatierten Verweisung im normativen Text (Verweisung auf eine Norm ohne Angabe des 
Ausgabedatums und ohne Hinweis auf eine Abschnittsnummer, eine Tabelle, ein Bild usw.) bezieht sich die 
Verweisung auf die jeweils neueste gültige Ausgabe der in Bezug genommenen Norm. 

Für den Fall einer datierten Verweisung im normativen Text bezieht sich die Verweisung immer auf die in 
Bezug genommene Ausgabe der Norm. 

Der Zusammenhang der zitierten Normen mit den entsprechenden Deutschen Normen ergibt sich, soweit ein 
Zusammenhang besteht, grundsätzlich über die Nummer der entsprechenden IEC-Publikation. Beispiel: 
IEC 60068 ist als EN 60068 als Europäische Norm durch CENELEC übernommen und als DIN EN 60068 ins 
Deutsche Normenwerk aufgenommen. 

Das Präsidium des DIN hat mit Präsidialbeschluss 1/2004 festgelegt, dass DIN-Normen, deren Inhalt sich auf 
internationale Arbeitsergebnisse der Informationsverarbeitung gründet, unter bestimmten Bedingungen allein 
in englischer Sprache veröffentlicht werden dürfen. Diese Bedingungen sind für die vorliegende Norm erfüllt.  

Da sich die Benutzer der vorliegenden Norm der englischen Sprache als Fachsprache bedienen, wird die 
Englische Fassung der EN 62056-6-2 veröffentlicht. Für viele der verwendeten Begriffe existieren keine 
gebräuchlichen deutschen Benennungen, da sich die deutschen Anwender in der Regel ebenfalls der 
englischen Benennungen bedienen. Diese Norm steht nicht in unmittelbarem Zusammenhang mit 
Rechtsvorschriften und ist nicht als Sicherheitsnorm anzusehen. 

Das Original-Dokument enthält Bilder in Farbe, die in der Papierversion in einer Graustufen-Darstellung 
wiedergegeben werden. Elektronische Versionen dieses Dokuments enthalten die Bilder in der originalen 
Farbdarstellung.  

In IEC 62056-6-2:2013 ist folgender Hinweis enthalten: 

Die Internationale Elektrotechnische Kommission (IEC) weist darauf hin, dass die Übereinstimmung mit 
diesem Dokument die Verwendung von Patenten hinsichtlich Protokoll-Stack in IEC 62056-6-2 bedeuten 
kann. 

Die IEC nimmt keine Stellung zur Rechtmäßigkeit, zur Gültigkeit und zum Anwendungsbereich dieser Patent-
rechte. 
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Der Halter dieser Patentrechte hat IEC zugesichert, dass er bereit ist, über Lizenzen zu vernünftigen und 
nicht diskriminierenden Geschäftsbedingungen mit Antragstellern in der ganzen Welt zu verhandeln. In 
diesem Zusammenhang ist die Erklärung des Halters dieser Patentrechte bei IEC registriert. Informationen 
sind erhältlich bei: 

DLMS User Association 
Zug/Schweiz 
www.dlms.ch 

 

Änderungen 

Gegenüber DIN EN 62056-62:2007-08 wurden folgende Änderungen vorgenommen: 

a) Der Titel dieses Teils wurde geändert in „COSEM Interface classes“. 

b) In Abschnitt 3 wurden neue Abkürzungen hinzugefügt. 

c) Der Abschnitt 4.1, Allgemeines, wurde geändert. 

d) Abschnitt 4.2, Referencing methods, wurde ergänzt, basierend auf der Einleitung für den früheren 
Anhang C. 

e) Abschnitt 4.3, Reserved base_names for special COSEM objects, wurde ergänzt, basierend auf dem 
früheren Abschnitt C.3. 

f) Abschnitt 4.4, Class description notation: das Schnittstellenklassen-Template – und die Spezifikation 
jeder Schnittstellenklasse (IC) – enthält nun die Zuordnung zu Kurznamen. 

g) In 4.8.4, Mandatory contents of a COSEM logical device, wurde eine Anmerkung ergänzt. 

h) In Abschnitt 4.5, Common data types, wurde ein neuer Datentyp, UTF 8-string [12] ergänzt. Dieser Typ 
wurde gegebenenfalls zu den CHOICES hinzugefügt. 

i) Die Beschreibung der Funktion der ICs wurde an mehreren Stellen geändert. 

j) In 5.2.2, Tabelle 3 wurden neue Größen ergänzt: 65 Spezifische Energie (Specific energy) und 
70 Signalstärke (Signal strength). 

k) Abschnitt 6, Relation to OBIS, enthält nun den Inhalt des früheren Anhangs D, ergänzt um die neuen 
Schnittstellenklassendefinitionen, OBIS-Code-Zuweisungen und Datentypen. 

Frühere Ausgaben 

DIN EN 62056-62: 2003-01, 2007-08 
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Foreword 

The text of document 13/1525/FDIS, future edition 1 of IEC 62056-6-2, prepared by IEC/TC 13 "Electrical 
energy measurement, tariff- and load control" was submitted to the IEC-CENELEC parallel vote and 
approved by CENELEC as EN 62056-6-2:2013. 

The following dates are fixed: 

  latest date by which the document h
as to be implemented at national 
level by publication of an identical 
national standard or by endorsement 

(dop) 2014-04-04 

  latest date by which the national 
standards conflicting with the 
document have to be withdrawn 

(dow) 2016-07-04 
 

 
EN 62056-6-2:2013 cancels and replaces EN 62056-62 published in 2007. It constitutes a technical 
revision. 
 
The significant technical changes with respect to EN 62056-62 are listed in Annex A. 
 
Attention is drawn to the possibility that some of the elements of this document may be the subject 
of patent rights. CENELEC [and/or CEN] shall not be held responsible for identifying any or all such 
patent rights. 
 

Endorsement notice 

The text of the International Standard IEC 62056-6-2:2013 was approved by CENELEC as a 
European Standard without any modification. 
 

In the official version, for Bibliography, the following notes have to be added for the standards indicated: 

IEC 61334-6:2000 NOTE   Harmonized as EN 61334-6:2000 (not modified). 

IEC 62053-23:2003 

IEC 62056-8-3:2013 

NOTE   Harmonized as EN 62053-23:2003 (not modified). 

NOTE   Harmonized as EN 62056-8-3:2013 (not modified). 
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INTRODUCTION 

Driven not only by the business needs of utilities – often in a deregulated competitive market – but 
also by the increasing desire to manage natural resources efficiently as regards production, 
distribution and use, the utility meter is increasingly part of an integrated metering, control, and 
billing system. Not only at grid level but, with the advent of initiatives to involve consumers in energy 
and resource management, in industry and even down to the domestic level, the meter is no simple 
data recording device but relies critically on communication capabilities, system integration and 
interoperability. 

COSEM, the Companion Specification for Energy Metering, addresses these challenges by looking 
at the meter as an integrated part of a communication system which requires above all the ability to 
convey measurements of the delivered product (energy) from the diverse points where these 
measurements are made to the business processes which use them, over a variety of connecting 
media. Such systems handle a gamut of additional information and support setup and control 
functions which allow operating the meter remotely at virtually all times. 

COSEM achieves all this in a way which is essentially non-proprietary and does not make 
assumptions about the technical processes in place within the meter. Using object modelling 
techniques established in the world of information science, the data to be supplied by the meter is 
defined in a standard way that is accessible to the utility's business processes and relevant parts of 
its behaviour are similarly represented, while the communications are defined following the Open 
Systems Interconnection that is fundamental to the telecommunications world. The formal 
specification of interface classes and objects, which enables this, forms a major part of COSEM. 

To allow further analysis of information, for the purposes of billing, load-, customer- and contract 
management, it is necessary to uniquely identify data items, whether collected manually or 
automatically, via local or remote data exchange, in a manufacturer-independent way. The definition 
of identification codes to achieve this – the OBIS codes – is based on DIN 43863-3:1997, 
Electricity meters – Part 3: Tariff metering device as additional equipment for electricity meters – 
EDIS – Energy Data Identification System. 

The COSEM model represents the meter as a server – see 4.7 – used by client applications that 
retrieve data from, provide control information to, and instigate known actions within the meter via 
controlled access to the attributes and specific methods of objects making up the server interface. 
This client may be supporting the business processes of utilities, customers, meter operators, or 
meter manufacturers. 

The information content and abilities of the server are not fixed; instead, the standardized objects 
and interface classes (ICs) form an extensible library from which the manufacturer can assemble 
(model) its products according to national specifications or contract requirements. As a key element, 
the server offers means to retrieve its particular structural model (the list of logical devices and the 
list of objects visible through the interface). The library is designed so that the entire range of 
products (from residential to commercial, industrial, and transmission and distribution applications) 
can be covered. The choice of the subset of ICs used to build a meter, and the instantiation and 
implementation of those ICs are part of the product design and therefore left to the manufacturer. 
The concept of the standardized metering interface class library provides the different users and 
manufacturers with a maximum of diversity without having to sacrifice interoperability. 
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ELECTRICITY METERING DATA EXCHANGE –  
THE DLMS/COSEM SUITE –  

 
Part 6-2: COSEM interface classes 

 
 
 

1 Scope 

This part of IEC 62056 specifies a model of a meter as it is seen through its communication 
interface(s). Generic building blocks are defined using object-oriented methods, in the form of 
interface classes to model meters from simple up to very complex functionality. 

2 Normative references 

The following documents, in whole or in part, are normatively referenced in this document and are 
indispensable for its application. For dated references, only the edition cited applies. For undated 
references, the latest edition of the referenced document (including any amendments) applies. 

IEC 61334-4-32:1996, Distribution automation using distribution line carrier systems – Part 4: Data 
communication protocols – Section 32: Data link layer – Logical link control (LLC) 

IEC 61334-4-41:1996, Distribution automation using distribution line carrier systems – Part 4: Data 
communication protocols – Section 41: Application protocols – Distribution line message 
specification 

IEC 61334-4-511:2000, Distribution automation using distribution line carrier systems – Part 4-511: 
Data communication protocols – Systems management – CIASE protocol 

IEC 61334-4-512:2001, Distribution automation using distribution line carrier systems – Part 4-512: 
Data communication protocols – System management using profile 61334-5-1 – Management 
Information Base (MIB) 

IEC 61334-5-1:2001, Distribution automation using distribution line carrier systems – Part 5-1: Lower 
layer profiles – The spread frequency shift keying (S-FSK) profile 

IEC/TR 62051:1999, Electricity metering – Glossary of terms 

IEC/TR 62051-1:2004, Electricity metering – Data exchange for meter reading, tariff and load control 
– Glossary of terms – Part 1: Terms related to data exchange with metering equipment using 
DLMS/COSEM 

IEC 62056-21:2002, Electricity metering – Data exchange for meter reading, tariff and load control – 
Part 21: Direct local data exchange 

Draft IEC 62056-3-1:—, Electricity metering data exchange – The DLMS/COSEM suite – Part 3-1: 
Use of local area networks on twisted pair with carrier signalling1 

IEC 62056-46:2002, Electricity metering – Data exchange for meter reading, tariff and load control – 
Part 46: Data link layer using HDLC protocol  
Amendment 1:2006 

___________ 

1  To be published. 
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IEC 62056-5-3:—, Electricity metering data exchange – The DLMS/COSEM suite – Part 5-3: 
DLMS/COSEM application layer2 

IEC 62056-6-1:—, Electricity metering data exchange – The DLMS/COSEM suite – Part 6-1: Object 
identification system (OBIS)3 

ISO/IEC 8802-2:1998, Information technology – Telecommunications and information exchange 
between systems – Local and metropolitan area networks – Specific requirements – Part 2: Logical 
link control 

ISO/IEC/IEEE 60559:2011, Information technology – Microprocessor Systems – Floating-Point 
arithmetic 

EN 13757-2:2004, Communication system for meters and remote reading of meters – Part 2: 
Physical and Link layer 

EN 13757-3:2004, Communication system for meters and remote reading of meters – Part 3: 
Dedicated application layer 

EN 13757-5:2008, Wireless meter readout – Communication system for meters and remote reading 
of meters – Part 5: Relaying 

ANSI C12.19:1997, IEEE 1377:1997, Utility industry end device data tables 

RFC 1332: 1992, Internet Engineering Task Force (IETF). The PPP Internet Protocol Control 
Protocol (IPCP). Edited by G. McGregor, May 1992. Available from: http://www.rfc-
editor.org/rfc/rfc1332.txt 

RFC 1570: 1994, Internet Engineering Task Force (IETF). PPP LCP Extensions, Edited by W. 
Simpson, January, 1994. Available from: http://www.rfc-editor.org/rfc/rfc1570.txt 

RFC 1661: 1994, Internet Engineering Task Force (IETF) The Point-to-Point Protocol (PPP) (Also: 
IETF STD 0051), 1994. Edited by W. Simpson, July, 1994. Available from: http://www.rfc-
editor.org/rfc/rfc1661.txt 

RFC 1662: 1994, Internet Engineering Task Force (IETF). PPP in HDLC-like Framing (Also: IETF 
STD 0051). Edited by W. Simpson, July, 1994. Available from: http://www.rfc-
editor.org/rfc/rfc1662.txt 

RFC 1700: 1994, Internet Engineering Task Force (IETF). Assigned numbers (Also: IETF STD 
0002). Edited by J. Reynolds, J. Postel, October 1994. Available from: http://www.rfc-
editor.org/rfc/rfc1700.txt 

RFC 2507:1999, Internet Engineering Task Force (IETF). IP Header Compression. Edited by M. 
Degermark, B. Nordgren, S. Pink, October 1994. Available from: http://www.rfc-
editor.org/rfc/rfc2507.txt 

RFC 3241: 2002, Internet Engineering Task Force (IETF). Robust Header Compression (ROHC) 
over PPP, 2002. Edited by C. Bormann, April 2002. Available from: http://www.rfc-
editor.org/rfc/rfc3241.txt 

___________ 

2  To be published simultaneously with this part of IEC 62056. 

3  To be published simultaneously with this part of IEC 62056. 
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STD 0005:1981, Internet Engineering Task Force (IETF). Internet Protocol. Also: RFC0791 
(RFC0792, RFC0919, RFC0922, RFC0950, RFC1112). Intellectual Property Rights in IETF 
Technology. Edited by Jon Postel. September 1981. Available from: 
http://www.faqs.org/rfcs/std/std5.html 

STD 0051:1994, Internet Engineering Task Force (IETF): The Point-to-Point Protocol (PPP). Edited 
by W. Simpson July 1994. (Also RFC1661, RFC1662). Available from: 
http://www.faqs.org/rfcs/std/std51.html 

NOTE See also the Bibliography. 

3 Abbreviations 

AA Application Association 

AARE A-Associate Response – an APDU of the ACSE 

AARQ A-Associate Request– an APDU of the ACSE 

ACSE Association Control Service Element 

AL Application Layer 

AP Application Process 

APDU Application Layer Protocol Data Unit 

ASE Application Service Element 

A-XDR Adapted Extended Data Representation 

base_name The short_name corresponding to the first attribute (“logical_name”) of a 
COSEM object 

CHAP Challenge Handshake Authentication Protocol 

class_id COSEM interface class identification code 

COSEM Companion Specification for Energy Metering 

COSEM object An instance of a COSEM interface class 

CtoS Client to Server challenge 

DHCP Dynamic Host Configuration Protocol 

DLMS Device Language Message Specification 

DLMS UA DLMS User Association 

DNS Domain Name Server 

EAP Extensible Authentication Protocol 

GCM Galois/Counter Mode, an algorithm for authenticated encryption with associated 
data 

GMT Greenwich Mean Time. Replaced by Coordinated Universal Time (UTC) 

GPS Global Positioning System 

GPRS General Packet Radio Service 

GSM Global System for Mobile Communications 

HART Highway Addressable Remote Transducer see http://www.hartcomm.org/ (in 
relation with the Sensor manager interface class) 

HDLC High-level Data Link Control 

HLS High Level Security 

IANA Internet Assigned Numbers Authority 
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IC Interface Class 

IEC International Electrotechnical Commission 

IEEE Institute of Electrical and Electronics Engineers 

IETF Internet Engineering Task Force 

IP Internet Protocol 

IPCP Internet Protocol Control Protocol 

IT Information Technology 

ISO International Organization for Standardization 

KEK Key Encryption Key 

LCP Link Control Protocol 

LLC Logical Link Control (Sublayer) 

LLS Low Level Security 

LN Logical Name (used in relation to referencing attributes and methods of COSEM 
objects) 

LSB Least Significant Bit 

m mandatory 

MD5 Message Digest Algorithm 5 

MID Measuring Instruments Directive 2004/22/EC 

MSB Most Significant Bit 

o optional 

OBIS OBject Identification System 

PAP Password Authentication Protocol 

PDU Protocol Data Unit 

PLMN Public Land Mobile Network 

PIN Personal Identity Number 

PPP Point-to-Point Protocol 

PSTN Public Switched Telephone Network 

RDR Reply Data on Request (used in IEC 61334-3-32) 

REJ PDU  Reject Protocol Data Unit 

ROHC Robust Header Compression 

SAP Service Access Point 

SHA-1 Secure Hash Algorithm 

SMS Short Message Service 

SMTP Simple Mail Transfer Protocol 

SN Short Name (used in relation to referencing attributes and methods of COSEM 
objects)  

StoC Server to Client Challenge 

UI PDU Unnumbered Information Protocol Data Unit 

UTC Coordinated Universal Time 

12 

Full document details: DIN EN 62056-6-2:2014-10

http://avadocuments2026.com/doc/din-en-62056-6-2-2014-10
http://avadocuments2026.com/doc/din-en-62056-6-2-2014-10


 

DIN EN 62056-6-2:2014-10 
EN 62056-6-2:2013 

4 Basic principles 

4.1 General 

This Clause 4 describes the basic principles on which the COSEM interface classes (ICs) are built. It 
also gives a short overview on how interface objects – instantiations of the ICs – are used for 
communication purposes. Data collection systems and metering equipment from different vendors, 
following these specifications, can exchange data in an interoperable way. 

For specification purposes, this standard uses the technique of object modelling. 

An object is a collection of attributes and methods. Attributes represent the characteristics of an 
object. The value of an attribute may affect the behaviour of an object. The first attribute of any 
object is the “logical_name”. It is one part of the identification of the object. An object may offer a 
number of methods to either examine or modify the values of the attributes. 

Objects that share common characteristics are generalized as an IC, identified with a class_id. 
Within a specific IC, the common characteristics (attributes and methods) are described once for all 
objects. Instantiations of ICs are called COSEM interface objects. 

Manufacturers may add proprietary methods and attributes to any object; see 4.2. 

Figure 1 illustrates these terms by means of an example: 

 

Register    class_id=3 

logical_name: octet-string
value: instance specific
... 

value = 57
…

Total Positive

Reactive Energy: Register 

logical_name = [1 1 1 8 0 255] 

value = 1483

…

Total Positive

Active Energy: Register 

Class         Methods                        Object           Attribute Values 

 class identifier   Attributes    Instantiation

   

reset  

logical_name = [1 1 3 8 0 255] 

 IEC   1095/13 

Figure 1 – An interface class and its instances 

The IC “Register” is formed by combining the features necessary to model the behaviour of a 
generic register (containing measured or static information) as seen from the client (data collection 
system, hand held terminal). The contents of the register are identified by the attribute 
“logical_name”. The logical_name contains an OBIS identifier (see IEC 62056-6-1). The actual 
(dynamic) content of the register is carried by its “value” attribute. 

Defining a specific meter means defining several specific objects. In the example of Figure 1, the 
meter contains two registers; i.e. two specific instances of the IC “Register” are instantiated. 
Through the instantiation, one COSEM object becomes a “total, positive, active energy register” 
whereas the other becomes a “total, positive, reactive energy register”. 
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NOTE The COSEM interface objects (instances of COSEM ICs) represent the behaviour of the meter as seen from the 
“outside”. Therefore, modifying the value of an attribute – for example resetting the value of a register – is always initiated 
from the outside. Internally initiated changes of the attributes – for example updating the value of a register – are not 
described in this model. 

4.2 Referencing methods 

Attributes and methods of COSEM objects can be referenced in two different ways: 

Using logical names (LN referencing): In this case, the attributes and methods of a COSEM 
interface object are referenced via the identifier of the COSEM object instance to which they belong. 

The reference for an attribute is: class_id, value of the ‘logical_name’ attribute, attribute_index. 

The reference for a method is: class_id, value of the ‘logical_name’ attribute, method_index. 

Where: 

  attribute_index is used as the identifier of the attribute required. Attribute indexes are specified 
in the definition of each IC. They are positive numbers starting with 1. Proprietary attributes may 
be added: these shall be identified with negative numbers; 

  method_index is used as the identifier of the method required. Method indexes are specified in 
the definition of each IC. They are positive numbers starting with 1. Proprietary methods may be 
added: these shall be identified with negative numbers. 

Using short names (SN referencing): This kind of referencing is intended for use in simple 
devices. In this case, each attribute and method of a COSEM object is identified with a 13-bit 
integer. The syntax for the short name is the same as the syntax of the name of a DLMS named 
variable. IEC 61334-4-41:1996, 4.4.6 and IEC 62056-5-3:—, Clause 8 apply. 

4.3 Reserved base_names for special COSEM objects 

In order to facilitate access to devices using SN referencing, some short_names are reserved as 
base_names for special COSEM objects. The range for reserved base_names is from 0xFA00 to 
0xFFF8. The following specific base_names are defined, see Table 1: 

Table 1 – Reserved base_names for SN referencing 

Base_name (objectName) COSEM object 

0xFA00 Association SN 

0xFB00 Script table (instantiation: “broadcast_script_table”) 

0xFC00 SAP assignment 

0xFD00 
“Data” or “Register” object containing the “COSEM logical 
device name” in the attribute "value" 

4.4 Class description notation 

This Subclause 4.4 describes the notation used to define the ICs. 

A short text describes the functionality and application of the IC. A table gives an overview of the IC 
including the class name, the attributes, and the methods. Each attribute and method shall be 
described in detail. The template is shown below. 
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Class name Cardinality class_id, version 

Attribute(s) Data type Min. Max. Def. Short name 

1. logical_name (static) octet-string    x 

2. … (…) …    x + 0x… 

3. … (…) …    x + 0x… 

Specific methods (if required)  m/o     

1.   …    x + 0x… 

2.   …    x + 0x… 

3.   …    x + 0x… 

Class name  Describes the interface class (for example “Register”, “Clock”, “Profile 
generic”...) 

Cardinality Specifies the number of instances of the IC within a logical device (see 4.8). 

 value The IC shall be instantiated exactly “value” times. 

 min...max. The IC shall be instantiated at least “min.” times and at most 
“max.” times. If min. is zero (0) then the IC is optional, other-
wise (min. > 0) "min." instantiations of the IC are mandatory. 

class_id Identification code of the IC (range 0 to 65 535). The class_id of each object 
is retrieved together with the logical name by reading the object_list attribute 
of an “Association LN” / ”Association SN” objects. 

Class_id-s from 0 to 8 191 are reserved to be specified by the DLMS UA. 

Class_id-s from 8 192 to 32 767 are reserved for manufacturer specific ICs. 

Class_id-s from 32 768 to 65 535 are reserved for user group specific ICs. 

The DLMS UA reserves the right to assign ranges to individual 
manufacturers or user groups. 

Version Identification code of the version of the IC. The version of each object is 
retrieved together with the class_id and the logical name by reading the 
object_list attribute of an “Association LN” / ”Association SN” objects. 

Within one logical device, all instances of a certain IC shall be of the 
same version. 

Attribute(s) Specifies the attribute(s) that belong to the IC. 

 (dyn.) Classifies an attribute that carries a process value, which is 
updated by the meter itself. 

 (static) Classifies an attribute, which is not updated by the meter itself 
(for example configuration data). 

NOTE 1 There are some attributes, which may be either static or dynamic 
depending on the application. In these cases this property is not indicated. 

logical_name octet-string The logical name is always the first attribute of an IC. It 
identifies the instantiation (COSEM object) of this IC. The 
value of the logical_name conforms to OBIS; see Clause 6 
and IEC 62056-6-1. 
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Data type Defines the data type of an attribute; see 4.5. 

Min. Specifies if the attribute has a minimum value. 

 X The attribute has a minimum value. 

  empty> The attribute has no minimum value. 

Max.  Defines if the attribute has a maximum value. 

 X The attribute has a maximum value. 

  empty> The attribute has no maximum value. 

Def. Specifies if the attribute has a default value. This is the value of the attribute 
after reset. 

 X The attribute has a default value. 

  empty> The default value is not defined by the IC definition. 

Short name When Short Name (SN) referencing is used, each attribute and method of 
object instances has to be mapped to short names. 

The base_name x of each object instance is the DLMS named variable the 
logical name attribute is mapped to. It is selected in the implementation 
phase. The IC definition specifies the offsets for the other attributes and for 
the methods. 

Specific 
method(s) 

Provides a list of the specific methods that belong to the object. 

Method Name () The method has to be described in the subsection "Method 
description". 

m/o Defines if the method is mandatory or optional. 

 m (mandatory) The method is mandatory. 

 o (optional) The method is optional. 

Attribute description 

Describes each attribute with its data type (if the data type is not simple), its data format and its 
properties (minimum, maximum and default values). 

Method description 

Describes each method and the invoked behaviour of the COSEM object(s) instantiated. 

NOTE 2 Services for accessing attributes or methods by the protocol are described in IEC 62056-5-3:—, 6.6 to 6.15. 

Selective access 

The xDLMS services Read, Write, UnconfirmedWrite (used with SN referencing) and GET, SET 
(used with LN referencing) typically reference the entire attribute. However, for certain attributes, 
selective access to just a part of the attribute may be provided. The part of the attribute is identified 
by specific selective access parameters. These are defined as part of the attribute specification. 

4.5 Common data types 

The following Table 2 contains the list of data types usable for attributes of COSEM objects. 

16 

Full document details: DIN EN 62056-6-2:2014-10

http://avadocuments2026.com/doc/din-en-62056-6-2-2014-10
http://avadocuments2026.com/doc/din-en-62056-6-2-2014-10


 

DIN EN 62056-6-2:2014-10 
EN 62056-6-2:2013 

Table 2 – Common data types 

Type description Tag
 a

 Definition Value range 

-- simple data types    

null-data [0]   

boolean [3] Boolean TRUE or FALSE 

bit-string [4] An ordered sequence of boolean values  

double-long [5] Integer32 -2 147 483 648… 
2 147 483 647 

double-long-unsigned [6] Unsigned32 0…4 294 967 295 

octet-string [9] An ordered sequence of octets (8 bit bytes)  

visible-string [10] An ordered sequence of ASCII characters  

 [11] Tag of the “time” type in IEC 61334-4-41, not usable in 
DLMS/COSEM. See tag [27] 

 

UTF8-string [12] An ordered sequence of characters encoded as UTF-8  

bcd [13] binary coded decimal  

integer [15] Integer8 -128…127 

long [16] Integer16 -32 768…32 767 

unsigned [17] Unsigned8 0…255 

long-unsigned [18] Unsigned16 0…65 535 

long64 [20] Integer64 - 2
63

…2
63

-1 

long64-unsigned [21] Unsigned64 0…2
64

-1 

enum [22] The elements of the enumeration type are defined in the 
“Attribute description” section of a COSEM IC specification. 

0…255 

float32 [23] OCTET STRING (SIZE(4)) 

float64 [24] OCTET STRING (SIZE(8)) 

For formatting, see 
4.6.2. 

date_time [25] OCTET STRING SIZE(12)) 

date [26] OCTET STRING (SIZE(5)) 

time [27] OCTET STRING (SIZE(4)) 

For formatting, see 
4.6.1. 

-- complex data types    

array [1] The elements of the array are defined in the “Attribute 
description” section of a COSEM IC specification. 

 

structure [2] The elements of the structure are defined in the “Attribute 
description” section of a COSEM IC specification. 

 

compact array [19] The elements of the compact array are defined in the 
“Attribute description” section of a COSEM IC specification. 

 

-- CHOICE  For some attributes of some COSEM interface objects, the 
data type may be chosen at COSEM object instantiation, in 
the implementation phase of the COSEM server. The server 
shall always send back the data type and the value of each 
attribute, so that together with the logical name, an 
unambiguous interpretation is ensured. The list of possible 
data types is defined in the “Attribute description” section of 
a COSEM IC specification. 

 

a The tags are as defined in IEC 62056-5-3:—, Clause 8. 

4.6 Data formats 

4.6.1 Date and time formats 

Date and time information may be represented with data type octet-string, or using the data types 
date, time and date_time, as defined in the relevant IC definition. 
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NOTE 1 In future versions of ICs and in newly defined ICs, the data types date, time and date_time will be used as 
appropriate. 

NOTE 2 The (SIZE( )) specifications are not applicable if date, time or date_time are represented by data type octet-
string. 

OCTET STRING (SIZE(5)) 
{ 

year highbyte, 
year lowbyte, 
month, 
day of month, 
day of week 

} 
year: interpreted as long-unsigned 
 range 0…big 
  0xFFFF = not specified 
year highbyte and year lowbyte reference the 2 bytes of the long-unsigned 
 
month: interpreted as unsigned 
 range 1…12, 0xFD, 0xFE, 0xFF 
  1 is January 
  0xFD = daylight_savings_end 
  0xFE = daylight_savings_begin 
  0xFF = not specified 
 
dayOfMonth: interpreted as unsigned 
 range 1…31, 0xFD, 0xFE, 0xFF 
  0xFD = 2

nd
 last day of month 

  0xFE = last day of month 
  0xE0 to 0xFC = reserved 
  0xFF = not specified 
 
dayOfWeek: interpreted as unsigned 
 range 1…7, 0xFF 

1 is Monday 
0xFF = not specified 

 
For dayOfMonth and dayOfWeek: 

For repetitive dates, the unused parts shall be set to “not specified”. 

The elements dayOfMonth and dayOfWeek shall be interpreted together: 

  if last dayOfMonth is specified (0xFE) and dayOfWeek is wildcard, this 
specifies the last calendar day of the month; 

  if last dayOfMonth is specified (0xFE) and an explicit dayOfWeek is specified 
(for example 7, Sunday) then it is the last occurrence of the weekday 
specified in the month, i.e. the last Sunday; 

  if the year is not specified (FFFF), and dayOfMonth and dayOfWeek are both 
explicitly specified, this shall be interpreted as the dayOfWeek on, or 
following dayOfMonth; 

date 

  if the year and month are specified, and both the dayOfMonth and dayOfWeek 
are explicitly specified but the values are not consistent it shall be considered 
as an error. 

EXAMPLE 1 year = 0xFFFF, month = FF, dayOfMonth = 0xFE, dayofWeek = 0xFF: last day of the 
month in every year and month; 

EXAMPLE 2 year = 0xFFFF, month = FF, dayOfMonth = 0xFE, dayofWeek = 0x07: last Sunday in 
every year and month; 
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EXAMPLE 3 year = 0xFFFF, month = 0x03, dayOfMonth = 0xFE, dayofWeek = 0x07: last Sunday 
in March in every year; 

EXAMPLE 4 year = 0xFFFF, month = 0x03, dayOfMonth = 0x01, dayofWeek = 0x07: first Sunday 
in March in every year; 

EXAMPLE 5 year = 0xFFFF, month = 0x03, dayOfMonth = 0x16, dayofWeek = 0x05: fourth Friday 
in March in every year; 

EXAMPLE 6 year = 0xFFFF, month = 0x0A, dayOfMonth = 0x16, dayofWeek = 0x07: fourth 
Sunday in October in every year; 

EXAMPLE 7 year = 0x07D9, month = 0x01, dayOfMonth = 0x13, dayofWeek = 0x01: 2009.01.19, 
Monday; 

EXAMPLE 8 year = 0x07D9, month = 0x01, dayOfMonth = 0x13, dayofWeek = 0x02: error, as the 
dayOfMonth and dayOfWeek in the given year and month do not match. 

time OCTET STRING (SIZE(4)) 
{ 

hour, 
minute, 
second, 
hundredths 

} 
hour:  interpreted as unsigned 
  range 0…23, 0xFF, 
minute:  interpreted as unsigned 
  range 0…59, 0xFF 
second:  interpreted as unsigned 
  range 0…59, 0xFF, 
hundredths: interpreted as unsigned 
  range 0…99, 0xFF 
 

For hour, minute, second and hundredths: 0xFF = not specified. 

For repetitive times, the unused parts shall be set to “not specified”. 

 

deviation long  –720…720:  
  in minutes of local time to GMT 
  0x8000 = not specified 
 

clock_status unsigned interpreted as 8 bit string 
The status bits are defined as follows: 
bit 0 (LSB): invalid 

a
 value, 

bit 1:  doubtful 
b
 value, 

bit 2:  different clock base 
c
, 

bit 3:  invalid clock status 
d
, 

bit 4:  reserved, 
bit 5:  reserved, 
bit 6:  reserved, 
bit 7 (MSB): daylight saving active 

e
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date_time 

OCTET STRING (SIZE(12)) 
{ 

year highbyte, 
year lowbyte, 
month, 
day of month, 
day of week, 
hour, 
minute, 
second, 
hundredths of second, 
deviation highbyte, 
deviation lowbyte, 
clock status 

} 
 
Individual fields of date_time are encoded as defined above. Some may be set to 
“not specified“ as described above in date and time. 
 

a Time could not be recovered after an incident. Detailed conditions are manufacturer specific (for example after the 
power to the clock has been interrupted). 

b Time could be recovered after an incident but the value cannot be guaranteed. Detailed conditions are manufacturer 
specific. 

c Bit is set if the basic timing information for the clock at the actual moment is taken from a timing source different 
from the source specified in clock_base. 

d This bit indicates that at least one bit of the clock status is invalid. Some bits may be correct. The exact meaning 
shall be explained in the manufacturer’s documentation. 

e Flag set to true: the transmitted time contains the daylight saving deviation (summer time). 

 Flag set to false: the transmitted time does not contain daylight saving deviation (normal time). 

4.6.2 Floating point number formats 

Floating point number formats are defined in ISO/IEC/IEEE 60559. 

NOTE For the following, ISO/IEC/IEEE 60559 is equivalent to IEEE 754. 

The single format is: 

1 8 23 …widths 
s e F  

 msb              
lsb 

msb                                             
lsb 

…order 

 

where:  

– s is the sign bit; 

– e is the exponent; it is 8 bits wide and the exponent bias is +127; 

– f is the fraction, it is 23 bits. 

With this, the value is (if 0   e   255): 

).1(2)1( 127 fes
!!"#

"
$  

The double format is: 

1 11 52 …widths 
s e F  

 msb              
lsb 

msb                                              
lsb 

…order 
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where:  

– s is the sign bit; 

– e is the exponent; it is 11 bits wide and the exponent bias is +1 023; 

– f is the fraction, it is 52 bits. 

With this, the value is (if 0   e   2 047): 

).1(2)1( 1023 fes
!!"#

"
$  

For more details, see ISO/IEC/IEEE 60559. 

Floating-point numbers shall be represented as a fixed length octet-string, containing the 4 bytes 
(float32) of the single format or 8 the bytes (float64) of the double format floating-point number as 
specified above, most significant byte first. 

EXAMPLE 1 The decimal value “1” represented in single floating-point format is: 

Bit 31 
Sign bit 
0  
0: + 
1: - 

Bits 30-23 
Exponent field: 01111111 
Decimal value of exponent field 
and exponent: 127-127 = 0 

Bits 22-0 
Significand 
1,00000000000000000000000 
Decimal value of the significand: 1,0000000 

NOTE The significand is the binary number 1 followed by the radix point followed by the binary bits of the fraction. 

The encoding, including the tag of the data type is (all values are hexadecimal): 17 3F 80 00 00. 

EXAMPLE 2 The decimal value “1” represented in double floating-point format is: 

Bit 63 
Sign bit 
0  
0: + 
1: - 

Bits 62-52 
Exponent field: 01111111111 
Decimal value of exponent field 
and exponent: 1023-1023 = 0 

Bits 51-0 
Significand 
1,0000000000000000000000000000000000000000000000000000 
Decimal value of the significand: 1,0000000000000000 

The encoding, including the tag of the data type is (all values are hexadecimal):  
18 3F F0 00 00 00 00 00 00. 

EXAMPLE 3 The decimal value “62056” represented in single floating-point format is: 

Bit 31 
Sign bit 
0  
0: + 
1: - 

Bits 30-23 
Exponent field: 10001110 
Decimal value of exponent field 
and exponent: 142-127 = 15 

Bits 22-0 
Significand 
1,11100100110100000000000 
Decimal value of the significand: 1,8937988 

The encoding, including the tag of the data type is (all values are hexadecimal): 17 47 72 68 00. 

EXAMPLE 4 The decimal value “62056” represented in double floating-point format is: 

Bit 63 
Sign bit 
0  
0: + 
1: - 

Bits 62-52 
Exponent field: 10000001110 
Decimal value of exponent field 
and exponent: 1038-1023 = 15 

Bits 51-0 
Significand 
1,1110010011010000000000000000000000000000000000000000 
Decimal value of the significand: 1,8937988281250000 

The encoding, including the tag of the data type is (all values are hexadecimal):  
18 40 EE 4D 00 00 00 00 00. 

4.7 The COSEM server model 

The COSEM server is structured into three hierarchical levels as shown in Figure 2: 

Level 1: Physical device; 

Level 2: Logical device; 

Level 3: Accessible COSEM objects. 
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COSEM physical device A

COSEM

Logical device 2

COSEM Objects

COSEM
Management logical

device

COSEM Objects

 
IEC   1096/13 

Figure 2 – The COSEM server model 

The following example in Figure 3 shows how a combined metering device can be structured using 
the COSEM server model. 

Physical device 
Combined metering device 

Management logical 

device 
Logical device 2 Logical device 3 Logical device 

Objects 

LDN
LDNLDN

Register 

“total ener Register 

“total volume” 

Register 

“total volume” 

gy”

Register  “tariff 1” 

A

A: Association object 

A
A 

LDN: COSEM logical device 
name object 

 
IEC   1097/13 

Figure 3 – Combined metering device 

4.8 The COSEM logical device 

4.8.1 General 

The COSEM logical device contains a set of COSEM objects. Each physical device shall contain a 
“Management logical device”. 

The addressing of COSEM logical devices shall be provided by the addressing scheme of the lower 
layers of the protocol stack used. 

4.8.2 COSEM logical device name 

The COSEM logical device can be identified by its unique COSEM logical device name. This name 
can be retrieved from an instance of IC “SAP assignment” (see 5.3.3), or from a COSEM object 
“COSEM logical device name” (see 6.2.24). 
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The logical device name is defined as an octet-string of up to 16 octets. The first three octets shall 
carry the manufacturer identifier 4. The manufacturer shall ensure that the logical device name, 
starting with the three octets identifying the manufacturer and followed by up to 13 octets, is unique. 

4.8.3 The “association view” of the logical device 

In order to access COSEM objects in the server, an application association (AA) shall first be 
established with a client. This identifies the partners and characterizes the context within which the 
associated applications will communicate. The major parts of this context are: 

  the application context; 

  the authentication context; 

  the xDLMS context. 

The AA is modelled by special COSEM objects: the “Association” objects. There are two types of 
these objects defined: 

  one for using SN referencing (“Association SN”, see 5.3.1); 

  and one for using LN referencing (“Association LN”, see 5.3.2). 

Depending on the AA established between the client and the server, different access rights may be 
granted by the server. Access rights concern a set of COSEM objects – the visible objects – that can 
be accessed (‘seen’) within the given AA. In addition, access to attributes and methods of these 
COSEM objects may also be restricted within the AA (for example a certain type of client can only 
read a particular attribute of a COSEM object, but cannot write it). 

The list of the visible COSEM objects – the “association view” – can be obtained by the client by 
reading the “object_list” attribute of the appropriate association object. 

4.8.4 Mandatory contents of a COSEM logical device 

The following objects shall be present in each COSEM logical device. They shall be accessible for 
GET/Read in all AAs with this logical device: 

  COSEM logical device name object; 

  current association (LN or SN) object. 

NOTE If the SAP Assignment object is present, then the COSEM logical device name object does not have to be present. 

4.8.5 Management logical device 

As specified in 4.8.1, the management logical device is a mandatory element of any physical device. 
It has a reserved address. It shall support an AA to a public client with the lowest security level. Its 
role is to support revealing the internal structure of the physical device and to support notification of 
events in the server. 

In addition to the “Association” object modelling the AA with the public client, the management 
logical device shall contain a “SAP assignment” object, giving its SAP and the SAP of all other 
logical devices within the physical device. The SAP assignment object shall be readable at least by 
the public client. 

___________ 

4  Administered by the DLMS User Association. 
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If there is only one logical device within the physical device, the “SAP assignment” object may be 
omitted. 

4.9 Data security 

DLMS/COSEM provides several information security features for accessing and transporting data: 

  data access security controls access to the data held by a DLMS/COSEM server; 

  data transport security allows the sending party to apply cryptographic protection to the xDLMS 
APDUs sent. This requires ciphered ADPUs. The receiving party can remove or check this 
protection. 

For a description of these security mechanisms, see IEC 62056-5-3:—, Clause 5. 

Data security is provided by the COSEM Application layer and it is supported/managed by the 
following objects: 

  Association SN, see 5.3.1; 

  Association LN, see 5.3.2; and  

  Security setup, see 5.3.5. 

5 The COSEM interface classes 

5.1 Overview 

The interface classes defined currently and the relations between them are shown in Figure 4 and 
Figure 5. 

NOTE 1 The IC “base” itself is not specified explicitly. It contains only one attribute "logical_name". 

NOTE 2 In the description of the "Demand register", “Clock” and “Profile generic” ICs, the 2
nd

 attributes are labelled 
differently from that of the 2

nd
 attribute of the “Data” IC, namely "current_average_value", “time” and “buffer” vs. “value”. 

This is to emphasize the specific nature of the “value”. 
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IEC   1098/13 

Figure 4 – Overview of the interface classes – Part 1 
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Figure 5 – Overview of the interface classes – Part 2 

5.2 Interface classes for parameters and measurement data 

5.2.1 Data (class_id: 1, version: 0) 

This IC allows modelling various data, such as configuration data and parameters. The data are 
identified by the attribute logical_name. 

Data 0…n class_id = 1, version = 0 

Attributes Data type Min. Max. Def. Short name 

1. logical_name (static) octet-string    x 

2. value  CHOICE    x + 0x08 

Specific methods  m/o     
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Attribute description 

logical_name Identifies the “Data” object instance. See Clause 6 and IEC 62056-6-1. 

value Contains the data. 

 CHOICE 

{ 
-- simple data types 
null-data   [0], 
boolean    [3], 
bit-string   [4], 
double-long   [5], 
double-long-unsigned  [6], 
octet-string   [9], 
visible-string   [10], 
UTF8-string   [12], 
bcd    [13], 
integer    [15], 
long    [16], 
unsigned   [17], 
long-unsigned  [18], 
long64    [20], 
long64-unsigned  [21], 
enum    [22], 
float32    [23], 
float64    [24], 
date-time   [25], 
date    [26], 
time    [27], 
-- complex data types 
array    [1], 
structure   [2], 
compact-array  [19] 

} 

The data type depends on the 
instantiation defined by the “logical 
name” and possibly from the 
manufacturer. It has to be chosen so, 
that together with the logical name, an 
unambiguous interpretation is possible. 
Any simple and complex data types listed 
in 4.5 can be used, unless the choice is 
restricted in Clause 6.  

5.2.2 Register (class_id: 3, version: 0) 

This IC allows modelling a process or a status value with its associated scaler and unit. “Register” 
objects know the nature of the process or status value. It is identified by the attribute logical_name. 

Register 0...n class_id = 3, version = 0 

Attributes Data type Min. Max. Def. Short name 

1. logical_name (static) octet-string    x 

2. value (dyn.) CHOICE    x + 0x08 

3. scaler_unit (static) scal_unit_type    x + 0x10 

Specific methods  m/o     

1. reset (data)  o    x + 0x28 
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Attribute description 

logical_name Identifies the “Register” object instance. See Clause 6 and IEC 62056-6-1. 

value Contains the current process or status value. 

 CHOICE 
{ 

-- simple data types 
null-data   [0], 
bit-string   [4], 
double-long  [5], 
double-long-unsigned [6], 
octet-string  [9], 
visible-string  [10], 
UTF8-string  [12], 
integer   [15], 
long    [16], 
unsigned   [17], 
long-unsigned  [18], 
long64   [20], 
long64-unsigned [21], 
float32   [23], 
float64   [24] 

} 

The data type of the value depends 
on the instantiation defined by 
“logical_name” and possibly on the 
choice of the manufacturer. It has to 
be chosen so that, together with the 
logical_name, an unambiguous 
interpretation of the value is possible.  

When, instead of a “Data” object, a 
“Register” object is used, (with the 
scaler_unit attribute not used or with 
scaler = 0, unit = 255) then the data 
types allowed for the value attribute of 
the “Data” IC are allowed. 

scaler_unit Provides information on the unit and the scaler of the value. 

 scal_unit_type::= structure 
{ 
scaler, 
unit 
} 

 scaler: integer 

 This is the exponent (to the base of 10) of the multiplication factor. 

REMARK If the value is not numerical, then the scaler shall be set to 0. 

 unit:  enum 

 Enumeration defining the physical unit; for details, see Table 3 below. 

Method description 

reset (data) This method forces a reset of the object. By invoking this method, the value 
is set to the default value. The default value is an instance specific 
constant. 

data::= integer(0) 
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Table 3 – Enumerated values for physical units 

unit::
= 

enum 

Unit Quantity Unit name SI definition 

(comment) 

(1) a time year  

(2) mo time month  

(3) wk time week 7*24*60*60 s 

(4) d time day 24*60*60 s 

(5) h time hour 60*60 s 

(6) min. time min 60 s 

(7) s time (t) second s 

(8) ° (phase) angle degree rad*180/  

(9) °C temperature (T) degree-celsius K-273.15 

(10) currency (local) currency   

(11) m length (l) metre m 

(12) m/s speed (v) metre per second m/s 

(13) m
3 volume (V) 

rV , meter constant or pulse value (volume) 

cubic metre m
3
 

(14) m
3
 corrected volume cubic metre m

3
 

(15) m
3
/h volume flux cubic metre per hour m

3
/(60*60s) 

(16) m
3
/h corrected volume flux cubic metre per hour m

3
/(60*60s) 

(17) m
3
/d volume flux  m

3
/(24*60*60s) 

(18) m
3
/d corrected volume flux  m

3
/(24*60*60s) 

(19) l volume litre 10
-3

 m
3
 

(20) kg mass (m) kilogram  

(21) N force (F) newton  

(22) Nm energy  newtonmeter J = Nm = Ws 

(23) Pa pressure (p) pascal N/m
2
 

(24) bar pressure (p) bar 10
5 

N/m
2
 

(25) J energy  joule J = Nm = Ws 

(26) J/h thermal power joule per hour J/(60*60s) 

(27) W active power (P) watt W = J/s 

(28) VA apparent power (S) volt-ampere  

(29) var reactive power (Q) var  

(30) Wh active energy 

rW , active energy meter constant or pulse value 

watt-hour W*(60*60s) 

(31) VAh apparent energy 

rS , apparent energy meter constant or pulse value 

volt-ampere-hour VA*(60*60s) 

(32) varh  reactive energy 

rB , reactive energy meter constant or pulse value 

var-hour var*(60*60s) 

(33) A current (I) ampere A 

(34) C electrical charge (Q) coulomb C = As 

(35) V voltage (U) volt V 

(36) V/m electric field strength (E) volt per metre V/m 

(37) F capacitance (C) farad C/V = As/V 

(38) ! resistance (R) ohm ! = V/A 

(39) !m
2
/m resistivity (")  !m 

(40) Wb magnetic flux (#) weber Wb = Vs 
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unit::
= 

enum 

Unit Quantity Unit name SI definition 

(comment) 

(41) T magnetic flux density (B) tesla Wb/m
2
 

(42) A/m magnetic field strength (H) ampere per metre A/m 

(43) H inductance (L) henry H = Wb/A 

(44) Hz frequency (f,  ) hertz 1/s 

(45) 1/(Wh) RW , active energy meter constant or pulse value   

(46) 1/(varh) RB , reactive energy meter constant or pulse value   

(47) 1/(VAh) RS , apparent energy meter constant or pulse value   

(48) V
2
h 

 

volt-squared hour 

rU2h , volt-squared hour meter constant or pulse 
value 

volt-squared-hours V
2
(60*60s) 

(49) A
2
h 

 

ampere-squared hour 

rI2h , ampere-squared hour meter constant or pulse 
value 

ampere-squared-
hours 

A
2
(60*60s) 

(50) kg/s mass flux kilogram per second kg/s 

(51) S, mho conductance siemens 1/  

(52) K temperature (T) kelvin  

(53) 1/(V
2
h) RU2h , volt-squared hour meter constant or pulse 

value 
  

(54) 1/(A
2
h) R I2h , ampere-squared hour meter constant or 

pulse value 
  

(55) 1/m
3
 RV , meter constant or pulse value (volume)    

(56)  percentage %  

(57) Ah ampere-hours Ampere-hour  

...     

(60) Wh/m
3

 energy per volume 3,6*10
3
 J/m

3
  

(61) J/m
3
 calorific value, wobbe   

(62) Mol % molar fraction of gas composition mole percent (Basic gas 
composition unit) 

(63)  g/m
3
 mass density, quantity of material 

 

 (Gas analysis, 
accompanying 
elements) 

(64) Pa s dynamic viscosity pascal second (Characteristic of 
gas stream) 

(65) J/kg Specific energy 

NOTE The amount of energy per unit of mass of a 
substance 

Joule / kilogram m
2
 
.
 kg 

.
 s -

2 
/ kg  

= m
2
 
.
 s 

–2  

….     

(70) dBm  Signal strength (e.g. of GSM radio systems)   

…     

(253)  reserved   

(254) other other unit   

(255) count no unit, unitless, count   

Some examples are shown in Table 4 below. 
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Table 4 – Examples for scaler_unit 

Value Scaler Unit Data 

263788 -3 m
3
 263,788 m

3
 

593 3 Wh 593 kWh 

3467 -1 V 346,7 

3467 0 V 3 467 V 

3467 1 V 34 670 V 

5.2.3 Extended register (class_id: 4, version: 0) 

This IC allows modelling a process value with its associated scaler, unit, status and capture time 
information. “Extended register” objects know the nature of the process value. It is described by the 
attribute logical_name. 

Extended register 0...n class_id = 4, version = 0 

Attributes Data type Min. Max. Def. Short name 

1. logical_name (static) octet-string    x 

2. value (dyn.) CHOICE    x + 0x08 

3. scaler_unit (static) scal_unit_type    x + 0x10 

4. status (dyn.) CHOICE    x + 0x18 

5. capture_time (dyn.) octet-string    x + 0x20 

Specific methods  m/o     

1. reset (data)  o    x + 0x38 

Attribute description 

For the definition of the attributes value and scaler_unit, see description of the IC "Register". 

logical_name Identifies the “Extended register” object instance. See 6.3.1. 

status Provides “Extended register” specific status information. The meaning of 
the elements of the status shall be provided for each “Extended register” 
object instance. 

 CHOICE 

{ 
-- simple data types 

null-data   [0], 
bit-string   [4], 
double-long-unsigned [6], 
octet-string   [9], 
visible-string   [10], 
UTF8-string   [12], 
unsigned   [17], 
long-unsigned  [18], 
long64-unsigned  [21] 

} 

The data type and the encoding depend 
on the instantiation and possibly on the 
choice of the manufacturer. For the 
interpretation, extra information from the 
manufacturer may be necessary. 

 Def. Depending on the status type definition. 

capture_time Provides an “Extended register” specific date and time information showing 
when the value of the attribute "value" has been captured. 

 octet-string, formatted as set in 4.6.1 for date_time 
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Method description 

reset (data) This method forces a reset of the object. By invoking this method, the 
attribute value is set to the default value. The default value is an 
instance specific constant. 

  The attribute capture_time is set to the time of the reset execution. 

data::= integer(0) 

5.2.4 Demand register (class_id: 5, version: 0) 

This IC allows modelling a demand value, with its associated scaler, unit, status and time 
information. A “Demand register” object measures and computes a current_average_value 
periodically, and it stores a last_average_value. The time interval T over which the demand is 
measured or computed is defined by specifying “number_of_periods” and “period”. See Figure 6. 

 

 T = number_of_periods * period 

1 2 N 

period 

now capture_time start_time_current 
t 

T is the time interval used for the 
calculation of the current_value of 
a sliding demand register 

 IEC   1100/13 

 

Figure 6 – The time attributes when measuring sliding demand 

The demand register delivers two types of demand: current_average_value and last_average_value 
(see Figure 7 and Figure 8). 

“Demand register” objects know the nature of the process value, which is described by the attribute 
logical_name. 

energy/period

period

now start_time+periodstart_time_current
t

current_average_value

0

     last_average_value

 
 IEC   1101/13 

Figure 7 – The attributes in the case of block demand 
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number_of_periods  = 3 
last_average_value: 
current_average_value: 
energy accumulated 
during period k: 

lav 
cav 
 
ak 

time

a0 

3*period 

energy 

0 t1 t2 t3 t4 t5 t6 

lav3 

lav4 
lav5 

lav6 

sliding window (t3) 

sliding window (t4)

sliding window (t5)

sliding window (t6)

period

cav 

a1 

a2

-a0 a3

-a1   a4

-a2  a5 

-a3 

now

 IEC   1102/13 

Figure 8 – The attributes in the case of sliding demand (number of periods = 3)  

Demand register 0...n class_id = 5, version = 0 

Attributes Data type Min. Max. Def. Short name 

1. logical_name (static) octet-string    x 

2. current_average_value (dyn.) CHOICE   0 x + 0x08 

3. last_average_value (dyn.) CHOICE   0 x + 0x10 

4. scaler_unit (static) scal_unit_type    x + 0x18 

5. status (dyn.) CHOICE    x + 0x20 

6. capture_time (dyn.) octet-string    x + 0x28 

7. start_time_current (dyn.) octet-string    x + 0x30 

8. period (static) double-long-
unsigned 

1   x + 0x38 

9. number_of_periods (static) long-unsigned 1  1 x + 0x40 

Specific methods  m/o     

1. reset (data)  o    x + 0x48 

2. next_period (data)  o    x + 0x50 
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Attribute description 

For the attribute scaler_unit, see description of IC “Register”. 

logical_name Identifies the “Demand register” object instance. See 6.3.1. 

current_average_ 
value 

Provides the current value (running demand) of the energy accumulated 
since start_time, divided by number_of_periods*period. 

 The data type of the value depends on the instantiation defined by 
logical_name and possibly on the choice of the manufacturer. The type 
has to be chosen so that, together with the logical_name, unambiguous 
interpretation of the value is possible. 

If a quantity other than energy is measured, other calculation methods 
may apply (for example for calculating average values of voltage or 
current). 

 CHOICE For data types, see “Register” IC, value attribute. 

last_average_ 
value 

Provides the value of the energy accumulated (over the last 
number_of_periods*period) divided by number_of_periods*period. The 
energy of the current (not terminated) period is not considered by the 
calculation. 

If a quantity other than energy is measured, other calculation methods 
may apply (for example for calculating average values of voltage or 
current). 

 CHOICE For data types, see “Register” IC, value attribute. 

status Provides “Demand register” specific status information. The data type and 
the encoding depend on the instantiation and possibly on the choice of 
the manufacturer. For the interpretation, extra information from the 
manufacturer may be necessary. 

 CHOICE For data types, see “Extended register” IC, status 
attribute. 

 Def. Depending on the status type definition. 

capture_time Provides the date and time when the last_average_value has been 
calculated. 

 octet-string, formatted as set in 4.6.1 for date_time 

start_time_current Provides the date and time when the measurement of the 
current_average_value has been started. 

octet-string, formatted as set in 4.6.1 for date_time 
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period Period is the interval between two successive updates of the 
last_average_value. (number_of_periods*period is the denominator for 
the calculation of the demand). 

 double-long-unsigned Measuring period in seconds 

 The behaviour of the meter after writing a new value to this attribute shall 
be specified by the manufacturer. 

number_of_ 
periods 

The number of periods used to calculate the last_average_value. 
number_of_periods >= 1 

 number_of_periods > 1 indicates that the last_average_value represents 
“sliding demand”. 

number_of_periods = 1 indicates that the last_average_value represents 
"block demand". 

 The behaviour of the meter after writing a new value to this attribute shall 
be specified by the manufacturer. 

Method description 

reset (data) This method forces a reset of the object. Activating this method 
provokes the following actions: 

  the current period is terminated; 

  the current_average_value and the last_average_value are set to 
their default values; 

  the capture_time and the start_time_current are set to the time of the 
execution of reset (data). 

data::= integer(0) 

next_period (data) This method is used to trigger the regular termination (and restart) of a 
period. Closes (terminates) the current measuring period. Updates 
capture_time and start_time and copies current_average_value to 
last_average_value, sets current_average_value to its default value. 
Starts the next measuring period. 

REMARK The old last_average_value (and capture_time) can be read during the 
time “period”. The old current_average_value is not available any more at the interface. 

data::= integer(0) 

5.2.5 Register activation (class_id: 6, version: 0) 

This IC allows modelling the handling of different tariffication structures. To each “Register 
activation” object, groups of “Register”, “Extended register” or “Demand register” objects, modelling 
different kind of quantities (for example active energy, active demand, reactive energy, etc.) are 
assigned. Subgroups of these registers, defined by the activation masks define different tariff 
structures (for example day tariff, night tariff). One of these activation masks, the active mask, 
defines which subset of the registers, assigned to the “Register activation” object instance is active. 
Registers not included in the register_assignment attribute of any “Register activation” object are 
always enabled by default. 

35 

Full document details: DIN EN 62056-6-2:2014-10

http://avadocuments2026.com/doc/din-en-62056-6-2-2014-10
http://avadocuments2026.com/doc/din-en-62056-6-2-2014-10


 

DIN EN 62056-6-2:2014-10 
EN 62056-6-2:2013 

 

Register activation 0...n class_id = 6, version = 0 

Attributes Data type Min. Max. Def. Short name 

1. logical_name (static) octet-string    x 

2. register_assignment (static) array    x + 0x08 

3. mask_list (static) array    x + 0x10 

4. active_mask (dyn.) octet-string    x+ 0x18 

Specific methods  m/o     

1. add_register (data)  o    x + 0x30 

2. add_mask (data)  o    x + 0x38 

3. delete_mask (data)  o    x + 0x40 

Attribute description 

logical_name Identifies the “Register activation” object instance. See 6.2.10. 

register_assignment Specifies an ordered list of COSEM objects assigned to the “Register 
activation” object. The list may contain different kinds of COSEM 
objects, for example “Register”, “Extended register” or “Demand 
register”. 

array object_definition 

object_definition::= structure 

{ 
class_id:  long-unsigned, 
logical_name: octet-string 

} 

mask_list Specifies a list of register activation masks. Each entry (mask) is 
identified by its mask_name and contains an array of indices 
referring to the registers assigned to the mask (the first object in 
register_assignment is referenced by index 1, the second object by 
index 2,…). 

array register_act_mask 

register_act_mask::= structure 

{ 
 mask_name: octet-string, 
 index_list:  index_array 
} 

mask_name has to be uniquely defined within the object 

index_array::= array unsigned 

active_mask Defines the currently active mask. The mask is defined by its 
mask_name (see mask_list). 

The active_mask defines the registers currently enabled; all other 
registers listed in the register_assignment are disabled. 
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Method description 

add_register (data) Adds one more registers to the attribute register_assignment. The 
new register is added at the end of the array; i.e. the newly added 
register has the highest index. The indices of the existing registers 
are not modified. 

data::= structure 

{ 
 class_id:  long-unsigned, 
 logical_name:  octet-string 
} 

add_mask (data) Adds another mask to the attribute mask_list. If there already exists a 
mask with the same name, the existing mask will be overwritten by 
the new mask. 

data::= register_act_mask (see above) 

delete_mask (data) Deletes a mask from the attribute mask_list. The mask is defined by 
its mask name. 

data::= octet-string (mask_name) 

5.2.6 Profile generic (class_id: 7, version: 1) 

This IC provides a generalized concept allowing to store, sort and access data groups or data 
series, called capture objects. Capture objects are appropriate attributes or elements of (an) 
attribute(s) of COSEM objects. The capture objects are collected periodically or occasionally. 

A profile has a buffer to store the captured data. To retrieve only a part of the buffer, either a value 
range or an entry range may be specified, asking to retrieve all entries that fall within the range 
specified. 

The list of capture objects defines the values to be stored in the buffer (using auto capture or the 
method capture). The list is defined statically to ensure homogenous buffer entries (all entries have 
the same size and structure). If the list of capture objects is modified, the buffer is cleared. If the 
buffer is captured by other “Profile generic” objects, their buffer is cleared as well, to guarantee the 
homogeneity of their buffer entries. 

The buffer may be defined as sorted by one of the capture objects, e.g. the clock, or the entries are 
stacked in a “last in first out” order. For example, it is very easy to build a “maximum demand 
register” with a one entry deep sorted profile capturing and sorted by a “Demand register” 
last_average_value attribute. It is just as simple to define a profile retaining the three largest values 
of some period. 

The size of profile data is determined by three parameters: 

a) the number of entries filled (entries_in_use). This will be zero after clearing the profile; 

b) the maximum number of entries to retain (profile_entries). If all entries are filled and a capture () 
request occurs, the least important entry (according to the requested sorting method) will get 
lost. This maximum number of entries may be specified. Upon changing it, the buffer will be 
adjusted; 

c) the physical limit for the buffer. This limit typically depends on the objects to capture. The object 
will reject an attempt of setting the maximum number of entries that is larger than physically 
possible. 
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Profile generic 0...n class_id = 7, version = 1 

Attributes Data type Min. Max. Def. Short 
name 

1. logical_name (static) octet-string    x 

2. buffer (dyn.) compact-array or array    x + 0x08 

3. capture_objects (static) Array    x + 0x10 

4. capture_period (static) double-long-unsigned    x + 0x18 

5. sort_method (static) Enum    x + 0x20 

6. sort_object (static) capture_object_ definition    x + 0x28 

7. entries_in_use (dyn.) double-long-unsigned 0  0 x + 0x30 

8. profile_entries (static) double-long-unsigned 1  1 x + 0x38 

Specific methods  m/o     

1. reset (data)  O    x + 0x58 

2. capture (data)  O    x + 0x60 

3. reserved from previous versions  O     

4. reserved from previous versions  O     

Attribute description 

logical_name Identifies the “Profile generic” object instance. For examples, see 
6.2.15, 6.2.28, 6.2.31, 6.2.33, 6.2.44, 6.2.46, 6.3.2, etc. 

buffer Contains a sequence of entries. Each entry contains values of the 
captured objects (as they would be returned to a GET.request or Read. 
request). 

 compact-array or array entry 
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 entry::= structure 

{ 
 CHOICE 
 { 

 -- simple data types 
  null-data [0], 
  boolean [3], 
  bit-string [4], 
  double-long [5], 
  double-long-unsigned [6], 
  octet-string [9], 
  visible-string [10], 
  UTF8-string [12], 
  bcd [13], 
  integer [15], 
  long [16], 
  unsigned [17], 
  long-unsigned [18], 
  long64 [20], 
  long64-unsigned [21], 
  enum [22], 
  float32 [23], 
  float64 [24], 
  date-time [25], 
  date [26], 
  time [27], 
  -- complex data types 
  array [1], 
  structure [2], 
  compact-array [19] 
} 

} 

 The number and the order of the elements of the structure holding the 
entries is the same as in the definition of the capture_objects. The 
buffer is filled by auto captures or by subsequent calls of the method 
(capture). The sequence of the entries within the array is ordered 
according to the sort method specified. 

Default: The buffer is empty after reset. 

REMARK 1 Reading the entire buffer delivers only those entries, which are “in use”. 

REMARK 2 The value of a captured object may be replaced by “null-data” if it can be 
unambiguously recovered from the previous value (for example for time: if it can be 
calculated from the previous value and capture_period; or for a value: if it is equal to 
the previous value). 

selective access (see 4.4) to the attribute buffer may be available 
(optional). The selective access parameters are as defined below. 
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capture_objects Specifies the list of capture objects that are assigned to the object 
instance.  

Upon a call of the capture (data) method or automatically in defined 
intervals, the selected attributes are copied into the buffer of the 
profile. 

array capture_object_definition 

capture_object_definition::= structure 

{ 
 class_id:  long-unsigned, 
 logical_name:  octet-string, 
 attribute_index:  integer, 
 data_index:   long-unsigned 
} 

  where attribute_index is a pointer to the attribute within the object. 
attribute_index 1 refers to the 1

st
 attribute (i.e. the logical_name), 

attribute_index 2 to the 2
nd

, etc.); attribute_index 0 refers to all 
public attributes; 

  where data_index is a pointer selecting a specific element of the 
attribute. The first element in the attribute structure is identified by 
data_index 1. If the attribute is not a structure, then the data_index 
has no meaning. If the capture object is the buffer of a profile, then 
the data_index identifies the captured object of the buffer (i.e. the 
column) of the inner profile. 

  data_index 0: references the whole attribute 

capture_period >= 1:  Automatic capturing assumed. Specifies the capturing period in 
seconds. 

0: No automatic capturing; capturing is triggered externally or 
capture events occur asynchronously. 

sort_method If the profile is unsorted, it works as a “first in first out” buffer (it is 
hence sorted by capturing, and not necessarily by the time maintained 
in the Clock object). If the buffer is full, the next call to capture () will 
push out the first (oldest) entry of the buffer to make space for the new 
entry. 

If the profile is sorted, a call to capture () will store the new entry at the 
appropriate position in the buffer, moving all following entries and 
probably losing the least interesting entry. If the new entry would enter 
the buffer after the last entry and if the buffer is already full, the new 
entry will not be retained at all. 

 enum: (1)  fifo (first in first out), 
(2)  lifo (last in first out), 
(3)  largest, 
(4)  smallest, 
(5)  nearest_to_zero, 
(6)  farest_from_zero 

 Def. fifo 
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sort_object If the profile is sorted, this attribute specifies the register or clock that 
the ordering is based upon. 

 capture_object_ 
definition 

See above. 

 Def. no object to sort by (only possible with 
sort_method fifo or lifo) 

 NOTE 1 If the sort_method is FIFO or LIFO, then all elements of the 
capture_object_definition specifying the sort object can be zero. 

entries_in_use Counts the number of entries stored in the buffer. After a call of the 
reset () method, the buffer does not contain any entries, and this value 
is zero. Upon each subsequent call of the capture () method, this value 
will be incremented up to the maximum number of entries that will get 
stored (see profile_entries). 

 double-long-
unsigned 

0…profile_entries 

 Def. 0 

profile_entries Specifies how many entries shall be retained in the buffer. 

 double-long-
unsigned 

1…(limited by physical size) 

 Def. 1 

Parameters for selective access to the buffer attribute 

Access selector Access parameter Comment 

1 range_descriptor Only buffer elements corresponding to the range_descriptor shall 
be returned in the response. 

2 entry_descriptor Only buffer elements corresponding to the entry_descriptor shall 
be returned in the response. 

 

range_descriptor::= structure 

{ 

 restricting_object: capture_object_definition Defines the capture_object restricting 
the range of entries to be retrieved. 
Only simple data types are allowed. 

 from_value:  Oldest or smallest entry to retrieve 

41 

Full document details: DIN EN 62056-6-2:2014-10

http://avadocuments2026.com/doc/din-en-62056-6-2-2014-10
http://avadocuments2026.com/doc/din-en-62056-6-2-2014-10


 

DIN EN 62056-6-2:2014-10 
EN 62056-6-2:2013 

  CHOICE 

{-- simple data types 
double-long   [5], 
double-long-unsigned [6], 
octet-string   [9], 
visible-string   [10], 
UTF8-string   [12], 
integer    [15], 
long    [16], 
unsigned   [17], 
long-unsigned  [18], 
long64    [20], 
long64-unsigned  [21], 
float32    [23], 
float64    [24], 
date-time   [25], 
date    [26], 
time    [27] 

} 
 to_value: CHOICE 

{see above} 

Newest or largest entry to retrieve 

 selected_values: array capture_object_definition 

  List of columns to retrieve. If the array is empty (has no 
entries), all captured data are returned. Otherwise, only the 
columns specified in the array are returned. The type 
capture_object_definition is specified above (capture_objects). 

}   

entry_descriptor::= structure 

{ 

 from_entry: double-long-unsigned first entry to retrieve, 

 to_entry: double-long-unsigned last entry to retrieve 

to_entry == 0: highest possible entry, 

 from_selected_value: long-unsigned  index of first value to retrieve, 

 to_selected_value: long-unsigned  index of last value to retrieve 

to_selected_value == 0: highest possible selected_value 

}    

 

NOTE 2 from_entry and to_entry identify the lines, from_selected_value to_selected_value identify the columns 
of the buffer to be retrieved. 

NOTE 3 Numbering of entries and selected values starts from 1. 
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Method description 

reset (data) Clears the buffer. The buffer has no valid entries afterwards; 
entries_in_use is zero after this call. This call does not trigger any 
additional operations of the capture objects. Specifically, it does not 
reset any captured buffers or registers. 

data::= integer(0) 

capture (data) Copies the values of the objects to capture into the buffer by reading 
each capture object. Depending on the sort_method and the actual 
state of the buffer this produces a new entry or a replacement for the 
less significant entry. As long as not all entries are already used, the 
entries_in_use attribute will be incremented. 

This call does not trigger any additional operations within the capture 
objects such as capture () or reset (). 

Note, that if more than one attribute of an object need to be captured, 
they have to be defined one by one on the list of capture objects. If 
the attribute_index = 0, all attributes are captured. 

data::= integer(0) 

Behaviour of the object after modification of certain attributes 

Any modification of one of the capture_objects describing the static structure of the buffer will 
automatically call a reset () and this call will propagate to all other profiles capturing this profile. 

If writing to profile_entries is attempted with a value too large for the buffer, it will be rejected. 

Restrictions 

When defining the capture objects, circular reference to the profile shall be avoided. 

Profile used to define a subset of preferred readout values 

By setting profile_entries to 1, a “Profile generic” object can be used to define a set of preferred 
readout values. See also 6.2.15. Setting capture_period to 1 ensures that the values are updated 
every second. 

5.2.7 Utility tables (class_id: 26, version: 0) 

This IC allows encapsulating ANSI C12.19 table data. Each “table” is represented by an instance of 
this IC, identified by its logical name. 
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Utility tables 0...n class_id = 26, version = 0 

Attributes Data type Min. Max. Def. Short name 

1. logical_name (static) octet-string    x 

2. table_ID (static) long-unsigned    x + 0x08 

3. length  double-long-unsigned    x + 0x10 

4. buffer  octet-string    x + 0x18 

Specific methods  m/o     

Attribute description 

logical_name Identifies the “Utility tables” object instance. See 6.2.27. 

table_ID Table number. This table number is as specified in the ANSI 
standard and may be either a standard table or a manufacturer’s 
table. 

length Number of octets in table buffer. 

buffer Contents of the table. 

Selective access (see 4.4) to the attribute buffer may be available 
(optional). The selective access parameters are as defined below. 

Parameters for selective access to the buffer attribute 

Access selector Parameter Comment 

1 offset_access Access to table by offset and count using offset_selector for parameter 
data. 

2 index_access Access to table by element id and number of elements using 
index_selector for parameter data. 

offset_selector::= structure 

{ 
 Offset: double-long-unsigned offset in octets to the start of access area, relative 

to the start of the table 
 Count: long-unsigned number of octets requested or transferred 
}    

index_selector::= structure 

{ 
 Index: array of 

long-unsigned 
sequence of indices to identify elements within the 
table’s hierarchy 

 Count: long-unsigned number of elements requested or transferred. 
 
Values of count greater than 1 return up to that 
many elements. A value of zero, when given in the 
context of a request, refers to the entire sub-tree 
of the hierarchy starting at the selection point. 

}    
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5.2.8 Register table (class_id: 61, version: 0) 

This IC allows to group homogenous entries, identical attributes of multiple objects, which are all 
instances of the same IC, and in their logical name (OBIS code) the value in value groups A to D 
and F is identical. The possible values in value group E are defined in IEC 62056-6-1 in a tabular 
form: the table header defines the common part of the OBIS code and each table cell defines one 
possible value of value group E. A “Register table” object may capture attributes of some or all of 
those objects. 

NOTE 1 Some examples are the “UNIPEDE voltage dip quantities” table, see 1IEC 62056-6-1:—, Table 18, or the 
“Extended phase angle measurement” table, see IEC 62056-6-1:—, Table 16. 

NOTE 2 If more complex functionality is needed, the “Profile generic” IC can be used. 

Register table 0...n class_id = 61, version = 0 

Attributes Data type Min. Max. Def. Short name 

1. logical_name (static) octet-string    x 

2. table_cell_values (dyn.) Array    x + 0x08 

3. table_cell_definition (static) Structure    x + 0x10 

4. scaler_unit (static) scaler_unit_type    x + 0x18 

Specific methods  m/o     

1. reset (data) O    x + 0x28 

2. capture (data) O    x + 0x30 

Attribute description 

logical_name Identifies the “Register table” object instance. 

When the format of the logical name is A.B.C.D.255.F; the values A 
to D and F define the common part of the logical name of the 
objects, the attributes of which are captured. Only one attribute of 
the objects concerned can be captured (for example the value 
attribute). 

When the format of the logical name is A.B.98.10.x.255, several 
instances of the “Register table” IC can be used to capture different 
attributes of the objects concerned. The value group E numbers the 
instances. See IEC 62056-6-1:—, 6.4. 

table_cell_values Holds the value of the attributes captured, as they would be 
returned to a GET or Read .request to the individual attributes. 

 compact array or array table_cell_entry 
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 table_cell_entry 

CHOICE 

{ 
-- simple data types 
null-data   [0], 
bit-string   [4], 
double-long   [5], 
double-long-unsigned [6], 
octet-string   [9], 
visible-string  [10], 
UTF8-string  [12], 
bcd    [13], 
integer   [15], 
long    [16], 
unsigned   [17], 
long-unsigned  [18], 
long64   [20], 
long64-unsigned  [21], 
float32   [23], 
float64   [24], 
-- complex data types 
structure   [2] 
} 
 

If the captured attribute is attribute_0, redundant values may be 
replaced by “null-data”, if their value can be unambiguously 
recovered (for example scaler_unit). 

table_cell_definition Specifies the list of attributes captured in the register table. 

structure 

{ 
class_id:   long-unsigned, 
logical_name:  octet-string, 
group_E_values: array cell_identifier, 
 { 
  cell_identifier: unsigned 
 } 
attribute_index:  integer 

} 

where: 

  class_id defines the common class_id of the objects the 
attributes of which are captured; 

  logical_name contains the common logical name of the objects, 
with E = 255 (wildcard); 

  group_E_values contain the list of cell identifiers, as defined in 
the respective table of IEC 62056-6-1; 

  attribute_index is a pointer to the attribute within the object. 
attribute_index 0 refers to all public attributes. 

If the logical name of the “Register table” object is in the format 
A.B.C.D.255.F and the defined attribute of all objects identified in 
the respective table in IEC 62056-6-1 are captured, then attribute 3 
may not be accessible. In this case: 
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