DEUTSCHE NORM November 2017

DIN EN 62453-2 DI N

ICS 35.160; 35.240.50 Ersatz fur
DIN EN 62453-2:2010-02
Siehe Anwendungsbeginn

Field Device Tool (FDT)-Schnittstellenspezifikation —
Teil 2: Konzept und grundlegende Beschreibung
(IEC 62453-2:2016);

Englische Fassung EN 62453-2:2017

Field Device Tool (FDT) Interface Specification —
Part 2: Concepts and detailed Description

(IEC 62453-2:2016);

English version EN 62453-2:2017

Spécification des interfaces des outils des dispositifs de terrain (FDT) —
Partie 2: Concepts et description détaillée

(IEC 62453-2:2016);

Version anglaise EN 62453-2:2017

Gesamtumfang 179 Seiten

DKE Deutsche Kommission Elektrotechnik Elektronik Informationstechnik in DIN und VDE

| . Py
— o ) PDocthiments—
© DIN Deutsches Institut fir Normung e. V. - Jede Art der Vervielfaltigung, auch auszugsweise,

? ’ e i RieiSgruppe 41
nur mit Genehmigung des DIN Deutsches Institut fir Normung e. V., Berlin, gestattet. Www_dm_deDocquM\IIHH IHMH(II‘ b

Alleinverkauf der Normen durch Beuth Verlag GmbH, 10772 Berlin
www.beuth.de 2745087

Full document details: DIN EN 62453-2:2017-11


http://www.avadocuments.com/doc/din-en-62453-2-2017-11
http://www.avadocuments.com/doc/din-en-62453-2-2017-11

DIN EN 62453-2:2017-11

Anwendungsbeginn

Anwendungsbeginn fir die von CENELEC am 2017-01-20 angenommene Europaische Norm als DIN-Norm
ist 2017-11-01.

Fir DIN EN 62453-2:2010-02 besteht eine Ubergangsfrist bis 2020-01-20.
Nationales Vorwort
Vorausgegangener Norm-Entwurf: E DIN EN 62453-2:2014-12.

Fir dieses Dokument ist das nationale Arbeitsgremium K 956 ,Feldbus“ der DKE Deutsche Kommission
Elektrotechnik Elektronik Informationstechnik in DIN und VDE (www.dke.de) zustandig.

Die enthaltene IEC-Publikation wurde vom SC 65E ,Devices and integration in enterprise systems* erarbeitet.

Das IEC-Komitee hat entschieden, dass der Inhalt dieser Publikation bis zu dem Datum (stability date)
unverandert bleiben soll, das auf der IEC-Website unter ,http://webstore.iec.ch® zu dieser Publikation
angegeben ist. Zu diesem Zeitpunkt wird entsprechend der Entscheidung des Komitees die Publikation
bestatigt,

zurlckgezogen,

durch eine Folgeausgabe ersetzt oder

geandert.

Fir den Fall einer undatierten Verweisung im normativen Text (Verweisung auf ein Dokument ohne Angabe
des Ausgabedatums und ohne Hinweis auf eine Abschnittsnummer, eine Tabelle, ein Bild usw.) bezieht sich
die Verweisung auf die jeweils aktuellste Ausgabe des in Bezug genommenen Dokuments.

Fir den Fall einer datierten Verweisung im normativen Text bezieht sich die Verweisung immer auf die in
Bezug genommene Ausgabe des Dokuments.

Der Zusammenhang der zitierten Dokumente mit den entsprechenden Deutschen Dokumenten ergibt sich,
soweit ein Zusammenhang besteht, grundsatzlich Gber die Nummer der entsprechenden IEC-Publikation.
Beispiel: IEC 60068 ist als EN 60068 als Europaische Norm durch CENELEC Ubernommen und als
DIN EN 60068 ins Deutsche Normenwerk aufgenommen.

Das Prasidium des DIN hat mit Prasidialbeschluss 1/2004 festgelegt, dass DIN-Normen, deren Inhalt sich auf
internationale Arbeitsergebnisse der Informationsverarbeitung griindet, unter bestimmten Bedingungen allein
in englischer Sprache verdffentlicht werden diirfen. Diese Bedingungen sind fir die vorliegende Norm erfillt.

Da sich die Anwender der vorliegenden Norm der englischen Sprache als Fachsprache bedienen, wird die
Englische Fassung der EN 62453-2 veroffentlicht. Zu deren Abschnitt 1, der den Anwendungsbereich
festlegt, und Abschnitt 3, der die Begriffe und Abklirzungen festlegt, wurde eine Ubersetzung angefertigt und
als informativer Nationaler Anhang NA der vorliegenden Norm hinzugeflgt. Fir die meisten der verwendeten
Begriffe existieren keine gebrauchlichen deutschen Benennungen, da sich die deutschen Anwender in der
Regel ebenfalls der englischen Benennungen bedienen. Diese Norm steht nicht in unmittelbarem
Zusammenhang mit Rechtsvorschriften und ist nicht als Sicherheitsnorm anzusehen.

Das Original-Dokument enthalt Bilder in Farbe, die in der Papierversion in einer Graustufen-Darstellung
wiedergegeben werden. Elektronische Versionen dieses Dokuments enthalten die Bilder in der originalen
Farbdarstellung.

Anderungen

Gegeniiber DIN EN 62453-2:2010-02 wurden folgende Anderungen vorgenommen:
a) Kilarung der Kategorien von DTM (z. B. neue Kategorie Composite Device DTM);
b) Klarung der Befehl-Funktionen;

c) neues Konzept: statische Funktionen;
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d) Darstellung der Kommunikationskanale und der Kommunikation Uberarbeitet;
e) Klarung der Identifikation;

f)  Scannen und DTM-Vergabe Uberarbeitet;

g) Neues Konzept: SPS-Tool Unterstiitzung.

Frithere Ausgaben

DIN EN 62453-2: 2010-02
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Nationaler Anhang NA
(informativ)

Auszugsweise Ubersetzung N

EINLEITUNG

Dieser Teil von IEC 62453 definiert eine Schnittstellenspezifikation fur Entwickler von FDT (en: Field Device
Tool)-Komponenten fiir die Funktionssteuerung und den Datenzugriff in einer Client-Server-Architektur. Die
Spezifikation ist ein Ergebnis eines Analyse- und Entwurfsprozesses zur Entwicklung standardisierter
Schnittstellen, um die Entwicklung von Servern und Clients durch viele Hersteller, die nahtlos
zusammenarbeiten mussen, zu erleichtern.

Mit der Integration von Feldbussen in Steuerungssysteme ergeben sich einige weitere Aufgaben, die
durchgefiihrt werden missen. Zusatzlich zu Feldbus- und geratespezifischen Werkzeugen ist es notwendig,
diese Werkzeuge in Ubergeordnete systemweite Planungs- oder Engineering-Werkzeuge zu integrieren.
Insbesondere in umfangreichen und heterogenen Steuerungssystemen, typisch flir den Bereich der
Prozessindustrie, ist die eindeutige Definition von Engineering-Schnittstellen, die einfach zu nutzen sind, von
groflRer Bedeutung.

Eine geratespezifische Software-Komponente, die dieser Norm entspricht, wird als Geratetyp-Manager (en:
Device Type Manager; DTM) bezeichnet. Uber die in dieser Norm definierten FDT-Dienste integriert ein DTM
alle geratespezifischen Daten, Funktionen und Business-Regeln in das System.

Der FDT-/DTM-Ansatz ist offen fur alle Arten von Feldbussen und ermoglicht die Integration von
unterschiedlichen Geraten in heterogene Systeme.

Bild 1 zeigt, wie sich dieser Teil von IEC 62453 in die Struktur der IEC 62453-Reihe einfugt.

N Nationale FuRnote: Die Nummerierung aus IEC 62453-2:2016-12 wurde beibehalten.
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Bild 1 — Teil 2 der IEC 62453-Reihe

1 Anwendungsbereich

Dieser Teil von IEC 62453 beschreibt die gemeinsamen Prinzipien des Field-Device-Tool-Konzepts. Diese
Prinzipien kénnen in verschiedenen industriellen Anwendungen, z.B. Engineering-Systemen,
Konfigurationsprogrammen und -tiberwachung und Diagnose-Anwendungen eingesetzt werden.

Diese Norm legt allgemeine Objekte, das Verhalten allgemeiner Objekte und Interaktionen allgemeiner
Objekte fest, die die Grundlage von FDT darstellen.

3 Begriffe, Symbole, Abkirzungen und Konventionen

3.1 Begriffe
Fir die Anwendung dieses Dokuments gelten die Begriffe nach IEC 62453-1 und die folgenden Begriffe.

3.1.1
Kind-DTM
(en: child DTM)

DTM-Instanz in einem FDT-Projekt, die durch ihre Beziehung zu einem Eltern-DTM klassifiziert wird

Anmerkung 1 zum Begriff: Jedes DTM, das FDT-Kommunikation verwendet, darf als Kind-DTM klassifiziert werden
(d. h. Gerat-DTM, Gateway-DTM, Modul-DTM und BTM).

3.1.2

FDT-Version
(en: FDT version)

implementierte Version, festgelegt von der fir diese Technik zustdndigen Organisation

Anmerkung 1 zum Begriff:  Die FDT-Version wird in IEC TR 62453-41 oder in IEC TR 62453-42 festgelegt.
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313
monolithischer DTM
(en: monolithic DTM)

ein einziger DTM, welcher das gesamte Gerat mit allen seinen Modulen darstellt

Anmerkung 1 zum Begriff.:  Es gibt auch andere Konzepte, die Module eines Gerates in dieser Spezifikation darstellen,
zum Beispiel Module der DTM und BTM.

314

Eltern-DTM
(en: parent DTM)

DTM-Instanz in einem FDT-Projekt, die durch ihre Beziehung zu einem Kind-DTM klassifiziert wird

Anmerkung 1 zum Begriff: Jedes DTM, das FDT-Kommunikation bereitstellt, darf als Eltern-DTM klassifiziert werden
(z. B. Kommunikations-DTM, Gateway-DTM, Composite-Gerat-DTM).

3.2 Symbole und Abkiirzungen

Fur die Anwendung dieses Dokuments gelten die Symbole und Abkilrzungen nach IEC 62453-1 und die
folgenden Symbole und Abkirzungen.

DD Device description (Geratebeschreibung)

OODMS  Object Oriented Database Management (objektorientiertes
System Datenbankmanagementsystem)

RDBMS Relational Database Management System (relationales Datenbankmanagementsystem)
3.3 Konventionen

3.3.1  Verwendung von UML

Die in diesem Dokument verwendeten Konventionen fir die UML-Notation sind in IEC 62453-1 definiert.

3.3.2 Angabe der Verfiigbarkeit in einem Zustand

Die Angabe der Verfligbarkeit in einem Zustand verwendet [_] und [X], um anzugeben, ob ein Dienst in einem
bestimmten Zustand verfligbar ist. Die Ausdriicke haben folgende Bedeutungen:

[ ],Name des Zustands' Dienst ist in diesem Zustand nicht verflgbar;
[X] ,Name des Zustands' Dienst ist in diesem Zustand verfugbar.

3.3.3 Namen von Datentypen und Referenzierung auf Datentypen

Die Konventionen fiir die Benennung und Referenzierung von Datentypen sind in Abschnitt A.1 definiert.
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This European Standard was approved by CENELEC on 2017-01-20. CENELEC members are bound to comply with the CEN/CENELEC
Internal Regulations which stipulate the conditions for giving this European Standard the status of a national standard without any alteration.

Up-to-date lists and bibliographical references concerning such national standards may be obtained on application to the CEN-CENELEC
Management Centre or to any CENELEC member.

This European Standard exists in three official versions (English, French, German). A version in any other language made by translation
under the responsibility of a CENELEC member into its own language and notified to the CEN-CENELEC Management Centre has the
same status as the official versions.

CENELEC members are the national electrotechnical committees of Austria, Belgium, Bulgaria, Croatia, Cyprus, the Czech Republic,
Denmark, Estonia, Finland, Former Yugoslav Republic of Macedonia, France, Germany, Greece, Hungary, Iceland, Ireland, Italy, Latvia,
Lithuania, Luxembourg, Malta, the Netherlands, Norway, Poland, Portugal, Romania, Serbia, Slovakia, Slovenia, Spain, Sweden,
Switzerland, Turkey and the United Kingdom.

CENELEC

European Committee for Electrotechnical Standardization
Comité Européen de Normalisation Electrotechnique
Europdisches Komitee fiir Elektrotechnische Normung

CEN-CENELEC Management Centre: Avenue Marnix 17, B-1000 Brussels

© 2017 CENELEC All rights of exploitation in any form and by any means reserved worldwide for CENELEC Members.

HASHMENLS -

Document Sharing Hub

Full document details: DIN EN 62453-2:2017-11


http://www.avadocuments.com/doc/din-en-62453-2-2017-11
http://www.avadocuments.com/doc/din-en-62453-2-2017-11

DIN EN 62453-2:2017-11
EN 62453-2:2017

European foreword

The text of document 65E/334/CDV, future edition 2 of IEC 62453-2, prepared by SC 65E “Devices and
integration in enterprise systems” of IEC/TC 65 “Industrial process measurement, control and automation”
was submitted to the IEC-CENELEC parallel vote and approved by CENELEC as EN 62453-2:2017.

The following dates are fixed:

e latest date by which the document has to be (dop) 2017-10-20
implemented at national level by
publication of an identical national
standard or by endorsement

e latest date by which the national (dow) 2020-01-20
standards conflicting with the
document have to be withdrawn
This document supersedes EN 62453-2:2009.
Attention is drawn to the possibility that some of the elements of this document may be the subject of patent
rights. CENELEC [and/or CEN] shall not be held responsible for identifying any or all such patent rights.
Endorsement notice

The text of the International Standard IEC 62453-2:2016 was approved by CENELEC as a European
Standard without any modification.

In the official version, for Bibliography, the following notes have to be added for the standards indicated:

IEC/TR 62453-41 NOTE  Harmonized as CLC/TR 62453-41
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INTERNATIONAL ELECTROTECHNICAL COMMISSION

FIELD DEVICE TOOL (FDT) INTERFACE SPECIFICATION -
Part 2: Concepts and detailed description
INTRODUCTION

This part of IEC 62453 is an interface specification for developers of FDT (Field Device Tool)
components for function control and data access within a client/server architecture. The
specification is a result of an analysis and design process to develop standard interfaces to facilitate
the development of servers and clients by multiple vendors that need to interoperate seamlessly.

With the integration of fieldbuses into control systems, there are a few other tasks which need to be
performed. In addition to fieldbus- and device-specific tools, there is a need to integrate these tools
into higher-level system-wide planning or engineering tools. In particular, for use in extensive and
heterogeneous control systems, typically in the area of the process industry, the unambiguous
definition of engineering interfaces that are easy to use for all those involved is of great importance.

A device-specific software component created according to this standard is called Device Type
Manager (DTM). It integrates all device-specific data, functions and business rules into the system
via the FDT services defined herein.

The FDT/DTM approach is open for all kind of fieldbuses and enables integration variety of devices
into heterogeneous systems.

Figure 1 shows how this part of IEC 62453 is aligned in the structure of the IEC 62453 series.
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FIELD DEVICE TOOL (FDT) INTERFACE SPECIFICATION -

Part 2: Concepts and detailed description

1 Scope

This part of IEC 62453 explains the common principles of the field device tool concept. These
principles can be used in various industrial applications such as engineering systems, configuration
programs and monitoring and diagnostic applications.

This standard specifies the general objects, general object behavior and general object interactions
that provide the base of FDT.

2 Normative references

The following documents, in whole or in part, are normatively referenced in this document and are
indispensable for its application. For dated references, only the edition cited applies. For undated
references, the latest edition of the referenced document (including any amendments) applies.

IEC 61131 (all parts), Programmable controllers
IEC/TR 62390:2005, Common automation device — Profile guideline
IEC 62453-1:2016, Field Device Tool (FDT) interface specification — Part 1: Overview and guidance

IEC 62453-3xy (all parts), Field Device Tool (FDT) interface specification — Part 3xy: Communication
profile integration

3 Terms, definitions, symbols, abbreviated terms and conventions

3.1 Terms and definitions

For the purposes of this document, the terms and definitions given in IEC 62453-1 as well as the
following apply.

3.11
Child DTM
DTM instance in an FDT Project, which is classified by its relation to a Parent DTM

Note 1 to entry: Any DTM which uses FDT communication may be classified as Child DTM (i.e. Device DTM, Gateway
DTM, Module DTM and BTM)

3.1.2
FDT version
implementation version defined by the related technology specific organization

Note 1 to entry: The FDT version is specified in IEC TR 62453-41 or in IEC TR 62453-42.

3.1.3
monolithic DTM
one single DTM that represents the complete device with all its modules
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Note 1 to entry: There are also other concepts representing modules of a device in this specification, for example Module
DTM and BTM.

314
Parent DTM
DTM instance in an FDT Project, which is classified by its relation to a Child DTM

Note 1 to entry: Any DTM which provides FDT communication may be classified as Parent DTM (e.g. Communication
DTM, Gateway DTM, Composite Device DTM)

3.2 Symbols and abbreviated terms

For the purposes of this document, the symbols and abbreviations given in IEC 62453-1 as well as
the following apply.

DD Device description
OODMS Object Oriented Database Management System
RDBMS Relational Database Management System

3.3 Conventions
3.3.1 Use of UML

The conventions for UML notation used in this document are defined in IEC 62453-1.

3.3.2 State availability statement

The state availability statement uses [_] and [X] for stating the availability of a service in a specific
state. The expressions have the following meaning:

[] ‘<name of state>’ service is not available in this state;
[X] ‘<name of state>’ service is available in this state.

3.3.3 Data type names and references to data types

The conventions for naming and referencing data types are explained in Clause A.1.

4 Fundamentals

4.1 General

Clause 4 introduces the FDT model and covers topics which are specific to the requirements of field
device integration.

4.2 Abstract FDT model
4.2.1 FDT model overview

The UML class diagram in Figure 2 provides an overview of the objects defined in FDT and their
relationships to each other.
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Figure 2 — Abstract FDT model

Table 1 contains brief descriptions of all objects. A more detailed description of objects and related
services is provided in subsequent clauses 4.2.2 to 4.2.4.

The FDT objects may be executed all on one platform or in a distributed system.

For data exchange and for the interaction between objects, the data types as defined in Annex A are
used. The concrete implementation of these data types is defined in the IEC 62453-4z documents
describing the mapping to specific implementation technologies.
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Table 1 — Description of FDT objects

Object Description

Frame Application The Frame Application is a logical object to represent an environment like an

engineering system or a standalone tool (see 4.2.2). It controls the lifetime of DTM-
instances within the project.

A Frame Application may handle several projects.

Project The Project belongs to the Frame Application.

The Project is a logical object describing the management of device-instances. It
controls the lifetime and dataset of device-instances within a Frame Application.

FDT does not define any services for the Project, since it is a pure Frame Application
internal object.

Host Channel A Host Channel belongs to the Frame Application.

The Host Channel is a logical object representing a part of a function of a host system,
such as DCS or PLC.

It is required when additional information for the processing of device 1/O data is
needed, e.g. if DTM or BTM data refers to more than one I/O value.

For example one Octet often is used to group the state values of eight digital 1/0 points.
In these applications, the Host Channel object provides an association between the
contents of the channel data and individual process 1/O points.

To make the cyclic /O data available within a Frame Application, there shall be an
association between the 1/0 function blocks and the process values of a device. The
inputs and outputs of I/O function blocks are represented by Host Channels, the
process value is represented by a Channel. The association between Host Channel and
Channel is called channel assignment.

FDT does not define any services for the Host Channel, since it is a pure Frame
Application internal object.

DTM A DTM is a software component containing the device-specific application software. It
encapsulates all device-specific data, functions and business rules. A DTM is generally
not stand-alone executable. It needs a Frame Application (see 4.2.2) that acts as the
runtime environment.

A DTM is typically developed by the device manufacturer and shipped together with the
devices. It depends on the software design of the DTM, whether it can be used for one
specific device type or a group of different device types or a device type family.

Each device installed on a plant is represented by a DTM object. Therefore one or
several DTM objects are needed to handle the different devices. The DTMs are installed
in the system, so that the system can be dynamically extended by installing new DTMs
for new devices.

A DTM may represent different types of devices, e.g. field devices, communication
devices or gateway devices (see 4.2.3).

Presentation Presentation objects (see 4.2.3.3) represent a (visual) user interface. The Presentation
object belongs to the DTM, to the BTM or to the Channel.

Channel Channel object could behave in three ways: As a ‘Communication Channel’, a ‘Process
Channel’ and a combination of both (see 4.2.4).

All the associations shown in Figure 2 above are explained in Table 2 below.
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Table 2 — Description of associations between FDT objects

Association Description

assigned channels To make the cyclic I/0 data available within a Frame Application there has to be an
association between the 1/0O function blocks and the process values of a device. The I/0O
function blocks are represented by a Host Channel, the process value by a channel.
The Frame Application (project) is responsible for handling this association.

Use cases:

— channel assignment

Informational services
— DTM service: GetChannels
— channel service: ReadChannellnformation

Management services
— channel service: WriteChannellnformation

Depending services
— proprietary DTM services for channel management

channel presentation The instances of Presentation objects are associated with the instance of their DTM
business object by this relationship.

Use cases:

— all channel use cases with DTM specific GUI

Services:

Informational services (see also 7.3)
— channel service: GetChannelFuntions
— channel service: GetGuilnformation

Depending services
— frame service: OpenPresentationRequest
— frame service: ClosePresentationRequest

devices A project holds the list of DTM instances by the association devices.

Releasing the project results in a release of all associated DTM instances. A DTM
instance cannot be part of more than one project.

Use cases:

— system generation

— system planning

Services:

Informational services
— frame service: GetChildNodes

Management services

— services related to sub-topology management, see 7.6.2
— ValidateAddChild

— ChildAdded

— ValidateRemoveChild

— ChildRemoved

— FA services related to topology management

DTM channels A DTM can have a list of channels, which are associated with DTM channels. A channel
is part of a DTM.

Services:

Informational services
— frame service: GetChannels

Management services

— There are no services to manipulate this association. The lifetime of channel
instances is controlled by a DTM

18 Documents

Document Sharing Hub

Full document details: DIN EN 62453-2:2017-11


http://www.avadocuments.com/doc/din-en-62453-2-2017-11
http://www.avadocuments.com/doc/din-en-62453-2-2017-11

DIN EN 62453-2:2017-11
EN 62453-2:2017

Association Description
DTM presentation The Presentation object instances are associated with their DTM instance by this
relationship.
Use cases:

— All DTM use cases with DTM specific GUI

Services:
— open presentation
— close presentation

FA channels The Frame Application (project) may have a list of Communication Channels. There are
no services to manipulate this association.

See 4.2.2.

Host Channels The FA maps the Process Channels of DTMs to internal I/0 management of the
projects.

linked communication The topology of DTMs is shown with this association. Within the topology tree a DTM
channels object is the child node of a channel. The association shows the connection from a
device to a channel.

The Frame Application (project) is responsible for handling this association.

Services:

— linked channels can be explored by GetParentNodes
—  SetLinkedCommunicationChannel

— ReleaseLinkedCommunicationChannel

linked DTMs The topology of field devices is shown with this association. Within the topology tree a
channel object is the parent node for a device. The association shows the connection
from a channel to a device.

The Frame Application (project) is responsible for handling this association.

— linked DTMs can be explored by GetChildNodes
—  SetLinkedCommunicationChannel
— ReleaseLinkedCommunicationChannel

opened presentations Open Presentation objects are linked by this association to projects.

The Frame Application (project) is responsible for handling this association.

projects A Frame Application can create and manage multiple projects, which are connected by
the “projects” association.

The Frame Application (project) is responsible for handling this association

4.2.2 Frame Application (FA)
4.2.2.1 General

Frame Applications are able to handle any type of device by integrating corresponding DTMs without
the need for device-specific or fieldbus-specific knowledge. Depending on the intended use Frame
Applications may provide different appearance and features (e.g. standalone configuration or
engineering system of a DCS). Typically, the Frame Application comprises client applications
focusing on specific aspects such as configuration, observation, 1/0 planning, and using the service
provided by the DTMs.

The Frame Application is the runtime environment for the DTMs. It provides the services described
in 7.7 which may be used by the hosted DTMs.

4.2.2.2 System communication
If the Frame Application has built-in communication capabilities, then it is able to provide

Communication Channels (see 4.2.4.3) which provide the services to access the fieldbus. In this
case it has full control over communication and is able perform low-level actions such as monitoring
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Figure 3 — Frame Application with integrated Communication Channel

The Frame Application’s channel objects represent the gateway from the FDT-specific to the Frame
Application-specific communication. On the Frame Application’s side the Communication Channel
may be a PC 1I/O board or an engineering topology with processing units and proprietary bus
systems.

4.2.3 Device Type Manager (DTM)
4.2.3.1 DTM Business Logic overview

The DTM Business Logic (DTM BL) encapsulates device-specific functions and protocol-specific
definitions. Thus a Frame Application is able to handle any type of device by integrating
corresponding DTM Business Logic without the need for device or fieldbus-specific knowledge.

The DTM BL provides the services described in 7.2 (see Figure 4). From a Frame Application’s point
of view, all management and task-related interactions with the device functionality are available via
these services.

. DTM
DTM services

IEC

Figure 4 — Device Type Manager (DTM)

A DTM may represent the device structure with data type net:DtmDevicelnstanceTopology (see
A.12). This information may be retrieved by service GetActiveTypelnfo (see 7.2.3.4). The structure
of the device may be described by a list of net:Module. Each module may have a number of
properties, including configuration data, Process Channels and Communication Channels.

A DTM exposes a list of supported device types with the data type fdt:DtmDeviceTypes (see 4.8.1).
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4.2.3.2 Categories of DTM
4.2.3.2.1 General

DTMs represent measurement and control devices, modules, gateways or blocks as well as
communication interfaces. The DTMs representing these devices only differ in the availability of
provided data, functions, and user interfaces. The different DTM categories reflect the physical
entities, which are represented by a DTM. The defined DTM categories cannot describe rules for all
existing physical devices, but are intended to provide a general guideline for common categories of
physical devices.

4.2.3.2.2 Communication DTM

A Communication DTM is a special category of DTM containing the application software for specific
communication hardware. For example, it may support configuration settings like baud-rate, start
and stop bits, etc.

A Communication DTM shall provide Communication Channels (see 4.2.4.3) which provide the
services to access the fieldbus (see Figure 5). The number of provided channels may depend on the
configuration of the Communication DTM (i.e. it might occur that a DTM temporarily provides no
channel, for instance during reconfiguration).

DTM

Communication DTM
dﬁ Fieldbus
represents
B Interface

1
0.+ Fieldbus
Communication Channel ——
services Communication Channel
represents

Figure 5 — Communication DTM

DTM services

[Device

IEC

The advantage of Communication Channels provided by a DTM compared to the channels provided
by a Frame Application (see 4.2.2) is that they may be used by different Frame Applications. Each
Frame Application thus may extend the number of protocols the system is able to access. Both ways
of providing Communication Channels may coexist in a Frame Application.

4.2.3.2.3 evice DTM
A Device DTM is a special category of DTM containing the application software for a typical field

device, for example, a pressure transmitter or a valve. Such a DTM for example supports functions
to configure and parameterize the device (see Figure 6).
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Figure 6 — Device DTM

If it is required to make the device’s I/O signals or process values accessible to the host system,
then the Device DTM shall provide Process Channel objects (see 4.2.4.2).

4.2.3.2.4 Gateway DTM

A Gateway DTM is a special category of DTM containing the application software for a device that
connects different fieldbus segments (see Figure 7).

) DTM
DTM Services
Process Channel
services Fieldbus
Interface [ " T TR -,
Process Channel o
represents Fieldbus
0.* 1/0
signals
1
Gateway DTM Gateway
[ represents >
1 Fieldbus |
Communlcatlon Channel Communication Channel represents
services ﬂ.ﬁ .
! { Device

IEC

Figure 7 — Gateway DTM

Such a DTM can be seen as a combination of a Communication DTM and a Device DTM. It shall
provide Communication Channels (see 4.2.4.3) to provide access to the linked fieldbus and Process
Channels (see 4.2.4.2) for the fieldbus to which it is connected, if it is required to make the gateway
I/0O signals or process values accessible to the host system.
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There may be a relation between the 1/0O signals provided by a gateway device and the
communication interface of that device (e.g. the gateway provides 1/O signals that are received from
a device connected to the communication interface). In such a case the relation is represented as a
relation between the Process Channels and the Communication Channel.

A Child DTM is connected to the Gateway DTM via the Communication Channel of the Gateway
DTM. The Frame Application is responsible for creating and managing the link between the DTMs.
The Device DTM is able to communicate with its device via the services provided by the
Communication Channel. This concept is called “Nested Communication” and is further described in
4.7.

4.2.3.2.5 Composite Device DTM

Some devices are composed from modules and sub-modules. Hardware modules are plugged into
physical slots of the composite device (modular device). For example, an I/O module can be plugged
into a Remote 1/0O device. The communication between the composite device and the modules is
provided usually by a backplane bus. The function of the backplane bus is defined by the
manufacturer and often is based on private protocol definitions. Such a composite device may be
represented by a hierarchy of DTMs as shown in Figure 8.
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Figure 8 — Composite Device DTM

A Composite Device DTM is the root element for the complete device representation. This DTM shall
provide Communication Channels (see 4.2.4.3) which represent the backplane bus. Depending on
the software design of the Composite Device DTM one channel may be provided for representation
of the whole backplane bus or multiple channels may be provided for representation of the slots
where the modules are plugged in.

If the composite device provides process data, then the Composite Device DTM shall provide
Process Channels (see 4.2.4.2). If the composite device forwards process data that is generated in
the device modules, then the Process Channels provided by a Composite Device DTM may be
composed from Process Channels that are provided by the Module DTMs.
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4.2.3.2.6 Module DTM

A Module DTM is a special category of DTM containing the application software for a device
hardware or software module (see Figure 9).

Some devices are subdivided into modules and sub-modules. A module is either a hardware module
or a software module. Hardware modules are plugged into physical slots of the device. For example,
an I/0O module can be plugged into a Remote 1/O device. Such a modular device may be represented
by several DTMs as shown in the following Figure 9.
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Figure 9 — Module DTM

The modules are represented by Module DTMs. The Composite Device DTM and Module DTMs are
generally shipped together and supplied by the vendor of the modular device. The relation between
Composite Device DTM and related Module DTMs (and their respective DtmTypes) is defined by a
specific Protocolld for the backplane bus protocol.

A Module DTM is connected to the Composite Device DTM via the Communication Channel of the
Composite Device DTM. The Frame Application is responsible to create and manage the link
between the DTMs. The Module DTM is able to communicate with its module via the services
provided by the Communication Channel. This means that the concept “Nested Communication”
(see 4.7) is also applied for Composite Device DTMs and the related Module DTMs.

If the device modules provide process data, then the respective Module DTMs should provide
Process Channels.

If the device modules provide access to subordinate communication (e.g. in a modular gateway),
then the respective Module DTM shall provide its own Communication Channels.
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4.2.3.2.7 Block Type Manager (BTM)

A BTM is a special category of DTM containing the application software for accessible objects inside
a device. Often these software objects are defined as blocks, such as resource blocks, transducer
blocks, and function blocks (see Figure 10).
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Figure 10 — Block Type Manager (BTM)

A Device DTM is the root element for complete device representation. This Device DTM shall
provide Communication Channels (see 4.2.4.3) which provide services to access the block
information within the device.

A device may host standard blocks, vendor-specific blocks, and device-specific blocks. All types of
blocks are represented by BTMs. The software blocks are more flexible than device modules (see
4.2.3.2.6), for instance blocks may be moved between devices (standard blocks may be even be
moved between devices of different type). The Device DTM and the BTMs for device-specific blocks
are generally shipped together and supplied by the device vendor. BTMs for standard blocks may be
supplied seperately and may be used with all DTMs for devices that are able to host the respective
blocks.

A BTM is connected to the hosting Device DTM via its Communication Channel, indicating that the
respective blocks are hosted in the physical device. The BTM is able to interact with its block via the
services provided by the Communication Channel of the Device DTM. The Communication Channel
represents an internal communication on the device and is used mainly to manage the link between
BTM and block. The protocols supported by the Communication Channel are used to manage which
BTMs may connect to a DTM (standard protocols for standard blocks, specific protocols for specific
blocks). Additional validation rules may be applied by the Communication Channel. The Frame
Application is responsible to create and manage the link between the Device DTM and the BTMs.

The BTM concept is independent from fieldbus protocol. However, a protocol may require modeling
of device structures as blocks. Thus, whether and how the BTM concept is used to model device
structures is defined by the IEC 62453-3xy documents describing the protocol profile integration in
FDT.
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If the blocks provide process data, the respective BTMs may provide Process Channels.

4.2.3.3 DTM Functions
4.2.3.3.1 Presentation object

Each of the device-specific objects (DTM, BTM and Communication Channel) may be packaged
together with Presentation objects which support the services defined in 7.3 (see Figure 11).

. . Presentation
Presentation services

IEC

Figure 11 — Presentation object

These Presentation Objects are implementation specific objects that provide a graphical user
interface for the business object.

The Presentation Object may be a type of object, that allows integration into the GUI of the FA or it
may be an object that runs outside of the GUI of the Frame Application (e.g. a standalone
executable).

4.2.3.3.2 Command functions

Command functions are used to execute actions (commands) without user interface on the DTM.
Such functions are executed with the service InvokeFunction (see 7.2.5.2).

One example for command functions is: Reset device.

4.2.3.3.3 Static Function

Static Function is a concept that allows processing information from a device without executing the
DTM.

For observation and monitoring of a plant often it is necessary to retrieve some data from many
devices. In such use cases the effort to start and manage many DTMs may be too high. On the other
hand in such use cases it may not be sufficient to read a single item from the device. Sometimes the
data read from the device needs to be processed or to be combined with additional information in
order to calculate the correct information.

Such use cases typically are implemented in Frame Applications that are ‘fieldbus-specific’, i.e. such
Frame Applications know how to address a device and how to read data from a device. That is why
the Static Function concept provides no means for addressing a device. Frame Applications that are
‘fieldbus-independent’ should use the DTM in order to implement these use cases. The Static
Function concept is intended for these use cases.

A Static Function is part of a DTM package, the DTM provides information regarding the Static
Function, but the function may be executed independently from execution of the respective DTM. A
Static Function is a stateless function, i.e. it is not allowed to manage stateful information or to
influence the device state by a Static Function. A Static Function has no access and no relation to
the data of a DTM. A Static Function may be executed multiple times in parallel in order to process
data from one device and from multiple devices.

NOTE 1 Static Functions are executed using a StaticFunctionProvider object. This object can be instantiated once or

multiple times. On one StaticFunctionProvider object the execution of a Static Function can be started multiple times in
parallel.
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It is recommended that a DTM provides Static Functions to support well defined use cases as
defined by FDT protocol project groups and Profile Working groups.

NOTE 2 It is not expected that StaticFunctions provide functionality specific for a Frame Application. Instead it is
expected that Profile Working groups (e.g. a working group defining a profile for support of MES functions or a working
group defining a DTM profile for support of predictive maintenance) define standard functions that are used in many
applications.

Examples of Static Functions are:

— GetDeviceStatus

Provides the current device status in FDT format (see Fdt.Dtm.DeviceStatus)
— GetProcessValue

Provides the current process value of the device (input or output) in normalized format
— GetOperationTime

Provides the operation time of a device in standard format

4.2.4 Channel object
4.2.4.1 Channel overview

There are three different types of channels, the Communication Channels, the Process Channels
and combinations of them as shown in Figure 12.
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Channel services O—
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Communication Channel — Process Channel
; Communication Channel Process Channel B
services services

i

Combined Channel

IEC

Figure 12 — Channel object

4.2.4.2 Process Channel

Input and output signals provided by devices are created and integrated into the function planning of
the control system. If the device provides I/O signals the associated DTM shall offer information
about the 1/O signals of its device. This information is conveyed by Process Channels.

A Process Channel supports the services defined in 7.5. These services for example provide access
to I/0 signal information such as addressing, signal and data type, but not to the current value of the
1/0 signal itself.

The implementation of Process Channel and its respective services depends on the implementation
technology and differs for IEC 62453-41 and IEC 62453-42.

The I/O signal information provided by the Process Channel is protocol-specific. Which information
shall be provided by Process Channels is defined by the IEC 62453-3xy document describing the
protocol profile integration in FDT.
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The number and type of I/O signals may depend on the configuration of the device. Thus the number
of Process Channels and provided information may also depend on the device configuration made
by the wuser. A Frame Application is able to inform the DTM by setting the
ProtectedByChannelAssignment parameter via the service WriteChannelData (see 7.5.2) that further
changes shall be prohibited, because the channel is already integrated into the functional planning
of the control system (Host Channel is assigned). In this case, the DTM shall not accept any
changes related to this channel.

4.2.4.3 Communication Channel

A Communication Channel provides access to the fieldbus and is communication technology
dependent. It represents the entry point to a fieldbus, a vendor specific backplane bus or a point-to-
point connection. A Communication Channel may also represent logical communication with blocks
within a device. A Communication Channel may be provided by a Frame Application (see 4.2.2) or
by a DTM (see 4.2.3).

A Communication Channel provides communication services that are independent from the
communication hardware and the fieldbus protocol. In general, the protocol-specific services are
one-to-one mapped to the services provided by the channel. The interfaces provide methods to

scan the fieldbus for available devices,

connect to a device,

send communication messages and

disconnect from a device.

The services take base arguments which are extended for protocol-specific communication by
IEC 62453-3xy specifications (see Figure 13).
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Figure 13 — Communication Channel
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FDT also allows manufacturers to define support for proprietary bus protocols, which are not part of
the standard, for example for a manufacturer-specific fieldbus or point-to-point communication.
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The services provided by Communication Channels may be used by the Frame Application or by
DTMs to exchange data with a connected device or to initiate a function (e.g. identification request,
device reset, broad-cast, etc.). The general communication concept is further described in 4.7.

A Communication Channel shall be able to handle several connections at the same time if the
communication protocol supports this. This means that a Communication Channel shall be able to
support several DTMs creating connections to different devices as well as several DTMs creating
connections to the same device. Depending on the supported protocol it may also be possible that
one DTM creates several connections to one device. The Communication Channel shall guarantee
that a link to a device is established as a peer-to-peer connection. The services that shall be
provided by a Communication Channel are defined in 7.6. The pure communication related services
(see 7.6.1) just define the frame for interaction with a connected device. The data (parameters)
which shall be passed or returned by the service are defined by the IEC 62453-3xy documents
describing the protocol profile integration in FDT.

In case of vendor specific protocols (e.g. backplane bus or point-to-point) the pure communication
related services (see 7.6.1) may be replaced by vendor specific services. Following this approach
only DTMs supplied by this vendor are able to communicate with each other. Therefore a vendor
specific bus category (see 4.3) shall be defined. For vendor-independent fieldbus protocols an
IEC 62453-3xy document describing the protocol profile integration in FDT shall be provided and
standard communication services shall be used.

4.2.4.4 Combined Process and Communication Channel

A combined Process and Communication Channel typically belongs to a Gateway DTM (see
4.2.3.2.4). It represents the /O signal, which corresponds to the cyclic communication on the linked
fieldbus and which is exposed via the fieldbus to which the gateway device is connected. At the
same time such a channel represents the entry point to the linked fieldbus (or point-to-point
connection) as shown in Figure 14.
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Figure 14 — Combined Process/Communication Channel

In other words, such a channel shall support the Process Channel services (see 7.5) for the fieldbus
to which the gateway is connected and the Communication Channel Services (see 7.6) for accessing
the devices connected to the linked fieldbus (or point-to-point connection).
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4.3 Modularity

Different fieldbus protocols are using different device models. FDT supports the following different
approaches to describing the structure of the device:

e monolithic DTM with DtmDevicelnstanceTopology,
e Module DTM, and
e BTM.

4.4 Bus categories

A DTM exposes information about encapsulated protocol-specific definitions. The information
returned by service GetTypelnformation (see 7.2.3.1) contains so-called bus categories which are
Universally Unique Identifiers for a fieldbus protocol (or a point-to-point communication).

The FDT concept distinguishes between supported and required bus categories:

e supported bus categories refer to the protocol-specific communication services provided by a
DTM (corresponding Communication Channels) to access a fieldbus;

e required bus categories refer to the protocol-specific communication services required by a DTM
to exchange data with its device.

4.5 Identification
4.5.1 DTM instance identification
4.51.1 System Tag

An FDT Frame Application shall assign a unique identifier for each DTM instance. This unique
identifier is referred to as “System Tag”. The System Tag is used by DTMs

— for navigation in the FDT topology
— for the management of Child DTMs in the FDT topology (e.g. address setting)

4.5.1.2 System GUI label

The DtmSystemGuilLabel is a human-readable identifier, used to identify a DTM instance and the
related DTM GUI in the display to the user. The Frame Application and the DTM should use the
DtmSystemGuiLabel in order to identify dialogs and windows belonging to the DTM instance.

For some communication protocols the DtmSystemGuiLabel may reflect an identifier of the device
(e.g. the device tag).

4.5.1.3 Hardware identification

A DTM supports the Hardwarelnformation service (see 7.2.3.3) that enables to read device
information online from the connected device (see Figure 15).
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Figure 15 — Identification of connected devices

The service returns device type related information such as manufacturer, type, hardware and
embedded software version as well as device instance related information such as fieldbus address,
tag and serial number. This information is also fieldbus-specific like the information returned by the
service GetldentificationInformation. Therefore the concrete protocol-specific format and
transformation to the protocol-independent format which can be used by the Frame Application
without fieldbus-specific knowledge is defined by the IEC 62453-3xy document describing the
protocol profile integration in FDT.

4.6 System and FDT topology

The Frame Application is responsible for managing the system topology. That means the Frame
Application shall organize the routing for accessing a device in the plan. A DTM shall not need to
manage any information about the system topology.

System topology management is Frame Application specific. Some Frame Applications may require
user interactions; others may support automatic operations such as topology importing or fieldbus
scanning (see 6.2).

A DTM exposes all required information (see 7.2.3) which enables the Frame Application (and the
user) to choose the appropriated DTM for a device, for example name, vendor, version of supported
device types and corresponding identification properties.

The Frame Application initializes and links the DTMs according to the system topology. The linking
of DTMs is called FDT topology. Figure 16 shows the FDT topology for a simple system topology
with one fieldbus and two connected devices.
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Figure 16 — FDT topology for a simple system topology

A Communication Channel is always used as the linking element between DTMs. As shown in
Figure 16, the two Device DTMs are linked to the Communication Channel which provides access to
the fieldbus.

The link between a Communication Channel and a DTM is created by the Frame Application.
However, final decision whether a DTM shall be linked or not has to be made by the Communication
Channel. The Frame Application has to call the service ValidateAddChild (see 7.6.2.1) before the
link is created. The Communication Channel shall at least check whether the required bus
categories of the DTM to be linked fit its own supported bus categories. If this is not the case, then
linking shall be rejected. In addition, the Communication Channel may perform additional checks, for
example if the number of linked DTMs exceeds a limit. The sequence diagrams in 8.1 describe this
sequence in more detail.

Neither the Communication Channel (or corresponding DTM) nor the linked DTM shall need to
manage topology information. The Frame Application supports requesting topology information by
service GetParentNodes (see 7.7.3.5) and service GetChildNodes (see 7.7.3.6).

The FDT topology management for a more complex system topology with gateways, modular
devices and devices with blocks works exactly the same way.
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Figure 17 — FDT topology for a complex system topology

Starting from the root, all DTMs are linked via Communication Channels according to the physical
system topology.

The root element DTM for a device which is represented by multiple DTMs (e.g. Modular Device and
Device 1 DTMs in Figure 17) may support the automatic creation of the FDT sub- topology that
corresponds to the complete device structure. The Frame Application supports the service
CreateChild (see 7.7.3.2), DeleteChild (see 7.7.3.3) and MoveChild (see 7.7.3.4) to enable a DTM
to alter the FDT topology.

4.7 FDT Communication
4.7.1 General

In FDT the communication is based on passing communication requests from the consumer of
communication to the communication provider, which is represented by a Communication Channel.
Passing and receiving communication requests is based on asynchronous services (see 8.3).
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In order to submit communication requests the consumer of communication first has to establish a
connection to a physical device. This allows the management of active connections by the
Communication Channel.

4.7.2 Handling of communication requests

The Communication Channel receives one or multiple transaction requests from the consumer of
communication and executes these requests. In general the Communication Channel is expected to
process the transaction requests in the order they are provided. The results of the transaction
requests are passed back to the client of the Communication Channel.

The relation between communication requests and communication responses may be managed by
an ID, this is implementation specific. For example each transaction request can be identified by an
ID, and the same ID is provided in the transaction response.

4.7.3 Handling of communication errors

The communication client shall evaluate each of the received transaction results in order to
recognise possible communication errors.

If a communication client receives errors for requests that originated at that client, then the client
shall inform the user. In a scenario with nested communication this means the Gateway DTMs shall
not inform the user about communication errors for requests that originally came from a Child DTM.
The Child DTM has the responsibility for informing the user.

4.7.4 Handling of loss of connection

If the connection to a device is lost irreparably, the Communication Channel shall abort the
connection and send an Abort notification to the respective communication client (see 7.6.1.5). The
specific triggers for sending the Abort notification (e.g. device does not respond) will be defined
specifically for each communication protocol.

If a Gateway DTM receives an Abort notification, then it shall send Abort notifications to all
connected communication clients.

The origin of the Abort notification shall not provide a user message to inform the user about loss of
connection. The communication client receiving the Abort notification shall inform the user about the
loss of connection, e.g. if the communication client has open user interfaces, then the user shall be
informed about the loss of connection by updating the connection status in the user interface. If the
communication client is composed of several DTMs which may have open connections at the same
time (e.g. a Composite Device DTM with several Module DTMs), then the communication client
should avoid providing several user messages, but should inform the user about loss of connection
with one message.

After sending an Abort notification the Communication Channel shall not send any further
transaction responses to the communication client. The communication client should ignore any
transaction response received after receiving an Abort notification.

4.7.5 Point-to-point communication

The Frame Application has to provide in each case a peer-to-peer connection between a DTM and a
device.

It is under the control of the Frame Application to enable a DTM to communicate with its device. The
Frame Application has to pass the Communication Channel to use the DTM by calling the service
SetLinkedCommunicationChannel (see 7.2.4.2) and allow the Communication by calling the service
EnabledCommunication with TRUE (see 7.2.4.3).
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In order to access the device, the DTM uses the Communication Channel services (see 7.6.1) as
shown in Figure 18.
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Figure 18 — Point-to-point communication

A DTM has to call the Communication Channel service Connect (see 7.6.1.2) to establish a
communication link to the device. After the link is established, it is able to communicate with its
device by calling the service Transaction (see 7.6.1.6). The diagram in 8.3.2 describes this
sequence in more detail.

DTMs shall consider the limited availability of fieldbus resources when connecting to the device.
This means a DTM should create only as many connections as needed and connections shall be
terminated if they are not used (e.g. the online function is finished).

4.7.6 Nested communication

A DTM shall not need to know anything about the system topology in order to access the
corresponding physical device. Thus the same DTM is able to communicate with devices attached to
different fieldbus interfaces of the same protocol. Nested communication is used if the devices are
connected to a sub-system, for example if a device is connected to a channel of a Remote 1/O (see
Figure 19).
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Figure 19 — Nested communication

Starting from the root the Frame Application shall manage the link between Communication
Channels and the respective DTMs, which should be enabled for communication with their
respective devices. As in the point-to-point communication, all DTMs simply use the Communication
Channel services to communicate with their devices without the awareness of the nested
communication (e.g. device 2 DTM in Figure 20). The diagram in 8.3.3 describes this sequence in
more detail.

The communication in FDT follows the concept of nested communication:

e each Communication Channel wraps the communication message from the linked DTM below,
without knowing the contents;

e the linked DTM below the Communication Channel does not have any knowledge about the
system topology;

e the DTM shall support only communication protocols that are supported by the respective device:

— communication/routing through any system topology is possible without limitations.
4.8 DTM, DTM Device Type and Hardware Ildentification Information
4.8.1 DTM and DTM Device Type

A DTM supports two services to request information about itself and the supported device types (see
Figure 20). Usually this information is used by the Frame Application to create libraries, select a
DTM during creation of FDT topology, or for simple validations.
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Figure 20 — DTM, DTM Device Type and Device Identification Information

A DTM is a software component containing device-specific application software. The service
GetTypelnformation (see 7.2.3.1) returns general information about this piece of software such as
name, version, and vendor of the software, the FDT version (see also 4.13) as well as a list of
supported device types.

The representation for a particular device type within the DTM is called DTM Device Type. A DTM
may contain one or more DTM Device Types. The concrete design and implementation of the DTM
Device Types is not within the scope of the FDT specification; but the service GetTypelnformation
also returns information about these pieces of software such as name, version, vendor, supported
protocols, etc.

When a Frame Application adds a DTM to the FDT topology then it selects one of the supported
DTM Device Types (see service Initialize, 7.2.4.1). The DTM shall persist the selection within its
instance data, in order to restore it when a DTM representing the same device is initiated the next
time. The DTM shall provide information about the selected DTM Device Type with the service
GetActiveTypelnfo (see 7.2.3.4). The service shall always return the current DTM Device Type. If an
update of the DTM occurred, the new DTM shall return the updated DTM Device Type information.

4.8.2 Supported hardware identification

Information about physical device types, which can be handled by the DTM Device Types is returned
by the service Getldentificationinformation (see 7.2.3.2), for example the manufacturer, type,
hardware and embedded software version of the device. The DTM may even return wildcards for
some specific device identification elements to signal that the DTM Device Type can be used for all
devices for which the wildcard matches (e.g. the character asterisk **’ for the hardware version may
signal that the DTM Device Type supports all hardware versions).

The information returned by the service Getldentificationinformation is fieldbus-specific and
therefore defined by the IEC 62453-3xy document describing the protocol profile integration in FDT.
However, FDT defines the means to transform the information into a protocol-independent format to
enable Frame Applications without protocol-specific knowledge to use it. The transformation is
implementation technology dependent and therefore defined in the IEC 62453-4z documents
describing the mapping to specific implementation technologies.
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4.8.3 Connected Hardware Identification

Furthermore a DTM supports service Hardwarelnformation (see 7.2.3.3) that enables to read device
information online from the connected device (see Figure 21).
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Figure 21 — Connected Hardware Identification

The service returns device type related information such as the manufacturer, type, hardware and
embedded software version as well as device instance related information such as fieldbus address,
tag and serial number. This information is also fieldbus-specific such as the information returned by
GetldentificationInformation (see 7.2.3.2). Therefore, the concrete format and transformation to
protocol-independent format is also defined by the IEC 62453-3xy document describing the protocol
profile integration in FDT. See examples in 6.2.4 and 6.2.5.

4.9 DTM data persistence and synchronization
Basically, three kinds of DTM related data can be seen:

e instance-related data (called “instance data”). Instance-related data belongs to the DTM itself. It
is up to the DTM which data it stores, but the DTM has to guarantee that it is able to represent
the stored device instance by loading this data;

e non-instance-related data. Non-instance-related data belongs to a project or is global or DTM
Device Type specific;

e bulk data. DTM specific data, for example historical data, temporary data.

The format of all kinds of data is DTM-specific, but a DTM shall expose a Universal Unique identifier

specifying the format which is used to save its instance data. Furthermore, a DTM shall provide a list

of compatible data formats it is able to load. These format identifiers are included in the DTM Device

Type information returned by GetTypelnformation (see 7.2.3.1). A Frame Application may use the
format identifiers to find the correct DTM after a DTM software upgrade (see 8.9).
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Two types of DTM data persistence mechanism are defined in FDT. A DTM shall either use the
Frame Application project storage or a private DTM storage (see Figure 22).
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Figure 22 — FDT storage and synchronization mechanisms

The service LoadInstanceData (see 7.7.5.1) and service SavelnstanceData (see 7.7.5.2) enable the
DTM to save and load instance-related data in the Frame Application project storage. The Frame
Application has to guarantee the data consistency for multi-user and multi-client data access. The
‘FA services related to DTM data synchronization’ (see 7.7.6) shall be used by the DTM to attempt
locking of its instance-related data before alternation. The ‘DTM services related to data
synchronization’ (see 7.2.13) shall be used by the Frame Application to notify a DTM about events,
for example if data was locked by another DTM instance. See 8.5.

The service GetPrivateDtmStoragelnformation (see 7.7.5.3) returns information about private DTM
storage which is directly accessible for the DTM without the need to use further services provided by
the Frame Application. The private DTM storage enables the DTM to store instance-related, non-
instance-related, and bulk data. The DTM itself has to guarantee the data consistence for multi-user
and multi-client data access. It is the responsibility of the Frame Application to create a backup
strategy for the private DTM storages.

A DTM shall be able to work without any side effects if the private DTM storage is not available. It
shall ensure that there is no impact to the instance data managed by the services SavelnstanceData
(see 7.7.5.1) and LoadlnstanceData (see 7.7.5.2).

The private DTM storage mechanism is implementation technology dependent and thus defined in
the IEC 62453-4z documents defining mapping to specific technologies.

4.10 DTM device parameter access

A DTM supports services to read and write device parameters stored in the DTM instance data (see
7.2.8) and directly in the connected device (see 7.2.10).

It is specific to a DTM and depends on the device- and fieldbus-type which device parameters are
available. Semantic information (see Semanticld in Table A.4) is given to the device parameters. By
using these, for example a Frame Application is able to get the information regarding the meaning
and usage of a single parameter or data structure. The definition regarding the identifier is protocol-
specific and thus defined in the IEC 62453-3xy specifications defining the protocol profile integration
in FDT.
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4.11 DTM state machine
4.11.1 DTM states

The following diagram (Figure 23) defines the different states of a DTM.

communication allowed
o o

IEC

Figure 23 — DTM state machine

The state machine consists of two states: ‘configured’ and ‘communication allowed’. Which DTM
services are available in a certain state is defined in the service descriptions (see Clause 7).

All state transitions are triggered by the Frame Application by calling corresponding DTM services.
The state transition succeeds, if the service returns fdt:serviceSucceeded = TRUE. The DTM
remains in its previous state, if state transition is rejected by returning fdt:serviceSucceeded =
FALSE. The circumstances under which the DTM is allowed to reject the state transitions are
defined in the service descriptions.

State Transition: Initial state — state ‘configured’

The service Initialize (see 7.2.4.1) shall be called to bring the DTM from its initial state into the state
‘configured’.

State Transition: State ‘configured’ — state ‘communication allowed’

The service EnableCommunication (see 7.2.4.3) shall be called with TRUE to bring the DTM from
the state ‘configured’ into the state ‘communication allowed’. A precondition for this call is that the
Frame Application has informed the DTM about the communication infrastructure by calling the
service SetLinkedCommunicationChannel (see 7.2.4.2).

Only in this state the DTM is allowed to establish a communication link to its device by calling the
service Connect (see 7.6.1.2) of its linked Communication Channel. The sub-states within this state
are described in the communication state machine (see 4.11.2).

State Transition: State ‘communication allowed’ — state ‘configured’

The service EnableCommunication (see 7.2.4.3) shall be called with FALSE to bring the DTM from
the state ‘communication allowed’ into the state ‘configured’.

State Transition: State ‘configured’ — final state

The service Terminate (see 7.2.4.6) shall be called to bring the DTM from state ‘configured’ into its
final state.

Table 3 shows an overview of these transitions.
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Table 3 — Transitions of DTM states

Start state End state Trigger Condition
Initial state Configured Initialize
Configured Communication allowed EnableCommunication(T Communication
RUE) infrastructure available to
DTM
Communication allowed Configured EnableCommunication(FA
LSE)
Configured Final state Terminate

4.11.2 ‘Communication allowed’ sub-states

This state machine describes the sub-states in the DTM state ‘communication allowed’ (see
Figure 24).

not connected

disconnecting

connecting

connected

IEC

Figure 24 — Substates of communication allowed
Table 4 provides a description of the transitions of the DTM ‘communication allowed’ sub-states.

Table 4 — Transitions of DTM ‘communication allowed’ sub states

Start state

End state

Trigger

Condition

Action

‘not connected’

‘connecting’

Trigger of Online
service of the DTM

Connect Request

‘connecting’ ‘not connected’ Connection could
not be established
‘connecting’ ‘connected’ Connect Response
‘connected’ ‘not connected’ Connection is
terminated by
communication
‘connected’ ‘disconnecting’ Online service of Disconnect service

DTM is finished

‘disconnecting’

‘connected’

Connection could
not be terminated

‘disconnecting’

‘disconnected’

Disconnect
Response

Full document details: DIN EN 62453-2:2017-11

Documents

Document Sharing Hub


http://www.avadocuments.com/doc/din-en-62453-2-2017-11
http://www.avadocuments.com/doc/din-en-62453-2-2017-11

DIN EN 62453-2:2017-11

EN 62453-2:2017

4.12 Basic operation phases
4.12.1 Roles and access rights

When a DTM is started by the Frame Application, the user role is passed to the DTM, which shall
restrict the parameter access according to the role.

Also the availability of functions and appearance of user interfaces may be adapted.

Examples:

e an observer will not get access to calibration functions;

e an observer shall not modify parameters.

See 5.2.

4.12.2 Operation phases

If a Frame Application requests available functions from the DTM, it passes the operation phase,
which shall be used by a DTM to adapt the availability of functions and the appearance of the user
interface.

There are five operation phases:

e Engineering
— planning and configuring of a plant,
— no online access to the plant;

e Commissioning, workshop

installing the plant infrastructure and the devices,
— scanning the network to verify a planned network,
— downloading project data into the plant,

— programming, diagnosis of the devices,

— adjusting parameters;

e Runtime

the plant is completely commissioned and running,

very restricted access to configuration and parameterization data,

scan to verify the network,

replacing defect devices,

reading process values and diagnosis information;
e Service

— this operation phase is used for service tool Frame Applications.
Scan to create a topology. Scan to verify a network. All service related operations.
Unrestricted access to the device;

e Not supported
— the application does not support the operation phases defined above,
— a DTM shall offer all functions if the Frame Application passes “not supported”.

The following table (see Table 5) describes the usage of operation phases in different Frame
Application types.
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Table 5 — Operation phases

System Frame Application Service tool Frame Application Other Frame Applications

Engineering Service notSupported

Commissioning

Runtime

For example the DTM may allow the maintenance actor during the commissioning phase access to
Online Parameterization for the complete parameter set, but during the runtime phase it may not
allow it or it may allow Online Parameterization only for some of its parameters

4.13 FDT version interoperability
4.13.1 Version interoperability overview

FDT is a component based concept, which is constantly enhanced to new improved versions. In
contrast, control system environments typically run for 10 years to 15 years. If hardware and
software components in a control system have to be exchanged, a mixture of components designed
for different FDT versions may emerge.

This raises the question, how components based on different FDT versions can cooperate.

Subclause 4.13 mainly deals with two topics concerning FDT version interoperability:

a) Persistence

New versions of FDT components (Frame Applications and DTMs) shall be able to load instance
data of older versions.

b) Component Interoperability

Components of different FDT versions (within one implementation technology) shall interoperate
properly. DTMs of newer FDT versions shall run in older Frame Applications and vice versa.
Communication shall work even if FDT versions of Device DTMs and Communication DTMs
differ. Interaction between these components is technology dependent and therefore details are
defined within IEC 62453-4z documents.

A limiting condition for future FDT enhancements is to ensure maximum compatibility of different
FDT versions. This results in a maximum interoperability of FDT components originally designed
for different FDT versions.

Within IEC 62453-4z documents, version interoperability on two different levels is considered:
1) Specification Level

The FDT specification targets full compatibility of different versions of the standard. Properly
designed FDT components will achieve compatibility without extra implementations.

2) Implementation Level

Within IEC 62453-4z documents the FDT version is composed by a major, a minor, a release
and a build number (e.g. 1.2.0.3 where 1 is the major, 2 is the minor number, 0 the release
and 3 the build number).

Compatibility is defined slightly differently with respect to the major number:

— compatibility between FDT components with the same FDT major version number is
assured by the IEC 62453-4z specification,;

— compatibility between FDT components with different FDT minor, release and build
version numbers can be achieved by extra code paths. FDT specification will provide
needed information and mechanisms to support full compatibility at this level. The minor
or release number is increased if new functionality, dependent of its appropriate
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importance, is added to the FDT specification. The build number is increased if a bugfix
within the specification or the type library is necessary.

4.13.2 DTM and device versions

When providing a new DTM for a new major FDT version, it is highly recommended to use new
registration information (see 7.2.2). If the registration information of a DTM has changed, FDT
IEC 62453-4z will provide a mechanism to upgrade to the newer.

Within its device catalog, a new DTM version is able to provide the same list or a subset of the
devices of the old DTM version. In this case, an FDT Frame Application will handle the two versions
of a DTM as any other DTMs able to handle the same field device as two distinguished DTMs.

A DTM of a higher FDT version which does not use new registration information shall support at
least all DTM Device Types that were supported by previous versions of this DTM.

4.13.3 Persistence

If the version of the Frame Application changes or if the version of the DTM changes, then
persistence (loading of stored projects) may be a problem.

A Frame Application shall be able to load old instance data and to provide the unchanged instance
data to the DTM even if the DTM version has changed. A DTM shall be able to load old instance
data as long as the registration information of the DTM does not change. If registration information
of a DTM has been changed, FDT specification provides a technology dependent mechanism to
upgrade to the newer DTM defined within IEC 62453-4z documents. In this way, it is possible to load
an existing old instance data of a DTM into another DTM object. The new DTM is responsible to
convert the instance data accordingly.

A new DTM shall provide information on what DTM instance data it can load (compatibility of
dataset). It shall support all DTM Device Types of the old DTM. If the Frame Application recognizes
the new DTM, it may inform the user (e.g. “A new compatible DTM was installed, do you want to use
the new version instead of the old version?”). If the user confirms that the new DTM object is
instantiated instead of the old, it loads and converts the old instance data.

4.13.4 Nested communication
4.13.4.1 Nested communication overview

Since DTMs may be chained with respect to the FDT topology, they need to communicate properly.
Because the involved DTMs may support different FDT versions, the following restrictions shall be
considered.

4.13.4.2 Information exchange

Information exchanged via communication services may contain version dependent parameters.

Therefore, a DTM shall only use communication service parameters according to the FDT version of
its parent component. This version information of the parent component shall be provided within the
service Connect (see 7.6.1.2) response information. A DTM shall then use only communication
parameters compatible with this FDT version.

4.13.4.3 Communication Channel upgrade

A Communication Channel shall support the older FDT minor versions if it is upgraded to a higher
minor version. This is due to the fact that some of its already existing children may not support the
higher minor version interfaces.
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