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Beginn der Giltigkeit

Die von CENELEC am 2009-08-01 angenommene EN 62453-302 gilt als DIN-Norm ab 2010-02-01.

Nationales Vorwort

Vorausgegangener Norm-Entwurf: E DIN IEC 62453-302:2008-02.

FUr diese Norm ist das nationale Arbeitsgremium K956 ,Feldbus“ der DKE Deutsche Kommission
Elektrotechnik Elektronik Informationstechnik im DIN und VDE (www.dke.de) zustandig.

Die enthaltene IEC-Publikation wurde vom SC 65E ,System: engineering and management” erarbeitet.

Das IEC-Komitee hat entschieden, dass der Inhalt dieser Publikation bis zu dem Datum (maintenance result
date) unverandert bleiben soll, das auf der IEC-Website unter ,http://webstore.iec.ch” zu dieser Publikation
angegeben ist. Zu diesem Zeitpunkt wird entsprechend der Entscheidung des Komitees die Publikation
bestatigt,

zurtckgezogen,

durch eine Folgeausgabe ersetzt oder

geandert.

Diese Norm enthalt eine Schnittstellenfestlegung fiir Entwickler von FDT-Programmbausteinen, um Daten-
zugriff und Programmablauf in einer Client-Server-Architektur zu entwerfen. Das vorliegende Schriftstlick
beschreibt die Integration des CIP-Protokolls (DIN EN 61158-5-2 und DIN EN 61158-6-2) in die FDT-
Spezifikationen nach DIN EN 62453-2.

Da sich die Benutzer der vorliegenden Norm der englischen Sprache als Fachsprache bedienen, wird die
Englische Fassung der EN 62453-302 verdffentlicht. Fir die meisten der verwendeten Begriffe existieren
keine gebrauchlichen deutschen Benennungen, da sich die deutschen Anwender in der Regel ebenfalls der
englischen Benennungen bedienen. Diese Norm steht nicht in unmittelbarem Zusammenhang mit
Rechtsvorschriften und ist nicht als Sicherheitsnorm anzusehen.

Das Prasidium des DIN hat mit Prasidialbeschluss 1/2004 festgelegt, dass DIN-Normen, deren Inhalt sich auf
internationale Arbeitsergebnisse der Informationsverarbeitung griindet, unter bestimmten Bedingungen allein
in englischer Sprache verdffentlicht werden durfen. Diese Bedingungen sind fir die vorliegende Norm erfullt.

Fir den Fall einer undatierten Verweisung im normativen Text (Verweisung auf eine Norm ohne Angabe des
Ausgabedatums und ohne Hinweis auf eine Abschnittsnummer, eine Tabelle, ein Bild usw.) bezieht sich die
Verweisung auf die jeweils neueste gultige Ausgabe der in Bezug genommenen Norm.

Fir den Fall einer datierten Verweisung im normativen Text bezieht sich die Verweisung immer auf die in
Bezug genommene Ausgabe der Norm.

Der Zusammenhang der zitierten Normen mit den entsprechenden Deutschen Normen ergibt sich, soweit ein
Zusammenhang besteht, grundsatzlich Uber die Nummer der entsprechenden |IEC-Publikation. Beispiel:
IEC 60068 ist als EN 60068 als Europaische Norm durch CENELEC tbernommen und als DIN EN 60068 ins
Deutsche Normenwerk aufgenommen.
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This European Standard was approved by CENELEC on 2009-08-01. CENELEC members are bound to
comply with the CEN/CENELEC Internal Regulations which stipulate the conditions for giving this European
Standard the status of a national standard without any alteration.

Up-to-date lists and bibliographical references concerning such national standards may be obtained on
application to the Central Secretariat or to any CENELEC member.

This European Standard exists in three official versions (English, French, German). A version in any other
language made by translation under the responsibility of a CENELEC member into its own language and
notified to the Central Secretariat has the same status as the official versions.

CENELEC members are the national electrotechnical committees of Austria, Belgium, Bulgaria, Cyprus, the
Czech Republic, Denmark, Estonia, Finland, France, Germany, Greece, Hungary, Iceland, Ireland, ltaly,
Latvia, Lithuania, Luxembourg, Malta, the Netherlands, Norway, Poland, Portugal, Romania, Slovakia,
Slovenia, Spain, Sweden, Switzerland and the United Kingdom.
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Foreword

The text of document 65E/126/FDIS, future edition 1 of IEC 62453-302, prepared by SC 65E, Devices and
integration in enterprise systems, of IEC TC 65, Industrial-process measurement, control and automation,
was submitted to the IEC-CENELEC parallel vote and was approved by CENELEC as EN 62453-302 on
2009-08-01.

Each part of the EN 62453-3xy series is intended to be read in conjunction with EN 62453-2.

The following dates were fixed:

— latest date by which the EN has to be implemented
at national level by publication of an identical
national standard or by endorsement (dop) 2010-05-01

— latest date by which the national standards conflicting
with the EN have to be withdrawn (dow) 2012-08-01

Annex ZA has been added by CENELEC.

Endorsement notice

The text of the International Standard IEC 62453-302:2009 was approved by CENELEC as a European
Standard without any modification.
In the official version, for Bibliography, the following notes have to be added for the standards indicated:

[2] IEC 61131-3 NOTE Harmonized as EN 61131-3:2003 (not modified).

[4] IEC/TR 62453-41 NOTE Harmonized as CLC/TR 62453-41:2009 (not modified).

[5] IEC/TR 62453-502  NOTE Harmonized as CLC/TR 62453-502:2009 (not modified).
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INTRODUCTION

This part of IEC 62453 is an interface specification for developers of FDT (Field Device Tool)
components for function control and data access within a client/server architecture. The
specification is a result of an analysis and design process to develop standard interfaces to facilitate
the development of servers and clients by multiple vendors that need to interoperate seamlessly.

With the integration of fieldbusses into control systems, there are a few other tasks which need to be
performed. In addition to fieldbus- and device-specific tools, there is a need to integrate these tools
into higher-level system-wide planning- or engineering tools. In particular, for use in extensive and
heterogeneous control systems, typically in the area of the process industry, the unambiguous
definition of engineering interfaces that are easy to use for all those involved is of great importance.

A device-specific software component, called DTM (Device Type Manager), is supplied by the field
device manufacturer with its device. The DTM is integrated into engineering tools via the FDT
interfaces defined in this specification. The approach to integration is in general open for all kinds of
fieldbusses and thus meets the requirements for integrating different kinds of devices into
heterogeneous control systems.

Figure 1 shows how IEC 62453-302 is aligned in the structure of the IEC 62453 series.
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Figure 1 — Part 302 of the IEC 62453 series

Documentg,

Document Sharing Hub

Full document details: DIN EN 62453-302:2010-02


http://www.avadocuments.com/doc/din-en-62453-302-2010-02
http://www.avadocuments.com/doc/din-en-62453-302-2010-02

DIN EN 62453-302:2010-02
EN 62453-302:2009

FIELD DEVICE TOOL (FDT) INTERFACE SPECIFICATION -

Part 302: Communication profile integration —
IEC 61784 CPF 2

1 Scope

Communication Profile Family 2 (commonly known as CIP™ 1) defines communication profiles based
on |EC 61158-2 Type 2, IEC 61158-3-2, IEC 61158-4-2, IEC 61158-5-2, IEC 61158-6-2, and
IEC 62026-3. The basic profiles CP 2/1 (ControlNet™2), CP 2/2 (EtherNet/IP™3), and CP 2/3
(DeviceNet™1) are defined in IEC 61784-1 and IEC 61784-2. An additional communication profile
(CompoNet™1) also based on CIP™, is defined in [14].

This part of IEC 62453 provides information for integrating the CIP™ technology into the FDT
interface specification (IEC 62453-2).

This part of IEC 62453 specifies communication and other services.

This specification neither contains the FDT specification nor modifies it.

2 Normative references

The following referenced documents are indispensable for the application of this document. For
dated references, only the edition cited applies. For undated references, the latest edition of the
referenced document (including any amendments) applies.

IEC 61158-2, Industrial communication networks — Fieldbus specifications — Part 2: Physical layer
specification and service definition

IEC 61158-3-2, Industrial communication networks — Fieldbus specifications — Part 3-2: Data-link
layer service definition — Type 2 elements

IEC 61158-4-2, Industrial communication networks — Fieldbus specifications — Part 4-2: Data-link
layer protocol specification — Type 2 elements

IEC 61158-5-2:2007, Industrial communication networks — Fieldbus specifications — Part 5-2:
Application layer service definition — Type 2 elements

1 cipm (Common Industrial Protocol), DeviceNet™ and CompoNet™ are trade names of Open DeviceNet Vendor
Association, Inc (ODVA). This information is given for the convenience of users of this document and does not
constitute an endorsement by IEC of the trade name holder or any of its products. Compliance to this standard does not
require use of the trade names CIP™, DeviceNet™ or CompoNet™. Use of the trade names CIP™, DeviceNet™ or
CompoNet™ requires permission of Open DeviceNet Vendor Association,Inc.

2 ControlNet™ is a trade name of ControlNet International, Ltd. This information is given for the convenience of users of
this document and does not constitute an endorsement by IEC of the trademark holder or any of its products.
Compliance to this profile does not require use of the trade name ControlNet™. Use of the trade name ControlNet™
requires permission of ControlNet International, Ltd.

3 EtherNet/IP™ is a trade name of ControlNet International, Ltd. and Open DeviceNet Vendor Association, Inc. This
information is given for the convenience of users of this document and does not constitute an endorsement by IEC of
the trademark holder or any of its products. Compliance to this profile does not require use of the trade name
EtherNet/IP™. Use of the trade name EtherNet/IP™ requires permission of either ControlNet International, Ltd. or Open
DeviceNet Vendor Association, Inc.
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IEC 61158-6-2:2007, Industrial communication networks — Fieldbus specifications — Part 6-2:
Application layer protocol specification — Type 2 elements

IEC 61784-1, Industrial communication networks — Profiles — Part 1: Fieldbus profiles

IEC 61784-2, Industrial communication networks — Profiles — Part 2: Additional fieldbus profiles for
real-time networks based on ISO/IEC 8802-3

IEC 61784-3-2:2007, Industrial communication networks — Profiles — Part 3-2: Functional safety
fieldbuses — Additional specifications for CPF 2

IEC 62026-3, Low-voltage switchgear and controlgear — Controller-device interfaces (CDIs) — Part 3:
DeviceNet

IEC 62453-1:2009, Field Device Tool (FDT) interface specification — Part 1: Overview and
guidance

IEC 62453-2:2009, Field Device Tool (FDT) interface specification — Part 2: Concepts and detailed
description

ISO/IEC 19501:2005, Information technology — Open Distributed Processing — Unified Modeling
Language (UML) Version 1.4.2

ISO 15745-2:2003, Industrial automation systems and integration — Open systems application
integration framework — Part 2: Reference description for ISO 11898-based control systems

ISO 15745-3:2003, Industrial automation systems and integration — Open systems application
integration framework — Part 3: Reference description for IEC 61158-based control systems

3 Terms, definitions, symbols, abbreviated terms and conventions

3.1 Terms and definitions

For the purposes of this document, the terms and definitions given in IEC 62453-1 and IEC 62453-2
apply.

3.2 Symbols and abbreviated terms

For the purposes of this document, the symbols and abbreviations given in IEC 62453-1,
IEC 62453-2 and the following apply.

cipm™ Common Industrial Protocol

CP Communication Profile [IEC 61784-1]
CPF Communication Profile Family [IEC 61784-1]
EDS Electronic Data Sheet [ISO 15745]
UML Unified Modelling Language [ISO/IEC 19501]

3.3 Conventions
3.3.1 Data type names and references to data types

The conventions for naming and referencing of data types are explained in IEC 62453-2 Clause A.1
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3.3.2 Vocabulary for requirements
The following expressions are used when specifying requirements.
Usage of “shall” or “mandatory” No exceptions allowed.

Usage of “should” or “recommended” Strong recommendation. It may make sense in
special exceptional cases to differ from the
described behavior.

Usage of “can’ or “optional’ Function or behavior may be provided,
depending on defined conditions.

4 Bus category

IEC 61784 CPF 2 protocol is identified in the protocolld element of the structured data type
'fdt:BusCategory' by the following unique identifiers, as specified in Table 1.

Table 1 — Protocol identifiers

Identifier value Protocolld name Description
19B91472-EDB9-4e8c-BB61-516EEC79C1C0 ‘CIP DeviceNet’ Support for CP 2/3 (DeviceNet)
6CD80F51-019D-4e60-AEAC-B10144943B4B ‘CIP EthernetIP’ Support for CP 2/2 (EtherNet/IP)
C290CE23-62EA-478c-97F2-97TEFEC602E05 ‘CIP ControlNet’ Support for CP 2/1 (ControlNet)
089BB2BC-B75A-11DB-8314-0800200C9A66 ‘CIP CompoNet’ Support for CompoNet

5 Access to instance and device data

The services InstanceDatalnformation and DeviceDatalnformation shall provide access at least to all
parameters defined in the Params section of the EDS.

6 Protocol specific behavior
IEC 61784 CPF 2 protocol has specific requirements related to configuration of fieldbus masters.

It is very important to keep both data provider and consumer synchronized. Therefore data provider
shall be informed if the provided data has been modified. For instance, in case the provided data is
modified by the scanner/master DTM, then the slave/adapter DTM shall be provided with the new
data set.

NOTE For a description of data exchange between DTMs, see 6.3 of IEC 62453-2 (Configuration of fieldbus master or
communication scheduler).

7 Protocol specific usage of general data types

Table 2 shows how general data types, defined in IEC 62453-2 within the namespace ‘fdt’, are used
with [EC 61784 CPF 2 devices.

According to IEC 62453-2, at least one set of semantic information (one per supported fieldbus
protocol) shall be provided for each accessible data object, using the ‘Semanticinformation’ general
data type. The corresponding data type ‘applicationDomain’ shall have the value “FDT_CIP” and the
data type ‘semanticld’ shall have an appropriate value, as specified in Table 2).
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Table 2 - Protocol specific usage of general data types

Data type Description for use

fdt:address

The “address” data type is not mandatory for the exposed parameters in
the DTMs. But if the address will be used, the string shall be
constructed according to the rules of the semanticld. That means the
data type “semanticld” is always the same as the data type “address”

fdt:protocolld

See Clause 4.

fdt:deviceTypeld

As defined in Identity object (see 6.2.1.2.2 of IEC 61158-5-2)

fdt:deviceTypelnformation

shall be provided here.

NOTE The EDS information is accessible via
« IDtmParameter::GetParameters()
» IDtmInformation::Getlnformation()

A CIP DTM shall provide the path to the device specific EDS file with
this data type. For DTM certification, the path to the certified EDS file

fdt:deviceTypelnformationPath

‘deviceTypelnformation’

URL notation.

type.

therefore it shall not be provided if DTM is running in FDT
based Frame Applications

Path to the EDS file which is also provided via the attribute

The attribute contains full path to the EDS file including the file name in

For CIP devices, it is mandatory to provide information for this data

This attribute is specific to FDT 1.2.1(see IEC 62453-2 and [8]),

1.2 (see [7])

fdt:manufacturerld

As defined in Identity object (see 6.2.1.2.2 of IEC 61158-5-2)

fdt:semanticld

fdt:applicationDomain

The applicationDomain is: FDT_CIP.

information:

The semanticld is: CLASSxx.INSTANCEyy.ATTRIBUTEzz
xx classld

yy instanceld

zz attributeld

XX, Yy, zz are based on decimal format without leading ‘0’.

out. In this case, the semanticld is:
CLASSxx.INSTANCEyy

The data that is contained in the objects are addressable via classld,
instanceld and attributeld. This data may be variables or composed
blocks of data. The semanticlD is directly based on the CIP address

Since ‘ATTRIBUTE’ is conditional in CIP in certain cases, it can be left

fdt:tag

context of channel data)

CIP assembly, parameter name or name of a I/O connection (in the

8 Protocol specific common data types

Table 3 and Table 4 specify the protocol specific common data types, which are used in the
definition of other data types.

The data types described in this clause are defined for following namespace:

Namespace:
Table 3 — Simple protocol specific common data types
Data type Definition Description
attributeld USINT CIP attribute identifier
bitOffset UDINT Bit offset of a parameter in an assembly
cipStatus UINT cipStatus represents the Status (attribute 5) of
the Identity object. See 6.2.1.2.2 of
IEC 61158-5-2
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