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Anwendungsbeginn

Anwendungsbeginn fir die von CENELEC am 2016-07-19 angenommene Europdische Norm als DIN-Norm
ist 2018-07-01.

Fir DIN EN 62453-309:2010-02 besteht eine Ubergangsfrist bis 2020-12-08.
Nationales Vorwort

Vorausgegangener Norm-Entwurf: E DIN EN 62453-300:2014-06.

Fir dieses Dokument ist das nationale Arbeitsgremium K 956 ,Industrielle Kommunikation® der
DKE Deutsche Kommission Elektrotechnik Elektronik Informationstechnik in DIN und VDE (www.dke.de)
zustandig.

Die enthaltene IEC-Publikation wurde vom SC 65E ,Devices and integration in enterprise systems*® erarbeitet.

Das IEC-Komitee hat entschieden, dass der Inhalt dieser Publikation bis zu dem Datum (stability date)
unverandert bleiben soll, das auf der IEC-Website unter ,http://webstore.iec.ch® zu dieser Publikation
angegeben ist. Zu diesem Zeitpunkt wird entsprechend der Entscheidung des Komitees die Publikation
bestatigt,

zurlickgezogen,

durch eine Folgeausgabe ersetzt oder

geandert.

Fir den Fall einer undatierten Verweisung im normativen Text (Verweisung auf ein Dokument ohne Angabe
des Ausgabedatums und ohne Hinweis auf eine Abschnittsnummer, eine Tabelle, ein Bild usw.) bezieht sich
die Verweisung auf die jeweils aktuellste Ausgabe des in Bezug genommenen Dokuments.

Fiar den Fall einer datierten Verweisung im normativen Text bezieht sich die Verweisung immer auf die in
Bezug genommene Ausgabe des Dokuments.

Der Zusammenhang der zitieten Dokumente mit den entsprechenden deutschen Dokumenten ergibt sich,
soweit ein Zusammenhang besteht, grundsatzlich tUber die Nummer der entsprechenden IEC-Publikation.
Beispiel: IEC 60068 ist als EN 60068 als Europaische Norm durch CENELEC Ubernommen und als
DIN EN 60068 ins Deutsche Normenwerk aufgenommen.

Das Prasidium des DIN hat mit Prasidialbeschluss 1/2004 festgelegt, dass DIN-Normen, deren Inhalt sich auf
internationale Arbeitsergebnisse der Informationsverarbeitung griindet, unter bestimmten Bedingungen allein
in englischer Sprache veroffentlicht werden dirfen. Diese Bedingungen sind fiir die vorliegende Norm erfilllt.
Da sich die Benutzer der vorliegenden Norm der englischen Sprache als Fachsprache bedienen, wird die
Englische Fassung der EN 62453-309 veroffentlicht. Zu deren Einleitung, Abschnitt 1 und Abschnitt 3, der die
Begriffe und Abkirzungen festlegt, wurde eine Ubersetzung angefertigt und als informativer Nationaler
Anhang NA der vorliegenden Norm hinzugefiigt. Fir die meisten der verwendeten Begriffe existieren keine
gebrauchlichen deutschen Benennungen, da sich die deutschen Anwender in der Regel ebenfalls der
englischen Benennungen bedienen. Diese Norm steht nicht in unmittelbarem Zusammenhang mit Rechts-
vorschriften und ist nicht als Sicherheitsnorm anzusehen.

Das Original-Dokument enthalt Bilder in Farbe, die in der Papierversion in einer Graustufen-Darstellung
wiedergegeben werden. Elektronische Versionen dieses Dokuments enthalten die Bilder in der originalen
Farbdarstellung.

Jeder Teil der Reihe IEC 62453-3xy ist zusammen mit IEC 62453-2 anzuwenden.
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Anderungen

Gegentiiber DIN EN 62453-309:2010-02 wurden folgende Anderungen vorgenommen:

a) Verbesserte Unterstitzung fir die Aktualisierung des HART-Protokoll (siehe 6.7 und aktualisierte
Datentypen in den Abschnitten 9, 10 und 12);

b) Unterstiitzung der Einfiihrung der Technologie nach IEC/TR 62453-42 (siehe Abschnitt 4).

Frithere Ausgaben
DIN EN 62453-309: 2010-02

Nationaler Anhang NA
(informativ)

Auszugsweise Ubersetzung™"

Einleitung

Dieser Teil von IEC 62453 ist eine Schnittstellenspezifikation fir Entwickler von Komponenten von
Feldgerate-Tools (FDT, en: Field Device Tool) fur die Steuerfunktion und den Datenzugriff innerhalb einer
Client/Server-Architektur. Diese Spezifikation ist das Ergebnis eines Analyse- und Gestaltungsprozesses zur
Entwicklung von Standardschnittstellen, um die Entwicklung von Servern und Clients mit erforderlicher
nahtloser Interoperabilitat von verschiedenen Anbietern zu erleichtern.

Mit der Integration von Feldbussen in Steuersysteme miissen noch einige andere Aufgaben durchgefihrt
werden. Zusatzlich zu feldbus- und geratespezifischen Tools besteht der Bedarf, diese Tools in Uberge-
ordneten systemweiten Planungs- oder Engineering-Tools zu integrieren. Insbesondere zur Verwendung in
umfassenden und heterogenen Steuerungssystemen, Ublicherweise im Bereich der verfahrenstechnischen
Industrie, ist die eindeutige Definition einfach zu bedienender Engineering-Schnittstellen fur alle Beteiligten
von grofder Bedeutung.

Eine DTM (Geratetypmanager, en: Device Type Manager) genannte geratespezifische Softwarekomponente
wird vom Feldgeratehersteller mit seinem Gerat bereitgestellt. Der DTM wird Gber die in dieser Spezifikation
festgelegten FDT-Schnittstellen in Engineering-Tools integriert. Der Integrationsansatz ist im Allgemeinen fir
alle Arten von Feldbussen offen und erfiillt daher die Anforderungen zur Integration verschiedener
Geratearten in heterogene Steuerungssysteme.

Bild 1 stellt dar, wie IEC 62453-309 in die Struktur der Normenreihe IEC 62453 eingebunden ist.

NV Nationale Fulnote: Die Nummerierung aus IEC 622453-309:2016-06 wurde beibehalten.
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Teil 309:

Integration von
Kommunikationsprofilen =
Kommunikationsprofilfamilie
(CPF) 9 nach IEC 61784

Bild 1 — Teil 309 der Normenreihe IEC 62453

1 Anwendungsbereich

Die Kommunikationsprofilfamilie 9 (gemeinhin als HART®" bekannt) legt Kommunikationsprofile nach
IEC 61158-5-20 und IEC 61158-6-20 fest. Das Grundprofil CP 9/1 wird in IEC 61784-1 festgelegt.

Dieser Teil der IEC 62453 enthalt Informationen zur Integration von HART®-Technologie in die FDT-Norm
(IEC 62453-2).

Dieser Teil der IEC 62453 legt Kommunikations- und andere Dienste fest.

Weder enthélt diese Norm die FDT-Spezifikation, noch andert sie diese.

3 Begriffe, Symbole, Abkiirzungen und Konventionen

3.1 Begriffe

Fur die Anwendung dieses Dokuments gelten die Begriffe nach IEC 62453-1 und IEC 62453-2 und die
folgenden Begriffe.

3.11

Burst-Modus

Modus, bei dem das Feldgerat ohne Anforderungstelegramm von einem Master Antworttelegramme
generiert

V' HART® ist die Handelsbezeichnung des von der HART Communication Foundation angebotenen Produkts. Diese

Angabe dient zur Orientierung der Anwender dieses Dokuments und stellt keine Empfehlung des genannten Produkts
durch IEC dar. Gleichwertige Produkte diirfen verwendet werden, wenn sie nachweisbar zu den gleichen Ergebnissen
fihren kénnen.
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3.2 Abkirzungen

Fir die Anwendung dieses Dokuments gelten die Abklrzungen nach ISO 62453-1, IEC 62453-2 sowie die
folgenden Abklrzungen.

BACK Burst-Quittierung (en: Burst ACKnowledge)

C8PSK koharente 8-Phasenumtastung (en: Coherent 8-way Phase Shift Keying),
HART-Kommunikationsschicht nach HCF_SPEC-60, Uberarbeitung 1.0

DR verzogerte Antwort (en: Delayed Response)

EDD elektronische Geratebeschreibung (en: Electronic Device Description)

FSK Frequenzumtastung (en: Frequency Shift Keying),
HART-Kommunikationsschicht nach HCF_SPEC-54, Uberarbeitung 8.1

HART busadressierter Feldmessumformer (en: Highway Addressable Remote Transducer)

3.3 Konventionen
3.31 Bezeichnungen fiir Datentypen und Referenzierung von Datentypen

Die Konventionen fur die Bezeichnung und Referenzierung von Datentypen werden in IEC 62453-2:—,
Abschnitt A.1 erlautert.

3.3.2 Begriffe fur Anforderungen

Die folgenden Ausdriicke werden bei der Festlegung von Anforderungen verwendet.

Verwendung von ,mussen“ oder ,verpflichtend® Es sind keine Ausnahmen zulassig.

Verwendung von ,sollten® oder ,empfohlen® Starke Empfehlung. Es kann sinnvoll sein, in besonderen
Ausnahmefallen vom beschriebenen Verhalten abzu-
weichen.

Verwendung von ,kann“ oder ,optional® Die Funktion oder das Verhalten kann in Abhangigkeit

von den festgelegten Bedingungen vorgegeben sein.

3.3.3 Verwendung von UMLs

Bilder in diesem Dokument verwenden die UML-Notation nach IEC 62453-1:—, Anhang A.

Documents

Document Sharing Hub

Full document details: DIN EN 62453-309:2018-07


http://www.avadocuments.com/doc/din-en-62453-309-2018-07
http://www.avadocuments.com/doc/din-en-62453-309-2018-07

DIN EN 62453-309:2018-07

— Leerseite —

6 Documents

Document Sharing Hub

Full document details: DIN EN 62453-309:2018-07


http://www.avadocuments.com/doc/din-en-62453-309-2018-07
http://www.avadocuments.com/doc/din-en-62453-309-2018-07

EUROPEAN STANDARD EN 62453-309
NORME EUROPEENNE
EUROPA'SCHE NORM December 2017

ICS 25.040.40; 35.100.05; 35.110 Supersedes EN 62453-309:2009

English Version

Field device tool (FDT) interface specification —
Part 309: Communication profile integration — IEC 61784 CPF 9
(IEC 62453-309:2016)

Spécification des interfaces des outils des dispositifs de Field Device Tool (FDT)-Schnittstellenspezifikation —
terrain (FDT) — Partie 309: Intégration des profils de Teil 309: Integration von Kommunikationsprofilen —
communication — CPF 9 de I'lEC 61784 Kommunikationsprofilfamilie (CPF) 9 nach IEC 61784
(IEC 62453-309:2016) (IEC 62453-309:2016)

This European Standard was approved by CENELEC on 2016-07-19. CENELEC members are bound to comply with the CEN/CENELEC
Internal Regulations which stipulate the conditions for giving this European Standard the status of a national standard without any alteration.

Up-to-date lists and bibliographical references concerning such national standards may be obtained on application to the CEN-CENELEC
Management Centre or to any CENELEC member.

This European Standard exists in three official versions (English, French, German). A version in any other language made by translation
under the responsibility of a CENELEC member into its own language and notified to the CEN-CENELEC Management Centre has the
same status as the official versions.

CENELEC members are the national electrotechnical committees of Austria, Belgium, Bulgaria, Croatia, Cyprus, the Czech Republic,
Denmark, Estonia, Finland, Former Yugoslav Republic of Macedonia, France, Germany, Greece, Hungary, Iceland, Ireland, Italy, Latvia,
Lithuania, Luxembourg, Malta, the Netherlands, Norway, Poland, Portugal, Romania, Serbia, Slovakia, Slovenia, Spain, Sweden,
Switzerland, Turkey and the United Kingdom.

CENELEC

European Committee for Electrotechnical Standardization
Comité Européen de Normalisation Electrotechnique
Europdisches Komitee fiir Elektrotechnische Normung

CEN-CENELEC Management Centre: Rue de la Science 23, B-1040 Brussels

© 2017 CENELEC All rights of exploitation in any form and by any means reserved worldwide for CENELEC Members.
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European foreword

The text of document 65E/336/CDV, future edition 1 of IEC 62453-309:2016, prepared by SC 65E "Devices
and integration in enterprise systems", of IEC/TC 65 "Industrial-process measurement, control and
automation" was submitted to the IEC-CENELEC parallel vote and approved by CENELEC as EN 62453-

309:2017.

The following dates are fixed:

2018-06-08

+ latest date by which this document has

to be implemented at national level by
publication of an identical national

standard or by endorsement

» latest date by which the national
standards conflicting with this
document have to be withdrawn

2020-12-08

Attention is drawn to the possibility that some of the elements of this document may be the subject of patent

rights. CENELEC shall not be held responsible for identifying any or all such patent rights.

Endorsement notice

The text of the International Standard IEC 62453-309:2016 was approved by CENELEC as a European

Standard without any modification.
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INTRODUCTION

This part of IEC 62453 is an interface specification for developers of FDT (Field Device Tool)
components for function control and data access within a client/server architecture. The
specification is a result of an analysis and design process to develop standard interfaces to facilitate
the development of servers and clients by multiple vendors that need to interoperate seamlessly.

With the integration of fieldbusses into control systems, there are a few other tasks which need to be
performed. In addition to fieldbus- and device-specific tools, there is a need to integrate these tools
into higher-level system-wide planning or engineering tools. In particular, for use in extensive and
heterogeneous control systems, typically in the area of the process industry, the unambiguous
definition of engineering interfaces that are easy to use for all those involved is of great importance.

A device-specific software component, called DTM (Device Type Manager), is supplied by the field
device manufacturer with its device. The DTM is integrated into engineering tools via the FDT
interfaces defined in this specification. The approach to integration is in general open for all kind of
fieldbusses and thus meets the requirements for integrating different kinds of devices into
heterogeneous control systems.

Figure 1 shows how IEC 62453-309 is aligned in the structure of the IEC 62453 series.

IEC

Figure 1 — Part 309 of the IEC 62453 series
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FIELD DEVICE TOOL (FDT) INTERFACE SPECIFICATION -

Part 309: Communication profile integration -
IEC 61784 CPF 9

1 Scope

Communication Profile Family 9 (commonly known as HART®1) defines communication profiles
based on IEC 61158-5-20 and IEC 61158-6-20. The basic profile CP 9/1 is defined in IEC 61784-1.

This part of IEC 62453 provides information for integrating the HART® technology into the FDT
standard (IEC 62453-2).

This part of the IEC 62453 specifies communication and other services.

This standard neither contains the FDT specification nor modifies it.

2 Normative references

The following documents, in whole or in part, are normatively referenced in this document and are
indispensable for its application. For dated references, only the edition cited applies. For undated
references, the latest edition of the referenced document (including any amendments) applies.

IEC 61158-5-20, Industrial communication networks — Fieldbus specifications — Part 5-20:
Application layer service definition — Type 20 elements

IEC 61158-6-20, Industrial communication networks - Fieldbus specifications - Part 6-20:
Application layer protocol specification — Type 20 elements

IEC 61784-1, Industrial communication networks — Profiles — Part 1: Fieldbus profiles
IEC 62453-1:-2, Field device tool (FDT) interface specification — Part 1: Overview and guidance

IEC 62453-2:—2, Field device tool (FDT) interface specification — Part 2: Concepts and detailed
description

3 Terms, definitions, symbols, abbreviated terms and conventions

3.1 Terms and definitions

For the purposes of this document, the terms and definitions given in IEC 62453-1 and IEC 62453-2,
as well as the following apply.

3.11

burst mode

mode in which the field device generates response telegrams without request telegram from the
master

1 HART ® is the trade name of the product supplied by HART Communication Foundation. This information is given for
convenience of users of this document and does not constitute an endorsement by IEC of the product named.
Equivalent products may be used if they can be shown to lead to the same results.

2 To be published concurrently with this standard.
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3.2 Abbreviated terms

For the purposes of this document, the abbreviations given in IEC 62453-1, IEC 62453-2, as well as

the following apply.

HART communication layer as defined in HCF_SPEC-60, Revision 1.0

BACK Burst ACKnowledge
C8PSK Coherent 8-way Phase Shift Keying,
DR Delayed Response
EDD Electronic Device Description
FSK Frequency Shift Keying,
HART communication layer as defined in HCF_SPEC-54, Revision 8.1
HART Highway Addressable Remote Transducer

3.3 Conventions

3.3.1 Data type names and references to data types

The conventions for naming and referencing of data types are explained in
Clause A.1.

3.3.2 Vocabulary for requirements

The following expressions are used when specifying requirements.

Usage of “shall” or “mandatory”

Usage of “should” or
“recommended”

No exceptions allowed.

described behaviour.
Usage of “can” or “optional”

Strong recommendation. It may make sense in
special exceptional cases to differ from the

Function or behaviour may be provided,

depending on defined conditions.

3.3.3 Use of UML

Figures in this document are using UML notation as defined in IEC 62453-1:—, Annex A.

4 Bus category

IEC 61784 CPF 9 protocol is identified
“fdt:BusCategory” by the following unique identifiers (see Table 1):

Table 1 — Protocol identifiers

in the protocolld element of structured data type

IEC 62453-2:—,

F4D6BD16DB8D

Identifier value Protocolid Display String Description
036D1498-387B-11D4-86E1- HART “HART” Support of IEC 61784 CPF 9
00E0987270B9 protocol
98503B8F-0FFB-4EB7-BB67- HART_FSK “HART FSK” Support of HART protocol over

FSK communication

74D29D22-F752-40EF-A747-
ACA72C791155

HART_Wireless

“HART Wireless”

Support of WirelessHART protocol

58001A08-C178-4A59-A76B-
9EF9111CB83D

HART_RS485

“HART RS485”

Support of HART protocol over
RS485 communication

EF708CB7-A2A1-42AF-890C-
15CEB680CC12

HART _Infrared

“HART Infrared”

Support of HART protocol over
Infrared communication

D122D172-FO0C7-4B03-965B-
512CD4C0871E

HART_IP

“HART IP”

Support of HART over IP protocol
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The “HART” protocol is maintained for backward compatibility only (e.g. for interaction with DTMs
according to IEC 62453-309 Ed.1.0). The other protocol identifiers provide a better support for
planning of network topologies and for establishment of connections between DTM and respective
device. For DTMs complying with this document support for one of the other protocols is mandatory.

Within this document the other protocols (HART_FSK, HART_Wireless, HART_RS485,
HART Infrared, HART _IP) are referenced as “Extended HART” protocols. (E.g. for definitions that
apply to all protocols except “HART”.)

Table 2 defines which PhysicalLayer can be used together with the BusCategory defined in Table 1.

Table 2 — Definition of PhysicalLayer

PhysicalLayer Id value

PhysicalLayer name value

Description

BAB2091A-COA7-4614-BODE-
FCC2709DCF5D

HART FSK Physical Layer

Support of HART FSK physical
layer

BO9F1A250-AC94-4487-8F25-A8F3F8F89DC5

WirelessHART Physical
Layer

Support of WirelessHART
physical layer

036D1591-387B-11D4-86E1-00E0987270B9

HART RS-485 Physical Layer

Support of HART devices using
RS-485 communication

AE4119EF-B9FD-429c-B244-134DB182296A

HART Infrared Physical
Layer

Support of HART devices using
infrared communication

307dd808-c010-11db-90e7-0002b3ecdcbe 10BASET
307dd809-c010-11db-90e7-0002b3ecdcbe 10BASETXHD
307dd80a-c010-11db-90e7-0002b3ecdcbe 10BASETXFD
307dd80b-c010-11db-90e7-0002b3ecdcbe 10BASEFLHD
307dd80c-c010-11db-90e7-0002b3ecdcbe 10BASEFLFD
307dd80d-c010-11db-90e7-0002b3ecdcbe 10BASEFXHD
307dd80e-c010-11db-90e7-0002b3ecdcbe 10BASEFXFD
307dd80f-c010-11db-90e7-0002b3ecdcbe 100BASETXHD
307dd810-c010-11db-90e7-0002b3ecdcbe 100BASETXFD
307dd811-c010-11db-90e7-0002b3ecdcbe 100BASEFXHD
307dd812-c010-11db-90e7-0002b3ecdcbe 100BASEFXFD
307dd813-c010-11db-90e7-0002b3ecdcbe 100BASELX10
307dd814-c010-11db-90e7-0002b3ecdcbe 100BASEPX10
307dd815-c010-11db-90e7-0002b3ecdcbe 1000BASEXHD
307dd816-c010-11db-90e7-0002b3ecdcbe 1000BASEXFD
307dd817-c010-11db-90e7-0002b3ecdcbe 1000BASELXHD
307dd818-c010-11db-90e7-0002b3ecdcbe 1000BASELXFD
307dd819-c010-11db-90e7-0002b3ecdcbe 1000BASESXHD
307dd81a-c010-11db-90e7-0002b3ecdcbe 1000BASESXFD
307dd81b-c010-11db-90e7-0002b3ecdcbe 1000BASETHD
307dd81¢-c010-11db-90e7-0002b3ecdcbe 1000BASETFD

307dd81d-c010-11db-90e7-0002b3ecdcbe

10GigBASEFX

HART Ethernet based Physical
Layers

The significant information for topology planning is the BusCategory. The PhysicalLayer (which is
provided in the BuslInformation data type) shall be used only for additional information.

The DataLinkLayer property is not applicable for HART and has to be set to null.
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5 Access to instance and device data

5.1 General

The HART protocol has semantics defined that allow in a wide range the identification of device
variables and device parameters. Most of this semantic information is defined in the standard EDD
import libraries.

Clause 5 describes how the semantic information defined with the HART protocol shall be used to
export device data, instance data and process data.

5.2 Process Channel objects provided by DTM
The minimum set of provided data shall be:

e the first four provided process related values (PV, SV, ...) — if available — are modeled as
channel references. The referenced channel shall include ranges and scaling.

A HART device communicates the process data either via its analogue channels or via digital
information (e.g. burst mode). Analogue channels are always related to a dynamic variable, as
specified in [3]3 chapter 8 and therefore the description of an analogue channel has to be accessed
using the respective dynamic variable (e.g. the attributes of dynamic variable PV always describe
the first analogue channel).

HART distinguishes between three methods to access digital signals:

1) Access to analogue value and assigned dynamic variables (Command #3)

IO signals can be assigned to one of the four dynamic variables PV, SV, TV, and QV. Using
the command #3 the analogue value and the dynamic variables can be read without specific
device knowledge.

2) Indexed access to device variables (Command #33)

All device variable values and their units can be read using the related index information in
command #3. Up to four device variables can be read with one call of command #33. It is up
to the command initiator to identify the requested variable using the related index
information.

3) Indexed access to device variables classification and status (Command #9)

Command #9 is an extension of command #33. Beside of the value and unit also a
classification and the variable status can be determined. The status information contains data
quality, limit status, and device family status.

The command initiator determines by means of the HART specification which commands will be
used.

5.3 DTM services to access instance and device data

The services InstanceDatalnformation and DeviceDatalnformation shall provide access to at least to
all parameters of the Universal and Common Practice commands (as far as the device supports the
function).

Furthermore, the Response Byte 0 and the Response Byte 1 for each command shall be exposed.

The services InstanceDatalnformation and DeviceDatalnformation may also provide access to
device specific parameters (e.g. diagnostic information).

3 Figures in square brackets refer to the bibliography.
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6 Protocol-specific behavior

6.1 Overview
There is only one protocol-specific sequence defined for IEC 61784 CPF 9:
e burst mode subscription.

This sequence explains how the sequence “Device initiated data transfer”, defined in IEC 62453-2,
is applied in context of burst telegrams as defined by IEC 61784 CPF 9.

Additionally Clause 6 provides information regarding:

e usage of device addressing information,
e support of extended command codes,

¢ handling of communication failures,

¢ handling of delayed responses, and

e management of physical topologies.
6.2 Burst mode subscription

A subscription to device initiated data transfer can be requested by sending a transaction request
with SubscribeRequest content (see Figure 2). The Communication Channel may detect if the device
is already in burst mode.

NOTE In HART 5 this can be detected only when burst frames are received from the device. In HART 6 the burst mode
can be detected using command 105.

The Communication Channel answers to a SubscribeRequest with a SubscribeResponse content. If
burst frames are received, the device is in burst mode and burstModeDetected value is set to TRUE.
This means that Device DTM will start to receive burst messages via the transaction response
mechanism. In the case that no burst messages were received, burstModeDetected value is set to
FALSE. It is up to Device DTM to set device into burst mode. Then Device DTM may call a
transaction request with SubscribeRequest content again in order to receive burst messages.

In order to unsubscribe, the Device DTM sends a transaction request with a UnsubcribeRequest.
The Communication Channel answers with a UnsubscribeResponse where burstModeDetected value
is set to FALSE. The Device DTM will not receive any more burst information via the transaction
response mechanism. The Communication Channel does not switch off the burst mode in the
device. The Device DTM may switch burst mode on or off by using normal transaction requests
(command 109). This is independent of the subscription.
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