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Anwendungsbeginn 

Anwendungsbeginn für die von CENELEC am 2011-11-22 angenommene Europäische Norm als DIN-Norm 
ist 2012-06-01. 

 

Nationales Vorwort 

Vorausgegangener Norm-Entwurf: E DIN EN 62541-5:2008-12. 

Für diese Norm ist das nationale Arbeitsgremium K 931 „Systemaspekte“ der DKE  Deutsche Kommission 
Elektrotechnik Elektronik Informationstechnik im DIN und VDE (www.dke.de) zuständig. 

Die enthaltene IEC-Publikation wurde vom SC 65E „Devices and integration in enterprise systems“ erarbeitet. 

Das IEC-Komitee hat entschieden, dass der Inhalt dieser Publikation bis zu dem Datum (stability date) 
unverändert bleiben soll, das auf der IEC-Website unter „http://webstore.iec.ch“ zu dieser Publikation 
angegeben ist. Zu diesem Zeitpunkt wird entsprechend der Entscheidung des Komitees die Publikation 
– bestätigt, 
– zurückgezogen, 
– durch eine Folgeausgabe ersetzt oder 
– geändert. 

Für den Fall einer undatierten Verweisung im normativen Text (Verweisung auf eine Norm ohne Angabe des 
Ausgabedatums und ohne Hinweis auf eine Abschnittsnummer, eine Tabelle, ein Bild usw.) bezieht sich die 
Verweisung auf die jeweils neueste gültige Ausgabe der in Bezug genommenen Norm. 

Für den Fall einer datierten Verweisung im normativen Text bezieht sich die Verweisung immer auf die in 
Bezug genommene Ausgabe der Norm. 

Der Zusammenhang der zitierten Normen mit den entsprechenden Deutschen Normen ergibt sich, soweit ein 
Zusammenhang besteht, grundsätzlich über die Nummer der entsprechenden IEC-Publikation. Beispiel: 
IEC 60068 ist als EN 60068 als Europäische Norm durch CENELEC übernommen und als DIN EN 60068 ins 
Deutsche Normenwerk aufgenommen. 

Das Präsidium des DIN hat mit Präsidialbeschluss 1/2004 festgelegt, dass DIN-Normen, deren Inhalt sich auf 
internationale Arbeitsergebnisse der Informationsverarbeitung gründet, unter bestimmten Bedingungen allein 
in englischer Sprache veröffentlicht werden dürfen. Diese Bedingungen sind für die vorliegende Norm erfüllt. 

Da sich die Benutzer der vorliegenden Norm der englischen Sprache als Fachsprache bedienen, wird die 
englische Fassung der EN 62541-5 veröffentlicht. Zu deren Abschnitt 3, der die Begriffe festlegt, wurde eine 
Übersetzung angefertigt und als informativer Nationaler Anhang NA der vorliegenden Norm hinzugefügt. Für 
viele der verwendeten Begriffe existieren keine gebräuchlichen deutschen Benennungen, da sich die 
deutschen Anwender in der Regel ebenfalls der englischen Benennungen bedienen. Diese Norm steht nicht 
in unmittelbarem Zusammenhang mit Rechtsvorschriften und ist nicht als Sicherheitsnorm anzusehen. 
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Nationaler Anhang NA 
(informativ) 

3.1 Begriffe 

Für die Anwendung dieses Dokuments gelten die Begriffe nach IEC/TR 62541-1 und IEC 62541-3 sowie die 
folgenden Begriffe. 

3.1.1 
ClientUserId  
(en: ClientUserId) 
Zeichenkette, die den Benutzer des Clients identifiziert, der eine Aktion anfordert 

ANMERKUNG Die ClientUserId wird direkt oder indirekt vom UserIdentity Token erhalten, der vom Client beim Aufruf 
des ActivateSession-Dienstes übergeben wird. Einzelheiten siehe 6.4.3.  
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Full document details: DIN EN 62541-5:2012-06

http://www.avadocuments.com/doc/din-en-62541-5-2012-06
http://www.avadocuments.com/doc/din-en-62541-5-2012-06


   
EUROPEAN STANDARD EN 62541-5 

NORME EUROPÉENNE 
 

EUROPÄISCHE NORM December 2011 
  

CENELEC 
European Committee for Electrotechnical Standardization 

Comité Européen de Normalisation Electrotechnique 
Europäisches Komitee für Elektrotechnische Normung 

 
Management Centre: Avenue Marnix 17, B - 1000 Brussels 

  
  
© 2011 CENELEC -  All rights of exploitation in any form and by any means reserved worldwide for CENELEC members. 

 Ref. No. EN 62541-5:2011 E 
  

ICS 25.040.40; 25.100.01 
 
 

English version 
 
 

OPC unified architecture -  
Part 5: Information model 

(IEC 62541-5:2011) 
 
 
Architecture unifiée OPC -  
Partie 5: Modèle d'information 
(CEI 62541-5:2011) 

 OPC Unified Architecture -  
Teil 5: Informationsmodell 
(IEC 62541-5:2011) 

 
 
 
 
 

This European Standard was approved by CENELEC on 2011-11-22. CENELEC members are bound to comply 
with the CEN/CENELEC Internal Regulations which stipulate the conditions for giving this European Standard 
the status of a national standard without any alteration. 
 
Up-to-date lists and bibliographical references concerning such national standards may be obtained on 
application to the CEN-CENELEC Management Centre or to any CENELEC member. 
 
This European Standard exists in three official versions (English, French, German). A version in any other 
language made by translation under the responsibility of a CENELEC member into its own language and notified 
to the CEN-CENELEC Management Centre has the same status as the official versions. 
 
CENELEC members are the national electrotechnical committees of Austria, Belgium, Bulgaria, Croatia, Cyprus, 
the Czech Republic, Denmark, Estonia, Finland, France, Germany, Greece, Hungary, Iceland, Ireland, Italy, 
Latvia, Lithuania, Luxembourg, Malta, the Netherlands, Norway, Poland, Portugal, Romania, Slovakia, Slovenia, 
Spain, Sweden, Switzerland and the United Kingdom. 
 

Full document details: DIN EN 62541-5:2012-06

http://www.avadocuments.com/doc/din-en-62541-5-2012-06
http://www.avadocuments.com/doc/din-en-62541-5-2012-06


DIN EN 62541-5:2012-06 
EN 62541-5:2011 

 

Foreword 

The text of document 65E/192/FDIS, future edition 1 of IEC 62541-5, prepared by SC 65E, "Devices and 
integration in enterprise systems", of IEC/TC 65, "Industrial-process measurement, control and automation" 
was submitted to the IEC-CENELEC parallel vote and approved by CENELEC as EN 62541-5:2011. 

The following dates are fixed: 

  latest date by which the document has 
to be implemented at national level by 
publication of an identical national 
standard or by endorsement 

(dop) 2012-08-22 

  latest date by which the national 
standards conflicting with the 
document have to be withdrawn 

(dow) 2014-11-22 
 

 

Attention is drawn to the possibility that some of the elements of this document may be the subject of patent 
rights. CENELEC [and/or CEN] shall not be held responsible for identifying any or all such patent rights. 
 

Endorsement notice 

The text of the International Standard IEC 62541-5:2011 was approved by CENELEC as a European 
Standard without any modification. 

In the official version, for Bibliography, the following notes have to be added for the standards indicated: 

IEC 62541-4 NOTE   Harmonized as EN 62541-4. 

IEC 62541-6 NOTE   Harmonized as EN 62541-6. 
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INTRODUCTION 

This International Standard is the specification for developers of OPC UA applications. The specification is a 
result of an analysis and design process to develop a standard interface to facilitate the development of 
applications by multiple vendors that inter-operate seamlessly together. 
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OPC Unified Architecture –  
 

Part 5: Information Model 
 
 
 

1 Scope 

This part of IEC 62541 defines the Information Model of the OPC Unified Architecture (OPC UA). The 
Information Model describes standardised Nodes of a server’s AddressSpace. These Nodes are standardised 
types as well as standardised instances used for diagnostics or as entry points to server specific Nodes. 
Thus, the Information Model defines the AddressSpace of an empty OPC UA server. However, it is not 
expected that all servers will provide all of these Nodes. 

2 Normative references 

The following referenced documents are indispensable for the application of this document. For dated 
references, only the edition cited applies. For undated references, the latest edition of the referenced 
document (including any amendments) applies. 

IEC/TR 62541-1, OPC Unified architecture – Part 1: Overview and Concepts  

IEC 62541-3, OPC Unified architecture – Part 3: Address Space Model  

3 Terms, definitions, abbreviations and conventions 

3.1 Terms and definitions 

For the purposes of this document the terms and definitions given in IEC 62541-1 and IEC 62541-3 as well as 
the following apply. 

3.1.1  
ClientUserId 
String that identifies the user of the client requesting an action 

NOTE The ClientUserId is obtained directly or indirectly from the UserIdentityToken passed by the Client in the ActivateSession 
Service call. See 6.4.3 for details. 

3.2 Abbreviations  

UA  Unified Architecture 
XML Extensible Markup Language 

3.3 Conventions for Node descriptions 

Node definitions are specified using tables (see Table 2). 

Attributes are defined by providing the Attribute name and a value, or a description of the value. 

References are defined by providing the ReferenceType name, the BrowseName of the TargetNode and its 
NodeClass. 

  If the TargetNode is a component of the Node being defined in the table the Attributes of the 
composed Node are defined in the same row of the table. That implies that the referenced Node has 
a HasModelParent Reference with the Node defined in the Table as TargetNode (see IEC 62541-3 
for the definition of ModelParents). 
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  The DataType is only specified for Variables; “[<number>]” indicates a single-dimensional array, for 
multi-dimensional arrays the expression is repeated for each dimension (e.g. [2][3] for a two-
dimensional array). For all arrays the ArrayDimensions is set as identified by <number> values. If no 
<number> is set, the corresponding dimension is set to 0, indicating an unknown size. If no number is 
provided at all, the ArrayDimensions can be omitted. If no brackets are provided, it identifies a scalar 
DataType and the ValueRank is set to the corresponding value (see IEC 62541-3). In addition, 
ArrayDimensions is set to null or is omitted. If it can be Any or ScalarOrOneDimension, the value is 
put into “{<value>}”, so either “{Any}” or “{ScalarOrOneDimension}” and the ValueRank is set to the 
corresponding value (see Part 3) and the ArrayDimensions is set to null or is omitted. In Table 1 
examples are given. 

Table 1 – Examples of DataTypes 

Notation Data-
Type 

Value-
Rank 

Array-
Dimensions 

Description 

Int32 Int32  1 omitted or NULL A scalar Int32. 

Int32[] Int32 1 omitted or {0} Single-dimensional array of Int32 with an 
unknown size. 

Int32[][] Int32 2 omitted or {0,0} Two-dimensional array of Int32 with unknown 
sizes for both dimensions. 

Int32[3][] Int32 2 {3,0} Two-dimensional array of Int32 with a size of 3 for 
the first dimension and an unknown size for the 
second dimension. 

Int32[5][3] Int32 2 {5,3} Two-dimensional array of Int32 with a size of 5 for 
the first dimension and a size of 3 for the second 
dimension. 

Int32{Any} Int32  2 omitted or NULL An Int32 where it is unknown if it is scalar or array 
with any number of dimensions. 

Int32{ScalarOrOneDimension} Int32  3 omitted or NULL An Int32 where it is either a single-dimensional 
array or a scalar. 

 

  The TypeDefinition is specified for Objects and Variables. 

  The TypeDefinition column specifies a symbolic name for a NodeId, i.e. the specified Node points 
with a HasTypeDefinition Reference to the corresponding Node. 

  The ModellingRule of the referenced component is provided by specifying the symbolic name of the 
rule in the ModellingRule column. In the AddressSpace, the Node shall use a HasModellingRule 
Reference to point to the corresponding ModellingRule Object. 

If the NodeId of a DataType is provided, the symbolic name of the Node representing the DataType shall be 
used. 

Nodes of all other NodeClasses cannot be defined in the same table; therefore only the used ReferenceType, 
their NodeClass and their BrowseName are specified. A reference to another part of this document points to 
their definition. 

Table 2 illustrates the Type Definition Table. If no components are provided, the DataType, TypeDefinition 
and ModellingRule columns may be omitted and only a Comment column is introduced to point to the Node 
definition. 
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Table 2 – Type Definition Table 

Attribute Value 

Attribute name Attribute value. If it is an optional Attribute that is not set “--“ will be used. 

  

References NodeClass BrowseName DataType TypeDefinition ModellingRule 

ReferenceType 
name 

NodeClass 
of the 
TargetNode. 

BrowseName of the 
target Node. If the 
Reference is to be 
instantiated by the 
server, then the 
value of the target 
Node’s 
BrowseName is “--“. 

Attributes of the referenced Node, only applicable for 
Variables and Objects. 

 

Referenced 
ModellingRule 
of the 
referenced 
Object. 

NOTE Notes referencing footnotes of the table content. 

 

Components of Nodes can be complex, that is containing components by themselves. The TypeDefinition, 
NodeClass, DataType and ModellingRule can be derived from the type definitions, and the symbolic name 
can be created as defined in 4.1. Therefore those containing components are not explicitly specified; they are 
implicitly specified by the type definitions. 

4 NodeIds and BrowseNames 

4.1 NodeIds 

The NodeIds of all Nodes described in this standard are only symbolic names. IEC 62541-6 defines the 
actual NodeIds. 

The symbolic name of each Node defined in this standard is its BrowseName, or, when it is part of another 
Node, the BrowseName of the other Node, a “.”, and the BrowseName of itself. In this case “part of” means 
that the whole has a HasProperty or HasComponent Reference to its part. Since all Nodes not being part of 
another Node have a unique name in this standard, the symbolic name is unique. For example, the 
ServerType defined in 6.3.1 has the symbolic name “ServerType”. One of its InstanceDeclarations would be 
identified as “ServerType.ServerCapabilities”. Since this Object is complex, another InstanceDeclaration of 
the ServerType is “ServerType.ServerCapabilities.MinSupportedSampleRate”. The Server Object defined in 
8.3.2 is based on the ServerType and has the symbolic name “Server”. Therefore, the instance based on the 
InstanceDeclaration described above has the symbolic name 
“Server.ServerCapabilities.MinSupportedSampleRate”. 

The NamespaceIndex for all NodeIds defined in this standard is 0. The namespace for this NamespaceIndex 
is specified in Part 3. 

Note that this standard does not only define concrete Nodes, but also requires that some Nodes have to be 
generated, for example one for each Session running on the server. The NodeIds of those Nodes are server-
specific, including the Namespace. But the NamespaceIndex of those Nodes cannot be the NamespaceIndex 
0, because they are not defined by this standard but generated by the Server. 

4.2 BrowseNames 

The text part of the BrowseNames for all Nodes defined in this standard is specified in the tables defining the 
Nodes. The NamespaceIndex for all BrowseNames defined in this standard is 0. 

5 Common Attributes 

5.1 General 

For all Nodes specified in this standard, the Attributes named in Table 3 shall be set as specified in Table 3. 
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Table 3 – Common Node Attributes 

Attribute Value 

DisplayName The DisplayName is a LocalizedText. Each server shall provide the DisplayName identical to 
the BrowseName of the Node for the LocaleId “en”. Whether the server provides translated 
names for other LocaleIds is vendor specific. 

Description Optionally a vendor specific description is provided. 

NodeClass Shall reflect the NodeClass of the Node. 

NodeId The NodeId is described by BrowseNames as defined in 4.1 and defined in Part 6. 

WriteMask Optionally the WriteMask Attribute can be provided. If the WriteMask Attribute is provided, it 
shall set all Attributes to not writeable that are not said to be vendor-specific. For example, the 
Description Attribute may be set to writeable since a Server may provide a server-specific 
description for the Node. The NodeId shall not be writeable, because it is defined for each 
Node in this standard. 

UserWriteMask Optionally the UserWriteMask Attribute can be provided. The same rules as for the WriteMask 
Attribute apply. 

 

5.2 Objects 

For all Objects specified in this standard, the Attributes named in Table 4 shall be set as specified in Table 4. 

Table 4 – Common Object Attributes 

Attribute Value 

EventNotifier Whether the Node can be used to subscribe to Events or not is vendor specific. 

 

5.3 Variables 

For all Variables specified in this standard, the Attributes named in Table 5 shall be set as specified in Table 
5. 

Table 5 – Common Variable Attributes 

Attribute Value 

MinimumSamplingInterval Optionally, a vendor-specific minimum sampling interval is provided. 

AccessLevel The access level for Variables used for type definitions is vendor-specific, for all other 
Variables defined in this standard, the access level shall allow a current read; other settings 
are vendor specific. 

UserAccessLevel The value for the UserAccessLevel Attribute is vendor-specific. It is assumed that all 
Variables can be accessed by at least one user. 

Value For Variables used as InstanceDeclarations, the value is vendor-specific; otherwise it shall 
represent the value described in the text. 

ArrayDimensions If the ValueRank does not identify an array of a specific dimension (i.e. ValueRank <= 0) the 
ArrayDimensions can either be set to null or the Attribute is missing. This behaviour is 
vendor-specific. 

If the ValueRank specifies an array of a specific dimension (i.e. ValueRank > 0) then the 
ArrayDimensions Attribute shall be specified in the table defining the Variable. 

 

5.4 VariableTypes 

For all VariableTypes specified in this standard, the Attributes named in Table 6 shall be set as specified in 
Table 6. 

Table 6 – Common VariableType Attributes 

Attributes Value 

Value Optionally a vendor-specific default value can be provided. 

ArrayDimensions If the ValueRank does not identify an array of a specific dimension (i.e. ValueRank <= 0) the 
ArrayDimensions can either be set to null or the Attribute is missing. This behaviour is vendor-
specific. 

If the ValueRank specifies an array of a specific dimension (i.e. ValueRank > 0) then the 
ArrayDimensions Attribute shall be specified in the table defining the VariableType. 
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6 Standard ObjectTypes 

6.1 General 

Typically, the components of an ObjectType are fixed and can be extended by subtyping. However, since 
each Object of an ObjectType can be extended with additional components, this International Standard 
allows extending the standard ObjectTypes defined in this document with additional components. Thereby, it 
is possible to express the additional information in the type definition that would already be contained in each 
Object. Some ObjectTypes already provide entry points for server specific extensions. However, it is not 
allowed to restrict the components of the standard ObjectTypes defined in this standard. An example of 
extending the ObjectTypes is putting the standard Property NodeVersion defined in Part 3 into the 
BaseObjectType, stating that each Object of the server will provide a NodeVersion. 

6.2 BaseObjectType 

The BaseObjectType is used as type definition whenever there is an Object having no more concrete type 
definitions available. Servers should avoid using this ObjectType and use a more specific type, if possible. 
This ObjectType is the base ObjectType and all other ObjectTypes shall either directly or indirectly inherit 
from it. However, it might not be possible for servers to provide all HasSubtype References from this 
ObjectType to its subtypes, and therefore it is not required to provide this information. 

There are no References except for HasSubtype References specified for this ObjectType. It is formally 
defined in Table 7. 

Table 7 – BaseObjectType Definition 

Attribute Value 

BrowseName BaseObjectType 

IsAbstract False 

References NodeClass BrowseName  DataType TypeDefinition ModellingRule 

HasSubtype ObjectType ServerType Defined in 6.3.1 

HasSubtype ObjectType ServerCapabilitiesType Defined in 6.3.2 

HasSubtype ObjectType ServerDiagnosticsType Defined in 6.3.3 

HasSubtype ObjectType SessionsDiagnosticsSummaryType Defined in 6.3.4 

HasSubtype ObjectType SessionDiagnosticsObjectType Defined in 6.3.5 

HasSubtype ObjectType VendorServerInfoType Defined in 6.3.6 

HasSubtype ObjectType ServerRedundancyType Defined in 6.3.7 

HasSubtype ObjectType BaseEventType Defined in 6.4.2 

HasSubtype ObjectType ModellingRuleType Defined in 6.5 

HasSubtype ObjectType FolderType Defined in 6.6 

HasSubtype ObjectType DataTypeEncodingType Defined in 6.7 

HasSubtype ObjectType DataTypeSystemType Defined in 6.8 

 

6.3 ObjectTypes for the server object 

6.3.1 ServerType 

This ObjectType defines the capabilities supported by the OPC UA server. It is formally defined in Table 8. 
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Table 8 – ServerType Definition 

Attribute Value 

BrowseName ServerType 

IsAbstract False 

References NodeClass BrowseName DataType TypeDefinition Modelling 
Rule 

Subtype of the BaseObjectType defined in 6.2 

HasProperty Variable ServerArray String[] PropertyType Mandatory 

HasProperty Variable NamespaceArray String[] PropertyType Mandatory 

HasComponent Variable ServerStatus
1
 ServerStatusDataType ServerStatusType Mandatory 

HasProperty Variable ServiceLevel Byte PropertyType Mandatory 

HasProperty Variable Auditing Boolean PropertyType Mandatory 

HasComponent Object ServerCapabilities
1
 - ServerCapabilitiesType Mandatory 

HasComponent Object ServerDiagnostics
1
 - ServerDiagnosticsType Mandatory 

HasComponent Object VendorServerInfo - VendorServerInfoType Mandatory 

HasComponent Object ServerRedundancy
1
 - ServerRedundancyType Mandatory 

1
 Containing Objects and Variables of these Objects and Variables are defined by their BrowseName defined in the corresponding 

TypeDefinitionNode. The NodeId is defined by the composed symbolic name described in 4.1. 

 

ServerArray defines an array of server URIs. This Variable is also referred to as the server table. Each URI in 
this array represents a globally-unique logical name for a server within the scope of the network in which it is 
installed. Each OPC UA server instance has a single URI that is used in the server table of other OPC UA 
servers. Index 0 is reserved for the URI of the local server. Values above 0 are used to identify remote 
servers and are specific to a server. Part 4 describes discovery mechanism that can be used to resolve URIs 
into URLs. 

The URI of the ServerArray with Index 0 shall be identical to the URI of the NamespaceArray with Index 1, 
since both represent the local server. 

The indexes into the server table are referred to as server indexes or server names. They are used in OPC 
UA Services to identify TargetNodes of References that reside in remote servers. Clients may read the entire 
table or they may read individual entries in the table. The server shall not modify or delete entries of this table 
while any client has an open session to the server, because clients may cache the server table. A server may 
add entries to the server table even if clients are connected to the server. 

NamespaceArray defines an array of namespace URIs. This Variable is also referred as namespace table. 
The indexes into the namespace table are referred to as NamespaceIndexes. NamespaceIndexes are used 
in NodeIds in OPC UA Services, rather than the longer namespace URI. Index 0 is reserved for the OPC UA 
namespace, and index 1 is reserved for the local server. Clients may read the entire namespace table or they 
may read individual entries in the namespace table. The server shall not modify or delete entries of the 
namespace table while any client has an open session to the server, because clients may cache the 
namespace table. A server may add entries to the namespace table even if clients are connected to the 
server. It is recommended that servers not change the indexes of the namespace table but only add entries, 
because the client may cache NodeIds using the indexes. Nevertheless, it might not always be possible for 
servers to avoid changing indexes in the namespace table. Clients that cache NamespaceIndexes of NodeIds 
should always check when starting a session to verify that the cached NamespaceIndexes have not changed. 

ServerStatus contains elements that describe the status of the server. See 12.10 for a description of its 
elements. 

ServiceLevel describes the ability of the server to provide its data to the client. The value range is from 0 to 
255, where 0 indicates the worst and 255 indicates the best. The concrete values are vendor-specific. The 
intent is to provide the clients an indication of availability among redundant servers. 

Auditing is a Boolean specifying if the server is currently generating audit events. It is set to TRUE if the 
server generates audit events, otherwise to false. The profiles defined in Part 7 specify what kind of audit 
events are generated by the server. 

ServerCapabilities defines the capabilities supported by the OPC UA server. See 6.3.2 for its description. 
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ServerDiagnostics defines diagnostic information about the OPC UA server. See 6.3.3 for its description. 

VendorServerInfo represents the browse entry point for vendor-defined server information. This Object is 
required to be present even if there are no vendor-defined Objects beneath it. See 6.3.6 for its description. 

ServerRedundancy describes the redundancy capabilities provided by the server. This Object is required 
even if the server does not provide any redundancy support. If the server supports redundancy, then a 
subtype of ServerRedundancyType is used to describe its capabilities. Otherwise, it provides an Object of 
type ServerRedundancyType with the Property RedundancySupport set to none. See 6.3.7 for the description 
of ServerRedundancyType. 

6.3.2 ServerCapabilitiesType 

This ObjectType defines the capabilities supported by the OPC UA server. It is formally defined in Table 9. 

Table 9 – ServerCapabilitiesType Definition 

Attribute Value 

BrowseName ServerCapabilitiesType 

IsAbstract False 

References NodeClass BrowseName DataType TypeDefinition Modelling 
Rule 

Subtype of the BaseObjectType defined in 6.2 

HasProperty Variable ServerProfileArray String[] PropertyType Mandatory 

HasProperty Variable LocaleIdArray LocaleId[] PropertyType Mandatory 

HasProperty Variable MinSupportedSampleRate Duration PropertyType Mandatory 

HasProperty Variable MaxBrowseContinuationPoints UInt16 PropertyType Mandatory 

HasProperty Variable MaxQueryContinuationPoints UInt16 PropertyType Mandatory 

HasProperty Variable MaxHistoryContinuationPoints UInt16 PropertyType Mandatory 

HasProperty Variable SoftwareCertificates SoftwareCertificate[] PropertyType Mandatory 

HasComponent Object ModellingRules  FolderType Mandatory 

HasComponent Object AggregateFunctions  FolderType Mandatory 

HasComponent Variable Vendor specific Variables of a subtype of the ServerVendorCapabilityType 
defined in 7.5 

-- 

 

ServerProfileArray defines the conformance profile of the server. See Part 7 for the definitions of server 
profiles. 

LocaleIdArray is an array of LocaleIds that are known to be supported by the server. The server might not be 
aware of all LocaleIds that it supports because it may provide access to underlying servers, systems or 
devices that do not report the LocaleIds that they support. 

MinSupportedSampleRate defines the minimum supported sample rate, including 0, which is supported by 
the server. 

MaxBrowseContinuationPoints is an integer specifying the maximum number of parallel continuation points of 
the Browse Service that the server can support per session. The value specifies the maximum the server can 
support under normal circumstances, so there is no guarantee the server can always support the maximum. 
The client should not open more Browse calls with open continuation points than exposed in this Variable. 
The value 0 indicates that the server does not restrict the number of parallel continuation points the client 
should use. 

MaxQueryContinuationPoints is an integer specifying the maximum number of parallel continuation points of 
the QueryFirst Services that the server can support per session. The value specifies the maximum the server 
can support under normal circumstances, so there is no guarantee the server can always support the 
maximum. The client should not open more QueryFirst calls with open continuation points than exposed in 
this Variable. The value 0 indicates that the server does not restrict the number of parallel continuation points 
the client should use. 
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MaxHistoryContinuationPoints is an integer specifying the maximum number of parallel continuation points of 
the ReadHistory Services that the server can support per session. The value specifies the maximum the 
server can support under normal circumstances, so there is no guarantee the server can always support the 
maximum. The client should not open more ReadHistory calls with open continuation points than exposed in 
this Variable. The value 0 indicates that the server does not restrict the number of parallel continuation points 
the client should use. 

SoftwareCertificates is an array of SoftwareCertificates containing all certificates supported by the server. 
This shall be the same list of certificates as returned by the CreateSession Service. The certificates in this 
Property are not signed.  

ModellingRules is an entry point to browse to all ModellingRules supported by the server. All ModellingRules 
supported by the Server should be able to be browsed starting from this Object. 

AggregateFunctions is an entry point to browse to all AggregateFunctions supported by the server. All 
AggregateFunctions supported by the Server should be able to be browsed starting from this Object. 
AggregateFunctions are Objects of AggregateFunctionType. 

The remaining components of the ServerCapabilitiesType define the server-specific capabilities of the server. 
Each is defined using a HasComponent Reference whose target is an instance of a vendor-defined subclass 
of the abstract ServerVendorCapabilityType (see 7.5). Each subtype of this type defines a specific server 
capability. The NodeIds for these Variables and their VariableTypes are server-defined. 

6.3.3 ServerDiagnosticsType 

This ObjectType defines diagnostic information about the OPC UA server. This ObjectType is formally 
defined in Table 10. 

Table 10 – ServerDiagnosticsType Definition 

Attribute Value 

BrowseName ServerDiagnosticsType 

IsAbstract False 

References NodeClass BrowseName DataType / TypeDefinition Modelling-
Rule 

Subtype of the BaseObjectType defined in 6.2 

HasComponent Variable ServerDiagnosticsSummary ServerDiagnosticsSummaryDataType 

ServerDiagnosticsSummaryType 

Mandatory 

HasComponent Variable SamplingIntervalDiagnosticsArray SamplingIntervalDiagnosticsDataType[] 

SamplingIntervalDiagnosticsArrayType 

Optional 

HasComponent Variable SubscriptionDiagnosticsArray SubscriptionDiagnosticsDataType[] 

SubscriptionDiagnosticsArrayType 

Mandatory 

HasComponent Object SessionsDiagnosticsSummary -- 

SessionsDiagnosticsSummaryType 

Mandatory 

HasProperty Variable EnabledFlag Boolean 

PropertyType 

Mandatory 

 

ServerDiagnosticsSummary contains diagnostic summary information for the server, as defined in 12.9. 

SamplingIntervalDiagnosticsArray is an array of diagnostic information per sampling rate as defined in 12.8. 
There is one entry for each sampling rate currently used by the server. Its TypeDefinitionNode is the 
VariableType SamplingIntervalDiagnosticsArrayType, providing a Variable for each entry in the array, as 
defined in 7.11. 

The sampling interval diagnostics are only collected by servers which use a fixed set of sampling intervals. In 
these cases, length of the array and the set of contained Variables will be determined by the server 
configuration and the NodeId assigned to a given sampling interval diagnostics variable shall not change as 
long as the server configuration does not change. A server may not expose the 
SamplingIntervalDiagnosticsArray if it does not use fixed sampling rates. 
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SubscriptionDiagnosticsArray is an array of Subscription diagnostic information per subscription, as defined in 
12.15. There is one entry for each Notification channel actually established in the server. Its 
TypeDefinitionNode is the VariableType SubscriptionDiagnosticsArrayType, providing a Variable for each 
entry in the array as defined in 7.13. Those Variables are also used as Variables referenced by other 
Variables. 

SessionsDiagnosticsSummary contains diagnostic information per session, as defined in 6.3.4. 

EnabledFlag identifies whether or not diagnostic information is collected by the server. It can also be used by 
a client to enable or disable the collection of diagnostic information of the server. The following settings of the 
Boolean value apply: TRUE indicates that the server collects diagnostic information, and setting the value to 
TRUE leads to resetting and enabling the collection. FALSE indicates that no statistic information is collected, 
and setting the value to FALSE disables the collection without resetting the statistic values. 

Static diagnostic Nodes that always appear in the AddressSpace will return Bad_NotReadable when the 
Value Attribute of such a Node is read or subscribed to and diagnostics are turned off. Dynamic diagnostic 
Nodes (such as the Session Nodes) will not appear in the AddressSpace when diagnostics are turned off. 

6.3.4 SessionsDiagnosticsSummaryType 

This ObjectType defines diagnostic information about the sessions of the OPC UA server. This ObjectType is 
formally defined in Table 11. 

Table 11 – SessionsDiagnosticsSummaryType Definition 

Attribute Value 

BrowseName SessionsDiagnosticsSummaryType 

IsAbstract False 

References NodeClass BrowseName DataType / TypeDefinition ModellingRule 

Subtype of the BaseObjectType defined in 6.2 

HasComponent Variable SessionDiagnosticsArray SessionDiagnosticsDataType[] 

SessionDiagnosticsArrayType 

Mandatory 

HasComponent Variable SessionSecurityDiagnosticsArray SessionSecurityDiagnosticsDataType[] 

SessionSecurityDiagnosticsArrayType 

Mandatory 

HasComponent Object For each session of the server one 
Object has to be provided

1
 

-- 

SessionDiagnosticsObjectType 

-- 

1
 This row represents no Node in the AddressSpace. It is a placeholder pointing out that instances of the ObjectType will have 

those Objects. 
 

SessionDiagnosticsArray provides an array with an entry for each session in the server having general 
diagnostic information about a session. 

SessionSecurityDiagnosticsArray provides an array with an entry for each active session in the server having 
security-related diagnostic information about a session. Since this information is security-related, it should not 
be made accessible to all users, but only to authorised users. 

For each session of the server, this Object also provides an Object representing the session. It has the 
ClientName of the session as BrowseName and is of the ObjectType SessionDiagnosticsObjectType, as 
defined in 6.3.5. 

6.3.5 SessionDiagnosticsObjectType 

This ObjectType defines diagnostic information about a session of the OPC UA server. This ObjectType is 
formally defined in Table 12. 

20 

Full document details: DIN EN 62541-5:2012-06

http://www.avadocuments.com/doc/din-en-62541-5-2012-06
http://www.avadocuments.com/doc/din-en-62541-5-2012-06


DIN EN 62541-5:2012-06 
EN 62541-5:2011 

 

Table 12 – SessionDiagnosticsObjectType Definition 

Attribute Value 

BrowseName SessionDiagnosticsObjectType 

IsAbstract False 

References NodeClass BrowseName DataType / TypeDefinition Modelling 
Rule 

Subtype of the BaseObjectType defined in 6.2 

HasComponent Variable SessionDiagnostics SessionDiagnosticsDataType 

SessionDiagnosticsVariableType 

Mandatory 

HasComponent Variable SessionSecurityDiagnostics SessionSecurityDiagnosticsDataType 

SessionSecurityDiagnosticsType 

Mandatory 

HasComponent Variable SubscriptionDiagnosticsArray SubscriptionDiagnosticsDataType[] 

SubscriptionDiagnosticsArrayType 

Mandatory 

 

SessionDiagnostics contains general diagnostic information about the session; the 
SessionSecurityDiagnostics Variable contains security-related diagnostic information. Because the 
information of the second Variable is security-related, it should not be made accessible to all users, but only 
to authorised users. 

SubscriptionDiagnosticsArray is an array of Subscription diagnostic information per opened subscription, as 
defined in 12.15. Its TypeDefinitionNode is the VariableType SubscriptionDiagnosticsArrayType providing a 
Variable for each entry in the array, as defined in 7.13. 

6.3.6 VendorServerInfoType 

This ObjectType defines a placeholder Object for vendor-specific information about the OPC UA server. This 
ObjectType defines an empty ObjectType that has no components. It shall be subtyped by vendors to define 
their vendor-specific information. This ObjectType is formally defined in Table 13. 

Table 13 – VendorServerInfoType Definition 

Attribute Value 

BrowseName VendorServerInfoType 

IsAbstract False 

References NodeClass BrowseName  DataType TypeDefinition ModellingRule 

Subtype of the BaseObjectType defined in 6.2 
 

6.3.7 ServerRedundancyType 

This ObjectType defines the redundancy capabilities supported by the OPC UA server. It is formally defined 
in Table 14. 

Table 14 – ServerRedundancyType Definition 

Attribute Value 

BrowseName ServerRedundancyType 

IsAbstract False 

References NodeClass BrowseName  DataType TypeDefinition Modelling 
Rule 

Subtype of the BaseObjectType defined in 6.2 

HasProperty Variable RedundancySupport RedundancySupport PropertyType Mandatory 

HasSubtype ObjectType TransparentRedundancyType Defined in 6.3.8 

HasSubtype ObjectType NonTransparentRedundancyType Defined in 6.3.9 
 

RedundancySupport indicates what redundancy is supported by the server. Its values are defined in 12.5. 

6.3.8 TransparentRedundancyType 

This ObjectType is a subtype of ServerRedundancyType and is used to identify the capabilities of the OPC 
UA server for server-controlled redundancy with a transparent switchover for the client. It is formally defined 
in Table 15. 
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Table 15 – TransparentRedundancyType Definition 

Attribute Value 

BrowseName TransparentRedundancyType 

IsAbstract False 

References Node 
Class 

BrowseName  DataType TypeDefinition Modelling
Rule 

Subtype of the ServerRedundancyType defined in 6.3.7, i.e. inheriting the InstanceDeclarations of that Node. 

HasProperty Variable CurrentServerId String PropertyType Mandatory 

HasProperty Variable RedundantServerArray RedundantServerDataType[] PropertyType Mandatory 

 

RedundancySupport is inherited from the ServerRedundancyType. It shall be set to transparent for all 
instances of the TransparentRedundancyType. 

Although, in a transparent switchover scenario, all redundant servers serve under the same URI to the client, 
it may be required to track the exact data source on the client. Therefore, CurrentServerId contains an 
identifier of the currently-used server in the redundant set. This server is valid only inside a session; if a client 
opens several sessions, different servers of the redundant set of servers may serve it in different sessions. 
The value of the CurrentServerId may change due to failover or load balancing, so a client that needs to track 
its data source shall subscribe to this Variable. 

As diagnostic information, the RedundantServerArray contains an array of available servers in the redundant 
set; including their service levels (see 12.7). This array may change during a session. 

6.3.9 NonTransparentRedundancyType 

This ObjectType is a subtype of ServerRedundancyType and is used to identify the capabilities of the OPC 
UA server for non-transparent redundancy. It is formally defined in Table 16. 

Table 16 – NonTransparentRedundancyType Definition 

Attribute Value 

BrowseName NonTransparentRedundancyType 

IsAbstract False 

References NodeClass BrowseName DataType TypeDefinition ModellingRule 

Subtype of the ServerRedundancyType defined in 6.3.7, that is, inheriting the InstanceDeclarations of that Node. 

HasProperty Variable ServerUriArray String[] PropertyType Mandatory 

 

ServerUriArray is an array with the URI of all redundant servers of the OPC UA server. See Part 1 for the 
definition of redundancy in this standard. Since, in a non-transparent redundancy environment, the client is 
responsible to subscribe to the redundant servers, it might or might not open a session to one or more 
redundant servers of this array. 

The redundancy support provided by the server is defined in the RedundancySupport (defined in the 
supertype). The client is allowed to access the redundant sever only as described there, however, ”hot” 
switchover implies the support of “warm” switchover and “warm” switchover implies the support of “cold” 
switchover. 

If the server supports only a “cold” switchover, the ServiceLevel Variable of the Server Object should be 
considered to identify the primary server. In this scenario, only the primary server may be able to access the 
underlying system, because the underlying system may support access only from a single server. In this 
case, all other servers will be identified with a ServiceLevel of zero. 

6.4 ObjectTypes used as EventTypes 

6.4.1 General 

This International Standard defines standard EventTypes. They are represented in the AddressSpace as 
ObjectTypes. The EventTypes are already defined in Part 3. The following subclauses specify their 
representation in the AddressSpace. 

22 

Full document details: DIN EN 62541-5:2012-06

http://www.avadocuments.com/doc/din-en-62541-5-2012-06
http://www.avadocuments.com/doc/din-en-62541-5-2012-06


DIN EN 62541-5:2012-06 
EN 62541-5:2011 

 

6.4.2 BaseEventType 

This EventType is defined in Part 3. Its representation in the AddressSpace is formally defined in Table 17. 

Table 17 – BaseEventType Definition 

Attribute Value 

BrowseName BaseEventType 

IsAbstract True 

References NodeClass BrowseName  DataType TypeDefinition ModellingRule 

Subtype of the BaseObjectType defined in 6.2 

HasSubtype ObjectType AuditEventType Defined in 6.4.3 

HasSubtype ObjectType SystemEventType Defined in 6.4.28 

HasSubtype ObjectType BaseModelChangeEventType Defined in 6.4.30 

HasSubtype ObjectType SemanticChangeEventType Defined in 6.4.32 

HasSubtype ObjectType EventQueueOverflowEventType Defined in 6.4.33 

HasProperty Variable EventId ByteString PropertyType Mandatory 

HasProperty Variable EventType NodeId PropertyType Mandatory 

HasProperty Variable SourceNode NodeId PropertyType Mandatory 

HasProperty Variable SourceName String PropertyType Mandatory 

HasProperty Variable Time UtcTime PropertyType Mandatory 

HasProperty Variable ReceiveTime UtcTime PropertyType Mandatory 

HasProperty Variable LocalTime TimeZoneDataType PropertyType Optional 

HasProperty Variable Message LocalizedText PropertyType Mandatory 

HasProperty Variable Severity UInt16 PropertyType Mandatory 

 

EventId is generated by the server to uniquely identify a particular Event Notification. The server is 
responsible to ensure that each Event has its unique EventId. It may do this, for example, by putting GUIDs 
into the ByteString. Clients can use the EventId to assist in minimizing or eliminating gaps and overlaps that 
may occur during a redundancy failover. 

EventType describes the specific type of Event. 

SourceNode identifies the Node that the Event originated from. If the Event is not specific to a Node the 
NodeId is set to null. Some subtypes of this BaseEventType may define additional rules for SourceNode. 

SourceName provides a description of the source of the Event. This could be the DisplayName of the Event 
source, if the Event is specific to a Node, or some server-specific notation. 

Time provides the time the Event occurred. This value is set as close to the event generator as possible. It 
often comes from the underlying system or device. Once set, intermediate OPC UA Servers shall not alter the 
value. 

ReceiveTime provides the time the OPC UA Server received the Event from the underlying device of another 
Server. ReceiveTime is analogous to ServerTimestamp defined in Part 4, i.e. in the case where the OPC UA 
Server gets an Event from another OPC UA Server, each Server applies its own ReceiveTime. That implies 
that a Client may get the same Event, having the same EventId, from different Servers having different values 
of the ReceiveTime. 

LocalTime is a structure containing the Offset and the DaylightSavingInOffset flag. The Offset specifies the 
time difference (in minutes) between the Time Property and the time at the location in which the event was 
issued. If DaylightSavingInOffset is TRUE, then Standard/Daylight savings time (DST) at the originating 
location is in effect and Offset includes the DST correction. If FALSE then the Offset does not include DST 
correction and DST may or may not have been in effect. 

Message provides a human-readable and localizable text description of the Event. The server may return any 
appropriate text to describe the Event. A null string is not a valid value; if the server does not have a 
description, it shall return the string part of the BrowseName of the Node associated with the Event. 
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Severity is an indication of the urgency of the Event. This is also commonly called “priority”. Values will range 
from 1 to 1 000, with 1 being the lowest severity and 1 000 being the highest. Typically, a severity of 1 would 
indicate an Event which is informational in nature, while a value of 1 000 would indicate an Event of 
catastrophic nature, which could potentially result in severe financial loss or loss of life. 

It is expected that very few server implementations will support 1 000 distinct severity levels. Therefore, 
server developers are responsible for distributing their severity levels across the 1 to 1 000 range in such a 
manner that clients can assume a linear distribution. For example, a client wishing to present five severity 
levels to a user should be able to do the following mapping: 

Client Severity OPC Severity 

HIGH 801 to 1 000 

MEDIUM HIGH 601 to 800 

MEDIUM 401 to 600 

MEDIUM LOW 201 to 400 

LOW 1 to 200  
 

In many cases a strict linear mapping of underlying source severities to the OPC Severity range is not 
appropriate. The server developer will instead intelligently map the underlying source severities to the 1 to 
1 000 OPC Severity range in some other fashion. In particular, it is recommended that server developers map 
Events of high urgency into the OPC severity range of 667 to 1 000, Events of medium urgency into the OPC 
severity range of 334 to 666 and Events of low urgency into OPC severities of 1 to 333. 

For example, if a source supports 16 severity levels that are clustered such that severities 0 to 2 are 
considered to be LOW, 3 to 7 are MEDIUM and 8 to 15 are HIGH, then an appropriate mapping might be as 
follows: 

OPC Range Source severity OPC Severity 

15 1 000 

14 955 

13 910 

12 865 

11 820 

10 775 

9 730 

HIGH (667 to 1 000) 

8 685 

7 650 

6 575 

5 500 

4 425 

MEDIUM (334 to 666) 

3 350 

2 300 

1 150 

LOW (1 to 333) 

0 1 

 

Some servers might not support any Events which are catastrophic in nature, so they may choose to map all 
of their severities into a subset of the 1 to 1 000 range (for example, 1 to 666). Other servers might not 
support any Events which are merely informational, so they may choose to map all of their severities into a 
different subset of the 1 to 1 000 range (for example, 334 to 1 000). 

The purpose of this approach is to allow clients to use severity values from multiple servers from different 
vendors in a consistent manner. Additional discussions of severity can be found in Part 9. 

6.4.3 AuditEventType 

This EventType is defined in Part 3. Its representation in the AddressSpace is formally defined in Table 18. 
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Table 18 – AuditEventType Definition 

Attribute Value 

BrowseName AuditEventType 

IsAbstract True 

References NodeClass BrowseName DataType TypeDefinition ModellingRule 

Subtype of the BaseEventType defined in 6.4.2, that is, inheriting the InstanceDeclarations of that Node. 

HasSubtype ObjectType AuditSecurityEventType Defined in 6.4.4 

HasSubtype ObjectType AuditNodeManagementEventType Defined in 6.4.19 

HasSubtype ObjectType AuditUpdateEventType Defined in 6.4.24 

HasSubtype ObjectType AuditUpdateMethodEventType Defined in 6.4.27 

HasProperty Variable ActionTimeStamp UtcTime PropertyType Mandatory 

HasProperty Variable Status Boolean PropertyType Mandatory 

HasProperty Variable ServerId String PropertyType Mandatory 

HasProperty Variable ClientAuditEntryId String PropertyType Mandatory 

HasProperty Variable ClientUserId String PropertyType Mandatory 

 

This EventType inherits all Properties of the BaseEventType. Their semantic is defined in 6.4.2. 

ActionTimeStamp identifies the time the user initiated the action that resulted in the AuditEvent being 
generated. It differs from the Time Property because this is the time the server generated the AuditEvent 
documenting the action. 

Status identifies whether the requested action could be performed (set Status to TRUE) or not (set Status to 
FALSE). 

ServerId uniquely identifies the server generating the Event. It identifies the server uniquely even in a server-
controlled transparent redundancy scenario where several servers may use the same URI. 

ClientAuditEntryId contains the human-readable AuditEntryId defined in Part 3. 

The ClientUserId identifies the user of the client requesting an action. The ClientUserId can be obtained from 
the UserIdentityToken passed in the ActivateSession call. This token can contain the information in multiple 
formats depending on the type of User Identity that is passed to the service. If the UserIdentityToken that was 
passed was defined as a UserName, then the structure contains an explicit string that is the user. If the 
passed UserIdentityToken was defined as X509v3, then the CertificateData byte string contains an element 
that is the user string which can be extracted from the subject key in this structure. If the passed 
UserIdentityToken was defined as WSS, then the user string can be extracted from the WS-Security XML 
token. If an AnonymousIdentityToken was used, the value is null. 

6.4.4 AuditSecurityEventType 

This EventType is defined in Part 3. Its representation in the AddressSpace is formally defined in Table 19. 

Table 19 – AuditSecurityEventType Definition 

Attribute Value 

BrowseName AuditSecurityEventType 

IsAbstract True 

References NodeClass BrowseName  DataType TypeDefinition ModellingRule 

Subtype of the AuditEventType defined in 6.4.3, that is, inheriting the InstanceDeclarations of that Node. 

HasSubtype ObjectType AuditChannelEventType Defined in 6.4.5 

HasSubtype ObjectType AuditSessionEventType Defined in 6.4.7 

HasSubtype ObjectType AuditCertificateEventType Defined in 6.4.12 

 

This EventType inherits all Properties of the AuditEventType. Their semantic is defined in 6.4.3. There are no 
additional Properties defined for this EventType. 
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6.4.5 AuditChannelEventType 

This EventType is defined in Part 3. Its representation in the AddressSpace is formally defined in Table 20. 

Table 20 – AuditChannelEventType Definition 

Attribute Value 

BrowseName AuditChannelEventType 

IsAbstract True 

References NodeClass BrowseName DataType TypeDefinition ModellingRule 

Subtype of the AuditSecurityEventType defined in 6.4.4, that is, inheriting the InstanceDeclarations of that Node. 

HasSubtype ObjectType AuditOpenSecureChannelEventType Defined in 6.4.6 

HasProperty Variable SecureChannelId String PropertyType Mandatory 

 

This EventType inherits all Properties of the AuditSecurityEventType. Their semantic is defined in 6.4.4. 
There are no additional Properties defined for this EventType. The SourceNode for Events of this type should 
be assigned to the Server Object. The SourceName for Events of this type should be “SecureChannel/” and 
the Service that generates the Event (e.g. SecureChannel/OpenSecureChannel or 
SecureChannel/CloseSecureChannel). If the ClientUserId is not available for a CloseSecureChannel call, 
then this parameter shall be set to ”System/CloseSecureChannel”. 

The SecureChannelId shall uniquely identify the SecureChannel. The application shall use the same identifier 
in all AuditEvents related to the Session Service Set (AuditSessionEventType and its subtypes) and the 
SecureChannel Service Set (AuditChannelEventType and its subtypes). 

6.4.6 AuditOpenSecureChannelEventType 

This EventType is defined in Part 3. Its representation in the AddressSpace is formally defined in Table 21. 

Table 21 – AuditOpenSecureChannelEventType Definition 

Attribute Value 

BrowseName AuditOpenSecureChannelEventType 

IsAbstract True 

References NodeClass BrowseName DataType TypeDefinition Modelling 
Rule 

Subtype of the AuditChannelEventType defined in 6.4.5, that is, inheriting the InstanceDeclarations of that Node. 

HasProperty Variable ClientCertificate ByteString PropertyType Mandatory 

HasProperty Variable ClientCertificateThumbprint String PropertyType Mandatory 

HasProperty Variable RequestType SecurityTokenRequestType PropertyType Mandatory 

HasProperty Variable SecurityPolicyUri String PropertyType Mandatory 

HasProperty Variable SecurityMode MessageSecurityMode PropertyType Mandatory 

HasProperty Variable RequestedLifetime Duration PropertyType Mandatory 

 

This EventType inherits all Properties of the AuditChannelEventType. Their semantic is defined in 6.4.5. The 
SourceName for Events of this type should be “SecureChannel/OpenSecureChannel”. The ClientUserId is 
not available for this call, thus this parameter shall be set to ”System/OpenSecureChannel”. 

The additional Properties defined for this EventType reflect parameters of the Service call that triggers the 
Event. 

ClientCertificate is the clientCertificate parameter of the OpenSecureChannel Service call. 

ClientCertificateThumbprint is a thumbprint of the ClientCertificate. 

RequestType is the requestType parameter of the OpenSecureChannel Service call. 

SecurityPolicyUri is the securityPolicyUri parameter of the OpenSecureChannel Service call. 

SecurityMode is the securityMode parameter of the OpenSecureChannel Service call. 
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RequestedLifetime is the requestedLifetime parameter of the OpenSecureChannel Service call. 

6.4.7 AuditSessionEventType 

This EventType is defined in Part 3. Its representation in the AddressSpace is formally defined in Table 22. 

Table 22 – AuditSessionEventType Definition 

Attribute Value 

BrowseName AuditSessionEventType 

IsAbstract True 

References NodeClass BrowseName DataType TypeDefinition ModellingRule 

Subtype of the AuditEventType defined in 6.4.4, that is, inheriting the InstanceDeclarations of that Node. 

HasSubtype ObjectType AuditCreateSessionEventType Defined in 6.4.8 

HasSubtype ObjectType AuditActivateSessionEventType Defined in 6.4.10 

HasSubtype ObjectType AuditCancelEventType Defined in 6.4.11 

HasProperty Variable SessionId NodeId PropertyType Mandatory 

 

This EventType inherits all Properties of the AuditEventType. Their semantic is defined in 6.4.4. There are no 
additional Properties defined for this EventType. 

If the Event is generated by a TransferSubscriptions Service call, the SourceNode should be assigned to the 
SessionDiagnostics Object that represents the session. The SourceName for Events of this type should be 
“Session/TransferSubscriptions”. 

Otherwise, the SourceNode for Events of this type should be assigned to the Server Object. The 
SourceName for Events of this type should be “Session/” and the Service that generates the Event (e.g. 
CreateSession, ActivateSession or CloseSession). 

The SessionId should contain the SessionId of the session that the Service call was issued on In the 
CreateSession Service this shall be set to the newly created SessionId. If no session context exists (e.g. for a 
failed CreateSession Service call) the SessionId is set to NULL. 

6.4.8 AuditCreateSessionEventType 

This EventType is defined in Part 3. Its representation in the AddressSpace is formally defined in Table 23. 

Table 23 – AuditCreateSessionEventType Definition 

Attribute Value 

BrowseName AuditCreateSessionEventType 

IsAbstract True 

References NodeClass BrowseName DataType TypeDefinition ModellingRule 

Subtype of the AuditSessionEventType defined in 6.4.7, that is, inheriting the InstanceDeclarations of that Node. 

HasSubtype ObjectType AuditUrlMismatchEventType Defined in 6.4.9 

HasProperty Variable SecureChannelId String PropertyType Mandatory 

HasProperty Variable ClientCertificate ByteString PropertyType Mandatory 

HasProperty Variable ClientCertificateThumbprint String PropertyType Mandatory 

HasProperty Variable RevisedSessionTimeout Duration PropertyType Mandatory 

 

This EventType inherits all Properties of the AuditSessionEventType. Their semantic is defined in 6.4.7. The 
SourceName for Events of this type should be “Session/CreateSession”. The ClientUserId is not available for 
this call thus this parameter shall be set to the ”System/CreateSession”. 

The additional Properties defined for this EventType reflect parameters of the Service call that triggers the 
Event. 
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