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Anwendungsbeginn

Anwendungsbeginn fur die von CENELEC am 2011-11-22 angenommene Europdische Norm als DIN-Norm
ist 2012-06-01.

Nationales Vorwort
Vorausgegangener Norm-Entwurf: E DIN EN 62541-6:2008-12.

Fir diese Norm ist das nationale Arbeitsgremium K 931 ,Systemaspekte“ der DKE Deutsche Kommission
Elektrotechnik Elektronik Informationstechnik im DIN und VDE (www.dke.de) zustandig.

Die enthaltene IEC-Publikation wurde vom SC 65E ,Devices and integration in enterprise systems* erarbeitet.

Das IEC-Komitee hat entschieden, dass der Inhalt dieser Publikation bis zu dem Datum (stability date)
unverandert bleiben soll, das auf der IEC-Website unter ,http://webstore.iec.ch® zu dieser Publikation
angegeben ist. Zu diesem Zeitpunkt wird entsprechend der Entscheidung des Komitees die Publikation
bestatigt,

zurlickgezogen,

durch eine Folgeausgabe ersetzt oder

geandert.

Fir den Fall einer undatierten Verweisung im normativen Text (Verweisung auf eine Norm ohne Angabe des
Ausgabedatums und ohne Hinweis auf eine Abschnittsnummer, eine Tabelle, ein Bild usw.) bezieht sich die
Verweisung auf die jeweils neueste gultige Ausgabe der in Bezug genommenen Norm.

Fiar den Fall einer datierten Verweisung im normativen Text bezieht sich die Verweisung immer auf die in
Bezug genommene Ausgabe der Norm.

Der Zusammenhang der zitierten Normen mit den entsprechenden Deutschen Normen ergibt sich, soweit ein
Zusammenhang besteht, grundsatzlich Gber die Nummer der entsprechenden IEC-Publikation. Beispiel:
IEC 60068 ist als EN 60068 als Europaische Norm durch CENELEC tGbernommen und als DIN EN 60068 ins
Deutsche Normenwerk aufgenommen.

Das Prasidium des DIN hat mit Prasidialbeschluss 1/2004 festgelegt, dass DIN-Normen, deren Inhalt sich auf
internationale Arbeitsergebnisse der Informationsverarbeitung griindet, unter bestimmten Bedingungen allein
in englischer Sprache veroffentlicht werden dirfen. Diese Bedingungen sind fiir die vorliegende Norm erfilllt.

Da sich die Benutzer der vorliegenden Norm der englischen Sprache als Fachsprache bedienen, wird die
englische Fassung der EN 62541-6 verdffentlicht. Zu deren Abschnitt 3, der die Begriffe festlegt, wurde eine
Ubersetzung angefertigt und als informativer Nationaler Anhang NA der vorliegenden Norm hinzugefiigt. Fur
viele der verwendeten Begriffe existieren keine gebrauchlichen deutschen Benennungen, da sich die
deutschen Anwender in der Regel ebenfalls der englischen Benennungen bedienen. Diese Norm steht nicht
in unmittelbarem Zusammenhang mit Rechtsvorschriften und ist nicht als Sicherheitsnorm anzusehen.
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Nationaler Anhang NA
(informativ)

3.1 Begriffe

Fir die Anwendung dieses Dokuments gelten die Begriffe nach IEC/TR 62541-1, IEC/TR 62541-2 und
IEC 62541-3 sowie die folgenden Begriffe.

3141

Datenkodierung

(en: Data Encoding)

Datenkodierung ist ein Weg, OPC UA-Botschaften und Datenstrukturen zu serialisieren

3.1.2

Abbildungsvorschrift

(en: Mapping)

legt fest, wie eine OPC UA-Eigenschaft mit einer spezifischen Technologie implementiert wird

ANMERKUNG Zum Beispiel ist OPC UA-Binary Encoding eine Abbildungsvorschrift, die festlegt, wie OPC UA-
Datenstrukturen als Bytesequenzen serialisiert werden.

313

Sicherheitsprotokoll

(en: Security Protocol)

gewabhrleistet die Integritdt und die Geheimhaltung von OPC UA-Nachrichten, die zwischen OPC UA-
Anwendungen ausgetauscht werden

314

Stack

(en: Stack)

Sammlung von Softwarebibliotheken, die ein oder mehrere Stackprofile implementieren; Stacks haben eine
API, die die Implementierungsdetails vor dem Anwendungsentwickler verbergen

3.1.5

Stackprofil

(en: Stack Profile)

Kombination von Datenkodierungen, Sicherheitsprotokoll und Transportprotokoll

ANMERKUNG OPC UA-Anwendungen implementieren ein oder mehrere Stackprofile und kénnen mit OPC UA-
Anwendungen kommunizieren, die mindestens ein identisches Stackprofil unterstuitzen.

3.1.6

Transportprotokoll

(en: Transport Protocol)

reprasentiert einen Weg zum Austausch von serialisierten OPC UA-Nachrichten zwischen OPC UA-
Anwendungen
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This European Standard was approved by CENELEC on 2011-11-22. CENELEC members are bound to comply
with the CEN/CENELEC Internal Regulations which stipulate the conditions for giving this European Standard
the status of a national standard without any alteration.

Up-to-date lists and bibliographical references concerning such national standards may be obtained on
application to the CEN-CENELEC Management Centre or to any CENELEC member.

This European Standard exists in three official versions (English, French, German). A version in any other
language made by translation under the responsibility of a CENELEC member into its own language and notified
to the CEN-CENELEC Management Centre has the same status as the official versions.

CENELEC members are the national electrotechnical committees of Austria, Belgium, Bulgaria, Croatia, Cyprus,
the Czech Republic, Denmark, Estonia, Finland, France, Germany, Greece, Hungary, Iceland, Ireland, ltaly,
Latvia, Lithuania, Luxembourg, Malta, the Netherlands, Norway, Poland, Portugal, Romania, Slovakia, Slovenia,
Spain, Sweden, Switzerland and the United Kingdom.

CENELEC

European Committee for Electrotechnical Standardization
Comité Européen de Normalisation Electrotechnique
Europaisches Komitee fur Elektrotechnische Normung

Management Centre: Avenue Marnix 17, B - 1000 Brussels

© 2011 CENELEC -  All rights of exploitation in any form and by any means reserved worldwide for CENELEC members.

Ref. No. EN 62541-6:2011 E
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Foreword

The text of document 65E/193/FDIS, future edition 1 of IEC 62541-6, prepared by SC 65E, "Devices and
integration in enterprise systems", of IEC/TC 65, "Industrial-process measurement, control and automation"
was submitted to the IEC-CENELEC parallel vote and approved by CENELEC as EN 62541-6:2011.

The following dates are fixed:

latest date by which the document has (dop) 2012-08-22
to be implemented at national level by

publication of an identical national

standard or by endorsement

latest date by which the national (dow) 2014-11-22
standards conflicting with the

document have to be withdrawn

Attention is drawn to the possibility that some of the elements of this document may be the subject of patent
rights. CENELEC [and/or CEN] shall not be held responsible for identifying any or all such patent rights.

Endorsement notice

The text of the International Standard IEC 62541-6:2011 was approved by CENELEC as a European
Standard without any modification.
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INTRODUCTION

This International Stadard is the specification for developers of OPC UA applications. The specification is a
result of an analysis and design process to develop a standard interface to facilitate the development of
applications by multiple vendors that will inter-operate seamlessly together.
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OPC UNIFIED ARCHITECTURE -

Part 6: Mappings

1 Scope

This part of IEC 62541 specifies the OPC Unified Architecture (OPC UA) mapping between the security
model described in IEC 62541-2, the abstract service definitions, described in IEC 62541-4, the data
structures defined in IEC 62541-5 and the physical network protocols that can be used to implement the OPC
UA specification.

2 Normative references

The following referenced documents are indispensable for the application of this document. For dated
references, only the edition cited applies. For undated references, the latest edition of the referenced
document (including any amendments) applies.

IEC/TR 62541-1, OPC Unfied architecture: Part 1 — Overview and Concepts
IEC 62541-2, OPC Unified architecture: Part 2 — Security Model

IEC 62541-3, OPC Unified architecture: Part 3 — Address Space Model

IEC 62541-41:----, OPC Unified architecture: Part 4 — Services

IEC 62541-52, OPC Unified architecture: Part 5 — Information Model

IEC 62541-73, OPC Unified architecture: Part 7 — Profiles

ITU-T X.690: Information technology — ASN.1 encoding rules: Specification of Basic Encoding Rules (BER),
Canonical Encoding Rules (CER) and Distinguished Encoding Rules (DER)

available at <http://www.itu.int/ITU-T/studygroups/com17/languages/X.690-0207 .pdf>

ITU-T X.200: Information technology — Open Systems Interconnection — Basic Reference Model
available at <http://www.itu.int/rec/T-REC-X.200-199407-l/en>

ITU-T X.509: Information technology — Open Systems Interconnection — The directory: Public Key and
Attribute Certificate Frameworks

available at <http://www.itu.int/rec/T-REC-X.509/en>

XML Schema Part 1: XML Schema Part 1: Structures (Second Edition)
available at <http://www.w3.org/TR/xmlschema-1/>

XML Schema Part 2: XML Schema Part 2: Datatypes (Second Edition)
available at <http://www.w3.org/TR/xmlschema-2/>

1 To be published.
2 To be published.
3 To be published.
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SOAP Part 1: SOAP Version 1.2 Part 1: Messaging Framework (Second Edition)
available at <http://www.w3.0rg/TR/soap12-part1/>

SOAP Part 2: SOAP Version 1.2 Part 2: Adjuncts (Second Edition)
available at <http://www.w3.org/TR/soap12-part2/>

XML Encryption: XML Encryption Syntax and Processing
available at <http://www.w3.org/TR/xmlenc-core/>

XML Signature: XML-Signature Syntax and Processing (Second Edition)
available at <http://www.w3.org/TR/xmldsig-core/>

WS Security: SOAP Message Security 1.1

available at <http://www.oasis-open.org/committees/download.php/16790/wss-v1.1-spec-os-
SOAPMessageSecurity.pdf>

WS Addressing: Web Services Addressing (WS-Addressing)
available at <http://www.w3.org/Submission/ws-addressing/>

WS Trust: WS Trust 1.3

available at <http://docs.oasis-open.org/ws-sx/ws-trust/v1.3/ws-trust.html>

WS Secure Conversation: WS Secure Conversation 1.3

available at <http://docs.oasis-open.org/ws-sx/ws-secureconversation/v1.3/ws-secureconversation.html>

WS Security Policy: WS Security Policy 1.2

available at  <http://docs.oasis-open.org/ws-sx/ws-securitypolicy/200702/ws-securitypolicy-1.2-spec-
0s.html>

SSL/TLS: RFC 2246 - The TLS Protocol Version 1.0
available at <http://www.ietf.org/rfc/rfc2246.txt>

WS-| Basic Profile Version 1.1
available at <http://www.ws-i.org/Profiles/BasicProfile-1.1.html>

WS-I Basic Security Profile Version 1.1
available at <http://www.ws-i.org/Profiles/BasicSecurityProfile-1.1.htmlI>

HTTP: RFC 2616 - Hypertext Transfer Protocol - HTTP/1.1
available at <http://www.ietf.org/rfc/rfc2616.txt>

HTTPS: RFC 2818 - HTTP Over TLS
available at <http://www.ietf.org/rfc/rfc2818.txt>

Base64: RFC 3548 - The Base16, Base32, and Base64 Data Encodings
availble at <http://www.ietf.org/rfc/rfc3548.txt>

IEEE-754: Standard for Binary Floating-Point Arithmetic
available at <http://grouper.ieee.org/groups/754/>

HMAC: RFC 2104 - HMAC - Keyed-Hashing for Message Authentication
available at <http://www.ietf.org/rfc/rfc2104.txt>

PKCS #1 : RFC 2437 - PKCS #1 - RSA Cryptography Specifications Version 2.0
available at <http://www.ietf.org/rfc/rfc2437 .txt>
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PKCS #12 : PKCS 12 v1.0: Personal Information Exchange Syntax
available at <ftp://ftp.rsasecurity.com/pub/pkcs/pkcs-12/pkcs-12v1.pdf>

FIPS 180-2: Secure Hash Standard (SHA)
available at <http://csrc.nist.gov/publications/fips/fips180-2/fips180-2.pdf>

FIPS 197: Advanced Encyption Standard (AES)
available at <http://www.csrc.nist.gov/publications/fips/fips197/fips-197.pdf>

UTF8: RFC 3629 - UTF-8, a transformation format of ISO 10646
available at <http://tools.ietf.org/html/rfc3629>

RFC 3280: Internet X.509 Public Key Infrastructure Certificate and CRL Profile
available at <http://www.ietf.org/rfc/rfc3280.txt>

RFC 4514: LDAP: String Representation of Distinguished Names
available at <http://www.ietf.org/rfc/rfc4514.txt>

3 Terms, definitions and abbreviations

3.1 Terms and definitions

For the purposes of this document, the terms and defintions given in IEC 62541-1, IEC 62541-2 and
IEC 62541-3 and the following apply.

3.11
Data Encoding
Data Encoding is a way to serialize OPC UA messages and data structures

3.1.2

Mapping
specifies how to implement an OPC UA feature with a specific technology

NOTE For example, the OPC UA Binary Encoding is a Mapping that specifies how to serialize OPC UA data structures as sequences
of bytes.

3.1.3
Security Protocol
ensures the integrity and privacy of UA messages that are exchanged between OPC UA applications

3.14

Stack

collection of software libraries that implement one or more Stack Profiles; Stacks have an API which hides the
implementation details from the application developer

3.1.5
Stack Profile
combination of DataEncodings, SecurityProtocol and TransportProtocol Mappings

NOTE OPC UA applications implement one or more StackProfiles and can only communicate with OPC UA applications that support a
StackProfile that they support.

3.1.6
Transport Protocol
represents a way to exchange serialized OPC UA messages between OPC UA applications
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3.2 Abbreviations

API Application Programming Interface

ASN.1 Abstract Syntax Notation #1 (used in ITU-T X.690)
BP WS-| Basic Profile Version

BSP WS-I Basic Security Profile

Csv Comma Separated Value (File Format)

HTTP Hypertext Transfer Protocol

IPSec Internet Protocol Security

RST Request Security Token

OID Object Identifier (used with ASN.1)

RSTR Request Security Token Response

SCT Security Context Token

SHA1 Secure Hash Algorithm

SOAP Simple Object Access Protocol

SSL Secure Sockets Layer (Defined in SSL/TLS)
TCP Transmission Control Protocol

TLS Transport Layer Security (Defined in SSL/TLS)
UTF8 Unicode Transformation Format (8-bit) (Defined in UTF8)
UA Unified Architecture

UASC UA Secure Conversation

WS-* The XML Web Services Specifications

WSS WS Security

WS-SC WS Secure Conversation

XML Extensible Markup Language

4 Overview

Other parts of this series of standards are written to be independent of the technology used for
implementation. This approach means OPC UA is a flexible specification that will continue to be applicable as
technology evolves. On the other hand, this approach means that it is not possible to build an OPC UA
application with the information contained in IEC 62541-1 through to IEC 62541-5 because important
implementation details have been left out.

This standard defines Mappings between the abstract specifications and technologies that can be used to
implement them. The Mappings are organized into three groups: DataEncodings, SecurityProtocols and
TransportProtocols. Different Mappings are combined together to create StackProfiles. All OPC UA
applications shall implement at least one StackProfile and can only communicate with other OPC UA
applications that implement the same StackProfile.

This standard defines the DataEncodings in Clause 5, the SecurityProtocols in Clause 6 and the
TransportProtocols in Clause 7. The StackProfiles are defined in IEC 62541-7.

All communication between OPC UA applications is based on the exchange of Messages. The parameters
contained in the Messages are defined in IEC 62541-4. However, their format is specified by the
DataEncoding and TransportProtocol. For this reason, each Message defined in IEC 62541-4 shall have a
normative description which specifies exactly what shall be put on the wire. The normative descriptions are
defined in the annexes.
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A Stack is a collection of software libraries that implement one or more StackProfiles. The interface between
an OPC UA application and the Stack is a non-normative APl which hides the details of the Stack
implementation. An API depends on a specific DevelopmentPlatform. Note that the datatypes exposed in the
API for a DevelopmentPlatform may not match the datatypes defined by the specification because of
limitations of the DevelopmentPlatform. For example, Java does not support unsigned integers which means
any Java API will need to map unsigned integers onto a signed integer type.

Figure 1 illustrates the relationships between the different concepts defined in this standard.

H H Client
<. _____
UA Application Sonor
Development Platforms X o
NET 3.0 - =
ANSIC ~TT T T T > API s N
JRESO ! /‘_/ <
‘Al : _ _ _ _,_ DataEncodings \.
/ :
Serialization Layer N ;" UABinary v
/ UA XML \
t ; \

Encoded Message i !

v 1 !

] :

i Security Protocols \
Stack Secure Channel Layer ¢ — — — — — WS Secure Conversation i
! UA Secure Conversation i
| :
Security Transforms T | |
Signing — — —|——————— »  Secured Message ; I
Encryption v |

Transport Layer

\ Transport Protocols
¢——=—— UATCP !
SOAP/HTTP !

i

Wire Protocol <« ————

!

==

.
“ _ WSDL and XML Schema /
UA Binary Schema ;/

Mappings . T

Figure 1 — The OPC UA Stack Overview

The layers described in this specification do not correspond to layers in the OSI 7 layer model [ITU-T X.200].
Each OPC UA StackProfile should be treated as a single Layer 7 (Application) protocol that is built on an
existing Layer 5, 6 or 7 protocol such as TCP/IP, TLS or HTTP.The SecureChannel layer is always present
even if the SecurityMode is None. In this situation, no security is applied but the SecurityProtocol
implementation shall maintain a logical channel with a unique identifier. Users and Administrators are
expected to understand that a SecureChannel with SecurityMode set to None cannot be trusted unless the
Application is operating on a physically secure network or a low level protocol such as IPSec is being used.

5 Data Encoding

5.1 General

51.1 Overview

This standard defines two data encodings: OPC UA Binary and OPC UA XML. It describes how to construct
messages using each of these encodings.
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5.1.2 Built-in Types

All OPC UA DataEncodings are based on rules that are defined for a standard set of built-in types. These
built-in types are then used to construct structures, arrays and messages. The built-in types are described in

Table 1.
Table 1 — Built-in data types
ID Name Description
1 Boolean A two-state logical value (true or false).
2 SByte An integer value between -128 and 127.
3 Byte An integer value between 0 and 256.
4 Int16 An integer value between -32 768 and 32 767.
5 Uint16 An integer value between 0 and 65 535.
6 Int32 An integer value between -2 147 483 648 and 2 147 483 647.
7 UInt32 An integer value between 0 and 429 4967 295.
8 Int64 An integer value between -9 223 372 036 854 775 808 and 9 223 372 036 854 775 807.
9 Uint64 An integer value between 0 and 18 446 744 073 709 551 615.
10 Float An IEEE single precision (32 bit) floating point value.
11 Double An IEEE double precision (64 bit) floating point value.
12 String A sequence of Unicode characters.
13 DateTime An instance in time.
14 Guid A 16 byte value that can be used as a globally unique identifier.
15 ByteString A sequence of octets.
16 XmlElement An XML element.
17 Nodeld An identifier for a node in the address space of an OPC UA server.
18 ExpandedNodeld | A Nodeld that allows the namespace URI to be specified instead of an index.
19 StatusCode A numeric identifier for an error or condition that is associated with a value or an operation.
20 QualifiedName A name qualified by a namespace.
21 LocalizedText Human readable text with an optional locale identifier.
22 ExtensionObject A structure that contains an application specific data type that may not be recognized by the receiver.
23 DataValue A data value with an associated status code and timestamps.
24 Variant A union of all of the types specified above.
25 Diagnosticlnfo A structure that contains detailed error and diagnostic information associated with a StatusCode.

Most of these data types are the same as the abstract types defined in IEC 62541-3 and IEC 62541-4.
However, the ExtensionObject and Variant types are defined in this standard. In addition, this standard
defines a representation for the Guid type defined in IEC 62541-3.

5.1.3 Guid

A Guid is a 16-byte globally unique identifier with the layout shown in Table 2.

Table 2 — Guid Structure

Component Data Type
Data1 UInt32
Data2 Uint16
Data3 Uint16
Data4 Byte[8]

Guid values may be represented as a string in this form:

<Datal>-<Data2>-<Data3>-<Data4[0:1]>-<Datad[2:7]>

Documents

Document Sharing Hub

Full document details: DIN EN 62541-6:2012-06


http://www.avadocuments.com/doc/din-en-62541-6-2012-06
http://www.avadocuments.com/doc/din-en-62541-6-2012-06

DIN EN 62541-6:2012-06
EN 62541-6:2011

Where Data1 is 8 characters wide, Data2 and Data3 are 4 characters wide and each Byte in Data4 is 2
characters wide. Each value is formatted as a hexadecimal number padded zeros. A typical Guid value would
look like this when formatted as a string:

C496578A-0DFE-4b8f-870A-745238C6AEAE

5.1.4 ExtensionObject

An ExtensionObject is a container for any complex data types which cannot be encoded as one of the other
built-in data types. The ExtensionObject contains a complex value serialized as a sequence of bytes or as an
XML element. It also contains an identifier which indicates what data it contains and how it is encoded.

Complex data types are represented in a Server address space as sub-types of the Structure data type. The
encodings available for any given complex data type are represented as a DataTypeEncoding Object in the
Server address space. The Nodeld for the DataTypeEncoding Object is the identifier stored in the
ExtensionObject. Subclause 5.8 of IEC 62541-3 describes how DataTypeEncoding nodes are related to other
nodes of the address space.

Server implementers should use namespace qualified numeric Nodelds for any DataTypeEncoding Objects
they define. This will minimize the overhead introduced by packing complex data values into
ExtensionObjects.

5.1.5 Variant

A Variant is a union of all built-in data types including an ExtensionObject. Variants can also contain arrays of
any of these built-in types. Variants are used to store any value or parameter with a data type of
BaseDataType or one of its subtypes.

Variants can be empty. An empty Variant is described as having a Null value and should be treated like a
NULL column in a SQL database. A Null value in a Variant may not be the same as a Null value for data
types that support Nulls such as Strings. For this reason, all DataEncodings shall preserve this distinction
when encoding Variants.

Variants can contain arrays of Variants but they cannot directly contain another Variant.

Diagnosticinfo type only has meaning when returned in a response message with an associated StatusCode.
As a result, Variants cannot contain instances of Diagnosticinfo.

Variables with a DataType of BaseDataType are mapped to a Variant, however, the ValueRank and
ArrayDimensions Afttributes place restrictions on what is allowed in the Variant. For example, if the
ValueRank is Scalar then the Variant may only contain scalar values.

5.2 OPC UA Binary
5.21 General

The OPC UA Binary Encoding is a data format developed to meet the performance needs of OPC UA
applications. This format is designed primarily for fast encoding and decoding, however, the size of the
encoded data on the wire was also a consideration.

The OPC UA Binary Encoding relies on several primitive data types with clearly defined encoding rules that
can be sequentially written to or read from a binary stream. A structure is encoded by sequentially writing the
encoded form of each field. If a given field is also a structure then the values of its fields are written
sequentially before writing the next field in the containing structure. All fields shall be written to the stream
even if they contain Null values. The encodings for each primitive type specify how to encode either a Null or
a default value for the type.
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The OPC UA Binary Encoding does not include any type or field name information because all OPC UA
applications are expected to have advance knowledge of the services and structures that they support. An
exception is an ExtensionObject which provides an identifier and a size for the complex structure it
represents. This allows a decoder to skip over types that it does not recognize.

5.2.2 Built-in Types
5.2.21 Boolean

A Boolean value shall be encoded as a single byte where a value of 0 (zero) is false and any non-zero value
is true.

Encoders shall use the value of 1 to indicate a true value; however, decoders shall treat any non-zero value
as true.

5.2.2.2 Integer

All integer types shall be encoded as little endian values where the least significant byte appears first in the
stream.

Figure 2 illustrates how value 1 000 000 000 (Hex: 3B9ACAOQO0) should be encoded as a 32 bit integer in the
stream.

00 CA | 9A 3B
0 1 2 3 4

Figure 2 — Encoding Integers in a Binary Stream

5.2.2.3 Floating Point
All floating point values shall be encoded with the appropriate IEEE-754 binary representation which has

three basic components: the sign, the exponent, and the fraction. The bit ranges assigned to each component
depend on the width of the type. Table 3 lists the bit ranges for the supported floating point types.

Table 3 — Supported Floating Point Types

Name Width (bits) Fraction | Exponent Sign
Float 32 0-22 23-30 31
Double 64 0-51 52-62 63

In addition, the order of bytes in the stream is significant. All floating point values shall be encoded with the
least significant byte appearing first (i.e. little endian).

00 00 DO | CO
0 1 2 3 4

Figure 3 illustrates how the value —6,5 (Hex: COD00000) should be encoded as a Float.

The floating point type supports positive and negative infinity and not-a-number (NaN). The IEEE
specification allows for multiple NaN variants, however, the encoders/decoders may not preserve the
distinction. Encoders shall encode a NaN value as an IEEE quiet-NAN (000000000000F8FF) or (0000COFF).
Any unsupported types such as denormalized numbers shall also be encoded as a IEEE quiet-NAN.
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00 00 DO Co
0 1 2 3 4

Figure 3 — Encoding Floating Points in a Binary Stream

5.2.2.4 String

All String values are encoded as a sequence of UTF8 characters without a null terminator and preceded by
the length in bytes.

The length in bytes is encoded as /Int32. A value of —1 is used to indicate a ‘null’ string.

Figure 4 illustrates how the multilingual string “I’/Boy” should be encoded in a byte stream.

Length K B|o |y

06 | 00| 00|00 |E6|BO|B4|42|6F |79
o 1 2 3 4 5 6 7 8 9 10

Figure 4 — Encoding Strings in a Binary Stream

5.2.2.5 DateTime

A DateTime value shall be encoded as a 64-bit signed integer (see 5.2.2.2) which represents the number of
100 nanosecond intervals since January 1, 1601 (UTC).

Not all platforms will be able to represent the full range of dates and times that can be represented with this
encoding. For example, the UNIX time_t structure only has a 1 s resolution and cannot represent dates prior
to 1970. For this reason, a number of rules shall be applied when dealing with date/time values that exceed
the dynamic range of a platform. These rules are:
a) A date/time value is encoded as O if either
1) the value equal to or earlier than 1601-01-01 12:00AM,
2) the value is the earliest date that can be represented with the platform’s encoding.
b) A date/time is encoded as the maximum value for an /Int64 if either
1) the value is equal to or greater than 9999-01-01 11:59:59PM,
2) the value is the latest date that can be represented with the platform’s encoding.
c) A date/time is decoded as the earliest time that can be represented on the platform if either
1) the encoded value is 0,

2) the encoded value represents a time earlier than the earliest time that can be represented with
the platform’s encoding.

d) A date/time is decoded as the latest time that can be represented on the platform if either
1) the encoded value is the maximum value for an Int64,
2) the encoded value represents a time later than the latest time that can be represented with the
platform’s encoding.

These rules imply that the earliest and latest times that can be represented on a given platform are invalid
date/time values and should be treated that way by applications.
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A decoder shall truncate the value if a decoder encounters a DateTime value with a resolution that is greater
than the resolution supported on the platform.

5.2.2.6 Guid

A Guid is encoded in a structure as shown in Table 2. Fields are encoded sequentially according to the data
type for field.

Figure 5 illustrates how the Guid “72962B91-FA75-4ae6-8D28-B404DC7DAF63” should be encoded in a byte
stream.

Data1 Data2 Data3 Data4

91|2B| 96 |72 | 75 | FA|E6|4A | 8D | 28 |B4| 04 |DC | 7D | AF | 63
o 1 2 3 4 5 6 7 8 9 10 11 12 13 14 15 16

Figure 5 — Encoding Guids in a Binary Stream

5.2.2.7 ByteString

A ByteString is encoded as sequence of bytes preceded by its length in bytes. The length is encoded as a 32-
bit signed integer as described above.

If the length of the byte string is —1 then the byte string is ‘null’.

5.2.2.8 XmlElement

An XmlElement is an XML fragment serialized as UTF-8 string and then encoded as ByteString.

Figure 6 illustrates how the XmlElement “<a>Hot7K</A>" should be encoded in a byte stream.

Length <A> Hot bIN </A>

OD| 00| 00|00 |3C |41 |3E|72|6F |74 | E6|BO|B4|3C|3F|41|3E
o 1 2 3 4 5 6 7 8 9 10 11 12 13 14 15 16 17

Figure 6 — Encoding XmlElements in a Binary Stream

5.2.2.9 Nodeld

The components of a Nodeld are described the Table 4.
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Table 4 — Nodeld Components

Name Data Type Description
Namespace Uint16 The index for a namespace URI.

An index of 0 is used for OPC UA defined Nodelds.
IdentifierType Enum The format and data type of the identifier.

The value may be one of the following:
NUMERIC - the value is an Ulnteger;
STRING - the value is String;

GUID - the value is a Guid;
OPAQUE - the value is a ByteString;
Value * The identifier for a node in the address space of an OPC UA server.

The encoding of a Nodeld varies according to the contents of the instance. For that reason the first byte of
the encoded form indicates the format of the rest of the encoded Nodeld. The possible encoding formats are
shown in Table 5. The tables that follow describe the structure of each possible format (they exclude the byte
which indicates the format).

Table 5 — Nodeld Encoding Values

Name Value Description

Two Byte 0x00 A numeric value that fits into the two byte representation.

Four Byte 0x01 A numeric value that fits into the four byte representation.

Numeric 0x02 A numeric value that does not fit into the two or four byte representations.
String 0x03 A String value.

Guid 0x04 A Guid value.

ByteString 0x05 An opaque (ByteString) value.

NamespaceUri Flag 0x80 See discussion of ExpandedNodeld in 5.2.2.10.

Serverindex Flag 0x40 See discussion of ExpandedNodeld in 5.2.2.10.

The standard Nodeld encoding has the structure shown in Table 6. The standard encoding is used for all
formats that do not have an explicit format defined.

Table 6 — Standard Nodeld Binary Encoding

Name Data Type Description
Namespace UInt16 The Namespace index.
Identifier * The identifier which is encoded according to the following rules:
NUMERIC UInt32
STRING String
GUID Guid
OPAQUE ByteString

An example of a String Nodeld with Namespace = 1 and Identifier = “Hot7K” is shown in Figure 7.

Encoding Byte

Namespace

/ Length Hot b/

0301|0006 00|00 |00|72|6F |74 |E6|BO|B4
o 1t 2 3 4 5 6 7 8 9 10 11 12 13

Figure 7 — A String Nodeld

The Two Byte Nodeld encoding has the structure shown in Table 7.
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