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Anwendungsbeginn 

Anwendungsbeginn für die von CENELEC am 2012-09-04 angenommene Europäische Norm als DIN-Norm 
ist 2013-06-01. 

  

Nationales Vorwort 

Vorausgegangener Norm-Entwurf: E DIN IEC 62541-7:2008-12. 

Für dieses Dokument ist das nationale Arbeitsgremium K 931 „Systemaspekte“ der DKE  Deutsche 
Kommission Elektrotechnik Elektronik Informationstechnik im DIN und VDE (www.dke.de) zuständig. 

Die enthaltene IEC-Publikation wurde vom SC 65E „Devices and integration in enterprise systems“ erarbeitet. 

Das IEC-Komitee hat entschieden, dass der Inhalt dieser Publikation bis zu dem Datum (stability date) 
unverändert bleiben soll, das auf der IEC-Website unter „http://webstore.iec.ch“ zu dieser Publikation 
angegeben ist. Zu diesem Zeitpunkt wird entsprechend der Entscheidung des Komitees die Publikation 
– bestätigt, 
– zurückgezogen, 
– durch eine Folgeausgabe ersetzt oder  
– geändert. 

Für den Fall einer undatierten Verweisung im normativen Text (Verweisung auf eine Norm ohne Angabe des 
Ausgabedatums und ohne Hinweis auf eine Abschnittsnummer, eine Tabelle, ein Bild usw.) bezieht sich die 
Verweisung auf die jeweils neueste gültige Ausgabe der in Bezug genommenen Norm. 

Für den Fall einer datierten Verweisung im normativen Text bezieht sich die Verweisung immer auf die in 
Bezug genommene Ausgabe der Norm. 

Der Zusammenhang der zitierten Normen mit den entsprechenden Deutschen Normen ergibt sich, soweit ein 
Zusammenhang besteht, grundsätzlich über die Nummer der entsprechenden IEC-Publikation. Beispiel: 
IEC 60068 ist als EN 60068 als Europäische Norm durch CENELEC übernommen und als DIN EN 60068 ins 
Deutsche Normenwerk aufgenommen. 

Das Präsidium des DIN hat mit Präsidialbeschluss 1/2004 festgelegt, dass DIN-Normen, deren Inhalt sich auf 
internationale Arbeitsergebnisse der Informationsverarbeitung gründet, unter bestimmten Bedingungen allein 
in englischer Sprache veröffentlicht werden dürfen. Diese Bedingungen sind für die vorliegende Norm erfüllt. 

Da sich die Benutzer der vorliegenden Norm der englischen Sprache als Fachsprache bedienen, wird die 
englische Fassung der EN 62541-7 veröffentlicht. Zu deren Abschnitt 3, der die Begriffe festlegt, wurde eine 
Übersetzung angefertigt und als informativer Nationaler Anhang NA der vorliegenden Norm hinzugefügt. Für 
viele der verwendeten Begriffe existieren keine gebräuchlichen deutschen Benennungen, da sich die 
deutschen Anwender in der Regel ebenfalls der englischen Benennungen bedienen. Diese Norm steht nicht 
in unmittelbarem Zusammenhang mit Rechtsvorschriften und ist nicht als Sicherheitsnorm anzusehen. 
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Nationaler Anhang NA 
(informativ) 

3.1 Begriffe 

Für die Anwendung dieses Dokuments gelten die Begriffe nach IEC 62541-1, IEC 62541-2, IEC 62541-3,  
IEC 62541-4, IEC 62541-6, IEC 62541-8 und die folgenden Begriffe. 

3.1.1 
Anwendung 
(en: Application) 
ein Stück Soft- oder Hardware, das Aspekte von OPC UA umsetzt oder bearbeitet 

ANMERKUNG 1 zum Begriff: Die Anwendung kann auf jeder Maschine laufen und jegliche Funktionalität ausführen. 
Die Anwendung kann eine Software- oder eine Hardware-Anwendung sein, die einzige Anforderung ist, dass sie OPC UA 
umsetzt. 

3.1.2 
Konformitätseinheit 
(en: ConformanceUnit) 
definierte Menge von Eigenschaften, die als Einheit getestet werden können 

ANMERKUNG 1 zum Begriff: Eine Konformitätseinheit kann eine Gruppe von Diensten, Teile von Diensten oder 
Informationsmodelle abdecken. Weitere Details werden in 4.2 beschrieben.  

3.1.3 
Konformitätsgruppe 
(en: ConformanceGroup) 
Gruppierung von Konformitätseinheiten mit eigenständigen Namen 

ANMERKUNG 1 zum Begriff: Die Gruppierung dient lediglich der Organisation von Konformitätseinheiten. Typische 
Konformitätsgruppen beinhalten Gruppen für jeden Satz an Diensten in OPC UA und jede der Informationsmodell-
Spezifikationen. 

3.1.4 
Facette 
(en: Facet) 
Profil, das eine Teilmenge der Konformitätseinheiten darstellt, die ein Server oder Client benötigen kann 

ANMERKUNG 1 zum Begriff: Facetten werden typischerweise zusammengefasst, um ein vollständiges Profil zu 
bilden. Der Begriff Facette im Titel eines Profils zeigt an, dass das Profil nicht alleine eingesetzt werden kann. 

3.1.5 
Profilkategorie 
(en: ProfileCategory) 
eine Gruppierung von Profilen in wichtige funktionale Gruppen wie Server und Client 

ANMERKUNG 1 zum Begriff: Diese Kategorien helfen Entwicklern und Benutzern, den Typ der Anwendung 
herauszufinden, in dem ein Profil verwendet werden kann. Weitere Details werden in 4.4 beschrieben.  

3.1.6 
Testfall 
(en: TestCase) 
technische Beschreibung einer Menge von Schritten, die erforderlich sind, eine bestimmte Funktion oder ein 
bestimmtes Informationsmodel zu testen 
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ANMERKUNG 1 zum Begriff: Testfälle bieten ausreichende Details für einen Entwickler, diese Testfälle zu 
implementieren. Ein Testfall bietet auch eine genaue Zusammenfassung der erwarteten Ergebnisse bei der Ausführung 
der Implementierung und alle Vorbedingungen, die erfüllt werden müssen, bevor der Testfall ausgeführt werden kann. 

3.1.7 
Testlabor 
(en: TestLab) 
Ort, der dafür ausgestattet ist, Testdienste anzubieten  

ANMERKUNG 1 zum Begriff: Diese Dienste beinhalten Personal, das direkt testet, automatisierte Tests und einen 
formal wiederholbaren Prozess, sind aber nicht darauf beschränkt. Die OPC-Foundation stellt detaillierte Spezifikationen 
bereit, die OPC UA-Testlabore beschreiben sowie die Tests definieren, die diese durchführen müssen (siehe auch 

Compliance Part 8 UA Server, Compliance Part 9 UA Client). 
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Foreword 

The text of document 65E/242/FDIS, future edition 1 of IEC 62541-7, prepared by SC 65E "Devices 
and integration in enterprise systems" of IEC/TC 65 "Industrial-process measurement, control and 
automation" was submitted to the IEC-CENELEC parallel vote and approved by CENELEC as 
EN 62541-7:2012. 
 
The following dates are fixed: 

• latest date by which the document has 
to be implemented at national level by 
publication of an identical national 
standard or by endorsement 

(dop) 2013-06-04 

• latest date by which the national 
standards conflicting with the 
document have to be withdrawn 

(dow) 2015-09-04 

 
Attention is drawn to the possibility that some of the elements of this document may be the subject of 
patent rights. CENELEC [and/or CEN] shall not be held responsible for identifying any or all such 
patent rights. 
 

Endorsement notice 

The text of the International Standard IEC 62541-7:2012 was approved by CENELEC as a European 
Standard without any modification. 
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 INTRODUCTION 

This International Standard is a specification intended for developers of OPC UA applications. 
The specification is a result of an analysis and design process to develop a standard interface 
to facilitate the development of applications by multiple vendors that inter-operate seamlessly 
together. 
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OPC UNIFIED ARCHITECTURE –  
 

Part 7: Profiles 
 
 
 

1 Scope 

This part of the IEC 62541 series describes the OPC Unified Architecture Profiles. The 
Profiles are used to describe the functionality that an OPC UA Server exposes or that an OPC 
UA Client consumes. The details of the functionality are specified in other parts of IEC 62541.  

Profiles are used by vendors to advertise the OPC UA capabilities of their products. The 
Profiles a product supports will typically appear on product data sheets. Buyers will use this 
Profile information to specify and purchase products that work together and meet specific 
application requirements. Most OPC UA applications will conform to several, but not all of the 
Profiles. 

Profiles are used to segregate features with regard to testing of OPC UA Products and the 
nature of the testing. This includes the testing performed by the OPC Foundation provided 
OPC UA Compliance Test Tool and by the OPC Foundation provided Independent 
Certification Test Labs. This could equally as well refer to test tools provided by another 
organization or a test lab provided by another organization, what is important is the concept of 
automated tool based testing verse lab based testing. The scope of this specification includes 
defining functionality that can only be tested in an a lab and defining the grouping of 
functionality that is to be used when testing OPC UA products either in a lab or using 
automated tools. The definition of actual TestCases is not within the scope of this document, 
but the general categories of TestCases are within the scope of this document. 

2 Normative references 

The following documents, in whole or in part, are normatively referenced in this document and 
are indispensable for its application. For dated references, only the edition cited applies. For 
undated references, the latest edition of the referenced document (including any 
amendments) applies. 

IEC/TR 62541-1, OPC Unified Architecture – Part 1: Overview and Concepts  

IEC/TR 62541-2, OPC Unified Architecture – Part 2: Security Model  

IEC 62541-3, OPC unified architecture – Part 3: Address Space Model  

IEC 62541-4, OPC unified architecture – Part 4: Services 

IEC 62541-5, OPC unified architecure – Part 5: Information Model 

IEC 62541-6, OPC unified architecure – Part 6: Mappings 

IEC 62541-8, OPC unified architecture – Part 8: Data Access 

IEC 62541-9, OPC Unified architecure – Part 9: Alarms and conditions 
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3 Terms, definitions and abbreviations  

3.1 Terms and definitions 

For the purposes of this document, the terms and definitions given in IEC 62541-1, 
IEC 62541-2, IEC 62541-3, IEC 62541-4, IEC 62541-6, IEC 62541-8 and the following apply. 

3.1.1  
Application 
a body of code or piece of hardware that executes or implements some aspect of OPC UA 

Note 1 to entry: The application could run on any machine and perform any function. The application could be 
software or it could be a hardware application, the only requirement is that it implements OPC UA 

3.1.2  
ConformanceUnit 
specific set of features that can be tested as a single entity 

Note 1 to entry: A ConformanceUnit can cover a group of services, portions of services or information models. For 
additional detail see section 4.2 

3.1.3  
ConformanceGroup 
group of conformance units that is given a name 

Note 1 to entry: This grouping is only to assist in organizing ConformanceUnits. Typical ConformanceGroups 
include groups for each of the service sets in OPC UA and each of the Information Model specifications. 

3.1.4  
Facet 
profile that is a subset of the ConformanceUnits a Server or Client may require 

Note 1 to entry: Facet are typically combined to form full function Profiles. The use of the term Facet in the title of 
a Profile indicates that the given Profile is not a standalone profile. 

3.1.5  
ProfileCategory 
a grouping of Profiles into major functionality groups, such as Server or Clients 

Note 1 to entry: These categories help developers and users determine the type of type of Application that a 
given Profile would be used for. For additional details see section 4.4 

3.1.6  
TestCase 
technical description of a set of steps required to test a particular function or information 
model 

Note 1 to entry: TestCases provide sufficient details to allow a developer to implement them in code. A TestCases 
also provide a detailed summary of the expected result(s) from the execution of the implemented code and any 
precondition(s) that must be established before the TestCase can be executed. 

3.1.7  
TestLab 
location that is designed to provide testing services 

Note 1 to entry: These services include but are not limited to personal that directly perform testing, automated 
testing and a formal repeatable process. The OPC Foundation has provided detailed specification describing OPC 
UA TestLabs and the testing they are to provided (see Compliance Part 8 UA Server, Compliance Part 9 UA 
Client). 

3.2 Abbreviations 

A&C Alarms and Conditions 
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A&E Alarms and Events 

API Application Programming Interface 

DA Data Access 

HA Historical Access 

HMI Human Machine Interface 

UA  Unified Architecture 

4 Overview 

4.1 General 

The OPC Unified Architecture multipart specification describes a number of Services and a 
variety of information models. These Services and information models can be referred to as 
features of a Server or Client. Servers and Clients need to be able to describe which features 
they support. This part provides a grouping of these features. The individual features are 
grouped into ConformanceUnits which are further grouped into Profiles. Figure 1 provides an 
overview of the interactions between Profiles, ConformanceUnits and TestCases. The large 
arrows indicate the components that are used to construct the parent. For example a Profile is 
constructed from Profiles and ConformanceUnits. The figure also illustrates a feature of the 
OPC UA compliance test tool, in that it will test if a requested Profile passes all 
ConformanceUnits. It will also test all other ConformanceUnits and report any other Profiles 
that pass conformance testing. The individual TestCases are defined in separate documents 
see Compliance Part 8 UA Server and Compliance Part 9 UA Client. The TestCases are 
related back to the appropriate ConformanceUnits defined in this specification. This 
relationship is also displayed by the OPC UA Compliance Test Tool. 
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IEC   1472/12 

Figure 1 – Profile – ConformanceUnit – TestCases 

4.2 ConformanceUnit 

Each ConformanceUnit represents a specific set of features (e.g. a group of services, portions 
of services or information models) that can be tested as a single entity. ConformanceUnits are 
the building blocks of a Profile. Each ConformanceUnit can also be used as a test category. 
For each ConformanceUnit, there would be a number of TestCases that test the functionality 
described by the ConformanceUnit. The description of a ConformanceUnit is intended to 
provide enough information to illustrate the required functionality, but in many cases to obtain 
a complete understanding of the ConformanceUnit the reader may be required to also 
examine the appropriate part of the OPC UA specification. Additional information regarding 
testing of a ConformanceUnit is provided in the Compliance Part 8 UA Server or 
Compliance Part 9 UA Client test specifications.  

The same features do not appear in more than one ConformanceUnit. 

4.3 Profiles 

Profiles are named groupings of ConformanceUnits. The Servers and Clients in an OPC UA 
application will provide the names of Profiles that they support. The definition of Profiles is a 
dynamic activity, in that it is expected that new Profiles will be added in the future. A Profile 
can be defined to inherit from an existing Profile. The new Profile may add additional 
ConformanceUnits. These additional ConformanceUnits may add additional features that are 
to be tested. The additional ConformanceUnits may also further restrict inherited 
ConformanceUnits. 
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An OPC UA Application will typically support multiple Profiles. 

Multiple Profiles may include the same ConformanceUnit. 

Testing of a Profile consists of testing the individual ConformanceUnits that comprise the 
Profile. 

Profiles are named based on naming conventions (see 6.3 for details) 

4.4 Profile categories 

Profiles are grouped into categories to help vendors and end users understand the 
applicability of a Profile. Categories include: Server and Client, but other example could also 
include power generation or chemical plant. A Profile shall be assigned to one or more 
categories. 

Table 1 contains the list of currently defined ProfileCategories. 

Table 1 – Profile Categories 

Category Description 

Client Profiles of this category specify a complete functional set for an OPC UA Client. The 
URI of such profiles has to be part of a Software Certificate passed in the 
CreateSession request. 

Discovery Server Profiles of this category are for Discovery Servers 

External Profiles that are defined outside 

Security Profiles of this category specify a security policy. The URI of such profiles has to be 
part of an Endpoint Description returned from the GetEndpoint service. 

Server Profiles of this category specify a complete functional set for an OPC UA Server. The 
URI of such profiles has to be part of a Software Certificate returned with the 
CreateSession service response. 

Transport Profiles of this category specify a specific protocol mapping. The URI of such profiles 
has to be part of an Endpoint Description. 

 

5 ConformanceUnits 

5.1 Overview 

A ConformanceUnit represents an individually testable entity. The list of ConformanceUnits is 
large and as a result ConformanceUnits are combined for easier understanding into named 
ConformanceGroups. These groups closely correspond to the Service Sets in IEC 62541-4 
and to the OPC UA information models. Table 2 provides a list of the ConformanceGroups. 
These groups and the ConformanceUnits that they describe are detailed in the following 
sublclauses. ConformanceGroups have no impact on testing; they are used only for 
organizational reasons, i.e. to simplify the readability of this document. 
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Table 2 – Conformance Groups 

Group Description 

Address Space Model Defines ConformanceUnits for various features of the OPC UA AddressSpace. 

Aggregates All conformance units that are releated to Aggregates, including individual 
conformance units for each supported aggregate. 

Alarms and Conditions All ConformanceUnits that are associated with the OPC UA information model 
for Conditions, acknowledgeable Conditions, confirmations and Alarms. 

Attribute Services Includes ConformanceUnits to Read or Write current or historical Attribute 
values. 

Auditing User level security includes support for security audit trails, with traceability 
between Client and Server audit logs. 

Base Information All information elements as defined in IEC 62541-5 of the OPC UA 
specification. 

Data Access ConformanceUnits specific to Clients and Servers that deal with the 
representation and use of automation data as specified in IEC 62541-8 of the 
OPC UA specification. 

Discovery Services ConformanceUnits with focus on Server Endpoint Discovery. 

Method Services Methods represent the function calls of Objects. Methods are invoked and 
return only after completion (successful or unsuccessful). 

Monitored Item Services Clients define MonitoredItems to subscribe to data and Events. Each 
MonitoredItem identifies the item to be monitored and the Subscription to use 
to send Notifications. 

Node Management Services Bundles ConformanceUnits for all Services to add and delete OPC UA 
AddressSpace Nodes and References. 

Protocol and Encoding Covers all transport and encoding combinations that are specified in 
IEC 62541-6 of the OPC UA specification. 

Query Services A Query may be used to return a subset of data from the View. 

Redundancy The design of OPC UA ensures that vendors can create redundant Clients and 
redundant Servers in a consistent manner. Redundancy may be used for high 
availability, fault tolerance and load balancing. 

Security Security related ConformanceUnits that can be profiled. 

Session Services An (OPC UA) Session is an application layer connection. 

Subscription Services Subscriptions are used to report Notifications to the Client. 

View Services Clients use the View Service Set to navigate through the OPC UA 
AddressSpace or through a View (a subset) of the OPC UA AddressSpace. 

 

5.2 Services 

The following tables describe ConformanceUnits for the Services specified in IEC 62541-4. 
The tables correlate with the Service Sets. 

A single ConformanceUnit can reference several Services (e.g. CreateSession, 
ActivateSession and CloseSession) but can also refer to individual aspects of Services (e.g. 
“The use of ActivateSession to impersonate a new user"). 

Each table includes a listing of the Profile Category to which a ConformanceUnit belongs, the 
title and description of the ConformanceUnit and a column that indicates if the 
ConformanceUnit is derived from another ConformanceUnit. A ConformanceUnit that is 
derived from another ConformanceUnit includes all of the same tests as its parent plus one or 
more additional TestCases. These TestCases can only further restrict the existing TestCases. 
An example would be one in which the number of connections is tested, where the TestCase 
of the parent required at least one connection and the derived ConformanceUnit would require 
a TestCase for at least five connections. 
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The Discovery Service Set is composed of multiple ConformanceUnits (see Table 3). All 
Servers provide some aspects of this functionality; see Profiles categorized as Server Profiles 
for details. Clients may support some aspects of this functionality; see Profiles categorized as 
Client Profiles for details. 

Table 3 – Discovery Services 

Category Title Description Derived 

Server Discovery Get 
Endpoints 

Support the GetEndpoints Service to obtain all Endpoints of 
the Server. 

This includes filtering based on Profiles. 

 

Server Discovery Find 
Servers Self 

Support the FindServers Service only for itself.  

Server Discovery Register Call the RegisterServer Service to register itself (OPC UA 
Server) with an external Discovery Service via a secure 
channel with a securityMode other than "None". 

 

Server Discovery 
Configuration 

Allow configuration of the Discovery Server URL where the 
Server will register itself. 

Allow complete disabling of registration with a Discovery 
Server. 

 

Client Discovery Client 
Find Servers Basic 

Uses the FindServers Service to obtain all Servers installed 
on a given platform. 

 

Client Discovery Client 
Find Servers with 
URI 

Use FindServers Service to obtain URLs for specific Server 
URIs. 

 

Client Discovery Client 
Find Servers 
Dynamic 

Detect new Servers after an initial FindServers Service call.  

Client Discovery Client Get 
Endpoints Basic 

Uses the GetEndpoints Service to obtain all Endpoints for a 
given Server URI. 

 

Client Discovery Client Get 
Endpoints Dynamic 

Detect changes to the Endpoints after an initial 
GetEndpoints Service call. 

 

Client Discovery Client 
Configure Endpoint 

Allow specification of an Endpoint without going through the 
Discovery Service Set. 

 

 

The Session Service Set is composed of multiple ConformanceUnits (see Table 4). The 
CreateSession, ActivateSession, and CloseSession services are supported as a single unit. 
All Servers and Clients provide this functionality. 
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Table 4 – Session Services 

Category Title Description Derived 

Server Session General 
Service Behaviour 

Implement basic Service behaviour. This includes in 
particular: 

– checking the authentication token 

– returning the requestHandle in responses 

– returning available diagnostic information as requested 
with the 'returnDiagnostics' parameter 

– respecting a timeoutHint 

 

Server Session Base Support the Session Service Set (CreateSession, 
ActivateSession, CloseSession) except the use of 
ActivateSession to change the Session user. This includes 
correct handling of all parameters that are provided. 

 

Note that for the CreateSession and ActivationSession 
services, if the SecurityMode = None then: 

1) The Application Certificate and Nonce are optional. 

2) The signatures are null/empty. 

 

Server Session Cancel Support the Cancel Service to cancel outstanding 
requests. 

 

Server Session Minimum 1 Support minimum 1 Session (total).  

Server Session Minimum 2 
Parallel 

Support minimum 2 parallel Sessions (total for all Clients). Session 
Minimum 1 

Server Session Minimum 50 
Parallel 

Support minimum 50 parallel Sessions (total for all 
Clients). 

Session 
Minimum 2 
Parallel 

Client Session Client 
General Service 
Behaviour 

Implement basic Service behaviour. This includes in 
particular: 

– including the proper authentication token of the Session 

– creating requestHandles if needed 

– requesting diagnostic information with the 
'returnDiagnostics' parameter 

– evaluate the serviceResult and operational results 

 

Client Session Client Base Use the Session Service Set (CreateSession, 
ActivateSession, CloseSession) except the use of 
ActivateSession to change the Session user. This includes 
correct handling of all parameters that are provided 

Note that for the CreateSession and ActivationSession 
services, if the SecurityMode = None then: 

1) The Application Certificate and Nonce are optional. 

2) The signatures are null/empty. 

 

Client Session Client Renew 
NodeIds 

This ConformanceUnit applies to Clients that persist 
NodeIds. 

Verify that the Namespace Table has not changed for 
NodeIds that the Client has persisted and is going to re-
use beyond a Session lifetime. If changes occurred the 
Client has to recalculate the Namespace Indices of the 
respective NodeIds. 

 

Client Session Client 
Impersonate 

Use of ActivateSession to change the Session user 
(impersonation). 

 

Client Session Client 
KeepAlive 

Make periodic requests to keep the Session alive.  

Client Session Client Detect 
Shutdown 

Read or monitor the ServerStatus/State Variable to 
recognize a potential shutdown of the Server and clean up 
resources. 
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