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Anwendungsbeginn 

Anwendungsbeginn für die von CENELEC am 2013-10-16 angenommene Europäische Norm als DIN-Norm 
ist 2015-02-01. 

 Nationales Vorwort 

Vorausgegangener Norm-Entwurf: E DIN EN 62680-2:2013-03. 

Für dieses Dokument ist das nationale Arbeitsgremium K 742 „Audio-, Video- und Multimediasysteme, 
-geräte und -komponenten“ der DKE  Deutsche Kommission Elektrotechnik Elektronik Informationstechnik in 
DIN und VDE (www.dke.de) zuständig. 

Die enthaltene IEC-Publikation wurde vom TC 100 „Audio, video and multimedia systems and equipment“ 
erarbeitet. 

Das IEC-Komitee hat entschieden, dass der Inhalt dieser Publikation bis zu dem Datum (stability date) 
unverändert bleiben soll, das auf der IEC-Website unter „http://webstore.iec.ch“ zu dieser Publikation 
angegeben ist. Zu diesem Zeitpunkt wird entsprechend der Entscheidung des Komitees die Publikation 
– bestätigt, 
– zurückgezogen, 
– durch eine Folgeausgabe ersetzt oder  
– geändert. 

Für den Fall einer undatierten Verweisung im normativen Text (Verweisung auf eine Norm ohne Angabe des 
Ausgabedatums und ohne Hinweis auf eine Abschnittsnummer, eine Tabelle, ein Bild usw.) bezieht sich die 
Verweisung auf die jeweils neueste gültige Ausgabe der in Bezug genommenen Norm. 

Für den Fall einer datierten Verweisung im normativen Text bezieht sich die Verweisung immer auf die in 
Bezug genommene Ausgabe der Norm. 

Der Zusammenhang der zitierten Normen mit den entsprechenden Deutschen Normen ergibt sich, soweit ein 
Zusammenhang besteht, grundsätzlich über die Nummer der entsprechenden IEC-Publikation. Beispiel: 
IEC 60068 ist als EN 60068 als Europäische Norm durch CENELEC übernommen und als DIN EN 60068 ins 
Deutsche Normenwerk aufgenommen. 

Das Präsidium des DIN hat mit Präsidialbeschluss 1/2004 festgelegt, dass DIN-Normen, deren Inhalt sich auf 
internationale Arbeitsergebnisse der Informationsverarbeitung gründet, unter bestimmten Bedingungen allein 
in englischer Sprache veröffentlicht werden dürfen. Diese Bedingungen sind für die vorliegende Norm erfüllt. 

Da sich die Benutzer der vorliegenden Norm der englischen Sprache als Fachsprache bedienen, wird die 
Englische Fassung der EN 62680-2 veröffentlicht. Zu deren Abschnitt 1, der den Anwendungsbereich 
festlegt, und Abschnitt 2, der die Abkürzungen und Begriffe festlegt, wurde eine Übersetzung angefertigt und 
als informativer Nationaler Anhang NA der vorliegenden Norm hinzugefügt. Für die meisten der verwendeten 
Begriffe existieren keine gebräuchlichen deutschen Benennungen, da sich die deutschen Anwender in der 
Regel ebenfalls der englischen Benennungen bedienen. Diese Norm steht nicht in unmittelbarem 
Zusammenhang mit Rechtsvorschriften und ist nicht als Sicherheitsnorm anzusehen. 

Das Original-Dokument enthält Bilder in Farbe, die in der Papierversion in einer Graustufen-Darstellung wie-
dergegeben werden. Elektronische Versionen dieses Dokuments enthalten die Bilder in der originalen Farb-
darstellung. 

Full document details: DIN EN 62680-2:2015-02

http://www.avadocuments.com/doc/din-en-62680-2-2015-02
http://www.avadocuments.com/doc/din-en-62680-2-2015-02


 
DIN EN 62680-2:2015-02 

3 

                                                     

Nationaler Anhang NA 
(informativ) 

Die deutschen Übersetzungen haben Empfehlungscharakter und können nur die ungefähre Begrifflichkeit in 
Deutsch wiedergeben. Unter Experten wird empfohlen, ausschließlich die englischen Fachbegriffe zu ver-
wenden, um die Gefahr von Missverständnissen zu reduzieren. 

1 AnwendungsbereichN1) 

1.1 Allgemeines 

USB ist eine beliebte Schnittstelle für den Datenaustausch zwischen Mobiltelefon und tragbaren Geräten. 
Viele dieser Geräte sind so klein, dass es unmöglich ist, Standard-USB-Komponenten, wie in der Festlegung 
für USB 2.0 festgelegt, zu verwenden. Die Anforderungen von Mobiltelefonen und tragbaren Geräten sind 
höher als die der jetzigen Verbindungen. Da Mobiltelefone und andere kleine tragbare Geräte das größte 
Marktpotenzial für USB haben, befasst sich diese Festlegung mit diesem sehr großen Markt und erfüllt dabei 
alle Anforderungen bezüglich der elektrischen Leistungsfähigkeit innerhalb der Festlegung für USB 2.0. 

2 Abkürzungen und Begriffe 

Dieser Abschnitt führt die in dieser Festlegung verwendeten Begriffe und Abkürzungen auf und legt sie fest. 

A-Gerät 
(en: A-Device) 

Gerät mit einem Typ-A-Stecker an seinem Anschluss. Das A-Gerät versorgt VBUS 
und Host beim Start einer Sitzung mit Leistung. Wenn das A-Gerät in Bereitschaft 
ist, kann es unter bestimmten Bedingungen die Rolle des Hosts an ein B-Gerät in 
Bereitschaft abtreten. 

Anwendung 
(en: Application) 

allgemeiner Ausdruck, der auf beliebige Software verweist, die auf einem Gerät 
läuft, und die das Verhalten oder die Aktionen an den USB-Anschlüssen eines 
Gerätes steuern kann 

B-Gerät 
(en: B-Device) 

Gerät mit einem Typ-B-Stecker an seinem Anschluss. Das B-Gerät ist beim Start 
einer Sitzung ein Peripheriegerät. Falls das B-Gerät in Bereitschaft ist (OTG), kann 
ihm von einem A-Gerät in Bereitschaft die Rolle eines Hosts gewährt werden. 

DIP-Typ 
(en: DIP-type) 

Steckverbinder mit Kontakten und geschirmten Lötfahnen, die an die Leiterplatte 
angelötet sind 

FS 
(en: Full Speed) 

volle Geschwindigkeit (max. 12 Mb/s) 

Höher als HS 
(en: Higher than HS) 

(480 Mb/s   5 Gb/s) 

HS 
(en: High Speed) 

hohe Geschwindigkeit (max. 480 Mb/s) 

Host physikalische Einheit, die mit einem USB-Kabel verbunden ist und als USB-Host 
fungiert, wie in den USB-Festlegungen, Überarbeitung 2.0, bestimmt. Diese Einheit 
initiiert Datentransaktionen und stellt periodische Beginne von Frames bereit. 

 
N1) Die Nummerierung aus IEC 62680-2:2013 wurde beibehalten. 
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HNP 
(en: Host Negotiation 
Protocol) 

Hostrechner-Übertragungsprotokoll 

ID 
(en: Identification) 

Identifikation. Kennzeichnet den Pin am Mikro-Steckverbinder, der zur Unterschei-
dung zwischen einem Mikro-A-Stecker und Mikro-B-Stecker verwendet wird. 

LS 
(en: Low Speed) 

niedrige Geschwindigkeit (max. 1,5 Mb/s) 

Midmount-Typ 
(en: Midmount-type) 

Steckverbinder, der in einer Aussparung der Leiterplatte zwischen der oberen und 
der unteren Oberfläche angebracht ist 

OTG 
(en: On-The-Go) 

Bereitschaft 

OTG-Gerät 
(en: OTG device) 

Gerät mit den Fähigkeiten, als Host und als peripheres Gerät zu arbeiten 

peripheres Gerät 
(en: Peripheral) 

physikalische Einheit, die mit einem USB-Kabel verbunden ist und derzeit als ein 
„Gerät“ arbeitet wie in den USB-Festlegungen, Überarbeitung 2.0, bestimmt. Ein 
peripheres Gerät antwortet auf Bus-Anforderungen vom Host mit niedriger Stufe. 

PCB 
(en: Printed circuit 
board) 

Leiterplatte 

USB 
(en: Universal Serial 
Bus) 

Universeller Serieller Bus 

USB-IF USB Implementers Forum, eine von Geräte-Herstellern (OEMs), Komponenten-
Herstellern und Firmware-/Software-Entwicklern gebildete industrielle Non-Profit-
Organisation, die aktiv in die Weiterentwicklung der USB-Technologie eingebunden 
ist (siehe http://www.usb.org) 
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Foreword 

The text of document 100/2153/FDIS, future edition 1 of IEC 62680-2, prepared by IEC/TC 100, "Audio, 
video and multimedia systems and equipment" was submitted to the IEC-CENELEC parallel vote and 
approved by CENELEC as EN 62680-2:2013. 

 
The following dates are fixed: 

  latest date by which the document has 
to be implemented at national level by 
publication of an identical national 
standard or by endorsement 

(dop) 2014-07-16 

  latest date by which the national 
standards conflicting with the 
document have to be withdrawn 

(dow) 2016-10-16 
 

 

 

Attention is drawn to the possibility that some of the elements of this document may be the subject of 
patent rights. CENELEC [and/or CEN] shall not be held responsible for identifying any or all such patent 
rights. 
 

Endorsement notice 

The text of the International Standard IEC 62680-2:2013 was approved by CENELEC as a European 
Standard without any modification. 
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INTRODUCTION 

 

The IEC 62680 series is based on a series of specifications that were originally developed by the 
USB Implementers Forum (USB-IF). These specifications were submitted to the IEC under the 
auspices of a special agreement between the IEC and the USB-IF. 

The USB Implementers Forum, Inc.(USB-IF) is a non-profit corporation founded by the group of 
companies that developed the Universal Serial Bus specification. The USB-IF was formed to provide 
a support organization and forum for the advancement and adoption of Universal Serial Bus 
technology. The Forum facilitates the development of high-quality compatible USB peripherals 
(devices), and promotes the benefits of USB and the quality of products that have passed 
compliance testing. 

ANY USB SPECIFICATIONS ARE PROVIDED TO YOU "AS IS, "WITH NO WARRANTIES 
WHATSOEVER, INCLUDING ANY WARRANTY OF MERCHANTABILITY, NON-INFRINGEMENT, 
OR FITNESS FOR ANY PARTICULAR PURPOSE. THE USB IMPLEMENTERS FORUM AND THE 
AUTHORS OF ANY USB SPECIFICATIONS DISCLAIM ALL LIABILITY, INCLUDING LIABILITY 
FOR INFRINGEMENT OF ANY PROPRIETARY RIGHTS, RELATING TO USE OR 
IMPLEMENTATION OR INFORMATION IN THIS SPECIFICAITON.  

 
THE PROVISION OF ANY USB SPECIFICATIONS TO YOU DOES NOT PROVIDE YOU WITH ANY 
LICENSE, EXPRESS OR IMPLIED, BY ESTOPPEL OR OTHERWISE, TO ANY INTELLECTUAL 
PROPERTY RIGHTS.  

 
Entering into USB Adopters Agreements may, however, allow a signing company to participate in a 
reciprocal, royalty-free licensing arrangement for compliant products. For more information, please 
see: 
http://www.usb.org/developers/docs/ 
http://www.usb.org/developers/devclass_docs#approved 

 
IEC DOES NOT TAKE ANY POSITION AS TO WHETHER IT IS ADVISABLE FOR YOU TO ENTER 
INTO ANY USB ADOPTERS AGREEMENTS OR TO PARTICIPATE IN THE USB IMPLEMENTERS 
FORUM.”  

 

 

This series covers the Universal Series Bus interfaces for data and power and consists of the 
following parts: 

IEC  62680-1,Universal Serial Bus interfaces for data and power – Part 1: Universal Serial Bus 
Specification, Revision 2.0 
 
IEC  62680-2,Universal Serial Bus interfaces for data and power – Part 2: USB Micro-USB Cables 
and Connectors Specification, Revision 1.01 
 
IEC  62680-3,Universal Serial Bus interfaces for data and power – Part 3: USB Battery Charging 
Specification, Revision 1.2 
 
IEC  62680-4,Universal Serial Bus interfaces for data and power – Part 4: Universal Serial Bus 
Cables and Connectors Class Document Revision. 2.0 

This part of the IEC 62680 series consists of several distinct parts: 

  the main body of the text, which consists of the original specification and all ECN and Errata 
developed by the USB-IF. 
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Universal Serial Bus 
Micro-USB Cables and Connectors 

Specification 
 
 

Revision 1.01 
April 4, 2007 

 

Revision History 

Revision Issue Date Comment 

0.6 1/30/2006 Revisions to all sections 

0.7 3/24/2006 Added revised Micro-USB drawings to Rev.0.8 

0.8 4/19/2006 Editorial changes and additions by Jan Fahllund (Nokia) 

0.8b 4/26/2006 Corrections to the 0.8 version (based by comments from contributors) 

0.9 6/7/2006 Corrections based on comments from the 0.8b version 

1.0RC 8/2/2006 Added lubricant recommendation, LLRC delta change specified 

1.01RC 11/10/2006 Editorial changes and addition based on Oct-06 USB-IF CCWG meeting. 

1.02RC 12/10/2006 Shell material thickness tolerances changed so that material can be  0.25 mm 
or 0.3 mm; edited three pictures (Figure 4-10, 4-11 and 4-12).  

1.03RC 12/11/2006 Two pictures edited (Figure 4-8 and 4-9). In fig 4-8 max height to be 2.8mm 
MAX. In fig 4-9 R0.25mm MAX to be R0.30mm MAX. 

1.0RC3 12/19/2006 For BoD approval 

1.0 1/12/2007 Approved 

1.0 1/22/2007 Cosmetic edits for publication 

1.01 4/4/2007 Editorial corrections and additions to contributor list. Reinserted shell and plug 
material requirements as section 6.10. Clarified wording on Plating 
Recommendations. 

 

Copyright © 2006 USB Implementers Forum, Inc. (USB-IF). 
All rights reserved. 
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A LICENSE IS HEREBY GRANTED TO REPRODUCE THIS SPECIFICATION FOR INTERNAL USE 
ONLY.  NO OTHER LICENSE, EXPRESS OR IMPLIED, BY ESTOPPEL OR OTHERWISE, IS 
GRANTED OR INTENDED HEREBY. 

USB-IF AND THE AUTHORS OF THIS SPECIFICATION EXPRESSLY DISCLAIM ALL LIABILITY 
FOR INFRINGEMENT OF INTELLECTUAL PROPERTY RIGHTS, RELATING TO 
IMPLEMENTATION OF INFORMATION IN THIS SPECIFICATION. USB-IF AND THE AUTHORS OF 
THIS SPECIFICATION ALSO DO NOT WARRANT OR REPRESENT THAT SUCH 
IMPLEMENTATION(S) WILL NOT INFRINGE THE INTELLECTUAL PROPERTY RIGHTS OF 
OTHERS. 

THIS SPECIFICATION IS PROVIDED "AS IS" AND WITH NO WARRANTIES, EXPRESS OR 
IMPLIED, STATUTORY OR OTHERWISE.  ALL WARRANTIES ARE EXPRESSLY DISCLAIMED.  
NO WARRANTY OF MERCHANTABILITY, NO WARRANTY OF NON-INFRINGEMENT, NO 
WARRANTY OF FITNESS FOR ANY PARTICULAR PURPOSE, AND NO WARRANTY ARISING 
OUT OF ANY PROPOSAL, SPECIFICATION, OR SAMPLE. 

IN NO EVENT WILL USB-IF OR USB-IF MEMBERS BE LIABLE TO ANOTHER FOR THE COST OF 
PROCURING SUBSTITUTE GOODS OR SERVICES, LOST PROFITS, LOSS OF USE, LOSS OF 
DATA OR ANY INCIDENTAL, CONSEQUENTIAL, INDIRECT, OR SPECIAL DAMAGES, WHETHER 
UNDER CONTRACT, TORT, WARRANTY, OR OTHERWISE, ARISING IN ANY WAY OUT OF THE 
USE OF THIS SPECIFICATION, WHETHER OR NOT SUCH PARTY HAD ADVANCE NOTICE OF 
THE POSSIBILITY OF SUCH DAMAGES. 

All product names are trademarks, registered trademarks, or service marks of their respective 
owners. 
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1 Introduction 

1.1 General 

USB has become a popular interface for exchanging data between cell phone and portable devices.  
Many of these devices have become so small it is impossible to use standard USB components as 
defined in the USB 2.0 specification.  In addition the durability requirements of the Cell Phone and 
Portable Devices market exceed the specifications of the current interconnects. Since Cell Phones 
and other small Portable Devices are the largest market potential for USB, this specification is 
addressing this very large market while meeting all the requirements for electrical performance 
within the USB 2.0 specification. 

1.2 Objective of the Specification  

The purpose of this document is to define the requirements and features of a Micro-USB connector 
that will meet the current and future needs of the Cell Phone and Portable Devices markets, while 
conforming to the USB 2.0 specification for performance, physical size and shape of the Micro-USB 
interconnect.  

This is not a stand-alone document.  Any aspects of USB that are not specifically changed by this 
specification are governed by the USB 2.0 Specification and USB On-The-Go Supplement. 

1.3 Intended Audience/Scope  

Cell phone and Portable Devices have become so thin that the current Mini-USB does not fit well 
within the constraints of future designs.  Additional requirements for a more rugged connector that 
will have durability past 10,000 cycles and still meet the USB 2.0 specification for mechanical and 
electrical performance was also a consideration.  The Mini-USB could not be modified and remain 
backward compatible to the existing connector as defined in the USB OTG specification. 

1.4 Related Documents 

USB 2.0 

USB OTG Supplement 

2 Acronyms and Terms 

This chapter lists and defines terms and abbreviations used throughout this specification. 

A-Device A device with a Type-A plug inserted into its receptacle.  The A-
device supplies power to VBUS and is host at the start of a session. 
If the A-device is On-The-Go, it may relinquish the role of host to an 
On-The-Go B-device under certain conditions, 

Application A generic term referring to any software that is running on a device 
that can control the behavior or actions of the USB port(s) on a 
device. 

B-Device A device with a Type-B plug inserted into its receptacle.  The B-
device is a peripheral at the start of a session.  If the B-device is 
OTG, it may be granted the role of host from an OTG A-device. 

DIP-type A connector with contact and shield solder tails that are soldered 
through the printed circuit board 

FS Full Speed  (max 12Mb/s) 

Higher than HS (480Mb/s ---> 5 Gb/s) 
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HS High Speed (max 480 Mb/s) 

Host A physical entity that is attached to a USB cable and is acting in the 
role of the USB host as defined in the USB Specification, Revision 
2.0.  This entity initiates all data transactions and provides periodic 
Start of Frames. 

HNP Host Negotiation Protocol 

ID Identification.  Denotes the pin on the Micro connectors that is used 
to differentiate a Micro-A plug from a Micro-B plug. 

LS Low Speed (max 1,5 Mb/s) 

Midmount-type A connector that is mounted in a cut-out in the printed circuit board 
between the top and bottom surfaces. 

OTG On-The-Go 

OTG device A device with the host and peripheral capabilities 

Peripheral A physical entity that is attached to a USB cable and is currently 
operating as a “device” as defined in the USB Specification, 
Revision 2.0.  The Peripheral responds to low level bus requests 
from the Host. 

PCB Printed circuit board 

USB Universal Serial Bus 

USB-IF USB Implementers Forum 

 

3 Significant Features 

This section identifies the significant features of the Micro-USB specification.  The purpose of this 
section is not to present all the technical details associated with each major feature, but rather to 
highlight its existence.  Where appropriate, this section references other parts of the document 
where further details can be found. 

3.1 USB 2.0 Specification Compliance 

Any device with Micro-USB features is first and foremost a USB peripheral that is compliant with the 
USB 2.0 specification.   

3.2 On-The-Go Device 

Any OTG Micro-USB device shall conform to the OTG requirements as set forth in the On-The-Go 
Supplement to the USB 2.0 Specification. 

3.3 Connectors  

The USB 2.0 specification defines the following connectors: 

  Standard-A plug and receptacle, 

  Standard-B plug and receptacle, and 

  Mini-B plug and receptacle. 
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The Micro-USB specification defines the following additional connectors: 

  Micro-B plug and receptacle 

  Micro-AB receptacle 

  Micro-A plug. 

The Micro-AB receptacle is only allowed on OTG products. All other uses of the Micro-AB receptacle 
are prohibited. The Micro-AB receptacle accepts either a Micro-A plug or a Micro-B plug. 

It is recommended that the Micro-AB continue to support HNP as requested and support full 
functionality as a peripheral when a Micro-B plug is inserted.  

3.4 Compliant Cable Assemblies 

The USB 2.0 specification defines the following cables: 

  Standard-A plug to Standard–B plug,  

  Standard-A plug to Mini-B plug, and 

  Captive cable with Standard-A plug. 

The Micro-USB specification defines the following additional cables: 

  Micro-A plug to Micro-B plug, 

  Micro-A plug to Standard-A receptacle 

  Micro-B plug to Standard-A plug, and 

  Hardwired Captive cable with Micro-A plug. (Hardwired Captive cable is a cable, connected 
internally to a device, which is not designed to be removed by the end user of that device.) 

No other types of cables are allowed by either the USB specification, or by the OTG supplement.  
Cables are not allowed to have receptacles on either end unless they meet the mechanical and 
electrical requirements of adapters defined in this document.  

3.5 Plug Overmolds 

The Micro-USB specification constrains the size and the shape of the overmolds for the Micro-A and 
Micro-B plugs.   

The Micro-A plug’s overmold has a rectangular shape, and the Micro-B plug’s overmold is 
rectangular with chamfers.  This allows easy recognition and differentiation of the two plugs by the 
consumer See pictures Figure 4-4 and Figure 4-5. 

4 Cables and Connectors 

4.1 Introduction  

This chapter provides the mechanical and electrical specifications for the cables, connectors and 
cable assemblies used to interconnect devices as well as constraints on the design of the overmolds 
for the Micro-A and Micro-B plugs.  

4.2 Micro-Connector Mating  

The following table summarizes the plugs accepted by each of the receptacles. 

Table 4-1.  Plugs Accepted By Receptacles 

Receptacle Plugs Accepted 

Standard-A Standard-A 

Standard-B Standard-B 

Mini-B Mini-B 

Micro-B Micro-B 

Micro-AB Micro-A or Micro-B 
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