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Anwendungsbeginn

Anwendungsbeginn fir die von CENELEC am 2017-07-24 angenommene Europaische Norm als DIN-Norm
ist 2018-08-01.

Nationales Vorwort
Vorausgegangener Norm-Entwurf: E DIN EN 63028:2017-02.

Fur dieses Dokument ist das nationale Arbeitsgremium K 742 ,Audio-, Video- und Multimediasysteme,
-gerate und -komponenten“ der DKE Deutsche Kommission Elektrotechnik Elektronik Informationstechnik in
DIN und VDE (www.dke.de) zustandig.

Die enthaltene IEC-Publikation wurde vom TC 100 ,Audio, video and multimedia systems and equipment*
erarbeitet.

Das IEC-Komitee hat entschieden, dass der Inhalt dieses Dokuments bis zu dem Datum (stability date)
unverandert bleiben soll, das auf der IEC-Website unter ,http://webstore.iec.ch“ zu diesem Dokument
angegeben ist. Zu diesem Zeitpunkt wird entsprechend der Entscheidung des Komitees das Dokument
— bestatigt,

- zurtckgezogen,

- durch eine Folgeausgabe ersetzt oder

- geandert.

Fir den Fall einer undatierten Verweisung im normativen Text (Verweisung auf ein Dokument ohne Angabe
des Ausgabedatums und ohne Hinweis auf eine Abschnittsnummer, eine Tabelle, ein Bild usw.) bezieht sich
die Verweisung auf die jeweils aktuellste Ausgabe des in Bezug genommenen Dokuments.

Fir den Fall einer datierten Verweisung im normativen Text bezieht sich die Verweisung immer auf die in
Bezug genommene Ausgabe des Dokuments.

Der Zusammenhang der zitierten Dokumente mit den entsprechenden deutschen Dokumenten ergibt sich,
soweit ein Zusammenhang besteht, grundsatzlich Gber die Nummer der entsprechenden IEC-Publikation.
Beispiel: IEC 60068 ist als EN 60068 als Europadische Norm durch CENELEC ubernommen und als
DIN EN 60068 ins Deutsche Normenwerk aufgenommen.

Das Prasidium des DIN hat mit Prasidialbeschluss 1/2004 festgelegt, dass DIN-Normen, deren Inhalt sich auf
internationale Arbeitsergebnisse der Informationsverarbeitung griindet, unter bestimmten Bedingungen allein
in englischer Sprache veréffentlicht werden dirfen. Diese Bedingungen sind fir die vorliegende Norm erfillt.

Da sich die Benutzer der vorliegenden Norm der englischen Sprache als Fachsprache bedienen, wird die
Englische Fassung der EN 63028 veroffentlicht. Zu deren Abschnitt 1, der den Anwendungsbereich festlegt,
und Abschnitt 3, der die Begriffe, Symbole und Abkiirzungen festlegt, wurde eine Ubersetzung angefertigt
und als informativer Nationaler Anhang NA der vorliegenden Norm hinzugefiigt. Fiur die meisten der
verwendeten Begriffe existieren keine gebrauchlichen deutschen Benennungen, da sich die deutschen
Anwender in der Regel ebenfalls der englischen Benennungen bedienen. Diese Norm steht nicht in
unmittelbarem Zusammenhang mit Rechtsvorschriften und ist nicht als Sicherheitsnorm anzusehen.

Das Original-Dokument enthalt Bilder in Farbe, die in der Papierversion in einer Graustufen-Darstellung

wiedergegeben werden. Elektronische Versionen dieses Dokuments enthalten die Bilder in der originalen
Farbdarstellung.
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Nationaler Anhang NA
(informativ)

Auszugsweise Ubersetzung"”

1 Anwendungsbereich

Dieses Dokument legt die technischen Anforderungen, das Verhalten und die Schnittstellen fest, die bendtigt
werden, um die Interoperabilitat von flexibel gekoppelten Systemen mit drahtloser Energielibertragung
(en: wireless power transfer; WPT) fur AirFuel Resonant-WPT sicherzustellen. Dieses Dokument basiert auf
der AirFuel Wireless Power Transfer System Baseline System Specification (BSS) v1.3.

Es wird davon ausgegangen, dass bei Produkten, die sich nach diesem Dokument richten, auch die anwend-
baren Vorschriften und globalen Normen eingehalten werden.

3 Begriffe, Symbole und Abkirzungen

3.1 Begriffe

Fir die Anwendung dieses Dokuments gelten die folgenden Begriffe.

ISO und IEC stellen terminologische Datenbanken fir die Verwendung in der Normung unter den folgenden
Adressen bereit:

o |EC Electropedia: unter http://www.electropedia.org/

e |SO Online Browsing Platform: unter http://www.iso.org/obp

3141

Bekanntgabe

(en: advertisement)

verbindungsfahiges, richtungsloses Bekanntgabe-Ereignis, wobei das Gerat drei fur den WPT-Service
spezifische ADV_IND-Pakete sendet und sowohl Scan- als auch Verbindungsanforderungen akzeptiert

Anmerkung 1 zum Begriff:  Auf jeden der Bekanntgabe-Kanale wird ein ADV_IND-Paket gesendet.

Anmerkung 2 zum Begriff:  Der Empfang einer Bekanntgabe ist als Empfang von einem der drei Bekanntgabe-Pakete
definiert.

3.1.2

Kategorie

(en: category)

Typ einer Energie empfangenden Einheit (PRU)

Anmerkung 1 zum Begriff:  Siehe auch Definition von Energie empfangende Einheit (3.1.17).

N Nationale FuBnote: Die Nummerierung aus IEC 63028:2017-06 wurde beibehalten.
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313

Ladebereich

(en: charge area)

<PRU groRer als Priifbereich> Bereich der groBten Uberlappung zwischen dem PTU-Ladebereich und dem
PRU-Resonator

Anmerkung 1 zum Begriff.: =~ Der Ladebereich wird vom Lieferanten bereitgestellt, die PRU ist das gesamte Gerat und
der Priifbereich ist der Ladebereich in Priifungen.

314

Ladebereich

(en: charge area)

<PRU Kkleiner als Priifbereich> Bereich der gréRten Uberlappung zwischen dem PTU-Ladebereich und der
PRU

Anmerkung 1 zum Begriff: =~ Der Ladebereich wird vom Lieferanten bereitgestellt und der Prifbereich ist der Lade-
bereich in Prifungen.

Anmerkung 2 zum Begriff:  Dies schlief3t nicht aus, dass der PRU-Resonator groflere Abmessungen hat als der PTU-
Resonator.

Anmerkung 3 zum Begriff: ~ Zusatzlich ist ,innerhalb des Ladebereichs® gleichbedeutend mit ,innerhalb des Prif-
bereichs®.

Anmerkung 4 zum Begriff.: ~ Der Ladebereich enthalt die Spezifikation der fir das Endprodukt vorgesehenen Z-Héhen
ab der Oberflache der Resonatorspule.

3.1.5

Klasse

(en: class)

Typ einer Energie sendenden Einheit (PTU)

Anmerkung 1 zum Begriff: ~ Siehe auch Definition von Energie sendende Einheit (3.1.18).

3.1.6

gleichzeitiges vielfaches Laden

(en: concurrent multiple charging)

Energielibertragung von einem sendenden Resonator zu mehreren empfangenden Resonatoren

Anmerkung 1 zum Begriff: Die Magnetresonanzkopplung kann zwischen einem sendenden Resonator und mehreren
empfangenden Resonatoren stattfinden, wahrend die enge Kopplung auf nur eine sendende und eine empfangende
Spule beschrankt ist. Daher erlaubt die Technologie der engen Kopplung nur eine Eins-zu-Eins-Energielibertragung.

3.1.7

Delta R1

Anderung des gemessenen Widerstands eines PTU-Resonators, wenn eine PRU in der Mitte des PTU-Lade-
bereichs platziert wird, im Vergleich zum Widerstand, wenn sich keine Objekte im Ladebereich befinden

Anmerkung 1 zum Begriff:  Diese Messung bezieht sich auf die Verwendung einer PRU mit einem Leerlauf-Resonator.

3.1.8

Gerateregister

(en: device registry)

Liste der aktiven PRUs, die von der PTU gefiihrt wird

3.1.9
dominante PRU
PRU, welche den hdchsten Prozentsatz der = Bemessungsausgangsleistung  verbraucht

(Vrect * Irgct ! P RECT_MAX)
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3.1.10

flexibel gekoppelte drahtlose Energietibertragung

(en: flexibly coupled wireless power transfer)

Energielbertragungssystem, welches Energie von einer Senderspule zu einer Empfangerspule mittels
magnetischer Induktion bertragt, wobei der Kopplungsfaktor (k) zwischen den Spulen in einem Bereich von
grol bis sehr klein (d. h. kleiner als 0,025) liegen kann

Anmerkung 1 zum Begriff.: ~ AulRerdem kann die Senderspule (d. h. die primare Spule) in einem flexibel gekoppelten
System genauso grol wie oder sehr viel groRer sein als die Empfangerspule (d. h. die sekundare Spule). Der zulassige
Unterschied bei der Spulenabmessung ermdglicht die gleichzeitige Ladung mehrerer Gerate sowie eine flexiblere
Platzierung der Empfangerspulen innerhalb des Ladebereichs.

3.1.11

Hochspannungsbereich

(en: high voltage region)

PRU-Bereich, in dem der Pegel von Vgccr zu einer hohen Verlustleistung fuhrt, ohne dass die PRU
beschadigt wird

3.1.12

ausgeschlossenes Volumen

(en: keep-out volume)

Volumen aulRerhalb des Ladebereichs, in dem keine Prifung durchgefihrt wird

Anmerkung 1 zum Begriff:  Dieser Parameter wird vom PTU-Lieferanten definiert.

3.1.13

Niederspannungsbereich

(en: low voltage region)

Veect-Spannungswerte unterhalb des Betriebsbereichs

3.1.14

Normalbetrieb

(en: normal operation)

Bereich aller festgelegten WPT-Zustdnde, mit Ausnahme des Fehlerzustands des PRU-Systems fir
Uberspannung

3.1.15

Uberspannung

(en: over-voltage)

Veect-Spannungswerte, die hdher sind als Vgeer wax

Anmerkung 1 zum Begriff.  Uberspannung kann die PRU-Bauteile dauerhaft beschadigen, wenn die PRU die Bedin-
gung nicht berichtigt (siehe 8.3.6).

3.1.16

OVP-Schalter

(en: OVP switch)

Schalter in der PRU, der sich zum Schutz der PRU 6ffnet oder schlief3t

3.1.17

Energie empfangende Einheit

(en: power receiving unit)

Einheit, welche elektrische Energie drahtlos von einer Energie sendenden Einheit empfangt

3.1.18

Energie sendende Einheit

(en: power transmitting unit)

Einheit, welche elektrische Energie drahtlos an alle Energie empfangenden Einheiten sendet
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3.1.19

Gleichrichter-Wirkungsgrad

(en: rectifier efficiency)

Verhaltnis der gleichgerichteten Leistung zu der von der PRU empfangenen Leistung (Pgecr / Prx out)

3.1.20

Resonanz

(en: resonance)

Zustand eines Korpers oder Systems, wenn er bzw. es einer periodischen Stérung mit einer Frequenz
ausgesetzt wird, die der Eigenfrequenz des Koérpers bzw. des Systems entspricht

Anmerkung 1 zum Begriff.:  Bei dieser Frequenz weist das System eine verstarkte Oszillation bzw. Schwingung auf.

31.21

Resonator

Magnetfeldgenerator, welcher die Resonanzbedingung fiir die effiziente Ubertragung elektrischer Energie von
einer PTU zu einer PRU erfullt

Anmerkung 1 zum Begriff.: = Sowohl eine Spule als auch ein elekirisch leitfahiger Draht sind Beispiele fiir einen
Resonator.

3.1.22

drahtlose Energielibertragung

(en: wireless power transfer)

Prozesse und Methoden, die in allen Systemen stattfinden, in denen elektrische Energie ohne verbindende
Drahte von einer Energiequelle zu einer elektrischen Last Gbertragen wird

3.2 Symbole und Abkiirzungen

3.21 Symbole
Fir die Anwendung dieses Dokuments gelten die folgenden Symbole fiir variable Parameter.

3.21.1

NRecT
Gleichrichter-Wirkungsgrad (Pgecr / Prx_our)

3.21.2

IRECT
Gleichstrom des PRU-Gleichrichters

3.21.3

IRecT_REPORT
Wert von I, der von einer PRU an eine PTU gemeldet wird

3.21.4

[RX_IN
Effektivwert des Ausgangsstroms des Resonators/Eingangsstroms des Gleichrichters bei eingeschalteter
PRU

3.21.5

ITX
Effektivwert des Eingangsstroms der PTU-Resonatorspule
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3.2.1.6

ITx_LONG_BEACON
Effektivwert des Eingangsstroms des PTU-Resonators wahrend der langen Warnsignal-Periode im PTU-
Stromsparstatus

Anmerkung 1 zum Begriff: ~ Dieser Strom wird zur Bereitstellung der niedrigsten erforderlichen Energie verwendet, um
ein PRU-Signalisierungsmodul und eine MCU aufzuwecken und die Kommunikation zu initiieren.

3.21.7

ITX_SHORT_BEACON
Effektivwert des Eingangsstroms des PTU-Resonators wahrend des PTU-Stromsparstatus

Anmerkung 1 zum Begriff:  Dieser Strom wird verwendet, um die PTU-Impedanzénderung zu erkennen, die durch die
Platzierung eines Objekts im Ladebereich verursacht wird.

3.21.8

Ity _sTART
Effektivwert des Eingangsstroms des PTU-Resonators, der die niedrigste erforderliche Energie bereitstellt,
um ein PRU-Signalisierungsmodul und eine MCU aufzuwecken

Anmerkung 1 zum Begriff: Dieser Strom wird auBerdem verwendet, um die Kommunikation und Registrierung zu
initiileren.
3.21.9

Py
Gleichstrom-Eingangsleistung der PTU

3.21.10

PTX_IN
Eingangsleistung des PTU-Resonators

3.21.11

Pryx IN_max
hdchste Eingangsleistung des PTU-Resonators

3.21.12

Prect
mittlere Ausgangsleistung des PRU-Gleichrichters AVG (Vgeer % Igect)

3.21.13

PRECT_BOOT
hdchste mittlere Ausgangsleistung des PRU-Gleichrichters entsprechend den Lieferantenangaben

Anmerkung 1 zum Begriff:  Die Gleichrichterleistung wird Uber ein Zeitintervall von 1 ms gemessen.

3.21.14

Prect N
mittlere Eingangsleistung des PRU-Gleichrichters

3.21.15

PRX_REPORTED
Produkt der gemeldeten gleichgerichteten Spannung und des gemeldeten gleichgerichteten Stroms

(VRECT_REPORT x IRECT_REPORT)

3.2.1.16

Prx_out
Ausgangsleistung des PRU-Resonators
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3.21.17

RRECT
effektiver Lastwiderstand am Ausgang des PRU-Gleichrichters

3.21.18

Rrect wp
Widerstand beim Punkt héchster Leistung

3.21.19

RRX_IN
storender Widerstand des PRU-Resonators

3.2.1.20

VPAa
Eingangs-Gleichspannung des PTU-Leistungsverstarkers

3.21.21

VRECT
Gleichspannung am Ausgang eines PRU-Gleichrichters

3.2.1.22

VRecT RepORT
Wert von Vgeer, der von einer PRU an eine PTU gemeldet wird

3.21.23

ZRX_IN
Eingangsimpedanz des PRU-Resonators und des zugehdrigen Netzwerks

Die Symbole 3.2.1.24 bis 3.2.1.48 gelten fir variable Parameter, die vom PTU-/PRU-Entwurf abhangen.

3.21.24
ADV_PWR_MIN
niedrigste angezeigte BLE-Bekanntgabeleistung, erfasst in der PTU-BLE-Antenne

3.21.25

ITX_ABS_MAX
absoluter PTU-Hochststrom

3.2.1.26

ITX_LONG_BEACON_MIN
niedrigster zulassiger Strom wahrend der langen PTU-Warnsignal-Periode

3.21.27

I1x_sHORT BEACON_MIN
niedrigster zulassiger Strom wahrend der kurzen PTU-Warnsignal-Periode

3.2.1.28

[TX_MA
hochster Wert des PTU-Betriebsstroms

3.2.1.29

Iy vin
niedrigster Wert des PTU-Betriebsstroms

3.2.1.30

ITX_NOMINAL
nominaler PTU-Resonatorstrom, bei dem alle PRUs im optimalen Spannungsbereich arbeiten
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3.2.1.31

Prect_max
hochste Bemessungsleistung Pger der PRU

3.21.32

Prect min
niedrigste Bemessungsleistung Prg-r der PRU

3.2.1.33

PRX_OUT_MAX
héchste Ausgangsleistung des PRU-Resonators

3.21.34

RRX_MIN
kleinster Widerstandswert, welcher im Normalbetrieb an den PRU-Resonator-Anschlussklemmen anliegt

3.21.35

RRECT_MP
Widerstand Rger, bei dem der Hochstwert der Leistung Preq1 erreicht wird

3.2.1.36

RTX_IN
Realteil von Zry |y

3.2.1.37

VRECT_BOOT
Spannung Vgt zum Hochfahren

Anmerkung 1 zum Begriff:  Unterhalb dieses Pegels kann die PRU nicht in den PRU-Hochfahr-Modus wechseln.

3.2.1.38

VRecT_HiGH
hochste Betriebsspannung Vieer

3.21.39

VRecT max
hdchste zulassige Spannung Vieor der PRU

3.2.1.40

VRECT_MIN
niedrigste Betriebsspannung Vet

Anmerkung 1 zum Begriff:  Unterhalb dieser Spannung liefern PRUs mdglicherweise nicht die volle Leistung.

3.2.1.41

VRECT_SET
bevorzugte Spannung Vg der PRU
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3.2.1.42

VRect_uvio
Spannung Vgecr, bei der die Unterspannungs-Storabschaltung stattfindet

Anmerkung 1 zum Begriff:  Unterhalb dieses Pegels aktiviert die PRU mdglicherweise den MCU und das Kommunika-
tionsmodul nicht.

3.21.43

XN
Imaginarteil von Z, |\

3.21.44

Zpa_sourcel
Betrag der Ausgangsimpedanz des zugehorigen Netzwerks und des angeschlossenen Leistungsverstarkers
der PTU

3.2.1.45

‘ZPA_SOURCE_MIN|
Betrag der niedrigsten zulassigen Quellenimpedanz des Verstarkers oder der Versorgung, welche den Strom
fur den PTU-Resonator bereitstellen

3.2.1.46

ZTX_IN_LOAD_CHANGE
niedrigste Lastanderung von Zy |\, die von einer PRU erzeugt wird, wenn diese im Ladebereich einer PTU
platziert wird -

Anmerkung 1 zum Begriff. ~ Die Lastédnderung wird gemessen, wenn ein Strom /1y hoéher oder gleich
ITX_SHORT_BEACON_MIN @ngelegt wird.

Anmerkung 2 zum Begriff.  Dieser Wert gilt spezifisch fir einen bestimmten PTU-Resonator-Entwurf.

3.2.1.47

ZTX_IN_LOAD_DETECT )
Betrag der niedrigsten realen und imagindren Anderung von Z;, ,, Welche der Schaltkreis des PTU-
Resonators erkennen kann -

3.2.1.48

ZTX_IN
Eingangsimpedanz des PTU-Resonators

3.2.2 Abkiirzungen

BLE Bluetooth-Niedrigenergie (en: bluetooth low energy)

BSS  Basis-System-Spezifikation (en: baseline system specification)
GAP  generisches Zugangsprofil (en: generic access profile)

GATT generisches Attributprofil (en: generic attribute profile)

MCU  Mirkosteuerbaustein (en: microcontroller)

NFC  Nahfeld-Kommunikation (en: near field communication)

LE Niedrigenergie (en: low energy)

OCP  Uberstromschutz (en: over-current protection)

OEM  Oiriginalgeratehersteller (en: original equipment manufacturer)
OTP  Ubertemperaturschutz (en: over-temperature protection)
OVP  Uberspannungsschutz (en: over-voltage protection)
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PA
PRU
PTU
RCE
RFU
uuID
WPT

Leistungsverstarker

Energie empfangende Einheit
Energie sendende Einheit
Resonator-Koppelwirkungsgrad
reserviert fir zukunftige Verwendung
universell eindeutiger Bezeichner

drahtlose Energielbertragung
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power amplifier)

: power receiving unit)

: power transmitting unit)

: resonator coupling efficiency)
: reserved for future use)

: universally unique identifier)

: wireless power transfer)
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EUROPEAN STANDARD EN 63028
NORME EUROPEENNE
EUROPA'SCHE NORM September 2017

ICS 29.240.99; 33.160.99; 35.200

English Version

Wireless Power Transfer - AirFuel Resonant Baseline System
Specification (BSS)
(IEC 63028:2017)

Transfert d'énergie sans fil - Interopérabilité relative a la Drahtlose Energielibertragung — AirFuel Allianz Resonant-
résonance magnétique - Spécification du systéme de Basis-System-Spezifikation (BSS)
référence (BSS) A4WP (IEC 63028:2017)

(IEC 63028:2017)

This European Standard was approved by CENELEC on 2017-07-24. CENELEC members are bound to comply with the CEN/CENELEC
Internal Regulations which stipulate the conditions for giving this European Standard the status of a national standard without any alteration.

Up-to-date lists and bibliographical references concerning such national standards may be obtained on application to the CEN-CENELEC
Management Centre or to any CENELEC member.

This European Standard exists in three official versions (English, French, German). A version in any other language made by translation
under the responsibility of a CENELEC member into its own language and notified to the CEN-CENELEC Management Centre has the
same status as the official versions.
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European foreword

The text of document 100/2901/FDIS, future edition 1 of IEC 63028, prepared by Technical Area 15 "Wireless
power transfer" of IEC/TC 100 "Audio, video and multimedia systems and equipment" was submitted to the
IEC-CENELEC parallel vote and approved by CENELEC as EN 63028:2017.

The following dates are fixed:

e latest date by which the document has to be (dop) 2018-04-24
implemented at national level by
publication of an identical national
standard or by endorsement

e latest date by which the national (dow) 2020-07-24
standards conflicting with the
document have to be withdrawn

Attention is drawn to the possibility that some of the elements of this document may be the subject of patent
rights. CENELEC shall not be held responsible for identifying any or all such patent rights.

Endorsement notice

The text of the International Standard IEC 63028:2017 was approved by CENELEC as a European Standard
without any modification.
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INTRODUCTION

In today’s world, mainstream consumer mobile devices are ubiquitously supported by wireless
technologies for data communication and connectivity functions while charging function is primarily
supported by wired technologies. The development of wireless power transfer technologies offers
increased user convenience for charging mobile devices; technologies include inductive, resonant,
uncoupled (RF, ultrasonic, laser) methods.

IEC 63028 defines a specific wireless charging approach based on resonant technology and
specifies technical requirements for the AirFuel™1 resonant wireless power transfer (WPT) systems.

1 AirFuel™ is the trade name of a product supplied by AirFuel Alliance. This information is given for the convenience of
users of this document and does not constitute an endorsement by IEC of the product named.
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1 Scope

This document defines technical requirements, behaviors and interfaces used for ensuring
interoperability for flexibly coupled wireless power transfer (WPT) systems for AirFuel Resonant
WPT. This document is based on AirFuel Wireless Power Transfer System Baseline System
Specification (BSS) v1.3.

Products implementing this document are expected to follow applicable regulations and global
standards.

2 Normative references

The following documents are referred to in the text in such a way that some or all of their content
constitutes requirements of this document. For dated references, only the edition cited applies. For
undated references, the latest edition of the referenced document (including any amendments)
applies.

AirFuel Wireless Power Transfer System Baseline System Specification (BSS) v1.3 [viewed 2017-
03-13]. Available at: http://www.airfuel.org/technologies/specification-download

AirFuel Wireless Power Transfer System Baseline System Specification (BSS) v1.2.1 [viewed 2017-
03-13]. Available at: http://www.airfuel.org/technologies/specification-download

Bluetooth core specification v4.0, or later versions as they are available [viewed 2017-03-13].
Available at: https://www.bluetooth.org/docman/handlers/downloaddoc.ashx?doc_id=229737

CSAA4, or later versions as they are available [viewed 2017-03-13]. Available at:
https://www.bluetooth.org/docman/handlers/DownloadDoc.ashx?doc_id=269452

3 Terms, definitions, symbols and abbreviated terms

3.1 Terms and definitions

For the purposes of this document, the following terms and definitions apply.

ISO and IEC maintain terminological databases for use in standardization at the following addresses:

e |EC Electropedia: available at http://www.electropedia.org/

e [SO Online browsing platform: available at http://www.iso.org/obp

3.1.1

advertisement

connectable, undirected advertising event where the device transmits three WPT service specific
ADV_IND packets and accepts both scan requests and connect requests

Note 1 to entry: There is one ADV_IND packet transmitted on each of the advertising channels.

Note 2 to entry: Receipt of an advertisement is defined to be receipt of one of the three advertisement packets.

3.1.2
category
type of power receiving unit (PRU)

Note 1 to entry: Refer also to the definition of power receiving unit (3.1.17).
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3.1.3

charge area

<PRU larger than the test area> region of maximum overlap between the PTU charge area and the
PRU resonator

Note 1 to entry: The charge area is provided by the vendor, the PRU is the entire device, and the test area is the charge
area in tests.

314

charge area

<PRU smaller than the test area> region of maximum overlap between the PTU charge area and the
PRU

Note 1 to entry: The charge area is provided by the vendor, and the test area is the charge area in tests.
Note 2 to entry: This does not preclude the PRU resonator being larger than the PTU resonator.
Note 3 to entry: Additionally, "within the charge area" is equated to mean "within the test area".

Note 4 to entry: The charge area includes the specification of the Z heights intended for the final product, from the
surface of resonator coil.

3.1.5
class
type of power transmitting unit (PTU)

Note 1 to entry: Refer also to the definition of power transmitting unit (3.1.18).

3.1.6
concurrent multiple charging
transmission of power from one transmitting resonator to multiple receiving resonators

Note 1 to entry: Magnetic resonant coupling can occur among one transmitting resonator and many receiving resonators,
while tight coupling is restricted to only one transmitting coil and one receiving coil. Thus, tightly coupled technology only
allows one-to-one power transmission.

3.1.7

delta R1

change in a PTU resonator’'s measured resistance when a PRU is placed at the center of PTU’s
charge area as compared to the resistance when no objects are in the charge area

Note 1 to entry: This measurement refers to the use of a PRU with an open-circuit resonator.

3.1.8
device registry
list of active PRU’s maintained by the PTU

3.1.9
dominant PRU
PRU consuming the highest percentage of its rated output power (Vrgct X IRgct / PRECT MAX)

3.1.10

flexibly coupled wireless power transfer

power transfer system that provides power through magnetic induction between a transmitter coil
and a receiver coil, where the coupling factor (k) between the coils can be within a range between
large and very small (e.g., less than 0,025)

Note 1 to entry: Also, in a flexibly coupled system, the transmitter (i.e., the primary) coil can be of the same size, or much
larger than the receiver (i.e., secondary) coil. The allowable difference in coil size enables concurrent charging of multiple
devices as well as more flexible placement of receiver coils within the charge area.
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3.1.11
high voltage region
PRU region in which Vgt levels result in high power dissipation without damaging the PRU

3.1.12
keep-out volume
volume outside of the charge area in which no testing is performed

Note 1 to entry: This parameter is defined by the PTU vendor.

3.1.13
low voltage region
VrecT Voltages below the operational range

3.1.14
normal operation
range of all specified WPT states other than PRU System Error state for over-voltage

3.1.15
over-voltage
VRecT Voltages greater than VRECT_MAX

Note 1 to entry: Over-voltage can permanently damage PRU components if the PRU does not correct the condition
(see 8.3.6).

3.1.16
OVP switch
switch in the PRU that opens or closes to protect the PRU

3.1.17
power receiving unit
unit receiving electrical power wirelessly from a power transmitting unit

3.1.18
power transmitting unit
unit transferring electrical power wirelessly to each power receiving unit

3.1.19
rectifier efficiency
ratio of rectified power to PRU received power (Prect !/ Prx oUT)

3.1.20

resonance

condition of a body or system when it is subjected to a periodic disturbance of the same frequency
as the natural frequency of the body or system

Note 1 to entry: At this frequency, the system displays an enhanced oscillation or vibration.

3.1.21

resonator

magnetic field generator that satisfies the resonance condition for efficiently transferring electrical
power from a PTU to a PRU

Note 1 to entry: Both a coil and an electrical conducting wire are examples of a resonator.
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3.1.22

wireless power transfer

processes and methods that take place in any system where electrical power is transmitted from a
power source to an electrical load without interconnecting wires

3.2 Symbols and abbreviated terms
3.21 Symbols

For the purposes of this document, the following symbols for variable parameters apply.

3.2.11

"TRECT -
rectifier efficiency (Prect / Prx oUT)

3.2.1.2

IgecT .
DC current out of the PRU’s rectifier

3.21.3

IRECT REPORT
IggcT Value reported by a PRU to a PTU

3.21.4

Irx IN
RMS current out of the resonator/into the rectifier, while in the PRU on state

3.21.5

Itx
RMS current into the PTU resonator coil

3.2.1.6

ITx L ONG_BEACON _ o
RMS current into the PTU resonator during the long beacon period in the PTU power save state

Note 1 to entry: This current is used to provide minimum power for waking up a PRU signaling module and MCU, and to
initiate communication.

3.2.1.7

ITX SHORT_BEACON -
RMS current into the PTU resonator while in the PTU power save state

Note 1 to entry: This current is used to detect the PTU impedance change caused by the placement of an object in the
charge area.

3.2.1.8

Itx sTART
RMS current into the PTU resonator that provides minimum power for waking up a PRU signaling

module and MCU

Note 1 to entry: This current is also used to initiate communication and registration.

3.21.9
PN _
DC power into the PTU
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3.2.1.10

Prx N
input power to the PTU resonator

3.2.1.11

Prx_IN_MAX
maximum input power to the PTU resonator

3.2.1.12

Prect
average power out of the PRU’s rectifier AVG (Vrect X IRecT)

3.2.1.13

PRecT_BOOT -
maximum average power out of the PRU’s rectifier as declared by the vendor

Note 1 to entry: The rectifier power is measured over a 1 ms interval.

3.2.1.14

PRECT_IN _ ._
average power into the PRU rectifier

3.2.1.15

PRx_REPORTED -
product of reported rectified voltage and current (Vrect REPORT X IRECT REPORT)

3.2.1.16

Prx_out
power out of the PRU resonator

3.2.1.17

RRect . e
effective load resistance at the output of the PRU’s rectifier

3.2.1.18

Rrect_mpP _ _
maximum power point resistance

3.2.1.19

RRX_'N. :
parasitic resistance of the PRU resonator

3.2.1.20

Vppa .
DC input voltage to the PTU’s power amplifier

3.2.1.21
VRECT y
DC voltage at the output of a PRU'’s rectifier

3.2.1.22

VRECT_REPORT
VrecT value which a PRU reports to a PTU
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3.2.1.23

ZRX_IN
input impedance of the PRU resonator and matching network

For the purposes of this document, the following symbols for PTU/PRU design dependent variable
parameters apply.

3.2.1.24
ADV_PWR_MIN
minimum BLE advertisement power as seen at the PTU BLE antenna

3.2.1.25

ITx_ABS_MAX
absolute maximum PTU current

3.2.1.26

ITX_LONG_BEACON_MIN .
minimum allowed current during PTU long beacon

3.2.1.27

ITx_SHORT_BEACON_MIN )
minimum allowed current during PTU short beacon

3.2.1.28

Irx_max .
operational maximum PTU current

3.2.1.29

ITx_mIN o
operational minimum PTU current

3.2.1.30

ITX_NOMINAL o _ _ _
nominal PTU resonator current driving all PRUs to operate in the optimum voltage region

3.2.1.31

PRECT_MAX_
PRU’s maximum rated Prgc1 power

3.2.1.32

PRECT_MIN.
PRU’s minimum rated Prgc1 power

3.2.1.33

PRx_oUT_MAX
maximum output power of the PRU resonator

3.2.1.34

Rrx_MmiN
minimum resistance presented to the PRU resonator terminals during normal operation

3.2.1.35

Rrect_mp. _ _
RRrecT resistance that achieves maximum Pggc1 power
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3.2.1.36
Rrx N
real part of Zyy |y

3.2.1.37

VRECT BOOT
boot Vggc Voltage

Note 1 to entry: Below this level, the PRU cannot enter the PRU boot state.

3.2.1.38

VRECT_HIGH _
maximum operational Vgrgct voltage

3.2.1.39

VRECT_MAX_
PRU’s maximum allowable Vggct1 voltage

3.2.1.40

VRECT_MIN _
minimum operational Vrgc1 VOltage

Note 1 to entry: Below this voltage, PRUs might not deliver full power.

3.2.1.41

VRECT SET
PRU’s preferred Vgrgct Voltage

3.2.1.42

VRECT UvVLO
under voltage lock out Vg1 Voltage

Note 1 to entry: Below this level, the PRU might not enable MCU and communication module.

3.2.1.43

XTX_IN
imaginary part of Ztyx |y

3.2.1.44

|ZpA_SOURCE! _ _ e
magnitude of the output impedance of the matching network and connected power amplifier of the

PTU

3.2.1.45

IZpA_source_mINl _ - _
magnitude of the minimum allowable source impedance of the amplifier or supply that provides

current to the PTU resonator

3.2.1.46

ZTX_IN_LOAD_CHANGE _ _
minimum load change in Zryx |y created by a PRU when placed in the charge area of a PTU

Note 1 to entry: The load change is measured when an /;, current greater than or equal to /ITx SHORT BEACON MIN IS
applied. - - -

Note 2 to entry: This value is specific to a PTU resonator design.
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3.2.1.47

ZTX_IN_LOAD_DETECT _ ) ) ] o
magnifude of the minimum real and imaginary change in Z;yx |y that the PTU resonator circuitry can

be able to detect

3.2.1.48

ZTX_IN
input impedance of PTU resonator

3.2.2 Abbreviated terms

BLE bluetooth low energy

BSS baseline system specification
GAP generic access profile

GATT generic attribute profile

MCU microcontroller

NFC near field communication

LE low energy

OCP over-current protection

OEM original equipment manufacturer
OTP over-temperature protection
OVP over-voltage protection

PA power amplifier

PRU power receiving unit

PTU power transmitting unit

RCE resonator coupling efficiency
RFU reserved for future use

UUID  universally unique identifier
WPT wireless power transfer

4 System description

The AirFuel Alliance WPT system transfers power from a single power transmitter unit (PTU) to one
or more power receiver units (PRUs.) The power transmission frequency is 6,78 MHz, and up to
eight devices can be powered from a single PTU depending on transmitter and receiver geometry
and power levels. The bluetooth low energy (BLE) link in the AirFuel Resonant system is intended
for control of power levels, identification of valid loads and protection of non-compliant devices.

Figure 1 illustrates the basic WPT system configuration between a PTU and a PRU. The PTU can be
expanded to serve multiple independent PRUs. The PTU comprises three main functional units
which are a resonator and matching unit, a power conversion unit, and a signaling and control unit.
The PRU also comprises three main functional units like the PTU.

The control and communication protocol for the WPT network is designed as the bidirectional and
half duplex architecture and is used to signal PRU characteristics to the PTU as well as to provide
feedback to enable efficiency optimization, over-voltage protection, under-voltage avoidance, and
rogue object detection.

The WPT network is a star topology with the PTU as the master and PRUs as slaves. The PTU and
the PRU perform the bidirectional communication to each other to identify the device compliance
and to exchange the power negotiation information.
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In this document, Clause 5 provides high level requirements and Clause 6 identifies device
classifications. Clause 7 provides power transfer requirements (including a fixed 6,78 MHz operating
frequency, resonator requirements and load parameters) while Clause 8 provides PTU and PRU
power control requirements. Clause 9 provides signaling requirements, Clause 10 identifies
approved PTU resonator designs, and Annex A (informative) includes reference PRUs for PTU
acceptance testing. Annex B is an informative annex for PTU lost power. Annex C is a normative
annex for user experience requirements. Annex D is an informative annex for addressing resonator
coupling efficiency (RCE) measurements.

Power receiving unit (PRU)
Rx resonator
Power conversion unit
ree—_ - = - = — — ]
l f .
. i Client
Matching [ | e ctifier DC to DC| | device
network | | load
| |
1raeat
Signaling and
control [€7T°T O
Resonant coupling |
at 6,78 MHz Bidirectional communication :
at 2,4 GHz Band I
Yvvy Power conversion unit :
e ———————————— — — — —
| I
Matching || Power Power || :
network | amp supply : |
[
e . — — | |
T |
T esaEar Voltage control :
Signalingand| . | L
control [~
Power transmitting unit (PTU)

IEC

Figure 1 — Wireless power transfer system

5 Conformance and backwards compatibility

PRU and PTU devices shall comply with the AirFuel Wireless Power Transfer System Baseline
System Specification (BSS) v1.3, the AirFuel Wireless Power Transfer System Baseline System
Specification (BSS) v1.2.1, and the Bluetooth core specification v4.0 with CSA4.

Devices compliant with this document shall be backwards compatible with devices which are in
compliance with the AirFuel Wireless Power Transfer System Baseline System Specification (BSS)
v1.3, and the AirFuel Wireless Power Transfer System Baseline System Specification (BSS) v1.2.1
published by the AirFuel Alliance. To be backwards compatible, devices shall adhere to the following
behavior.

Upon completion of device registration, if the device, based on the exchanged information,
determines that it is connected to a prior version AirFuel resonant device or to an AirFuel resonant
device with unsupported optional features, then the device shall not perform any procedure related
to the unsupported features of the connected AirFuel resonant device. Further, if a device receives
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any unknown or unsupported information from the connected AirFuel resonant device, such
information in any form or manner shall be ignored.

For AirFuel resonant devices, the following applies.

a) The PRU shall be interoperable with all previous BSS version PTUs and shall support all
mandatory features for the version to which the previous version PTU complies. The PRU may
support the optional features that the PTU supports in the previous version for which the PTU
complies. The PRU shall not request or initiate any feature (mandatory or optional) that is not
supported by the previous version PTU.

b) The PTU shall be interoperable with all previous BSS version PRUs and shall support all
mandatory features for the version to which the previous version PRU complies. The PTU may
support the optional features that the PRU supports in the previous version for which the PRU
complies. The PTU shall not request or initiate any feature (mandatory or optional) that is not
supported by the previous version PRU.

6 Device types

6.1 PTU classification
AirFuel resonant PTU classes are defined by the following.

a) A PTU class is determined by the highest category PRU supported by that PTU as determined in
Table 1. For example, a PTU that supports category 4 and below PRUs is considered a class 3
PTU. The maximum output power capability of a PTU of class » shall be larger than or equal to
the value of Pry |y max Of its class as denoted in Table 1. The output power of a PTU is
denoted by Pty in Figure 2, where Py is the real power, Avg (7(¢) x I(z)). See Clause 7 for power
transfer requirements.

b) The minimum PRU support requirements are specified in Table 1. The minimum support
requirement specifies the number of highest category PRUs that the PTU shall support at the
least. The PTU shall support power allocation for PRUs of all categories lower than the highest
supported category specified in Table 1, at least up to the max number of devices specified in
the table, per the limitation of available power. PTU vendors may specify a different charge area
for the Category 1 PRUs from other PRU categories.

NOTE The minimum category support requirement specified in Table 1 does not limit PTUs from supporting PRUs of
higher category, if the PTU is capable of supporting higher category devices.

Prxn

PTU resonator PRU resonator

IEC

Figure 2 — PTU-PRU resonator Pyy |
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Table 1 — PTU classification

PTX_IN_MAX’ Minimum category support Minimum vaflue for max number of
watts requirements devices supported
Class 1 2 1 x Category 1 1 x Category 1
Class 2 10 1 x Category 3 2x Category 2
Class 3 16 1 x Category 4 2x Category 3
Class 4 33 1 x Category 5 3x Category 3
Class 5 50 1 x Category 6 4x Category 3
Class 6 70 1 x Category 7 5x Category 3

The minimum number of maximum category devices is provided as a guideline for calculating
P1x IN MAx- a@nd is not meant to restrict the size of a corresponding class.

6.2

PRU category

Illustrated in Figure 3, the PRU resonator output power denoted by Pry oyt is the real power
Avg V(t) x I(t). Table 2 lists the PRU resonator output power (Prx out max') for PRU categories.
See Clause 7 for power transfer requirements. -7

PRXﬁOUT

PTU resonator

PRU resonator

IEC

Figure 3 — PTU-PRU resonator Pgy oyt

The PRU shall not draw more power than specified for its category. See Table 2.

NOTE 1

Table 2 - PRU category

PRU PRX—OUT—MAX, Example applications
Watts

Category 1 For further study BT Headset
Category 2 3,5 Feature Phone
Category 3 6,5 Smart Phone
Category 4 13 Tablet, Phablet
Category 5 25 Small Form Factor Laptop
Category 6 37,5 Regular Laptop
Category 7 50

For Ppy oyt the PRU power is the output power of the PRU resonator.

NOTE 2 6,5 W is intended to allow 5 W at the charge port if the implementation has an efficiency greater than 80 %.
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7 Power transfer specifications

7.1  System equivalent circuit and reference parameters

The equivalent circuit of the PTU resonator shall be series-tuned, or series-shunt-tuned. The
equivalent circuit of the PRU resonator shall be series-tuned, shunt tuned, or series-shunt tuned.
Figure 4 shows the interface point where the reference parameters are measured.

I Irx

filter ﬁ

I | —» ||
Supply I Lpty Lpru .
power Matching 2 N 2 Matching Fllt_e'r
amplifier network TN I TR network FGIC'[IZEI'
oal
I I |
|
|
|
I

IEC
Figure 4 — Equivalent circuit and system parameters
7.2 General system requirements
7.21 Operating frequency

The resonator system shall operate at 6,78 MHz + 15 kHz.

7.2.2  Zix |y relationship to Rgeer

The real part of Z1y |y shall be inversely related to the load resistance of the rectifier. An increase in
RRecT shall cause a decrease in Zry |- A decrease in Ryt shall cause an increase in Zyy |n-

7.2.3 Power stability

Under all operational conditions (transient/steady state) involving two or more PRUs, the change in
rectified-output power of a first PRU should be no more than 10 % in the following two conditions.

a) A second PRU is physically added or removed from the charge area in a location that does not
overlap with the first PRU.

b) A second PRU which is already in the charge area makes step response from 0 % load to 100 %
load in less than 1 ms.

7.2.4 PTU co-location protection

A PTU shall protect itself when collocated with a PTU resonator of Clause 10, which is conducting
up to Itx_ags_max- This includes all areas outside of the keep-out volume, in addition to the charge
area.

7.2.5 PRU self-protection (informative)

PRUs can experience high field strengths as a result of Ity sgs max (from any class PTU) and are
expected to protect themselves accordingly, including the situation of a link loss and failed to
reconnect to PTU. This includes all areas outside of the keep-out volume, in addition to the charge
Area.
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7.3 Resonator requirements
7.3.1 Resonator coupling efficiency (RCE)
7.3.1.1 General

Resonator coupling efficiency (RCE) is defined as the maximum of the ratio of the power delivered
by the PRU coil to a load, divided by the power delivered to the PTU coil, at 6,78 MHz. RCE is also
equal to the maximum value of |821|2 between one PTU and one PRU, occurring with perfectly-
matched port impedance conditions, meaning Sy, and S,, are zero, when the reference port
impedances are as specified in 7.3.1.2 and 7.3.1.3. See informative Annex D, for RCE calculations.

The calculated value of RCE shall be equal to or higher than the minimum values given in Table 3,
when the PRU is within the charge area specified in Clause 10.

NOTE 1 The actual measurements of S, S,,, S,,, and S, can be made with nominal 50 Q reference port conditions and
the results converted to meet this RCE definition as well as finding the matching source and load, defined in 7.3.1.2 and
7.3.1.3. A step-by-step procedure to determine the maximum RCE and matching impedances is included in Annex D.

NOTE 2 Assessment for a new PRU is performed on all approved PTUs before that PRU is determined to be compliant
with the specification.

Table 3 — Minimum RCE (percent and dB) between PRU and PTU

Category Category Category Category Category Category Category
1 2 3 4 5 6 7
Class 1 N/A N/A N/A N/A N/A N/A N/A
Class 2 N/A 74 (-1,3) 74 (-1,3) N/A N/A N/A N/A
Class 3 N/A 74 (-1,3) 74 (-1,3) 76 (-1,2) N/A N/A N/A
Class 4 N/A 50 (-3) 65 (-1,9) 73 (-1,4) 76 (-1,2) N/A N/A
Class 5 N/A 40 (-4) 60 (-2,2) 63 (-2) 73 (-1,4) 76 (-1,2) N/A
Class 6 N/A 30 (-5,2) 50 (-3) 54 (-2,7) 63 (-2) 73 (-1,4) 76 (-1,2)
NOTE The RCE is stated as "% (db)".

NOTE 3 When multiple PRUs are used, the coupling efficiency will increase.
7.3.1.2 Reference port impedance of PTU resonator

The reference port impedance of the PTU resonator to measure S, is defined as Zy |y, and is PTU
and PRU resonator design dependent. B

7.313 Reference port impedance of PRU resonator

The reference port impedance of the PRU resonator to measure S, is defined as Zzy |y, @nd is
PTU and PRU resonator design dependent. B

7.3.2 PTU resonator requirements
7.3.21 Approved PTU resonator designs

A PTU being tested for compliance to the specification shall use an accepted PTU resonator from
the AirFuel resonant accepted PTU resonator list, prior to the completion of compliance testing.

Documen5§

Document Sharing Hub

Full document details: DIN EN 63028:2018-08


http://www.avadocuments.com/doc/din-en-63028-2018-08
http://www.avadocuments.com/doc/din-en-63028-2018-08

