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DIN EN ISO 105-A01:2010-05 

Nationales Vorwort 

Dieses Dokument (EN ISO 105-A01:2010) wurde vom Technischen Komitee ISO/TC 38 �Textiles� in 
Zusammenarbeit mit dem Technischen Komitee CEN/TC 248 �Textilien und textile Erzeugnisse� erarbeitet, 
dessen Sekretariat vom BSI (Vereinigtes Königreich) gehalten wird. 

Das zuständige deutsche Gremium ist der NA 062-05-11 AA �Farbechtheit von Textilien � Deutsche Echt-
heitskommission DEK�. 

ISO 105 Textiles � Tests for colour fastness besteht aus: 

Allgemeine Prüfgrundlagen: 

 Part A01: General principles of testing 

 Part A02: Grey scale for assessing change in colour 

 Part A03: Grey scale for assessing staining 

 Part A04: Method for the instrumental assessment of the degree of staining of adjacent fabrics 

 Part A05: Instrumental assessment of change in colour for determination of grey scale rating 

 Part A06: Instrumental determination of 1/1 standard depth of colour 

 Part A08: Vocabulary used in colour measurement 

 Part A11: Determination of colour fastness grades by digital imaging techniques (under development) 

Farbechtheit gegen Licht und Bewetterung: 

 Part B01: Colour fastness to light: Daylight 

 Part B02: Colour fastness to artificial light: Xenon arc fading lamp test 

 Part B03: Colour fastness to weathering: Outdoor exposure 

 Part B04: Colour fastness to artificial weathering: Xenon arc fading lamp test 

 Part B05: Detection and assessment of photochromism 

 Part B06: Colour fastness and ageing to artificial light at high temperatures: Xenon arc fading lamp test 

 Part B07: Colour fastness to light of textiles wetted with artificial perspiration 

 Part B08: Quality control of blue wool reference materials 1 to 7 

 Part B10: Artificial weathering � Exposure to filtered xenon-arc radiation (under development) 

Farbbeständigkeit gegen Waschen und Reinigen: 

 Part C06: Colour fastness to domestic and commercial laundering 

 Part C07: Colour fastness to wet scrubbing of pigment printed textiles 

 Part C08: Colour fastness to domestic and commercial laundering using a non-phosphate reference 
detergent incorporating a low temperature bleach activator 

 Part C09: Colour fastness to domestic and commercial laundering � Oxidative bleach response using a 
non-phosphate reference detergent incorporating a low temperature bleach activator 

 Part C10: Colour fastness to washing with soap or soap and soda 

 Part C12: Colour fastness to industrial laundering 
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Farbechtheit gegen Trockenreinigung: 

 Part D01: Colour fastness to dry cleaning using perchloroethylene solvent 

 Part D02: Colour fastness to rubbing: Organic solvents 

Farbechtheit gegen wässrige Einflüsse: 

 Part E01: Colour fastness to water 

 Part E02: Colour fastness to sea water 

 Part E03: Colour fastness to chlorinated water (swimming-pool water) 

 Part E04: Colour fastness to perspiration 

 Part E05: Colour fastness to spotting: Acid 

 Part E06: Colour fastness to spotting: Alkali 

 Part E07: Colour fastness to spotting: Water 

 Part E08: Colour fastness to hot water 

 Part E09: Colour fastness to potting 

 Part E10: Colour fastness to decatizing 

 Part E11: Colour fastness to steaming 

 Part E12: Colour fastness to milling: Alkaline milling 

 Part E13: Colour fastness to acid-felting: Severe 

 Part E14: Colour fastness to acid-felting: Mild 

 Part E16: Colour fastness to water spotting on upholstery fabrics 

Standardbegleitgewebe: 

 Part F01: Specification for wool adjacent fabric 

 Part F02: Specification for cotton and viscose adjacent fabric 

 Part F03: Specification for polyamide adjacent fabric 

 Part F04: Specification for polyester adjacent fabric 

 Part F05: Specification for acrylic adjacent fabric 

 Part F06: Specification for silk adjacent fabric 

 Part F07: Specification for secondary acetate adjacent fabric 

 Part F09: Specification for cotton rubbing cloth  

 Part F10: Specification for adjacent fabric: Multifibre 

Farbechtheit gegen atmosphärische Verunreinigungen: 

 Part G01: Colour fastness to nitrogen oxides 

 Part G02: Colour fastness to burnt-gas fumes 

 Part G03: Colour fastness to ozone in the atmosphere 

 Part G04: Colour fastness to oxides of nitrogen in the atmosphere at high humidities 
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Messung von Farbe und Farbunterschiede: 

 Part J01: General principles for measurement of surface colour 

 Part J02: Instrumental assessment of relative whiteness 

 Part J03: Calculation of colour differences 

 Part J05: Method for the instrumental assessment of the colour inconstancy of a specimen with change in 
illuminant (CMCCON02) 

Farbechtheit gegen Bleichmittel: 

 Part N01: Colour fastness to bleaching: Hypochlorite 

 Part N02: Colour fastness to bleaching: Peroxide 

 Part N03: Colour fastness to bleaching: Sodium chlorite (mild) 

 Part N04: Colour fastness to bleaching: Sodium chlorite (severe) 

 Part N05: Colour fastness to stoving 

Farbechtheit gegen Wärmebehandlung: 

 Part P01: Colour fastness to dry heat (excluding pressing) 

 Part P02: Colour fastness to pleating: Steam pleating 

Farbechtheit gegen Vulkanisation: 

 Part S01: Colour fastness to vulcanization: Hot air 

 Part S02: Colour fastness to vulcanization: Sulfur monochloride 

 Part S03: Colour fastness to vulcanization: Open steam 

Sonstige Prüfungen: 

 Part X01: Colour fastness to carbonizing: Aluminium chloride 

 Part X02: Colour fastness to carbonizing: Sulfuric acid 

 Part X04: Colour fastness to mercerizing 

 Part X05: Colour fastness to organic solvents 

 Part X06: Colour fastness to soda boiling 

 Part X07: Colour fastness to cross-dyeing: Wool 

 Part X08: Colour fastness to degumming 

 Part X09: Colour fastness to formaldehyde 

 Part X10: Assessment of migration of textile colours into polyvinyl chloride coatings 

 Part X11: Colour fastness to hot pressing 

 Part X12: Colour fastness to rubbing 

 Part X13: Colour fastness of wool dyes to processes using chemical means for creasing, pleating and 
setting 

 Part X14: Colour fastness to acid chlorination of wool: Sodium dichloroisocyanurate 

 Part X16: Colour fastness to rubbing � Small areas 

 Part X18: Assessment of the potential to phenolic yellowing of materials 
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Farbstoffeigenschaften: 

 Part Z01: Colour fastness to metals in the dye-bath: Chromium salts 

 Part Z02: Colour fastness to metals in the dye-bath: Iron and copper 

 Part Z03: Intercompatibility of basic dyes for acrylic fibres 

 Part Z04: Dispersibility of disperse dyes 

 Part Z05: Determination of the dusting behaviour of dyes 

 Part Z06: Evaluation of dye and pigment migration 

 Part Z07: Determination of application solubility and solution stability of water-soluble dyes 

 Part Z08: Determination of solubility and solution stability of reactive dyes in the presence of electrolytes 

 Part Z09: Determination of cold water solubility of water-soluble dyes 

 Part Z10: Determination of relative colour strength of dyes in solution 

 Part Z11: Evaluation of speckiness of colorant dispersions 

 
Für die in diesem Dokument zitierten Internationalen Normen wird im Folgenden auf die entsprechenden 
Deutschen Normen hingewiesen: 

ISO 105-A02  siehe DIN EN 20105-A02 
ISO 105-A03  siehe DIN EN 20105-A03 
ISO 105-A04  siehe DIN EN ISO 105-A04 
ISO 105-A05 siehe DIN EN ISO 105-A05 
ISO 105-B01 siehe DIN EN ISO 105-B01 
ISO 105-B02 siehe DIN EN ISO 105-B02 
ISO 105-B03 siehe DIN EN ISO 105-B03 
ISO 105-B04 siehe DIN EN ISO 105-B04 
ISO 105-B05 siehe DIN EN ISO 105-B05 
ISO 105-B06 siehe DIN EN ISO 105-B06 
ISO 105-B07 siehe DIN EN ISO 105-B07 
ISO 139 siehe DIN EN ISO 139 
ISO 3696 siehe DIN ISO 3696 
 

Änderungen 

Gegenüber DIN EN ISO 105-A01:1995-12 wurden folgende Änderungen vorgenommen: 

a) es wurden alle derzeit gültigen Normen der Normenreihe ISO 105 in das Vorwort aufgenommen; 

b) Abschnitt 2 �Normative Verweisungen� wurde aktualisiert; 

c) die Norm wurde redaktionell überarbeitet. 

Frühere Ausgaben 

DIN 53950: 1954-01 
DIN 53951: 1954-01 
DIN 54000: 1958-10, 1969-12, 1982-08 
DIN EN ISO 105-A01: 1995-12 
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Nationaler Anhang NA 
(informativ) 

 
Literaturhinweise 

DIN EN 20105-A02, Textilien � Farbechtheitsprüfungen � Teil A02: Graumaßstab zur Bewertung der 
Änderung der Farbe 

DIN EN 20105-A03, Textilien � Farbechtheitsprüfungen � Teil A03: Graumaßstab zur Bewertung des 
Anblutens 

DIN EN ISO 105-A04, Textilien � Farbechtheitsprüfungen � Teil A04: Methode zur instrumentellen 
Bewertung des Anblutens der Begleitgewebe 

DIN EN ISO 105-A05, Textilien � Farbechtheitsprüfungen � Teil A05: Instrumentelle Bewertung der 
Änderung der Farbe zur Bestimmung der Graumaßstabszahl 

DIN EN ISO 105-B01, Textilien � Farbechtheitsprüfungen � Teil B01: Farbechtheit gegen Licht: Tageslicht 

DIN EN ISO 105-B02, Textilien � Farbechtheitsprüfungen � Teil B02: Farbechtheit gegen künstliches Licht: 
Xenonbogenlicht 

DIN EN ISO 105-B03, Textilien � Farbechtheitsprüfungen � Teil B03: Farbechtheit gegen Bewetterung: 
Bewetterung im Freien 

DIN EN ISO 105-B04, Textilien � Farbechtheitsprüfungen � Teil B04: Farbechtheit gegen künstliche Bewet-
terung: Xenonbogenlicht 

DIN EN ISO 105-B05, Textilien � Farbechtheitsprüfungen � Teil B05: Erkennung und Bestimmung der 
Photochromie 

DIN EN ISO 105-B06, Textilien � Farbechtheitsprüfungen � Teil B06: Farbechtheit und Alterung gegen 
künstliches Licht bei hohen Temperaturen: Prüfung mit der Xenonbogenlampe 

DIN EN ISO 105-B07, Textilien � Farbechtheitsprüfungen � Teil B07: Farbechtheit gegen Licht von mit 
künstlichem Schweiß angefeuchteten Textilien 

DIN EN ISO 139, Textilien � Normalklimate für die Probenvorbereitung und Prüfung 

DIN ISO 3696, Wasser für analytische Laborzwecke � Anforderungen und Prüfungen 
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