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Nationales Vorwort

Dieses Dokument (EN ISO 11961:2018 + A1:2020) wurde vom Technischen Komitee ISO/TC 67 ,Materials,
equipment and offshore structures for petroleum, petrochemical and natural gas industries” in Zusammen-
arbeit mit dem Technischen Komitee CEN/TC 12 ,Materialien, Ausriistungen und Offshore-Bauwerke fiir die
Erdo6l-, petrochemische und Erdgasindustrie” erarbeitet, dessen Sekretariat von NEN (Niederlande) gehalten
wird.

Das zustiandige nationale Normungsgremium ist der Arbeitskreis NA 109-00-01-05 AK ,Futter-, Steig- und
Bohrrohre — Spiegelausschuss zu ISO/TC 67/SC 5“ im DIN-Normenausschuss Erdél- und Erdgasgewinnung
(NOG).

Dieses Dokument enthélt die Anderung 1, angenommen von CEN am 2020-07-08.

Diese Europdische Norm enthalt unter Bertiicksichtigung des DIN-Prasidialbeschlusses 1/2004 nur die
englische Originalfassung der ISO Norm.

Diese Norm enthdlt neben den gesetzlichen Einheiten auch die Einheiten <Fahrenheit/°F>, <Fuf3/ft>,
<Inch/in>, <Kilopfund pro Quadratzoll/ksi>, <Pfund/Ib (pound)> und <Pfund pro Quadratzoll/psi (psig)>, die
in Deutschland nicht zugelassen sind. Es wird ausdriicklich darauf hingewiesen, dass die Anwendung dieser
Einheiten im nationalen amtlichen und geschéftlichen Verkehr aufgrund des Gesetzes liber Einheiten im
Messwesen nicht zuldssig ist. Die Angabe dieser Einheiten dient lediglich als Hilfe im amtlichen und
geschiftlichen Verkehr (z. B. bei Einfuhr und Ausfuhr) mit solchen Staaten, die diese Einheiten anwenden.

Umrechnung:

Nicht zugelassene Einheit Zugelassene Einheit Umrechnung

°F °C °C =(5/9) (°F-32)

ft m 1ft =0,3048m

in (inch) mm linch =254mm

ksi MPa 1 ksi = 6,894 757 MPa
1b (pound) kg 11b = 0,453 59237 kg
psi (psig) kPa 1 psi = 6,894 757 kPa

Flir die in diesem Dokument zitierten internationalen Dokumente wird im Folgenden auf die
entsprechenden deutschen Dokumente hingewiesen:

ISO 6506-1 siehe DIN EN ISO 6506-1
ISO 6507-1 siehe DIN EN ISO 6507-1
ISO 6508-1 siehe DIN EN ISO 6508-1
ISO 7500-1 siehe DIN EN ISO 7500-1
ISO 9513 siehe DIN EN ISO 9513
ISO 10424-2 siehe DIN EN ISO 10424-2
ISO 10893-2 siehe DIN EN ISO 10893-2
ISO 10893-3 siehe DIN EN ISO 10893-3
ISO 10893-5 siehe DIN EN ISO 10893-5
ISO 10893-10 siehe DIN EN ISO 10893-10
ISO 11960 siehe DIN EN ISO 11960
ISO 15156-2 siehe DIN EN ISO 15156-2
ISO/TR 9769 siehe DIN EN ISO 9769
ISO/TR 10400 siehe DIN CEN ISO/TR 10400
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Aktuelle Informationen zu diesem Dokument kénnen tiber die Internetseiten von DIN (www.din.de) durch
eine Suche nach der Dokumentennummer aufgerufen werden.

Anderungen

Gegeniiber DIN EN ISO 11961:2019-08 wurden folgende Anderungen vorgenommen:
a) Bild B.14 c) iiberarbeitet.

Friihere Ausgaben

DIN EN ISO 11691: 1997-03, 2009-03, 2009-09, 2019-08
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Nationaler Anhang NA
(informativ)

Begriffe und Abkiirzungen

Reihenfolge und Inhalt der folgenden Begriffe sind identisch mit denen im Abschnitt Begriffe der Englischen
Fassung.

3 Begriffe, Symbole und Abkiirzungen
3.1 Begriffe

Fiir die Anwendung dieses Dokuments gelten die Begriffe nach ASTM A941 fiir Warmebehandlungen und die
folgenden Begriffe.

[SO und IEC stellen terminologische Datenbanken fiir die Verwendung in der Normung unter den folgenden
Adressen bereit:

— ISO Online Browsing Platform: verfligbar unter http://www.iso.org/obp
— IEC Electropedia: verfiigbar unter http://www.electropedia.org/

3.1.1
Kegeldurchmesser
Aufdendurchmesser der Dichtschulter einer drehenden Schulteransatz-Gewindeverbindung

3.1.2

Fehler

Mangel, der so ausgepragt ist, dass eine Riickweisung des Produkts auf der Grundlage der in dieser Interna-
tionalen Norm festgelegten Kriterien gerechtfertigt ist

[QUELLE: ISO 11960:2014, 4.1.12]

3.1.3
Bohrrohr
Bohrrohrkorper mit Anschweif3-Werkzeugverbindungen

3.14
Bohrrohrkorper
nahtloses Rohr mit gestauchten Enden

Anmerkung 1 zum Begriff:  Siehe Bild B.1.

3.15

Bohrrohrkorper-Hersteller

Firma, Unternehmen oder Gesellschaft, welche(s) Anlagen zur Herstellung von Bohrohrkoérpern betreibt und
verantwortlich ist fiir die Ubereinstimmung mit den auf den Bohrohrkérper anwendbaren Anforderungen
dieser Internationalen Norm

Anmerkung 1 zum Begriff: Siehe 7.21.
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3.1.6

Bohrrohr-Hersteller

Firma, Unternehmen oder Gesellschaft, welche(s) verantwortlich ist fiir die Ubereinstimmung mit allen
anwendbaren Anforderungen dieser Internationalen Norm

Anmerkung 1 zum Begriff: ~ Siehe 6.16.

3.1.7
Torsionsfestigkeitsverhaltnis des Bohrrohres
Torsionsfestigkeit der Werkzeugverbindung dividiert durch die Torsionsfestigkeit des Bohrrohrkoérpers

3.1.8

Bohrrohr-Vorschweifdbund

bearbeiteter Teil des Bohrrohrs, der den Vorschweifdbund der Werkzeugverbindung, die Schweifsnaht und
die Stauchung des Bohrrohrkérpers umfasst

Anmerkung 1 zum Begriff: ~ Siehe Bild B.1.

3.1.9
Elefantenhaut
gefurchte Aufdenflachen des Bohrrohrkorpers aufgrund des Stauchvorgangs

3.1.10
erhohte H,S-Bestandigkeit

Bohrrohr-Klassifizierung, welche die Priifung auf Schwefelwasserstoff-Spannungsrisskorrosion als Teil der
Qualifizierung und Qualitdtslenkung einschliefst

3.1.11
wesentliche Einflussgrofie
variabler Parameter, dessen Anderung die mechanischen Eigenschaften der Schweifdverbindung beeinflusst

3.1.12
Einkerbung
langliche Nut oder Vertiefung, verursacht durch mechanisches Abtragen von Metall

3.1.13
Ringpanzerung
Auftragen von Werkstoff auf Werkzeugverbindungen, um deren dufderen Verschleifd zu verringern

Anmerkung 1 zum Begriff:  Auch als Panzerung bezeichnet.

3.1.14
Hartezahl
Ergebnis eines einzelnen Harteeindrucks

3.1.15

Schmelze

Stahlschmelze

Schmelzvorgang einer Charge eines Metalls, bei dem die fliissige Phase dieses Metalls durch einen einzigen
Schmelzzyklus erzeugt wird

3.1.16
Schmelzenanalyse
vom Hersteller des Metalls angegebene reprasentative chemische Zusammensetzung einer Schmelze

[QUELLE: ISO 11960:2014, 4.1.18]
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3.1.17

Mangel

Unstetigkeit in der Wand oder auf der Oberfliche des Produkts, die mit einem in dieser Internationalen
Norm festgelegten zerstorungsfreien Priifverfahren nachgewiesen werden kann

[QUELLE: ISO 11960:2014, 4.1.19, modifiziert]

3.1.18
Anzeige
Nachweis einer Unregelmafiigkeit, die der Auswertung bedarf, um ihre Bedeutung zu bestimmen

3.1.19

Priifung

Vorgang des Messens, Untersuchens, Priifens, Lehrens oder eines anderen Vergleichs des Produkts mit den
zutreffenden Anforderungen

3.1.20
Label 1
dimensionslose Bezeichnung fiir die Bohrrohrkorperweite, die bei der Bestellung angewendet werden darf

3.1.21

Label 2

dimensionslose Bezeichnung fiir die langenbezogene Masse des Bohrrohrkorpers, die bei der Bestellung
angewendet werden darf

3.1.22

linienférmiger Mangel

Mangel, unter anderem Uberwalzungen, Uberlappungen, Risse, Auskolkungen, Schnitte, Einkerbungen und
Elefantenhaut

Anmerkung 1 zum Begriff: ~ Siehe API 5T1.
[QUELLE: ISO 11960:2004%), 4.1.28, modifiziert]

3.1.23

Los

bestimmte Menge eines Produkts, die unter fiir das zu untersuchende Merkmal als einheitlich anzusehenden
Bedingungen hergestellt wird

3.1.24
Umfang des Loses
Anzahl der Produkteinheiten in einem Los

3.1.25
Hersteller
Bohrrohr-Hersteller, Bohrrohrkérper-Hersteller oder Hersteller von Werkzeugverbindungen

Anmerkung 1 zum Begriff: Der Hersteller kann der Hersteller von einem oder mehreren Bauteilen sein, in
Abhéngigkeit vom Kontext

3.1.26
mittlere Hirtezahl
Ergebnis der Mittelwertbildung aus den Hartezahlen fiir den einzelnen zu bewertenden Priifling oder Ort

*) Quelle ist die ISO 11960:2014.
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3.1.27
unwesentliche Einflussgrofle
variabler Parameter, der in der Schweifsanweisung (WPS) ohne erneute Qualifizierung gedndert werden darf

3.1.28
nicht linienformiger Mangel
Mangel, u. a. lochartige Vertiefungen

Anmerkung 1 zum Begriff:  Siehe API Std 5T1.

3.1.29
Rohrkérper
nahtloses Rohr, ausgenommen gestauchte und dadurch beeinflusste Bereiche

Anmerkung 1 zum Begriff: ~ Siehe Bild B.1.

3.1.30

Dokumentation der Verfahrenspriifung

PQR, en: procedure qualification record

schriftliche Dokumentation, die eine Beurteilung der Ubereinstimmung der mit einer bestimmten WPS
hergestellten Schweifdndhte mit den Anforderungen dieser Internationalen Norm enthalt

3.1.31
Produkt
Bohrrohr, Bohrrohrkorper oder Werkzeugverbindung

3.1.32

Kunde

Partei, die fiir die Festlegung der Anforderungen an ein Produkt bei seiner Bestellung und fiir die Bezahlung
dieser Bestellung verantwortlich ist

[QUELLE: ISO 11960:2014, 4.1.39]

3.1.33

Harteriss

Riss im Stahl, der auf Spannungen zuriickzufiihren ist, die bei der Umwandlung von Austenit in Martensit
erzeugt werden

Anmerkung 1 zum Begriff:  Mit dieser Umwandlung ist eine Volumenzunahme verbunden.

[QUELLE: ISO 11960:2014, 4.1.40]

3.1.34
drehende Schulteransatz-Gewindeverbindung
bei Bohrgestangeteilen verwendete Verbindung mit Kegelgewinden und Dichtschultern (Dichtkanten)

3.1.35

Rotationsreibschweif3en

Schweifden im festen Zustand von zusammengepressten Werkstiicken in zueinander relativer Dreh-
bewegung entlang einer gemeinsamen Achse fiir Temperaturerh6hung und plastischen Werkstoffabtrag von
den Verbindungsflachen

Anmerkung 1 zum Begriff:  Zuldssig ist entweder Schweiffen mit direktem Antrieb oder Reibschweiffen mit
Schwungradantrieb.
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3.1.36
Probe
aus einem Los ausgewdhlte Produkteinheit(en), die das Los reprasentieren

3.1.37
nahtloses Rohr
aus warm verformtem Stahl hergestelltes rohrférmiges Produkt ohne Schweifdnaht

Anmerkung 1 zum Begriff:  Es wird aus Stahl durch Warmverformung und gegebenenfalls durch eine anschlief3ende
Kaltnachbearbeitung oder/und Warmebehandlung so hergestellt, dass die gewiinschten Formen, Mafe und Eigen-
schaften erreicht werden.

[QUELLE: ISO 11960:2014, 4.1.41, modifiziert]

3.1.38

Werkzeugverbindung

Bauteil aus Schmiede- oder Walzstahl fiir Bohrrohre, das fiir das Anschweifien an den Bohrrohrkérper
vorgesehen und mit einer drehenden Schulteransatz-Gewindeverbindung versehen ist

3.1.39
Muffenstiick der Werkzeugverbindung
Gewindeanschluss an Werkzeugverbindungen mit Innengewinden

3.1.40

Hersteller der Werkzeugverbindung

Firma, Unternehmen oder Gesellschaft, welche(s) Anlagen fiir die Herstellung von Werkzeugverbindungen
betreibt und verantwortlich ist fiir die Ubereinstimmung mit den auf die Werkzeugverbindung anwendbaren
Anforderungen dieser Internationalen Norm

Anmerkung 1 zum Begriff:  Siehe 8.14.

3.141
Zapfenstiick der Werkzeugverbindung
Gewindeanschluss an Werkzeugverbindungen mit Aufdengewinden

3.1.42

Ovalitit der Stauchung

Differenz zwischen dem grofdten und dem kleinsten Durchmesser in einer Ebene senkrecht zur Stauchungs-
achse

3.143

Schweifdzone

Zone, welche die Schweifdnaht und die Warmeeinflusszonen zu beiden Seiten der Schweifdnaht, verursacht
durch Reibschweifien und anschlief}ende Warmebehandlungsprozesse, einschliefdt

3.1.44

Leistungsbeurteilung von Schweifdmaschinen und Bedienern von Schweif3einrichtungen

WPQ, en: welding machine and welding operator perfomance qualification

schriftlich niedergelegtes Verfahren zum Nachweis, dass mit einer Kombination aus einer Schweifdmaschine
und einem Bediener von Schweifdeinrichtungen unter Anwendung der WPS eine Schweifdnaht hergestellt
werden kann, die den Anforderungen dieser Internationalen Norm entspricht

Anmerkung 1 zum Begriff:  Darin eingeschlossen sind Aufzeichnungen der Qualifizierungspriifungen.
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3.1.45

Schweifdanweisung

WPS, en: welding procedure specification

schriftlich niedergelegtes Verfahren, das Anweisungen fiir den Bediener von Schweifieinrichtungen zur
Herstellung von Produktionsschweifdndhten entsprechend den Anforderungen dieser Internationalen Norm
enthalt

Anmerkung 1 zum Begriff:  Darin eingeschlossen sind alle wesentlichen und unwesentlichen Variablen fiir das
Reibschweifien von Werkzeugverbindungen an Bohrrohrkorper. Eine WPS gilt fiir samtliche SchweifRndhte, bei denen
alle Elemente dieselbe(n) Mafde und chemische Zusammensetzung aufweisen und die nach einem dokumentierten
Verfahren angeordnet sind, welches eine vorhersagbare Reaktion auf die Behandlung der Schweifizone fiir eine
bestimmte Werkstoffklasse sicherstellt.

3.2 Symbole und Abkiirzungen

Agp  Querschnittsfliche des Bohrrohrkérpers auf Grundlage der festgelegten Mafie des Rohrkérpers
A Querschnittsflache des Probekorpers fiir den Zugversuch, in Quadratmillimeter (Quadrat-inch)
A Lange des verkleinerten Abschnitts, in Millimeter

Ay kleinste Querschnittsflache der Schweif3zone

D Auflendurchmesser der Werkzeugverbindung (Zapfen und Muffe)

Cin Standard-Charpy-Schlagenergie, in Joule

C Standard-Charpy-Schlagenergie, in foot-pound

Dgp,  AuBendurchmesser des Rohrkérpers

Dt Kegeldurchmesser (Zapfen und Muffe)

D; Auflendurchmesser an der Werkzeugverbindungsschulter, wird zu D, nach Schweiféen und
Endbearbeitung
D Rundstabdurchmesser

Dye Auflendurchmesser der Bohrrohr-Schweifdverbindung nach Bearbeitung
Dy,  AuRendurchmesser der Stauchung des Bohrrohrkérpers

ddp Innendurchmesser des Rohrkorpers

d; Innendurchmesser an der Werkzeugverbindungsschulter, wird zu d, nach Schweifsen und
Endbearbeitung

dp Innendurchmesser des Zapfenstiicks der Werkzeugverbindung

dye Innendurchmesser der Bohrrohr-Schweifdverbindung nach Bearbeitung

doy Innendurchmesser der Stauchung des Bohrrohrkérpers

EU dufdere Stauchung (en: external upset)

e kleinste Dehnung in einer Messlange von 50,8 mm (2.0 in)

€n kleinste Langsdehnung

ey Zu- oder Abnahme der Bohrrohrkérpermasse aufgrund von Endbearbeitung; bei ungestauchten

Rohren mit glatten Enden gilte,, = 0

G Messlange
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ID
IEU
IU

WPQ
WPS
Wap
pe

min

10

Innendurchmesser (en: inside diameter)

innere und dufdere Stauchung (en: internal-external upset)

innere Stauchung (en: internal upset)

Lange des Bohrrohrs mit Anschweif3-Werkzeugverbindung (von Schulter zu Schulter)

Lange des Auflendurchmessers der Muffen-Werkzeugverbindung, einschliefilich Verbindungskegel
und Ringpanzerung, siehe Bild B.1 und Bild B.12

Lange der dufderen Stauchung des Bohrrohrkoérpers
Lange der inneren Stauchung des Bohrrohrkérpers

Lange des Aufdendurchmessers der Zapfen-Werkzeugverbindung, einschliefdlich Verbindungskegel,
siehe Bild B.1 und Bild B.12

Lange des Bohrrohrkorpers (ohne Werkzeugverbindung)

Kegelldnge der aufieren Stauchung des Bohrrohrkérpers

Kegelldnge der inneren Stauchung des Bohrrohrkorpers

Bruch oder Dezimalzahl

zerstorungsfreie Priifung (en: non-destructive examination)

Aufdendurchmesser (en: outside diameter)

Dokumentation der Schweifdverfahrenspriifung (en: procedure qualification record)
Herstellungsstufen (en: product specification level)

Mindestradius der Kehlnaht

drehende Schulteransatz-Gewindeverbindung (en: rotary shouldered connection)
Schwefelwasserstoff-Spannungsrisskorrosion (en: Sulfide Stress Cracking)
Zugfestigkeit

Wanddicke des Rohrkérpers

Stauchungsmaf3

festgelegte Mindestzugfestigkeit

Ultraschallpriifung (en: ultrasonic testing)

Breite

annahernde berechnete Masse eines Bohrrohrkérperabschnitts der Lange L,
Leistungsbeurteilung von Schweifiern (en: welder performance qualification)
Schweifanweisung (en: welding procedure specification)

anndhernde lineare Masse des Bohrrohres

Masse des Rohrkorpers mit glatten Enden (ohne Stauchungen)

festgelegte Mindeststreckgrenze, siehe Tabelle A.5 oder Tabelle C.5

Streckgrenze der Schweifdzone

Documents

Document Sharing Hub

Full document details: DIN EN ISO 11961:2020-12


http://www.avadocuments.com/doc/din-en-iso-11961-2020-12
http://www.avadocuments.com/doc/din-en-iso-11961-2020-12

DIN EN ISO 11961:2020-12

Nationaler Anhang NB
(informativ)

Literaturhinweise

DIN EN ISO 6506-1, Metallische Werkstoffe — Hdrtepriifung nach Brinell — Teil 1: Priifverfahren
DIN EN ISO 6507-1, Metallische Werkstoffe — Hdrteprtifung nach Vickers — Teil 1: Priifverfahren
DIN EN ISO 6508-1, Metallische Werkstoffe — Hdrtepriifung nach Rockwell — Teil 1: Priifverfahren

DIN EN ISO 7500-1, Metallische Werkstoffe — Kalibrierung und Uberpriifung von statischen einachsigen
Priifmaschinen — Teil 1: Zug- und Druckpriifmaschinen — Kalibrierung und Uberpriifung der Kraftmess-
einrichtung

DIN EN ISO 9513, Metallische Werkstoffe — Kalibrierung von Ldngendnderungs-Messeinrichtungen fiir die
Priifung mit einachsiger Beanspruchung

DIN EN ISO 10424-2, Erdél- und Erdgasindustrie — Bohr- und Forderanlagen — Teil 2: Verschraubungen,
Kalibrierung und Priifung von drehenden Schulteransatz-Gewindeverbindungen

DIN EN ISO 10893-2, Zerstérungsfreie Priifung von Stahlrohren — Teil 2: Automatisierte Wirbelstrompriifung
nahtloser und geschweifster (ausgenommen unterpulvergeschweifdter) Stahlrohre zum Nachweis von Unvoll-
kommenheiten

DIN EN ISO 10893-3, Zerstérungsfreie Priifung von Stahlrohren — Teil 3: Automatisierte Streuflusspriifung
nahtloser und geschweifSter (ausgenommen unterpulvergeschweifSter) ferromagnetischer Stahlrohre tiber den
gesamten Rohrumfang zum Nachweis von Unvollkommenheiten in Léngs- und/oder Querrichtung

DIN EN ISO 10893-5, Zerstérungsfreie Priifung von Stahlrohren — Teil 5: Magnetpulverpriifung nahtloser und
geschweifdter ferromagnetischer Stahlrohre zum Nachweis von Oberfldchenunvollkommenheiten

DIN EN ISO 10893-10, Zerstorungsfreie Priifung von Stahlrohren — Teil 10: Automatisierte Ultraschallpriifung
nahtloser und geschweifster (ausgenommen unterpulvergeschweifster) Stahlrohre iiber den gesamten Rohr-
umfang zum Nachweis von Unvollkommenheiten in Ldngs- und/oder Querrichtung

DIN EN ISO 11960, Erdél- und Erdgasindustrie — Stahlrohre zur Verwendung als Futter- oder Steigrohre fiir
Bohrungen

DIN EN ISO 15156-2, Erdél- und Erdgasindustrie — Werkstoffe fiir den Einsatz in H2S-haltiger Umgebung bei
der Ol- und Gasgewinnung — Teil 2: Gegen Rissbildung bestindige unlegierte und niedriglegierte Stihle und
Gusseisen

DIN CEN ISO/TR 10400, Erdél- und Erdgasindustrie — Formeln und Berechnungen der Eigenschaften von
Futterrohren, Steigrohren, Bohrgestdngen und Leitungsrohren
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EUROPEAN STANDARD ENISO 11961
NORME EUROPEENNE
EUROPAISCHE NORM November 2018

ICS 75.180.10; 77.140.75 Supersedes EN IS0 11961:2008

English Version

Petroleum and natural gas industries —
Steel drill pipe
(ISO 11961:2018)

Industries du pétrole et du gaz naturel — Erdol- und Erdgasindustrie —
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European foreword

This document (EN ISO 11961:2018) has been prepared by Technical Committee ISO/TC 67 "Materials,
equipment and offshore structures for petroleum, petrochemical and natural gas industries" in
collaboration with Technical Committee CEN/TC 12 “Materials, equipment and offshore structures for
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Netherlands, Norway, Poland, Portugal, Romania, Serbia, Slovakia, Slovenia, Spain, Sweden, Switzerland,
Turkey and the United Kingdom.

Endorsement notice

The text of ISO 11961:2018 has been approved by CEN as EN ISO 11961:2018 without any modification.
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European foreword

This document (EN ISO 11961:2018/A1:2020) has been prepared by Technical Committee ISO/TC 67
"Materials, equipment and offshore structures for petroleum, petrochemical and natural gas industries”
in collaboration with Technical Committee CEN/TC 12 “Materials, equipment and offshore structures
for petroleum, petrochemical and natural gas industries” the secretariat of which is held by NEN.

This European Standard shall be given the status of a national standard, either by publication of an
identical text or by endorsement, at the latest by January 2021, and conflicting national standards shall
be withdrawn at the latest by January 2021.

Attention is drawn to the possibility that some of the elements of this document may be the subject of
patent rights. CEN shall not be held responsible for identifying any or all such patent rights.

According to the CEN-CENELEC Internal Regulations, the national standards organizations of the
following countries are bound to implement this European Standard: Austria, Belgium, Bulgaria,
Croatia, Cyprus, Czech Republic, Denmark, Estonia, Finland, France, Germany, Greece, Hungary, Iceland,
Ireland, Italy, Latvia, Lithuania, Luxembourg, Malta, Netherlands, Norway, Poland, Portugal, Republic of
North Macedonia, Romania, Serbia, Slovakia, Slovenia, Spain, Sweden, Switzerland, Turkey and the
United Kingdom.

Endorsement notice

The text of ISO 11961:2018/Amd 1:2020 has been approved by CEN as EN ISO 11961:2018/A1:2020
without any modification.
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Foreword

ISO (the International Organization for Standardization) is a worldwide federation of national standards
bodies (ISO member bodies). The work of preparing International Standards is normally carried out
through ISO technical committees. Each member body interested in a subject for which a technical
committee has been established has the right to be represented on that committee. International
organizations, governmental and non-governmental, in liaison with ISO, also take part in the work.
ISO collaborates closely with the International Electrotechnical Commission (IEC) on all matters of
electrotechnical standardization.

The procedures used to develop this document and those intended for its further maintenance are
described in the ISO/IEC Directives, Part 1. In particular, the different approval criteria needed for the
different types of ISO documents should be noted. This document was drafted in accordance with the
editorial rules of the ISO/IEC Directives, Part 2 (see www.iso.org/directives).

Attention is drawn to the possibility that some of the elements of this document may be the subject of
patent rights. ISO shall not be held responsible for identifying any or all such patent rights. Details of
any patent rights identified during the development of the document will be in the Introduction and/or
on the ISO list of patent declarations received (see www.iso.org/patents).

Any trade name used in this document is information given for the convenience of users and does not
constitute an endorsement.

For an explanation of the voluntary nature of standards, the meaning of ISO specific terms and
expressions related to conformity assessment, as well as information about ISO's adherence to the
World Trade Organization (WTO) principles in the Technical Barriers to Trade (TBT), see www.iso.org/
iso/foreword.html.

This document was prepared by Technical Committee ISO/TC 67, Materials, equipment and offshore
structures for petroleum, petrochemical and natural gas industries, Subcommittee SC 5, Casing, tubing
and drill pipe.

Any feedback or questions on this document should be directed to the user’s national standards body. A
complete listing of these bodies can be found at www.iso.org/members.html.
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Petroleum and natural gas industries — Steel drill pipe

AMENDMENT 1

Annex B

Replace Figure B.14 c) with the following figure:

c) Solid barstock
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Foreword

ISO (the International Organization for Standardization) is a worldwide federation of national standards
bodies (ISO member bodies). The work of preparing International Standards is normally carried out
through ISO technical committees. Each member body interested in a subject for which a technical
committee has been established has the right to be represented on that committee. International
organizations, governmental and non-governmental, in liaison with ISO, also take part in the work.
ISO collaborates closely with the International Electrotechnical Commission (IEC) on all matters of
electrotechnical standardization.

The procedures used to develop this document and those intended for its further maintenance are
described in the ISO/IEC Directives, Part 1. In particular, the different approval criteria needed for the
different types of ISO documents should be noted. This document was drafted in accordance with the
editorial rules of the ISO/IEC Directives, Part 2 (see www.iso.org/directives).

Attention is drawn to the possibility that some of the elements of this document may be the subject of
patent rights. ISO shall not be held responsible for identifying any or all such patent rights. Details of
any patent rights identified during the development of the document will be in the Introduction and/or
on the ISO list of patent declarations received (see www.iso.org/patents).

Any trade name used in this document is information given for the convenience of users and does not
constitute an endorsement.

For an explanation of the voluntary nature of standards, the meaning of ISO specific terms and
expressions related to conformity assessment, as well as information about ISO's adherence to the
World Trade Organization (WTO) principles in the Technical Barriers to Trade (TBT) see www.iso
.org/iso/foreword.html.

This document was prepared by Technical Committee ISO/TC 67, Materials, equipment and offshore
structures for petroleum, petrochemical and natural gas industries, Subcommittee SC 5, Casing, tubing
and drill pipe.

This third edition cancels and replaces the second edition (ISO 11961:2008), which has been technically
revised. It also incorporates the Technical Corrigendum ISO 11961:2008/Cor.1:2009.

Any feedback or questions on this document should be directed to the user’s national standards body. A
complete listing of these bodies can be found at www.iso.org/members.html.
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Introduction

Users of this document are advised that further or differing requirements might be needed for individual
applications. This document is not intended to inhibit a vendor from offering, or the purchaser from
accepting, alternative equipment or engineering solutions for the individual application. This may be
particularly applicable where there is innovative or developing technology. Where an alternative is
offered, the vendor can identify any variations from this document and provide details.
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Petroleum and natural gas industries — Steel drill pipe

1 Scope

This document specifies the technical delivery conditions for steel drill-pipes with upset pipe-body
ends and weld-on tool joints for use in drilling and production operations in petroleum and natural gas
industries for three product specification levels (PSL-1, PSL-2 and PSL-3). The requirements for PSL-1
form the basis of this document. The requirements that define different levels of standard technical
requirements for PSL-2 and PSL-3 are in Annex G.

This document covers the following grades of drill-pipe:
— grade E drill-pipe;

— high-strength grades of drill-pipe, grades X, G and S;
— enhanced H3S resistance drill pipe, grades D and F.

A typical drill-pipe configuration is given, showing main elements and lengths (see Figure B.1). The
main dimensions and masses of the grades of drill-pipe are given in both SI units (see Table A.1) and in
USC units (see Table C.1).

This document can also be used for drill-pipe with tool joints not specified by ISO or API standards.

By agreement between purchaser and manufacturer, this document can also be applied to other drill-
pipe body and/or tool-joint dimensions. This document lists supplementary requirements that can
optionally be agreed between purchaser and manufacturer, for testing, performance verification and
non-destructive examination (see Annex E).

This document does not consider performance properties, nor performance degradation of the product
when in service.

NOTE1 In this document, drill-pipe is designated by label 1, label 2, grade of material (E, X, G, S, D and F),
upset type and type of rotary shouldered connection. Designations are used for the purpose of identification in
ordering.

NOTE 2  Reference can be made to ISO 10424-2 or API Spec 7-2 for the detailed requirements for the threading
of drill-pipe tool joints.

NOTE 3  Reference can be made to API RP 7G for the performance properties of the drill-pipe.

2 Normative references

The following documents are referred to in the text in such a way that some or all of their content
constitutes requirements of this document. For dated references, only the edition cited applies. For
undated references, the latest edition of the referenced document (including any amendments) applies.

ISO 6506-1, Metallic materials — Brinell hardness test — Part 1: Test method
ISO 6507-1, Metallic materials — Vickers hardness test — Part 1: Test method
ISO 6508-1, Metallic materials — Rockwell hardness test — Part 1: Test method
[SO 6892, Metallic materials — Tensile testing

ISO 7500-1, Metallic materials — Calibration and verification of static uniaxial testing machines — Part 1:
Tension/compression testing machines — Calibration and verification of the force-measuring system
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[SO 9513, Metallic materials — Calibration of extensometer systems used in uniaxial testing

[SO 10424-2, Petroleum and natural gas industries — Rotary drilling equipment — Part 2: Threading and
gauging of rotary shouldered thread connections

ISO 10893-2, Non-destructive testing of steel tubes — Part 2: Automated eddy current testing of seamless
and welded (except submerged arc-welded) steel tubes for the detection of imperfections

ISO 10893-3, Non-destructive testing of steel tubes — Part 3: Automated full peripheral flux leakage
testing of seamless and welded (except submerged arc-welded) ferromagnetic steel tubes for the detection
of longitudinal and/or transverse imperfections

[SO 10893-5, Non-destructive testing of steel tubes — Part 5: Magnetic particle inspection of seamless and
welded ferromagnetic steel tubes for the detection of surface imperfections

ISO 10893-10, Non-destructive testing of steel tubes — Part 10: Automated full peripheral ultrasonic
testing of seamless and welded (except submerged arc-welded) steel tubes for the detection of longitudinal
and/or transverse imperfections

[SO 11484, Steel products — Employer's qualification system for non-destructive testing (NDT) personnel
SPEC API 7-2, Specification for Threading and Gauging of Rotary Shouldered Thread Connections

ANSI/NACE TMO0177, Laboratory testing of metals for Resistance to Sulfide Stress Cracking and Stress
Corrosion Cracking in HzS Environments

ASME. Boiler and Pressure Vessel Code, Section I1X

ASNT SNT-TC-1A, Recommended Practice, Personnel Qualification and Certification in Non-Destructive
Testing

ASTM A370, Standard Test Methods and Definitions for Mechanical Testing of Steel Products

ASTM A751, Standard Test Methods, Practices and Terminology for Chemical Analysis of Steel Products
ASTM A941, Terminology Relating to Steel, Stainless Steel, Related Alloys, and Ferroalloys

ASTM E4, Standard Practices for Force Verification of Testing Machines

ASTM E10, Standard Test Method for Brinell Hardness of Metallic Materials

ASTM E18, Standard Test Methods for Rockwell Hardness of Metallic Materials

ASTM E23, Standard Test Methods for Notched Bar Impact Testing of Metallic Materials

ASTM E83, Standard Practice for Verification and Classification of Extensometer Systems

ASTM E92, Standard Test Method for Vickers Hardness of Metallic Materials

ASTM E213, Standard Practice for Ultrasonic Examination of Metal Pipe and Tubing

ASTM E3009, Standard Practice for Eddy-Current Examination of Steel Tubular Products Using Magnetic
Saturation

ASTM E570, Standard Practice for Flux Leakage Examination of Ferromagnetic Steel Tubular Products
ASTM E709, Standard Guide for Magnetic Particle Testing

3 Terms, definitions, symbols and abbreviated terms

3.1 Terms and definitions

For the purposes of this document, the terms and definitions given in ASTM A941 and the folldWioGaments
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[SO and IEC maintain terminological databases for use in standardization at the following addresses:
— ISO Online browsing platform: available at http://www.iso.org/obp
— IEC Electropedia: available at http://www.electropedia.org/

3.11
bevel diameter
outer diameter of the sealing shoulder of a rotary shouldered connection

3.1.2

defect

imperfection of sufficient magnitude to warrant rejection of the product based on criteria defined in
this document

[SOURCE: ISO 11960:2014, definition 4.1.12]

3.1.3
drill-pipe
drill-pipe body with weld-on tool joints

3.14
drill-pipe body
seamless pipe with upset ends

Note 1 to entry: See Figure B.1.

3.1.5

drill-pipe-body manufacturer

firm, company or corporation that operates facilities for making drill-pipe bodies and is responsible for
compliance with the requirements of this document applicable to the drill-pipe body

Note 1 to entry: See 7.21.

3.1.6

drill-pipe manufacturer

firm, company or corporation responsible for compliance with all the applicable requirements of this
document

Note 1 to entry: See 6.16.

3.1.7
drill-pipe torsion-strength ratio
torsion strength of the tool-joint connection divided by the drill-pipe-body torsion strength

3.1.8
drill-pipe weld neck
machined part of the drill-pipe comprising the tool-joint weld neck, the weld and the drill-pipe-body upset

Note 1 to entry: See Figure B.1.

3.1.9
elephant hide
wrinkled outside diameter surfaces of the drill-pipe body caused by the upsetting process

3.1.10

enhanced H3S resistance

classification of drill pipe that includes Sulfide Stress Cracking testing as part of its qualification and
quality control
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3.1.11
essential variable
variable parameter in which a change affects the mechanical properties of the weld joint

3.1.12
gouge
elongated groove or cavity caused by mechanical removal of metal

3.1.13
hard banding
application of material onto tool joints to reduce external wear of the tool joint

Note 1 to entry: This is also known as hard facing.

3.1.14
hardness number
result from a single hardness impression

3.1.15

heat

heat of steel

metal produced by a single cycle of a batch-melting process

3.1.16
heat analysis
chemical analysis representative of a heat as reported by the metal producer

[SOURCE: ISO 11960:2014, definition 4.1.18]

3.1.17

imperfection

discontinuity in the product wall or on the product surface that can be detected by an NDE method
included in this document

[SOURCE: ISO 11960:2014, definition 4.1.19, modified]

3.1.18
indication
evidence of a discontinuity that requires interpretation to determine its significance

3.1.19

inspection

process of measuring, examining, testing, gauging or otherwise comparing the product with the
applicable requirements

3.1.20
label 1
dimensionless designation for the drill-pipe-body size that may be used when ordering

3.1.21
label 2
dimensionless designation for the drill-pipe-body mass per unit length that may be used when ordering

3.1.22

linear imperfection

imperfection that includes, but is not limited to, seams, laps, cracks, plug scores, cuts, gouges and
elephant hide

Note 1 to entry: See API 5T1.

[SOURCE: ISO 11960:2004, definition 4.1.28, modified]
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3.1.23

lot

definite quantity of product manufactured under conditions that are considered uniform for the
attribute being inspected

3.1.24
lot size
number of units in a lot

3.1.25
manufacturer
maker of drill-pipe, drill-pipe body or tool joints

Note 1 to entry: The manufacturer can be the maker of one or more of the specified components, depending on
context.

3.1.26
mean hardness number
result of averaging the hardness numbers for the single specimen or location being evaluated

3.1.27
non-essential variable
variable parameter in which a change may be made in the WPS without re-qualification

3.1.28
non-linear imperfection
imperfection that includes, but is not limited to, pits

Note 1 to entry: See API Std 5T1.

3.1.29
pipe body
seamless pipe excluding upset and upset-affected areas

Note 1 to entry: See Figure B.1.

3.1.30

procedure qualification record

PQR

written documentation stating an assessment that a specific WPS produces welds in accordance with
the requirements of this document.

3.1.31
product
drill-pipe, drill-pipe body or tool joint

3.1.32

purchaser

party responsible for both the definition of requirements for a product order and for payment for
that order

[SOURCE: ISO 11960:2014, definition 4.1.39]

3.1.33
quench crack
crack in steel resulting from stresses produced during the transformation from austenite to martensite

Note 1 to entry: This transformation is accompanied by an increase in volume.

[SOURCE: ISO 11960:2014, definition 4.1.40]
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3.1.34
rotary shouldered connection
connection used on drill string elements which has tapered threads and sealing shoulders

3.1.35

rotary friction welding

solid state welding under compressive-force contact of work-pieces rotating relative to one another
along a common axis to increase temperature and plastically displace material from the faying surfaces

Note 1 to entry: Either direct drive or inertia friction welding is acceptable.

3.1.36
sample
one or more units of product selected from a lot to represent that lot

3.1.37
seamless pipe
wrought steel tubular product made without a weld seam

Note 1 to entry: It is manufactured by hot working and, if necessary, by subsequently cold-working or heat-
treating, or a combination of these operations, to produce the desired shape, dimensions and properties.

[SOURCE: ISO 11960:2014, definition 4.1.41, modified]

3.1.38

tool joint

forged or rolled steel component for drill-pipe designed to be welded to the drill-pipe body and having
arotary shouldered connection

3.1.39
tool-joint box
threaded connection on tool joints that has internal threads

3.1.40

tool-joint manufacturer

firm, company or corporation that operates facilities for making tool joints and is responsible for
compliance with the requirements of this document applicable to the tool joint

Note 1 to entry: See 8.14.

3.1.41
tool-joint pin
threaded connection on tool joints that has external threads

3.1.42
upset ovality
difference between the largest and smallest diameter in a plane perpendicular to the axis of the upset

3.1.43

weld zone

zone comprising the weld line and the heat-affected areas on either side of the weld line caused by the
friction welding and subsequent heat-treatment processes

3.1.44

welding machine and welding operator performance qualification

WPQ

written procedure used to demonstrate that a welding machine and welding operator combination has
the capability to use the WPS to produce a weld meeting the requirements of this document

Note 1 to entry: It includes records from the qualification tests.
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Document Sharing Hub

6

Full document details: DIN EN ISO 11961:2020-12


http://www.avadocuments.com/doc/din-en-iso-11961-2020-12
http://www.avadocuments.com/doc/din-en-iso-11961-2020-12

DIN EN ISO 11961:2020-12
ISO 11961:2018(E)

3.1.45

welding procedure specification

WPS

written procedure that provides instructions to the welding operator for making production welds in
accordance with the requirements of this document

Note 1 to entry: It includes all essential variables and non-essential variables for friction welding of tool joints to
drill-pipe body. A WPS applies to all those welds, of which each element has the same specified dimensions and
chemistry, that are grouped according to a documented procedure that ensures a predictable response to weld-
zone treatment for a particular grade.

3.2 Symbols and abbreviated terms

Adp cross-sectional area of the drill-pipe body based on the specified dimensions of the pipe body

A cross-sectional area of the tensile specimen, expressed in square millimetres (square inches)

A length of reduced section, expressed in millimetres

Aw minimum cross-sectional area of the weld zone

D tool-joint outside diameter (pin and box)

Cm standard Charpy impact energy, expressed in Joules

C standard Charpy impact energy, expressed in foot-pounds

Dgp pipe-body outside diameter

Ds bevel diameter (pin and box)

D; external diameter on the tool-joint neck, which becomes D¢ after welding and final
machining

D diameter of round bar

Dte outside diameter of the drill-pipe weld after machining

Doy drill-pipe-body upset outside diameter

ddp pipe-body inside diameter

d; internal diameter of the tool-joint neck, which becomes di after welding and final machining

dp tool-joint-pin inside diameter

dte inside diameter of the drill-pipe weld after machining

dou drill-pipe-body upset inside diameter

EU external upset

e minimum extension in a gauge length of 50,8 mm (2.0 in)

€m minimum elongation

ew drill-pipe-body mass gain or loss due to end finishing. For plain-end non-upset pipe, ey

equals zero
G gauge length
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ID inside diameter

[EU internal-external upset

IU internal upset

L length of drill-pipe with weld-on tool joint (from shoulder to shoulder)

Ly length of box-tool joint outside diameter including connection bevel and hard band; see

Figures B.1 and B.12

Leu drill-pipe-body external upset length
Liu drill-pipe-body internal upset length
Lpb length of pin-tool-joint outside diameter, including connection bevel; see Figures B.1 and B.12
Lpe length of drill-pipe body (without tool joint)
Meuy drill-pipe-body external upset taper length
Miy drill-pipe-body internal upset taper length
N fraction or number with a fraction
NDE non-destructive examination
0D outside diameter
PQR procedure qualification record
PSL product specification level
R minimum radius of fillet
RSC rotary shouldered connection
SSC Sulfide Stress Cracking
Ts tensile strength
t pipe-body wall thickness
U upset dimension
Udp minimum specified tensile strength
UT ultrasonic testing
w width
wy, approximate calculated mass of a piece of drill-pipe body of length Lye
WPQ welder performance qualification
WPS welding procedure specification
Wdp approximate linear mass of the drill-pipe
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Wpe plain-end pipe-body unit mass (without upsets)
Ymin specified minimum yield strength, see Table A.5 or Table C.5
Yw weld zone yield strength

4 Conformance

4.1 Dual citing of normative references

In the interests of world-wide application of this document, Technical Committee ISO/TC 67 has
decided, after detailed technical analysis, that some of the normative documents listed in Clause 2 and
prepared by ISO/TC 67 or another ISO Technical Committee are interchangeable in the context of the
relevant requirement with the relevant document prepared by the American Petroleum Institute (API),
the American Society for Testing and Materials (ASTM) and the American National Standards Institute
(ANSI). These latter documents are cited in the running text following the ISO reference and preceded
by “or”, for example “ISO XXXX or API YYYY". Application of an alternative normative document cited in
this manner will lead to technical results different from the use of the preceding ISO reference. However,
both results are acceptable and these documents are thus considered interchangeable in practice.

4.2 Units of measurement

In this document, data are expressed in both the International System (SI) of units and the United
States Customary (USC) system of units. Separate tables for data expressed in SI units and USC units
are in Annex A and Annex C, respectively. Figures are in Annex B and express data in both SI and USC
units. For a specific order item, it is intended that only one system of units be used, without combining
data expressed in the other system.

Products manufactured to specifications expressed in either of these unit systems shall be considered
equivalent and totally interchangeable. Consequently, compliance with the requirements of this document
as expressed in one system provides compliance with requirements expressed in the other system.

For data expressed in the SI system, a comma is used as the decimal separator and a space as the
thousands separator. For data expressed in the USC system, a dot (on the line) is used as the decimal
separator and a space as the thousands separator.

In the text, data in SI units are followed by data in USC units in brackets.

NOTE The procedures used to convert from USC units to SI units are given in Annex F.

5 Information to be supplied when placing orders for drill-pipe

5.1 Grades D95 and F105

Particular attention should be given to the application of Grades D95 and F105 in ISO 15156-2 or ANSI-
NACE MR0175/SSC Regions 1, 2 or 3, as this material is not suitable for all sour (hydrogen sulfide-
containing) service applications.

Given the high strength often needed, drilling equipment may not comply with the requirements of
the ISO 15156-2/ANSI-NACE MRO0175. In such cases the primary means for avoiding SSC is control of
the drilling or well-servicing environment. As service stresses and material hardness increase, drilling
fluid control becomes increasingly important. The following precautions are suggested:

— maintain fluid density and integrity of hydrostatic column to minimize inflow of formation fluid;
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— consider one or more of the following procedures:

— maintain pH of water phase at 10 or higher to neutralize H;S in the drilled formation and

alkalinity of 1 or higher to maintain the pH;

— use chemical sulfide scavengers

— use adrilling fluid in which oil is the continuous phase.

NOTE The SSC test is for quality control purposes only and does not qualify the material for any specific sour
service application. It is the product user's responsibility to ensure that the product is suitable for the intended

application.

5.2 General information

When placing orders for drill-pipe to be manufactured in accordance with this document, the purchaser

shall specify the following on the purchase agreement.

Requirements

Document number(s)

Quantity

Label 1

Label 2

Grade

Upset type (internal, external or internal-external upset)

RSC type or other special connection by agreement between
purchaser and manufacturer

Range or special length and tolerance by agreement between
purchaser and manufacturer

Delivery date and shipping instructions
Inspection by purchaser

Documentation

5.3 Additional information

Reference

ISO 11961

Table A.1 or Table C.1
Table A.1 or Table C.1
Table A.1 or Table C.1
Table A.1 or Table C.1

Table A.1 or Table C.1

,0r 6.2.2

Table A.3 or Table C.3

Annex D

6.17

The purchaser shall also specify in the purchase agreement his requirements concerning the following

stipulations, which are optional with the purchaser.

Requirements

Tool-joint outside diameter

Tool-joint inside diameter of the pin end
Length of pin-tool-joint outside diameter
Length of box-tool-joint outside diameter

Under-thickness tolerance if less than 12,5 %
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