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Nationales Vorwort 

Dieses Dokument (EN ISO 13503-2:2006 + A1:2009) wurde vom Technischen Komitee ISO/TC 67 �Materials, 
equipment and offshore structures for petroleum, petrochemical and natural gas industries� in 
Zusammenarbeit mit dem Technischen Komitee CEN/TC 12 �Materialien, Ausrüstungen und Offshore-
Bauwerke für die Erdöl-, petrochemische und Erdgasindustrie� erarbeitet, dessen Sekretariat von AFNOR 
(Frankreich) gehalten wird. 

Für Deutschland hat hieran der Arbeitskreis NA 109-00-01 AK 3 �Bohrspülung und Zemente� im 
Normenausschuss Erdöl- und Erdgasgewinnung (NÖG) mitgearbeitet. 

Dieses Dokument enthält die Änderung 1, angenommen von CEN am 2009-10-07.  

Der Beginn und das Ende von neuem oder geändertem Text werden durch die Markierungen 
angezeigt.  

Dieses Dokument enthält unter Berücksichtigung des DIN-Präsidialbeschlusses 1/2004 nur die englische 
Originalfassung der ISO Norm.  

Dieses Dokument enthält neben den gesetzlichen Einheiten auch die Einheiten �°F�, �ft�, �gal�, �inch�, �lb/gal�, 
�psi�, die im Deutschen Normenwerk nicht zugelassen sind. Es wird ausdrücklich darauf hingewiesen, dass 
die Anwendung dieser Einheiten im nationalen amtlichen und geschäftlichen Verkehr aufgrund des Gesetzes 
über Einheiten im Messwesen nicht zulässig ist. 

 

Umrechnung: 

Nicht-SI-Einheit SI-Einheit Umrechnung 

°F °C [(5/9) · (°F-32)] 

ft M 1 ft = 0,304 8 m 

gal (galone) l 1 gal = 3,785 l 

in (inch) mm 1 inch = 25,4 mm 

lb/gal kg/m3 1 lb/gal = 0,118 kg/dm3 

psi (psig) kPa 1 psi = 6,894 757 kPa 

 

Änderungen 

Gegenüber DIN EN ISO 13503-2:2007-02 wurden folgende Änderungen vorgenommen: 

a) Abschnitt 1 �Anwendungsbereich� letzter Satz ersetzt; 

b) Abschnitt 2 �Normative Verweisungen� Datum für ASTM E11 ergänzt; 

c) neuer Anhang B hinzugefügt. 

Frühere Ausgaben 

DIN EN ISO 13503-2: 2007-02 
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EN ISO 13503-2:2006 + A1:2009 (E) 

Foreword 

This document (EN ISO 13503-2:2006) has been prepared by Technical Committee ISO/TC 67 �Materials, 
equipment and offshore structures for petroleum and natural gas industries� in collaboration with Technical 
Committee CEN/TC 12 �Materials, equipment and offshore structures for petroleum, petrochemical and 
natural gas industries�, the secretariat of which is held by AFNOR. 

This European Standard shall be given the status of a national standard, either by publication of an identical 
text or by endorsement, at the latest by May 2007, and conflicting national standards shall be withdrawn at the 
latest by May 2007. 

According to the CEN/CENELEC Internal Regulations, the national standards organizations of the following 
countries are bound to implement this European Standard: Austria, Belgium, Cyprus, Czech Republic, 
Denmark, Estonia, Finland, France, Germany, Greece, Hungary, Iceland, Ireland, Italy, Latvia, Lithuania, 
Luxembourg, Malta, Netherlands, Norway, Poland, Portugal, Romania, Slovakia, Slovenia, Spain, Sweden, 
Switzerland and United Kingdom. 

Endorsement notice 

The text of ISO 13503-2:2006 has been approved by CEN as EN ISO 13503-2:2006 without any 
modifications. 
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!Foreword 

This document (EN ISO 13503-2:2006/A1:2009) has been prepared by Technical Committee ISO/TC 67 
�Materials, equipment and offshore structures for petroleum, petrochemical and natural gas industries� in 
collaboration with Technical Committee CEN/TC 12 �Materials, equipment and offshore structures for 
petroleum, petrochemical and natural gas industries� the secretariat of which is held by AFNOR. 

This Amendment to the European Standard EN ISO 13503:2006 shall be given the status of a national 
standard, either by publication of an identical text or by endorsement, at the latest by May 2010, and 
conflicting national standards shall be withdrawn at the latest by May 2010. 

Attention is drawn to the possibility that some of the elements of this document may be the subject of patent 
rights. CEN [and/or CENELEC] shall not be held responsible for identifying any or all such patent rights. 

According to the CEN/CENELEC Internal Regulations, the national standards organizations of the following 
countries are bound to implement this European Standard: Austria, Belgium, Bulgaria, Cyprus, Czech 
Republic, Denmark, Estonia, Finland, France, Germany, Greece, Hungary, Iceland, Ireland, Italy, Latvia, 
Lithuania, Luxembourg, Malta, Netherlands, Norway, Poland, Portugal, Romania, Slovakia, Slovenia, Spain, 
Sweden, Switzerland and the United Kingdom. 

Endorsement notice 

The text of ISO 13503-2:2006/Amd 1:2009 has been approved by CEN as a EN ISO 13503-2:2006/A1:2009 
without any modification." 
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Introduction 

This part of ISO 13503 is a compilation and modification of API RP 56 [1], API RP 58 [2] and API RP 60 [3]. 

The procedures have been developed to improve the quality of proppants delivered to the well site. They are 
for use in evaluating certain physical properties used in hydraulic fracturing and gravel-packing operations. 
These tests should enable users to compare the physical characteristics of various proppants tested under the 
described conditions and to select materials useful for hydraulic fracturing and gravel-packing operations. 

The procedures presented in this part of ISO 13503 are not intended to inhibit the development of new 
technology, material improvements or improved operational procedures. Qualified engineering analysis and 
judgment are required for their application to a specific situation. 

In this part of ISO 13503, where practical, US Customary (USC) units are included in brackets for information. 

Annex A of this part of ISO 13503 is for information only. 
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1 Scope 

This part of ISO 13503 provides standard testing procedures for evaluating proppants used in hydraulic 
fracturing and gravel-packing operations. 

NOTE �Proppants� mentioned henceforth in this part of ISO 13503 refer to sand, ceramic media, resin-coated 
proppants, gravel-packing media and other materials used for hydraulic fracturing and gravel-packing operations. 

The objective of this part of ISO 13503 is to provide a consistent methodology for testing performed on 
hydraulic fracturing and/or gravel-packing proppants. 

2 Normative references 

The following referenced documents are indispensable for the application of this document. For dated 
references, only the edition cited applies. For undated references, the latest edition of the referenced 
document (including any amendments) applies. 

ASTM E11, Standard Specification for Wire Cloth and Sieves for Testing Purposes 

3 Abbreviations 

API American Petroleum Institute 

ASTM American Society for Testing and Materials 

ASG apparent specific gravity 

FTU formazin turbidity unit 

HCI hydrochloric acid 

HF hydrofluoric acid 

LOI loss on ignition 

NTU nephelometric turbidity unit 

4 Standard proppant sampling procedure 

4.1 General 

Before any sample is taken, consider what tests will be performed, as each test requires a different volume. It 
is very important that both the supplier and customer obtain the best representative sample possible. Unless 
the sample is truly representative of a total shipment or container, testing and correlation with 
specifications/standards is very difficult. It is unlikely that sampling/testing methods in the field duplicate the 
producer�s system. The standard procedures included within this part of ISO 13503 are to assist in obtaining 
representative samples. However, there are inherent variations associated with sampling, testing equipment 
and the procedures that can lead to inconsistent results. A sample that is representative of a truckload 
[23 000 kg (50 700 lb)] or a railcar load [90 000 kg (198 000 lb)] can be an initial source of wide variation when 
making comparisons. All parties shall take care to insure uniform sampling. The customer and the supplier 
shall agree on sampling and testing methods/techniques. 
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For the best representation, continuous sampling is ideal. Although many proppant suppliers utilize automatic 
sampling, it is usually impractical at the job site. If sampling is conducted while unloading a container or at the 
site, consideration should be given to the number or frequency of samples. 

If bulk containers are filled from a flowing stream of proppant material, sampling procedures in accordance 
with 4.5 shall be applied. If bulk containers are filled using sacked proppant material, sampling procedures in 
accordance with 4.6 shall be applied. 

4.2 Particle segregation 

It is important to have a basic understanding of segregation when sampling proppant. Depending on the size, 
shape, distribution and mechanisms involved, there is usually a certain amount of error or variability involved 
in sampling due to segregation. The sampling procedures described here are the result of much experience 
and are designed to minimize the effects of segregation of particles by size. 

Particles, such as proppants, naturally find the path of least resistance when moved or when force is applied. 
During transfer or movement, particles of differing size and mass naturally separate or segregate. The degree 
of segregation depends on the mechanisms involved in the transfer or movement. 

There are several forces, such as gravity, acting on a stream of particles as it flows. Within a moving stream, 
fine particles drop through the voids or gaps and coarser particles move to the outside. The fine particles 
migrate and usually rest close to the area where they land. The heavier, coarser particles bounce or roll much 
further, stratifying the material by size. 

4.3 Equipment 

The following equipment shall be used to compile representative proppant material samples. 

4.3.1 Box sampling device, with a 13 mm (0,50 in) slot opening. 

The length of the 13 mm (0,50 in) slot shall be longer than the thickness of the stream being sampled. The 
volume of the sampler shall be large enough so as to not overflow while cutting through the entire stream. A 
box sampling device meeting these criteria is shown in Figure 1. 

4.3.2 Sample reducer, of appropriate size for handling sack-size samples and reducing the material to 1/16 
of the original mass; see Figure 2. 

4.3.3 Sample splitter, of appropriate size; see Figure 3. 
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Dimensions in centimetres (inches) 

 

Key 

1 sampler body, 15,9  20,9  6,35 (6,25  8,25  2,5) 

2 handle 

3 pipe coupling 

4 sample opening, 1,27 (0,50) 

Figure 1 � Box sampling device 
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Dimensions in centimetres (inches) 

 

Key 

1 main body, 36,8  48,3  11,4 (14,5  19,0  4,5) 

2 splitter plate, 5,1  5,1  5,1 (2  2  2) 

3 discharge plate, 36,8  30,5  0,32 (14,5  12  0,125) 

4 discharge chute, 5,7  5,7  7,6 (2,25  2,25  3,0) 

5 hopper, 36,8  24,1  15,2 (14,5  9,5  6,0) 

6 gate, 36,8  19,1  0,32 (14,5  7,5  0,125) 

7 hand knob, 3,8 (1,5) diameter 

8 support stand assembly, 71,1  38,1  68,6 (28  15  27) 

Figure 2 � Sample reducer 
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Dimensions in centimetres (inches) 

 

Key 

1 main body, 29,2  27,9  16,5 (11,5  11,0  6,5) 

2 handle 

3 gate plate 

4 hopper 

5 pan 

6 splitter vanes, 1,25 (0,5) 

Figure 3 � Sample splitter 

4.4 Number of required samples � Bulk 

4.4.1 Proppants for hydraulic fracturing 

A minimum of one sample per 9 000 kg (20 000 lb) or fraction thereof, shall be obtained. A maximum of 
10 samples per bulk container shall be obtained, combined and tested. 

4.4.2 Gravel-packing media 

A minimum of one sample per 4 500 kg (10 000 lb) but no fewer than two samples per job shall be obtained, 
combined and tested. 
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