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Nationales Vorwort 

Dieses Dokument (EN ISO 17776:2016) wurde vom Technischen Komitee ISO/TC 67 „Materials, equipment 
and offshore structures for petroleum, petrochemical and natural gas industries“ Subkomitee SC 6 
„Processing equipment and systems“ in Zusammenarbeit mit dem Technischen Komitee CEN/TC 12 
„Materialien, Ausrüstungen und Offshore-Bauwerke für die Erdöl-, petrochemische und Erdgasindustrie“ 
(Sekretariat NEN, Niederlande) erarbeitet. 

Für Deutschland hat hieran der Arbeitskreis NA 109-00-01-06 AK „Verfahrenstechnische Anlagen und 
Ausrüstungen“ im DIN-Normenausschuss Erdöl- und Erdgasgewinnung (NÖG) mitgearbeitet. 

Diese Europäische Norm enthält unter Berücksichtigung des DIN-Präsidialbeschlusses 1/2004 nur die 
englische Originalfassung der ISO Norm. 

Diese Europäische Norm enthält neben den gesetzlichen Einheiten auch die Einheit „in (inch)“, die in 
Deutschland nicht zugelassen ist. Es wird ausdrücklich darauf hingewiesen, dass die Anwendung dieser 
Einheit im nationalen amtlichen und geschäftlichen Verkehr aufgrund des Gesetzes über Einheiten im 
Messwesen nicht zulässig ist. Die Angabe dieser Einheit dient lediglich als Hilfe im amtlichen und 
geschäftlichen Verkehr (z.B. bei Einfuhr und Ausfuhr) mit solchen Staaten, die diese Einheiten anwenden. 

Umrechnung: 

Nicht-SI-Einheit  SI-Einheit Umrechnung 

in (inch) mm 1 inch  = 25,4 mm 

Änderungen 

Gegenüber DIN EN ISO 17776:2003-09 wurden folgende Änderungen vorgenommen: 

a) neuer Abschnitt 2 „Normative references“; 

b) neuer Abschnitt 4 „Major Accident hazard management overview“; 

c) neuer Abschnitt 5 „Management of Major Accident hazards in design“; 

d) neuer Abschnitt 6 „Screening and concept selection process“; 

e) neuer Abschnitt 7 „Concept defintion and optimisation“; 

f) neuer Abschnitt 8 „Detailed desgin and constrution phase“; 

g) neuer Abschnitt 9 „Major Accident hazard management in operation“; 

h) neuer informativer Anhang A „Plan to manage Major Accident hazards“; 

i) neuer informativer Anhang B „Major Accident hazard management identification and evaluation tools“; 

j) neuer informativer Anhang C „Strategy for managing major accident hazards“; 

k) neuer informativer Anhang D „Barrier system performance standards“; 

Full document details: DIN EN ISO 17776:2017-04
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l) neuer informativer Anhang E „Oil & Gas UK — Framework for risk-related decision support“; 

m) neuer informativer Anhang F „HAZID guidewords“. 

Frühere Ausgaben 

DIN EN ISO 17776: 2003-09 
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Nationaler Anhang NA 
(informativ) 

 
Begriffe und Abkürzungen 

Die Benummerung der folgenden Begriffe und Abkürzungen sind identisch mit der Benummerung in der 
englischen Fassung. 

3 Begriffe und Abkürzungen 

3.1 Begriffe 

Für die Anwendung dieses Dokuments gelten die folgenden Begriffe und Abkürzungen. 

ISO und IEC führen Terminologiedatenbanken für Normen unter den folgenden Adressen: 

 IEC Electropedia: available at http://www.electropedia.org/; 

 ISO Online Browsing Platform: verfügbar unter http://www.iso.org/obp. 

3.1.1 
Barriere 
Sperre 
trennende Schutzvorrichtungen oder Einrichtungen zur Kontrolle/Überwachung in einer so ausgewählten 
funktionellen Anordnung, um einen schweren Störfall zu verhindern oder die Folgen zu begrenzen 

Anmerkung 1 zum Begriff: Barrieren können in Hardware-Barrieren und menschliche Barrieren unterteilt werden 
und werden durch Managementsystemelemente unterstützt. 

Anmerkung 2 zum Begriff: Übernommen aus dem IOGP Bericht Nr. 415. 

3.1.2 
Notfallreaktion 
von der Besatzung innerhalb oder außerhalb einer Plattform durchgeführte Maßnahmen zur Eingrenzung 
der Folgen eines schweren Störfalls oder zur Initiierung und Durchführung des Verlassens der Plattform 

[QUELLE: ISO 15544:2000, 2.1.8] 

3.1.3 
Umwelt 
Umgebung, in der eine Organisation tätig ist, einschließlich Luft, Wasser, Land, natürlicher Ressourcen, 
Flora, Fauna, Menschen und deren Wechselbeziehungen 

Anmerkung 1 zum Begriff: Umgebung kann sich von innerhalb einer Organisation bis zum örtlichen, regionalen und 
globalen System erstrecken. 

Anmerkung 2 zum Begriff: Umgebung kann hinsichtlich Biodiversität, Ökosystem, Klima oder anderer Eigenschaften 
beschrieben werden. 

[QUELLE: ISO 14001:2015, 3.2.1] 

Full document details: DIN EN ISO 17776:2017-04

http://www.avadocuments.com/doc/din-en-iso-17776-2017-04
http://www.avadocuments.com/doc/din-en-iso-17776-2017-04


DIN EN ISO 17776:2017-04 

5 

3.1.4 
Ergonomie 
wissenschaftliche Lehre, die sich mit dem Studium der menschlichen Faktoren und dem Verständnis von 
Wechselwirkungen zwischen menschlichen und anderen Elementen eines Systems befasst 

Anmerkung 1 zum Begriff: Übernommen aus ISO 6385:2004. 

3.1.5 
Rettungsweg 
Fluchtweg 
Weg aus einem Bereich einer Plattform zu einem Sammelplatz, einem Not-Zufluchtsort (TR, en: temporary 
refuge), einem Einsteigebereich oder zu einem Fluchtmittel auf das Meer 

[QUELLE: ISO 15544:2000, 2.1.15] 

3.1.6 
Evakuierung 
planmäßiges Verfahren zum Verlassen der Plattform in einem Notfall 

[QUELLE: ISO 15544:2000, 2.1.17] 

3.1.7 
Schaden 
Verletzung oder Schädigung der Gesundheit von Menschen oder Schädigung von Eigentum/Besitz oder der 
Umwelt 

[QUELLE: ISO/IEC Guide 51:2014, 3.1] 

3.1.8 
Gefährdung 
potenzielle Schadensquelle 

[QUELLE: ISO/IEC Guide 51:2014, 3.2] 

3.1.9 
Gefährdungsereignis 
Ereignis, das zu einem Schaden führen kann 

[QUELLE: ISO/IEC Guide 51:2014, 3.3] 

3.1.10 
Einzelrisiko 
individuelles Risiko 
Risiko, dem ein Individuum während einer bestimmten Zeit ausgesetzt ist 

3.1.11 
inhärent sichere Konstruktion 
Konstruktion, bei der Gefährdungen durch einen schweren Störfall eliminiert oder reduziert werden, indem 
dauerhafte und von der Konstruktion untrennbare Maßnahmen angewendet werden 
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3.1.12 
schwerer Störfall 
MA 
(en: major accident) 
Gefährdungsereignis, 

 das mehrere Tote oder Schwerverletzte, oder 

 umfangreiche Schäden an Bauwerken, Plattformen oder Anlagen zur Folge hat, oder 

 das signifikant umweltschädliche Auswirkungen hat (z. B. bleibende und schwere Umweltschäden, die 
zu einem Verlust der kommerziellen Nutzung oder der Freizeitnutzung, zu einem Verlust der 
natürlichen Ressourcen in einem weiten Bereich oder zu schweren Umweltschäden führen können, die 
umfangreiche Maßnahmen erfordern, um eine erneute Nutznießung der Umwelt zu ermöglichen) 

Anmerkung 1 zum Begriff: In diesem Dokument ist ein schwerer Störfall die Realisierung einer Gefährdung durch 
einen schweren Störfall. 

Anmerkung 2 zum Begriff: Es ist vorgesehen, dass diese Definition weitere Benennungen einbezieht, z. B. „schwerer 
Störfall“, definiert in UK HSE. 

3.1.13 
schwere Gefährdung 
Gefährdung, die das Potenzial besitzt, bei ihrer Realisierung zu einem schweren Störfall zu führen 

3.1.14 
mobile Offshore-Einheit 
mobile Plattform, einschließlich Bohrschiffe, die für Bohrungen nach Unterwasser-Kohlenwasserstoff-
lagerstätten ausgerüstet sind, und mobile Plattformen, die nicht der Förderung und Lagerung von 
Kohlenwasserstofflagerstätten dienen 

Anmerkung 1 zum Begriff: Dazu gehören bewegliche Offshore-Bohreinheiten, Bohrschiffe, Unterkunftseinheiten, Bau- 
und Rohrverlegungseinheiten, Schiffe zur Bohrlochwartung und zur Bohrlochstimulation. 

3.1.15 
Sammelplatz 
gekennzeichneter Bereich, an dem die Besatzung auf eine entsprechende Anforderung in einem Notfall 
antritt 

[QUELLE: ISO 15544:2000, 2.1.29] 

3.1.16 
Leistungsnorm 
messbare Angabe in qualitativer oder quantitativer Form der Leistung, die von einem System, einem Teil der 
Ausrüstung, einer Person oder einem Verfahren gefordert wird, die als zuverlässige Grundlage für das 
Gefährdungs-Management dient 

Anmerkung 1 zum Begriff: Leistungsanforderungen für Hardware betreffen die Funktionalität, die Zuverlässigkeit, 
die Überlebensfähigkeit und die wechselseitige Abhängigkeit von Sperren unter Notfallbedingungen. 

[QUELLE: IOGP Bericht Nr. 415] 
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3.1.17 
Risiko 
Kombination aus der Wahrscheinlichkeit eines Schadensereignisses und der Schwere dieses Schadens 

Anmerkung 1 zum Begriff: Eine allgemeinere Definition des Begriffs Risiko wird in der ISO-Richtlinie 73:2009 
angegeben und ist eine „Folge der Unsicherheit“, wobei: 

 eine Folge eine Abweichung von dem, was erwartet wurde, ist; und 

 Unsicherheit ein Zustand des begrenzten Wissens ist, wo es unmöglich ist, den bestehenden Zustand und die 
künftigen Folgen genau zu beschreiben. 

[QUELLE: ISO/IEC Guide 51:2014, 3.9, modifiziert, Anmerkung 1 zum Begriff wurde durch eine andere 
Anmerkung ersetzt.] 

3.1.18 
Risikokriterien 
Bezugsbegriffe, denen gegenüber die Signifikanz eines Risikos beurteilt wird 

Anmerkung 1 zum Begriff: Risikokriterien basieren auf organisatorischen Zielen, sowie externem und internem 
Kontext. 

Anmerkung 2 zum Begriff: Risikokriterien können von Normen, Gesetzen, Richtlinien und anderen Anforderungen 
abgeleitet werden. 

[QUELLE: ISO Guide 73:2009, 3.3.1.3] 

3.1.19 
Risiko-Toleranz 
Bereitschaft der Organisation nach der Risikobehandlung das Risiko zu tragen, um seine Ziele zu erreichen 

Anmerkung 1 zum Begriff: Risiko-Toleranz kann von gesetzlichen oder behördlichen Anforderungen beeinflusst 
werden. 

Anmerkung 2 zum Begriff: Qualitative oder quantitative Kriterien können verwendet werden, um der Organisation 
bei der Entscheidung, ob ein Risiko tragbar ist, zu helfen. 

[QUELLE: ISO Guide 73:2009, 3.7.1.3, modifiziert – Anmerkung 2 zum Begriff wurde hinzugefügt.] 

3.1.20 
Not-Zufluchtsort 
TR 
(en: temporary refuge) 
Stelle, an der die Besatzung für eine bestimmte Dauer Schutz finden kann, während Untersuchungen, 
Notfallreaktionen und Evakuierungsvorbereitungen durchgeführt werden 

[QUELLE: ISO 15544:2000, 2.1.37, modifiziert, Anmerkung 1 zum Begriff wurde weggelassen] 
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3.2 Abkürzungen 

CFD Numerische Fluiddynamik (en: computational fluid dynamics) 

EER Flucht, Evakuierung und Rettung (en: escape, evacuation and rescue) 

ESD Notabschaltung; Not-Aus; Notabsperrung (en: emergency shutdown) 

FMECA Fehlermöglichkeits-, Einfluss- und Kritikalitäsanalyse (en: failure mode, effects, and criticality 
analysis) 

HAZID Gefährdungserkennungsstudie (en: hazard identification study) 

HAZOP Gefährdungs- und Durchführbarkeitsstudie (en: hazard and operability study) 

IOGP Internationaler Verband der Erdöl- und Erdgasproduzenten (en: International Association of Oil 
and Gas Producers) (vormals: OGP) 

ISD Inhärent sichere Konstruktion (en: inherently safer design) 

JHA Hauptgefährdungsanalyse (en: job hazard analysis) 

MA Schwerer Störfall; schwerer Unfall (en: major accident) 

MOC Änderungsmanagement (en: management of change) 

P&ID Rohrleitungs- und Instrumentierungsdiagramm (en: piping and instrument diagram) 

PFD Wahrscheinlichkeit eines Ausfalls bei Anforderung (en: probability of failure on demand) 

QRA quantitative Risikoanalyse (en: quantitative risk analysis) 

TR Not-Zufluchtsort (en: temporary refuge) 
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European foreword 

This document (EN ISO 17776:2016) has been prepared by Technical Committee ISO/TC 67 "Materials, 
equipment and offshore structures for petroleum, petrochemical and natural gas industries" in 
collaboration with Technical Committee CEN/TC 12 “Materials, equipment and offshore structures for 
petroleum, petrochemical and natural gas industries” the secretariat of which is held by CYS. 

This European Standard shall be given the status of a national standard, either by publication of an 
identical text or by endorsement, at the latest by June 2017, and conflicting national standards shall be 
withdrawn at the latest by June 2017. 

Attention is drawn to the possibility that some of the elements of this document may be the subject of 
patent rights. CEN [and/or CENELEC] shall not be held responsible for identifying any or all such patent 
rights. 

This document supersedes EN ISO 17776:2002. 

According to the CEN-CENELEC Internal Regulations, the national standards organizations of the 
following countries are bound to implement this European Standard: Austria, Belgium, Bulgaria, 
Croatia, Cyprus, Czech Republic, Denmark, Estonia, Finland, Former Yugoslav Republic of Macedonia, 
France, Germany, Greece, Hungary, Iceland, Ireland, Italy, Latvia, Lithuania, Luxembourg, Malta, 
Netherlands, Norway, Poland, Portugal, Romania, Slovakia, Slovenia, Spain, Sweden, Switzerland, 
Turkey and the United Kingdom. 

Endorsement notice 

The text of ISO 17776:2016 has been approved by CEN as EN ISO 17776:2016 without any modification. 

 

DIN EN ISO 17776:2017-04 

Full document details: DIN EN ISO 17776:2017-04

http://www.avadocuments.com/doc/din-en-iso-17776-2017-04
http://www.avadocuments.com/doc/din-en-iso-17776-2017-04


﻿

ISO 17776:2016(E)
﻿

Foreword...........................................................................................................................................................................................................................................v
Introduction.................................................................................................................................................................................................................................vi
1	 Scope.................................................................................................................................................................................................................................. 1
2	 Normative references....................................................................................................................................................................................... 1
3	 Terms, definitions and abbreviated terms................................................................................................................................. 1

3.1	 Terms and definitions........................................................................................................................................................................ 1
3.2	 Abbreviated terms................................................................................................................................................................................ 4

4	 Major accident hazard management overview...................................................................................................................... 5
4.1	 General............................................................................................................................................................................................................ 5
4.2	 Project management commitment......................................................................................................................................... 5
4.3	 Project management accountability...................................................................................................................................... 6
4.4	 Project plan to manage major accident hazards......................................................................................................... 6
4.5	 Objectives of major accident hazard management................................................................................................... 6
4.6	 Selection of hazard evaluation and risk assessment methods....................................................................... 7
4.7	 Good engineering practice............................................................................................................................................................. 7
4.8	 Documentation........................................................................................................................................................................................ 8

4.8.1	 General...................................................................................................................................................................................... 8
4.8.2	 Register of major accident hazards.................................................................................................................. 9

4.9	 Actions management.......................................................................................................................................................................... 9
4.10	 Management of change..................................................................................................................................................................... 9

5	 Management of major accident hazards in design..........................................................................................................10
5.1	 Overview of MA hazard management............................................................................................................................... 10
5.2	 Key concepts........................................................................................................................................................................................... 11

5.2.1	 Understanding the MA hazards........................................................................................................................ 11
5.2.2	 Inherently safer design (ISD).............................................................................................................................. 12
5.2.3	 Design strategies for managing MA hazards.........................................................................................13
5.2.4	 Barriers.................................................................................................................................................................................. 13
5.2.5	 Performance standards............................................................................................................................................ 14
5.2.6	 Communication with technical and operational teams...............................................................15

6	 Screening and concept selection process.................................................................................................................................15
6.1	 General......................................................................................................................................................................................................... 15
6.2	 Objectives.................................................................................................................................................................................................. 16
6.3	 Functional requirements.............................................................................................................................................................. 17

6.3.1	 Screening.............................................................................................................................................................................. 17
6.3.2	 Hazard identification.................................................................................................................................................17
6.3.3	 Major accident hazards evaluation................................................................................................................17
6.3.4	 ISD and barriers.............................................................................................................................................................18
6.3.5	 Performance standards............................................................................................................................................ 18
6.3.6	 Sufficiency of measures........................................................................................................................................... 18
6.3.7	 Documentation................................................................................................................................................................18

7	 Concept definition and optimization............................................................................................................................................19
7.1	 General......................................................................................................................................................................................................... 19
7.2	 Objectives.................................................................................................................................................................................................. 20
7.3	 Functional requirements.............................................................................................................................................................. 20

7.3.1	 Hazard identification.................................................................................................................................................20
7.3.2	 Major accident hazard evaluation...................................................................................................................20
7.3.3	 Risk assessment..............................................................................................................................................................20
7.3.4	 Inherently safer design (ISD).............................................................................................................................. 20
7.3.5	 Barriers.................................................................................................................................................................................. 21
7.3.6	 Performance standards............................................................................................................................................ 21
7.3.7	 Sufficiency of measures........................................................................................................................................... 21
7.3.8	 Documentation................................................................................................................................................................22

© ISO 2016 – All rights reserved� iii

Contents� Page

DIN EN ISO 17776:2017-04 

Full document details: DIN EN ISO 17776:2017-04

http://www.avadocuments.com/doc/din-en-iso-17776-2017-04
http://www.avadocuments.com/doc/din-en-iso-17776-2017-04


﻿

ISO 17776:2016(E)
﻿

8	 Detailed design and construction phase...................................................................................................................................22
8.1	 General......................................................................................................................................................................................................... 22
8.2	 Objectives.................................................................................................................................................................................................. 23
8.3	 Functional requirements.............................................................................................................................................................. 23

8.3.1	 Overview............................................................................................................................................................................... 23
8.3.2	 Hazard identification.................................................................................................................................................24
8.3.3	 Major accident hazards evaluation................................................................................................................24
8.3.4	 Risk assessment..............................................................................................................................................................24
8.3.5	 Inherently safer design (ISD).............................................................................................................................. 24
8.3.6	 Barriers.................................................................................................................................................................................. 24
8.3.7	 Performance standards............................................................................................................................................ 25
8.3.8	 Sufficiency of measures........................................................................................................................................... 25
8.3.9	 Register of major accident hazards...............................................................................................................25
8.3.10	 Documentation................................................................................................................................................................25
8.3.11	 Procurement of equipment................................................................................................................................... 26
8.3.12	 Construction, completion and commissioning....................................................................................26
8.3.13	 Transfer to operation.................................................................................................................................................26
8.3.14	 Actions management..................................................................................................................................................26

9	 Major accident hazard management in operation..........................................................................................................27
9.1	 General......................................................................................................................................................................................................... 27
9.2	 Objectives.................................................................................................................................................................................................. 27
9.3	 Functional requirements.............................................................................................................................................................. 28

9.3.1	 Barrier management..................................................................................................................................................28
9.3.2	 Revalidation.......................................................................................................................................................................28
9.3.3	 Safety-critical tasks......................................................................................................................................................28
9.3.4	 Temporary changes.....................................................................................................................................................29
9.3.5	 Non-availability of barrier performance...................................................................................................29
9.3.6	 Management of change (MOC)........................................................................................................................... 29

Annex A (informative) Example of a framework for risk-related decision support.........................................31
Annex B (informative) Plan to manage major accident hazards...........................................................................................32
Annex C (informative) Major accident hazard management identification and evaluation tools......41
Annex D (informative) Strategy for managing major accident hazards.........................................................................71
Annex E (informative) Barrier system performance standards............................................................................................77
Annex F (informative) HAZID guidewords....................................................................................................................................................80
Bibliography..............................................................................................................................................................................................................................94

iv� © ISO 2016 – All rights reserved

DIN EN ISO 17776:2017-04 

Full document details: DIN EN ISO 17776:2017-04

http://www.avadocuments.com/doc/din-en-iso-17776-2017-04
http://www.avadocuments.com/doc/din-en-iso-17776-2017-04


﻿

ISO 17776:2016(E)

Foreword

ISO (the International Organization for Standardization) is a worldwide federation of national standards 
bodies (ISO member bodies). The work of preparing International Standards is normally carried out 
through ISO technical committees. Each member body interested in a subject for which a technical 
committee has been established has the right to be represented on that committee. International 
organizations, governmental and non-governmental, in liaison with ISO, also take part in the work. 
ISO collaborates closely with the International Electrotechnical Commission (IEC) on all matters of 
electrotechnical standardization.

The procedures used to develop this document and those intended for its further maintenance are 
described in the ISO/IEC Directives, Part 1. In particular, the different approval criteria needed for the 
different types of ISO documents should be noted. This document was drafted in accordance with the 
editorial rules of the ISO/IEC Directives, Part 2 (see www.iso.org/directives).

Attention is drawn to the possibility that some of the elements of this document may be the subject of 
patent rights. ISO shall not be held responsible for identifying any or all such patent rights. Details of 
any patent rights identified during the development of the document will be in the Introduction and/or 
on the ISO list of patent declarations received (see www.iso.org/patents).

Any trade name used in this document is information given for the convenience of users and does not 
constitute an endorsement.

For an explanation on the meaning of ISO specific terms and expressions related to conformity assessment, 
as well as information about ISO’s adherence to the World Trade Organization (WTO) principles in the 
Technical Barriers to Trade (TBT) see the following URL: www.iso.org/iso/foreword.html.

The committee responsible for this document is ISO/TC 67, Materials, equipment and offshore structures 
for petroleum, petrochemical and natural gas industries, Subcommittee SC 6, Processing equipment and 
systems.

This second edition cancels and replaces the first edition (ISO 17776:2000), which has been technically 
revised and the title changed from Petroleum and natural gas industries — Offshore production 
installations — Guidelines on tools and techniques for hazard identification and risk assessment to the 
present title.
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Introduction

The purpose of this document is to establish requirements and provide guidance for the effective 
management of major accident (MA) hazards during the design of new offshore installations for the 
petroleum and natural gas industries.

The management of MA hazards involves the application of engineering expertise and knowledge to 
provide the measures needed to meet the objectives set by the organizations involved in the project 
development. A range of tools for evaluating and assessing the likelihood and consequences of MAs 
is needed to help select the measures to be implemented, and to judge when sufficient measures have 
been provided.

This process is built on the underlying integrity provided by the application of internationally 
recognized codes and standards.

This document covers the following main elements:

—	 establishing general requirements for identifying MA hazards and their causes;

—	 assessing MA hazards to understand their likelihood and possible consequences;

—	 developing suitable strategies for managing MA hazards;

—	 progressively improving the understanding of MA hazards and their consequences to guide design 
decisions during the development phases of the installation;

—	 providing the measures needed to manage all credible MAs;

—	 maintaining the measures throughout the life of the installation.

The technical content of this document is arranged as follows:

a)	 objectives: the goals to be achieved;

b)	 functional requirements: specifying requirements considered necessary to meet the stated 
objectives;

c)	 annexes: guidelines in support of the functional requirements.

This document should be read in conjunction with ISO 13702 and ISO 15544.
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Petroleum and natural gas industries — Offshore 
production installations — Major accident hazard 
management during the design of new installations

1	 Scope

This document describes processes for managing major accident (MA) hazards during the design of 
offshore oil and gas production installations. It provides requirements and guidance on the development 
of strategies both to prevent the occurrence of MAs and to limit the possible consequences. It also 
contains some requirements and guidance on managing MA hazards in operation.

This document is applicable to the design of

—	 fixed offshore structures, and

—	 floating systems for production, storage and offloading

for the petroleum and natural gas industries.

The scope includes all credible MA hazards with the potential to have a material effect on people, the 
environment and assets.

This document is intended for the larger projects undertaken to develop new offshore installations. 
However, the principles are also applicable to small or simple projects or design changes to existing 
facilities and can also be relevant to onshore production facilities.

Mobile offshore units as defined in this document are excluded, although many of the principles can 
be used as guidance. The design of subsea facilities are also excluded, though the effects of mobile and 
subsea facilities are considered if they can lead to major accidents that affect an offshore installation. 
This document does not cover the construction, commissioning, abandonment or security risks 
associated with offshore installations.

The decision to apply the requirements and guidance of this document, in full or in part, is intended to 
be based on an assessment of the likelihood and possible consequences of MA hazards.

2	 Normative references

The following documents are referred to in text in such a way that some or all of their content 
constitutes requirements of this document. For dated references, only the edition cited applies. For 
undated references, the latest edition of the referenced document (including any amendments) applies.

ISO 31000, Risk management — Principles and guidelines

3	 Terms, definitions and abbreviated terms

3.1	 Terms and definitions

For the purposes of this document, the following terms, definitions and abbreviated terms apply.

ISO and IEC maintain terminological databases for use in standardization at the following addresses:

—	 IEC Electropedia: available at http://www.electropedia.org/

—	 ISO Online browsing platform: available at http://www.iso.org/obp
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3.1.1
barrier
functional grouping of safeguards or controls selected to prevent a major accident or limit the 
consequences

Note  1  to entry:  Barriers can be subdivided into hardware barriers or human barriers and are supported by 
management system elements.

Note 2 to entry: Adapted from IOGP Report No. 415.

3.1.2
emergency response
action taken by personnel on or off an installation to limit the consequences of a major accident or 
initiate and execute abandonment

[SOURCE: ISO 15544:2000, 2.1.8]

3.1.3
environment
surroundings in which an organization operates, including air, water, land, natural resources, flora, 
fauna, humans and their interrelationships

Note 1 to entry: Surroundings can extend from within an organization to the local, regional and global system.

Note  2  to entry:  Surroundings can be described in terms of biodiversity, ecosystems, climate or other 
characteristics.

[SOURCE: ISO 14001:2015, 3.2.1]

3.1.4
ergonomics
scientific discipline concerned with study of human factors and understanding of interactions among 
human and other elements of a system

Note 1 to entry: Adapted from ISO 6385:2004.

3.1.5
escape route
route from an area of an installation leading to a muster area, temporary refuge (TR), embarkation 
area, or means of escape to the sea

[SOURCE: ISO 15544:2000, 2.1.15]

3.1.6
evacuation
planned method of leaving the installation in an emergency

[SOURCE: ISO 15544:2000, 2.1.17]

3.1.7
harm
injury or damage to the health of people, or damage to property or the environment

[SOURCE: ISO/IEC Guide 51:2014, 3.1]

3.1.8
hazard
potential source of harm

[SOURCE: ISO/IEC Guide 51:2014, 3.2]
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3.1.9
hazardous event
event that can cause harm

[SOURCE: ISO/IEC Guide 51:2014, 3.3]

3.1.10
individual risk
risk to which an individual is exposed during a defined period of time

3.1.11
inherently safer design
design which eliminates or reduces major accidents through measures that are permanent and 
inseparable from the design

3.1.12
major accident
MA
hazardous event that results in

—	 multiple fatalities or severe injuries; or

—	 extensive damage to structure, installation or plant; or

—	 large-scale impact on the environment (e.g. persistent and severe environmental damage that 
can lead to loss of commercial or recreational use, loss of natural resources over a wide area or 
severe environmental damage that will require extensive measures to restore beneficial uses of the 
environment)

Note 1 to entry: In this document, a major accident is the realization of a major accident hazard.

Note 2 to entry: This definition is intended to incorporate terms such as “major accident” as defined by UK HSE.

3.1.13
major hazard
hazard with the potential, if realized, to result in a major accident

3.1.14
mobile offshore unit
mobile platform, including drilling ships, equipped for drilling for subsea hydrocarbon deposits and 
mobile platforms for purposes other than production and storage of hydrocarbon deposits

Note 1 to entry: Includes mobile offshore drilling units, drill ships, accommodation units, construction and pipe-
lay units, well servicing and well stimulation vessels.

3.1.15
muster area
designated area to which personnel report when required to do so in an emergency

[SOURCE: ISO 15544:2000, 2.1.29]

3.1.16
performance standard
measureable statement, expressed in qualitative or quantitative terms, of the performance required of a 
system, item of equipment, person or procedure, and that is relied upon as a basis for managing a hazard

Note  1  to  entry:  Hardware performance standards address the functionality, reliability, survivability and 
interdependency of barriers under emergency conditions.

[SOURCE: IOGP Report No. 415]
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3.1.17
risk
combination of the probability of occurrence of harm and the severity of that harm

Note 1 to entry: A more general definition of risk is given in ISO Guide 73:2009 and is “effect of uncertainty” where:

—	 an effect is a deviation from the expected, and

—	 uncertainty is a state of having limited knowledge where it is impossible to exactly describe the existing 
state and future outcomes.

[SOURCE: ISO/IEC Guide 51:2014, 3.9, modified, Note 1 to entry has been replaced with another note.]

3.1.18
risk criteria
terms of reference against which the significance of risk is evaluated

Note 1 to entry: Risk criteria are based on organizational objectives, and external and internal context.

Note 2 to entry: Risk criteria can be derived from standards, laws, policies and other requirements.

[SOURCE: ISO Guide 73:2009, 3.3.1.3]

3.1.19
risk tolerance
organization’s readiness to bear the risk after risk treatment in order to achieve its objectives

Note 1 to entry: Risk tolerance can be influenced by legal or regulatory requirements.

Note 2 to entry: Qualitative or quantitative criteria can be used to help the organization decide if a risk is tolerable

[SOURCE: ISO Guide 73:2009, 3.7.1.3, modified – Note 2 to entry has been added.]

3.1.20
temporary refuge
TR
place provided where personnel can take refuge for a predetermined period while investigations, 
emergency response and evacuation preparations are undertaken

[SOURCE: ISO 15544:2000, 2.1.37, modified, Note 1 to entry has been omitted.]

3.2	 Abbreviated terms

CFD	 computational fluid dynamics

EER	 escape, evacuation and rescue

ESD	 emergency shutdown

FMECA	failure mode, effects, and criticality analysis

HAZID	 hazard identification study

HAZOP	hazard and operability study

IOGP	 International Association of Oil and Gas Producers (previously: OGP)

ISD	 inherently safer design

JHA	 job hazard analysis

MA	 major accident

MOC	 management of change
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P&ID	 piping and instrument diagram

PFD	 probability of failure on demand

QRA	 quantitative risk analysis

TR	 temporary refuge

4	 Major accident hazard management overview

4.1	 General

The process to manage MA hazards shall align with the principles and framework set out in ISO 31000 
and shall

—	 establish the context prior to starting or executing any of the elements of the process,

—	 update the context throughout the process, and

—	 apply a thorough process for communicating, consulting, monitoring and review.

In developing the context for managing MA hazards, “lessons learned” from other organizations, 
accident reports and general safety bulletins made available for public review shall be taken into account 
where these identify additional hazards, additional measures, or highlight deficiencies in the current 
measures for the management of MA hazards on offshore installations. This is part of an improvement 
effort which requires users to seek opportunities for improving their designs on a continual basis.

A process to manage MA hazards shall be applied throughout all stages of a project. Designs shall 
be regularly reviewed during their development and changed as necessary to achieve the strategies 
developed to meet the objectives and risk criteria.

Modifications to an existing installation shall be conducted under an appropriate management of 
change (MOC) process. To assess how any modification can change the likelihood or consequences of an 
MA, a good understanding is needed of the existing MA hazards and any new MA hazards introduced 
by the change. It is also necessary to understand the effectiveness of the current strategies to manage 
the existing MA hazards, in order to avoid compromising design measures already implemented to 
reduce risk.

If strategies for managing the MA hazards are not available, the requirements and guidance provided 
in this document shall be used to identify the existing MA hazards and develop suitable strategies to 
manage them.

The outcome of this process is the measures necessary to manage each MA hazard for the life cycle of the 
installation. In order to determine the most effective range of design measures, a systematic analysis, 
using a range of tools and techniques, shall be used to evaluate the likelihood and consequences of each 
identified MA hazard.

An integral part of decision-making is a framework which allows judgement of when the risks to 
human beings, the environment and assets are reduced to a tolerable level. Effective decision-making 
requires a transparent process which promotes dialogue and engagement with stakeholders to assist in 
identifying where improvements can be made in managing MA hazards. An example of a framework to 
support decision making is given in Annex A.

4.2	 Project management commitment

Project managers shall establish a broad view of the context of the proposed project and the associated 
risks to people, the structure, installation or plant and the environment over the lifetime of installation 
and beyond.
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To ensure effective implementation of the process of managing all credible MA hazards, the project 
management shall:

—	 establish the context for the project, such as key development parameters and expectations of 
stakeholders;

—	 highlight the importance of managing MA hazards within the overall project objectives, and include 
stakeholders in the development of the objectives;

—	 establish and communicate objectives for managing MA hazards and risk to those involved, both 
internally and externally (in some jurisdictions these objectives can be written into legislation);

—	 define the decision-making process related to managing MA hazards, including who is authorized to 
make decisions and the criteria to be used;

—	 develop the organization of the project team, with clear roles and responsibilities for managing MA 
hazards, including the lead discipline engineers;

—	 make available to the project team competent and sufficient engineering resources to deliver the 
MA hazard management objectives (including safety and other technical disciplines);

—	 provide sufficient time and resources for managing MA hazards, particularly taking account of the 
iterative nature of the process;

—	 implement the measures which result from the process to manage all credible MA hazards;

—	 define how the process for managing all credible MA hazards and the outcomes will be documented.

4.3	 Project management accountability

The project management shall be accountable for the effective implementation of the process 
for managing MA hazards across all contributors to the work, including design contractors, 
equipment/system suppliers and service providers. The project management shall endeavour to ensure 
that any such contracted organizations understand the requirements and are competent to conduct the 
specified tasks.

The person in the project organization accountable for safety engineering shall be capable of specifying 
and commissioning work necessary for evaluating MA hazards and performing risk assessments. 
Where appropriate, that work can be supported by external consultants. The project management shall 
develop the terms of reference for the work, and shall decide how the results are to be used to manage 
any MA hazards.

4.4	 Project plan to manage major accident hazards

The process to manage potential MA hazards for each of the design development stages shall be set out 
in a plan. This shall define the project-specific objectives needed to manage all credible MA hazards and 
the criteria to judge their tolerability. The plan shall set out the key activities and when they shall be 
conducted in order to allow timely implementation of suitable MA hazard management measures.

The plan to manage MA hazards shall be developed at the earliest reasonable opportunity, updated for 
the start of each new phase in the project development and as required to accommodate new events 
and information. Further details can be found in Annex B.

4.5	 Objectives of major accident hazard management

Many competent organizations define objectives, standards and criteria for managing MA hazards. In 
addition, some regulatory authorities also define minimum standards for specific types of incidents, 
and these can include criteria for tolerable risk.
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Irrespective of whether such objectives, standards and criteria have been defined by regulation or 
the owner, the project management team, with the support of the person accountable for the safety 
engineering and other disciplines’ engineers, shall define the specific objectives and criteria for MA 
hazard management which are applicable to the project or installation.

Suitable objectives, and any criteria that are needed to support them, shall address the following:

—	 eliminating or avoiding MA hazards where it is reasonable to do so;

—	 designing for maximum credible life of the installation without the need for extensive inspection, 
testing or maintenance activities;

—	 reducing the likelihood of MAs by providing facilities that can meet the full operational envelope, 
including foreseeable upset conditions and the potential for human error;

—	 reducing the likelihood of MAs by providing the functionality to safely allow all foreseeable 
operational, inspection, testing and maintenance activities;

—	 preventing escalation so that small incidents or problems do not lead to MAs;

—	 limiting the extent and duration of any MAs that do occur;

—	 providing protection for people on board while emergency response is undertaken and, if necessary, 
evacuation is completed.

4.6	 Selection of hazard evaluation and risk assessment methods

The person accountable for safety engineering shall be responsible for selection of the approach and 
the appropriate methods for MA hazard evaluation and risk assessment. The methods chosen shall be 
dependent upon factors such as the size and complexity of the installation, the credible MA hazards, 
the severity of the MA consequences, the degree of uncertainty, the level of risk, the number of people 
exposed to the risk and the proximity of environmentally sensitive areas.

The approach to MA hazard evaluation and risk assessment can vary depending upon the scale of the 
installation and the life cycle phase when the analysis is undertaken. For example:

—	 For simple installations, such as wellhead platforms and other small platforms with limited process 
facilities, checklists based upon previous risk assessments of similar installations and operations 
can allow a consistent approach to MA hazard management which relies on conformance with 
applicable codes and standards.

—	 For new installations which are a repeat of earlier designs, the evaluations undertaken for the 
original design can be used providing they meet current objectives, standards and criteria, new 
knowledge and technology and they adequately cover any significant differences which affect the 
management of MA hazards (e.g. environment, fluid composition, shut-in pressure). In some cases, 
the earlier hazard management work may be deemed sufficient or may need only limited new work.

—	 Complex installations, such as production platforms with processing facilities and accommodation, 
shall always use a structured approach for MA hazard management to ensure that no MA hazards 
are overlooked. Within a structured approach there may be areas of the installation where previous 
relevant MA hazard management work can be used to limit the amount of new work needed.

—	 For installations in the early design phase, evaluations will necessarily be less detailed than those 
undertaken during later design phases.

4.7	 Good engineering practice

An integral part of MA hazard management is the application of recognized and accepted good 
engineering practice by the project team, primary contractors, sub-contractors and suppliers. Although 
these may not specifically be defined in codes and standards, it is the generic term for recognized 
risk management practices and measures that are used by competent organizations to manage 
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well-understood MA hazards arising from their activities. It involves a combination of competence, 
implementation of standards (both internal and external) for managing MA hazards, learning from 
past experience (own and others) and generally acting in a way which reduces risks.

Guidance for risk-related decision-making is available in Reference [64]. This document illustrates the 
relative importance of good practice, engineering risk assessment or a more precautionary approach in 
making risk-related decisions. The precautionary approach is applied when available engineering and 
scientific evidence about the MA is insufficient, inconclusive or uncertain. This will mean that more 
conservative assumptions are applied and make it more likely that a safety measure is implemented.

4.8	 Documentation

4.8.1	 General

The process for managing MA hazards within a project shall be documented, in order to provide a clear 
record of activities that have been undertaken to

—	 develop the strategies for managing MA hazards and how they reduce risk, and

—	 demonstrate that the MA hazard management objectives and risk-tolerability criteria have been 
achieved, with an audit trail to the appropriate supporting documentation.

To achieve this, documentation shall:

a)	 identify all credible MA hazards and evaluate the potential consequences of any relevant MAs;

b)	 document the design strategies for managing MA hazards and the reasoning used to develop them;

c)	 document key decisions made during the development of design strategies for managing MA 
hazards;

d)	 describe the approach taken to risk assessment, and how uncertainties, including the potential for 
human error, have been taken into account;

e)	 report the risk assessed, and when necessary calculated, for the design detailing the contributions 
from each identified MA hazard;

f)	 identify the range of barriers implemented (including ISD measures) and why they are considered 
sufficient;

g)	 define design and operations performance standards for each of the barriers (including ISD 
measures);

h)	 demonstrate that the emergency response arrangements are appropriate;

i)	 describe how engagement and input from operational and technical staff has been managed;

j)	 describe why the design is considered suitable for operation;

k)	 describe the role of operating procedures and practices in maintaining MA hazard management 
and risk provisions.

Reports which define the purpose, scope, methodology used and the outcome of each activity shall be 
included or referenced. This includes all formal studies for identification and evaluation of MA hazards 
and related MAs.

The documentation shall be subject to formal review by the project management team to provide 
assurance that objectives have been achieved. External acceptance can also be required by local 
legislation.
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The documentation is intended primarily for the information of the technical and operational teams 
who will be operating and modifying the installation. In some jurisdictions, a “Safety Case” or Major 
Hazards Report that includes this type of documentation is a legal requirement.

The project management team shall ensure that an effective system records and tracks MA hazard 
management activities, and that the records are available for reference by the project and in the 
operational phase.

4.8.2	 Register of major accident hazards

A register of MA hazards shall be prepared to summarize the following:

—	 all the MA hazards identified;

—	 the identified initiating mechanisms (i.e. failure modes or causes);

—	 the potential consequences of all credible MAs, including the escalation potential;

—	 the primary design measures for inherently safer design;

—	 the hardware barriers provided for MAs;

—	 the primary design measures for protection of escape routes, the temporary refuge, muster 
locations, evacuation facilities and the associated structural supports;

—	 the barrier performance standards and safety-critical tasks necessary to maintain them;

—	 requirements to verify barrier performance standards;

—	 reference to supporting evaluation/study reports.

4.9	 Actions management

A defined management process is required to ensure effective close-out for actions arising from the 
various formal design review and study activities. Actions shall be defined, recorded in a clear and 
actionable manner, and closed out or rejected in a systematic way.

The process shall include as a minimum:

—	 raising, vetting and recording of actions in a consistent and systematic manner;

—	 identifying the ownership of actions and preparation of responses;

—	 identifying responsibilities and authorization for verification of close-out or rejection.

Requirements for managing actions shall also be applied to the primary contractors, secondary 
contractors and vendors where applicable.

By the end of the project phases, all actions that could be resolved by design shall be closed in the 
manner defined by the actions management process. Any actions remaining for operation teams to 
resolve shall be documented and formally accepted by operations prior to start-up.

4.10	 Management of change

Changes are an ongoing feature of projects and installations. A policy and formal system for managing 
changes that could have an impact on design strategies for managing MA hazards shall be established. 
Although the detailed requirements for MOC are outside the scope of this document, it is essential that 
a formal MOC process be established.

During the early stages of the project development, a less formal MOC approach may be established to 
ensure that MA hazard management is considered when changes are proposed. For this to be successful, 
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all design personnel shall be made aware of the developing design strategies for managing MA hazards, 
and encouraged to seek a review by the appropriate technical specialists (including safety engineering).

A formal MOC system shall be introduced at the appropriate phase in the project development. This 
may be when the design definition is fixed in readiness for detailed design and construction, but may 
be earlier if design definition is unlikely to require widespread changes. Once this stage is reached, 
all changes that significantly affect the design strategies for MAs shall be managed through an MOC 
process. This requires:

—	 assessment of the impact of the proposed change on the MA hazards;

—	 identification and evaluation of any new MA hazards introduced by the proposed change;

—	 assessment of whether the barrier’s performance will be sufficient to maintain the MA hazard 
management strategy following the change;

—	 definition and implementation of changes to ISD measures and barriers which are required to 
provide MA hazard management strategy at least comparable to current strategies;

—	 definition of changes required to the documentation that demonstrates that MA hazards have been 
managed in a way that satisfies the objectives and criteria for the installation.

5	 Management of major accident hazards in design

5.1	 Overview of MA hazard management

Figure 1 provides an overview of how MA hazards shall be managed as an integral part of the overall 
design process for a new installation.
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Figure 1 — Overview of managing MA hazards

In the early stages of a project, design definition is limited by a high level of uncertainty. Design 
strategies for managing MA hazards may initially have to be based largely on experience, generic MA 
knowledge, and comparisons with other similar facilities. During the subsequent phases of the project, 
uncertainty is reduced and the strategies for managing MA hazards shall be improved in line with the 
quality of the available input data.

5.2	 Key concepts

5.2.1	 Understanding the MA hazards

Each of the identified MA hazards, hydrocarbon and non-hydrocarbon related, shall be evaluated to 
provide a good understanding of its likelihood and consequences.
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These evaluations shall be documented in order to:

a)	 maintain a record of the purpose, process adopted, people involved, input data, methodology used 
and results;

b)	 define:

1)	 assumptions made and their basis;

2)	 uncertainties inherent in the results, and the possible implications for the project;

3)	 sensitivity of the results to changes in key design parameters;

c)	 provide a record of actions arising from each study.

The following shall be addressed when defining the methods, models and tools to be used in evaluating 
the MA hazards:

—	 The suitability with respect to the defined objective(s), scope for the evaluation and the decisions to 
be made.

—	 The validity of the models or tools and the availability of input data. In general, only recognized and 
validated methods, models and tools shall be used.

—	 The effect of human and organizational factors. An analysis of human factors should be used to 
identify all reasonable improvements that can be made to the installation design to strengthen 
human barriers, reduce the potential for error and to help the operations team manage the 
operation of the installation. As a minimum, safety-critical tasks shall be identified and assessed 
systematically, including the effect of errors or unreliable human performance.

—	 Limitations in the validity of the results due to lack of availability of relevant data and models.

—	 The use of alternative approaches (e.g. expert judgements, non-representative data, etc.) to 
compensate for lack of relevant and/or required input data and models.

Annex C provides an introduction to many of the identification and evaluation tools that are commonly 
used in the development of new offshore installations.

5.2.2	 Inherently safer design (ISD)

ISD shall be used either to eliminate credible MAs or to reduce their potential consequences by design 
measures that are inherent in the design, being permanent and inseparable features of the installation.

Particular attention shall be given to applying ISD concepts at the concept selection and optimization 
phases to eliminate MAs. Where MAs cannot be eliminated, ISD shall focus on passive rather than active 
means for preventing and managing the MA.

The general ISD strategies are the following:

—	 eliminate or avoid: eliminate the hazards or remove the exposure to MA hazards by design;

—	 minimize: reduce the hazardous inventories or the frequency or duration of exposure;

—	 substitute:  replace hazardous materials with safer materials (but recognize that there could be 
some trade-offs between plant safety and the wider product and life cycle issues);

—	 moderate:  use less hazardous conditions, or facilities that minimize the impact of a release of 
hazardous material or energy;

—	 simplify: reduce complexity and make operating errors less likely.
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5.2.3	 Design strategies for managing MA hazards

Strategies shall be developed to identify how the credible MA hazards will be managed in order to meet 
the overall project objectives. The strategies shall describe the approach to be used to manage the MA 
hazards in sufficient detail to guide the design and operation of the installation. They shall cover:

a)	 the nature, extent and causes of MAs;

b)	 design measures to reduce the likelihood of incidents;

c)	 design measures that detect and control the hazardous event and prevent or reduce escalation;

d)	 design measures that protect people and barriers that prevent or reduce unwanted consequences;

e)	 those critical barriers where failure could cause an otherwise controllable MA to escalate;

f)	 emergency response measures necessary to allow escape to muster locations, to protect the 
temporary refuge and to allow controlled evacuation without external support;

g)	 emergency response measures to mitigate potential pollution at sea;

h)	 performance standards necessary for hardware barriers.

ISO 13702 provides more details on fire and explosion strategy and ISO 15544 provides more details on 
emergency response strategy.

Further information concerning the development of design strategies for managing MA hazards is given 
in Annex D.

5.2.4	 Barriers

All reasonable options to eliminate or avoid MA hazards shall be applied before consideration is given 
to the provision of barriers. For the MA hazards that remain, a robust MA hazard management strategy 
is likely to need barriers to:

—	 prevent MAs, or reduce the likelihood of occurrence;

—	 limit the extent and duration of any MAs that do occur;

—	 limit the effects of any MAs that to occur;

—	 allow effective emergency response.

Barriers can be hardware or human and are supported by management elements. Hardware barriers 
are the engineered systems provided to prevent MAs and limit the potential consequences. Human 
barriers are the actions of people to prevent MAs and limit the potential consequences.

Passive hardware barriers shall be preferred over active hardware barriers which, in turn, shall be 
preferred over reliance on human barriers.

Design accidental loads shall be specified for those hardware barriers that need to withstand an MA in 
order to perform their role. The preference shall always be to design a barrier to withstand the worst 
credible design accident load. If this is not reasonable, lower loads may be specified providing it can 
be demonstrated that the overall project objectives will still be met. In this case, the consequences of 
failure of a barrier, or an element of a barrier, shall be fully assessed.

NOTE	 The design accidental loads specified to achieve numerical risk criteria which have been set for the 
installation are sometimes called the dimensioning accidental loads.

Hardware barriers provided for a particular MA can affect the likelihood and consequences of other 
MAs (e.g. fire walls provided to limit fire spread can reduce ventilation and increase the likelihood of 
gas accumulation and explosions). When selecting hardware barriers, the full effect of providing the 
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barrier shall be assessed to confirm that provision of the barrier will not jeopardize the overall project 
objectives.

Some barrier performance can be dependent on human actions, and therefore prone to unreliable 
human performance and potential error. When considering reliance on a human barrier, the design 
requirements necessary to support the barrier and the associated tasks shall be specified.

Additional guidance on barriers is provided in D.2.

5.2.5	 Performance standards

5.2.5.1	 General

Performance standards shall be unambiguous statements specifying the minimum expected standards 
for key aspects of each hardware barrier such that it is able to fulfil its role.

Performance standards for each barrier or barrier element shall specify:

a)	 function — a high level description of what the barrier or barrier element is intended to achieve;

b)	 scope — extent of the barrier;

c)	 functional requirements:

—	 specific standards or criteria that the barrier shall meet in order to perform its role;

—	 the required availability or reliability of the barrier;

—	 the type and severity of MAs that the barrier shall survive and continue to function.

Multiple but linked performance standards can be needed to support a complete barrier function (e.g. 
ignition control).

Any critical dependency or interaction between barriers shall be evaluated to ensure this does not 
jeopardize hazard management strategies.

Activities to provide assurance of performance standards shall be planned for design, procurement, 
construction, commissioning and operations phases of the installation lifecycle.

NOTE	 ISO/TR 12489:2013, Annex A lists a number of safety functions (hardware barriers) that can require 
reliability analysis, as part of the MA hazard management process.

Further information on barrier performance standards is given in Annex E.

5.2.5.2	 Design performance standards

Performance standards for design shall be initially defined during the concept definition and 
optimization stage. In some cases performance standards for unusual or high criticality hardware 
barriers will be required during concept selection to support decisions, e.g. selection of pipelines not 
rated for the maximum operating pressure. As the design progresses, the initial performance standards 
shall be updated and additional performance standards created.

Performance standards for design shall be verifiable by reference to design documentation, evaluations 
of MA hazards or subject to specific performance testing.

The design performance standards shall allow for some degradation of equipment or function to occur 
as an expected part of operating service without significant impairment of the ability of the hardware 
barrier to perform its role.
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5.2.5.3	 Operations performance standards

All performance standards shall have a periodic assurance process to confirm that they are able to 
meet their contribution to the MA hazard management strategies.

Those performance standards that the operations team are required to maintain through periodic 
inspection, maintenance and test schemes shall be defined in the documentation handed over to the 
operator.

Performance standards shall define the frequency of the assurance process to verify performance, 
based on the possibility of failure or impairment when in service. Information on the frequency of 
failure or impairment shall be drawn from equipment reliability and failure data, operating experience 
or specific evaluation (e.g. FMECA). The effect of failure or impairment of each hardware barrier, and 
how that can change the design strategies for managing MA hazards, should be evaluated to determine 
the reliability or availability required.

5.2.6	 Communication with technical and operational teams

Technical and operational teams in the operating entity are accountable for the ongoing maintenance of 
hardware barriers once the facility is handed over by the project team.

The ISD choices and measures to manage the MA hazards shall be developed in collaboration with the 
technical and operational teams to ensure they are appropriate and do not impose an unreasonable 
burden to inspect, test and maintain for the maximum credible lifetime of the installation. The longer-
term operational perspective shall be the major factor in any project.

6	 Screening and concept selection process

6.1	 General

When screening and selecting the design concept to be carried forward for development, project 
management shall take account of the requirements for managing MA hazards. Figure 2 provides an 
overview.
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Figure 2 — Screening and concept selection process

In practice, many factors are important in selecting the concept to be carried forward, including 
economics, technical viability, technical risk and availability of resources. If the lowest risk option is not 
selected, it is important that the project management understand the implications and develop suitable 
strategies for managing MA hazards in subsequent project phases. The implications shall be identified 
for specific consideration in subsequent phases.

6.2	 Objectives

The hazard management objectives for this phase are to screen the proposed design concept options 
in order to provide recommendations for elimination of high risk options and for ranking of others in 
terms of the risks of MAs associated with each option.

To achieve this overall objective, the process to manage MA hazards shall:

—	 identify the generic MA hazards associated with each of the concept options and understand the 
likely consequences;

—	 identify the strategies that could eliminate MA hazards or reduce MA consequences and risk for 
each concept option;

—	 define any unusual or innovative technology required;
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—	 rank concept options in order of possible difficulty in implementing effective strategies for managing 
MA hazards, taking into account the potential ISD measures and barriers available;

—	 identify and reject concept options that are unlikely to achieve the objectives for MA hazard 
management.

In addition, the shortlist of concept options shall:

a)	 demonstrate that each concept option is able to achieve the project goals for managing MA hazards;

b)	 identify remaining uncertainty and any follow-up actions needed in the next phase;

c)	 prepare documentation to support the concept option selection decision.

6.3	 Functional requirements

6.3.1	 Screening

The concept options selected to be carried forward shall be restricted to those where there is a high 
degree of confidence that the risk to people, the environment and the assets can be effectively managed 
for the full lifecycle of the installation. If uncertainty is identified, it should be clearly defined in the 
documentation for concept screening and selection, with recommendations for action in future phases 
of the project.

If the preferred concept option for managing MA hazards has not been selected, the reasons shall be 
documented together with the areas of concern to be addressed in subsequent stages of development.

6.3.2	 Hazard identification

MA hazards that could affect the selection of a concept option shall be identified in time to allow 
evaluation and understanding of the likely consequences, and to propose measures needed for MA 
hazard management.

The most effective approach is to conduct a HAZID study, calling on the expertise and knowledge of 
competent and experienced people from design, construction and operation. As a minimum, a formal 
HAZID shall be carried out for each of the short-listed concept options.

A summary schedule of all credible MA hazards shall be prepared for each concept option, including 
cause and consequences in terms of loss of life, environmental damage, business loss and harm to 
company reputation.

Annex F provides an extensive checklist of hazards which can be encountered in the petroleum and 
natural gas industries.

6.3.3	 Major accident hazards evaluation

Preliminary assessment of the MA hazards identified for each concept option shall be carried out. The 
evaluation shall be based on generic information, comparisons with similar facilities and assumptions. 
The evaluation techniques and methodologies used shall reflect the limitations of design data available 
and focus on the most significant MA consequences, using largely qualitative judgement. Good practice 
and judgement are required to assess the level of uncertainty and provide appropriate guidance for 
decision making. The assessments at this stage of the process shall be robust to uncertainties and lack 
of knowledge so that there is a high degree of confidence that the project objectives will be met as the 
design develops.

Where credible MA hazards are unusual, not well understood or there is no suitable design strategy 
for their management, the concept option shall be eliminated unless there is a very good prospect that 
further analysis or data will demonstrate that the project objectives will be met.
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An outline design strategy for MA hazard management shall be developed, where possible, to explain 
how the MA hazards should be managed in future stages of the project, explaining any unusual or 
high-criticality barriers required. Where no suitable strategy can be foreseen, these concepts shall be 
regarded as potentially unacceptable.

6.3.4	 ISD and barriers

Opportunities for inherently safer design shall be identified where such measures are likely to influence 
the screening and selection of the concept options.

For each concept option, the acceptability of any unusual or high-criticality barriers shall be assessed 
and a judgement made of the viability for MA hazard management.

Opportunities offered by the implementation of innovative measures and technology shall be assessed 
to determine the potential benefits and possible implications for the project and future operation.

Multi-discipline knowledge and experience shall be used to identify inherently safer design or specific 
barriers needed to optimize MA hazard management.

For each of the short-listed concept options, a preliminary ISD review shall be conducted to identify 
opportunities to eliminate or reduce the severity of MAs, and to provide effective emergency response. 
The aim is to optimize MA hazard management so that a consistent and balanced selection decision can 
be made.

6.3.5	 Performance standards

Where unusual barriers, or barriers that are required to perform a particularly critical role (high 
integrity), exist, the nature and associated uncertainty shall be highlighted and preliminary 
performance standards defined.

Where generic barriers have been defined, generic performance standards should be assumed.

6.3.6	 Sufficiency of measures

Preliminary strategies for managing credible MA hazards shall be proposed to determine the degree of 
confidence with which each of the identified hazards can be managed using known and well understood 
design measures. Particular focus shall be applied to those MA hazards for which a suitable strategy 
cannot be defined, owing to either a poor understanding of the consequences or because appropriate 
measures for managing MA hazards are not available, or a combination of both.

Further effort shall be applied, using specialist assistance where appropriate, to reduce the level 
of uncertainty before a selection is made. This is particularly important if there are significant 
uncertainties associated with the “preferred” concept.

6.3.7	 Documentation

Documentation shall be prepared to include a summary of the activities carried out during the screening 
and selection process covering the following:

—	 MA hazards identified, and outcome of preliminary evaluation of severity of consequences;

—	 outline design strategies for managing credible MA hazards;

—	 explanation of concept options eliminated due to high risk or perceived difficulty in developing 
design strategies for managing credible MA hazards;

—	 explanation of ranking of concept options for credible MA hazards;

—	 identification of the preferred concept option for managing MA hazards, and reasoning applied;
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—	 if the preferred option has not been selected, the reasons to justify this decision, together with 
identification of areas of concern to be addressed in later phases of the development.

7	 Concept definition and optimization

7.1	 General

The concept definition and optimization process shall be implemented in accordance with the plan for 
managing MA hazards, as illustrated in Figure 3.

Figure 3 — Outline of concept definition and optimization

The MA hazard management process in this phase shall involve ongoing iteration of MA hazards review 
and evaluation, identification of design measures that could provide improved management of hazards, 
testing their effect and practicality and implementing those considered to be of benefit. This shall 
continue until it can be shown that MA hazard management has been practically optimized and the risk 
reduced in line with project risk management objectives.
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7.2	 Objectives

The primary objective is to develop the MA hazard management to a level consistent with entry into the 
detailed design stage.

7.3	 Functional requirements

7.3.1	 Hazard identification

MA hazard identification shall be through studies timed to provide input to design development such 
that design improvements can still be made.

7.3.2	 Major accident hazard evaluation

MA hazard evaluation shall be conducted using a range of tools and methodologies.

Studies shall be timed to occur early in the phase and in time to implement design improvements 
subject to having sufficient design definition.

The studies and analyses shall be used to guide the design of ISD measures and barriers, including the 
following:

—	 evaluation of the benefits in terms of hazard management and risk reduction;

—	 determining the level of reliance placed on each measure within the design strategies for 
managing MA hazards;

—	 identifying the vulnerability of the measures to damage from MAs;

—	 determining the performance standards required to achieve the design strategies for managing MA 
hazards.

The evaluation of MAs shall be used to define the design accidental loads for the hardware barriers 
provided to manage MA hazards. The preference shall always be to design to withstand the worst case 
situation but this may not always be possible. In this case, the consequences of failure shall be evaluated 
and the impact on the overall project objectives assessed.

The evaluation of the MAs shall include assessing if unreliable human performance and the potential 
for error could affect a MA scenario.

Although the reliability of evaluation results will improve during this phase, it is possible that growth 
in potential consequences could occur during detailed design. Good practice and judgment will be 
required to provide predictions as to how the MAs could change with detail design and what allowances 
need to be made.

7.3.3	 Risk assessment

The overall risks for people, the environment and assets associated with credible MA hazards shall 
be assessed before the end of this phase, including contributions made by each of the MA hazards 
identified.

Risk assessment results shall be used in conjunction with hazard evaluation to identify high risks that 
remain, and to provide inputs to design, particularly for ISD, hardware barriers and their performance 
standards.

7.3.4	 Inherently safer design (ISD)

Development of ISD measures shall continue throughout this phase, and design strategies for managing 
MA hazards developed accordingly.
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