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Nationales Vorwort

Der Text von ISO 19109:2005 wurde vom Technischen Komitee ISO/TC 211
,Geoinformation/Geomatik® erarbeitet und als EN ISO 19109:2006 vom Technischen Komitee CEN/TC 287
»Geoinformation” Gbernommen, dessen Sekretariat vom NEN (Niederlande) gehalten wird.

Der Text von ISO 19109:2005 wurde von CEN als EN ISO 19109:2006 ohne Anderungen angenommen.

Der fir die deutsche Mitarbeit zustandige Arbeitsausschuss im DIN Deutsches Institut fur Normung e. V. ist
der als Spiegelausschuss zum CEN/TC 287 und ISO/TC 211 eingesetzte Arbeitsausschuss NA 005-03-03 AA
,Kartographie und Geoinformation“ des Normenausschusses Bauwesen (NABau).

Das Prasidium des DIN hat mit seinem Beschluss 1/2004 festgelegt, dass von dem in den Regeln der
europaischen Normungsarbeit von CEN/CENELEC verankerten Grundsatz, wonach Europaische Normen in
den drei offiziellen Sprachen Deutsch, Englisch und Franzdsisch verdffentlicht werden, in begrindeten
Ausnahmefallen abgewichen und auf die deutsche Sprachfassung verzichtet werden kann.

Die Genehmigung dafir hat die DIN-Geschaftsleitung entsprechend ihren in Anlage 1 zu dem DIN-
Rundschreiben A 5/2004 festgelegten Kriterien fir die vorliegende Norm auf Antrag des NABau-FB 03
,vermessungswesen; Geoinformation® erteilt.

Allgemeines

Jede Beschreibung der Realitat ist immer vereinfachend, unvollstdndig und, je nach Anwendungsbereich,
lediglich eine von vielen mdglichen Darstellungsweisen. Ein Anwendungsschema liefert die formale
Beschreibung der Datenstruktur und des fachlichen Inhalts eines oder mehrerer Anwendungsbereiche. Es
beinhaltet die Beschreibung sowohl der geographischen Daten als auch anderer Daten, die mit ihnen in einer
Beziehung stehen. Ein Grundbegriff der geographischen Daten ist das Fachobjekt.

Die inzwischen weitverbreitete Anwendung von Computern und Geoinformationssystemen fuhrt zu einer
wachsenden Nutzung von geographischen Daten im Rahmen verschiedenster Fachrichtungen.
Geographische Datensatze werden zunehmend ausgetauscht und von verschiedenen Stellen und Disziplinen
gemeinsam genutzt. Sie werden ferner fir Zwecke eingesetzt, fur die sie primar nicht erzeugt wurden. Um
sicherzustellen, dass die Daten sowohl von Computern als auch von Nutzern einheitlich und eindeutig
verstanden werden, sind die Datenstrukturen fir den Datenzugriff und den Austausch vollstandig in einem
Anwendungsschema unter Zuhilfenahme der Methoden dieser Norm zu dokumentieren. Es werden keine
Vorgaben fir die interne Funktionalitat und die Datenhaltung eines Softwaresystems gemacht; diese haben
lediglich sicherzustellen, dass die definierten Strukturen an der Schnittstelle unterstitzt werden.
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Nationaler Anhang NA

(informativ)

Englisch-deutsche Fachworterliste

Application

Anwendung, Datenbearbeitung nach Mallgabe von
Benutzervorgaben

Application schema

Konzeptuelles Schema der Anwendung

Complex feature

Komplexes Objekt; ein Objekt, das sich aus anderen
Objekten zusammensetzt

Conceptual model

Konzeptuelles Modell; Modell, das die Konzepte
eines Anwendungsbereichs beschreibt

Conceptual schema

Formale Beschreibung eines konzeptuellen Modells

Domain

Wohl definierte Menge (Bereich)

Feature

Fachobjekt, Abstraktion einer real vorkommenden
Erscheinung

Feature attribute

Attribut/Eigenschaft eines Fachobjekts

Feature operation

Operation, welche jede Objektinstanz ausfiihren kann
(Methode)

Model Abstraktion von Teilen der realen Welt (Modell)

Portrayal Prasentation bzw. Darstellung von Geoinformationen
in einer Form, die von Menschen verstanden werden
kann

Quality Summe von Eigenschaften eines Produktes, welche

auf dessen Fahigkeiten zur Befriedigung eines
bestimmten Bedarfs beruhen (Qualitat)

Universe of discourse

Ausschnitt der realen Welt
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Geographic information - Rules for application schema (ISO
19109:2005)

Information géographique - Regles de schéma d'application Geoinformation - Regeln zur Erstellung von
(ISO 19109:2005) Anwendungsschemata (ISO 19109:2005)

This European Standard was approved by CEN on 16 June 2006.

CEN members are bound to comply with the CEN/CENELEC Internal Regulations which stipulate the conditions for giving this European
Standard the status of a national standard without any alteration. Up-to-date lists and bibliographical references concerning such national
standards may be obtained on application to the Central Secretariat or to any CEN member.

This European Standard exists in three official versions (English, French, German). A version in any other language made by translation
under the responsibility of a CEN member into its own language and notified to the Central Secretariat has the same status as the official
versions.

CEN members are the national standards bodies of Austria, Belgium, Cyprus, Czech Republic, Denmark, Estonia, Finland, France,
Germany, Greece, Hungary, Iceland, Ireland, ltaly, Latvia, Lithuania, Luxembourg, Malta, Netherlands, Norway, Poland, Portugal, Romania,
Slovakia, Slovenia, Spain, Sweden, Switzerland and United Kingdom.
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Foreword

The text of ISO 19109:2005 has been prepared by Technical Committee ISO/TC 211
"Geographic information/Geomatics” of the International Organization for Standardization (1SO)
and has been taken over as EN ISO 19109:2006 by Technical Committee CEN/TC 287
"Geographic Information", the secretariat of which is held by NEN.

This European Standard shall be given the status of a national standard, either by publication of
an identical text or by endorsement, at the latest by January 2007, and conflicting national
standards shall be withdrawn at the latest by January 2007.

According to the CEN/CENELEC Internal Regulations, the national standards organizations of
the following countries are bound to implement this European Standard: Austria, Belgium,
Cyprus, Czech Republic, Denmark, Estonia, Finland, France, Germany, Greece, Hungary,
Iceland, Ireland, Italy, Latvia, Lithuania, Luxembourg, Malta, Netherlands, Norway, Poland,
Portugal, Romania, Slovakia, Slovenia, Spain, Sweden, Switzerland and United Kingdom.

Endorsement notice

The text of ISO 19109:2005 has been approved by CEN as EN ISO 19109:2006 without any
modifications.
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Introduction

Any description of reality is always an abstraction, always partial, and always just one of many possible
“views”, depending on the application field.

The widespread application of computers and geographic information systems (GIS) has led to an increased
use of geographic data within multiple disciplines. With current technology as an enabler, society’s reliance on
such data is growing. Geographic datasets are increasingly being shared and exchanged. They are also used
for purposes other than those for which they were produced.

To ensure that data will be understood by both computer systems and users, the data structures for data
access and exchange must be fully documented. The interfaces between systems, therefore, need to be
defined with respect to data and operations, using the methods standardized in this International Standard.
For the construction of internal software and data storage within proprietary systems, any method may be
used that enables the standardized interfaces to be supported.

An application schema provides the formal description of the data structure and content required by one or

more applications. An application schema contains the descriptions of both geographic data and other related
data. A fundamental concept of geographic data is the feature.
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Scope

This International Standard defines rules for creating and documenting application schemas, including
principles for the definition of features.

The scope of this International Standard includes the following:

conceptual modelling of features and their properties from a universe of discourse;

definition of application schemas;

use of the conceptual schema language for application schemas;

transition from the concepts in the conceptual model to the data types in the application schema;

integration of standardized schemas from other ISO geographic information standards with the
application schema.

The following are outside the scope:

2

choice of one particular conceptual schema language for application schemas;
definition of any particular application schema;

representation of feature types and their properties in a feature catalogue;
representation of metadata;

rules for mapping one application schema to another;

implementation of the application schema in a computer environment;
computer system and application software design;

programming.

Conformance

Any application schema claiming conformance to this International Standard shall pass all of the requirements
described in the abstract test suites in Annex A.
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3 Normative references

The following referenced documents are indispensable for the application of this document. For dated
references, only the edition cited applies. For undated references, the latest edition of the referenced
document (including any amendments) applies.

ISO/TS 19103:—"), Geographic information — Conceptual schema language

ISO 19107:2003, Geographic information — Spatial schema

ISO 19108:2002, Geographic information — Temporal schema

ISO 19112:2003, Geographic information — Spatial referencing by geographic identifiers

ISO 19113:2002, Geographic information — Quality principles

ISO 19115:2003, Geographic information — Metadata

ISO/IEC 19501, Information technology — Open Distributed Processing — Unified Modeling Language (UML)
Version 1.4.2

4 Terms and definitions
For the purposes of this document, the following terms and definitions apply.

4.1
application
manipulation and processing of data in support of user requirements

[1SO 19101]

4.2
application schema
conceptual schema for data required by one or more applications

[1SO 19101]

4.3
complex feature
feature composed of other features

4.4
conceptual model
model that defines concepts of a universe of discourse

[1ISO 19101]
4.5
conceptual schema

formal description of a conceptual model

[1SO 19101]

1) To be published.
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4.6
dataset
identifiable collection of data

[1SO 19115]

4.7
domain
well-defined set

[1ISO 19107]

NOTE Well-defined means that the definition is both necessary and sufficient, as everything that satisfies the
definition is in the set and everything that does not satisfy the definition is necessarily outside the set.

4.8
feature
abstraction of real-world phenomena

NOTE A feature may occur as a type or an instance. Feature type or feature instance should be used when only one
is meant.

[1SO 19101]

4.9

feature association
relationship that links instances of one feature type with instances of the same or a different feature type

[1SO 19110]

4.10
feature attribute
characteristic of a feature

NOTE 1 A feature attribute may occur as a type or an instance. Feature attribute type or feature attribute instance is
used when only one is meant.

NOTE 2 A feature attribute type has a name, a data type and a domain associated to it. A feature attribute instance has
an attribute value taken from the domain of the feature attribute type.

[adapted from ISO 19101]

4.11
feature operation
operation that every instance of a feature type may perform

EXAMPLE 1 A feature operation upon the feature type “dam” is to raise the dam. The results of this operation are to
raise the height of the “dam” and the level of water in a “reservoir”.

EXAMPLE 2 A feature operation by the feature type “dam” might be to block vessels from navigating along a
watercourse.

[adapted from ISO 19110]
412
geographic data

data with implicit or explicit reference to a location relative to the earth

NOTE Geographic information is also used as a term for information concerning phenomena implicitly or explicitly
associated with a location relative to the earth.
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413
metadata
data about data

[1SO 19115]

414
model
abstraction of some aspects of reality

415
portrayal
presentation of information to humans

[1ISO 19117]

416

quality

totality of characteristics of a product that bear on its ability to satisfy stated and implied needs
[ISO 19101]

417

universe of discourse

view of the real or hypothetical world that includes everything of interest

[1SO 19101]

5 Presentation and abbreviations

5.1 Presentation

This International Standard describes how to create an application schema that integrates conceptual
schemas defined in the ISO 19100 series of International Standards for geographic information. In addition to
stating the rules for creating application schemas, this International Standard provides guidance through
examples. This International Standard adopts the following conventions for presentation purposes:

a) Rules:

All rules are normative, and are described as follows.

Rules:
1) <Rule 1>
2) <Rule 2>
b) Tables:

Tables that are not referenced from the rules are informative.
c) Conceptual schemas:
Conceptual schemas in the normative part of this International Standard are presented in the Unified

Modelling Language (UML) in conformance with ISO/TS 19103. UML diagrams are presented in compliance
with ISO/IEC 19501.
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5.2 Abbreviations

CSL Conceptual schema language
GFM General feature model

OCL Object constraint language
UML Unified modelling language

6 Context

6.1 Purpose of an application schema

An application schema is a conceptual schema for data required by one or more applications. An application
schema defines

— content and structure of data; and
— specifications of operations for manipulating and processing data by an application.
The purpose of an application schema is twofold:

— to provide a computer-readable data description defining the data structure, which makes it possible to
apply automated mechanisms for data management; and

— to achieve a common and correct understanding of the data, by documenting the data content of the
particular application field, thereby making it possible to unambiguously retrieve information from the data.

6.2 Rules for application schema

This International Standard does not standardize application schemas; it only defines rules for creating
application schemas in a consistent manner (including the consistent definition of features) to facilitate the
acquiring, processing, analysing, accessing, presenting and transferring of geographic data between different
users, systems and locations. The rules in this International Standard are, in the case of data transfer or
interchange, used by suppliers and users of geographic data to

— build a transfer application schema for data interchange;

— interpret the semantics of the transferred dataset with respect to user's local data and content and
structure of data; and

— determine the necessary transformations between the two datasets.

The rules in this International Standard will assist the users of applications with similar data requirements in
creating a common application schema for the interface between their systems and data. This includes an
agreement about the elements from the universe of discourse. This is described in more detail in 6.3.

The mapping from one application schema to another application schema may be difficult and even
impossible if the two schemas are too divergent. The mapping is facilitated if the application schema used
within a system is designed considering also the requirements for the data interchange. The rules can also be
used for building an application schema used within a system, although such application schemas are not
within the scope of this International Standard.

The creation of an application schema is a process. The content of an application schema has to be settled
according to the view of reality in the universe of discourse. This is modelled in terms of types of features and
their properties. Clause 7 contains principles for consistently defining features.
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The application schema defines the structure and content of data. It is expressed in a conceptual schema
language (CSL). Clause 7 also includes a model expressed in UML that defines the concepts required to
describe types of features. Feature type definition may be documented in feature catalogues. Such definitions
may be used in an applications schema. Other standards in the ISO 19100 series define reusable modules of
conceptual schemas that may be integrated in an application schema. Clause 8 gives the main rules for
integrating these predefined modules into a conceptual schema in UML.

NOTE ISO 19118 defines how a dataset defined by an application schema in UML is encoded.
6.3 Application schema supporting data interchange

6.3.1 Introduction
Data interchange between information systems may take place in two ways.

— In the traditional data transfer model, the data supplier creates a dataset that is transferred to the user.
The structure and the content of data are described in the application schema for the dataset. The
dataset is sent in a transfer format.

— In the interoperability model, the user application communicates with the supplier application through a
common communication protocol. In this scenario, the user invokes services that result in data being
passed from the service provider to the user application. The application schema describes not only the
structure and content of the exchanged data, but also the structure of the interfaces involved in the
transaction.

There is a fundamental distinction between a data transfer and a data transaction. In data transfer, a data set
is predefined in an application schema. The spatial extent and the rules for inclusion of feature instances are
also predefined. The user requests and receives a copy of the dataset (or may receive it automatically through
a long-term agreement for distribution of datasets). In a data transaction, a requester first specifies selection
criteria, such as spatial extent and feature instance inclusion rules for the data from the producer’s data store.
Data meeting the selection criteria are then retrieved from the data store and provided to the user.

NOTE Conformance to the rules in this International Standard does not guarantee that data conforming to any given
application schema can be transformed in a meaningful way to conform to any other application schema. At best, it allows
the user to determine which elements are common to the two schemas and which could be transformed from one schema
to another, as well as those that cannot be transformed. Complete interoperability can only occur when user and supplier
have identical application schemas.

6.3.2 Data interchange by transfer
Figure 1 shows the traditional data transfer model for data suppliers and data users. The structure and content

of the data provided by the supplier and received by the user are described in application schemas. To be
able to transfer data, three conditions must be fulfilled.
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'
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Figure 1 — Data interchange by transfer

First, the user and the supplier must agree on creating an application schema for the data being exchanged in
accordance with this International Standard. In order to facilitate the transfer of data, this application schema
shall be developed using the application schemas from the user and the supplier. One mapping will be made
from the supplier's application schema to this application schema for the exchanged data, and a second
mapping will be made from this application schema to the application schema of the user.

Second, the supplier must be able to transform the application data defined according to the supplier
application schema into a transfer dataset defined according to the application schema for the exchanged
data.

Third, the user must be able to transform the transfer dataset defined according to its application schema to
the application data defined according to the user’s application schema.

6.3.3 Data interchange by transactions

Figure 2 shows data interchange through transactions described in the interoperability model. The user
application makes a request for data that is received by the supplier application. In response, the supplier
application delivers a resulting dataset. Both the request and the resulting dataset are defined according to a
common application schema. The supplier application is responsible for transforming the data in system A into
the data in the exchanged dataset. After receipt, the user application is responsible for transforming the
exchanged data into data in system B. Data interchange by transaction is provided by geospatial services as
defined in ISO 19119. In particular, feature access services are defined in Geographic model/information
management services.
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NOTE The unbroken lines show the flow of data. Broken lines denote the role of the application schema on the data

interchange.

Figure 2 — Data interchange by transactions

7 Principles for defining features

7.1 Features

A fundamental unit of geographic information is called a feature. ISO 19110 provides a standard framework
for organizing and reporting the classification of features. It also gives a broader discussion on different
aspects of geographic features.

This International Standard gives rules for creating application schemas, including the principles for the
definition of features. The term feature is used in different contexts defined according to the four-layer
architecture. Annex B describes the use of the term feature in the four-layer architecture.

This International Standard distinguishes four aspects of defining features: the definitions or description used
to group them into types, the attributes associated with each type, the relationships among the types and the
behaviour of the features.

EXAMPLE “Tower Bridge” is the abstraction of a certain real-world bridge in London. The term “bridge” is the
abstraction of the collection of all real-world phenomena that is classified into the concept behind the term “bridge”. Later
in the document, the terms “feature type” and “feature instance” are used to separate the concept of “feature” describing
the whole collection from the concept of describing a certain instance occurrence.

Figure 3 describes the most abstract level of defining and structuring geographic data. The classification of
real-world phenomena as features depends on their significance to a particular universe of discourse.
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Reality: phenomena

Universe of
Discourse
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[ geographic application ]
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A J
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defining 0:n
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Figure 3 — The process from universe of discourse to data

7.2 Features and the application schema

This International Standard supports the definition of features with respect to their representation in data
structures defined by application schemas.

Figure 4 shows the process of structuring data from the universe of discourse to the geographic dataset. The
definitions of the feature types and their properties, as perceived in context of an application field, will be
derived from the universe of discourse. A feature catalogue documents the feature types.

An application schema defines the logical structure of data and may define operations that can be performed
on or with the data. An application schema addresses the logical organization, rather than the physical.

The developer of an application schema may use feature definitions from feature catalogues that already exist.
This will reduce the costs of data acquisition, allowing the developer to use existing data, and simplify the
process of developing the application schema.

The application schema shall be expressed in a conceptual schema language. Each conceptual schema
language has its own terms and concepts. When creating an application schema, the concepts of the General
Feature Model (GFM; see 7.3) are mapped to the concepts of the chosen conceptual schema language. For
UML, these rules are described in 8.3.

NOTE Annex C gives as an example the rules for mapping the concepts of the GFM to the concepts of ISO 10303-11.
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concepts of the General feature types
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of a conceptual schema schema
language

Data with logical structure
according to the Data
application schema

Figure 4 — From reality to geographic data

7.3 The General Feature Model

7.3.1 Introduction

This subclause identifies and describes the concepts used to define features and how these concepts are
related. The description is expressed in a conceptual model, also called the General Feature Model (GFM).

Annex B provides discussions regarding the purpose and design of the GFM.

NOTE The complete kernel of GFM is found in Annex B.3.

The concepts of the GFM are used in the feature catalogue structure described in ISO 19110. ISO 19117 also
uses these concepts for specifying the portrayal of geographic information. The concepts of the GFM are used
to establish categories of geographic processing services taxonomy in ISO 19119.

Subclauses 7.4 to 7.7 depict how different aspects of the properties of a feature are managed. Subclause 7.4

describes different aspects of attributes and 7.5 describes different aspects of relationships. Subclause 7.6
includes a more detailed description of behaviour of features, and 7.7 describes the concept of constraints.

7.3.2 The purpose of the GFM

The GFM is a model of the concepts required to classify a view of the real world. It is expressed in a CSL, that
is in UML class diagrams, but it could be in any CSL. UML has its own model of concepts (metamodel). As
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both the GFM and the UML metamodel deal with classification, the concepts are very similar. There is one big
difference: the concepts in the GFM establish a basis for the classification of features, whereas the UML
metamodel provides a basis for classification of any kind.

The things we want to classify we call features; the relations between feature types are feature association
types and inheritance. Feature types have properties that are feature attributes, feature operations and feature
association roles. All these concepts are expressed as UML metaclasses in the GFM. The GFM is a
metamodel of feature types.

Feature types may be documented in feature catalogues. The GFM may serve as the conceptual model of the
feature-catalogue structure, but the feature catalogue has additional concepts for documenting feature types.
There is a Feature Catalogue Model (FCM) that realizes the GFM concepts and also adds some more
concepts (see I1ISO 19110). Some new concepts are, for example, a list of the feature attributes of each
feature type, aliases of the feature type name, and codes for the feature type name. These additional
concepts are not in conflict with the concepts from the GFM.

An application schema shall be expressed in a CSL. It shall describe the structure and content of the dataset
that represents a universe of discourse. The GFM specifies the requirements for the classification of features,
but is not a CSL. This means that we have to use an existing CSL to define the application schema. Within the
ISO 19100 series of International Standards, UML is used. As we want to integrate standard schemas from
the ISO 19100 series into our application schemas, it is convenient to express the application schema in UML.
In this International Standard, we have defined the main rules for mapping the GFM concepts into the UML
language. This may be done for other CSLs as well; in Annex C we have exemplified the mapping from GFM
to ISO 10303-11 EXPRESS.

The GFM defines the structure for classifying features that we need to keep in mind when we make our
application schema in UML. However, the mapping from GFM to UML is a one-way mapping; it is not possible
to map backwards. For example, the application schema has UML classes. Some of these classes are GFM
feature types and some are the datatypes for feature attributes; it is not possible to keep these things apart.
The GFM does not define feature-attribute values to the depth that is needed. That is not necessary to do as
the GFM only specifies the structure and content of definition of features.

The conclusion is that the GFM is a metamodel for definition of features that also is used to define the
structure of feature catalogues. The chosen CSL metamodel (e.g. the UML metamodel as restricted by

ISO 19103) is the metamodel for an application schema. As the application schema deals with data
representing features, the structure of the GFM has to be kept in mind while creating the application schema.

7.3.3 The main structure of the GFM

Figure 5 shows the concepts used to define types of features. Figure 5 is an extract from the whole model.
Subclause B.3 provides a figure (Figure B.2) showing all concepts of the GFM and the relationships between
them.

Besides a name and a description, a feature type is defined by its properties such as

— feature attributes;

— feature association roles characterizing the feature type; and

— defined behaviour of the feature type.

Additional concepts are

— feature associations between the feature type and itself or other feature types;

— generalization and specialization relationships to other feature types; and

— constraints on the feature type.
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GF_InheritanceRelation
Generalization + namel0..1] : CharacterString
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+supertype 1 1 +subtype 0.*
<<Metaclass>>
GF_FeatureType
<<Metaclass>>
+ typeName[0..1] : LocalName ) GF_AssociationType
+ definition : CharacterString +includes
+ isAbstract : Boolean = false 1.*
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optional for
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+ memberNamel[0..1] : LocalName

+ description : CharacterString

+ definition : CharacterString 0.*

1..* | +roleName
<<Metaclass>> <<Metaclass>> <<Metaclass>>
GF_Operation GF_AttributeType GF_AssociationRole

+ signature : CharacterString + valueType : TypeName + cardinality : Multiplicity
+ domainOfValues : CharacterString

+ cardinality : Multiplicity

Figure 5 — Extract from the General Feature Model

NOTE Figure 8 shows additional relationships from GF_Operation to GF_AttributeType and GF_AssociationType.
7.3.4 GF_FeatureType

A feature is an abstraction of real-world phenomena. GF_FeatureType is a metaclass that is instantiated as
classes that represent individual feature types. A certain feature type is the class for all instances of that
feature type. The instances of a class that represents an individual feature type are feature instances.

NOTE 1 Feature types are equivalent to classes and feature instances are equivalent to objects, in object-oriented
modelling.

NOTE 2  Annex B provides a table on the use of the term “feature”.
— typeName

name of the feature type. The name shall be unique within an application schema. TypeName is optional
only for GF_AssociationType.

— LocalName

identifier within a name space for a local object. Types defined in ISO/TS 19103, LocalName is a subtype
of GenericName which is a component of the NameSpace definition. This could be the target object of
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the GenericName, or a pointer to another NameSpace (with a new GenericName) one step closer to the
target of the identifier.

— definition

definition that describes the feature type.
— isAbstract

Boolean attribute. If true, the feature type acts as an abstract supertype.
— includes

The association role specifies that an instance of a feature association may include any number of
instances of feature types.

7.3.5 GF_PropertyType

GF_PropertyType is the metaclass for any class of property of a feature type that describes characteristics of
the feature, the behaviour of a feature, or the association roles that the feature is in.

GF_Property Type is the supertype of GF_Operation, GF_AttributeType and GF_AssociationRole.
— memberName
name of the behaviour, attribute or role. Only name of role is optional.
— LocalName
identifier within a name space for a local object. This could be the target object of the GenericName,
or a pointer to another NameSpace (with a new GenericName) one step closer to the target of the
identifier. In the Basic Types defined in ISO/TS 19103, LocalName is a subtype of GenericName
which is a component of the NameSpace definition.
— definition
— description of the behaviour, attribute or role of a feature type.

— carrierOfCharacteristics

The association role carrierOfCharacteristics specifies that any feature operation, any feature attribute
type and any feature association role carries characteristics of a feature type.

7.3.6 GF_AttributeType
— GF_AttributeType is the metaclass for attribute definitions of a feature type (see also 7.4).
— valueType

data type of the attribute value.
NOTE ISO/TS 19103 defines data types that may be used for the valueType of a feature attribute.
EXAMPLE 1 Integer, character String or GM_Object.

— TypeName

identifier within a type space for a local object. In the Basic Types defined in ISO/TS 19103,
TypeName is subtype of LocalName (see 7.3.4).
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— domainOfValues
description of a set of values.

EXAMPLE 2 Positive, from 3 to 7, GM_Object and all its subtypes as defined in ISO 19107.

— cardinality
number of instances of the attribute that may be associated with a single instance of a feature type.
— Multiplicity

specification of the range of allowable cardinalities that a set may assume. This data type is defined
in ISO/TS 19103.

7.3.7 GF_AssociationRole

GF_AssociationRole is the metaclass for the classes of roles that are part of a GF_AssociationType
(see 7.3.9).

NOTE GF_AssociationRole indicates the role played by the feature type through the association. The instance of
GF_AssociationRole that gives the role for one feature type can also be seen as part of this feature type.

— cardinality

number of instances of the feature type that can act in this role relative to a single instance of the feature
type at the other end of the association.

— Multiplicity
specification of the range of allowable cardinalities that a set may assume.
— Role
The association role specifies the roles associated to a GF_AssociationType.
— roleName

role of being a specific role assigned to a GF_AssociationType.

7.3.8 GF_Operation
GF_Operation is the metaclass for describing behaviour of feature types in terms of operations (see also 7.6).

NOTE 1 GF_operations only apply to the interoperability model and do not apply to the data transfer model as
described in 6.3.1

NOTE 2 Instances of GF_Operation are of three kinds: observer operations, mutator operations and constructor
operations. Observer operations return the current values of attributes. Mutator operations include actions that change
those values. A mutator operation creates an instance of a class for which it is defined. For example, an observer
operation may be used to find the height of a dam. Raising the dam is a mutator operation that changes the height of the
dam and also affects the attributes of the watercourse and the reservoir associated with the dam. Values may be observed
or affected for another feature instance if there is an association between the feature types involved.

— signature

description that indicates the name, the arguments and the return values of an operation.
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NOTE 3 In UML, signature is expressed in the form operation_name(input_parameter1, input_parameter2,...) :
output_value_type, for example has_height() : real.

7.3.9 GF_AssociationType

GF_AssociationType is the metaclass for describing associations between feature types (see also 7.5).
A feature association may have attributes. This is allowed because GF_AssociationType is a subtype of
GF_FeatureType.

NOTE GF_AssociationType is subclassed under GF_Feature type for a variety of reasons. First, from a philosophical
point of view, an association instance between feature instances meets the requirements in the definition of feature as an
“abstraction of real-world phenomenon”. In the case of an instance of an association type, the “phenomenon” is the
interaction of the two features. Second, from a pragmatic point of view, because an association meets the philosophical
test for feature, it also meets some of the more pragmatic requirements. Associations often have spatial attributes, such as
the location of the feature interaction. Associations may need to carry other attributes to describe the interaction, such as

» o« » oo« LY

in 2D, road-rail intersections need to be classified as “road-overpass”, “road-underpass”, “rail-overpass”, “rail underpass”
or “at-grade”, and may need to carry other attributes such as “clearance”. In many cases, the infrastructure at the point of
interaction is naturally treated as a feature in its own right (such as a “rail-bridge”). In addition to the classical feature
attributes, association instances can also carry metadata information. Pragmatically, association instances carry attributes
just like feature instances, and inheriting the semantics and the code to accomplish that simplifies geographic information
software.

— linkBetween

The association role linkBetween specifies that a GF_AssociationType will be a link from one instance of
a feature type to the same or another instance of a feature type.

7.3.10 GF_lInheritanceRelation

GF _InheritanceRelation is the class for a generic relationship between a more general feature type
(supertype) and one specialized feature type (subtype).

Any instance of a specialized feature type is also an instance of the general feature type.

EXAMPLE The feature type “bridge” may belong to both the general class of “transportation feature” for road
features and to the general class of “hazards” for navigation features. A specific instance of “bridge” is then also an
instance of “transportation feature” and “hazards”.

Each specialization expresses a purpose. A feature type can act as supertype in a number of generic
relationships, each having a different purpose.

— name
name of generalization/specialization; optional.

— description
explanation of the generalization/specialization.

— uniquelnstance
Uniquelnstance is a Boolean variable, where .TRUE. means that an instance of the supertype shall not
be an instance of more than one of the subtypes, whereas .FALSE. means that an instance of the
supertype may be an instance of more than one subtype.

— Generalization

The association Generalization specifies that a feature type has the role of being a supertype in an
inheritance relationship with another feature type.
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— Specialization

The association Specialization specifies that a feature type has the role of being a subtype in an
inheritance relationship with another feature type.

— supertype
role of being the more generic feature type of one other or other feature types.
— subtype

role of being the more specific feature type of one other or other feature types.

7.3.11 GF_Constraint

GF_Constraint is the class for constraints that may be associated with feature types and the properties of
feature types (see also 7.7).

— description
The constraint described in natural language and/or in formal notation.
— constrainedBy

The role specifies that constraint is made on the GF_FeatureType or specified on GF_Properties within a
feature type.

7.4 Attributes of feature types

7.4.1 Introduction

This subclause describes in more detail the role of attributes of features. An attribute type (GF_AttributeType)
has a name (memberName), a description (definition), a type, a domain and cardinality associated with it.

The attributes carry all static information of a feature. This covers both spatial and non-spatial properties. In
the ISO 19100 series of International Standards, some attribute types are of specific interest. These types are
shown in Figure 6 as subtypes of GF_AttributeType. The attribute provides the interface to these other
ISO 19100 International Standards because it uses their schemas. The attribute type will get the value type
definition from those schemas and the value domain according to those schemas. For example, a spatial
attribute type (GF_SpatialAttribute Type) will have its value type and value domain according to the definition
of GM_Object or TP_Object described in ISO 19107.

7.4.2 attributeOfAttribute

The association attributeOfAttribute links an attribute to another attribute that describes some characteristics
of the first attribute.

EXAMPLE An attribute that carries the position of a feature may have another attribute that holds the positional
accuracy (data value of GF_QualityAttributeType) of this position.
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