DEUTSCHE NORM September 2006

DIN EN ISO 19110 DIN

ICS 35.240.70

Geoinformation —
Objektartenkataloge (ISO 19110:2005);
Englische Fassung EN ISO 19110:2006

Geographic information —

Methodology for feature cataloguing (ISO 19110:2005);
English version EN ISO 19110:2006

Information géographique —

Méthodologie de catalogage des entités (ISO 19110:2005);
Version anglaise EN ISO 19110:2006

Gesamtumfang 63 Seiten

Normenausschuss Bauwesen (NABau) im DIN

——

Document Sharing Hub

Full document details: DIN EN ISO 19110:2006-09


http://www.avadocuments.com/doc/din-en-iso-19110-2006-09
http://www.avadocuments.com/doc/din-en-iso-19110-2006-09

DIN EN ISO 19110:2006-09

Nationales Vorwort

Der Text von ISO 19110:2005 wurde vom Technischen Komitee ISO/TC 211 ,Geoinformation/Geomatik®
erarbeitet und als EN ISO 19110:2006 vom Technischen Komitee CEN/TC 287 ,Geoinformation“ Uber-
nommen, dessen Sekretariat vom NEN (Niederlande) gehalten wird.

Der Text von ISO 19110:2005 wurde von CEN als EN ISO 19110:2006 ohne Anderungen angenommen.

Der fir die deutsche Mitarbeit zustandige Arbeitsausschuss im DIN Deutsches Institut fir Normung e. V. ist
der als Spiegelausschuss zum CEN/TC 287 und ISO/TC 211 eingesetzte Arbeitsausschuss NA 005-03-03 AA
.Kartographie und Geoinformation“ des Normenausschusses Bauwesen (NABau).

Das Prasidium des DIN hat mit seinem Beschluss 1/2004 festgelegt, dass von dem in den Regeln der
europaischen Normungsarbeit von CEN/CENELEC verankerten Grundsatz, wonach Europaische Normen in
den drei offiziellen Sprachen Deutsch, Englisch und Franzdsisch verdffentlicht werden, in begrindeten
Ausnahmefallen abgewichen und auf die deutsche Sprachfassung verzichtet werden kann.

Die Genehmigung dafir hat die DIN-Geschéftsleitung entsprechend ihren in Anlage 1 zu dem DIN-
Rundschreiben A 5/2004 festgelegten Kriterien fir die vorliegende Norm auf Antrag des NABau-FB 03
svermessungswesen; Geoinformation® erteilt.

Allgemeines

Geographische Objekte sind Erscheinungen der realen Welt, die einen Bezug zur Erde (Raumbezug) haben,
und Uber die Daten gesammelt, gepflegt und an Nutzer abgegeben werden. Objektartenkataloge definieren
dabei die vorkommenden Objektarten, ihre Methoden (Funktionalitaten), Attribut- und Relationsarten und sind
eine wichtige Voraussetzung, um die Daten zu interpretieren und in brauchbare Informationen umzusetzen.
Die Objektartenkataloge ermdglichen ein besseres Verstandnis fur den Inhalt und die Bedeutung der
geographischen Daten und fordern damit deren Abgabe und Verwendung. Falls Datenanbieter und
Datennutzer die verschiedenen Arten der Erscheinungen der realen Welt unterschiedlich interpretieren, die
durch die Daten reprasentiert werden, konnen die Nutzer nicht wirklich beurteilen, ob die bereitgestellten
Daten tatsachlich fur inre Zwecke brauchbar sind.

Die Verfugbarkeit von standardisiert strukturierten Objektartenkatalogen hilft die Kosten fir die
Datenbeschaffung zu senken und das Verfahren zur Beschreibung von Produkten fir GIS-Daten zu
vereinfachen.

Diese Norm bietet einen standardisierten Rahmen fiir die Katalogisierung und Klassifizierung der
Erscheinungen der realen Welt in einem geographischen Datenbestand. Dabei ist jeder geographische
Datenbestand eine weitgehende Vereinfachung und reduzierte Abstraktion der komplexen und
facettenreichen Welt. Ein Objektartenkatalog kann natirlich niemals die Vielfaltigkeit der Realitat abbilden,
sondern stellt immer eine bestimmte Abstraktion firr die jeweilige fachliche Aufgabe dar. In jedem Fall sollte
ein Objektartenkatalog daher diese bestimmte Abstraktion klar und prézise in einer lesbaren Form
beschreiben, sodass der Datennutzer sie verstehen kann.

Geographische Objekte kommen auf zwei Ebenen vor: Als Objektinstanzen und als Objektarten. Auf dem
Level der Instanzen wird ein geographisches Objekt als eine bestimmte, diskrete Erscheinung reprasentiert,
das mit geographischen oder zeitlichen Koordinaten verbunden ist und das als bestimmtes graphisches
Symbol prasentiert werden kann. Diese individuellen Instanzen werden nun in Klassen mit gemeinsamen
Eigenschaften zusammengefasst: den Objektarten. Die geographischen Informationen werden immer
subjektiv wahrgenommen und beschrieben, sodass deren Inhalt stets von der jeweiligen Anwendung abhangt.
Die Anforderungen von bestimmten Anwendungen bestimmen damit die Methodik, wie die Instanzen als
Objektarten innerhalb eines bestimmten Anwendungsschemas gruppiert werden. DIN EN ISO 19109:2006
legt fest, wie die Daten in einem Anwendungsschema zu beschreiben sind, um die besonderen
Anforderungen einer Anwendung wiederzugeben.
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ANMERKUNG Die vollstdndige Beschreibung des Inhalts und der Struktur eines geographischen Datenbestandes
wird nur durch ein Anwendungsschema (Datenmodell) auf der Grundlage von DIN EN ISO 19109:2006 realisiert. Der
Objektartenkatalog beschreibt hingegen die Bedeutung der Objektarten und ihre Attributarten, die Funktionalitaten und die
Beziehungen zu anderen Objektarten innerhalb des Anwendungsschemas.

Die Erfassungskriterien fiir individuelle Erscheinungen der realen Welt und deren Entsprechung als Objekte in
einem Datensatz werden nicht in dieser Norm behandelt. Gleichwohl sind derartige Erfassungskriterien fur
jeden Datensatz in einer separaten Produktspezifikation erforderlich.

Die vorgeschlagene standardisierte Struktur von Objektartenkatalogen wird indes nicht automatisch samtliche
Daten harmonisieren und damit alleine auch keine Interoperabilitdt zwischen verschiedenen Anwendungen
ermdglichen. Falls die Definition von Objekten sich unterscheidet, kann diese Norm aber wenigstens dabei
helfen, die Unterschiede darzustellen. Sie hilft dabei die Fehler zu vermeiden, die dadurch entstehen wurden,
wenn die unterschiedlichen Definitionen einfach ignoriert werden. Diese Norm kann trotzdem als Rahmen
verwendet werden, um existierende Objektartenkataloge zu harmonisieren, die fachlich denselben Bereich
abdecken.

Nationaler Anhang NA
(informativ)

Englisch-deutsche Fachworterliste

Geographic feature Geographisches Objekt
Feature catalogue Objektartenkatalog
Operation Methode

Association Relation

Object instance Objektinstanz

Object type Objektart

Application schema Anwendungsschema
Collection criteria Erfassungskriterium

Nationaler Anhang NB
(informativ)

Literaturhinweis

DIN EN ISO 19109:2006, Geoinformation — Regeln zur Erstellung von Anwendungsschemata
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Foreword

The text of ISO 19110:2005 has been prepared by Technical Committee ISO/TC 211 "Geographic
information/Geomatics” of the International Organization for Standardization (ISO) and has been taken over as
EN ISO 19110:2006 by Technical Committee CEN/TC 287 "Geographic Information", the secretariat of which
is held by NEN.

This European Standard shall be given the status of a national standard, either by publication of an identical
text or by endorsement, at the latest by January 2007, and conflicting national standards shall be withdrawn at
the latest by January 2007.

According to the CEN/CENELEC Internal Regulations, the national standards organizations of the following
countries are bound to implement this European Standard: Austria, Belgium, Cyprus, Czech Republic,
Denmark, Estonia, Finland, France, Germany, Greece, Hungary, Iceland, Ireland, ltaly, Latvia, Lithuania,
Luxembourg, Malta, Netherlands, Norway, Poland, Portugal, Romania, Slovakia, Slovenia, Spain, Sweden,
Switzerland and United Kingdom.

Endorsement notice

The text of ISO 19110:2005 has been approved by CEN as EN ISO 19110:2006 without any modifications.
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Introduction

Geographic features are real world phenomena associated with a location relative to the Earth, about which
data are collected, maintained, and disseminated. Feature catalogues defining the types of features, their
operations, attributes, and associations represented in geographic data are indispensable to turning the data
into usable information. Such feature catalogues promote the dissemination, sharing, and use of geographic
data through providing a better understanding of the content and meaning of the data. Unless suppliers and
users of geographic data have a shared understanding of the kinds of real world phenomena represented by
the data, users will be unable to judge whether the data supplied are fit for their purpose.

The availability of standard feature catalogues that can be used multiple times will reduce costs of data
acquisition and simplify the process of product specification for geographic datasets.

This International Standard provides a standard framework for organizing and reporting the classification of
real world phenomena in a set of geographic data. Any set of geographic data is a greatly simplified and
reduced abstraction of a complex and diverse world. A catalogue of feature types can never capture the
richness of geographic reality. However, such a feature catalogue should present the particular abstraction
represented in a given dataset clearly, precisely, and in a form readily understandable and accessible to users
of the data.

Geographic features occur at two levels: instances and types. At the instance level, a geographic feature is
represented as a discrete phenomenon that is associated with its geographic and temporal coordinates and
may be portrayed by a particular graphic symbol. These individual feature instances are grouped into classes
with common characteristics: feature types. It is recognized that geographic information is subjectively
perceived and that its content depends upon the needs of particular applications. The needs of particular
applications determine the way instances are grouped into types within a particular classification scheme.
ISO 19109, Geographic information — Rules for application schema specifies how data shall be organized to
reflect the particular needs of applications with similar data requirements.

NOTE The full description of the contents and structure of a geographic dataset is given by the application schema
developed in compliance with ISO 19109. The feature catalogue defines the meaning of the feature types and their
associated feature attributes, feature operations and feature associations contained in the application schema.

The collection criteria used to identify individual real world phenomena and to represent them as feature
instances in a dataset are not specified in this International Standard. Because they are not included in the
standards, collection criteria should be included separately in the product specification for each dataset.

A standard way of organizing feature catalogue information will not automatically result in harmonization or
interoperability between applications. In situations where classifications of features differ, this International
Standard may at least serve to clarify the differences and thereby help to avoid the errors that would result
from ignoring them. It may also be used as a standard framework within which to harmonize existing feature
catalogues that have overlapping domains.
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1 Scope

This International Standard defines the methodology for cataloguing feature types. This International Standard
specifies how the classification of feature types is organized into a feature catalogue and presented to the
users of a set of geographic data. This International Standard is applicable to creating catalogues of feature
types in previously uncatalogued domains and to revising existing feature catalogues to comply with standard
practice. This International Standard applies to the cataloguing of feature types that are represented in digital
form. Its principles can be extended to the cataloguing of other forms of geographic data.

This International Standard is applicable to the definition of geographic features at the type level. This
International Standard is not applicable to the representation of individual instances of each type. This
International Standard excludes spatial, temporal, and portrayal schemas as specified in ISO 19107,
ISO 19108, and ISO 19117, respectively. It also excludes collection criteria for feature instances.

This International Standard may be used as a basis for defining the universe of discourse being modelled in a

particular application, or to standardize general aspects of real world features being modelled in more than
one application.

2 Conformance
Because this International Standard specifies a number of options that are not required for all feature
catalogues, this clause specifies 12 conformance classes. These classes are differentiated on the basis of
three criteria:
a) What elements of a feature type are required in a catalogue:

1) feature attributes only?

2) feature attributes and feature associations?

3) feature attributes, feature associations, and feature operations?

b) Is there a requirement to link feature attributes, feature associations, and feature operations to only one
feature type or may they be linked to multiple feature types?

c) Is there a requirement to include inheritance relationships in the feature catalogue?

Annex A specifies a test module for each of the conformance classes, as shown in Table 1.
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Table 1 — Conformance classes

Attributes Attribu_tes_ and assﬁ::t{;:,iztl:ess ,and as:;giz\(::;ev?/ith r:erll:t?;il:asrt‘\(i::s Test module
only associations operations multiple features included
X — — — — A7
— X — — — A.18
— — X — — A.19
X — — X — A.20
— X — X — A21
— — X X — A22
X — — — X A.23
— X — — X A24
— — X — X A.25
X — — X X A.26
— X — X X A.27
— — X X X A.28

3 Normative references

The following referenced documents are indispensable for the application of this document. For dated
references, only the edition cited applies. For undated references, the latest edition of the referenced
document (including any amendments) applies.

ISO/TS 19103:—"), Geographic information — Conceptual schema language

ISO 19109:—"), Geographic information — Rules for application schema

ISO 19115:2003, Geographic information — Metadata

4 Terms and definitions

For the purposes of this document, the following terms and definitions apply.

4.1
feature
abstraction of real world phenomena

[1ISO 19101]

EXAMPLE The phenomenon named ‘Eiffel Tower’ may be classified with other similar phenomena into a feature
type ‘tower’.

NOTE A feature may occur as a type or an instance. Feature type or feature instance should be used when only one
is meant.

1) To be published.
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4.2
feature association
relationship that links instances of one feature (4.1) type with instances of the same or a different feature type

4.3
feature attribute
characteristic of a feature (4.1)

[ISO 19101]

EXAMPLE 1 A feature attribute named ‘colour’ may have an attribute value ‘green’ which belongs to the data type
‘text’.

EXAMPLE 2 A feature attribute named ‘length’ may have an attribute value 82,4’ which belongs to the data type ‘real’.

NOTE A feature attribute has a name, a data type, and a value domain associated to it. A feature attribute for a
feature instance also has an attribute value taken from the value domain.

4.4

feature catalogue

catalogue containing definitions and descriptions of the feature (4.1) types, feature attributes (4.3), and
feature associations (4.2) occurring in one or more sets of geographic data, together with any feature
operations that may be applied

4.5
feature operation
operation that every instance of a feature (4.1) type may perform

EXAMPLE A feature operation upon a ‘dam’ is to raise the dam. The results of this operation are to raise the height
of the ‘dam’ and the level of water in a ‘reservoir’.

NOTE Sometimes feature operations provide a basis for feature type definition.

4.6
functional language
language in which feature operations are formally specified

NOTE In a functional language, feature types may be represented as abstract data types.

5 Abbreviations

DIGEST Digital Geographic Information Exchange Standard
FACC Feature and Attribute Coding Catalogue

GFM General Feature Model

HTTP Hyper Text Transfer Protocol

IHO International Hydrographic Organization
TS Technical Specification

UML Unified Modeling Language

URI Uniform Resource Identifier

XML eXtensible Markup Language
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6 Principal requirements

6.1 Feature catalogue

A feature catalogue shall present the abstraction of reality represented in one or more sets of geographic data
as a defined classification of phenomena. The basic level of classification in a feature catalogue shall be the
feature type. A feature catalogue shall be available in electronic form for any set of geographic data that
contains features. A feature catalogue may also comply with the specifications of this International Standard
independently of any existing set of geographic data.

6.2 Information elements

6.2.1 Introduction

The following clauses specify general and specific requirements for feature catalogue information elements.
Annex B specifies detailed requirements. Annex C illustrates the application of these requirements. Annex D
discusses the application of feature operations as the conceptual basis for determining feature types in a
feature catalogue.

6.2.2 Completeness

A template for the representation of feature classification information is specified in Annex B. A feature
catalogue prepared according to this template shall document all of the feature types found in a given set of
geographic data. The feature catalogue shall include identification information as specified in Annex B. The
feature catalogue shall include definitions and descriptions of all feature types contained in the data, including
any feature attributes and feature associations contained in the data that are associated with each feature
type, and optionally including feature operations that are supported by the data. To ensure predictability and
comparability of feature catalogue content across different applications, it is recommended that the feature
catalogue should include only the elements specified in Annex B. To maximize the usefulness of a feature
catalogue across different applications, the use of a conceptual schema language to model feature catalogue
information is recommended.

NOTE Natural-language definitions, feature-type aliases, criteria for the birth and death of feature instances, and
other semantic elements of the feature catalogue may be included in a conceptual schema as structured comments or as
attributes.

6.2.3 General requirements

6.2.3.1 Form of names

All feature types, feature attributes, feature associations, association roles, and feature operations included in
a feature catalogue shall be identified by a name that is unique within that feature catalogue. If the name of a
feature type, feature attribute, feature association, association role, or feature operation appears more than
once in that feature catalogue, the definition shall be the same for all occurrences.

6.2.3.2 Form of definitions

Definitions of feature types, feature attributes, feature attribute listed values, feature associations, association
roles, and feature operations shall be given in a natural language. These definitions shall be included in the
catalogue, unless the catalogue specifies a separate definition source. If the same term appears in both the
definition source and the feature catalogue, the definition in the feature catalogue shall apply.

6.2.4 Requirements for feature types

Each feature type shall be identified by a name and defined in a natural language. Each feature type may also
be identified by an alphanumeric code that is unique within the catalogue and it may have a set of aliases. The
feature catalogue shall also include, for each feature type, its feature operations and associated feature
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attributes, feature associations and association roles, if any. The use of functional language specifications to
help define feature types is recommended.

6.2.5 Requirements for feature operations
Feature operations, if any, shall be identified and defined for each feature type. Feature attributes involved in

each feature operation shall be specified well as any feature types affected by the operation. The definition
shall include a natural language definition and may be formally specified in a functional language.

6.2.6 Requirements for feature attributes
Feature attributes, if any, shall be identified and defined for each feature type. The definition shall include a

natural language definition and a specified data type for values of the attribute. Each feature attribute may
also be identified by an alphanumeric code that is unique within the catalogue.

6.2.7 Requirements for feature attribute listed values
Feature-attribute listed values, if any, shall be labelled for each feature attribute. The label shall be unique

within the feature attribute of which it is a listed value. Each listed value may also be identified by an
alphanumeric code that is unique within the feature attribute of which it is a listed value.

6.2.8 Requirements for feature associations
Feature associations, if any, shall be named and defined. Each feature association may also be identified by

an alphanumeric code that is unique within the catalogue. The names and roles of the feature types that
participate in the association shall be specified.

6.2.9 Requirements for association roles

Association roles, if any, shall be named and defined. The name of the feature type that holds the role and the
association in which it participates shall be specified.
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Annex A
(normative)

Abstract test suite

A.1 Introduction

This normative annex presents the abstract test suite for evaluating conformance to this International
Standard. This abstract test suite contains fifteen test cases and twelve test modules: a test case for the
existence and form of feature catalogue information (A.2); a test case for general feature catalogue
requirements (A.3); test cases for each principal feature catalogue information class (A.4 through A.16); and
test modules for specific subsets of the functionality of a feature catalogue (A.17 through A.28).

Test cases are based on each principal-feature catalogue information class specified in Annex B, Tables B.1
through B.15. Each class-based test case consists of examining each class element (attribute or role) and
verifying that:

— the obligation/condition specification for the presence of the element is met;

— the maximum number of occurrences of the element is not exceeded;

— the type of the value of the element is correct;

NOTE Unless otherwise stated, e.g., by specifying a type in a well-known package or ISO standard, the type
specifications as will be given in ISO/TS 19103 may be applied.

— the value of the element is in accordance with the element description;
— any specified constraint on the element is met.

Tests on the class as a whole are specified as class-constraints as specified in Annex B, Tables B.1 through
B.15, and/or in test modules.

Test modules are based on useful subsets of the functionality of the feature catalogue template specified in
Annex B. Subsets are organized starting with core functionality capable of representing feature types and
feature attributes that are unique to a feature type (see A.17). The core representation functionality is
extended by supporting one or more of the following

— additional feature property types (for association roles, see A.18; for both association roles and feature
operations, see A.19);

— additional relationships among feature catalogue information elements (for multiple-use feature attributes,
see A.20; for inheritance, see A.23; for both multiple-use feature attributes and inheritance, see A.26);

— both additional feature property types and additional relationships among feature catalogue information
elements (see A.21, A.22, A.24, A.25, A.27 and A.28).

Test modules are specified by the test cases that apply. Test modules A.18 through A.28 extend the core
representation functionality specified by test module A.17. These extensions are summarized in Table 1.

To check that a feature catalogue conforms to this International Standard, verify that all of the requirements in
at least one test module are satisfied.
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A.2 Test case for existence and form of feature catalogue information
Information for the test case is as follows:
a) testpurpose: verify the existence and form of a feature catalogue;

b) test method: check whether the feature catalogue exists and can be obtained in electronic form, by
obtaining a copy of the feature catalogue such as on a computer disk or through a file

transfer;
c) reference: 6.1;
d) testtype: basic.

A.3 Test case for general feature catalogue requirements
Information for the test case is as follows:

a) testpurpose: verify that general feature catalogue requirements are met;
b) test method: check

1) if the feature catalogue is specified as applying to a given set of geographic data, then the feature
catalogue documents all of the feature types found in that set of geographic data,

2) whether all feature types, feature attributes, feature associations, association roles, and feature
operations are identified by a name that is unique within the feature catalogue,

3) whether all feature attribute listed values are identified by a label that is unique within the feature
attribute of which it is a listed value,

4) whether all feature types, feature attributes, feature associations, association roles, and feature
operations are either defined or reference a definition from another source,

5) if any feature type, feature attribute, or feature association is identified by an alphanumeric code, that
alphanumeric code is unique within the feature catalogue,

6) if any feature attribute listed value is identified by an alphanumeric code, that alphanumeric code is
unique within the feature attribute of which it is a listed value;

c) reference: 6.2;

d) test type: capability.

A.4 Test case for the feature catalogue class
Information for the test case is as follows:
a) testpurpose: verify that the required information is included in objects of class feature catalogue;

b) test method: test each attribute and role listed in Table B.1 by verifying that for each the specified
description, obligation/condition, maximum occurrence, type, and constraint are satisfied;

c) reference: Annex B, Table B.1;
d) testtype: capability.
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A.5 Test case for the feature type class
Information for the test case is as follows:
a) testpurpose: verify that the required information is included in objects of class feature type;

b) test method: test each attribute and role listed in Table B.2 by verifying that for each the specified
description, obligation/condition, maximum occurrence, type, and constraint are satisfied;

c) reference: Annex B, Table B.2;

d) testtype: capability.

A.6 Test case for the inheritance relation class
Information for the test case is as follows:
a) testpurpose: verify that the required information is included in objects of class inheritance relation;

b) test method: test each attribute and role listed in Table B.3 by verifying that for each the specified
description, obligation/condition, maximum occurrence, type, and constraint are satisfied;

c) reference: Annex B, Table B.3;

d) testtype: capability.

A.7 Test case for the feature operation class

Information for the test case is as follows:

a) testpurpose: verify that the required information is included in objects of class feature operation;

b) test method: test each attribute and role listed in Table B.5 (and Table B.4) by verifying that for each
the specified description, obligation/condition, maximum occurrence, type, and constraint

are satisfied. In addition:

1) If feature attributes are unique to a feature type (test modules A.19 and A.25), the type of the
following roles shall be FC_FeatureAttribute rather than FC_BoundFeatureAttribute:

i) FC_FeatureOperation::triggeredByValuesOf (Table B.5, line 5.3),
i) FC_FeatureOperation::observesValuesOf (Table B.5, line 5.4),
iii) FC_FeatureOperation::affectsValuesOf (Table B.5, line 5.5);
2) If the role FC_FeatureOperation::featureType (Table B.4, line 4.4) exists more than once, the

association class FC_Binding for each shall satisfy test case A.8. This condition occurs in test
modules A.22 and A.28;

c) reference: Annex B, Tables B.4 and B.5;
d) test type: capability.
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A.8 Test case for the binding class
Information for the test case is as follows:
a) testpurpose: verify that the required information is included in objects of class binding;

b) test method: test each attribute listed in Table B.6 by verifying that for each the specified description,
obligation/condition, maximum occurrence, type, and constraint are satisfied;

c) reference: Annex B, Table B.6;

d) testtype: capability.

A.9 Test case for the constraint class
Information for the test case is as follows:
a) testpurpose: Vverify that the required information is included in objects of class constraint;

b) test method: test each attribute listed in Table B.7 by verifying that for each the specified description,
obligation/condition, maximum occurrence, type, and constraint are satisfied;

c) reference: Annex B, Table B.7;

d) testtype: capability.

A.10 Test case for the feature attribute class

Information for the test case is as follows:

a) testpurpose: Vverify that the required information is included in objects of class feature attribute;

b) test method: test each attribute and role listed in Table B.8 (and Table B.4) by verifying that for each
the specified description, obligation/condition, maximum occurrence, type, and constraint
are satisfied. In addition:

If the role FC_FeatureAttribute::featureType (Table B.4, line 4.4) exists more than once,
the association class FC_Binding for each shall satisfy test case A.8. This condition
occurs in test modules A.20, A.21, A.22, A.26, A.27 and A.28;

c) reference: Annex B, Tables B.4 and B.8;

d) testtype: capability.

A.11 Test case for the association role class

Information for the test case is as follows:

a) testpurpose: Vverify that the required information is included in objects of class association role;

b) test method: test each attribute and role listed in Table B.9 (and Table B.4) by verifying that for each
the specified description, obligation/condition, maximum occurrence, type, and constraint

are satisfied. In addition:

1) Verify that the value of attribute type (Table B.9, line 9.2) is a domain code from Table B.10,
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2) If the role FC_AssociationRole::featureType (Table B.4, line 4.4) exists more than once, the
association class FC_Binding for each shall satisfy test case A.8. This condition occurs in test
modules A.21, A.22, A.27 and A.28;

c) reference: Annex B, Tables B.4, B.9 and B.10;

d) test type: capability.

A.12 Test case for the listed value class
Information for the test case is as follows:
a) testpurpose: verify that the required information is included in objects of class listed value;

b) test method: test each attribute and role listed in Table B.11 by verifying that for each the specified
description, obligation/condition, maximum occurrence, type, and constraint are satisfied;

c) reference: Annex B, Table B.11;

d) testtype: capability.

A.13 Test case for the feature association class

Information for the test case is as follows:

a) testpurpose: verify that the required information is included in objects of class feature association;

b) test method: test each attribute and role listed in Table B.12 (and Table B.2) by verifying that for each
the specified description, obligation/condition, maximum occurrence, type, and constraint
are satisfied;

c) reference: Annex B, Tables B.2 and B.12;

d) testtype: capability.

A.14 Test case for the definition source class
Information for the test case is as follows:
a) testpurpose: verify that the required information is included in objects of class definition source;

b) test method: test each attribute listed in Table B.13 by verifying that for each the specified description,
obligation/condition, maximum occurrence, type, and constraint are satisfied;

c) reference: Annex B, Table B.13;

d) testtype: capability.

A.15 Test case for the definition reference class
Information for the test case is as follows:

a) testpurpose: verify that the required information is included in objects of class definition reference;
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b) test method: test each attribute and role listed in Table B.14 by verifying that for each the specified
description, obligation/condition, maximum occurrence, type, and constraint are satisfied;

c) reference: Annex B, Table B.14;

d) testtype: capability.

A.16 Test case for the bound feature attribute class
Information for the test case is as follows:
a) testpurpose: Vverify that the required information is included in objects of class bound feature attribute;

b) test method: test each role listed in Table B.15 by verifying that for each the specified description,
obligation/condition, maximum occurrence, type, and constraint are satisfied;

c) reference: Annex B, Table B.15;

d) testtype: capability.

A.17 Test module for a catalogue with single-use feature attributes
Information for the test module is as follows:

a) testpurpose: Vverify that the feature catalogue supports core representation functionality, comprised of
feature types and feature attributes that are unique to a feature type;

b) test method: perform the following nine test cases: A.2 (existence), A.3 (general), A4 (feature
catalogue), A.5 (feature type), A.9 (constraint), A.10 (feature attribute), A.12 (listed value),
A.14 (definition source) and A.15 (definition reference);

c) reference: A2,A3,A4, A5 A9 A10,A.12,A.14 and A.15;

d) testtype: capability.

A.18 Test module for a catalogue with single-use feature attributes and association
roles

Information for the test module is as follows:
a) testpurpose: Vverify that the feature catalogue supports core representation functionality, comprised of
feature types, and feature attributes and association roles that are unique to a feature

type;

b) test method: perform test module A.17 and the two test cases A.11 (association role) and A.13 (feature
association);

c) reference: A.11,A.13 and A.17;

d) testtype: capability.
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