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Nationales Vorwort

Der Text von I1ISO 19125-2:2004 wurde vom Technischen Komitee ISO/TC 211 ,Geoinformation/Geomatik® erarbeitet
und als EN ISO 19125-2:2006 vom Technischen Komitee CEN/TC 287 ,Geoinformation“ (bernommen, dessen
Sekretariat vom NEN gehalten wird.

Der Text von 1ISO 19125-2:2004 wurde von CEN als EN ISO 19125-2:2006 ohne Anderungen angenommen.

Der fir die deutsche Mitarbeit zustandige Arbeitsausschuss im DIN Deutsches Institut fir Normung e. V. ist
der als Spiegelausschuss zum CEN/TC 287 und ISO/TC 211 eingesetzte Arbeitsausschuss NA 005-03-03 AA
.Kartographie und Geoinformation“ des Normenausschusses Bauwesen (NABau).

Das Prasidium des DIN hat mit seinem Beschluss 1/2004 festgelegt, dass von dem in den Regeln der
europaischen Normungsarbeit von CEN/CENELEC verankerten Grundsatz, wonach Europaische Normen in
den drei offiziellen Sprachen Deutsch, Englisch und Franzdsisch verdéffentlicht werden, in begriindeten
Ausnahmefallen abgewichen und auf die deutsche Sprachfassung verzichtet werden kann.

Die Genehmigung dafir hat die DIN-Geschéftsleitung entsprechend ihren in Anlage 1 zu dem DIN-
Rundschreiben A 5/2004 festgelegten Kriterien fir die vorliegende Norm auf Antrag des NABau-FB 03
svermessungswesen; Geoinformation® erteilt.

Allgemeines

DIN EN ISO 19125-2 definiert eine standardisierte und strukturierte Anfragesprache auf der Basis von
Objekten, den sogenannten ,features®, die in Datenbanken gespeichert sind. Hierzu wird eine Schnittstelle auf
der Basis einer bereits standardisierten Datenbankanfragesprache SQL (Structured Query Language)
definiert - SQL Call-Level Interface (SQL/CLI), die die Speicherung, Wiedergewinnung, Anfragen und
Aktualisierungen von Objekten und Objektmengen unterstitzt. Die Objekte koénnen raumliche und
nichtraumliche Attribute besitzen. Raumliche Attribute haben einen geometrischen Bezug mit raumbezogenen
Werten (z. B. FlachengroRe oder -eigenschaften). Die auf einer zweidimensionalen Geometrie basierenden
Objekte und Funktionen werden einfache Objekte (en: simple features) genannt und linear interpoliert, d. h. es
gibt keine ungleichmafig gekrimmten Kurven wie Ellipsen, Klothoiden und Splines. DIN EN ISO 19125-2
baut auf DIN EN ISO 19125-1 auf.

Die Objekte werden in Tabellen als Zeile mit geometrischen Werten in einer SQL-Implementierung
gespeichert. Die nichtraumlichen Attribute der Objekte werden als Spalten mit Standard SQL-Datentypen
gespeichert, deren Datentypen auf den darunter liegenden Konzepten eines erweiterten
Geometriedatenmodells fur SQL basieren. Eine Tabelle, in der Objekte zeilenweise gespeichert sind, wird als
Objekttabelle wiedergegeben. Solch eine Tabelle beinhaltet ein oder mehrere Geometriespalten.

Schemata, die sich aus mehreren Objekttabellen zusammensetzen, werden in zwei SQL-Implemetierungen
unterschieden:

o Implementierung, basierend auf vordefinierten Datentypen, und

o SQL mit Geometrietypen.

In einer Implementierung, basierend auf vordefinierten Datentypen, wird eine neue Geometrietabelle mit
Geometriespalten implementiert und mit einem ,Foreign Key“ (eindeutiger Zugriffsschlissel) referenziert.
Dabei wird ein geometrischer Wert in ein oder mehreren Spalten der Geometrietabelle gespeichert. Im
zweiten Fall werden die SQL-Erweiterungen in der Geometrietabelle entweder mit numerischen oder binaren
Standard-SQL-Datentypen gefiihrt; beide Falle werden in dieser Norm beschrieben.
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Zur Definition der Geometrietypen wird das Standard-SQL um eine Menge von Geometrietypen erweitert.
Dabei wird eine Spalte angelegt, deren Werte aus der Menge von definierten Geometrietypen belegt werden
kann. Diese Vorgehensweise zur Erweiterung einer bestimmten SQL-Implementierung ist das Ergebnis einer
Anwender bezogenen Definition eines Modells. Kommerzielle  SQL-Implementierungen  mit
benutzerdefinierten Typen werden bereits seit Mitte 1997 unterstitzt .

Nationaler Anhang NA
(informativ)

Englisch-deutsche Fachworterliste

common architecture

gemeinsame Architektur

foreign key

Fremdschlissel

geometric-valued

geometrischer Bezug mit raumbezogenen
Werten (FlachengréfRe und -eigenschaften)

member bodies

Mitglieder

non-spatial attribute

nichtrdumliches (flachenhaftes) Attribut

spatial attribute

raumliches Attribut

technical committee

Technisches Komitee

vertices Punkte, Brechpunkte, Scheitelpunkte
mapped abgebildet
splines Kurven (z. B. Héhenlinien)

UML-Notation

UML-Notationen
(Beschreibungen, Aufzeichnungen)

SFA

Simple Feature Access

COM

Component Object Model
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Foreword

The text of ISO 19125-2:2004 has been prepared by Technical Committee ISO/TC 211
"Geographic information/Geomatics” of the International Organization for Standardization (1SO)
and has been taken over as EN ISO 19125-2:2006 by Technical Committee CEN/TC 287
"Geographic Information”, the secretariat of which is held by NEN.

This European Standard shall be given the status of a national standard, either by publication of
an identical text or by endorsement, at the latest by September 2006, and conflicting national
standards shall be withdrawn at the latest by September 2006.

According to the CEN/CENELEC Internal Regulations, the national standards organizations of
the following countries are bound to implement this European Standard: Austria, Belgium,
Cyprus, Czech Republic, Denmark, Estonia, Finland, France, Germany, Greece, Hungary,
Iceland, Ireland, Italy, Latvia, Lithuania, Luxembourg, Malta, Netherlands, Norway, Poland,
Portugal, Romania, Slovakia, Slovenia, Spain, Sweden, Switzerland and United Kingdom.

Endorsement notice

The text of ISO 19125-2:2004 has been approved by CEN as EN ISO 19125-2:2006 without any
modifications.
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Introduction

The purpose of this part of ISO 19125 is to define a standard Structured Query Language (SQL) schema that
supports storage, retrieval, query and update of feature collections via the SQL Call-Level Interface (SQL/CLI)
(ISO/IEC 9075-3:2003). A feature has both spatial and non-spatial attributes. Spatial attributes are geometry
valued, and simple features are based on 2D geometry with linear interpolation between vertices. This part of
ISO 19125 is dependent on the common architectural components defined in ISO 19125-1.

Feature collections are stored as tables with geometry valued columns in a SQL-implementation; each feature
is a row in the table. The non-spatial attributes of features are mapped onto columns whose types are drawn
from the set of standard SQL data types. The spatial attributes of features are mapped onto columns whose
SQL data types are based on the underlying concept of additional geometric data types for SQL. A table
whose rows represent these features is referred to as a feature table. Such a table contains one or more
geometry valued columns. Feature-table schemas are described for two SQL-implementations:
implementations based on predefined data types and SQL with Geometry Types.

In an implementation based on predefined data types, a geometry-valued column is implemented as a Foreign
Key reference into a geometry table. A geometry value is stored using one or more rows in the geometry table.
The geometry table may be implemented using either standard SQL numeric types or SQL binary types;
schemas for both are described.

The term SQL with Geometry Types is used to refer to a SQL-implementation that has been extended with a
set of Geometry Types. In this environment, a geometry-valued column is implemented as a column whose
SQL type is drawn from this set of Geometry Types. The mechanism for extending the type system of
an SQL-implementation is through the definition of user defined User Defined Types. Commercial
SQL-implementations with user defined type support have been available since mid-1997.

Documents
4 Document Sharing Hub

Full document details: DIN EN ISO 19125-2:2006-05


http://www.avadocuments.com/doc/din-en-iso-19125-2-2006-05
http://www.avadocuments.com/doc/din-en-iso-19125-2-2006-05

EN ISO 19125-2:2006 (E)

1 Scope

This part of ISO 19125 specifies an SQL schema that supports storage, retrieval, query and update of simple
geospatial feature collections via the SQL Call Level Interface (SQL/CLI) (ISO/IEC 9075-3:2003).

This part of ISO 19125 establishes an architecture for the implementation of feature tables.
This part of ISO 19125 defines terms to use within the architecture.
This part of ISO 19125 defines a simple feature profile of ISO 19107.

This part of ISO 19125 describes a set of SQL Geometry Types together with SQL functions on those types.
The Geometry Types and Functions described in this part of ISO 19125 represent a profile of ISO 13249-3.

This part of ISO 19125 does not attempt to standardize and does not depend upon any part of the mechanism
by which Types are added and maintained in the SQL environment including the following:

a) the syntax and functionality provided for defining types;

b) the syntax and functionality provided for defining SQL functions;

c) the physical storage of type instances in the database;

d) specific terminology used to refer to User Defined Types, for example, UDT.

This part of ISO 19125 does standardize:

— names and geometric definitions of the SQL Types for Geometry;

— names, signatures and geometric definitions of the SQL Functions for Geometry.

This part of ISO 19125 describes a feature access implementation in SQL based on a profile of ISO 19107.
ISO 19107 does not place any requirements on how to define the Geometry Types in the internal schema.
ISO 19107 does not place any requirements on when or how or who defines the Geometry Types. In
particular, a compliant system may be shipped to the database user with the set of Geometry Types and
Functions already built into the SQL-implementation, or with the set of Geometry Types and Functions

supplied to the database user as a dynamically loaded extension to the SQL-implementation or in any other
manner not mentioned in this part of ISO 19125.
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2 Conformance

In order to conform to this part of ISO 19125, an implementation shall satisfy the requirements of one of the
following three conformance classes, as well as the appropriate components of ISO 19125-1:

a) SQL implementation of feature tables based on predefined data types:
1) using numeric SQL types for geometry storage and SQL/CLI access,
2) using binary SQL types for geometry storage and SQL/CLI access;

b) SQL with Geometry Types implementation of feature tables supporting both textual and binary SQL/CLI
access to geometry.

Annex B provides conformance tests for each implementation of this part of ISO 19125.

3 Normative references

The following referenced documents are indispensable for the application of this document. For dated
references, only the edition cited applies. For undated references, the latest edition of the referenced
document (including any amendments) applies.

ISO/IEC 9075-1:2003, Information technology — Database languages — SQL — Part 1: Framework
(SQL/Framework)

ISO/IEC 9075-2:2003, Information technology — Database languages — SQL — Part 2: Foundation
(SQL/Foundation)

ISO/IEC 9075-3:2003, Information technology — Database languages — SQL — Part 3: Call-Level Interface
(SQL/CLI)

ISO/IEC 9075-4:2003, Information technology — Database languages — SQL — Part 4: Persistent Stored
Modules (SQL/PSM)

ISO/IEC 9075-5:1999, Information technology — Database languages — SQL — Part 5: Host Language
Bindings (SQL/Bindings)

ISO/IEC 13249-3:2003, Information technology — Database languages — SQL multimedia and application
packages — Part 3: Spatial

ISO 19107:2003, Geographic information — Spatial schema
ISO 19109:—"), Geographic information — Rules for application schema
ISO 19119:2004, Geographic information — Services

ISO 19125-1:2004, Geographic information — Simple feature access — Part 1: Common architecture

4 Terms and definitions

For the purposes of this part of ISO 19125, the following terms and definitions apply.

4.1
feature table
table where the columns represent feature attributes, and the rows represent features

1) To be published.
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4.2
geographic feature
representation of real world phenomenon associated with a location relative to the Earth

5 Symbols and abbreviated terms

FID Feature ID column in the implementation of feature tables based on predefined data types
GID Geometry ID column in the implementation of feature tables based on predefined data types
MM Multimedia

SQL Structured Query Language

SRID Spatial Reference System Identifier

SRTEXT Spatial Reference System Well Known Text

WKB Well-Known Binary (representation for example, geometry)
WKTR Well-Known Text Representation

2D 2-Dimensional

R 1-Dimensional space

R2 2-Dimensional space

%] empty set

N intersection

v union

— difference

€ is a member of

¢ is not a member of

c is a proper subset of

c is a subset of

IS if and only if

= implies

A for all

{X]...} set of X such that...

A and

v or

- not

= equal

# not equal

< less than

> greater than
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6 Architecture

6.1 Architecture — SQL implementation of feature tables based on predefined data types

6.1.1 Overview

This part of ISO 19125 defines a schema for the management of feature table, Geometry, and Spatial
Reference System information in an SQL-implementation based on predefined data types. This part
of 1ISO 19125 does not define SQL functions for access, maintenance, or indexing of Geometry in an
SQL-implementation based on predefined data types.

Figure 1 illustrates the schema to support feature tables, Geometry, and Spatial Reference Information in an
SQL-implementation based on predefined data types.

a) The GEOMETRY_COLUMNS table describes the available feature tables and their Geometry properties.

b) The SPATIAL _REF_SYS table describes the coordinate system and transformations for Geometry.

c) The feature table stores a collection of features. A feature table’s columns represent feature attributes,
while rows represent individual features. The Geometry of a feature is one of its feature attributes; while
logically a geometric data type, a Geometry Column is implemented as a foreign key to a geometry table.

d) The geometry table stores geometric objects, and may be implemented using either standard SQL

numeric types

or SQL binary types.

iGeometry Column Information|
(GEOMETRY_COLUMNS)

Spatial Reference Systems
(SPATIAL_REF_SYS)

E

- F_TABLE_CATALOG

SRID
I F_TABLE_SCHEMA
- F_TABLE_NAME il
- F_GEOMETRY_COLUMN SRTE)_(T
G_TABLE_CATALOG
G_TABLE_SCHEMA
G_TABLE_NAME
STORAGE_TYPE
GEOMETRY_TYPE
COORD_DIMENSION
sl Geometry Table Geometry Table
SRID (Normalized Schema) (Binary Schema)
- GID GID
ESEQ YMIN
ETYPE YMAX
SEQ XMIN
Feature Table X1 or | xmax
<Attributes> Y1 WKB_GEOMETRY
- <Geometry Column (GID)> —
<Attributes> ;(.<MAX PPR>
Y<MAX PP R>

Figure 1 — Schema for feature tables using predefined data types

Depending upon the storage type specified by the GEOMETRY_COLUMNS table, a geometric object is
stored either as an array of coordinate values or as a single binary value. In the former case, predefined SQL
numeric types are used for the coordinates and these numeric values are obtained from the geometry table
until the geometric object has been fully reconstructed. In the latter case, the complete geometric object is

obtained in the Well-known Binary Representation as a single value.
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6.1.2 Identification of feature tables and geometry columns

Feature tables and Geometry columns are identified through the GEOMETRY_COLUMNS table. Each
Geometry Column in the database has an entry in the GEOMETRY_COLUMNS table. The data stored for
each geometry column consists of the following:

a) the identity of the feature table of which this Geometry Column is a member;

b) the name of the Geometry Column;

c) the spatial reference system ID (SRID) for the Geometry Column;

d) the type of Geometry for the Geometry column;

e) the coordinate dimension for the Geometry Column;

f)  the identity of the geometry table that stores geometric objects for this Geometry Column;

g) the information necessary to navigate the geometry table in the case of normalized geometry storage.

6.1.3 Identification of Spatial Reference Systems

Every Geometry Column is associated with a Spatial Reference System. The Spatial Reference System
identifies the coordinate system for all geometric objects stored in the column, and gives meaning to the
numeric coordinate values for any geometric object stored in the column. Examples of commonly used Spatial
Reference Systems include “Latitude Longitude” and “UTM Zone 10”.

The SPATIAL_REF_SYS table stores information on each Spatial Reference System in the database. The
columns of this table are the Spatial Reference System Identifier (SRID), the Spatial Reference System
Authority Name (AUTH_NAME), the Authority Specific Spatial Reference System Identifier (AUTH_SRID) and
the Well-known Text description of the Spatial Reference System (SRTEXT). The Spatial Reference System
Identifier (SRID) constitutes a unique integer key for a Spatial Reference System within a database.

Interoperability between clients is achieved via the SRTEXT column which stores the Well-known Text
representation for a Spatial Reference System.

6.1.4 Feature tables

A feature is an abstraction of a real-world object. Feature attributes are columns in a feature table. Features
are rows in a feature table. The Geometry of a feature is one of its feature attributes; while logically a
geometric data type, a geometry column is implemented as a foreign key to a geometry table.

Relationships between features may be defined as foreign key references between feature tables.
6.1.5 Geometry tables

6.1.5.1 Normalized geometry schema

The normalized geometry schema stores the coordinates of geometric objects as predefined SQL numeric
types. One or more coordinates (X and Y ordinate values) will be represented by pairs of numeric types in the
geometry table, as shown in Figure 2. Each geometric object is identified by a key (GID) and consists of one
or more primitive elements ordered by an element sequence (ESEQ). Each primitive element in the geometric
object is distributed over one or more rows in the geometry table, identified by a primitive type (ETYPE), and
ordered by a sequence number (SEQ).
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The rules for geometric object representation in the normalized schema are defined as follows.

f)

ETYPE designates the Geometry Type.
Geometric objects may have multiple elements. The ESEQ value identifies the individual elements.

An element may be built up from multiple parts (rows). The rows and their proper sequence are identified
by the SEQ value.

Polygons may contain holes, as described in the Geometry object model.

PolygonRings shall close when assembled from an ordered list of parts. The SEQ value designates the
part order.

Coordinate pairs that are not used shall be set to Nil in complete sets (both X and Y). This is the only way
to identify the end of the list of coordinates.

For geometric objects that continue onto an additional row (as defined by a constant element sequence
number or ESEQ), the last Point of one row is equal to the first Point of the next.

There is no limit on the number of elements in the geometric object, or the number of rows in an element.

(0,60) (30,60) (60,60) SEQ1
(40,20) As,zo)
(50,15)
GID 3 GID 4
(0,30) (60,30) (45,5)
ESEQ 1 ESEQ 2
/ — SEQ2
GID 1 GID 2 (40,5) (50,5)
(0,0) (30,0) (60,0)

GID1 | ESEQ ETYPE SEQ | X0 | YO | X1 | Y1 | X2 | Y2 | X3 [Y3 |X4 | Y4
1 1 3 1 0 0 0|30 (30 |30 |30 0 0 0
1 2 3 1 10 | 10 | 10 | 20 (20 (20 [20 |10 |10 | 10
2 1 3 1 30 0|30 |30 |60 | 30 | 60 0 |30 0
2 2 3 1 40 5|40 | 20 (45 [ 20 |45 |15 |50 | 15
2 2 3 1 50 | 15 | 50 5 | 40 5 | Nil | Nil | Nil | Nil
3 1 3 1 0] 30 0|60 (30 |60 |30 |30 0] 30
4 1 3 1 30 | 30 | 30 | 60 | 60 | 60 | 60 | 30 |30 | 30

Figure 2 — Example of geometry table for Polygon Geometry using SQL

6.1.5.2 Binary geometry schema

The binary Geometry schema is illustrated in Table 1, uses GID as a key and stores the geometric object
using the Well-known Binary Representation for Geometry (WKBGeometry). The geometry table includes the
minimum bounding rectangle for the geometric object as well as the WKBGeometry for the geometric object.
This permits construction of spatial indexes without accessing the actual geometric object structure, if desired.
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GID XMIN YMIN XMAX YMAX Geometry
1 0 0 30 30 < WKBGeometry >
2 30 0 60 30 < WKBGeometry >
3 0 30 30 60 < WKBGeometry >
4 30 30 60 60 < WKBGeometry >

6.1.6 Use of numeric data types
SQL-implementations usually provide several numeric data types. In this part of ISO 19125, the use of a
numeric data type in examples is not meant to be binding. The data type of any particular column can be

determined, and casting operators between similar data types are available. Any particular implementation
may use alternative data types as long as casting operations shall not lead to difficulties.

6.1.7 Notes on SQL/CLI access to Geometry values stored in binary form
SQL/CLI provides standard mechanisms to bind character, numeric and binary data values.

This subclause describes the process of retrieving geometric object values for the case where the binary
storage alternative is chosen.

The WKB_GEOMETRY column in the geometry table is accessed in SQL/CLI as one of the binary SQL data
types (SQL_BINARY, SQL_VARBINARY, or SQL_LONGVARBINARY).

EXAMPLE The application would use the SQL_C_BINARY value for the fCType parameter of SQLBindCol (or
SQLGetData) in order to describe the application data buffer that shall receive the fetched Geometry data value. Similarly,
a dynamic parameter whose value is a Geometry would be described using the SQL_C_BINARY value for the fCType
parameter of SQLBindParameter.

This allows binary values to be both retrieved from and inserted into the geometry tables.
6.2 Architecture — SQL with Geometry Types implementation of feature tables

6.2.1 Overview

This part of 1ISO 19125 defines a schema for the management of feature table, Geometry, and Spatial
Reference System information in an SQL-implementation with a Geometry Type extension.

Figure 3 illustrates the schema to support feature tables, Geometry, and Spatial Reference Information in an
SQL-implementation with a Geometry Type extension.

a) The GEOMETRY_COLUMNS table describes the available feature tables and their Geometry properties.
b) The SPATIAL_REF_SYS table describes the coordinate system and transformations for Geometry.
c) The feature table stores a collection of features. A feature table’s columns represent feature attributes,

while rows represent individual features. The Geometry of a feature is one of the feature attributes, and is
an SQL Geometry Type.
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Geometry Column Information Spatial Reference Systems
(GEOMETRY_COLUMNS) (SPATIAL_REF_SYS)

- F_TABLE_CATALOG SRID

- F_TABLE_SCHEMA AUTH_NAME

[ F_TABLE_NAME AUTH_SRID

— F_GEOMETRY_COLUMN SRTEXT

COORD_DIMENSION
SRID

P

Feature Table

<Attributes>
'— <Geometry_Column (GID)>
<Attributes>

Figure 3 — Schema for feature tables using SQL with Geometry Types

6.2.2 Identification of feature tables and geometry columns

Feature tables and Geometry columns are identified through the GEOMETRY_COLUMNS table. Each
Geometry Column in the database has an entry in the GEOMETRY_COLUMNS table. The data stored for
each geometry column consists of the following:

a) the identity of the feature table of which this Geometry Column is a member;
b) the name of the Geometry Column;

c) the spatial reference system ID for the Geometry Column;

d) the coordinate dimension for the Geometry column;

The columns in the GEOMETRY_COLUMNS table for the SQL with Geometry Types environment are a
subset of the columns in the GEOMETRY_COLUMNS table defined for the SQL-implementation based on
predefined data types.

An alternative method for identification of feature tables and Geometry Columns may be available for
SQL-implementations with Geometry Types. In the SQL-implementation with Geometry Types, the Geometry
Column may be represented as a row in the COLUMNS metadata view of the SQL INFORMATION_SCHEMA.
Spatial Reference System Identity and coordinate dimension is, however, not a standard part of the
SQL INFORMATION_SCHEMA. To access this information, the GEOMETRY_COLUMNS table would still
need to be referenced.

6.2.3 Identification of Spatial Reference Systems

Every Geometry Column is associated with a Spatial Reference System. The Spatial Reference System
identifies the coordinate system for all geometric objects stored in the column, and gives meaning to the
numeric coordinate values for any geometric object stored in the column. Examples of commonly used Spatial
Reference Systems include “Latitude Longitude” and “UTM Zone 10”.

The SPATIAL_REF_SYS table stores information on each Spatial Reference System in the database. The
columns of this table are the Spatial Reference System lIdentifier (SRID), the Spatial Reference System
Authority Name (AUTH_NAME), the Authority Specific Spatial Reference System Identifier (AUTH_SRID) and
the Well-known Text description of the Spatial Reference System (SRTEXT). The Spatial Reference System
Identifier (SRID) constitutes a unique integer key for a Spatial Reference System within a database.

Interoperability between clients is achieved via the SRTEXT column which stores the Well-known Text
representation for a Spatial Reference System.
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6.2.4 Feature tables

A feature is an abstraction of a real-world object. Feature attributes are columns in a feature table. Features
are rows in a feature table. The Geometry of a feature is stored in a Geometry Column whose type is drawn
from a set of SQL Geometry Types.

Relationships between features may be defined as foreign key references between feature tables.

6.2.5 Background information on SQL User Defined Types
The term User Defined Type (UDT) refers to a data type that extends the SQL type system.

UDT types can be used to define the column types for tables, this allows values stored in the columns of a
table to be instances of UDT.

SQL functions may be declared to take UDT values as arguments, and return UDT values as results.

An UDT may be defined as a subtype of another UDT, referred to as its supertype. This allows an instance of
the subtype to be stored in any column where an instance of the supertype is expected and allows an instance
of the subtype to be used as an argument or return value in any SQL function that is declared to use the
supertype as an argument or return value.

The above definition of UDT is value based.

SQL implementations that support User Defined Types may also support the concept of References to User
Defined Types instances that are stored as rows in a table whose type corresponds to the type of the User
Defined Type. The terms RowType and Reference to RowType are also used to describe such types.

This specification allows Geometry Types to be implemented as either pure value based Types or as Types
that support persistent References.

The Types for Geometry are defined in black-box terms, i.e. all access to information about a Geometry Type
instance is through SQL functions. No attempt is made to distinguish functions that may access Type instance
attributes (such as the dimension of a geometric object) from functions that may compute values given a Type
instance (such as the centroid of a Polygon). In particular, an implementation of this part of ISO 19125 would
be free to nominate any set of functions as observer methods on attributes of a User Defined Type, as long as
the signatures of the SQL functions described in this part of ISO 19125 are preserved.

6.2.6 SQL Geometry Type hierarchy

The SQL Geometry Types are organized into a type hierarchy shown in Figure 4.
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Figure 4 — SQL Geometry Type hierarchy

The root type, named Geometry, has subtypes for Point, Curve, Surface and GeometryCollection. A
GeometryCollection is a Geometry that is a collection of possibly heterogeneous geometric objects. MultiPoint,
MultiCurve and MultiSurface are specific subtypes of GeometryCollection used to manage homogenous
collections of Points, Curves and Surfaces. The 0 dimensional Geometry Types are Point and MultiPoint.
The one-dimensional Geometry Types are Curve and MultiCurve together with their subclasses. The
two-dimensional Geometry Types are Surface and MultiSurface together with their subclasses.

SQL functions are defined to construct instances of the above Types given Well-known Text or Binary
representations of the types. SQL functions defined on the types implement the methods described in the
Geometry Object Model.

6.2.7 Geometry values and spatial reference systems

In order to model Spatial Reference System information, each geometric object in the SQL with Geometry
Types implementation is associated with a Spatial Reference System. Capturing this association at the level
of the individual geometric object allows literal Geometry values that are not yet part of a column in the
database to be associated with a Spatial Reference System. Examples of such a geometric object, Geometry
values is a geometric object that is used as a parameter to a spatial query or a geometric object that is part of
an insert statement. Capturing this association at the level of the individual geometric object also allows
functions that take two geometric objects to check for compatible Spatial Reference Systems.

A Geometry value is associated with a Spatial Reference System by storing the Spatial Reference System
Identity (SRID) for the Spatial Reference System as a part of the geometric object. Each Spatial Reference
System in the database is identified by a unique value of SRID.

The SRID for a geometric object is assigned to it at construction time. This allows the SQL with Geometry
Types implementation to ensure that

a) the geometric object being inserted into a geometry column matches the Spatial Reference System
declared for the geometry column;

b) queries that spatially join columns from different tables operate on geometry columns with consistent
Spatial Reference Systems.

If either of these conditions is violated, a run-time SQL error is generated. These Spatial Reference System
consistency checks are not possible in implementations based on predefined data types.
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The SRID function, defined on the Geometry Type, returns the integer SRID of a geometric object.

In all operations on the Geometry Type, geometric calculations shall be done in the Spatial Reference System
of the first geometric object. Returned objects shall be in the Spatial Reference System of the first geometric
object unless explicitly stated otherwise.

Before a geometric object can be constructed and inserted into a table, the corresponding row for its SRID
shall exist in the SPATIAL_REF_SYS table, else construction of the geometric object shall fail. When defining
a table, a SQL check constraint can be used to enforce the rule that all geometric objects in a geometry
column have the same SRID as that defined for the column in the GEOMETRY_COLUMNS table. The
following example shows the definition of a table, named Countries, with two columns named Name and
Geometry of type CHARACTER VARYING and POLYGON, respectively.

CREATE TABLE Countries (
Name CHARACTER VARYING (200) NOT NULL PRIMARY KEY,
Geometry Polygon NOT NULL,
CONSTRAINT spatial reference

CHECK (SRID(Geometry) in (SELECT SRID from GEOMETRY COLUMNS where F TABLE CATALOG =
<catalog> and F TABLE SCHEMA = <schema> and F TABLE NAME = ‘Countries’ and F GEOMETRY COLUMN =
‘Geometry))

)

It is expected that most implementations shall use stored procedures similar to those shown below for the
purpose of adding and dropping geometry columns to and from a feature table.

The AddGeometryColumn(FEATURE_TABLE_CATALOG, FEATURE_TABLE_SCHEMA,
FEATURE_TABLE_NAME, GEOMETRY_COLUMN_NAME, SRID) procedure shall

a) ensure that an entry for the SRID exists in the SPATIAL_REF_SYS table;

b) add an entry to the GEOMETRY_COLUMNS table that stores the SRID for the Geometry Column;
c) add the Geometry column to the feature table using a SQL ALTER TABLE statement;

d) add the Spatial Reference Check Constraint to the feature table.

The DropGeometryColumn(FEATURE_TABLE_CATALOG, FEATURE_TABLE_SCHEMA,
FEATURE_TABLE_NAME, GEOMETRY_COLUMN_NAME) stored procedure shall

a) drop the Spatial Reference Check Constraint on the feature table;
b) drop the entry from the GEOMETRY_COLUMNS table;

c) drop the Geometry Column from the feature table.

6.2.8 SQL/CLI access to Geometry values in the SQL with Geometry Type case

Spatial data are accessed using the SQL query language extended with SQL functions on Geometry Types.
The SQL pass-through capabilities of SQL/CLI allow a client to pass these or any extended SQL statements
containing SQL-implementation-specific SQL extensions to a server. (Applications are free to send any SQL
statement to an SQL-implementation, even if the statement is not described within the SQL/CLI conformance
levels.)

Geometry Columns are implemented using the Geometry Types described above.
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GIS applications shall be able to determine the existence of a Geometry Column based on the Geometry Type
or one of its subtypes using one or more of the following SQL/CLI programming techniques.

a) The SQLTypelnfo function can be used to determine both the TYPE_NAME and the underlying
SQL_DATA_TYPE of an SQL Type.

b) The SQLColumns catalog function can be used to determine the TYPE_NAME and the underlying
SQL_DATA_TYPE of a column in a table.

c) The SQLDescribeCol and SQLColAttributes functions can be used to determine a column’s data type and
description.

An SQL/CLI client application uses either one of two SQL functions:

— GeomFromText ([in] String, [in] Integer) : Geometry, or

— GeomFromWKB([in] Binary, [ in] Integer) : Geometry,

or their type-specific versions (for example, PolygonFromText and PolygonFromWKB) to pass geometric
objects into the database from a client application that represents them using either the Well-known Text or
the Wellknown Binary representations.

The input arguments to the above functions are SQL/CLI standard character, binary and integer data types
(SQL_C_CHAR, SQL_C_BINARY, SQL_C_INTEGER) and clients bind to these parameters using standard
SQL/CLI binding methods.

An SQL/CLI client application uses either one of two SQL functions:

— AsText([in]|Geometry) : String, or

— AsBinary([in]|Geometry) : Binary

to extract geometry values from the database as either Well-known Text or Binary values.

The output arguments to the above functions are SQL/CLI standard character and binary data types

(SQL_C_CHAR, SQL_C_BINARY) and clients bind to these parameters using standard SQL/CLI binding
methods.

7 Clause component specifications
7.1 Components — Implementation of feature tables based on predefined data types

7.1.1 Conventions

Table components are described in the context of a CREATE TABLE statement. Implementations may use base
tables with different names and properties, exposing these components as updateable views, provided that
the base tables defined by the implementation enforce the same constraints.

Table names and column names have been restricted to 18 characters in length to allow for the widest
possible implementation.

7.1.2 Spatial reference system information

71.21 Component overview

The Spatial Reference Systems table, which is named spaTIAL REF sys, stores information on each spatial
reference system used in the database.
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7.1.2.2 Table constructs

The following cREATE TABLE statement creates an appropriately structured spATIAL REF sSys table.

CREATE TABLE SPATIAL REF SYS
(

SRID INTEGER NOT NULL PRIMARY KEY,
AUTH NAME CHARACTER VARYING (256),

AUTH SRID INTEGER,

SRTEXT CHARACTER VARYING (2048)

)

7.1.2.3 Field description

These fields are described as follows:
a) SrRID — an integer value that uniquely identifies each Spatial Reference System within a database;

b) aurs naME — the name of the standard or standards body that is being cited for this reference system.
EPSG would be an example of a valid AUTH NAME;

c) auTH srID — the ID of the Spatial Reference System as defined by the Authority cited in AUTH NAME;
d) srTEXT — The Well-known Text Representation of the Spatial Reference System.
71.2.4 Exceptions, errors and error codes

Error handling shall be accomplished by using the standard SQL status returns.
7.1.3 Geometry columns information

71.31 Component overview

The GEOMETRY cOLUMNS table provides information on the feature table, spatial reference, geometry type, and
coordinate dimension for each Geometry column in the database.

7.1.3.2 Table or view constructs

CREATE TABLE GEOMETRY COLUMNS (

F_TABLE_CATALOG CHARACTER VARYING (256) NOT NULL,
F TABLE SCHEMA CHARACTER VARYING (256) NOT NULL,
F_TABLE NAME CHARACTER VARYING (256) NOT NULL,
F_GEOMETRY_COLUMN CHARACTER VARYING (256) NOT NULL,
G TABLE CATALOG CHARACTER VARYING (256) NOT NULL,
G_TABLE_SCHEMA CHARACTER VARYING (256) NOT NULL,
G TABLE NAME CHARACTER VARYING (256) NOT NULL,
STORAGE_TYPE INTEGER,

GEOMETRY TYPE INTEGER,

COORD_DIMENSION INTEGER,

MAX_ PPR INTEGER,

SRID INTEGER REFERENCES SPATIAL REF SYS,

CONSTRAINT GC_PK PRIMARY KEY
(F_TABLE_CATALOG, F TABLE SCHEMA, F TABLE NAME, F GEOMETRY COLUMN)
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