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Nationales Vorwort 

Dieses Dokument (EN ISO 19148:2012) wurde vom Technischen Komitee ISO/TC 211 �Geographic 
information/Geomatics� in Zusammenarbeit mit dem Technischen Komitee CEN/TC 287 �Geoinformation� 
erarbeitet, dessen Sekretariat vom BSI (Vereinigtes Königreich) gehalten wird. 

Der für die deutsche Mitarbeit zuständige Arbeitsausschuss im DIN Deutsches Institut für Normung e.V. ist 
der als Spiegelausschuss zum CEN/TC 287 und ISO/TC 211 eingesetzte Arbeitsausschuss NA 005-03-03 AA 
�Kartographie und Geoinformation� des Normenausschusses Bauwesen (NABau). 

Das Präsidium des DIN hat mit seinem Beschluss 1/2004 festgelegt, dass von dem in den Regeln der 
europäischen Normungsarbeit von CEN/CENELEC verankerten Grundsatz, wonach Europäische Normen in 
den drei offiziellen Sprachen Deutsch, Englisch und Französisch veröffentlicht werden, in begründeten 
Ausnahmefällen abgewichen und auf die deutsche Sprachfassung verzichtet werden kann. 

Die Genehmigung dafür hat die DIN-Geschäftsleitung entsprechend den festgelegten Kriterien für die 
vorliegende Norm auf Antrag des NABau Fachbereich 03 �Vermessungswesen; Geoinformation� erteilt. 
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Nationaler Anhang NA 
(informativ) 

 
Begriffe 

Die Benennung der folgenden Begriffe sind identisch mit den Benennungen in der Englischen Fassung. 

4.1 
Attributereignis 
(en: attribute event) 
Wert des Attributs eines Features (4.4), der nur für einen Teil des Features gelten kann 

ANMERKUNG 1 Ein Attributereignis umfasst den linear referenzierten Ort (4.16), an dem der Attributwert auf dem 
attributierten Feature (4.2) gilt. 

ANMERKUNG 2 Ein Attributereignis kann durch den Zeitpunkt oder die Periode qualifiziert sein, zu dem bzw. 
während der der Attributwert galt. 

4.2 
attributiertes Feature 
(en: attributed feature) 
Feature (4.4), entlang dem ein Attributereignis (4.1) gilt 

4.3 
direkte Position 
(en: direct position) 
Position (4.21), die durch einen einzelnen Koordinatensatz in einem Koordinatenreferenzsystem beschrieben 
wird 

[ISO 19107:2003, 4.26] 

4.4 
Feature 
(en: feature) 
Abstraktion eines Phänomens der realen Welt 

[ISO 19101:2002, 4.11] 

4.5 
Feature-Ereignis 
(en: feature event) 
Informationen zum Vorkommen eines lokalisierten Features (4.17) entlang einem lokalisierenden Feature 
(4.18) 

ANMERKUNG 1 Ein Feature-Ereignis umfasst den linear referenzierten Ort (4.16) des lokalisierten Features auf dem 
lokalisierenden Feature. 

ANMERKUNG 2 Ein Feature-Ereignis kann durch den Zeitpunkt (4.8) oder die Periode (4.20) qualifiziert sein, zu dem 
bzw. während der es auftrat. 

4.6 
geometrisches Primitiv 
(en: geometric primitive) 
Geometrieobjekt, das ein einzelnes, zusammenhängendes, homogenes Element des Raums darstellt 

[ISO 19107:2003, 4.48] 
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4.7 
Höhe 
(en: height) 
h, H 
Abstand eines Punktes von einer gewählten Bezugsfläche, längs einer senkrechten Linie zu dieser 

[ISO 19111:2007, 4.29] 

ANMERKUNG Diese Bezugsfläche wird normalerweise zur Modellierung der Erdoberfläche verwendet. 

4.8 
Zeitpunkt 
(en: instant) 
nulldimensionales geometrisches Primitiv (4.6), das eine zeitliche Position (4.21) darstellt 

[ISO 19108:2002, 4.1.17] 

ANMERKUNG Die zeitliche Geometrie ist in ISO 19108:2002, 5.2, behandelt. 

4.9 
lineares Element 
(en: linear element) 
eindimensionales Objekt, das als Achse dient, entlang der die lineare Referenzierung (4.10) erfolgt 

ANMERKUNG Auch als krummliniges Element bezeichnet. 

BEISPIELE Feature (4.4), zum Beispiel �Straße�; Kurvengeometrie; topologisches Primitiv mit gerichteter Kante. 

4.10 
lineare Referenzierung 
(en: linear referencing) 
Festlegung eines Ortes (4.19) in Bezug zu einem linearen Element (4.9) in Form einer Messung entlang 
dieses Elements (und optional versetzt zu diesem Element) 

ANMERKUNG Eine Alternative zur Festlegung eines Ortes ist eine zwei- oder dreidimensionale räumliche Position 

(4.22). 

4.11 
lineares Referenzierungsverfahren 
(en: Linear Referencing Method) 
Art und Weise, auf die Messungen entlang eines linearen Elements (4.9) (und optional versetzt zu einem 
linearen Element) erfolgen 

4.12 
lineares Referenzierungssystem 
(en: Linear Referencing System) 
Menge linearer Referenzierungsverfahren (4.11) und Richtlinien, Datensätze und Prozeduren für deren 
Implementierung [1] 

4.13 
lineares Segment 
(en: linear segment) 
Teil eines linearen Features (4.4), das sich vom übrigen Feature durch eine Teilmenge von Attributen 
unterscheidet, die jeweils einen Wert für den gesamten Teil aufweisen 

ANMERKUNG 1 Ein lineares Segment ist ein eindimensionales Objekt ohne explizite Geometrie. 

ANMERKUNG 2 Die implizite Geometrie des linearen Segments kann von der Geometrie des übergeordneten 
Features abgeleitet werden. 
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4.14 
linear lokalisiert 
(en: linearly located) 
mit Hilfe eines linearen Referenzierungssystems (4.12) lokalisert 

4.15 
linear lokalisiertes Ereignis 
(en: linearly located event) 
Vorkommen eines Attributwerts oder eines Features entlang eines Features (4.4) 

ANMERKUNG 1 Der Ereignisort (4.19) wird mit Hilfe linear referenzierter Orte (4.16) festgelegt. 

ANMERKUNG 2 Ein linear lokalisiertes Ereignis kann durch den Zeitpunkt (4.8) oder die Periode (4.20) qualifiziert 
sein, zu dem bzw. in der es auftrat. 

ANMERKUNG 3 ISO 19108 beschränkt Ereignisse auf einen einzelnen Zeitpunkt und umfasst nicht die Festlegung 
eines Ortes. 

4.16 
linear referenzierter Ort 
(en: linearly referenced location) 
Ort, dessen Position (4.21) mittels linearer Referenzierung (4.10) festgelegt wird 

4.17 
lokalisiertes Feature 
(en: located feature) 
Feature (4.4), das entlang eines zugeordneten (lokalisierenden) Features linear lokalisiert (4.14) ist 

BEISPIEL Das Feature �Brücke� kann ein lokalisiertes Feature entlang des Features �Eisenbahnlinie� (eines 
lokalisierenden Features (4.18)) sein. 

4.18 
lokalisierendes Feature 
(en: locating feature) 
Feature (4.4), das zur Identifizierung des Ortes (4.19) linear lokalisierter (4.14) Feature verwendet wird 

BEISPIEL Das Feature �Straße� kann das lokalisierende Feature für das Feature �Fußgängerüberweg� (eines 
lokaliserten Features (4.17)) sein. 

4.19 
Ort 
(en: location) 
identifizierbare geographische Stelle 

[ISO 19112:2003, 4.4] 

ANMERKUNG Ein Ort wird durch einen Datentyp aus einer Menge von Datentypen dargestellt, die eine Position (4.21) 
beschreiben, zusammen mit Metadaten dieser Daten, einschließlich Koordinaten (in einem Koordinatenreferenzsystem), 
einem Maß (aus einem linearen Referenzierungssystem (4.12)) oder einer Adresse (aus einem Adresssystem). 
[ISO 19133] 

4.20 
Periode 
(en: period) 
eindimensionales geometrisches Primitiv (4.6), das eine zeitliche Ausdehnung darstellt 

[ISO 19108:2002, 4.1.27] 

ANMERKUNG Eine Periode ist durch zwei unterschiedliche zeitbezogene Positionen (4.23) begrenzt. 
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4.21 
Position 
(en: position) 
Datentyp, der einen Punkt oder eine Geometrie beschreibt, der/die möglicherweise durch ein Objekt oder eine 
Person besetzt ist 

[ISO 19133:2005, 4.18] 

ANMERKUNG Eine direkte Position ist ein semantischer Untertyp von Position. Die beschriebenen direkten Positionen 
können nur einen Punkt definieren; daher können nicht alle Positionen durch eine direkte Position dargestellt werden. Dies 
steht in Übereinstimmung mit der Beziehung �is type of� (�ist Typ von�). Eine Geometrie nach ISO 19107:2003 ist auch 
eine Position, nicht nur eine direkte Position. 

4.22 
räumliche Position 
(en: spatial position) 
direkte Position (4.3), die mittels eines zwei- oder dreidimensionalen Koordinatenreferenzsystem referenziert 
wird 

ANMERKUNG Eine Alternative zur Festlegung eines Ortes (4.19) ist ein linear referenzierter Ort (4.16). 

4.23 
zeitbezogene Position 
(en: temporal position) 
Ort (4.19), bezogen auf ein zeitbezogenes Bezugssystem (4.24) 

[ISO 19108:2002, 4.1.34] 

4.24 
zeitbezogenes Bezugssystem 
(en: temporal reference system) 
Bezugssystem, in dem die Zeit gemessen wird 

[ISO 19108:2002, 4.1.35] 

4.25 
gültige Zeit 
(en: valid time) 
Zeit, zu der eine Gegebenheit in der abstrakten Realität vorliegt 

[ISO 19108:2002, 4.1.39] 
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Foreword 

This document (EN ISO 19148:2012) has been prepared by Technical Committee ISO/TC 211 "Geographic 
information/Geomatics" in collaboration with Technical Committee CEN/TC 287 �Geographic Information� the 
secretariat of which is held by BSI. 

This European Standard shall be given the status of a national standard, either by publication of an identical 
text or by endorsement, at the latest by August 2012, and conflicting national standards shall be withdrawn at 
the latest by August 2012. 

Attention is drawn to the possibility that some of the elements of this document may be the subject of patent 
rights. CEN [and/or CENELEC] shall not be held responsible for identifying any or all such patent rights. 

According to the CEN/CENELEC Internal Regulations, the national standards organizations of the following 
countries are bound to implement this European Standard: Austria, Belgium, Bulgaria, Croatia, Cyprus, Czech 
Republic, Denmark, Estonia, Finland, France, Germany, Greece, Hungary, Iceland, Ireland, Italy, Latvia, 
Lithuania, Luxembourg, Malta, Netherlands, Norway, Poland, Portugal, Romania, Slovakia, Slovenia, Spain, 
Sweden, Switzerland, Turkey and the United Kingdom. 
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Introduction 

This International Standard is a description of the data and operations required to support linear referencing. 
This includes Linear Referencing Systems, linearly located events and linear segments. 

Linear Referencing Systems enable the specification of positions along linear objects. The approach is based 
upon the Generalized Model for Linear Referencing[3] first standardized within ISO 19133:2005, 6.6. This 
International Standard extends that which was included in ISO 19133, both in functionality and explanation. 

ISO 19109 supports features representing discrete objects with attributes having values which apply to the 
entire feature. ISO 19123 allows the attribute value to vary, depending upon the location within a feature, but 
does not support the assignment of attribute values to a single point or length along a linear feature. Linearly 
located events provide the mechanism for specifying attribution of linear objects when the attribute value 
varies along the length of a linear feature. A Linear Referencing System is used to specify where along the 
linear object each attribute value applies. The same mechanism can be used to specify where along a linear 
object another object is located, such as guardrail or a traffic accident. 

It is common practice to segment a linear object having linearly located events, based upon one or more of its 
attributes. The resultant linear segments are attributed with just the attributes used in the segmentation 
process, insuring that the linear segments are homogeneous in value for these segmenting attributes. 

This International Standard differs from ISO 19133:2005, 6.6 in the following areas. 

a) All occurrences of Linear Reference Method and Linear Reference System have been changed to Linear 
Referencing Method and Linear Referencing System, respectively. 

b) LR_Element has been renamed LR_LinearElement and further defined as being a feature or geometry or 
topology. These shall support the newly introduced interface ILinearElement, meaning that it is possible 
to measure (linearly) along them. 

c) The newly introduced ILinearElement interface includes operations for returning the default Linear 
Referencing Method of the linear element and any of its length or weight attribute values. It also includes 
operations for translating between Linear Referencing Methods and/or linear elements. 

d) The types of Linear Referencing Methods have been formalized as a CodeList. Names of common Linear 
Referencing Methods have been added as an informative annex. 

e) An additional attribute, constraint[0..*], has been added to Linear Referencing Method to specify the 
constraints imposed by the method, such as �only allows reference marker referents�. This is an 
alternative to subtyping the methods that would force a too-structured approach, inconsistent with the 
Generalized Model, and would be indeterminate due to the wide variety of Linear Referencing Methods 
currently in use. 

f) The Linear Referencing Method �project� operation has been renamed �lrPosition� and moved to the 
ISpatial interface and a second, opposite, operation �point� has been added. Only LR_Curves realize this 
interface since their spatial representation is requisite for the two operations, along with the 
ILinearElement interface. 

g) The LR_PositionExpression measure attribute has been extracted out into a Distance Expression along with 
the optional referent and offset roles consistent with the original theoretical model. This allows for specifying 
only an LR_DistanceExpression when the LR_LinearElement and LR_LinearReferencingMethod are 
already known. 
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h) Reference Marker has been generalized to LR_Referent to enable support for other referent types such 
as intersections, boundaries and landmarks. This type has been formalized as a CodeList. 

i) A second, optional (towards) Referent has been added in a new (optional) package, Linear Referencing 
Towards Referent (LRTR), for those Linear Referencing Methods which allow this to disambiguate 
measurement direction. 

j) Lateral Offsets have been moved to a new (optional) package, Linear Referencing Offset (LRO). 
Horizontal, vertical, and combined horizontal and vertical offsets are now supported. Offset referent has 
been generalized to allow for feature instances as well as character strings. 

k) Vector Offsets have been adopted from ISO 19141. They exist in a new (optional) package, Linear 
Referencing Offset Vector (LROV). An optional offset vector Coordinate Reference System (CRS) can be 
provided if it is different from the CRS of the linear element. 

l) The theoretical model on which the original standard was built is explained in Annex B. 

m) More descriptive text is added throughout this International Standard to explain the concepts being 
presented. 

n) Minor changes to some class, attribute and role names have been made. 

o) A new (optional) package, Linearly Located Event (LE) has been added which uses linearly referenced 
positions to specify where along a linear feature a particular attribute value or other feature instance 
applies. 

p) A new (optional) package, Linear Segmentation (LS) has been added to support the generation of 
homogeneous attributed linear segments from linear features with length-varying attribution. 

q) Absolute Linear Referencing Method with non-zero linear element start is now accommodated. 

r) lateralOffsetReferentType and verticalOffsetReferentType have been changed from CodeLists to 
Character Strings. 
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1 Scope 

This International Standard specifies a conceptual schema for locations relative to a one-dimensional object 
as measurement along (and optionally offset from) that object. It defines a description of the data and 
operations required to use and support linear referencing. 

This International Standard is applicable to transportation, utilities, location-based services and other 
applications which define locations relative to linear objects. 

2 Conformance 

2.1 Conformance overview 

Clause 6 of this International Standard uses the Unified Modelling Language (UML) to present conceptual 
schemas for describing the constructs required for Linear Referencing. These schemas define conceptual 
classes that shall be used in application schemas, profiles and implementation specifications. This 
International Standard concerns only externally visible interfaces and places no restriction on the underlying 
implementations other than what is required to satisfy the interface specifications in the actual situation, such 
as 

 interfaces to software services using techniques such as SOAP; 

 interfaces to databases using techniques such as SQL; 

 data interchange using encoding as defined in ISO 19118. 

Few applications require the full range of capabilities described by this conceptual schema. Clause 6, 
therefore, defines a set of conformance classes that support applications whose requirements range from the 
minimum necessary to define data structures to full object implementation. This flexibility is controlled by a set 
of UML types that can be implemented in a variety of manners. Implementations that define full object 
functionality shall implement all operations defined by the types of the chosen conformance class, as is 
common for UML designed object implementations. It is not necessary for implementations that choose to 
depend on external �free functions� for some or all operations, or forgo them altogether, to support all 
operations, but they shall always support a data type sufficient to record the state of each of the chosen UML 
types as defined by its member variables. It is acceptable to use common names for concepts that are the 
same but have technically different implementations. The UML model in this International Standard defines 
abstract types, application schemas define conceptual classes, various software systems define 
implementation classes or data structures, and the XML from the encoding standard (ISO 19118) defines 
entity tags. All of these reference the same information content. There is no difficulty in allowing the use of the 
same name to represent the same information content even though at a deeper level there are significant 
technical differences in the digital entities being implemented. This �allows� types defined in the UML model to 
be used directly in application schemas. 

2.2 Conformance classes 

2.2.1 General 

Conformance to this International Standard shall consist of either data type conformance or both data type 
and operation conformance. 

2.2.2 Data type conformance 

Data type conformance includes the usage of data types in application schemas or profiles that instantiate 
types in this International Standard. In this context, �instantiate� means that there is a correspondence 
between the types in the appropriate part of this International Standard, and the data types of the application 
schema or profile in such a way that each standard type can be considered as a supertype of the application 
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schema data type. This means that an application schema or profile data type corresponding to a standard 
type contains sufficient data to recreate that standard type's information content. 

Table 1 assigns conformance tests to each of the packages in Clause 6. Each row in the table represents one 
conformance class. A specification claiming data type conformance to a package in the first column of the 
table shall satisfy the requirements specified by the tests given in the remaining columns to the right. 

Table 1 � Data type conformance tests 

Package 
Conformance test 

A.1.1 A.1.2 A.1.3 A.1.4 A.1.5 A.1.6 

Linear Referencing System X � � � � � 

Linear Referencing Towards Referent X X � � � � 

Linear Referencing Offset X � X � � � 

Linear Referencing Offset Vector X � X X � � 

Linearly Located Event X � � � X � 

Linear Segmentation X � � � X X 

 

2.2.3 Operation conformance 

Operation conformance includes both the consistent use of operation interfaces and data type conformance 
for the parameters, and return values used by those operations. Operation conformance also includes get and 
set operations for attributes. 

Table 2 assigns conformance tests to each of the packages in Clause 6. Each row in the table represents one 
conformance class. A specification claiming operation conformance to a package in the first column of the 
table shall satisfy the requirements specified by the tests given in the remaining columns to the right. 

Table 2 � Operation conformance tests 

Package 

Conformance test 

A.1.1 
A.2.1 

A.1.2 
A.2.2 

A.1.3 
A.2.3 

A.1.4 
A.2.4 

A.1.5 
A.2.5 

A.1.6 
A.2.6 

Linear Referencing System X � � � � � 

Linear Referencing Towards Referent X X � � � � 

Linear Referencing Offset X � X � � � 

Linear Referencing Offset Vector X � X X � � 

Linearly Located Event X � � � X � 

Linear Segmentation X � � � X X 

3 Normative references 

The following referenced documents are indispensable for the application of this document. For dated 
references, only the edition cited applies. For undated references, the latest edition of the referenced 
document (including any amendments) applies. 

ISO/TS 19103, Geographic information � Conceptual schema language 

ISO 19107, Geographic information � Spatial schema 

ISO 19108, Geographic information � Temporal schema 

ISO 19111, Geographic information � Spatial referencing by coordinates 
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4 Terms and definitions 

For the purposes of this document, the following terms and definitions apply. 

4.1 
attribute event 
value of an attribute of a feature (4.4) that may apply to only part of the feature 

NOTE 1 An attribute event includes the linearly referenced location (4.16) where the attribute value applies along the 
attributed feature (4.2). 

NOTE 2 An attribute event may be qualified by the instant (4.8) in which, or period (4.20) during which, the attribute 
value applied. 

4.2 
attributed feature 
feature (4.4) along which an attribute event (4.1) applies 

4.3 
direct position 
position (4.21) described by a single set of coordinates within a coordinate reference system 

[ISO 19107:2003, 4.26] 

4.4 
feature 
abstraction of real world phenomena  

[ISO 19101:2002, 4.11] 

4.5 
feature event 
information about the occurrence of a located feature (4.17) along a locating feature (4.18) 

NOTE 1 A feature event includes the linearly referenced location (4.16) of the located feature along the locating 
feature. 

NOTE 2 A feature event may be qualified by the instant (4.8) in which, or period (4.20) during which, the feature event 
occurred. 

4.6 
geometric primitive 
geometric object representing a single, connected, homogeneous element of space 

[ISO 19107:2003, 4.48] 

4.7 
height 
h, H 
distance of a point from a chosen reference surface measured upward along a line perpendicular to that 
surface 

[ISO 19111:2007, 4.29] 

NOTE The surface is normally used to model the surface of the Earth. 
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4.8 
instant 
0-dimensional geometric primitive (4.6) representing position (4.21) in time 

[ISO 19108:2002, 4.1.17] 

NOTE The geometry of time is discussed in ISO 19108:2002, 5.2. 

4.9 
linear element 
1-dimensional object that serves as the axis along which linear referencing (4.10) is performed 

NOTE Also known as curvilinear element. 

EXAMPLES Feature (4.4), such as �road�; curve geometry; directed edge topological primitive. 

4.10 
linear referencing 
specification of a location (4.19) relative to a linear element (4.9) as a measurement along (and optionally 
offset from) that element 

NOTE An alternative to specifying a location as a two- or three- dimensional spatial position (4.22). 

4.11 
Linear Referencing Method 
manner in which measurements are made along (and optionally offset from) a linear element (4.9) 

4.12 
Linear Referencing System 

set of Linear Referencing Methods (4.11) and the policies, records and procedures for implementing them[1] 

4.13 
linear segment 
part of a linear feature (4.4) that is distinguished from the remainder of that feature by a subset of attributes, 
each having a single value for the entire part 

NOTE 1 A linear segment is a one-dimensional object without explicit geometry. 

NOTE 2 The implicit geometry of the linear segment can be derived from the geometry of the parent feature. 

4.14 
linearly located 
located using a Linear Referencing System (4.12) 

4.15 
linearly located event 
occurrence along a feature (4.4) of an attribute value or another feature 

NOTE 1 The event location (4.19) is specified using linearly referenced locations (4.16). 

NOTE 2 A linearly located event may be qualified by the instant (4.8) in which, or period (4.20) during which, the 
linearly located event occurred. 

NOTE 3 ISO 19108 limits events to a single instant in time and does not include the specification of a location. 

4.16 
linearly referenced location 
location whose position (4.21) is specified using linear referencing (4.10) 
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4.17 
located feature 
feature (4.4) that is linearly located (4.14) along an associated (locating) feature 

EXAMPLE A feature �bridge� may be a located feature along the feature �railway� [a locating feature (4.18)]. 

4.18 
locating feature 
feature (4.4) that is used to identify the location (4.19) of linearly located (4.14) features 

EXAMPLE A feature �road� may be the locating feature for a feature �pedestrian crossing� [a located feature (4.17)]. 

4.19 
location 
identifiable geographic place 

[ISO 19112 :2003, 4.4] 

NOTE A location is represented by one of a set of data types that describe a position (4.21), along with metadata 
about that data, including coordinates (from a coordinate reference system), a measure [from a Linear Referencing 
System (4.12)], or an address (from an address system). [ISO 19133]. 

4.20 
period 
one-dimensional geometric primitive (4.6) representing extent in time 

[ISO 19108:2002, 4.1.27] 

NOTE A period is bounded by two different temporal positions (4.23). 

4.21 
position 
data type that describes a point or geometry potentially occupied by an object or person 

[ISO 19133:2005, 4.18] 

NOTE A direct position (4.3) is a semantic subtype of position. Direct positions as described can define only a point 
and, therefore, not all positions can be represented by a direct position. That is consistent with the �is type of� relation. An 
ISO 19107 geometry is also a position, just not a direct position. 

4.22 
spatial position 
direct position (4.3) that is referenced to a 2- or 3-dimensional coordinate reference system 

NOTE An alternative to specifying a location (4.19) as a linearly referenced location (4.16). 

4.23 
temporal position 
location (4.19) relative to a temporal reference system (4.24) 

[ISO 19108:2002, 4.1.34] 

4.24 
temporal reference system 
reference system against which time is measured 

[ISO 19108:2002, 4.1.35] 
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4.25 
valid time 
time when a fact is true in the abstracted reality 

[ISO 19108:2002, 4.1.39] 

5 Abbreviated terms 

CRS Coordinate Reference System 

LRM Linear Referencing Method 

LRS  Linear Referencing System 

SOAP Single Object Access Protocol 

SQL Structured Query Language 

UML Unified Modelling Language 

XSP Cross-Sectional Positioning 

NOTE The UML notation described in ISO/TS 19103 is used in this International Standard. 

6 Linear referencing 

6.1 Introduction 

6.1.1 Linear referencing concepts 

6.1.1.1 General 

Linear Referencing Systems are in wide use in transportation but are also appropriate in other areas such as 
utilities. They allow for the specification of positions along linear elements by using measured distances along 
(and optionally offset from) the element. This is in contrast to using spatial positions that use two- or three- 
dimensional coordinates, consistent with a particular Coordinate Reference System (CRS). 

Linearly referenced locations are significant for several reasons. First, a significant amount of information is 
currently held in huge databases from legacy systems that pre-date Geographic Information Systems (GIS). 
Many useful applications can and have been built on these data with no understanding of where on the earth's 
surface the data are located. Knowing where they are located relative to a linear element such as a roadway 
route or pipeline is sufficient to support these applications and can be used as a means of integrating data 
from multiple, disparate sources. 

In some situations, having a linearly referenced location along a known linear element is more advantageous 
than knowing its spatial position. Consider a crash in need of emergency assistance. Knowing the linear 
element (Northbound I-95) and the approximate linear location is superior to having a potentially more precise 
spatial GPS location that is not of significant accuracy to determine whether it is northbound or southbound 
I-95, especially if an impassable barrier separates the two carriageways. 

The linearly referenced location as specified in this International Standard as a position expression, therefore, 
has many uses. It can be used to tie information about a linear facility to a specific location along that facility. It 
can also be used to find a position on the face of the earth by specifying how far along the position is (and 
optionally offset from) on a particular linear element. 

This International Standard proposes a consistent specification for describing linearly referenced locations that 
also enables translation between different referencing methods and/or linear elements. It also specifies how 
these position expressions can be used to specify how information that pertains to only a part of a linear 
element can be specified as linearly located events. 
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A Linear Referencing System is a set of Linear Referencing Methods (LRM) and the policies, records and 
procedures for implementing them. There are numerous, seemingly disparate, Linear Referencing Methods in 
use today. There is no single, best method, as each has advantages in certain situations. It is, therefore, 
unreasonable to propose a single standard Linear Referencing Method. The Generalized Model for Linear 
Referencing[3] has been developed which instead categorizes Linear Referencing Methods into a basic set of 
common concepts. The additional advantage of this approach is that it also enables a singular method for 
translating linearly referenced locations into locations specified by another method or along an alternative 
linear element. This translation method is both closed and transitive, insuring round-tripping and translation 
chaining. 

The Generalized Model standardizes the content of a linearly referenced location as containing three 
components: that which is being measured (linear element), the method of measurement (Linear Referencing 
Method) and the measured value (distance expression). 

6.1.1.2 Linear element 

Linear element is the general term which encompasses anything that can be measured using linear 
referencing. This includes ISO 191nn features, linear geometries and linear topologies. 

Features do not have to be linear. A road feature, for example, may have multiple spatial representations to 
support multiple applications. These can be high-precision linear curves to support civil engineering design, 
low-resolution straight linestrings to support GIS applications, or areas to support pavement management 
applications. The only requirement is that it be possible to measure along the feature in a linear, one-
dimensional, sense. 

Features may represent fundamental entities, like a road element between two intersections, or more complex 
entities, such as a highway route spanning an entire state or country. Depending on the application schema, 
the feature can represent the entire road (width-wise) or only one of its carriageways. Therefore, this 
International Standard uses the word �roadway� intentionally to mean either the full road or a single 
carriageway. 

Linear element features may have no geometry at all. Many existing systems store information about roads by 
defining roadway characteristics along the roadway, without specifying where the road is physically located. 
This does preclude the ability to translate spatial positions into linearly referenced locations along the feature. 
However, it is possible to translate linearly referenced locations to other linear elements or to other Linear 
Referencing Methods. Using linear referencing instead of its geometry to define roadway characteristics 
directly against the feature enables the definition of multiple geometries for the feature without having to 
repeat the roadway characteristics for each spatial representation. It also allows for the definition of roadway 
characteristics when no geometry exists. 

The linear geometry type of linear element includes instances of geometric curves, as these can be measured 
along and their geometric location is known. It is, therefore, possible to project a spatial position onto the 
linear geometry and represent its location as a linearly referenced location along the geometry. It is also 
possible to translate a linearly referenced location along the geometry into two- or three-dimensional space. 

Geometric curves are typically represented as attributes of features. Once a spatial position has been 
projected onto the curve, it is then possible to translate this location into a linearly referenced location on the 
feature itself. 

The linear topology type of linear element includes instances of directed edges. Edges usually do not have a 
length attribute but do have one or more weights associated with the cost of traversing the edge. Measuring 
along an edge, therefore, entails pro rata distribution based upon the weight value(s). Only a limited number of 
Linear Referencing Method types can be used for measuring edges. 

Linear elements can have attributes. If specified for the linear element, the value of these attributes applies to 
the entire linear element. Attribute events enable attribute values to apply to part of the linear element 
(see 6.1.1.5). 
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6.1.1.3 Linear Referencing Method 

How a linear element is measured is specified by the Linear Referencing Method. Example Linear 
Referencing Methods are included in Annex C. The Linear Referencing Method specifies whether the 
measurement is absolute, relative, or interpolative. Absolute measurements, such as milepoint, hecto-metre 
and kilometre-point, are made from the start of the linear element. Relative measurements, such as a 
milepost, kilopost or reference post, are made from some known location along the linear element, called a 
referent. Interpolative measurements, such as percentage or normalized, use linear interpolation along the 
entire length of the linear element. 

The Linear Referencing Method specifies if an additional, offset measurement can be made perpendicular to 
the linear element to specify a location that does not lie directly on the linear element. The offset 
measurement can be made from the linear element itself or relative from an offset referent, for example, 5 m 
from the reference line of a road or 5 ft from the back of the curb, respectively. 

The Linear Referencing Method specifies the units of measure for measuring along the linear element. This 
results in the fundamental difference between a milepoint versus a kilometre-point Linear Referencing 
Method; the first measures in miles, the second in kilometres. If a Linear Referencing Method allows offsets, 
the Linear Referencing Method also specifies the units of measure for offset measurements. 

Because of the wide variety of Linear Referencing Methods currently in use, it is possible to enumerate 
particular constraints about the method, for example, to allow only reference marker type of referents for a 
Reference Post Linear Referencing Method. Constraints for commonly used Linear Referencing Methods are 
suggested in Annex C. 

6.1.1.4 Distance Expression 

6.1.1.4.1 Distance Along 

The measured value which defines the location along the linear element in accordance with the Linear 
Referencing Method is specified with a distance expression. In its simplest form, this is the �distance along� 
the linear element for an absolute Linear Referencing Method. It specifies how far along the linear element to 
measure from the start of the linear element in the direction towards the end of the linear element. The 
resultant �along� location A is on the linear element, as shown in Figure 1. For example, a distance expression 
with a �distance along� of 4,0 for a kilometre-point Linear Referencing Method along Route 1 specifies a 
location on Route 1 that is measured 4,0 kilometres along the route from its start. 

 

Figure 1 � Linearly referenced along location A with an absolute Linear Referencing Method 

It is often the case that the measure at the start of the linear element is not equal to zero for a particular 
absolute type of Linear Referencing Method. For example, in Figure 2, the linear element start has a 
kilometre-point value of 0,5 km. An �absolute zero� point is, therefore, introduced to specify where an absolute 
Linear Referencing Method shall begin measuring distance along values. 

In Figure 2, absolute zero occurs 0,5 km prior to the start of the linear element for the specified absolute 
Linear Referencing Method. A position expression having this Linear Referencing Method of kilometre-point 
and a distance expression with a distance along value of 4,0 km specifies a location that is measured 4,0 km 
along the linear element from absolute zero. The result is an along location A that is 3,5 km from the start of 
the linear element. 
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Figure 2 � Absolute Linear Referencing Method with non-zero linear element start 

For an interpolative Linear Referencing Method, the distance expression is comprised of a single measure 
value. Here this value is used with linear interpolation to determine the location along the linear element based 
on the length (or weight) of the linear element as shown in Figure 3. A distance expression with a measured 
value of 60 for a percentage Linear Referencing Method along Route 1, which has a length of 50 km, specifies 
an along location A on Route 1 which is 30 km along the route from its start. 

 

Figure 3 � Linearly referenced along location A with an interpolative Linear Referencing Method 

6.1.1.4.2 Referents 

For relative Linear Referencing Methods, the �distance along� is measured along the linear element from a 
known location on the linear element, called a �from referent�, as shown in Figure 4. For example, a distance 
expression with a �distance along� of 0,5 for a kilometre-post Linear Referencing Method along Route 1 
specifies an along location A on Route 1 that is 0,5 km along the route from the specified kilometre-post 
located at referent location R. If the kilometre-post is located 4,0 km from the start of Route 1, then the 
resultant location is 4,5 km from the start of the route. 

 

Figure 4 � Linearly referenced along location A with a relative Linear Referencing Method 

Referent types vary between Linear Referencing Methods. These include, for example, intersections, 
administrative and maintenance boundaries, landmarks and physical reference markers. 

If the Linear Referencing Method is of type Linear Referencing Method With Towards Referent, a �towards 
referent� can be added to a distance expression to disambiguate the direction in which the measurement is 
made, as shown in Figure 5. Measurements are made in the direction from the �from referent� towards the 
�towards referent�, regardless of the directional sense of the linear element being measured. 
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Figure 5 � Linearly referenced along location A with from and towards referents 

6.1.1.4.3 Offsets 

If the Linear Referencing Method is of type Linear Referencing Method With Offset, the distance expression 
may include an offset expression to specify locations not directly on the linear element. Each position 
expression may have either 

a) a lateral offset 

1) measured left or right (perpendicular to) the linear element reference line from the distance along 
point, 

2) measured left or right (perpendicular to) a lateral offset referent, 

3) measured in a �lateral� direction defined by the LRS from the distance along point, 

4) specified by convention; 

b) a vertical offset 

1) measured opposite to or in the direction of gravity, above or below the linear element from the 
distance along point, 

2) measured opposite to or in the direction of gravity above or below a vertical offset referent, 

3) measured in a �vertical� direction defined by the LRS from the distance along point; 

c) a lateral offset and a vertical offset, measured as stated above; 

d) a vector offset measured along a vector from the linear element; or 

e) no offset at all. 

For lateral offsets, the lateral offset distance specifies the distance measured perpendicular to the linear 
element at the location specified by the �distance along� (point A) to the linearly referenced offset location O, 
as shown in Figure 6. 
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Figure 6 � Linearly referenced offset location O with a lateral offset distance 

If a lateral offset referent is also included, then the resultant location is determined as shown in Figure 7. First, 
an along location A is determined by the distance along the linear element. Then a referent offset location RO 
is determined by intersecting the lateral offset referent with a normal to the linear element through location A. 
If A is a vertex of the linear element, then that part of the linear element occurring just prior to A is used to 
determine the direction of the normal. Finally, the offset location O can be determined by measuring the lateral 
offset distance along a line that is normal to the lateral offset referent at location RO. If RO is a vertex of the 
lateral offset referent, then that part of the lateral offset referent occurring just prior to RO is used to determine 
the direction of the normal. Here, �just prior� assumes that the lateral offset referent is defined in the same 
relative direction as the linear element. 

The lateral offset referent can be the name of an entity in the real world, such as curb, to enable the 
specification of the location as �5 ft back of curb�. Alternatively, the offset referent can be an instance of a 
feature, such as a feature representing the curb. If the linear element and feature instance have associated 
linear geometries, then it is possible to calculate the spatial position of the linearly referenced location. 

 

Figure 7 � Linearly referenced offset location O with an offset referent 

In some countries, lateral positioning conventions have been established for named partitioning of the 
roadway cross-section. For example, in the UK and Canada, the cross-sectional positioning (XSP) convention 
assigns abbreviations and indexes to strips and lines that comprise the roadway cross-section. Strips are 
roadway cross-section sub-features, like individual lanes, whereas lines represent edges of features, such as 
the edge of a carriageway. 

EXAMPLE Strip �L1 is the right-most left additional nearside lane and line RE is the right (carriageway) edge 
(see C.5.2). 

These positions are accommodated by specifying them as an offset referent. 

With a Linear Referencing Method With Offset, a distance expression may have a vertical offset. If no lateral 
offset is specified, then the resultant linearly referenced location is directly above or below the linear element 

DIN EN ISO 19148:2012-06 

Full document details: DIN EN ISO 19148:2012-06

http://www.avadocuments.com/doc/din-en-iso-19148-2012-06
http://www.avadocuments.com/doc/din-en-iso-19148-2012-06


EN ISO 19148:2012 (E) 

19 

at along location A. If a lateral offset is specified, then the resultant linearly referenced location is directly 
above or below laterally offset location O as shown in Figure 6 or location RO as shown in Figure 7 if a lateral 
offset referent is included. Vertical offsets are measured in the direction away from (up) or towards (down) the 
centre of the earth. 

If the distance expression contains a vertical offset referent, then the vertical offset distance is measured up or 
down from that referent. Otherwise, it is measured up or down from the height of along location A on the linear 
element. 

The approach taken with lateral (and vertical) offsets is appropriate for many transportation domains such as 
road and rail where the linear elements are close to being horizontal. There are, however, some anomalies. 
Determination of the linearly referenced location of a point from a linear element might not be deterministic, as 
many such linearly referenced locations are possible. There are also offset points that cannot be linearly 
located offset from a linear element using lateral offsets. In other domains, such as piping, lateral and vertical 
offsets might not apply if the linear element is a section of pipe that is itself vertically oriented. For these 
cases, the Linear Referencing System can include semantic rules for defining �lateral� and �vertical� directions. 
An alternative approach, vector offsets, is also available. 

Figure 8 demonstrates the case where the determination of a linearly referenced location along a linear 
element is non-deterministic for offset location O. An along location A1 with a lateral offset distance lod-1 
results in the specification of offset location O. However, along location A2 with a lateral offset distance lod-2 
specifies the same offset location O. In order to make the projection operation deterministic, the along location 
with the lowest absolute distance along measure shall be returned. For the projection of location O onto the 
linear element, A1 shall be returned as the resultant location because its absolute distance along the linear 
element is less than that of A2. 

 

Figure 8 � Non-deterministic offset location 

Of greater concern is the unsatisfiable condition shown in Figure 9. Two possible offset locations, O1 and O2, 
can be reached from the same along location A using equal lateral offset distances lod-1 and lod-2. There is 
no way of specifying offset locations in the grey region between O1 and O2 using a linearly referenced location 
and the linear element shown. The size of this region is dependent upon the deflection angle of the linear 
element at A as well as the magnitude of the lateral offset distance. If the discontinuity in the linear element 
were replaced by a circular arc, this problem would no longer exist, though the deterministic case mentioned 
above can still result. 

To make calculations deterministic, the following assumption shall be made. If the distance along results in a 
point of discontinuity in the linear element, the offset shall be measured perpendicular to that part of the linear 
element that is terminated by the point of discontinuity. In Figure 9, location A represents a discontinuity in the 
linear element shown. A linearly referenced location having a distance along resulting in location A shall, 
therefore, specify location O1 for an offset measure of lod-1. 
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Figure 9 � Unsatisfiable offset location 

To accommodate the above unsatisfiable case as well as cases where the linear element is not close to 
horizontal, vector offsets are appropriate. For vector offsets, the offset distance and bearing from along 
location A is given by an offset vector as shown in Figure 10. An accompanying CRS is necessary to orient 
the offset vector. For each vector offset distance expression, a CRS shall be specified or else the CRS of the 
expression's linear element is used. Offset referents are not supported with vector offsets. Vector offsets 
cannot be combined with lateral or vertical offsets. 

 

Figure 10 � Linearly referenced offset location O with a vector offset 

6.1.1.5 Linearly located events 

6.1.1.5.1 Feature and attribute events 

A linearly located event is an event that is located using a Linear Referencing System. It may reflect 
something which happens, like an automobile crash, or something that exists, like a roadway characteristic 
such as pavement type. Linearly located events are either feature events or attribute events. Feature events 
allow the location of a (located) feature along another (locating) feature. Attribute events allow the application 
of an attribute value to only a portion of a linear element, like the asphalt pavement type may apply only to the 
first half of Route 1, after which it changes to concrete. 

Feature events locate a feature that occurs at a spatial extent defined by linearly referenced locations along 
another feature and possibly further qualified as occurring at an instant in, or during a period of, time. In the 
first case, they have an event location. Events can be further qualified with an instant or period event time. 
The occurring feature is referred to as a �located feature� and the other feature along which it is located is 
referred to as a �locating feature�. 

An attribute event is an attribute value of a feature that applies to a limited extent along that feature. The 
applicable spatial extent is defined by linearly referenced locations along the attributed feature and possibly 
further qualified as applying at an instant in, or during a period of, time. In the first case, they have an event 
location. Events can be further qualified with an instant or period event time. The feature is referred to as an 
�attributed feature�. 
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The choice between feature and attribute event is similar to the choice between features and attributes. A 
feature represents something in the real word about which information is kept. Attributes are the bits of 
information kept about a feature. Features have a unique identifier; attributes do not. Features can have one 
or more geometries, each of which is an attribute of the feature. 

A similar case can be made for feature event versus attribute event. If a feature is linearly located along 
another feature, it is represented as a feature event of the locating feature. The feature event tells where, and 
optionally when, along the locating feature that the located feature exists. The located feature is a feature, so 
it has a unique identifier and can have any number of attributes, including spatial geometry, to indicate where 
it exists on the face of the earth, independent of the locating feature. 

If a feature has an attribute, the value of that attribute applies to the entire feature. If this is not the case, then 
an attribute event is used instead of a traditional attribute. Like a traditional attribute, an attribute event has a 
value. But, unlike the traditional attribute, it also has linearly referenced locations to specify where it is along 
the attributed feature that this particular value applies. 

6.1.1.5.2 Event location 

Event locations are used to specify where a linearly located feature event occurs or where a linearly located 
attribute value applies. An event location can be either an �at� location or a �fromTo� location. 

If the event occurs at a single point along or offset from the locating feature, an �at� location is specified as the 
event location. The spatial extent is specified with a single linearly referenced location. If the event occurs 
throughout a contiguous spatial interval along or offset from the locating feature, a �fromTo� location is 
specified as the event location. The spatial extent is specified with two linearly referenced locations marking 
the start and end of the interval. �At� and �from/To� locations are depicted in Figure 11. The location labelled 
as LAT is the location �at� which the event occurs along the linear element. The locations labelled as LFROM 
and LTO are the �from� and �to� locations, respectively, along the linear element which bound the spatial 
interval throughout which the event occurs. 

 

Figure 11 � At and from/To event locations 

A single event instance occurs only in a single place. However, this single place may be described by both �at� 
and �from/To� locations. For example, a single city feature instance may have separate, scale-dependent �at� 
and �from/To� locations even though these two locations represent the same place. 

6.1.1.5.3 Event time 

It is also possible to specify the time at or during which an event is relevant[2]. The instants and periods used 
to specify the temporal extent are valid times. Instant granularities vary and may be as short as defining a time 
precise to a fraction of a second or as long as an entire day or more. 

Figure 12 shows how event times can be combined with event locations. The location labelled as LAT is the 
event location, being the location �at� which an event occurs along the linear element. The locations labelled 
as LFROM and LTO are the �from� and �to� event locations, respectively, along the linear element which bound 
the spatial interval throughout which an event occurs. The time labelled as TAT is the event time, being the 
instant �at� which the event occurs along a timeline. The times labelled as TFROM and TTO are the �from� and 
�to� event times, respectively, along the timeline which bound the time interval during which the event occurs. 
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Figure 12 � Events with location and time 

Examples of events with location and time are 

 at instant event: crash; 

 at period event (with offset): traffic sign; 

 from/To instant event: street sweeping; 

 from/To period event: pavement type. 

Organizations may classify their events differently without deviating from this International Standard. The 
examples given are just possible choices among several possibilities. In a particular application schema, a 
particular crash can be modelled as a from/To period event to reflect a higher level of location precision. The 
key consideration is whether the location is specified at a single location or along a continuum delimited by 
two locations. This is analogous to a city feature having separate, scale-dependent point and polygon 
geometries. 

6.1.1.6 Linear segmentation 

Linear elements can have a number of attributes. Some of these have a single value for the entire linear 
element. Others can change their value as the linear element is traversed. For example, for the linear element 
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representing a road, the pavement type value can change part of the way down the road. Different attributes 
can change their value at different locations along the linear element. Some systems have segmented linear 
elements whenever any attribute value changes. As the number of attributes increases, this can result in 
numerous very short segments with most of the attribute values being retained for the subsequent segment. 
An alternative approach is to use attribute events to specify where along a linear element a particular attribute 
value changes. Then, for a particular display or analysis, the linear segment can be dynamically segmented 
by only the subset of the attributes that are of interest at the time. This results in linear segments 
homogeneous in value for all of the segmenting attributes. 

A linear segment is a one-dimensional object having no explicit geometry, generated by segmenting a linear 
feature according to a particular subset of the attribute events along the feature. The resultant linear segments 
are attributed with the attribute values defined by the events such that every one of the resultant segment 
attributes has the same value for the entire length of the linear segment. Linear feature attributes not included 
in the segmentation subset are abstracted away and are not included in the attributes of the generated linear 
segments (see segmentation example in D.2). Each linear segment corresponds to a part of the parent linear 
feature, enabling a derivation of the geometry for the linear segment from one of the possible geometries of 
that feature. 

The primary purpose of providing this functionality is to be able to generate segments homogeneous in a 
particular set of attributes, usually for display or analysis purposes. Because the resultant segments are 
abstractions of this original segmented linear element (the only attributes retained are those that participated 
in the segmentation operation), they are intended to persist only long enough to ensure read consistency. It is 
not advisable to edit segment attribute values directly. Instead, attribute events along the linear element 
should be edited and then the linear element should be re-segmented. 

It is conceivable that an application schema might wish to segment by feature events as well as attribute 
events. Though this International Standard does not explicitly support such segmentation, it does not preclude 
it. 

6.1.2 Linear referencing packages 

This International Standard incorporates the following UML packages: 

 (Core) Linear Referencing System (LR); 

 Linear Referencing Towards Referent (LRTR); 

 Linear Referencing Offset (LRO); 

 Linear Referencing Offset Vector (LROV); 

 Linearly Located Event (LE); 

 Linear Segmentation (LS). 

The LR package represents the core functionality of this International Standard and shall be implemented by 
all conforming implementations. All other packages are optional. Conforming implementations shall state 
which of these optional packages are supported. If a package is claimed as being supported, it and all of the 
packages it is dependent upon shall be supported in their entirety. Dependencies between packages are 
shown in Figure 13. 
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Figure 13 � Linear referencing package dependencies 

6.2 Package: Linear Referencing System 

6.2.1 Semantics 

The core package �Linear Referencing System� supplies classes and types to the definition of Linear 
Referencing Systems. The UML classes for Linear Reference Systems and their relationships are depicted in 
Figure 14. An application claiming conformance to this International Standard shall support all of the Linear 
Referencing System package (LR) classes shown in Figure 14. 
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