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Nationales Vorwort

Dieses Dokument (EN IS0 19156:2023) wurde vom Technischen Komitee ISO/TC 211 , Geographic informa-
tion/Geomatics” in Zusammenarbeit mit dem Technischen Komitee CEN/TC 287 ,Geoinformation“ erarbeitet,
dessen Sekretariat von BSI (Vereinigtes Konigreich) gehalten wird.

Fliir Deutschland hat hieran der Arbeitsausschuss NA005-03-03AA ,Geoinformation (SpA zu
CEN/TC287+ISO/TC211)“ im DIN-Normenausschuss Bauwesen (NABau) mitgearbeitet.

Dieses Dokument enthalt unter Beriicksichtigung des Prasidialbeschlusses 1/2004 nur die englische Fassung
von EN IS0 19156:2023.

Fiir die in diesem Dokument zitierten Dokumente wird im Folgenden auf die entsprechenden deutschen Doku-
mente hingewiesen:

[SO09000:2015 siehe DINENISO9000:2015-11
[S019101-1:2014 siehe DINENISO19101-1:2015-03
IS0 19107 siehe DIN ENISO 19107

[SO 19108 siehe DIN ENISO 19108
[SO019109:2015 siehe DINENIS0 19109:2016-05
[SO19115-1:2014/Amd 2:2020 siehe DINENISO19115-1/A2:2021-03
[SO0 19116:2019 siehe DIN ENISO 19116:2020-09
[SO19136-1:2020 siehe DIN ENISO 19136-1:2020-12
[SO0 19143:2010 siehe DIN ENISO 19143:2012-06
[SO 19157 siehe DINENISO 19157
[SO19157:2013/Amd 1:2018 siehe DINENISO19157/A1:2018-05

Aktuelle Informationen zu diesem Dokument konnen iiber die Internetseiten von DIN (www.din.de) durch eine
Suche nach der Dokumentennummer aufgerufen werden.

Anderungen

Gegeniiber DIN EN ISO 19156:2013-10 wurden folgende Anderungen vorgenommen:
a) Anpassung an den aktuellen Stand der Technik;

b) Erweiterung der Begriffsdefinitionen;

c) redaktionelle Uberarbeitung.

Gegeniiber DIN EN ISO 19156:2023-12 wurden folgende Korrekturen vorgenommen:

a) Der deutsche Titel wurde korrigiert zu: ,Geoinformation — Beobachtungen, Messungen und Messwerte
(ISO 19156:2023); Englische Fassung EN ISO 19156:2023"

Friihere Ausgaben

DINENISO 19156:2013-10,2023-12
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Nationaler Anhang NA
(informativ)

Begriffe

Reihenfolge und Inhalt der folgenden Begriffe sind identisch mit denen im Abschnitt Begriffe der englischen
Fassung.

Fiir die Anwendung dieses Dokuments gelten die folgenden Begriffe.

ISO und IEC stellen terminologische Datenbanken fiir die Verwendung in der Normung unter den folgenden
Adressen bereit:

— IS0 Online Browsing Platform: verfiigbar unter https://www.iso.org/obp
— IEC Electropedia: verfiigbar unter https://www.electropedia.org/

31

Anwendungsschema

en application schema

konzeptuelles Schema fiir Daten, das fiir eine oder mehrere Anwendungen erforderlich ist

[QUELLE: ISO 19101-1:2014, 4.1.2, modifiziert — durch Streichung von ,,(4.1.6)“ und ,(4.1.1)]

3.2

Coverage

en coverage

Feature, das als Funktion zur Riickgabe von Werten aus seinem Wertebereich fiir jede direkte Position inner-
halb seines Bereichs dient

[QUELLE: IS0 19123-1:—1), 3.1.8]

3.3

Datentyp

en datatype

Festlegung eines Bereichs von Werten mit auf den Werten in diesem Bereich zuldssigen Operationen

BEISPIEL  Gangz, real, boolesch, Zeichenkette und Datum.

Anmerkung 1 zum Begriff: ~ Zu Datentypen gehéren primitive vordefinierte Typen und benutzerdefinierte Typen.
[QUELLE: IS0 19103:2015, 4.14]

3.4

Bereich

en domain

wohldefiniertes (Fach-)Gebiet oder bestimmter Wertebereich

Anmerkung 1 zum Begriff: ~ Alle Elemente eines Bereichs sind von einem vorgegebenem Typ.

[QUELLE: ISO 19109:2015, 4.8, modifiziert — Urspriingliche Anmerkung 1 zum Begriff wurde durch eine neue
Anmerkung 1 zum Begriff ersetzt.]

1) In Vorbereitung. Stufe zur Veroffentlichung: ISO/FDIS 19123-1:2023. Docu ments
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3.5

Fachobjekt

en domain feature

Feature einer Klasse, die innerhalb eines bestimmten Anwendungsbereichs festgelegt ist

Anmerkung 1 zum Begriff:  Dies steht Beobachtungen und Abtastfeatures gegeniiber, die zu Features von Klassen geho-
ren, die zu bereichsiibergreifenden Zwecken festgelegt werden.

3.6
Ex-situ
extern
en exsitu
off-site
bezogen auf die Untersuchung, Erhaltung oder Konservierung einer Probe oder Population aufderhalb der
natiirlichen Umgebung

Anmerkung 1 zum Begriff:  Gegenteil von In-situ (intern).

Anmerkung 2 zum Begriff:  Ein Beispiel fiir Ex-situ (extern) und direkt ist die Messung der Temperatur eines Patienten
mit einem Quecksilberthermometer in einer Blutprobe.

Anmerkung 3 zum Begriff:  Ein Beispiel fiir Ex-situ- und Remote-Messungen ist die Messung der Temperatur eines Pati-
enten mit einem auf die Blutprobe gerichteten Infrarotthermometer.

3.7

Feature

en feature

Abstraktion eines Phianomens der realen Welt

Anmerkung 1 zum Begriff:  Ein Feature kann als Typ oder Instanz auftreten. In diesem Dokument bezieht sich Feature
auf eine Instanz, soweit nichts anderes angegeben ist.

[QUELLE: ISO 19101-1:2014, 4.1.11, modifiziert — Anmerkung 1 zum Begriff wurde gedndert.]

3.8

relevantes Feature

en feature-of-interest
Objekt der Beobachtung

3.9

Featureklasse (Objektart)

en feature type

Klasse von Features mit gemeinsamen Merkmalen

3.10
In-situ
Intern
en insitu
on-site
Erforschung, Pflege oder Erhaltung eines Exemplars oder einer Population, ohne sie aus ihrer natiirlichen
Umgebung zu entfernen

Anmerkung 1 zum Begriff:  Gegenteil von Ex-situ (extern).

Anmerkung 2 zum Begriff:  Ein Beispiel fiir In-situ und direkt ist die Messung der Temperatur eines Patienten mit einem
Quecksilberthermometer im Enddarm des Patienten.
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Anmerkung 3 zum Begriff:  Ein Beispiel fiir In-situ und ferngesteuert ist die Messung der Temperatur eines Patienten
mit einem Infrarot-Thermometer in einiger Entfernung.

3.11

Maf3

en measure

<GML>- Wert, der mittels eines Zahlenwerts mit einem Mafdstab oder mit einem skalaren Referenzsystem
beschrieben wird

Anmerkung 1 zum Begriff: ~ Bei der Anwendung als Substantiv ist Maf3 ein Synonym fiir eine physikalische Grofie.
[QUELLE: ISO 19136-1:2020, 3.1.41]

3.12

Messung

en measurement

Reihe von Operationen mit dem Ziel, den Wert einer Grofde zu bestimmen

[QUELLE: ISO 19101-2:2018, 3.21]

3.13

Beobachtung

en observation

Tatigkeit, die von einem Beobachter ausgefiihrt wird, um mithilfe eines Verfahrens den Wert einer beobacht-
baren Eigenschaft eines Objekts (relevanten Features) zu bestimmen, bei der der Wert als Ergebnis geliefert
wird

3.14

Beobachtungsergebnis

en observation result

Schatzung des Wertes einer Eigenschaft, die durch ein bekanntes Beobachtungsverfahren ermittelt wurde

3.15

Beobachter

en observer

identifizierbare Entitit, die mithilfe eines Verfahrens Beobachtungen tiber eine beobachtbare Eigenschaft
generieren kann

Anmerkung 1 zum Begriff:  Ein Beobachter ist eine Instanz eines Sensors, eines Instruments, die Implementierung eines
Algorithmus oder ein Wesen wie eine Person.

3.16

Verfahren

en procedure

festgelegte Art und Weise, eine Tatigkeit oder einen Prozess auszufiihren

[QUELLE: ISO9000:2015, 3.4.5, modifiziert — Anmerkung 1 zum Begriff wurde gestrichen, sowie Verweisung
auf 3.4.1.]

3.17

Prozess

en process

Satz zusammenhangender oder sich gegenseitig beeinflussender Tatigkeiten, der Eingaben zum Erzielen eines
vorgesehenen Ergebnisses verwendet

[QUELLE: IS0 9000:2015, 3.4.1, modifiziert — Anmerkung 1 bis 6 zum Begriff wurden gestrichen.]
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3.18
Eigenschaft

en property
Facette oder Attribut eines Objekts, referenziert durch einen Namen

BEISPIEL  Abbys Auto hat die Farbe rot, wobei ,Farbe rot“ eine Eigenschaft des Autos ist.
Anmerkung 1 zum Begriff:  In einigen Gemeinschaften wird die beobachtete Eigenschaft als Messgrofie bezeichnet.
[QUELLE: ISO 19143:2010, 4.21, modifiziert — Beispiel wurde dem Begriff hinzugefiigt.]

3.19
Eigenschaftstyp

en property type
Merkmal einer Featureklasse

BEISPIEL  Jedes Auto (eine Featureklasse) hat eine charakteristische Farbe, wobei ,Farbe“ ein Eigenschaftstyp ist.

Anmerkung 1 zum Begriff:  Der Wert fiir eine Instanz eines beobachtbaren Eigenschaftstyps kann durch den Vorgang
einer Beobachtung geschatzt werden.

Anmerkung 2 zum Begriff: = Bei Anwendungen in der Chemie werden haufig die Bezeichnungen ,Determinand” oder
»2Analyt“ verwendet.

3.20

unmittelbar relevantes Feature

en proximate feature-of-interest

Entitdt, die von direktem Interesse bei der Tatigkeit der Beobachtung ist

Anmerkung 1 zum Begriff:  Dies ist eine spezialisierte Form des relevanten Features.

3.21

Wertebereich

en range

<coverage>-Menge von Werten von Feature-Attributen, die durch eine Funktion, der Coverage, mit den Ele-
menten des Bereichs einer Coverage verbunden ist

Anmerkung 1 zum Begriff:  Dies stimmt mit der allgemeineren Definition des Wertebereichs in ISO 19107 iiberein.
[QUELLE: ISO 19123-1—, 3.1.47]

3.22

Probe

en sample

Objekt, das reprasentativ fiir ein Konzept, ein Objekt der realen Welt oder ein Phdnomen ist

3.23

Probenehmer

en sampler

Vorrichtung oder Entitét (einschliefdlich Menschen), die ein Probenahmeverfahren implementiert oder fiir ein
Probenahmeverfahren genutzt wird, um eine oder mehrere Probe(n) zu nehmen oder zu transformieren
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3.24

Sensor

en sensor

Element eines Messsystems, das direkt von einem Phdnomen, einem Korper oder einer Substanz beeinflusst
wird, die eine zu messende Menge tragen

[QUELLE: JCGM 200:2012, 3.8, modifiziert —Beispiele und Anmerkung wurden gestrichen.]

3.25

endgiiltig relevantes Feature

en ultimate feature-of-interest

Entitat, die von endgiiltigem Interesse bei der Tatigkeit der Beobachtung ist

Anmerkung 1 zum Begriff:  Dies ist eine spezialisierte Form des relevanten Features.

3.26

Mafieinheit

en unit of measure

aus einer Einheitendquivalenzgruppe gewdahlte Grofde

Anmerkung 1 zum Begriff: ~ Ubliche Maf3einheiten in der Positionierung sind Winkeleinheiten oder lineare Einheiten.
Die Implementierung von Positionierungen muss klar zwischen SI- und Nicht-SI-Einheiten unterscheiden. Wenn Nicht-SI-
Einheiten verwendet werden, muss ihre Beziehung zu SI-Einheiten angegeben werden.

[QUELLE: IS0 19116:2019, 3.29]

3.27

Wert

en value

Element aus einem Bereich

Anmerkung 1 zum Begriff: ~ Ein Wert betrachtet den méglichen Zustand eines Objekts innerhalb einer Klasse.
Anmerkung 2 zum Begriff: ~ Ein Datenwert ist eine Instanz eines Datentyps, ein Wert ohne Identitt.

Anmerkung 3 zum Begriff:  Ein Wert kann eine von vielen Skalen verwenden, einschliefdlich der Nominalskala, Ordi-
nalskala, Ratioskala und Intervallskala, Raumskala und Zeitskala. Primitive Datentypen kdonnen kombiniert werden, um

aggregierte Datentypen mit aggregierten Werten, einschliefilich Vektoren, Tensoren und Bildern, zu bilden.

[QUELLE: ISO/IEC 19501:2005, 0000_5, modifiziert — Anmerkung 1 bis 3 zum Begriff wurden hinzugefiigt.]
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Nationaler Anhang NB
(informativ)
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DIN EN ISO 19109:2016-05, Geoinformation — Regeln zur Erstellung von Anwendungsschemata
(150 19109:2015); Englische Fassung EN 1SO 19109:2015
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EUROPEAN STANDARD ENISO 19156
NORME EUROPEENNE
EUROPAISCHE NORM May 2023

ICS 35.240.70 Supersedes EN ISO 19156:2013

English Version

Geographic information -
Observations, measurements and samples
(ISO 19156:2023)

Information géographique - Geoinformation -
Observations, mesures et échantillons Beobachtungen, Messungen und Messwerte
(IS0 19156:2023) (IS0 19156:2023)

This European Standard was approved by CEN on 22 August 2022.

CEN members are bound to comply with the CEN/CENELEC Internal Regulations which stipulate the conditions for giving this
European Standard the status of a national standard without any alteration. Up-to-date lists and bibliographical references
concerning such national standards may be obtained on application to the CEN-CENELEC Management Centre or to any CEN
member.

This European Standard exists in three official versions (English, French, German). A version in any other language made by
translation under the responsibility of a CEN member into its own language and notified to the CEN-CENELEC Management
Centre has the same status as the official versions.

CEN members are the national standards bodies of Austria, Belgium, Bulgaria, Croatia, Cyprus, Czech Republic, Denmark, Estonia,
Finland, France, Germany, Greece, Hungary, Iceland, Ireland, Italy, Latvia, Lithuania, Luxembourg, Malta, Netherlands, Norway,
Poland, Portugal, Republic of North Macedonia, Romania, Serbia, Slovakia, Slovenia, Spain, Sweden, Switzerland, Tiirkiye and
United Kingdom.

. — |

EUROPEAN COMMITTEE FOR STANDARDIZATION
COMITE EUROPEEN DE NORMALISATION
EUROPAISCHES KOMITEE FUR NORMUNG

CEN-CENELEC Management Centre: Rue de la Science 23, B-1040 Brussels
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European foreword

This document (EN ISO 19156:2023) has been prepared by Technical Committee ISO/TC 211
"Geographic information/Geomatics" in collaboration with Technical Committee CEN/TC 287
“Geographic Information” the secretariat of which is held by BSI.

This European Standard shall be given the status of a national standard, either by publication of an
identical text or by endorsement, at the latest by November 2023, and conflicting national standards
shall be withdrawn at the latest by November 2023.

Attention is drawn to the possibility that some of the elements of this document may be the subject of
patent rights. CEN shall not be held responsible for identifying any or all such patent rights.

This document supersedes EN ISO 19156:2013.

Any feedback and questions on this document should be directed to the users’ national standards
body/national committee. A complete listing of these bodies can be found on the CEN website.

According to the CEN-CENELEC Internal Regulations, the national standards organizations of the
following countries are bound to implement this European Standard: Austria, Belgium, Bulgaria,
Croatia, Cyprus, Czech Republic, Denmark, Estonia, Finland, France, Germany, Greece, Hungary, Iceland,
Ireland, Italy, Latvia, Lithuania, Luxembourg, Malta, Netherlands, Norway, Poland, Portugal, Republic of
North Macedonia, Romania, Serbia, Slovakia, Slovenia, Spain, Sweden, Switzerland, Tiirkiye and the
United Kingdom.

Endorsement notice

The text of ISO 19156:2023 has been approved by CEN as EN ISO 19156:2023 without any modification.
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Foreword

ISO (the International Organization for Standardization) is a worldwide federation of national standards
bodies (ISO member bodies). The work of preparing International Standards is normally carried out
through ISO technical committees. Each member body interested in a subject for which a technical
committee has been established has the right to be represented on that committee. International
organizations, governmental and non-governmental, in liaison with ISO, also take part in the work.
ISO collaborates closely with the International Electrotechnical Commission (IEC) on all matters of
electrotechnical standardization.

The procedures used to develop this document and those intended for its further maintenance are
described in the ISO/IEC Directives, Part 1. In particular, the different approval criteria needed for the
different types of ISO documents should be noted. This document was drafted in accordance with the
editorial rules of the ISO/IEC Directives, Part 2 (see www.iso.org/directives).

Attention is drawn to the possibility that some of the elements of this document may be the subject of
patent rights. ISO shall not be held responsible for identifying any or all such patent rights. Details of
any patent rights identified during the development of the document will be in the Introduction and/or
on the ISO list of patent declarations received (see www.iso.org/patents).

Any trade name used in this document is information given for the convenience of users and does not
constitute an endorsement.

For an explanation of the voluntary nature of standards, the meaning of ISO specific terms and
expressions related to conformity assessment, as well as information about ISO's adherence to
the World Trade Organization (WTO) principles in the Technical Barriers to Trade (TBT), see
www.iso.org/iso/foreword.html.

This document was prepared by Technical Committee ISO/TC 211, Geographic information/Geomatics,
in collaboration with the European Committee for Standardization (CEN) Technical Committee CEN/TC
287, Geographic Information, in accordance with the Agreement on technical cooperation between ISO
and CEN (Vienna Agreement), and in collaboration with the Open Geospatial Consortium (0OGC).

This second edition cancels and replaces the first edition (ISO 19156:2011), which has been technically
revised.

The main changes are as follows:

— the UML model and the requirements/conformance class structure has been completely redesigned
to address the contemporary modelling and observation data provision use cases;

— the fundamental Observation model has remained largely the same asin ISO 19156:2011, but certain
carefully designed improvements and clarifications for the intended use have been included;

— the Sample model has been refined: given the integral nature of the Sample model, is has been
decided to include that term in the name of the document;

— Annex C has been added listing the changes between ISO 19156:2011 and this document.

Any feedback or questions on this document should be directed to the user’s national standards body. A
complete listing of these bodies can be found at www.iso.org/members.html.

Documents

Document Sharingi;XHub

Full document details: DIN EN ISO 19156:2024-08


http://www.avadocuments.com/doc/din-en-iso-19156-2024-08
http://www.avadocuments.com/doc/din-en-iso-19156-2024-08

DIN EN ISO 19156:2024-08
ISO 19156:2023(E)

Introduction

This document arises from work originally undertaken through the Open Geospatial Consortium’s
Sensor Web Enablement (SWE) activity. A set of interfaces and protocols was standardized through
which applications and services are able to access sensors of all types, and observations generated by
them, over the Web.

A new generation of geospatial standards is now emerging, based on general Web standards,
architecture and current practice, as described in W3C Spatial Data on the Web Best Practices.[31l This
includes several new standards for describing and publishing sensors and observations, such as the
OGC SensorThings API[22] and the W3C/0OGC Semantic Sensor Network Ontology.[28] This second edition
of ISO 19156 (now named “Observations, Measurements and Samples”, or abbreviated to "OMS") is
informed by these recent developments. The focus of revising ISO 19156:2011 is aimed at enabling the
publication of observation data as part of the Web of data, while also supporting other means of data
exchange.

The content presented in this document is derived from the previous edition published by Open
Geospatial Consortium as OGC 10-004r3, and also ISO 19156:2011. A technical note describing the
changes in comparison to ISO 19156:2011 is provided in Annex C.

The name and contact information of the maintenance agency for this document can be found at
Www.iso.org/maintenance_agencies.
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Geographic information — Observations, measurements
and samples

1 Scope

This document defines a conceptual schema for observations, for features involved in the observation
process, and for features involved in sampling when making observations. These provide models for
the exchange of information describing observation acts and their results, both within and between
different scientific and technical communities.

Observations commonly involve sampling of an ultimate feature-of-interest. This document defines a
common set of sample types according to their spatial, material (for ex situ observations) or statistical
nature. The schema includes relationships between sample features (sub-sampling, derived samples).

This document concerns only externally visible interfaces and places no restriction on the underlying
implementations other than what is needed to satisfy the interface specifications in the actual situation.

2 Normative references

The following documents are referred to in the text in such a way that some or all of their content
constitutes requirements of this document. For dated references, only the edition cited applies. For
undated references, the latest edition of the referenced document (including any amendments) applies.

ISO 19103, Geographic information — Conceptual schema language
[SO 19107, Geographic information — Spatial schema

ISO 19108, Geographic information — Temporal schema

3 Terms and definitions

For the purposes of this document, the following terms and definitions apply.

[SO and IEC maintain terminology databases for use in standardization at the following addresses:
— SO Online browsing platform: available at https://www.iso.org/obp

— IEC Electropedia: available at https://www.electropedia.org/

31
application schema
conceptual schema for data required by one or more applications

[SOURCE: ISO 19101-1:2014, 4.1.2]

3.2
coverage
feature that acts as a function to return values from its range for any direct position within its domain

[SOURCE: ISO 19123-1:—,1 3.1.8]

1) Under preparation. Stage at the time of publication: ISO/FDIS 19123-1:2023. Docu ments
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3.3
data type
specification of a value domain with operations allowed on values in this domain

EXAMPLE Integer, Real, Boolean, String and Date.
Note 1 to entry: Data types include primitive predefined types and user-definable types.
[SOURCE: ISO 19103:2015, 4.14]

3.4
domain
well-defined set

Note 1 to entry: All elements within a domain (set) are of a given type.

[SOURCE: ISO 19109:2015, 4.8, modified — Original Note 1 to entry has been replaced with a new Note
1 to entry.]

3.5
domain feature
feature of a type defined within a particular application domain

Note 1 to entry: This can be contrasted with observations and sampling features, which are features of types
defined for cross-domain purposes.

3.6

ex situ

off-site

referring to the study, maintenance or conservation of a specimen or population away from its natural
surroundings

Note 1 to entry: Opposite of in situ (on-site).

Note 2 to entry: An example of ex situ and direct is measuring a patient’s temperature with a mercury
thermometer in a blood sample.

Note 3 to entry: An example of ex situ and remote is measuring a patient’s temperature with an infra-red
thermometer pointed at the blood sample.

3.7
feature
abstraction of real-world phenomena

Note 1 to entry: A feature can occur as a type or an instance. In this document, feature instance is meant unless
otherwise specified.

[SOURCE: ISO 19101-1:2014, 4.1.11, modified — Note 1 to entry has been modified.]

3.8
feature-of-interest
subject of the observation

3.9
feature type
class of features having common characteristics
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3.10

in situ

on-site

referring to the study, maintenance or conservation of a specimen or population without removing it
from its natural surroundings

Note 1 to entry: Opposite of ex situ (off-site).

Note 2 to entry: An example of in situ and direct is measuring a patient’s temperature with a mercury
thermometer in the patient’s rectum.

Note 3 to entry: An example of in situ and remote is measuring a patient’s temperature with an infra-red
thermometer at a distance.

3.11
measure
<GML> value described using a numeric amount with a scale or using a scalar reference system

Note 1 to entry: When used as a noun, measure is a synonym for physical quantity.
[SOURCE: ISO 19136-1:2020, 3.1.41]

3.12
measurement
set of operations having the object of determining the value of a quantity

[SOURCE: ISO 19101-2:2018, 3.21]

3.13

observation

act carried out by an observer to determine the value of an observable property of an object (feature-of-
interest) by using a procedure, with the value provided as the result

3.14
observation result
estimate of the value of a property determined through a known observation procedure

3.15

observer

identifiable entity that can generate observations pertaining to an observable property by implementing
a procedure

Note 1 to entry: An observer is an instance of a sensor, instrument, implementation of an algorithm or a being
such as a person.

3.16
procedure
specified way to carry out an activity or a process

[SOURCE: ISO 9000:2015, 3.4.5, modified — Note 1 to entry has been deleted.]

3.17
process
set of interrelated or interacting activities that use inputs to deliver an intended result

[SOURCE: ISO 9000:2015, 3.4.1, modified — Notes 1-6 have been deleted.]

3.18
property
facet or attribute of an object referenced by a name

EXAMPLE Abby'’s car has the colour red, where “colour red” is a property of the car.
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Note 1 to entry: In some communities, the observed property is referred to as the measurand.
[SOURCE: ISO 19143:2010, 4.21, modified — Example and note have been added to the entry.]

3.19

property type

characteristic of a feature type

EXAMPLE Cars (a feature type) all have a characteristic colour, where “colour” is a property type.

Note 1 to entry: The value for an instance of an observable property type can be estimated through an act of
observation.

Note 2 to entry: In chemistry-related applications, the term “determinand” or “analyte” is often used.

3.20
proximate feature-of-interest
entity that is directly of interest in the act of observing

Note 1 to entry: This is a specialized form of the feature-of-interest.

3.21

range

<coverage> set of feature attribute values associated by a function, the coverage, with the elements of
the domain of a coverage

Note 1 to entry: This is consistent with the more generic definition of "range" in ISO 19107.
[SOURCE: ISO 19123-1:—, 3.1.47]

3.22
sample
object that is representative of a concept, real-world object or phenomenon

3.23

sampler

device or entity (including humans) that is used by, or implements, a sampling procedure to create or
transform one or more sample(s)

3.24

sensor

element of a measuring system that is directly affected by a phenomenon, body, or substance carrying a
quantity to be measured

[SOURCE: JCGM 200:2012, 3.8, modified — EXAMPLES and NOTE deleted.]

3.25
ultimate feature-of-interest
entity that is ultimately of interest in the act of observing

Note 1 to entry: This is a specialized form of the feature-of-interest.

3.26
unit of measure
reference quantity chosen from a unit equivalence group

Note 1 to entry: In positioning services, the usual units of measurement are either angular units or linear units.
Implementations of positioning services shall clearly distinguish between SI units and non-SI units. When non-SI
units are employed, it is required that their relation to SI units be specified.

[SOURCE: ISO 19116:2019, 3.29]
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3.27
value
element of a type domain

Note 1 to entry: A value considers a possible state of an object within a class or type (domain).

Note 2 to entry: A data value is an instance of a datatype, a value without identity.

Note 3 to entry: A value can use one of a variety of scales including nominal, ordinal, ratio and interval, spatial and
temporal. Primitive datatypes can be combined to form aggregate datatypes with aggregate values, including

vectors, tensors and images.

[SOURCE: ISO/IEC 19501:2005, 0000_5, modified — Notes 1- 3 to entry have been added.]

4 Document conventions

4.1 Abbreviated terms and acronyms

CIS Coverage Implementation Schema

EO Earth observation

GFM General Feature Model

GML Geography Markup Language

INSPIRE Infrastructure for Spatial Information in Europe

0&M Observations and measurements

OMS Observations, measurements and samples (this document)
0GC Open Geospatial Consortium

RDA Research Data Alliance

SensorML  OGC Sensor Model Language

SOS OGC Sensor Observation Service
STA OGC SensorThings API

SWE OGC Sensor Web Enablement
UML Unified Modeling Language
UoM unit of measure

URI Uniform Resource Identifier
XML Extensible Markup Language
2-D two-dimensional

3-D three-dimensional

4.2 Schema language

The conceptual schema specified in this document is in accordance with the Unified Modelling Language
(UML, ISO/IEC 19501), following the guidance of ISO 19103.
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The UML in Abstract Core and Basic packages is conformant with the profile described in
ISO 19136-1:2020, Annex E. Use of this restricted idiom supports direct transformation into a GML
Application Schema. The stereotype «FeatureType» states that a class is an instance of the «metaclass»
FeatureType (ISO 19109) and therefore represents a feature type.

The prose explanation of the model uses the term “property” to refer to both class attributes and
association roles. This is consistent with the General Feature Model described in ISO 19109. In the
context of properties, the term “value” refers to either a literal (for attributes whose type is simple),
or to an instance of the class providing the type of the attribute or target of the association. Within
the explanation, the property names (property types) are sometimes used as natural language words
where this assists in constructing a readable text.

4.3 Model element names

This document specifies a model for observations using terminology that is based on current practice
in a variety of scientific and technical disciplines. It is designed to be applied across disciplines, so the
best or “most neutral” term has been used in naming the classes, attributes and associations provided.
The terminology does not, however, correspond precisely with any single discipline. As an aid to
implementers, a mapping from the element names specified in this document to common terminology
in related application domains is provided in Annex B.

4.4 Requirements and recommendations

All requirements are normative and each is presented with the following template:

|Requirement /req/{pkg}/{classM}/{reqN} | [Normative statement]

where /req/{pkg}/{classM}/{reqN} identifies the requirement. The use of this layout convention
allows the normative provisions of this document to be easily located by implementers.

All defined classes, attributes and associations mentioned within requirements or recommendations
are shown in bold. These correspond to references to the definition of the referenced element.

The following base (/req/{pkg}/) has been used per package:

a) /req/obs-cpt: Conceptual Observation schema;

b) /req/obs-core: Abstract Observation Core;

c¢) /req/obs-basic: Basic Observations;

d) /req/sam-cpt: Conceptual Sample schema;

e) /req/sam-core: Abstract Sample core;

f) /req/sam-basic: Basic Samples.

In the lines below, the base (/req/{pkg}/) has been left out for better readability.

For naming of individual requirements pertaining to classes, the following syntax is used.

— {Class Name}-sem: The semantic definition of the concept, together with the naming of the Class.

For naming of individual requirements pertaining to attributes or associations, the following syntax is
used.

— {Attribute/Association Name}-sem: The semantic definition of the concept, together with the
naming of the attribute or association role. Except for cases where concepts are mandatory within
all packages, these statements are phrased to be cardinality-neutral, e.g. they apply to cardinality
0.
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— {Attribute/Association Name}-type: Type information pertaining to the attribute or association
when the type is constrained within one model package.

— {Attribute/Association Name}-card: Cardinality information pertaining to the attribute or
association, when the cardinality is constrained within one model package.

— {Attribute/Association Name}-con: Additional constraints. As these sometimes pertain to
multiple attributes or associations, this part of the name can become more complex.

Individual requirements are case-sensitive, following UML naming conventions. Requirements
pertaining to classes contain the class name in UpperCamelCase. Requirements pertaining to attributes
or associations utilize the attribute name or association role name in lowerCamelCase.

All recommendations are informative and each is presented with the following template:

|Recommendation /rec/{pkg}/{classM}/{recO} | [Informative statement]

where /rec/{pkg}/{classM}/{recO} identifies the recommendation. The use of this layout convention
allows the informative provisions of this document to be easily located by implementers.

4.5 Requirements classes

Each statement (requirement or recommendation) in this document is a member of a requirements
class.

All requirement classes are normative.

Each requirements class is described in a discrete clause and summarized using the following template:

Requirements class /req/{pkg}/{classM}

Target type [artefact or technology type]
Name Name of the requirements class
Imports /req/{pkg}/{classZ}
Requirement /req/{pkg}/{classM}/{reqN}
Recommendation /rec/{pkg}/{classM}/{recO}
Requirement /req/{pkg}/{classM}/{reqP}
Requirement/Recommendation [repeat as necessary]

All requirements in a class shall be satisfied. Hence, the requirements class is the unit of re-use and
dependency.

Dependency to another requirements class (and the requirements and recommendations defined in
it) is done using the “Imports” keyword. All requirements in a dependency shall also be satisfied by a
conforming implementation.

A requirements class may consist only of dependencies and introduce no new requirements.

4.6 Conformance classes

Conformance to this document is possible at a number of levels, specified by conformance classes in
accordance with Annex A. Each conformance class is summarized using the following template:

Conformance class /conf/{pkg}/{classM}

Requirements [Identifier for the requirements class]

Test purpose [Reason for test]

Test method [Method to determine if test fulfilled]

Test type [Type of test] DA nt 1ot o
e AT TR
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All tests in a class shall be passed. Each conformance class tests conformance to a set of requirements
packaged in a requirements class.

4.7 Identifiers

Each requirements class, requirement and recommendation is identified by a unique identifier. This
allows cross-referencing of class membership, dependencies and links from each conformance test
to the requirements tested. Appended to a base Uniform Resource Identifier (URI) that identifies the
specification as a whole, it enables the construction of a complete URI for identification in an external
context.

The entire Requirements and Conformance Structure, consisting of the individual requirements
and definitions together with the information on how these are linked together for the creation of
Requirements and Conformance classes, will be exposed in a machine-actionable format (such as the
one provided by the OGC Definitions Server).

The URI for each requirements class has the form:
http://www.opengis.net/spec/om/3.0/req/pkg/classM

The URI for each requirement has the form:
http://www.opengis.net/spec/om/3.0/req/pkg/classM/reqN
The URI for each recommendation has the form:
http://www.opengis.net/spec/om/3.0/rec/pkg/classM/recO
The URI for each conformance class has the form:

http://www.opengis.net/spec/om/3.0/conf/pkg/classM

4.8 Associations in UML context diagrams

The UML model described in this document is rather complex. To keep the text size readable in the
UML, context diagrams of this document only display certain associations of each class. Please refer
to the context diagram of a particular class to see all associations of that class. All associations of the
classes in each package are also shown in the detailed package overview diagrams in Annex E.

5 Conformance

5.1 Overview

Clauses 8 to 13 of this document use UML to present conceptual schemas for describing Observations.
These schemas define conceptual classes that:

a) may be considered to comprise a cross-domain application schema; or
b) may be used in application schemas, profiles and implementation specifications.

This flexibility is controlled by a set of UML types that can be implemented in a variety of manners. Use
of alternative names that are more familiar in a particular application is acceptable, provided that there
is a one-to-one mapping to classes and properties in this document.

The UML model in this document defines conceptual classes. Various software systems define
implementation classes or data structures. All of these reference the same information content. The
same name may be used in implementations as in the model, so that types defined in the UML model
may be used directly in application schemas.
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Annex A defines a set of conformance tests that will support applications whose requirements range
from the minimum necessary to define data structures to full object implementation.

5.2 Conformance classes

The conformance rules for Models in general are described in ISO 19109. Application Schemas also
claiming conformance to this document shall also conform to the rules specified in Clauses 8 to 13 and
pass all relevant test cases of the Abstract Test Suite in Annex A.

Depending on the characteristics of the implementing model application, schema or profile, one or
more of the declared conformance classes can be chosen for fine-grained Observations, measurements
and samples (OMS) conformance. Table 1, Table 2, Table 3, Table 4, Table 5 and Table 6 list all of these
classes by package, including their relative identifiers and the corresponding subclauses of the Abstract
Test Suite. The full URIs of the conformance classes are formed by prefixing the relative URI path as
described in 4.7.

Table 1 — Conceptual Observation schema conformance classes

Conformance class Identifier Subclause
Conceptual Observation schema package /conf/obs-cpt A1l
Conceptual Observation - Deployment /conf/obs-cpt/Deployment Al2
Conceptual Observation — Host /conf/obs-cpt/Host A.1.3
Conceptual Observation - ObservableProperty |/conf/obs-cpt/ObservableProperty Al4
Conceptual Observation - Observation /conf/obs-cpt/Observation A.1.5
Conceptual Observation - Observer /conf/obs-cpt/Observer Al.6
Conceptual Observation - ObservingProcedure |/conf/obs-cpt/ObservingProcedure A1.7
Conceptual Observation - Procedure /conf/obs-cpt/Procedure Al18

Table 2 — Abstract Observation Core conformance classes

Conformance class Identifier Subclause
Abstract Observation Core package /conf/obs-core A2.1
Abstract Observation Core - AbstractDeploy- |/conf/obs-core/AbstractDeployment A.2.2
ment
Abstract Observation Core - AbstractHost /conf/obs-core/AbstractHost A.2.3
Abstract Observation Core - AbstractObserva- | /conf/obs-core/AbstractObservableProperty A24
bleProperty
Abstract Observation Core - AbstractObserva- | /conf/obs-core/AbstractObservation A.2.5
tion
Abstract Observation Core - AbstractObserva- | /conf/obs-core/AbstractObservationCharacter- A2.6
tionCharacteristics istics
Abstract Observation Core — AbstractObserver | /conf/obs-core/AbstractObserver A.2.7
Abstract Observation Core - AbstractObserv- |/conf/obs-core/AbstractObservingProcedure A.2.8
ingProcedure
Abstract Observation Core - NamedValue /conf/obs-core/NamedValue A29
Abstract Observation Core - AbstractObserva- | /conf/obs-core/AbstractObservationCollection A.2.10
tionCollection

Table 3 — Basic Observations conformance classes

Conformance class Identifier Subclause
Basic Observations package /conf/obs-basic A3.1
Basic Observations - Deployment /conf/obs-basic/Deployment A.3.2
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Table 3 (continued)

Conformance class Identifier Subclause
Basic Observations — GenericDomainFeature /conf/obs-basic/GenericDomainFeature A.3.3
Basic Observations — Host /conf/obs-basic/Host A3.4
Basic Observations - ObservableProperty /conf/obs-basic/ObservableProperty A3.5
Basic Observations - Observation /conf/obs-basic/Observation A.3.6
Basic Observations - ObservationCharacteristics| /conf/obs-basic/ObservationCharacteristics A.3.7
Basic Observations - ObservationCollection /conf/obs-basic/ObservationCollection A.3.8
Basic Observations — Observer /conf/obs-basic/Observer A.39
Basic Observations - ObservingCapability /conf/obs-basic/ObservingCapability A.3.10
Basic Observations - ObservingProcedure /conf/obs-basic/ObservingProcedure A.3.11

Table 4 — Conceptual Sample schema conformance classes

Conformance class Identifier Subclause
Conceptual Sample schema package /conf/sam-cpt A4l
Conceptual Sample - PreparationProcedure /conf/sam-cpt/PreparationProcedure A4.2
Conceptual Sample - PreparationStep /conf/sam-cpt/PreparationStep A43
Conceptual Sample - Sample /conf/sam-cpt/Sample A44
Conceptual Sample - Sampler /conf/sam-cpt/Sampler A4S
Conceptual Sample - Sampling /conf/sam-cpt/Sampling A4.6
Conceptual Sample - SamplingProcedure /conf/sam-cpt/SamplingProcedure A.47

Table 5 — Abstract Sample Core conformance classes

Conformance class Identifier Subclause
Abstract Sample Core package /conf/sam-core A5.1
Abstract Sample Core - AbstractPreparation- |/conf/sam-core/AbstractPreparationProce- A.5.2
Procedure dure
Abstract Sample Core - AbstractPreparation- |/conf/sam-core/AbstractPreparationStep A.5.3
Step
Abstract Sample Core - AbstractSample /conf/sam-core/AbstractSample A5.4
Abstract Sample Core - AbstractSampler /conf/sam-core/AbstractSampler A5.5
Abstract Sample Core - AbstractSampling /conf/sam-core/AbstractSampling A.5.6
Abstract Sample Core - AbstractSamplingPro- |/conf/sam-core/AbstractSamplingProcedure A.5.7
cedure

Table 6 — Basic Samples conformance classes

Conformance class Identifier Subclause
Basic Samples package /conf/sam-basic A6.1
Basic Samples - MaterialSample /conf/sam-basic/MaterialSample A.6.2
Basic Samples - NamedLocation /conf/sam-basic/NamedLocation A.6.3
Basic Samples - PhysicalDimension /conf/sam-basic/PhysicalDimension A.6.4
Basic Samples - Sample /conf/sam-basic/Sample A.6.5
Basic Samples - SampleCollection /conf/sam-basic/SampleCollection A.6.6
Basic Samples - Sampler /conf/sam-basic/Sampler A.6.7
Basic Samples - Sampling /conf/sam-basic/Sampling A.6.8
Basic Samples - SpatialSample /conf/sam-basic/SpatialSample A.6.9
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Table 6 (continued)

Conformance class Identifier Subclause
Basic Samples - StatisticalClassification /conf/sam-basic/StatisticalClassification A.6.10
Basic Samples - StatisticalSample /conf/sam-basic/StatisticalSample A.6.11

6 Packaging, requirements and dependencies

6.1 Requirements

As OMS implementations often seamlessly integrate with existing data ecosystems, a very flexible
requirements and conformance structure is defined. This structure enables users to selectively mix
and match elements as required for their purposes from the OMS data model without the necessity of
achieving compliance with the entire data model.

Such flexibility is becoming increasingly relevant with the shift to Linked Data practices, where
different organizations maintain and expose only certain aspects of a larger distributed dataset.

EXAMPLE Some providers only serve information on Observable Properties or Monitoring Facilities, while
relying on other partners to provide information on measurement procedures. These can claim compliance to
those parts falling under their responsibility, while letting other data providers link to these resources.

For this purpose, a fine-grained structure for requirements and recommendations, requirements
classes and conformance classes has been defined. As far as possible, patterns from the OGC Modular
Specificationl2>] have been taken into account. However, pertaining to the alignment between UML
Packages and Conformance Classes, a relaxation of the requirement on one-to-one alignment between
UML Package and Conformance class has been proposed as follows.

a) Foreach UML Package, both a Requirements Class as well as a conformance class have been defined.

b) Additional Requirements Classes have been created for each Class appearing in the data model.
Conformance Classes are added accordingly to enable grouping of the former and support
references to either a group or an individual Requirement Class depending on the need.

c¢) Thematic domains can create additional Requirements and Conformance classes reflecting their
domain profiles by reference to existing Requirements and Requirements Classes.

As mentioned, as data provision paradigms increasingly shift towards distributed and linked
approaches, stipulating that all aspects of an information system conform explicitly to the same
underlying standards becomes increasingly difficult. Simultaneously, as distributed data provision
becomes increasingly ubiquitous, ever more communities are emerging dedicated to individual aspects
of the wider data provision landscape.

One example of such external definition and hosting pertains to the provision of observable properties.
In previous versions of the Observations and Measurements (0&M) Model, the observable properties
concept was only included as a metaclass, with the assumption that a reference to an existing code
list will be provided. Within the current OMS Model, the observable property has been upgraded to
a featureType. This is because emerging requirements show the need for a more detailed model for
this concept. Simultaneously, other communities, such as the Research Data Alliance (RDA), are also
working on observable property models (I-ADOPT). The same rationale can be applied to most concepts
from the OMS Model.

In order to expose this flexibility beyond the package structure described above, a fine-grained
hierarchical requirements class structure was created. A modular requirements class is provided for
each concept at all three levels of the model. In addition, a further requirements class that imports all
the modular classes provided for the individual concepts has been provided for each package.
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6.2 UML

6.2.1 UML package structure

OMS provides the relevant concepts for the structured description of observations, including the
sampling structure often essential for true understanding of the nature of the observations being
provided. As data provision mechanisms are transitioning towards highly distributed linked
approaches, the model structure and packaging has been significantly abstracted. This approach allows
implementers to explicitly select the concepts to be supported based on their requirements, while
clearly stating to which requirements and Conformance Classes their implementation complies. Both
the Observation and Sample sections of this model have been structured using the following layering of
packages.

a) Conceptual: Within the Conceptual Model Packages, only Interfaces are provided. These models
provide a very abstract view of the individual concepts they contain without reference to specific
implementations. This approach allows for the inclusion of semantically aligned objects from
external sources, which, although they have not been created under the OMS model, do provide
concepts sharing the same semantic meaning as the concepts from the Conceptual models.

b) Abstract Core: Within the Abstract Core Model Packages, only abstract featureTypes are provided
following the semantic structure of the Conceptual model (i.e. realizing the interfaces provided
by the Conceptual Model Packages). A consistent approach to metadata provision is introduced.
All associations from the abstract featureTypes reference the conceptual interfaces for greater
implementation flexibility. The Abstract Core Model Packages are foreseen for the creation of
domain models providing an Abstract Core ready for Extension.

c¢) Basic: Within the Basic Packages, simple concrete featureTypes (specializing the abstract ones
from the Abstract Core model) have been defined with some basic utility attributes added for
rapid out-of-the-box deployment. A few additional concepts pertaining to collections and potential
observations are introduced at this level.

6.2.2 UML package dependencies

Some model elements used in the schema are defined in other International Standards. Table 7 lists the
dependencies between the UML packages defined in this document and other International Standards,
and Figure 1 shows the dependencies of the entire OMS UML model package to the other International
Standards in a graphical form.

Table 7 — UML package level dependencies

ma

OMS Package Package International Standard Classes
Conceptual Observation sche- |Any type 1SO 19103:2015 Any
ma
Conceptual Observation sche- |Temporal Objects IS0 19108:2002 TM_Object
ma
Conceptual Observation sche- |Name types [SO 19103:2015 GenericName

Abstract Observation Core

Conceptual Observation
schema

[SO 19156:2023 (this docu-
ment)

TM_Instant, TM_
Period via the
Temporal Objects
dependency

Abstract Observation Core

General Feature Model

ISO 19109:2015

Feature concepts
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Table 7 (continued)

OMS Package Package International Standard Classes
Conceptual Sample schema Any type 1SO 19103:2015 Any
Conceptual Sample schema Temporal Objects 1SO 19108:2002 TM_Object
Conceptual Sample schema Name types IS0 19103:2015 GenericName
Conceptual Sample schema Conceptual Observation |ISO 19156:2023 (this docu- Observation,

schema ment) Procedure
Abstract Sample Core Conceptual Sample sche- |ISO 19156:2023 (this docu-
ma ment)
Abstract Sample Core General Feature Model 1SO 19109:2015 Feature concepts
Abstract Sample Core Geometry 1SO 19107:2019 Geometry
Abstract Sample Core Text IS0 19103:2015 CharacterString
Abstract Sample Core Abstract Observation ISO 19156:2023 (this docu- NamedValue
Core ment)
Basic Samples Abstract Sample core [SO 19156:2023 (this docu-
ment)
Basic Samples Web environment IS0 19103:2015 URI
Basic Samples Measure types ISO 19103:2015 Measure
pkg Figure 1: External package dependencies /
1SO 19103:2015 Conceptual schema language, conformance class CoreTypes
Name types Text Any type
c(J; rnoc': ’;‘Z /Tsfiifnﬁz 1?;0:\ (from 1SO TCA\Z::ISO 19103 (7 150 TC211::150 19103
150 19103 Editi gl AN Conceptual schéma language:: 7 Conceptual schema language::
ition 1) N 1SO 19103 Edition 1::Primitive ) 1SO 19103 Edition 1)
N tydes) s
I a
N ! 7
N I s
N I / 1SO 19103:2015 Conceptual schema language,
1SO FDIS 19156 Edition 2 | conformance class CoreExtendedTypes
General Feature Model
<< -—-—-—-——" M —— Web environment
(from ISO TC211::1SO 19109 1 ~ S
Rulesfarapplicaﬁqr:lschema::ISO (frém 150 TCZJ_L"\SO 19156 N - (from 1SO TC211::150 19103
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Edition 2) Edition 1)

Figure 1 — External UML package dependencies
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6.3 Note on the use of "Any”

The UML models defined in this document make extensive use of the Any interface defined in the
ISO 19103:2015 Any type package. The realized Any values of the associations with role names
proximateFeatureOfInterest, ultimateFeatureOfinterest, result, metadata, featureOfInterest
and sampledFeature may be of any type or a reference to a digital representation of an appropriate
concept. If they are of feature type, the values are not owned by the instances of referring classes, they
may have an independent life span from the referring classes, and they may be associated with more
than one instance of referring classes.

NOTE Any type can be owl:Thing, featureType, dataType

EXAMPLE1 Reference to SWEET Ontology:
http://sweetontology.net/realmAtmoBoundaryLayer#planetaryboundarylayer

EXAMPLE 2  Reference to SensorThings deployment: https://lubw-frost.docker01.ilt-dmz.iosb.fraunhofer.de/
v1.1/Locations(269)

EXAMPLE 3  Reference to the ISO 19115 series Metadata: https://inspire-geoportal.ec.europa.eu/resources/
INSPIRE-61494ff5-6fad-11e8-b649-52540023a883_20210415-080302/services/1/PullResults/701-750/43
.is019139.xml

EXAMPLE 4  Reference to an instance of borehole: https://data.geoscience.fr/id/borehole/BSSO01REWW
EXAMPLES5  Reference to a hydrostation: https://iddata.eaufrance.fr/id/HydroStation/Y251002001

EXAMPLE 6 Reference to a river segment: https://iddata.eaufrance.fr/id/WatercourseLinkSequence/
A0080300

EXAMPLE7  An (embedded) Boolean value as Result.
EXAMPLE8  An (embedded) SWE DataRecord.

EXAMPLE9  Elevation Coverage from an external WCS as an Observation Result: https://inspire.rasdaman
.org/rasdaman/ows?service=WCS&version=2.0.1&request=GetCoverage&coverageld=INSPIRE_EL&subset=
E(494500,496000)&subset=N(4654300,4655000)&format=image/jpeg

EXAMPLE 10 OMS MaterialSample -> Reference to a rock sample: https://www.geodata.rocks/Samples/SD
-5054_1_A_564_7WR_20-40

7 Fundamental characteristics of observations and samples (informative)
7.1 Observation schema

7.1.1 Property evaluation
Properties of a feature fall into two basic categories.
1) Value (e.g. name, price, legal boundary) assigned by some authority. These are exact.

2) Value (e.g. height, classification, colour) determined by application of an observation procedure.
These are estimates, with a finite error associated with the value.

The observation error typically has a systematic component, which is similar for all estimates made
using the same procedure, and a random component, associated with the particular application instance
of the observation procedure. If potential errors in a property value are important in the context of a
data analysis or processing application, then the details of the act of observation which provided the
estimate of the value are required.
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7.1.2 Observation

An observation is an act associated with a discrete time instant or period through which a number,
term or other symbol is assigned to a characteristic. This act involves application of a specified
procedure, such as a sensor, instrument, algorithm or process chain. The procedure may be applied
in situ, remotely, or ex situ with respect to the sampling location. The result of an observation is an
estimate of the value of a property of a given feature; an observation is a property-value-provider for
a feature-of-interest. Use of a common model allows observation data using different procedures to be
combined unambiguously.

In conventional measurement theory (e.g. References [11], [14], [15], [16], [18], [23]) the term
“measurement” is used. However, a distinction between measurement and category-observation has
been adopted in more recent work[1211171.[24] 5o the term “observation” is used here for the general
concept. “Measurement” may be reserved for cases where the result is a numerical quantity.

The observation itself is also a feature, since it has properties and identity.
Observation details are important for data discovery and for data quality estimation.

The observation could be considered to carry “property-level” instance metadata, which complements
the dataset-level and feature-level metadata commonly provided via catalogue services (e.g. the
[SO 19115 series or another community agreed one).

7.1.3 Properties of an Observation

An observation results in a value being assigned to a characteristic. The characteristic is a property of
a feature, the latter being the feature-of-interest of the observation. The observation uses a specified
procedure performed by an observer, which is often an instrument or sensor(1l[12] but may be a
process chain, human observer, an algorithm, a computation or a simulator. The key idea is that the
observation resultis an estimate of the value of some quality (property, characteristic) of the feature-of-
interest, and the other properties of the observation provide context or metadata to support evaluation,
interpretation and use of the result. Figure 2 (based on representation work done under INSPIRE[29])

provides a visual overview of this.

observedProperty

featureOfinterest

observer
observingProcedure

Figure 2 — Properties of an Observation

The relationship between the properties of an observation and those of its feature-of-interest is key to
the semantics of the data model elaborated in this document. This is further elaborated in Clause D.3.
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7.1.4 Observation location

The principal location of interest of an observation is usually associated with the ultimate feature-of-
interest.

However, the location of the feature-of-interest can potentially not be readily available. For example, in
remote sensing applications, a complex processing chain is required to geolocate the scene or swath.
In feature-detection applications, the initial observation can be made on a scene, but the entity to be
detected, which is the ultimate feature-of-interest, occupies some location within it. The distinction
between the proximate and ultimate feature-of-interest is a key consideration in these cases. The
proximate feature-of-interest is the object upon which the measurement is directly performed,
whereas the ultimate feature-of-interest is the object for which this measurement is ultimately seen as
representative of.

Other locations may be relevant in various scenarios. Sub-sampling at locations within the feature-of-
interest may occur. The procedure may involve a sensor located remotely from the ultimate feature-of-
interest such as in remote sensing, or where specimens are removed from their sampling location and
observations made ex-situ (the sampling schema description below elaborates on this). Furthermore,
the location of the feature-of-interest may be time-dependent.

The model is generic. The geospatial location of the feature-of-interest may be of little or no interest for
some observations (e.g. live specimens, observations made on non-located things like chemical species).

For these reasons, a generic Observation class does not have an inherent location property. Relevant
location information should be provided by the feature-of-interest, by the sampling procedure, or by
the observation procedure, according to the specific scenario.

NOTE In contrast to spatial properties, some temporal properties are associated directly with an observation
(8.2.3; 8.2.4). This is due to the fact that an observation is a kind of event so its temporal characteristics are
fundamental, rather than incidental.

7.1.5 Result types

Observation results may have many datatypes, including primitive types like category or measure, but
may also have more complex types such as time, location and geometry. Complex results are obtained
when the observed property requires multiple components for its encoding. Furthermore, if the
property varies on the feature-of-interest, then the result is a coverage, whose domain extent is the
extent of the feature. In reality, the result will typically be sampled discretely on the domain and may
be represented as a discrete coverage.

Building on this, specialized observation types can be defined by communities to describe the type of
result provided, expressed using a terminology common to that community.

7.1.6 Use of the observation model

The observation model takes a data-user-centric viewpoint, emphasizing the semantics of the feature-
of-interest and its properties. This contrasts with sensor-oriented models, which take a process- and
thus a provider-centric viewpoint.

The digital representation of an observation is a property-value-provider for a feature-of-interest. Aside
from the result, the details of the observation event are primarily of interest in applications where an
evaluation of errors in the estimate of the value of a property is of concern. The observation could be
considered to carry “property-level” instance metadata, complementing the dataset-level and feature-
level metadata that have been conventionally considered (e.g. [SO 19115-1).

Additional discussion of the application of the observation and sample models, and nuances within
these, is provided in Annex D.

Documents

16 Document Sharing Hub

Full document details: DIN EN ISO 19156:2024-08


http://www.avadocuments.com/doc/din-en-iso-19156-2024-08
http://www.avadocuments.com/doc/din-en-iso-19156-2024-08

DIN EN ISO 19156:2024-08
ISO 19156:2023(E)

7.2 Sample schema

7.2.1 Role of sample features

A sample may act as a proxy for the ultimate feature-of-interest of an observation, and be associated
with this observation by the role feature-of-interest. In this case the sampled-feature association of
the sample would point upwards in the chain of sampled features leading to the ultimate feature-of-
interest of the observation. The sample may also be associated with observations, both those being
made directly on the sample as well as observations on other samples.

7.2.2 Proximate vs. ultimate feature-of-interest

7.2.2.1 Introduction

The observation model maps the result of the application of a procedure to a subject, which plays the role
of feature-of-interest of the observation. However, the proximate feature-of-interest of an observation
is not always the ultimate domain-specific feature whose properties are of interest in the investigation
of which the observation is a part. There are three circumstances that can lead to this:

a) the observation does not obtain values for the whole of a domain feature;
b) the observation is performed on a proxy that is not part of the domain feature;

c) the observation procedure obtains values for properties that are not characteristic of the type of
the ultimate feature.

Furthermore, in some practical situations, multiple differences apply.

7.2.2.2 Proximate feature-of-interest embodies a sample design

In some cases, for various reasons, the domain feature is not fully accessible. In such circumstances,
the procedure for estimating the value of a property of the domain feature involves sampling in
representative locations. Then the procedure for transforming a property value observed on the sample
to an estimate of the property on the ultimate feature-of-interest depends on the sample design.

EXAMPLE1 The chemistry of water in an underground aquifer is sampled at one or more positions in a well or
bore.

EXAMPLE 2 The magnetic field of the earth is sampled at positions along a flight-line. In contrast to the well in
the EXAMPLE 1, the flight-line does not represent a real-world object.

EXAMPLE 3  The structure of a rock mass is observed on a cross-section exposed in a river bank.

EXAMPLE 4  The bubble of air around the intake of an air quality monitoring station is taken as representative
for the wider air around the station. Again, a virtual feature serves as proximate feature-of-interest.

In other cases, where direct observation of the domain feature is not possible, the observation may be
performed on a proxy.

EXAMPLES5 In order to measure the intensity of the sun’s light, the reflectance on a white sheet of paper can
be utilized as a proxy for the sun’s intensity.

In some cases, the observation procedure obtains values for properties that are not characteristic of
the type of the ultimate feature.

EXAMPLE 6  The salinity of water in a well is measured, the feature-of-interest of this well is an aquifer.
However, the final target of the observation is the fluid body contained within the aquifer (see Figure 8).
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7.2.2.3 Observed property is a proxy

The procedure for obtaining values of the property of interest may be indirect, relying on direct
observation of a more convenient parameter which is a proxy for the property of interest. Application of
an algorithm or processing chain obtains an estimate of the ultimate property of interest.

The observation model requires that the feature-of-interest of the initial observation be of a type that
carries the observed property within its properties. Thus, if the proxy property is not a member of the
ultimate feature-of-interest, a proxy feature with a suitable model shall be involved.

EXAMPLE1 Aremote sensingobservation can potentially obtain the reflectance colour, when the investigation
is actually interested in vegetation type and quality. The feature which contains reflectance colour is a scene or
swath, while the feature carrying vegetation properties is a parcel or tract.

EXAMPLE 2  The direct value coming from a sensor can be quantified as a voltage, whereas the observed
property represented by this voltage is the physiochemical value being observed by the sensor (e.g. pH).

7.2.2.4 Combination

These variations may be combined if exhaustive observation of the domain feature is impractical, and
direct measurement is of a proxy property.

EXAMPLE For certain styles of mineralization, the gold concentration of rocks in a region can be estimated
through measurement of a related element (e.g. copper) in a specimen of gravel collected from a stream that
drains part of the region. The gravel samples the rocks in the catchment of the stream, i.e. in the stream bed and
upslope.

7.2.3 Role of samples

Samples are artefacts of an observational strategy and have no significant function outside of their role
in the observation process. The physical characteristics of the samples themselves are of little interest,
except perhaps to the manager of a sampling campaign.

EXAMPLE1 In various countries/domains, terms like “site” and station” are encountered. These usually
correspond to an identifiable locality where a monitoring facility (host, platform, etc.) has been established,
or sensors or other measurement devices (observers) have been deployed to acquire observations on a given
observable property applying a specific procedure. In the context of the observation model, the spatial sample
(both proximate and ultimate) connotes the world in the vicinity of the observer/sampler, so the observed
properties relate to the physical medium at the observer/sampler described by the sample, and not to any physical
artefact such as a mooring, buoy, benchmark, monument, well, and so forth that are potentially described by the
Host.

EXAMPLE 2 In some domains, elements are taken from their natural environment (ex situ), curated and
preserved for the purpose of keeping a trace of their existence. Examples include biodiversity studies, crop seed
preservation, etc. In those cases, the material samples considered are called specimen. It is for this reason that
the class named "SF_Specimen" in the previous edition of this document has been renamed "MaterialSample" in
this edition.

EXAMPLE 3  Statistical samples usually apply to populations or other sets, of which a certain subset can be of
specific interest.

NOTE A transient spatial sample, such as a ship-track or flight-line, can be identified and described, but is
unlikely to be revisited exactly.

A sample is intended to sample some object in an application domain. However, in some cases the
identity, and even the exact type, of the sampled object is not known when observations are made using
the sample.

7.2.4 Sampling process

Understanding the process by which samples are obtained is often essential to understanding the
context of subsequent measurements on this object (feature-of-interest). Different sampling strategies
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can provide vastly different samples, in turn leading to different result values in observations pertaining
to these samples.

A sample is created through the act of sampling, whereby a sampler follows a defined procedure in
order to identify and/or extract representative samples from the ultimate feature-of-interest.

The nature of the sampler varies by sampling strategy; at one end of the spectrum the sampler can be a
sensor or other automated measurement device; at the other end of the spectrum the sampler can be a
human being providing observations or taking partin a biodiversity survey campaign.

As a dependence on the sampling strategy, a sampling procedure appropriate to the sampling act to be
performed needs to be selected and defined. For the provision of fine-grained information pertaining
to the sampling process, multiple sampling procedures can be applied to one sampling act. Multiple
sampling procedures can also be required for the case where one sampling process classifies samples
in accordance with multiple criteria.

EXAMPLE1 When performing observations on populations, these can potentially first be sampled by gender
and age. Sampling procedures describing the criteria utilized for gender and age classification can be provided
individually.

A sampling event can involve very different samples, whereby some of these samples can serve purely
to provide contextual information pertaining to the sampling event.

EXAMPLE 2  When sampling water from a river, information on the meteorology at the time of sampling can be
relevant for the interpretation of measurements obtained on the water sample.

7.2.5 Classification of samples

A small number of common sampling patterns, similar across domains, provide a basis for processing
and portrayal tools, and depend particularly on the geometry of the sample design. These provide a
basis for processing and portrayal tools which are similar across domains, and depend particularly on
the geometry of the sample design. Common names for sampling features include specimen, sample,
site, profile, transect, path, swath and scene.

Spatial sampling is classified primarily by the topological dimension. Material samples can provide
information on their original source location, but are more often characterized by their size and storage
location.

In addition, various preparation steps may be performed on samples both before and after observations
are performed on the sample.

Additional information on provenance, curation and methods of archiving a sample has been delegated
to external standards that may be referenced via the ‘metadata’ association that can be provided for all
types contained within the Sampling model.

7.3 Alignment between Observation, Sample and domain models

7.3.1 Model consistency

The type of the feature-of-interest is defined in an application schema (ISO 19109). This may be part of
a domain model, or may be from a cross-domain model, such as Sample (Clause 11). The feature type
defines its set of characteristics as properties. For consistency, the feature-of-interest shall carry the
observed property as part of the definition of its type (e.g. Figure 3).

EXAMPLE A pallet with the characteristic mass is to be described via a feature model. In the simplest
form, an interface “Pallet” can be defined as having the attribute “mass” of type “Measure” describing the mass
characteristic of the pallet being described (Figure 3). However, when using this direct approach, no further
measurement metadata is available; only the numeric mass is provided together with the unit of measurement.
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object Figure 3: Model Consistency Simplcy

«interface»
Pallet

+ mass(): Measure

7

Simple4711: Pallet

mass.uom = kg
mass.value = 25

NOTE Simple example for model consistency.
Figure 3 — (Example) Pallet interface

Alternatively, through utilization of the OMS model, an observation providing the value of this property
for the feature being investigated may be utilized to fulfil the data requirements ensuing from the Pallet
Interface. This approach makes it possible for the information system to ‘describe’ how the result (here
mass value) was obtained together with the relevant value.

For this purpose, the observation shall have observedProperty “mass”, the result shall be of the
type “Measure” and the scale (unit of measure) shall be suitable for mass measurements. Thus, the
requirements ensuing from the Pallet Interface are fulfilled, while additional relevant measurement
meta-information is also provided; model consistency has been ensured. This approach is illustrated in
Figure 4.
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object Figure 4: Model Consistency /

«interface»
Pallet

+ mass(): Measure

AN

P4711: Pallet Mass: ObservableProperty StrainGauge: ObservingProcedure
+featureOfinterest name = Mass link = http://.../strain_gauge
link = http://vocab.nerc.ac.uk/.../P24/.../NMASS/
+observableProperty +observingProcedure
+mass
+result | Result: Measure
PalletMass: Observation
uom = kg
value =25
NOTE The observed property (mass) is a characteristic associated with the type of the feature-of-interest

(Pallet) and the procedure and result type are also suitable.

Figure 4 — (Example) An observation with consistent properties

Figure 5 shows a complete representation of a mass observation. In addition to the basic information
provided with the observation in Figure 4, information on the specific measurement device used
is provided together with information on where this device was deployed as the observation was

performed.
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object Figure 5: Model Consistency Complete /

«interface»
Pallet

+ mass(): Measure

P4711: Pallet Mass: ObservableProperty StrainGauge: ObservingProcedure
+featureOflnterest name = Mass link = http://.../strain_gauge

link = http://vocab.nerc.ac.uk/.../P24/.../NMASS/

+observableProperty +observingProcedure

+mass

PalletMass: Observation Hregylt Result: Measure
uom = kg
value =25
+host +observer
pZ
MeasurementRoom: Host +host ScaleDeployment: Deployment +deployment Scales: Observer
location = POINT(30 10) depl deploymentReason = Need to weigh pallets b link = http://.../T1_Pallat_Scale
link = http://.../BMS/Rooms/123 +deployment deploymentTime = 20180706 +observer

NOTE For additional context, the Observer, Host and Deployment have been added.
Figure 5 — (Example) An observation with complete properties

An attribute from within the conceptual model can be instantiated as an Observation in the concrete
realization. The attributes that have been defined for the domain feature within the interface, in the
example “mass” and “uom”, can be realized through the association of an Observation carrying this
information. Formally, these two representations both realize the defined interface.

Based on the use case, when modelling, it is necessary to decide whether solely providing information
of type "Measure" with UoM is sufficient for the domain considered. In some cases, the full OMS model
is required to actually discover, exchange and reuse data properly. For example, a single attribute
"lake surface" will be sufficient for most mapping agency needs, whereas a more thorough observation
description of how that surface was measured and when (e.g. dam empty/full, rainfall observation, etc.)
is important for water management needs.

7.3.2 Relationship between Sample and domain features

A Sample feature is established in order to make observations concerning some domain feature. The
association “sampledFeature” links the Sample feature to the feature which this Sample feature was
designed to sample. The target of this association is usually a real-world feature from an application
domain (see Figure 6).

EXAMPLE A profile typically samples a water- or atmospheric-column; a well samples the water in an
aquifer; a tissue specimen samples a part of an organism.
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class Figure 6: Relationship between Sample and domain features /

+relatedObservation 0..*

| context: G\vfericName |

«interface»
Conceptual Observation schema::Observation
4 +featureOfinterest
«interface» ) -
T Domam + phenomenonTlme. TM_ObJect
1..% + resultTime: TM_Object
+ validTime: TM_Period [0..*]
+sampledFeature 1.%
| context: ericName |
0..* | +relatedObservation
«interface»
Conceptual Sample schema::Sample

| context: C;é\ericName |

+relatedSample 0..*

Figure 6 — (Informative) Relationship between Sample and domain features
Both the Sample feature and the domain feature can potentially appear as the feature-of-interest. If a
Sample feature is involved, it samples a feature of a type defined in a domain model.
Any domain object can be a featureOfInterest of an Observation.

The more refined example described in Figure 7 further explains how both Sample and Observation
from the OMS model can interact with a domain model.

In this example, Well, Aquifer and FluidBody are modelled outside the OMS model (in OGC:GWML2
respectively under GW_Well, GW_Aquifer and GW_FluidBody) but:

a) the Well also conforms to the Sample requirements;

b) instances from the domain model are the proximate and ultimate features of interest of the
WaterSalinity observation.

The Well that samples the Aquifer acts as a proxy to the Aquifer in the observation act. The Well is thus
considered as the proximateFeatureOfInterest of the Observation. The sampledFeature (the aquifer) of
the Well is the ultimateFeatureOfInterest.
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class Figure 7: Sampling cascade /

+relatedSample 0..*

context: GgyiericName

«interface»
Sample

+content «interface»

FluidBody
/ + salinity: Measure
«interface»

+sampledFeature Aquifer

A

|
«interface» |
Well |
A 143AE05: Aquifer
|
|
|
| +ultimateFeatureOfinterest
|
|
1
+proximateFeatureOflnterest - 3 +observedPropert; .
W5478: Well WellSalinity: Observation Salinity: ObservableProperty

+relatedObservation

+result

SalinityValue: Measure

uom = mg/|
value = 760

Figure 7 — (Example) Sampling Cascade example including domain features

Depending on the use case, it is advisable to push the modelling choice a step further and instantiate
a FluidBody in the system according to the semantics of the domain model (Well, Aquifer, FluidBody).
The example is further refined accordingly in Figure 8. Then, depending on the viewpoint considered,
either the instance of the Aquifer and/or the instance of the fluidBody can be considered as the
ultimateFeatureOfInterest of the Observation. The Well remains the proximateFeatureOfInterest.
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class Figure 8: Sampling cascade (complex) /

+relatedSample 0..*

(o

«interface»
Sample

«interface»
FluidBody

+content

+  salinity: Measure

A

«interface»
Aquifer

A

|
| FB54376: FluidBody
|

+sampledFeature

«interface»
Well 143AE05: Aquifer

+ultimateFeatureOfinterest

+ultimateFeatureOflnterest

r

+proximateFeatureOfInterest +observedPrope

W5478: Well WellSalinity: Observation Salinity: ObservableProperty

+relatedObservation

+result

SalinityValue: Measure

uom = mg/|
value = 760

Figure 8 — (Example) Complex Sampling Cascade example referencing external domain feature

8 Conceptual Observation schema
8.1 General

8.1.1 Conceptual Observation model

The Conceptual Observation schema is described as a class diagram in Figure 9. The schema is fully
described in 8.1.2.
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class Figure 9: Conceptual Observation schema - overview/

«interface»
Procedure 0..*\|/ +observingProcedure 0..*\|/ +observer
+observer
yi § «interface» «interface» +observableProperty 0..*% «interface»
ObservingProcedure ObservableProperty Observer 0%
0..* +observer "’
1 +observingProcedure 1 +observedProperty 0..% +observer
+deployment \|/0,.*
0..*\|/ +relatedObservation 0..*\|/ +relatedObservation ]
«interface»
text: Gi icN: text: Gi icN:
From ISO 19103 Conceptual schema conte enericlame conte enericfame 0.% Depicyinent
language - Any type «interface» = 1
Domain T e <qutext—Generchare +deployment 0.*

+relatedObservation
+ phenomenonTime: TM_Object
+ resultTime: TM_Object 0..%

+ validTime: TM_Period [0..*] —
<qntext-Gemericiane

+relatedObservation

1..* \| +featureOfinterest

«interface»
Any 1 Range

constraints
{/rec/obs-cpt/Observation/observedProperty-con}
{/rec/obs-cpt/Observation/observerhost-con} .
{/rec/obs-cpt/Observation/observingProcedure-con} 0. +host «interface»

{/rec/obs-cpt/Observation/phenomenonTimeResult-con} | context: GenericName Host
{/rec/obs-cpt/Observation/result-con} T 0..*

+relatedObservation
context: gé\r\ericName

+relatedHost 0..*

+resuft

+host 0..%

{/rec/obs-cpt/Observation/uom-con}
{/req/obs-cpt/Observation/uom}

context: ﬁ?}ericName
+relatedObservation 0..*

Figure 9 — Conceptual Observation schema overview

8.1.2 Conceptual Observation schema package Requirements Class

Requirements Class /req/obs-cpt

Target type Conceptual model

Name Conceptual Observation schema package

Dependency IS0 19103:2015, Geographic information — Conceptual schema language, UML2
conformance class

Imports /req/obs-cpt/Observation

Imports /req/obs-cpt/ObservableProperty

Imports /req/obs-cpt/Procedure

Imports /req/obs-cpt/ObservingProcedure

Imports /req/obs-cpt/Observer

Imports /req/obs-cpt/Host

Imports /req/obs-cpt/Deployment

8.1.3 Association relatedObservation

Requirement
/req/obs-cpt/gen/relatedObservation-sem

An Observation the object is related to.

If a reference to a related Observation is provided, the
association with role relatedObservation shall be used.
The context:GenericName qualifier of this association
may be used to provide further information as to the
nature of the relation.
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8.2.1 Observation Requirements Class

Requirements Class /req/obs-cpt/Observation

Target type Conceptual model

Name Conceptual Observation - Observation

Dependency ISO 19103:2015, Geographic information — Conceptual schema language, UML2
conformance class

Dependency [SO 19103:2015, Geographic information — Conceptual schema language, Core-
Types conformance class

Dependency [SO 19108:2002, Geographic information — Temporal schema, Application sche-
mas for data transfer conformance class

Requirement /req/obs-cpt/Observation/Observation-sem

Requirement /req/obs-cpt/Observation/phenomenonTime-sem

Requirement /req/obs-cpt/Observation/phenomenonTime-card

Requirement /req/obs-cpt/Observation/resultTime-sem

Requirement /req/obs-cpt/Observation/resultTime-card

Requirement /req/obs-cpt/Observation/validTime-sem

Requirement /req/obs-cpt/Observation/featureOfInterest-sem

Requirement /req/obs-cpt/Observation/featureOfInterest-card

Requirement /req/obs-cpt/Observation/observedProperty-sem

Requirement /req/obs-cpt/Observation/observedProperty-card

Requirement /req/obs-cpt/Observation/result-sem

Requirement /req/obs-cpt/Observation/result-card

Requirement /req/obs-cpt/Observation/observingProcedure-sem

Requirement /req/obs-cpt/Observation/observingProcedure-card

Requirement /req/obs-cpt/Observation/observer-sem

Requirement /req/obs-cpt/Observation/host-sem

Recommendation /rec/obs-cpt/Observation/observerhost-con

Recommendation /rec/obs-cpt/Observation/observedProperty-con

Recommendation /rec/obs-cpt/Observation/observingProcedure-con

Recommendation /rec/obs-cpt/Observation/result-con

Recommendation /rec/obs-cpt/Observation/phenomenonTimeResult-con

Requirement /req/obs-cpt/gen/relatedObservation-sem

Requirement /req/obs-cpt/Observation/uom

Recommendation /rec/obs-cpt/Observation/uom-con

8.2.2 Interface Observation

Requirement An Observation shall be defined as an act carried out
/req/obs-cpt/Observation/Observation-sem by an Observer to determine the value of an Observ-
ableProperty of an object (featureOfInterest) by
using an ObservingProcedure; the value is provided
as the result.

NOTE It is important to note that the terms ‘observation’, ‘interpretation’, ‘forecast’ and ‘simulation’ do
correspond to this definition. This aspect is further clarified in Clause 7.
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8.2.3 Attribute phenomenonTime

Requirement The time for which the result applies to the character-
/req/obs-cpt/Observation/phenomenon- istic of the FeatureOfInterest being observed.
Time-sem

If the phenomenonTime is described, this shall be pro-
vided by the attribute phenomenonTime:TM_Object

NOTE1 The phenomenonTime is often the time of interaction with a real-world feature either by a
SamplingProcedure (time at which a Sample has been taken) or by an ObservingProcedure.

NOTE 2 If the result is the average of multiple samples taken at different times, then the phenomenonTime is
the time interval over which these measurements were taken.

Requirement An Observation shall have exactly 1 phenomenonTime.
/req/obs-cpt/Observation/phenomenon-

Time-card

Recommendation If the observedProperty of an Observation is ‘oc-
/rec/obs-cpt/Observation/phenomenonTim- currence time’ then the result should be the same as
eResult-con the phenomenonTime.

8.2.4 Attribute resultTime

Requirement The instant of time when the result of the Observation
/req/obs-cpt/Observation/resultTime-sem became available.

If the resultTime is described, this shall be provided
by the attribute resultTime:TM_Object

EXAMPLE1 The resultTime typically corresponds to when the Procedure associated with the Observation
was completed. For some observations this is identical to the phenomenonTime. However, there are important
cases where they differ.

EXAMPLE 2  Where a measurement is made on a specimen in a laboratory, the phenomenonTime is the time
the specimen was retrieved from its host, while the resultTime is the time the laboratory procedure was applied.

EXAMPLE 3  TheresultTime also supports disambiguation of repeat measurements made of the same property
of a feature using the same procedure.

EXAMPLE 4  Where sensor observation results are post-processed, the resultTime is the post-processing time,
while the phenomenonTime is the time of initial interaction with the world.

EXAMPLES5  Simulations can be used to estimate the values for phenomena in the future or past. The
phenomenonTime is the time to which the result applies, while the resultTime is the time at which the simulation
was executed.

Requirement An Observation shall have exactly 1 resultTime.
/req/obs-cpt/Observation/resultTime-card

8.2.5 Attribute validTime

Requirement The time interval during which the result is assumed
/req/obs-cpt/Observation/validTime-sem to be applicable for use.

If validTime(s) are described, they shall be provided
by the attribute validTime:TM_Period

NOTE This attribute is commonly required in forecasting applications.
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Requirement The subject of the Observation.

él;igécr)r?s-cpt/Observatlon/featureOflnter- The reference(s) to featureOfInterest(s) shall be
provided using the association Domain with the role
featureOfInterest.

EXAMPLE1 An instance of a feature modelled in a specific domain model (Borehole according to OGC

GeoSciML).

EXAMPLE 2 The bubble of air around the intake of an air quality monitoring station.

EXAMPLE 3  An existing well being used for water quality measurements.

NOTE1 The featureOfInterest can be of Any type.

NOTE 2

This object is either the real-world object whose properties are under observation, or it is an object

used as a proxy for a real-world object that is not directly observable, as described in 7.2. An observation instance
serves as a propertyValueProvider for its feature-of-interest.

Requirement
/req/obs-cpt/Observation/featureOfInter-
est-card

An Observation shall have atleast 1 featureOfInterest
and may have more than 1 in cases where objects are
created with the intention to sample the real-world object

The cardinality of the featureOfInterest association
shall be 1 at minimum.

8.2.7 Association observedProperty

Requirement The ObservableProperty that is the subject of the Ob-

/req/obs-cpt/Observation/observedProper- |servation.

ty-sem If areference to an ObservableProperty is provided, the
association with the role observedProperty shall be used.

Requirement An Observation shall have exactly 1 observedProperty.

/req/obs-cpt/Observation/observedProper-

ty-card

8.2.8 Association result

Requirement
/req/obs-cpt/Observation/result-sem

The result of the Observation.

If a reference to a result is provided, the association
Range with the role result shall be used.

NOTE 1
NOTE 2

NOTE 3
refer to the result itself.

The result can be of Any type as it can represent the value of any feature property.
If the observed property is a spatial operation or function, the type of the result can be a coverage.

In some contexts, particularly in earth and environmental sciences, the term “observation” is used to

Requirement
/req/obs-cpt/Observation/result-card

An Observation shall have exactly 1 result.

Full document details: DIN EN ISO 19156:2024-08

Documents

Document Shari%—lub


http://www.avadocuments.com/doc/din-en-iso-19156-2024-08
http://www.avadocuments.com/doc/din-en-iso-19156-2024-08

DIN EN ISO 19156:2024-08
ISO 19156:2023(E)

8.2.9 Association observingProcedure

Requirement The ObservingProcedure is used by the Observation
/req/obs-cpt/Observation/observingProce- to determine the value of the ObservableProperty
dure-sem provided by the result.
Ifareference to an ObservingProcedure is provided,
the association with the role procedure shall be used.
EXAMPLE Observed radiance wavelength is determined by the response characteristics of the sensor.

A description of the observation procedure provides or implies an indication of the reliability or quality

of the observation result.

Requirement
/req/obs-cpt/Observation/observingProce-
dure-card

An Observation shall have exactly 1 observingPro-
cedure.

8.2.10 Association observer

Requirement
/req/obs-cpt/Observation/observer-sem

An Observer that is involved in the creation of this
Observation.

If a reference to an Observer is provided, the associ-
ation with the role observer shall be used.

8.2.11 Association host

Requirement
/req/obs-cpt/Observation/host-sem

A Host that is involved in the creation of this Obser-
vation.

If a reference to a Host is provided, the association
with the role host shall be used.

8.2.12 Constraint Observer or Host

Recommendation
/rec/obs-cpt/Observation/observerhost-con

At least one Observer or Host should be provided.

8.2.13 Constraint ObservableProperty characteristic associated with featureOfInterest

Recommendation
/rec/obs-cpt/Observation/observedProper-
ty-con

The ObservableProperty referenced by observed-
Property should correspond to a characteristic
associated with the featureOfInterest.

8.2.14 Constraint suitable ObservableProperty

Recommendation
/rec/obs-cpt/Observation/observingProce-
dure-con

The ObservingProcedure referenced by proce-
dure should be suitable for the associated Observ-
ableProperty.

8.2.15 Constraint suitable result type

Recommendation
/rec/obs-cpt/Observation/result-con

The type of the result provided by the result
association should be suitable for the associated
ObservableProperty.
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8.2.16 Constraint unit of measure

Requirement The Observation shall provide a unit of measure
/req/obs-cpt/Observation/uom (UoM) if the result is measurable. If the UoM is not
contained in the result, it shall be provided in the
context of the Observation; the provision modality
is to be defined by communities.

Recommendation The unit of measure should be suitable for the associ-
/rec/obs-cpt/Observation/uom-con ated ObservableProperty and ObservingProcedure.

NOTE 1 Inthe case where the result of the Observation is a classification, for which no unit exists, the UoM can
be declared as unitless (e.g. referencing the QUDTI27] https://qudt.org/vocab/unit/UNITLESS or UCUMI!9 entry
for “no units”).

8.3 ObservableProperty

8.3.1 ObservableProperty Requirements Class

Requirements Class /req/obs-cpt/ObservableProperty

Target type Conceptual model

Name Conceptual Observation - ObservableProperty

Dependency IS0 19103:2015, Geographic information — Conceptual schema language, UML2
conformance class

Requirement /req/obs-cpt/ObservableProperty/ObservableProperty-sem

Requirement /req/obs-cpt/ObservableProperty/observer-sem

Requirement /req/obs-cpt/gen/relatedObservation-sem

8.3.2 Interface ObservableProperty

Requirement An ObservableProperty shall be defined as a quality
/req/obs-cpt/ObservableProperty/Observable- |(property, characteristic) of the feature-of-interest
Property-sem that can be observed.

EXAMPLE1 The height of a tree, the depth of a water body, or the temperature of a surface are examples of
observable properties, while the value of a classic car is not (directly) observable but asserted.

EXAMPLE 2 Groundwater Level.

On a groundwater well, the:

a) Groundwater Level (1 observable property)

is monitored

b) with an automated probe (that remains in the ground all year, constituting 1 procedure).
In addition, the groundwater well is revisited in the context of physical campaigns, where the:
c¢) Groundwater Level (still the same observable property as above)

is measured, but

d) with a manual probe (this is a different procedure than used above).

This allows for checking whether the probe needs recalibration.
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8.3.3 Association observer

Requirement An Observer capable of observing this Observable-
/req/obs-cpt/ObservableProperty/observ- Property.
er-sem

If a reference to the Observer is provided, the associ-
ation with the role observer shall be used.

8.4 Procedure

8.4.1 Procedure Requirements Class

Requirements class /req/obs-cpt/Procedure

Target type Conceptual model

Name Conceptual Observation - Procedure

Dependency IS0 19103:2015, Geographic information — Conceptual schema language, UML2
conformance class

Requirement /req/obs-cpt/Procedure/Procedure-sem

8.4.2 Interface Procedure

Requirement A Procedure shall be defined as a description of steps
/req/obs-cpt/Procedure/Procedure-sem performed.

NOTE1 Procedure is an abstract concept that is then further specialized in the various procedure types
defined in this document. All share the commonality of describing a defined series of steps to a specific purpose.

NOTE 2 The term "process" that was used in ISO 19156:2011 was purposely dropped in this document to
avoid unnecessary confusion between the terms “procedure” and “process”.

8.5 ObservingProcedure

8.5.1 ObservingProcedure Requirements Class

Requirements Class /req/obs-cpt/ObservingProcedure

Target type Conceptual model

Name Conceptual Observation - ObservingProcedure

Dependency IS0 19103:2015, Geographic information = Conceptual schema language, UML2
conformance class

Imports /req/obs-cpt/Procedure

Requirement /req/obs-cpt/ObservingProcedure/ObservingProcedure-sem

Requirement /req/obs-cpt/ObservingProcedure/observer-sem

Requirement /req/obs-cpt/gen/relatedObservation-sem

8.5.2 Interface ObservingProcedure

Requirement An ObservingProcedure shall be defined as the descrip-
/req/obs-cpt/ObservingProcedure/Observ- |tion of steps performed in order to determine the value of
ingProcedure-sem an observableProperty by an Observer.

NOTE1 Depending on the complexity of the use case, the procedure will be more or less explicitly described.
Especially pertaining to historical data, there can be very little or no information available. Information on the

recipe that the observer (cook) follows to generate the Observation is ideally included.

NOTE 2  The procedure is often referred to as the method. Docu ments
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