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Nationales Vorwort 

Dieses Dokument (EN ISO 19902:2007 + A1:2013) wurde vom Technischen Komitee ISO/TC 67 „Materials, 
equipment and offshore structures for petroleum, petrochemical and natural gas industries“, Subcommittee 
SC 7 „Offshore structures“ in Zusammenarbeit mit dem Technischen Komitee CEN/TC 12 „Materialien, 
Ausrüstungen und Offshore-Bauwerke für die Erdöl-, petrochemische und Erdgasindustrie“ (Sekretariat 
AFNOR, Frankreich) erarbeitet. 

Für Deutschland hat hieran der Arbeitsausschuss NA 109-00-01 AA „Materialien, Ausrüstungen und Offshore-
Bauwerke für die Erdöl-, petrochemische und Erdgasindustrie — Spiegelausschuss zu CEN/TC 12 und 
ISO/TC 67“ im Normenausschuss Erdöl- und Erdgasgewinnung (NÖG) des DIN Deutsches Institut für 
Normung e. V. mitgearbeitet.  

Dieses Dokument enthält unter Berücksichtigung des DIN-Präsidialbeschlusses 1/2004 nur die englische 
Originalfassung von EN ISO 19902:2007 und ISO 19902:2007 und der Änderungen EN ISO 19902/A1:2013 
und ISO 19902 AMD 1:2013. 

Der Beginn und das Ende des Textes, der durch die Änderung eingefügt oder geändert wurde, wird im Text 
durch die Markierungen !" angezeigt. 

Diese Norm enthält neben den gesetzlichen Einheiten auch die Einheiten „°F“, „ft“, „in (inch)“, „ksi“, 
„lb (pound)“, „P“, und „psi (psig)“ die im Deutschen Normenwerk nicht zugelassen sind. Es wird ausdrücklich 
darauf hingewiesen, dass die Anwendung dieser Einheiten im nationalen amtlichen und geschäftlichen 
Verkehr aufgrund des Gesetzes über Einheiten im Messwesen nicht zulässig ist. 

Umrechnung: 

Nicht-SI-Einheit  SI-Einheit Umrechnung 

°F °C °C  = (5/9) (°F-32) 

ft m 1 ft  = 0,304 8 m 

in (inch) mm 1 inch  = 25,4 mm 

ksi MPa 1 ksi  = 6,894 757 MPa 

lb (pound) kg 1 lb  = 0,453 592 37 kg 

P N   s/m2 1 P  = 0,1 N   s/m2 

psi (psig) kPa 1 psi  = 6,894 757 kPa 

 

Für die in diesem Dokument zitierten Internationalen Normen wird im Folgendem auf die entsprechenden 
Deutschen Normen hingewiesen: 

ISO 10414-1 siehe DIN EN ISO 10144-1 
ISO 13702 siehe DIN EN ISO 13702 
ISO 19900 siehe DIN EN ISO 19900  
ISO 19901-1 siehe DIN EN ISO 19901-1 
ISO 19901-2 siehe DIN EN ISO 19901-2 
ISO 19901-4 siehe DIN EN ISO 19901-4 

Änderungen 

Gegenüber DIN EN ISO 19902:2008-07 wurden folgende Änderungen vorgenommen: 

a) Berücksichtigung des ISO 19902, Amendment 1:2013. 

Frühere Ausgaben 

DIN EN ISO 19902: 2008-07 
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Nationaler Anhang NA 
(informativ) 

 

Begriffe, Symbole und Abkürzungen 

Die Benummerung der folgenden Begriffe, Symbole und Abkürzungen ist identisch mit der Benummerung in 
der Englischen Fassung. 

3 Begriffe 

Für die Anwendung dieses Dokuments gelten die Begriffe nach ISO 19900, ISO 19901-1, ISO 19901-2 und 
ISO 19901-4 und die folgenden Begriffe. 

3.1 
anormaler Wert 
Wert eines Parameters von anormaler Schärfe, der bei Überprüfungen im außergewöhnlichen Grenzzustand, 
bei denen ein Tragwerk seine Integrität nicht vollständig verlieren sollte, verwendet wird 

ANMERKUNG 1 Außergewöhnliche Bemessungssituationen werden angewendet, damit eine Robustheit gegenüber 
Ereignissen erreicht wird, die mit einer Wahrscheinlichkeit von üblicherweise 10 3 bis 10 4 pro Jahr die Regelwerte 
überschreiten, indem beispielsweise eine grobe Überlastung vermieden wird. 

ANMERKUNG 2 Anormale Werte und Ereignisse überschreiten mit einer Wahrscheinlichkeit von 10 3 bis 10 4 pro Jahr 
die Regelwerte. Bei Überprüfungen des Grenzzustandes werden einige oder alle Teilsicherheitsbeiwerte gleich 1,0 
gesetzt. 

ANMERKUNG 3 Angepasst übernommen aus ISO 19901-1:2005, Begriff 3.1. 

3.2 
außergewöhnliche Bemessungssituation 
Bemessungssituation, die außergewöhnliche Zustände der Konstruktion oder ihrer Beanspruchung zur Folge 
hat 

BEISPIEL Schlagwirkung, Brand, Explosion, örtliches Versagen, Verlust des vorgesehenen Differenzialdrucks (z. B. 
Auftrieb). 

3.3 
Bemessungssituation nach Beschädigung 
Bemessungssituation, bei der der Zustand der Konstruktion eine Beschädigung aufgrund einer außer-
gewöhnlichen Bemessungssituation widerspiegelt und für die die Umgebungsbedingungen speziell festgelegt 
sind 

3.4 
Analysetyp 
Verfahren einschließlich der maßgebenden Gleichungen zur Ableitung der Folgen von Einwirkungen 

BEISPIEL Statische Analyse, transiente dynamische Analyse, nicht-lineare Analyse. 

3.5 
Basisvariable 
eine Variable aus einem festgelegten Satz von Variablen, die physikalische Größen bezeichnet, mit denen 
Einwirkungen, Umwelteinflüsse, geometrische Größen oder Werkstoffeigenschaften einschließlich der 
Eigenschaften des Bodens charakterisiert werden 

[ISO 19900:2002] 
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3.6 
Randbedingungen 
Einwirkungen und Einschränkungen, denen ein (Teil eines) Bauelement(es) (oder eine Baugruppe) unterliegt 
durch andere Bauelemente oder durch die sie umgebende Umwelt 

ANMERKUNG Randbedingungen können zur Erzeugung von Auflagerkräften an Orten mit Beschränkungen 
angewendet werden. 

3.7 
verstrebter Caisson 
Turmplattform auf einem Standbein (Monotower), bei der (dem) der untere Teil der Einzelsäule seitlich von 
einer oder mehreren geneigten Streben zwischen der Säule und einem oder mehreren Gründungspfählen 
gestützt wird 

3.8 
Köcherfundament 
Fundament, das aus einer an einem Ende offenen zylindrischen Hülle besteht und durch Einsaugen in den 
Meeresboden installiert wird 

3.9 
charakteristischer Wert 
Wert, der einer Basisvariablen zugeordnet wird und von dem angenommen wird, dass er mit einer 
vorgegebenen Wahrscheinlichkeit innerhalb eines Bezugszeitraums nicht durch ungünstige Werte verletzt 
wird 

ANMERKUNG Der charakteristische Wert ist der wichtigste repräsentative Wert. In einigen Bemessungssituationen 
kann eine Variable zwei charakteristische Werte haben, einen oberen und einen unteren charakteristischen Wert. 

[ISO 19900:2002] 

3.10 
nachgiebige bodengestützte Konstruktion 
Konstruktion, die an ihrer Unterseite durch Gründungspfähle oder ein anderes nicht flachgründiges 
Fundamentsystem gestützt wird und die ausreichend flexibel ist, so dass seitlich einwirkende dynamische 
Einwirkungen durch Trägheitsreaktionen ausgeglichen werden 

ANMERKUNG Obwohl diese Internationale Norm auf gegründete Offshore-Stahlplattformen anwendbar ist, ist sie nicht 
als vollständige Norm für nachgiebige bodengestützte Konstruktionen zu betrachten, wobei jedoch einige ihrer 
Anforderungen und Hinweise auch für nachgiebige bodengestützte Konstruktionen angewendet werden können. Die hierin 
enthalten Anforderungen können teilweise auch auf weitere bodengestützte Konstruktionen angewendet werden (z. B. 
einige Arten von Kleinstkonstruktionen), soweit es für angemessen erachtet wird und wie jeweils zwischen den 
betreffenden Parteien fallweise vereinbart. 

3.11 
Folgekategorie 
Klassifizierungssystem zur Identifizierung von Folgen für die Umwelt, die Wirtschaft und indirekte 
Auswirkungen auf die Sicherheit des Personals bei Versagen einer Plattform 

ANMERKUNG Kategorien für Folgen für die Umwelt und die Wirtschaft (siehe 6.6.3): 

  C1: große Folgen für die Umwelt und/oder Wirtschaft; 

  C2: mittelschwere Folgen für die Umwelt und/oder Wirtschaft; und 

  C3: geringe Folgen für die Umwelt und/oder Wirtschaft. 

3.12 
kritisches Bauteil 
Teil der Konstruktion, dessen Versagen zum Versagen der Gesamtkonstruktion oder eines beträchtlichen 
Teiles davon führen würde 

ANMERKUNG Ein kritisches Bauteil ist Teil der Primärkonstruktion. 
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3.13 
Verformungsfähigkeit 
Fähigkeit einer Konstruktion oder eines tragenden Bauteils, sich zu verformen, ohne dass es dadurch zu 
einem bedeutenden Widerstandsverlust kommt bzw. das Ausmaß, bis zu dem sich eine Konstruktion oder ein 
tragendes Bauteil verformen kann/können 

3.14 
Auslegungslebensdauer 
angenommener Zeitraum, über den eine Konstruktion entsprechend ihrem vorgesehenen Verwendungszweck 
verwendet werden soll, in dem erwartete Instandhaltungsarbeiten durchgeführt werden, jedoch keine 
wesentlichen Reparaturen notwendig sind 

[ISO 19900:2002] 

3.15 
Bemessungswert 
Wert, der aus dem repräsentativen Wert für die Verwendung im Verfahren zur Verifizierung der Bemessung 
abgeleitet wird 

[ISO 19900:2002] 

3.16 
dynamischer Verstärkerfaktor 
DAF 

Verhältnis der Auswirkung einer dynamischen Last zur entsprechenden Auswirkung der statischen Last 

ANMERKUNG Ein entsprechend ausgewählter dynamischer Verstärkungsfaktor kann auf statische Einwirkungen 
angewendet werden, um die Auswirkungen dynamischer Lasten zu simulieren. 

3.17 
Explosion 
schnelle chemische Reaktion von Gas oder Staub in Luft 

ANMERKUNG Eine Explosion führt zu erhöhten Temperaturen und Druckimpulsen. Gasexplosionen auf einer 
Offshore-Plattform sind üblicherweise Explosionen, bei denen die Flammengeschwindigkeit unter der Schall-
geschwindigkeit bleibt. 

3.18 
Beanspruchungspegel 
Klassifizierungssystem zur Festlegung der Anforderungen an eine Konstruktion auf der Grundlage der 
Berücksichtigung von Sicherheit sowie der Folgen für die Umwelt und Wirtschaft bei einem Versagen 

[ISO 19900:2002] 

3.19 
Extremwert 
bei Prüfungen des Grenzzustandes der Tragfähigkeit verwendeter Wert eines Parameters, bei dem das 
allgemeine Verhalten einer Konstruktion im elastischen Bereich bleiben soll 

ANMERKUNG Extremwerte und -ereignisse überschreiten mit einer Wahrscheinlichkeit von 10 2 pro Jahr die 
Regelwerte. 

[ISO 19901-1:2002] 
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3.20 
gebrauchstauglich 
Erfüllung des Ziels einer Internationalen Norm trotz Nichteinhaltung spezieller Festlegungen dieser 
Internationalen Norm in örtlichen Bereichen in einer Art und Weise, so dass ein Versagen in diesen Bereichen 
nicht zu einer unannehmbaren Gefährdung der Sicherheit des Personals oder der Umwelt führt 

[ISO 19900:2002] 

3.21 
gegründete Plattform 
Konstruktion, die bodengestützt ist und alle auf sie wirkenden Einwirkungen auf den Meeresboden überträgt 

[ISO 19900:2002] 

3.22 
freistehender Caisson 
Monotower, dessen Konstruktion über seine volle Höhe aus einer einzigen vertikalen Säule besteht, die in den 
Meeresboden hinein als Gründungspfahl weitergeführt wird 

3.23 
globale Analyse 
Ermittlung einer einheitlichen Reihe von inneren Kräften und Momenten oder Spannungen in einer 
Konstruktion, die sich im Gleichgewichtszustand mit einer festgelegten Reihe von Einwirkungen auf die 
Gesamtkonstruktion befinden 

ANMERKUNG Wenn eine globale Analyse ein vorübergehender Zustand ist (z. B. Erdbeben), so ist die 
Trägheitsreaktion Teil des Gleichgewichts. 

3.24 
Gefährdung 
Möglichkeit einer Verletzung von Menschen, der Schädigung der Umwelt und des Eigentums, oder einer 
Kombination dieser Gefahren 

[ISO 13702:1999] 

ANMERKUNG Einige der auf Plattformen üblicherweise auftretenden Gefährdungen (z. B. extreme Stürme) werden als 
Bemessungssituationen für eine Konstruktion behandelt. In dieser Internationalen Norm sind Gefährdungen Fehler und 
anormale und zufällige Situationen. 

3.25 
Standbeinkonstruktion 
Jacket 
gegründete Plattform mit Standbeinen, bei der axiale Kräfte von der Konstruktion und den Topsides-
Aufbauten auf die Pfähle an der Oberseite der Konstruktion übertragen werden 

ANMERKUNG Siehe 6.1.2. 

3.26 
Hubinsel 
mobile Offshore-Einheit, die umgesetzt werden kann und in ihrem Betriebszustand bodengestützt ist 

[ISO 19900:2002] 

ANMERKUNG Siehe 6.1.4. 
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3.27 
Sicherheitskategorie 
Klassifizierungssystem zur Feststellung des zutreffenden Sicherheitsniveaus für das Personal auf einer 
Plattform 

ANMERKUNG Es gibt folgende Kategorien für die Sicherheit des Personals (siehe 6.6.2): 

  S1: bemannte, nicht evakuierbare Plattform; 

  S2: bemannte, evakuierbare Plattform; und 

  S3: unbemannte Plattform. 

3.28 
Lastanordnung 
Identifizierung der Lage, Stärke und Richtung einer freien Last 

3.29 
Lastfall 
untereinander verträgliche Lastanordnungen, Verformungen und Imperfektionen mit ständigen Einwirkungen 
und vorgegebenen veränderlichen Einwirkungen, die für eine Bemessung oder einen bestimmten Nachweis 
gleichzeitig zu berücksichtigen sind 

3.30 
lokale Analyse 
Ermittlung einer einheitlichen Reihe von inneren Kräften und Momenten oder Spannungen im Querschnitt 
eines tragenden Bauteils, oder in einer Teilmenge von tragenden Bauteilen, die Teil des Tragwerks sind, die 
sich im Gleichgewichtszustand mit den Randbedingungen befinden 

3.31 
Instandhaltung 
Reihe von Maßnahmen, die während der Gebrauchsdauer der Konstruktion durchgeführt werden, damit diese 
die Anforderungen an die Betriebssicherheit erfüllen kann 

ANMERKUNG Maßnahmen zur Instandsetzung der Konstruktion nach einem anormalen, zufälligen oder seismischen 
Ereignis sind außerhalb des Anwendungsbereichs der Instandhaltung. 

3.32 
Turmplattform auf einem Standbein 
Monotower 
gegründete Plattform, deren gesamte Konstruktion oder zumindest der obere Teil der Konstruktion aus einer 
einzigen vertikalen Säule (rohrförmig oder umlaufend) besteht, die die Topsides-Aufbauten trägt 

ANMERKUNG Wenn nur der obere Teil der Konstruktion eine einzelne vertikale Säule ist, besteht der untere Teil der 
Konstruktion aus rohrförmigen Elementen oder Rahmen, die die vertikale Säule mit den Gründungspfählen oder einem 
anderen nicht flachgründigen Fundamentsystem verbinden, das den Monotower an seiner Unterseite trägt, wie z. B. 
Köcherfundamente. 

3.33 
geometrische Nenneigenschaften 
Eigenschaften eines tragenden Bauteils, die aus seinen repräsentativen geometrischen Abmessungen 
entfernt vom zu betrachtenden Standort und abzüglich eines möglichen Korrosionszuschlags abgeleitet 
werden 

ANMERKUNG 1 Der Nennquerschnitt eines Bauteils an einer Verbindungsstelle ist der Querschnitt, der über eine 
mögliche Verbindungsverdickung oder Verdickung an der Verstrebung hinausgeht, die Teil der Verbindungsstelle sind. 

ANMERKUNG 2 Geometrische Nenneigenschaften werden bei einer globalen Analyse zur Berechnung des 
allgemeinen Verhaltens der Konstruktion verwendet. 

ANMERKUNG 3 Von der Nenndicke eines Bauteils sind alle Verdickungen des Bauteils aufgrund von Schweiß-
verbindungen ausgenommen. 
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3.34 
Nennspannung 
für eine Schnittfläche berechnete Spannung, einschließlich der spannungserhöhenden Auswirkungen der 
makrogeometrischen Form des Bauteiles, von dem der Abschnitt einen Teil darstellt, jedoch ohne 
Berücksichtigung von örtlich vorkommenden spannungserhöhenden Auswirkungen auf Grund der Form des 
Abschnitts und aller Schweißverbindungen oder weiterer Befestigungselemente 

ANMERKUNG Bei der Berechnung von Nennspannungen wird das gesamtelastische Verhalten vorausgesetzt. 

3.35 
Nennwert 
einer Basisvariablen zugeordneter Wert, der auf einer nicht statistischen Grundlage ermittelt wurde, 
üblicherweise unter Zugrundelegung von erworbenen Erfahrungen oder von physikalischen Bedingungen 

[ISO 19900:2002] 

3.36 
Eigentümer 
Vertreter derjenigen Unternehmen, die das Bauprojekt besitzen 

ANMERKUNG Üblicherweise ist der Eigentümer der Betreiber, der im Namen von Mit-Lizensnehmern handelt. 

3.37 
Primärkonstruktion 
alle wesentlichen tragenden Bauteile, die wesentlich zur Festigkeit und Steifigkeit der Konstruktion beitragen 

3.38 
quasistatische Analyse 
statische Analyse einer Konstruktion, die Lasten ausgesetzt ist, die sich langsam in Bezug auf die natürliche 
Grundschwingungsdauer der Konstruktion ändern, so dass der Einfluss von strukturellen Beschleunigungen 
entweder vernachlässigt oder durch Anwendung einer gleichwertigen quasistatischen Einwirkung annähernd 
ermittelt werden kann 

3.39 
Redundanz 
Fähigkeit einer Konstruktion, nach dem Versagen eines oder mehrerer unkritischer Bauteile alternative 
Lastpfade zu finden, wodurch die Folgen derartiger Ausfälle begrenzt werden 

ANMERKUNG Alle Konstruktionen mit Redundanz sind statisch unbestimmt. 

3.40 
Regulierungsbehörde 
von einer nationalen Regierung eingesetzte Behörde zur Überwachung der Tätigkeiten der Offshore-Öl- und 
Erdgasindustrie auf der Grundlage ihres Rechtssystems hinsichtlich der allgemeinen Sicherheit für das Leben 
des Personals und den Umweltschutz 

ANMERKUNG 1 Der Begriff Regulierungsbehörde kann in bestimmten Hoheitsgewässern mehr als eine Behörde 
umfassen. 

ANMERKUNG 2 Die Regulierungsbehörde kann weitere Stellen, wie beispielsweise meerestechnische Klassifikations-
gesellschaften, ernennen, die in ihrem Namen handeln; für derartige Fälle bezieht sich der Begriff Regulierungsbehörde in 
dieser Internationalen Norm auch auf diese Stellen. 

ANMERKUNG 3 Der in dieser Internationalen Norm verwendete Begriff Regulierungsbehörde bezieht sich nicht auf 
Behörden, die für Genehmigungen zur Extraktion von Kohlenwasserstoffen zuständig sind, außer wenn eine derartige 
Behörde auch für die Sicherheit und den Umweltschutz verantwortlich ist. 
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3.41 
Instandsetzung 
Maßnahmen zur Erhaltung oder Wiederherstellung der Funktionsfähigkeit einer Konstruktion, die über 
Maßnahmen der Instandhaltung hinausgehen 

3.42 
repräsentativer Wert 
Wert, der einer Basisvariablen zur Verifizierung eines Grenzzustandes zugewiesen wurde 

[ISO 19900:2002] 

3.43 
repräsentative Dehngrenze 
Spannung, bei der ein Werkstoff eine festgelegte Abweichung von der Proportionalität zwischen Spannung 
und Dehnung aufweist 

ANMERKUNG Für viele Metalle, darunter auch die von dieser Internationalen Norm abgedeckten Stähle, wird eine 
Verschiebung von 0,2 % angewendet. 

3.44 
Tragkraftreserve 
Maß für das Vermögen eines Tragwerks, einer Überlast standzuhalten 

ANMERKUNG Bei gegründeten Offshore-Stahlplattformen bezieht sich der Begriff der Tragkraftreserve gewöhnlich auf 
umweltbedingte Einwirkungen (siehe 7.10), ist jedoch nicht ausschließlich auf diese Einwirkungen beschränkt. 

3.45 
Maßnahmen zur Minderung von Risiken 
Maßnahmen, die entweder zur Minderung der Wahrscheinlichkeit oder der Folgen eines Unfalls getroffen 
werden, einschließlich Erstellung von Notfallplänen 

3.46 
Robustheit 
Fähigkeit einer Konstruktion, Ereignissen, die mit hinreichender Wahrscheinlichkeit auftreten, standzuhalten, 
ohne dabei in einem zur Ursache unverhältnismäßigen Maß beschädigt zu werden 

3.47 
Sekundärkonstruktion 
tragende Bauteile, bei deren Entfernung sich die Gesamtfestigkeit und -steifigkeit der Gesamtkonstruktion 
nicht wesentlich ändert 

3.48 
schwerkraftgegründete Plattform aus Stahl 
feststehende Konstruktion, die allein durch ihre Masse und möglicherweise enthaltenen Ballast gegenüber 
umweltbedingten Einwirkungen in Position gehalten wird, sowie durch den Widerstand des Fundamentes, der 
sich aus seiner Masse ergibt, sowie durch den seitlichen Widerstand möglicherweise vorhandener Schürzen 

ANMERKUNG Obwohl diese Internationale Norm nicht als vollständige Norm für schwerkraftgegründete 
Konstruktionen zu betrachten ist, könnten einige ihrer Anforderungen und Hinweise auch für schwerkraftgegründete 
Konstruktionen gelten. 

3.49 
Festigkeit 
mechanische Werkstoffeigenschaft, die die Fähigkeit eines Werkstoffs, Einwirkungen standzuhalten, angibt 
und üblicherweise in Spannungseinheiten angegeben wird 
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3.50 
Spannungskonzentrationsfaktor 
SCF 
Faktor, der die Beziehung einer Nennspannung zur örtlichen Spannung an einem Detail angibt 

ANMERKUNG Spannungskonzentrationsfaktoren (SCF) sind besonders wichtig bei der Ermittlung von Ermüdungs-
schäden und werden vor allem dabei angewendet (siehe 16.10.2). 

3.51 
Konstruktionsanalyse 
Prozess oder Algorithmus zur Ermittlung von Ergebnissen von Einwirkungen aus einer bestimmten Reihe von 
Einwirkungen 

ANMERKUNG Konstruktionsanalysen werden auf drei Stufen durchgeführt (globale Analyse einer Gesamtkonstruktion, 
örtliche Analyse einer Baugruppe und örtliche Analyse eines Teils einer Baugruppe), wobei jeweils verschiedene 
Strukturmodelle verwendet werden. 

3.52 
Baugruppe 
physikalisch unterscheidbarer Teil einer Konstruktion 

[ISO 19900:2002] 

ANMERKUNG Die Hauptbaugruppen einer gegründeten Stahlplattform sind rohrförmige Elemente (siehe Abschnitt 13), 
rohrförmige Anschlüsse (siehe Abschnitt 14), mechanische Verbinder und Klemmen (siehe Abschnitt 15), 
Gründungspfähle und Köcherfundamente (siehe Abschnitt 17). 

3.53 
Tragsystem 
Tragende Teile einer Konstruktion und die Art und Weise, in der diese Teile zusammenwirken 

[ISO 19900:2002] 

3.54 
obere Aufbauten 
Topsides-Aufbauten 
Konstruktionen und Ausrüstungen, die auf einer Tragkonstruktion (feststehend oder schwimmend) angeordnet 
sind, um einige oder alle Funktionen der Plattform auszuführen 

[ISO 19900:2002] 

ANMERKUNG 1 Bei schiffförmigen schwimmenden Konstruktionen sind weder das Deck noch die Aufbauten, die Teil 
des Bootskörpers sind, Bestandteil der Topsides-Aufbauten. 

ANMERKUNG 2 Bei einer Hubinsel ist der Konstruktionsrumpf nicht Teil der Topsides-Aufbauten. 

ANMERKUNG 3 Ein separat gefertigtes Deck oder ein Modultragrahmen ist Teil der Topsides-Aufbauten. 

3.55 
Turmplattform 
gegründete Plattform, die von Fundamentanordnungen an der Unterseite der Konstruktion getragen wird 

ANMERKUNG Siehe 6.1.3. 
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3.56 
Auslastung 
Auslastung von Bauelementen 
Auslastung von Anschlüssen 
Höchstwert des Verhältnisses der verallgemeinerten Darstellung der Bemessungsspannung (-kraft) in einer 
Baugruppe zur verallgemeinerten Darstellung des Bemessungswiderstands in durch Spannung (Kraft) 
beanspruchten Einheiten der Baugruppe 

ANMERKUNG 1 Die Auslastung ist der maximale absolute Wert des Verhältnisses für alle berücksichtigten Zustände. 

ANMERKUNG 2 Lediglich Auslastungen, die kleiner oder gleich 1,0 sind, entsprechen den Bemessungskriterien für 
einen bestimmten Grenzzustand. 

ANMERKUNG 3 Die Bemessungsspannung (-kraft) ist die Spannung (Kraft), der folgende mit Beiwerten versehene 
Einwirkungen zugrunde liegen: Fd = Fryf. Der Bemessungswiderstand ist der repräsentative Wert des Widerstands, geteilt 

durch den Teilsicherheitsbeiwert für den Widerstand: Rd = Rr/yR. 

ANMERKUNG 4 Für Bauelemente und Anschlüsse, die einer einzigen Kraft ausgesetzt sind, beträgt die Auslastung U: 
Fd/Rd = Fr yf yR/Rr. 

ANMERKUNG 5 Für Bauelemente und Anschlüsse, die kombinierten Kräften ausgesetzt sind, werden das Muster der 
inneren Spannung (Kräfte) und der Bemessungswiderstand zu einer Interaktionsgleichung zusammengefasst. Wenn die 
Interaktionsgleichung, die die Bemessungsprüfung bestimmt, auf eine Ungleichung der Form I   1,0 reduziert wird oder 
werden kann, entspricht die Auslastung I. 

4 Symbole 

Nachfolgend sind die wesentlichen in dieser Internationalen Norm verwendeten Symbole zusammengefasst. 
Viele weitere Symbole sind an den entsprechenden Stellen definiert, an denen sie verwendet werden. An 
bestimmten Stellen werden die Hauptsymbole mit einem oder mehreren Indices verwendet, wenn eine 
speziellere Anwendung und die zugehörige Definition des Symbols beabsichtigt ist. 

A zufällige Einwirkung (aus ISO 19900) 

A Fläche 

C allgemeiner Koeffizient 

Cd hydrodynamischer Strömungswiderstandsbeiwert 

Cm hydrodynamischer Trägheitsbeiwert 

Cm Momentenminderungsbeiwert 

Cr seismischer Reservekapazitätsbeiwert 

Cs Form-Beiwert 

Cs Beiwert für Slamming-Stöße 

cu undrainierte Scherfestigkeit des Bodens, in Spannungseinheiten 

D Durchmesser eines kreisförmigen zylindrischen Bauteils 

D Durchmesser eines rohrförmigen Anschluss-Chords 

D Verhältnis der Ermüdungsschäden nach Palmgren und Miner 

D dynamische Auswirkungen repräsentierende gleichwertige quasistatische Einwirkung 

Dr relative Dichte von Sand 
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d Wassertiefe 

d Durchmesser einer rohrförmigen Anschlussverstrebung 

E Youngsches Elastizitätsmodul, das für Baustahl gleich 205 000 MPa gesetzt werden kann, sofern 
keine genaueren Angaben vorliegen 

E quasistatische umweltbedingte Einwirkung 

Ee extreme quasistatische umweltbedingte Einwirkung aufgrund von Wind, Wellen und Strömung 

Eo umweltbedingte Einwirkung aufgrund von vom Eigentümer festgelegten Betriebsparametern für 
Wind, Wellen und Strömung 

F Einwirkung 

Fd Bemessungswert einer Einwirkung (aus ISO 19900) 

Fr repräsentativer Wert einer Einwirkung (aus ISO 19900) 

f Mantelreibung eines Pfahls, in Spannungseinheiten 

f repräsentative Festigkeit allgemein, in Spannungseinheiten 

fb repräsentative Biegefestigkeit, in Spannungseinheiten 

fc repräsentative axiale Druckfestigkeit, in Spannungseinheiten 

fcu einaxiale Würfeldruckfestigkeit von Einpressmörtel 

fe Knickfestigkeit nach Euler, in Spannungseinheiten 

fh repräsentativer Wert der Umfangsknickfestigkeit, in Spannungseinheiten 

ft repräsentativer Wert der axialen Zugfestigkeit, in Spannungseinheiten 

fv repräsentativer Wert der Scherfestigkeit, in Spannungseinheiten 

fy repräsentativer Wert der Dehngrenze, in Spannungseinheiten 

G ständige Einwirkung (aus ISO 19900) 

g Beschleunigung aufgrund der Erdanziehungskraft 

g Spalt 

H Höhe einer einzelnen Welle 

Hs signifikante Wellenhöhe 

I Trägheitsmoment 

K Beiwert (an bestimmten Stellen mit einem Index für eine besondere Bedeutung versehen) 

K Beiwert für die effektive Länge 

K dimensionsloser Beiwert für den seitlichen Erddruck 

K Keulegan-Carpenter-Zahl 

k Beiwert (an bestimmten Stellen mit einem Index für eine besondere Bedeutung versehen) 

k Wellenzahl 

kDAF dynamischer Verstärkerfaktor 

L Länge 

M Moment (Biege- oder Torsionsmoment) aufgrund berücksichtigter Einwirkungen 

Md Bemessungswert für die Biegemomentfestigkeit von Anschlüssen, in Momenteneinheiten 
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Muj repräsentativer Wert für die Biegemomentfestigkeit von Anschlüssen, in Momenteneinheiten 

m Kehrwert des Anstiegs der S-N-Kurve 

m Masse 

N Anzahl der Zyklen bis zum Ermüdungsversagen eines festgelegten konstanten Amplituden-
spannungsbereiches S 

n Anzahl des Auftretens eines festgelegten Spannungsbereiches S innerhalb einer festgelegten Zeit 

P prozentualer Anteil 

P axiale Kraft eines Bauelementes aufgrund der berücksichtigten Einwirkungen 

Pd Bemessungswert für die axiale Festigkeit von Anschlüssen, in Krafteinheiten 

Puj repräsentativer Wert der axialen Festigkeit von Anschlüssen, in Krafteinheiten 

Pf Versagenswahrscheinlichkeit 

P-  Biegewirkung zweiter Ordnung aufgrund der axialen Druckkraft P und der seitlichen Auslenkung   

P(x) kumulative Wahrscheinlichkeit der Variablen x 

p berücksichtigter hydrostatischer Druck 

pa atmosphärischer Druck 

po' effektive Überlagerungsspannung des Bodens 

p(x) Wahrscheinlichkeitsdichtefunktion der Variablen x 

p-y seitlicher Bodenwiderstand gegenüber einer örtlichen Verschiebung eines Gründungspfahls 

Q veränderliche Einwirkung (aus ISO 19900) 

Qd Bemessungswert der axialen Tragfähigkeit von Gründungspfählen 

Qf repräsentativer Wert des Gesamt-Mantelreibungswiderstands eines Gründungspfahls, in Kraft-
einheiten 

Qf Kraftbeiwert für Chords 

Qg Fugenbeiwert für einen Anschluss 

Qp repräsentativer Wert der Spitzentragfähigkeit eines Gründungspfahls, in Krafteinheiten 

Qr repräsentativer Wert der axialen Tragfähigkeit von Gründungspfählen 

Qu Festigkeitsbeiwert für Chords 

Q-z Spitzendruckwiderstand eines Gründungspfahls gegenüber der Verschiebung der Pfahlspitze 

Q! geometrischer Beiwert für einen Anschluss 

q Spitzendruck eines Pfahls, in Krafteinheiten 

R Radius eines kreisförmigen Querschnitts 

Rd Bemessungswert des Widerstands eines Bauteils (aus ISO 19900) 

Re Reynolds-Zahl 

RRS Tragkraftreserve (RSR) 

r Trägheitsradius 

S innere Kraft (Lastwirkung) 

S konstanter Amplitudenspannungsbereich für Ermüdungsmessungen 
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Sr Strouhal-Zahl 

Sr Spannungsschwingbreite 

T quasistatische vorübergehende Einwirkung 

T Wanddicke des Chord-Elements 

T Periode allgemein 

Ti intrinsische Wellenperiode 

Tz mittlere Nulldurchgangs-Wellenperiode 

t Zeit 

t Wanddicke allgemein 

t Wanddicke des Verstrebungselements 

t-z Boden-Pfahl-Schubübertragung gegenüber örtlicher Pfahlverschiebung 

U Auslastung 

V Scherkraft eines Trägers aufgrund von berücksichtigten Einwirkungen 

V verschobenes Volumen 

V Variationskoeffizient 

Ze elastisches Widerstandsmoment 

Zp plastisches Widerstandsmoment 

  Steigungswinkel eines Kegelschnitts 

! Verhältnis des Außendurchmessers der Verstrebung zum Außendurchmesser des Chords 

" Verhältnis des Außenradius des Chords zur Wanddicke des Chords 

"' Auftriebsraumgewicht des Bodens 

"f Teilsicherheitsbeiwert für Einwirkungen, dessen Wert die Unsicherheit oder Zufälligkeit der 
Einwirkung widerspiegelt (aus ISO 19900) 

"R Teilsicherheitsbeiwert für den Widerstand, dessen Wert die Unsicherheit oder Veränderlichkeit des 
Bauteilwiderstands einschließlich die Unsicherheit oder Veränderlichkeit der Werkstoff-
eigenschaften widerspiegelt (aus ISO 19900) 

# Wellenlänge 

# Schlankheitsparameter von Stützen 

$ Poissonsche Konstante, die für Baustahl gleich 0,3 gesetzt werden kann, sofern keine genaueren 
Angaben vorliegen 

% kinematische Viskosität von Wasser 

& Winkel allgemein 

 m mittlere Wellenrichtung 

!a Massendichte von Luft, die gleich 1,22 kg/m3 gesetzt werden kann, sofern keine genaueren 
Angaben vorliegen 

!s Massendichte von Stahl, die für Baustahl gleich7 850 kg/m3 gesetzt werden kann, sofern keine 
genaueren Angaben vorliegen 

!w Massendichte von Meerwasser, die gleich 1 025 kg/m3 gesetzt werden kann, sofern keine 
genaueren Angaben vorliegen 
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  Spannung allgemein 

! Scherspannung allgemein 

! Verhältnis der Wanddicke der Verstrebung zur Wanddicke des Chords 

"' innerer Reibungswinkel von Sand 

# Verhältnis der Erregungsfrequenz zur Eigenfrequenz 

$ Kreisfrequenz 

$e Erregungsfrequenz 

$n Eigenfrequenz allgemein 

$1 erste Eigenfrequenz 

% Beiwert (örtlich mit einem Index für eine spezielle Bedeutung versehen) 

% Dämpfungsfaktor 

& Durchmesser 

5 Abkürzungen 

ADS Panzertauchanzug (atmospheric diving suit) 

ALE Erdbeben anormaler Stärke (abnormal level earthquake) 

ALS 
Grenzzustand für außergewöhnliche 
Einwirkungen 

(accidental limit states) 

API American Petroleum Institute (American Petroleum Institute) 

ASD Bemessung mit zulässigen Spannungen (allowable stress design) 

AW im Schweißzustand (in Anhang D) (as-welded (in Annex D)) 

CHS kreisförmiges Hohlprofil (circular hollow section) 

COV Variationskoeffizient (coefficient of variation) 

CTOD kritische Rissaufweitung (crack tip opening displacement) 

CVN Kerbschlagbiegeversuch nach Charpy (Charpy V-notch) 

DAF dynamischer Verstärkerfaktor (dynamic amplification factor) 

DC Bemessungsklasse (design class) 

ELE Erdbeben extremer Stärke (extreme level earthquake) 

ERW elektrisch widerstandsgeschweißt (electric resistance welded) 

FEA Finite-Elemente-Analyse (finite element analysis) 

FLS Grenzzustand der Ermüdung (fatigue limit states) 

FMD System zur Erkennung überfluteter Elemente (flooded member detection) 

GS Strukturspannung (geometrical stress) 

GSR geometrische Spannungsschwingbreite (geometrical stress range) 

HAT höchstmöglicher Gezeitenwasserstand (highest astronomical tide) 

HAZ Wärmeeinflusszone (heat affected zone) 

HISC wasserstoffinduzierte Spannungsrisskorrosion (hydrogen induced stress cracking) 
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IACS 
Internationaler Zusammenschluss von Klassifika-
tionsgesellschaften 

(International Association of Classification 
Societies) 

IC eingeprägter Strom (impressed current) 

ipb Biegen in der Ebene (in-plane bending) 

JIP gemeinsames Industrieprojekt (joint industry project) 

LAST niedrigste erwartete Betriebstemperatur (lowest anticipated service temperature) 

LAT niedrigst möglicher Gezeitenwasserstand (lowest astronomical tide) 

LBZ lokale Sprödzone (local brittle zone) 

LRFD 
Bemessung mit Teilsicherheitsbeiwerten auf 
Belastung und Widerstand 

(load and resistance factor design) 

MC Werkstoffkategorie (material category) 

MIC mikrobiologisch beeinflusste Korrosion (microbiologically influenced corrosion) 

MPI Magnetpulverprüfung (magnetic particle inspection) 

MPM wahrscheinlichster Höchstwert (most probable maximum) 

NDT zerstörungsfreie Prüfung (non-destructive testing) 

opb Biegen aus der Ebene (out-of-plane bending) 

PLS Grenzzustand des progressiven Kollapses (progressive collapse limit states) 

POD Erkennungswahrscheinlichkeit (probability of detection) 

PQR Protokoll der Schweißverfahrensprüfung (procedure qualification record) 

PWHT Wärmenachbehandlung nach dem Schweißen (post weld heat treatment) 

QA Qualitätssicherung (quality assurance) 

QC Qualitätskontrolle (quality control) 

QMS Qualitätsmanagementsystem (quality management system) 

Q&T vergütet (quenched and tempered) 

RAO Übertragungsfunktion (response amplitude operator) 

RHS Rechteckhohlprofil (rectangular hollow section) 

rms Effektivwert (root-mean-square) 

RSR Tragkraftreserve (reserve strength ratio) 

RT Durchstrahlungsprüfung (radiographic testing) 

SAW Unterpulverschweißen (submerged arc welding) 

SCF Spannungskonzentrationsfaktor (stress concentration factor) 

SDOF mit einem Freiheitsgrad (single degree of freedom) 

SIM Management(system) der Tragwerksintegrität (structural integrity management (system)) 

SLS Grenzzustände der Gebrauchstauglichkeit (serviceability limit states) 

SMYS festgelegte Mindeststreckgrenze (specified minimum yield strength) 

SRA Analyse der Zuverlässigkeit von Tragwerken (structural reliability analysis) 

SRC seismische Risikokategorie (seismic risk category) 

SRD Bodenwiderstand bei der Rammung (soil resistance to driving) 

SSSV Unterwassersicherheitsventil (subsurface safety valve) 
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TMCP thermomechanisch gesteuerter Prozess (thermo-mechanically controlled process) 

TRF Transferfunktion (transfer function) 

ULS Grenzzustand der Tragfähigkeit (ultimate limit states) 

UT Ultraschallprüfung (ultrasonic testing) 

UU unkonsolidiert und nichtentwässert (unconsolidated and undrained) 

VIV wirbelerregte Schwingungen (vortex induced vibrations) 

WPS Schweißanweisung (welding procedure specification) 

WSD Bemessung mit Gebrauchslasten (working stress design) 

WPQ Schweißverfahrensprüfung (welding procedure qualification) 
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Nationaler Anhang NB 
(informativ) 
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Foreword 

This document (EN ISO 19902:2007) has been prepared by Technical Committee ISO/TC 67 “Materials, 
equipment and offshore structures for petroleum and natural gas industries” in collaboration with Technical 
Committee CEN/TC 12 “Materials, equipment and offshore structures for petroleum, petrochemical and 
natural gas industries” the secretariat of which is held by AFNOR. 

This European Standard shall be given the status of a national standard, either by publication of an identical 
text or by endorsement, at the latest by June 2008, and conflicting national standards shall be withdrawn at 
the latest by June 2008. 

Attention is drawn to the possibility that some of the elements of this document may be the subject of patent 
rights. CEN [and/or CENELEC] shall not be held responsible for identifying any or all such patent rights. 

According to the CEN/CENELEC Internal Regulations, the national standards organizations of the following 
countries are bound to implement this European Standard: Austria, Belgium, Bulgaria, Cyprus, Czech 
Republic, Denmark, Estonia, Finland, France, Germany, Greece, Hungary, Iceland, Ireland, Italy, Latvia, 
Lithuania, Luxembourg, Malta, Netherlands, Norway, Poland, Portugal, Romania, Slovakia, Slovenia, Spain, 
Sweden, Switzerland and the United Kingdom. 

Endorsement notice 

The text of ISO 19902:2007 has been approved by CEN as a EN ISO 19902:2007 without any modification. 

!Foreword of Amendment 1 

This document (EN ISO 19902:2007/A1:2013) has been prepared by Technical Committee ISO/TC 67 
“Materials, equipment and offshore structures for petroleum, petrochemical and natural gas industries” in 
collaboration with Technical Committee CEN/TC 12 “Materials, equipment and offshore structures for 
petroleum, petrochemical and natural gas industries” the secretariat of which is held by AFNOR.  

This European Standard shall be given the status of a national standard, either by publication of an identical 
text or by endorsement, at the latest by February 2014, and conflicting national standards shall be withdrawn 
at the latest by February 2014.  

Attention is drawn to the possibility that some of the elements of this document may be the subject of patent 
rights. CEN [and/or CENELEC] shall not be held responsible for identifying any or all such patent rights.  

According to the CEN-CENELEC Internal Regulations, the national standards organizations of the following 
countries are bound to implement this European Standard: Austria, Belgium, Bulgaria, Croatia, Cyprus, Czech 
Republic, Denmark, Estonia, Finland, Former Yugoslav Republic of Macedonia, France, Germany, Greece, 
Hungary, Iceland, Ireland, Italy, Latvia, Lithuania, Luxembourg, Malta, Netherlands, Norway, Poland, Portugal, 
Romania, Slovakia, Slovenia, Spain, Sweden, Switzerland, Turkey and the United Kingdom.  

Endorsement notice 

The text of ISO 19902:2007/Amd 1:2013 has been approved by CEN as EN ISO 19902:2007/A1:2013 without 
any modification." 
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Introduction 

The series of International Standards applicable to types of offshore structure, ISO 19900 to ISO 19906, 
constitutes a common basis covering those aspects that address design requirements and assessments of all 
offshore structures used by the petroleum and natural gas industries worldwide. Through their application, the 
intention is to achieve reliability levels appropriate for manned and unmanned offshore structures, whatever 
the type of structure and the nature or combination of the materials used. 

It is important to recognize that structural integrity is an overall concept comprising models for describing 
actions, structural analyses, design rules, safety elements, workmanship, quality control procedures and 
national requirements, all of which are mutually dependent. The modification of one aspect of design in 
isolation can disturb the balance of reliability inherent in the overall concept or structural system. The 
implications involved in modifications, therefore, need to be considered in relation to the overall reliability of all 
offshore structural systems. 

The series of International Standards applicable to the various types of offshore structure is intended to 
provide wide latitude in the choice of structural configurations, materials and techniques without hindering 
innovation. Sound engineering judgment is therefore necessary in the use of these International Standards. 

Annex A provides background to and guidance on the use of this document and needs to be read in 
conjunction with the main body of this document. The clause numbering in Annex A is the same as in the 
normative text to facilitate cross-referencing. 

Materials, welding and weld inspection requirements can be based either on a “material category” or on a 
“design class” approach, as discussed in Clauses 19 and 20. If the material category approach is used, the 
corresponding provisions of Annexes C and E are normative; if the design class approach is used, the 
corresponding provisions of Annexes D and F are normative. 

Annex G gives requirements on fabrication tolerances. 

Regional information on the application of the document to certain specific offshore areas is provided in 
informative Annex H. 

To meet certain needs of industry for linking software to specific elements in this International Standard, a 
special numbering system has been permitted for figures, tables, equations and bibliographic references. 
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1 Scope 

This International Standard specifies requirements and provides recommendations applicable to the following 
types of fixed steel offshore structures for the petroleum and natural gas industries: 

  caissons, free-standing and braced; 

  jackets; 

  monotowers; 

  towers. 

In addition, it is applicable to compliant bottom founded structures, steel gravity structures, jack-ups, other 
bottom founded structures and other structures related to offshore structures (such as underwater oil storage 
tanks, bridges and connecting structures), to the extent to which its requirements are relevant. 

This International Standard contains requirements for planning and engineering of the following tasks: 

a) design, fabrication, transportation and installation of new structures as well as their future removal; 

b) in-service inspection and integrity management of both new and existing structures; 

c) assessment of existing structures;  

d) evaluation of structures for reuse at different locations. 

NOTE 1 Specific additional requirements for the design of fixed steel offshore structures in arctic environments are to 
be contained in ISO 19906[1]. 

NOTE 2 Requirements for topsides structures are to be contained in ISO 19901-3[2], for marine operations in 
ISO 19901-6[3] and for the site-specific assessment of jack-ups in ISO 19905-1[4]. 

2 Normative references 

The following referenced documents are indispensable for the application of this document. For dated 
references, only the edition cited applies. For undated references, the latest edition of the referenced 
document (including any amendments) applies. 

ISO 10414-1, Petroleum and natural gas industries — Field testing of drilling fluids — Part 1: Water-based 
fluids 

ISO 12135, Metallic materials — Unified method of test for the determination of quasistatic fracture toughness 

ISO 13702, Petroleum and natural gas industries — Control and mitigation of fires and explosions on offshore 
production installations — Requirements and guidelines 

ISO 19900:2002, Petroleum and natural gas industries — General requirements for offshore structures 

ISO 19901-1:2005, Petroleum and natural gas industries — Specific requirements for offshore structures — 
Part 1: Metocean design and operating considerations 

ISO 19901-2, Petroleum and natural gas industries — Specific requirements for offshore structures — Part 2: 
Seismic design procedures and criteria 

ISO 19901-4, Petroleum and natural gas industries — Specific requirements for offshore structures — Part 4: 
Geotechnical and foundation design considerations 
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3 Terms and definitions 

For the purposes of this document, the terms and definitions given in ISO 19900, ISO 19901-1, ISO 19901-2 
and ISO 19901-4, and the following apply. 

3.1 
abnormal value 
value of a parameter of abnormal severity used in accidental limit state checks in which a structure should not 
suffer complete loss of integrity 

NOTE 1 Abnormal design situations are used to provide robustness against events with a probability of exceedance of 
typically between 10 3 and 10 4 per annum by avoiding, for example, gross overloading. 

NOTE 2 Abnormal values and events have probabilities of exceedance of the order of 10 3 to 10 4 per annum. In the 
limit state checks, some or all of the partial factors are set to 1,0. 

NOTE 3 Adapted from ISO 19901-1:2005, definition 3.1.  

3.2 
accidental design situation 
design situation involving exceptional conditions of the structure or its exposure 

EXAMPLE Impact, fire, explosion, local failure, loss of intended differential pressure (e.g. buoyancy). 

3.3 
after damage design situation 
design situation for which the condition of the structure reflects damage due to an accidental design situation 
and for which the environmental conditions are specially defined 

3.4 
analysis type 
method including governing equations for deriving action effects 

EXAMPLE Static analysis, transient dynamic analysis, non-linear analysis. 

3.5 
basic variable 
one of a specified set of variables representing physical quantities which characterize actions, environmental 
influences, geometrical quantities, or material properties including soil properties 

[ISO 19900:2002] 

3.6 
boundary conditions 
actions and constraints on a [section of a] structural component [or a group of structural components] by other 
structural components or by the environment surrounding it 

NOTE Boundary conditions can be used to generate reaction forces at locations of restraint. 

3.7 
braced caisson 
monotower where the lower part of the monocolumn is supported laterally by one or more inclined braces 
between the column and one or more foundation piles 

3.8 
bucket foundation 
foundation consisting of a cylindrical shell open on one end and installed by suction 

DIN EN ISO 19902:2014-01

Full document details: DIN EN ISO 19902:2014-01

http://www.avadocuments.com/doc/din-en-iso-19902-2014-01
http://www.avadocuments.com/doc/din-en-iso-19902-2014-01


EN ISO 19902:2007 + A1:2013 (E) 

21 

3.9 
characteristic value 
value assigned to a basic variable associated with a prescribed probability of not being violated by 
unfavourable values during some reference period 

NOTE The characteristic value is the main representative value. In some design situations a variable can have two 
characteristic values, an upper and a lower value. 

[ISO 19900:2002] 

3.10 
compliant bottom founded structure 
structure which is supported at its base by foundation piles or by another non-superficial foundation system 
and which is sufficiently flexible that applied lateral dynamic actions are substantially balanced by inertial 
reactions 

NOTE Although this International Standard is applicable to fixed steel offshore structures and is not intended to form 
a complete standard for compliant bottom founded structures, some of its requirements and guidance can be applied to 
compliant bottom founded structures. Parts of its requirements can also apply to other bottom founded structures (e.g. 
some forms of minimal structure), as considered appropriate and as agreed upon by parties concerned on a case by case 
basis. 

3.11 
consequence category 
classification system for identifying the environmental, economic and indirect personnel safety consequences 
of failure of a platform 

NOTE Categories for environmental and economic consequences are (see 6.6.3) 

C1 high environmental and/or economic consequences, 

C2 medium environmental and/or economic consequences, and 

C3 low environmental and economic consequences. 

3.12 
critical component 
structural component, failure of which would cause failure of the whole structure, or a significant part of it 

NOTE A critical component is part of the primary structure. 

3.13 
deformation capacity 
ability of a structure or structural component to deform without significant loss of resistance, or the extent to 
which it can do so 

3.14 
design service life 
assumed period for which a structure is to be used for its intended purpose with anticipated maintenance, but 
without substantial repair being necessary 

[ISO 19900:2002] 

3.15 
design value 

value derived from the representative value for use in the design verification procedure 

[ISO 19900:2002] 

DIN EN ISO 19902:2014-01

Full document details: DIN EN ISO 19902:2014-01

http://www.avadocuments.com/doc/din-en-iso-19902-2014-01
http://www.avadocuments.com/doc/din-en-iso-19902-2014-01


EN ISO 19902:2007 + A1:2013 (E) 

22 

3.16 
dynamic amplification factor 
DAF 

ratio of a dynamic action effect to the corresponding static action effect 

NOTE An appropriately selected dynamic amplification factor can be applied to static actions to simulate the effects 
of dynamic actions. 

3.17 
explosion 

rapid chemical reaction of gas or dust in air 

NOTE An explosion results in increased temperatures and pressure impulses. A gas explosion on an offshore 
platform is usually a deflagration in which flame speeds remain subsonic. 

3.18 
exposure level 
classification system used to define the requirements for a structure based on consideration of life-safety and 
of environmental and economic consequences of failure 

[ISO 19900:2002] 

3.19 
extreme value 
value of a parameter used in ultimate limit state checks, in which a structure's global behaviour is intended to 
stay in the elastic range 

NOTE Extreme values and events have probabilities of exceedance of the order of 10 2 per annum. 

[ISO 19901-1:2002] 

3.20 
fit-for-purpose 
meeting the intent of an International Standard although not meeting specific provisions of that International 
Standard in local areas, such that failure in these areas will not cause unacceptable risk to life-safety or the 
environment 

[ISO 19900:2002] 

3.21 
fixed structure 

structure that is bottom founded and transfers all actions on it to the sea floor 

[ISO 19900:2002] 

3.22 
free-standing caisson 
monotower where the structure consists, over its full height, of a single vertical column that continues into the 
seabed as the foundation pile 

3.23 
global analysis 
determination of a consistent set of internal forces and moments, or stresses, in a structure that are in 
equilibrium with a defined set of actions on the entire structure 

NOTE When a global analysis is of a transient situation (e.g. seismic), the inertial response is part of the equilibrium. 
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3.24 
hazard 
potential for human injury, damage to the environment, damage to property, or a combination of these 

[ISO 13702:1999] 

NOTE Several of the usual hazards to a platform (e.g. extreme storms) are treated as design situations for a 
structure. In this International Standard, hazards are errors and abnormal and accidental situations. 

3.25 
jacket 
fixed structure with leg piles and axial force transfer from the structure and topsides into the piles at the top of 
the structure 

NOTE See 6.1.2. 

3.26 
jack-up 
mobile offshore unit that can be relocated and is bottom founded in its operating mode 

[ISO 19900:2002]. 

NOTE See 6.1.4. 

3.27 
life-safety category 
classification system for identifying the applicable level of life-safety for a platform 

NOTE Categories for life-safety are (see 6.6.2) 

S1 manned non-evacuated, 

S2 manned evacuated, and 

S3 unmanned. 

3.28 
load arrangement 
identification of the position, magnitude and direction of a free action 

3.29 
load case 
compatible load arrangements, sets of deformations and imperfections considered simultaneously with 
permanent actions and fixed variable actions for a particular design or verification 

3.30 
local analysis 
determination of a consistent set of internal forces and moments, or stresses, in a cross-section of a structural 
component, or in a subset of structural components forming part of the structural system, that are in 
equilibrium with the boundary conditions 

3.31 
maintenance 
set of activities performed during the working life of the structure in order to enable it to fulfil the requirements 
for reliability 

NOTE Activities to restore the structure after an abnormal, accidental or seismic event are outside the scope of 
maintenance. 
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3.32 
monotower 
fixed structure in which the whole structure, or at least the upper part of the structure, consists of a single 
vertical column (tubular or framed) that carries the topsides 

NOTE Where only the upper part of the structure is a single vertical column, the lower part of the structure consists of 
tubular members or frames that connect the vertical column to the foundation piles or to another non-superficial foundation 
system that supports the monotower at its base, such as bucket foundations. 

3.33 
nominal geometrical properties 
properties of a structural component derived from its representative geometrical dimensions, remote from the 
location under consideration and with any corrosion allowance removed 

NOTE 1 The nominal cross-section of a member at a joint is the cross-section beyond any joint can or brace stub 
forming part of the joint. 

NOTE 2 Nominal geometrical properties are used in a global analysis to calculate the global behaviour of the structure. 

NOTE 3 The nominal thickness of a component excludes any thickening of the component due to weldments. 

3.34 
nominal stress 
stress calculated in a sectional area, including the stress raising effects of the macro-geometrical shape of the 
component of which the section forms a part, but disregarding the local stress raising effects from the section 
shape and any weldment or other fixing detail 

NOTE Overall elastic behaviour is assumed when calculating nominal stresses. 

3.35 
nominal value 
value assigned to a basic variable determined on a non-statistical basis, typically from acquired experience or 
physical conditions 

[ISO 19900:2002] 

3.36 
owner 
representative of the companies which own a development 

NOTE The owner will normally be the operator on behalf of co-licensees. 

3.37 
primary structure 
all main structural components that provide the structure's main strength and stiffness 

3.38 
quasi-static analysis 
static analysis of a structure subjected to actions that vary slowly in relation to the structure's fundamental 
natural period such that the influence of structural accelerations can be either safely neglected or is 
approximated by using an equivalent quasi-static action 

3.39 
redundancy 
ability of a structure to find alternative load paths following failure of one or more non-critical components, thus 
limiting the consequences of such failures 

NOTE All structures having redundancy are statically indeterminate. 

DIN EN ISO 19902:2014-01

Full document details: DIN EN ISO 19902:2014-01

http://www.avadocuments.com/doc/din-en-iso-19902-2014-01
http://www.avadocuments.com/doc/din-en-iso-19902-2014-01


EN ISO 19902:2007 + A1:2013 (E) 

25 

3.40 
regulator 
authority established by a national governmental administration to oversee the activities of the offshore oil and 
natural gas industries within its jurisdiction, with respect to the overall safety to life and protection of the 
environment 

NOTE 1 The term regulator can encompass more than one agency in any particular territorial waters. 

NOTE 2 The regulator can appoint other agencies, such as marine classification societies, to act on its behalf, and in 
such cases, regulator as it is used in this International Standard includes such agencies. 

NOTE 3 In this International Standard, the term regulator does not include any agency responsible for approvals to 
extract hydrocarbons, unless such agency also has responsibility for safety and environmental protection. 

3.41 
repair 
activities performed to preserve or to restore the function of a structure that fall outside the definition of 
maintenance 

3.42 
representative value 
value assigned to a basic variable for verification of a limit state 

[ISO 19900:2002] 

3.43 
representative yield strength 
stress at which a material exhibits a specified deviation from proportionality of stress and strain 

NOTE An offset of 0,2 % is used for many metals, including the steels covered by this International Standard. 

3.44 
reserve strength ratio 
measure of the capacity of a structural system to withstand overload 

NOTE For fixed steel offshore structures, the concept of a reserve strength ratio is usually applied to environmental 
actions (see 7.10), but is not limited to these actions. 

3.45 
risk reducing measures 
measures undertaken to reduce either the probability or the consequences of an accident, including the 
preparation of contingency plans 

3.46 
robustness 
ability of a structure to withstand events with a reasonable likelihood of occurring without being damaged to an 
extent disproportionate to the cause 

3.47 
secondary structure 
structural components that, when removed, do not significantly alter the overall strength and stiffness of the 
structure 

3.48 
steel gravity structure 
fixed structure that is held in place against environmental actions solely by the weight of the structure and any 
contained ballast, together with foundation resistance resulting from its weight and lateral resistance from any 
skirts 

NOTE Although this International Standard is not intended to form a complete standard for gravity structures, some 
of the requirements and guidance could be applied to gravity structures. 
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3.49 
strength 
mechanical property of a material indicating its ability to resist actions, usually given in units of stress 

3.50 
stress concentration factor 
SCF 
factor relating a nominal stress to the local stress at a detail 

NOTE SCFs are very important for and especially used in determining fatigue damage (see 16.10.2). 

3.51 
structural analysis 
process or algorithm for determining action effects from a given set of actions 

NOTE Structural analyses are performed at three levels (global analysis of an entire structure, local analysis of a 
structural component, local analysis of a section of a structural component) using different structural models. 

3.52 
structural component 
physically distinguishable part of a structure 

[ISO 19900:2002] 

NOTE The main structural components of a fixed steel structure are tubular members (see Clause 13), tubular joints 
(see Clause 14), mechanical connectors and clamps (see Clause 15), foundation piles and bucket foundations (see 
Clause 17). 

3.53 
structural system 
load-bearing components of a structure and the way in which these components function together 

[ISO 19900:2002] 

3.54 
topsides 
structures and equipment placed on a supporting structure (fixed or floating) to provide some or all of a 
platform’s functions 

[ISO 19900:2002] 

NOTE 1 For a ship-shaped floating structure, neither the deck nor a superstructure integral with the hull is part of the 
topsides. 

NOTE 2 For a jack-up, the hull is not part of the topsides. 

NOTE 3 A separate fabricated deck or module support frame is part of the topsides. 

3.55 
tower 
fixed structure that is supported by foundation arrangements at the base of the structure 

NOTE See 6.1.3. 
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3.56 
utilization 
member utilization 
joint utilization 
maximum value of the ratio of the generalized representation of the design stress (force) in a structural 
component to the generalized representation of the design resistance in stress (force) units of the component 

NOTE 1 The utilization is the maximum absolute value of the ratio for all conditions being considered. 

NOTE 2 Only utilizations smaller than or equal to 1,0 satisfy the design criteria for a particular limit state. 

NOTE 3 The design stress (force) is the stress (force) due to factored actions: Fd   Fr !f. The design resistance is the 
representative resistance divided by the partial resistance factor: Rd   Rr /!R. 

NOTE 4 For members and joints subjected to a single force, the utilization, U, is equal to: Fd/Rd   Fr !f !R/Rr. 

NOTE 5 For members and joints subjected to combined forces, the internal stress (force) pattern and the design 
resistance combine into an interaction equation. If the interaction equation governing the design check is, or can be, 
reduced to an inequality of the form I   1,0, then the utilization is equal to I. 

4 Symbols 

The following is a summary of the main symbols that are used throughout this International Standard. Many 
other symbols are locally defined where they are used. Local use includes main symbols with one or more 
subscripts when a more specific use and associated definition of the symbol is intended. 

A accidental action (from ISO 19900) 

A area 

C coefficient in general 

Cd hydrodynamic drag coefficient 

Cm hydrodynamic inertia coefficient 

Cm moment reduction factor 

Cr seismic reserve capacity factor 

Cs shape coefficient 

Cs slamming coefficient 

cu undrained shear strength of the soil, in stress units 

D diameter of a circular cylindrical element 

D diameter of a tubular joint chord 

D Palmgren-Miner fatigue damage ratio 

D equivalent quasi-static action representing dynamic effects 

Dr relative density of sand 

d water depth 

d diameter of tubular joint brace 

E Young’s modulus of elasticity, which may be taken as 205 000 MPa for structural steel, in lieu of 
more detailed information 

E  quasi-static environmental action 

Ee extreme quasi-static environmental action due to wind, waves and current  

Eo environmental action due to owner defined operating wind, wave and current parameters 
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F action 

Fd design value of action (from ISO 19900) 

Fr representative value of action (from ISO 19900) 

f unit skin friction of a pile, in stress units 

f representative strength in general, in stress units 

fb representative bending strength, in stress units 

fc representative axial compressive strength, in stress units 

fcu unconfined cube strength of grout 

fe Euler buckling strength, in stress units 

fh representative hoop buckling strength, in stress units 

ft representative axial tensile strength, in stress units 

fv representative shear strength, in stress units 

fy representative yield strength, in stress units 

G permanent action (from ISO 19900) 

g acceleration due to gravity 

g gap 

H height of an individual wave 

Hs significant wave height 

I moment of inertia 

K factor (locally defined with subscript for specific meaning) 

K effective length factor 

K dimensionless coefficient of lateral earth pressure 

K Keulegan-Carpenter number 

k factor (locally defined with subscript for specific meaning) 

k wave number 

kDAF dynamic amplification factor 

L length 

M moment (bending or torsion) due to factored actions 

Md design value of joint bending moment strength, in moment units 

Muj representative value of joint bending moment strength, in moment units 

m inverse slope of the S-N curve 

m mass 

N number of cycles to failure in fatigue of a specified constant amplitude stress range, S 

n number of occurrences of a specified stress range, S, during a specified time 

P percentage 

P  member axial force due to factored actions 

Pd design value of joint axial strength, in force units 

Puj representative value of joint axial strength, in force units 

Pf probability of failure 
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P-  second order bending effect due to axial compressive force, P, and lateral deflection,   

P(x) cumulative probability of variable x 

p  factored hydrostatic pressure 

pa atmospheric pressure 

p0' effective overburden stress of the soil 

p(x) probability density function of variable x 

p–y lateral soil resistance versus local pile displacement 

Q  variable action (from ISO 19900) 

Qd design axial pile capacity 

Qf representative value of the total skin friction resistance of a pile, in force units 

Qf chord force factor 

Qg gap factor for a joint 

Qp representative value of the end bearing capacity of a pile, in force units 

Qr representative value of the axial pile capacity 

Qu chord strength factor 

Q!z pile end bearing resistance versus pile tip displacement  

Q" geometrical factor for a joint 

q unit end bearing of a pile, in stress units 

R radius of a circular cross-section 

Rd design value of a component resistance (from ISO 19900) 

Re Reynolds number 

RRS reserve strength ratio (RSR) 

r radius of gyration 

S internal force (action effect) 

S constant amplitude stress range for fatigue assessments 

Sr Strouhal number 

Sr Stress range 

T quasi-static transient action 

T wall thickness of the chord member 

T period in general 

Ti intrinsic wave period 

Tz average zero-crossing wave period 

t time 

t wall thickness in general 

t wall thickness of the brace member 

t z soil pile shear transfer versus local pile displacement 

U utilization 

V beam shear due to factored actions 

V displaced volume 
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V coefficient of variation 

Ze elastic section modulus 

Zp plastic section modulus 

  slope angle of a cone section 

! ratio of brace outside diameter to chord outside diameter 

"  ratio of chord outside radius to chord wall thickness 

" ' submerged unit weight of soil  

"f partial action factor of which the value reflects the uncertainty or randomness of the action (from 
ISO 19900) 

"R partial resistance factor of which the value reflects the uncertainty or variability of the component 
resistance including those of material properties (from ISO 19900) 

# wave length 

# column slenderness parameter 

$ Poisson’s ratio, which may be taken as 0,3 for structural steel, in lieu of more detailed information 

% kinematic viscosity of water 

& angle in general 

&m mean wave direction 

 a mass density of air, which may be taken as 1,22 kg/m3 in lieu of more detailed information 

 s mass density of steel, which may be taken as 7 850 kg/m3 for structural steel, in lieu of more 
detailed information 

 w mass density of sea water, which may be taken as 1 025 kg/m3, in lieu of more detailed information 

! stress in general 

" shear stress in general 

" ratio of brace wall thickness to chord wall thickness 

# ' angle of internal friction in sand 

$ ratio of frequency of excitation to natural frequency 

% circular frequency  

%e frequency of excitation 

%n natural frequency in general 

%1 first natural frequency 

& factor (locally defined with subscript for specific meaning) 

& fraction of critical damping 

' diameter 
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5 Abbreviated terms 

ADS atmospheric diving suit 

ALE abnormal level earthquake 

ALS accidental limit states 

API American Petroleum Institute 

ASD allowable stress design 

AW as-welded (in Annex D) 

CHS circular hollow section 

COV coefficient of variation 

CTOD crack tip opening displacement 

CVN Charpy V-notch 

DAF dynamic amplification factor 

DC design class 

ELE extreme level earthquake 

ERW electric resistance welded 

FEA finite element analysis 

FLS fatigue limit states 

FMD flooded member detection 

GS geometrical stress 

GSR geometrical stress range 

HAT highest astronomical tide 

HAZ heat affected zone 

HISC hydrogen induced stress cracking 

IACS International Association of Classification Societies 

IC impressed current 

ipb in-plane bending 

JIP joint industry project 

LAST lowest anticipated service temperature 

LAT lowest astronomical tide 

LBZ local brittle zone 

LRFD load and resistance factor design 

MC material category 

MIC microbiologically influenced corrosion 

MPI magnetic particle inspection 

MPM most probable maximum 
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NDT non-destructive testing 

opb out-of-plane bending 

PLS progressive collapse limit !states" 

POD probability of detection 

PQR procedure qualification record 

PWHT post weld heat treatment 

QA quality assurance 

QC quality control 

QMS quality management system 

Q&T quenched and tempered 

RAO response amplitude operator 

RHS rectangular hollow section 

rms root-mean-square 

RSR reserve strength ratio 

RT radiographic testing 

SAW submerged arc welding 

SCF stress concentration factor 

SDOF single degree of freedom 

SIM structural integrity management (system) 

SLS serviceability limit states 

SMYS specified minimum yield strength 

SRA structural reliability analysis 

SRC seismic risk category 

SRD soil resistance to driving 

SSSV subsurface safety valve 

TMCP thermo-mechanically controlled process 

TRF transfer function 

ULS ultimate limit states 

UT ultrasonic testing 

UU unconsolidated and undrained 

VIV vortex induced vibrations 

WPS welding procedure specification 

WSD working stress design 

WPQ welding procedure qualification 
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