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Nationales Vorwort 

Dieses Dokument (EN ISO 23936-2:2011) wurde vom ISO/TC 67 �Materials, equipment and offshore 
structures for petroleum, petrochemical and natural gas industries�, Working group WG 7 �Corrosion resistant 
materials� in Zusammenarbeit mit dem Technischen Komitee CEN/TC 12 �Materialien, Ausrüstungen und 
Offshore-Bauwerke für die Erdöl-, petrochemische und Erdgasindustrie� (Sekretariat AFNOR, Frankreich) 
erarbeitet.  

Für Deutschland hat hieran der Arbeitsausschuss NA 109-00-01 AA �Materialien, Ausrüstungen und Offshore-
Bauwerke für die Erdöl-, petrochemische und Erdgasindustrie - Spiegelausschuss zu CEN/TC 12 und 
ISO/TC 67� im Normenausschuss Erdöl- und Erdgasgewinnung (NÖG) des DIN Deutsches Institut für 
Normung e. V. mitgearbeitet.  

Diese Europäische Norm enthält unter Berücksichtigung des DIN-Präsidialbeschlusses 1/2004 nur die 
englische Originalfassung der ISO-Norm. 

Diese Norm enthält neben den gesetzlichen Einheiten auch die Einheiten �atm�, �in (inch)�, �ppm� und �psi�, 
die im Deutschen Normenwerk nicht zugelassen sind. Es wird ausdrücklich darauf hingewiesen, dass die 
Anwendung dieser Einheiten im nationalen amtlichen und geschäftlichen Verkehr aufgrund des Gesetzes 
über Einheiten im Messwesen nicht zulässig.  

Umrechnung: 

Nicht-SI-Einheit  SI-Einheit Umrechnung 

atm  Pa 1 atm  = 1,01325 · 105 Pa 

in (inch) mm 1 inch  = 25,4 mm 

ppm mg/kg 1 ppm  = 1 mg/kg 

psi (psig) kPa 1 psi  = 6,894 757 kPa 

 

Für die in diesem Dokument zitierten Internationalen Normen wird im Folgenden auf die entsprechenden 
Deutschen Normen hingewiesen: 

ISO 815-1 siehe DIN ISO 815-1 

ISO 3601-3 siehe DIN ISO 3601-3 

ISO 7619-1 siehe DIN ISO 7619-1 

ISO 13628-10 siehe DIN EN ISO 13628-10 
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Nationaler Anhang NA 

(informativ) 
 

Begriffe und Abkürzungen 

3 Begriffe und Abkürzungen 

Für die Anwendung dieses Dokuments gelten die folgenden Begriffe und Abkürzungen. 

3.1 Begriffe 

3.1.1 
beschleunigte Prüfung 
Prüfung unter Bedingungen, die eine Verschlechterung von Werkstoffeigenschaften beschleunigen 

ANMERKUNG Dies wird im Allgemeinen durch Anwendung erhöhter Temperatur erreicht, um die chemischen 
Reaktionsgeschwindigkeiten zu steigern; es kann aber auch die Fluidkonzentration und die Spannung entsprechend 
verändert werden. 

3.1.2 
Anlagenbetreiber 
Person, die eine Anlage verantwortlich betreibt, Kenntnisse der Sondenparameter besitzt und diese 
Informationen an den Nutzer weitergibt (3.1.15) 

ANMERKUNG 1 Eine Anlage kann eine Sonde, eine Produktionslinie, eine Produktionsanlage, usw. sein. 

ANMERKUNG 2 Sondenparameter können Fluidbelastungen, Temperaturen, Drücke, Zeiten usw. sein. 

3.1.3 
Druckverformungsrest 
DVR 
Differenz zwischen der Prüfkörperhöhe vor der Prüfung und der Prüfkörperhöhe nach der Prüfung, dividiert 
durch die Differenz  zwischen der Prüfkörperhöhe vor der Prüfung und der Prüfkörperhöhe während der 
Prüfung (Distanzstück), angegeben in Prozent 

3.1.4 
Elastomer 
Gummi 
amorphes Material, das mit anderen Bestandteilen mechanisch zu einer Gummimischung vermischt wird, aus 
welcher danach durch Fliesvorgänge, wie  Form- oder Strangpressen, Gegenstände hergestellt werden, die 
dann bei erhöhten Temperaturen (ausnahmslos) chemisch ausgehärtet und damit in die elastische Endform 
überführt werden 

3.1.5 
Fluid 
Medium, z. B. ein Gas, eine Flüssigkeit, ein überkritisches Gas oder eine Mischung hieraus  

Die Benennung der folgenden Begriffe und Abkürzungen ist identisch mit der Benennung in der Englischen 
Fassung.
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3.1.6 
Belastung 
(en: interference) 
Differenz zwischen der Prüfkörperhöhe vor der Prüfung und der Prüfkörperhöhe während der Prüfung 
(Distanzstück), beide in Kompressionsrichtung gemessen 

3.1.7 
Hersteller der Elastomermischung 
Hersteller 
Hersteller des elastomeren Materials oder der aus diesem Material hergestellten Halbzeuge 

3.1.8 
Modul 
Zugspannung bei vorgegebener Dehnung 

ANMERKUNG In der Gummiindustrie wird häufig der Modul bei 50 % Dehnung gewählt. 

3.1.9 
Polymer 
natürliches oder synthetisches Molekül mit großer Molekularmasse, dessen chemische Struktur aus gleichen 
oder gleichartigen kleinen Moleküleinheiten (Monomeren) aufgebaut ist, die gemeinsam eine Molekülkette 
bilden 

ANMERKUNG Polymere lassen sich in drei Hauptgruppen unterteilen: Elastomere, Thermoplaste und Duroplaste. 

3.1.10 
rasche Gasdekompresssion 
RGD  
(en: rapid gas decompression) 
rasche Gasdruckentlastung 
explosionsartige Druckentlasung 
schneller Druckabfall in einem unter hohem Druck stehenden System, wobei das Gleichgewicht zwischen 
dem äußeren Gasdruck und der Konzentration des in einem Polymer gelösten Gases mit dem Ergebnis 
gestört wird, dass das in das Polymer eingelagerte Gas versucht, an bestimmten, über das gesamte Material 
verteilten Stellen zu entweichen und dadurch eine Expansion (Ausdehnung) verursacht 

ANMERKUNG Falls die Ausdehnung groß genug und die Geschwindigkeit des Druckabfalls höher ist als die natürliche 
Diffusionsgeschwindigkeit des Gases, können Blasen oder Brüche auftreten. 

3.1.11 
Raumtemperatur 

Temperatur von (23  2) °C 

3.1.12 
Querschnittsfläche einer Dichtung 
Querschnitts-Durchmesser 
CSD  
(en: cross section diameter) 
freie Höhe einer Dichtung bei Raumtemperatur, gemessen senkrecht zum Durchmesser der Dichtung in der 
Richtung, in der bei der Prüfung die Kompression erfolgt 

ANMERKUNG Die Messung wird an drei im gleichen Abstand verteilten Stellen am Umfang durchgeführt. 

3.1.13 
Dichtungstyp 
Ausführung einer Dichtung mit bestimmter Geometrie, Größe und Ausrichtung 

BEISPIEL Ein O-Ring. 
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3.1.14 
thermoplastisch 
Eigenschaft eines Materials, das in einem für Kunststoffe charakteristischen Temperaturbereich in einem 
reversiblen Vorgang durch Erwärmung zum Erweichen und durch Abkühlung zum Erhärten gebracht und im 
erweichten Zustand durch Formpressen, Strangpressen oder Umformen zu Gegenständen verarbeitet werden 
kann 

3.1.15 
Anwender 
Person, welche für die Auswahl geeigneter Materialien für einen bestimmten Betriebseinsatz verantwortlich ist 
und diese Auswahl aufgrund von Informationen des Anlagenbetreibers (3.1.2) trifft  

3.1.16 
Käufer 
Partei, die für den Erwerb des elastomeren Materials oder des elastomeren Bauteils verantwortlich ist 

3.2 Abkürzungen 

BOP Bohrlochabsperrventil (en: Blowout Preventer) 

BRE Laugenstabile Elastomere 

COC Konformitätsbescheinigung 

CSD Durchmesser des Querschnitts 

DMA Dynamisch-mechanische Analyse 

DMTA Dynamisch-mechanische Thermo-Analyse 

DSC Differentialscanningkalorimetrie; Dynamische Differenzialkalorimetrie 

GMPHOM Leitfaden für Herstellung und Einkauf von Schläuchen für Offshore-Verankerungen 

HNBR Hydrierter Nitril-Butadien-Kautschuk 

HP Hochdruck 

LNG Flüssiges Erdgas 

NBR Nitril-Butadien-Kautschuk  

OCIMF Internationales Forum der Mineralölgesellschaften (en: Oil Companies International 
Marine Forum) 

PBR Polierte Bohrungsaufnahme 

RGD rasche Gasdruckentlastung 

SPS Löslichkeitsparameter Spektroskopie 

TMA Thermomechanische Analyse 
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Nationaler Anhang NB 
(informativ) 
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DIN ISO 3601-3, Fluidtechnik � O-Ringe � Teil 3: Form- und Oberflächenabweichungen 

DIN ISO 7619-1, Elastomere oder thermoplastische Elastomere � Bestimmung der Eindringhärte � Teil 1: 
Durometer-Verfahren (Shore-Härte) 

DIN EN ISO 13628-10, Erdöl- und Erdgasgewinnung � Konstruktion und Betrieb von Unterwasser-
Produktionssystemen � Teil 10: Anforderungen an miteinander verklebte Leitungen 
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Foreword 

This document (EN ISO 23936-2:2011) has been prepared by Technical Committee ISO/TC 67 "Materials, 
equipment and offshore structures for petroleum, petrochemical and natural gas industries" in collaboration 
with Technical Committee CEN/TC 12 �Materials, equipment and offshore structures for petroleum, 
petrochemical and natural gas industries� the secretariat of which is held by AFNOR. 

This European Standard shall be given the status of a national standard, either by publication of an identical 
text or by endorsement, at the latest by June 2012, and conflicting national standards shall be withdrawn at 
the latest by June 2012. 

Attention is drawn to the possibility that some of the elements of this document may be the subject of patent 
rights. CEN [and/or CENELEC] shall not be held responsible for identifying any or all such patent rights. 

According to the CEN/CENELEC Internal Regulations, the national standards organizations of the following 
countries are bound to implement this European Standard: Austria, Belgium, Bulgaria, Croatia, Cyprus, Czech 
Republic, Denmark, Estonia, Finland, France, Germany, Greece, Hungary, Iceland, Ireland, Italy, Latvia, 
Lithuania, Luxembourg, Malta, Netherlands, Norway, Poland, Portugal, Romania, Slovakia, Slovenia, Spain, 
Sweden, Switzerland and the United Kingdom. 

Endorsement notice 

The text of ISO 23936-2:2011 has been approved by CEN as a EN ISO 23936-2:2011 without any 
modification. 
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Introduction 

ISO 23936 is intended to be of benefit to a broad industry group, ranging from operators and suppliers to 
engineering companies and authorities. ISO 23936 covers relevant generic types of non-metallic material 
(thermoplastics, elastomers, thermosetting plastics, fibre-reinforced plastics, etc.) and draws upon a wide 
range of existing technical experience, which has never before been summarized in a technical standard. 

ISO 23936 does not cover polymeric coatings such as thermal insulation and paint that are applied to the 
outside of components but that are not in contact with oilfield fluids. 

The evaluation and qualification process described in this part of ISO 23936 is intended to ensure that the 
user of non-metallic materials has sufficient understanding and knowledge of the applicable materials to 
obtain acceptable performance in the specified environment, and that the user can rely on stable quality to 
meet given specifications. A quality system is useful to ensure compliance with the requirements of this part of 
ISO 23936. 

Successful qualification of a manufacturer and a specific material is intended to be valid for other projects and 
different operators. The consideration of qualification of a manufacturer is at the discretion and determination 
of the purchaser, normally on the basis of documentation provided by the manufacturer, as required in this 
part of ISO 23936 or any specific additional documentation. 

The purchaser is responsible for ensuring (if necessary, with external competence) that the manufacturers 
selected are qualified. 

This part of ISO 23936 is based on NORSOK standard M-710. 
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1 Scope 

ISO 23936 describes general principles and gives requirements and recommendations for the selection and 
qualification of non-metallic materials for service in equipment used in oil and gas production environments, 
where the failure of such equipment could pose a risk to the health and safety of the public and personnel, or 
to the environment. It can be applied to help avoid failures of the equipment itself. It supplements, but does 
not replace, the material requirements given in the appropriate design codes, standards or regulations. 

This part of ISO 23936 describes the requirements and procedures for qualification of elastomeric material 
used in equipment for oil and gas production. 

2 Normative references 

The following referenced documents are indispensable for the application of this document. For dated 
references, only the edition cited applies. For undated references, the latest edition of the referenced 
document (including any amendments) applies. 

ISO 34-1:2010, Rubber, vulcanized or thermoplastic � Determination of tear strength � Part 1: Trouser, 
angle and crescent test pieces 

ISO 37, Rubber, vulcanized or thermoplastic � Determination of tensile stress-strain properties 

ISO 48, Rubber, vulcanized or thermoplastic � Determination of hardness (hardness between 10 IRHD and 
100 IRHD) 

ISO 815-1, Rubber, vulcanized or thermoplastic � Determination of compression set � Part 1: At ambient or 
elevated temperatures 

ISO 2781, Rubber, vulcanized or thermoplastic � Determination of density 

ISO 2921, Rubber, vulcanized � Determination of low-temperature retraction (TR test) 

ISO 3601-3:2005, Fluid power systems � O-rings � Part 3: Quality acceptance criteria 

ISO 7619-1, Rubber, vulcanized or thermoplastic � Determination of indentation hardness � Part 1: 
Durometer method (Shore hardness) 

ISO 13628-10:2005, Petroleum and natural gas industries � Design and operation of subsea production 
systems � Part 10: Specification for bonded flexible pipe 

ASTM D297, Standard Test Methods for Rubber Products � Chemical Analysis 

ASTM D395, Standard Test Methods for Rubber Property � Compression Set 

ASTM D412, Standard Test Methods for Vulcanized Rubber and Thermoplastic Elastomers � Tension 

ASTM D624, Standard Test Method for Tear Strength of Conventional Vulcanized Rubber and Thermoplastic 
Elastomers 

ASTM D1414, Standard Test Methods for Rubber O-Rings 

ASTM D1415, Standard Test Method for Rubber Property � International Hardness 

ASTM D2240, Standard Test Method for Rubber Property � Durometer Hardness 

API 17K, Specification for Bonded Flexible Pipe 
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3 Terms, definitions and abbreviated terms 

For the purposes of this document, the following terms, definitions and abbreviated terms apply. 

3.1 Terms and definitions 

3.1.1 
accelerated test 
test undertaken under conditions designed to speed material deterioration 

NOTE This is usually accomplished by increasing temperature, in order to raise chemical reaction rates, but fluid 
concentration and stress are variables which can also be manipulated. 

3.1.2 
asset operator 
person who operates an asset, who has knowledge of well parameters and who transmits this information to 
the user (3.1.15) 

NOTE 1 An asset can be a well, a production train, a plant, etc. 

NOTE 2 Well parameters can be fluid exposure, temperatures, pressures, duration, etc. 

3.1.3 
compression set 
difference between the original sample height and the post-test height, divided by the interference, expressed 
as a percentage 

3.1.4 
elastomer 
rubber 

amorphous material mechanically mixed with other constituents to form a rubber compound, which is then 
shaped by flow into articles by means of the manufacturing processes of moulding or extrusion, and then 
(invariably) chemically cured at elevated temperature to form an elastic insoluble material 

3.1.5 
fluid 
medium such as a gas, liquid, supercritical gas, or a mixture of these 

3.1.6 
interference 
difference between the original sample height and the height of spacer bar, each measured in the same 
direction as the direction of compression 

3.1.7 
compound manufacturer 
manufacturer 
producer of the elastomer material or of semi-finished products made from elastomer materials 

3.1.8 
modulus 
tensile stress at a given elongation 

NOTE In the rubber industry, the modulus at 50 % elongation is often chosen. 

3.1.9 
polymer 
high molecular weight molecule, natural or synthetic, whose chemical structure can be represented by 
repeated small units which collectively form molecular chains 

NOTE This material class has three main sub-groups: elastomers, thermoplastics and thermosets. 
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3.1.10 
rapid gas decompression 
RGD 
depressurization 
explosive decompression 
rapid pressure-drop in a high pressure gas-containing system which disrupts the equilibrium between external 
gas pressure and the concentration of gas dissolved inside any polymer, with the result that excess gas tries 
to escape from the solution at points throughout the material, causing expansion 

NOTE If large enough, and if the pressure-drop rate is faster than the natural gas diffusion rate, blistering or rupturing 
can occur. 

3.1.11 
room temperature 

temperature of (23  2) °C 

3.1.12 
seal cross-section 
cross-section diameter 
CSD 
free height of a seal at room temperature, measured normal to seal diameter in the direction of compression in 
the test 

NOTE The measurement is taken at three circumferentially equidistributed positions. 

3.1.13 
seal type 
seal design of specified geometry, size and orientation 

EXAMPLE An O-ring. 

3.1.14 
thermoplastic 
material capable of being repeatedly softened by heating and hardened by cooling through a temperature 
range characteristic of the plastic and, in the softened state, of being repeatedly shaped by flow into articles 
by moulding, extrusion or forming 

3.1.15 
user 
person responsible for the selection of suitable materials for a service operation based on information 
received from the asset operator (3.1.2) 

3.1.16 
purchaser 
party responsible for procuring the elastomer material or component 

3.2 Abbreviated terms 

BOP  blow-out preventer 

BRE  base resistant elastomers 

COC  certificate of conformance 

CSD  cross-section diameter 

DMA  dynamic mechanical analysis 

DMTA  dynamic mechanical thermal analysis 

DSC  differential scanning calorimetry 
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GMPHOM Guide to Manufacturing and Purchasing Hoses for Offshore Moorings 

HNBR  hydrogenated nitrile butadiene rubber 

HP  high pressure 

LNG  liquefied natural gas 

NBR  nitrile butadiene rubber 

OCIMF  Oil Companies International Marine Forum 

PBR  polished bore receptacle 

RGD  rapid gas decompression (rapid gas depressurization) 

SPS  solubility parameter spectroscopy 

TMA  thermo mechanical analysis 

4 Technical requirements 

Technical requirements depend on material property characteristics and specific functional tests for an 
application. 

Elastomer selection shall be based on evaluation of compatibility with service environment, functionality under 
service and the design lifetime. This part of ISO 23936 covers materials tests and not functional tests. The 
following should be considered as appropriate to the component requirements and evaluated when selecting 
the material: 

a) adequate physical and mechanical properties (density, hardness, tensile strength, elongation at break, 
modulus of elasticity, compression set, tear strength, etc.); standard properties from which design 
specifications are selected and for quality assurance and control aspects; 

b) resistance against RGD events; a property of importance in high pressure gas sealing applications, 
covered in depth in this part of ISO 23936; 

c) long-term behaviour; resistance to chemical/physical change of the material; an important characteristic 
regarding sealing generally in the oil and gas sector, covered in this part of ISO 23936; 

d) low temperature flexibility; a property highly relevant to low temperature sealing applications; 

e) for large components exposed to gaseous production fluid, high pressure gas permeation; a property 
highly relevant to possible gas pressure build-up within the component structure, e.g. for hoses; 

f) resistance to high pressure extrusion or creep (functional tests not covered by this part of ISO 23936); 

g) resistance to thermal cycling and dynamic movement (functional tests not covered by this part of 
ISO 23936). 

Clause 2 gives references to relevant standards for elastomeric materials. The standards describe the test 
methodology for performing particular materials tests. The test conditions and durations shall be as described 
in this part of ISO 23936 and shall take precedence in those cases where this part of ISO 23936 deviates from 
the referenced standards. 

Long term (ageing) test objectives are described in Clause 7; procedural details are given in Annex A. 
RGD test objectives and procedures for elastomer O-ring seals are described in Clause 7 and Annex B. 

It is the responsibility of the asset operator to provide all necessary information about service conditions and 
environment. 

Information on elastomer characteristics is provided in Annex C. 
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5 Documentation requirements 

NOTE The required documentation of material properties of thermoplastic materials is described in ISO 23936-1. 

Required documentation of material properties is given in Table 1. Requirements pertaining both to 
documentation of properties and quality control are given. Each elastomer material used shall be traceable to 
the compound manufacturer and their quality control documentation as required in Table 1. Each batch of 
material shall be supplied with, as a minimum, a certificate of conformance (COC) and traceability information. 

Table 1 also defines the minimum amount of production and quality control testing required during 
manufacturing of the elastomer materials. The final procedures, with respect to key parameters and 
tolerances, shall be defined based on results from testing performed according to this part of ISO 23936. 

The user shall define the necessary requirements with tolerances in the purchase specification. 

Guidelines on selection of standards are given in parentheses. Characteristics, which are not relevant for 
expected service conditions and/or material type, may be omitted. 

Table 1 � Required documentation for elastomer material properties 

Properties Documentation Quality control tests 

Density (ISO 2781 or ASTM D297) D
a
 B

c
 

Hardness (IRHD/Shore A) (ISO 48/ISO 7619-1, ASTM D2240/ 
ASTM D1415) 

D B 

Tensile and elongation properties (ISO 37, ASTM D1414, 
ASTM D412) 

D B 

Compression set (ISO 815-1, ASTM D395/ASTM D1414) D  

Low temperature characteristics by DSC, DMA or TMA D  

Tear strength (ISO 34-1:2010, Method A, ASTM D624) D  

Temperature of retraction (ISO 2921) D  

Ageing/RGD characteristics (Annexes A/B) D  

High pressure gas permeation DH
b
  

a
 D: Properties to be documented for each supplier for each type of material. Nominal values with tolerances shall be 

given (Data Sheet). 

b
 DH: As for D, but specifically when using all large components exposed to high pressure gas. 

c
 B: Properties to be documented on a batch-wise basis, minimum 5 samples per test per batch with all results presented. 

The acceptance criteria shall be established prior to the test and based on qualification test results. 

 

Material property tests may also be omitted if users have documented performance-based functional tests that 
they use to approve rubber materials. 

6 Requirements for manufacturers 

6.1 General requirements 

It is the requirement of the manufacturer to provide documents attesting that the material has been 
manufactured and tested appropriately and that the material has met the relevant quality control requirements 
in this part of ISO 23936. 
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The testing shall be performed on specimens produced from specific rubber formulations and, where possible, 
production procedures. The COC should include as a minimum density, batch hardness, tensile properties 
(moduli, strength, elongation at break), date of manufacture and (where referenced) the sample curing 
process. The COC should be signed by a quality representative. For large rubber components, tests on small 
components shall be suitable for the properties of the large component unless otherwise agreed between the 
interested parties. 

This part of ISO 23936 specifies the required types of tests that shall be performed in order to document the 
material suitability and compatibility with test fluids specified in this part of ISO 23936 which are applicable to 
the intended application. 

The testing shall apply for the elastomer materials and the results shall be valid as long as the requirements 
stated in 6.2 are satisfied. For later supplies of identical material from the same manufacturer, a quality control 
of each batch of material shall be sufficient. Table 2 lists typical quality assurance and quality control 
document templates showing imaginary data. 

Table 2 � Typical quality assurance and quality control information 

Material 

Manufacturer  Acme Seals, Inc. 

Compound grade  FabFluoro  

Elastomer type ASTM D1418-05 FKM Type 3  

Lot/batch no.  FF2344rw4r/07  

Cure date  Q4 2010  

Typical Properties Applicable standard Unit Value 

Density ISO 2781 g/cm3 1,8 

Hardness ISO 48 IRHD 85 

Tensile strength ISO 37 MPa 21 

Modulus at 50% elongation ISO 37 MPa 10,1 

Modulus at 100% elongation ISO 37 MPa 18,5 

Elongation at break ISO 37 % 125 

 

It may not be necessary to perform qualification testing for a particular material, if relevant successful well-
documented in-service experience with traceable production records and quality control documentation is 
available to all relevant parties. This shall be agreed between interested parties. 

Such documentation shall contain detailed information about service conditions such as time, temperature, 
pressure, fluid composition and chemicals added. An asset operator can, for example, provide the 
documentation of flawless service. The existing service temperature recorded therein shall be in the same 
range as for the new application (it shall be a maximum of 10 °C below), the existing service pressure shall 
not be more than 10 % below that for the new application, and the existing service life shall be a minimum of 
50 % of design life. 

The manufacturer who has tested and qualified his compound(s) can make a statement making this known. 
Such a statement shall define which parts of ISO 23936 are complied with. Further, the statement shall 
include whether the testing was done according to Annex A and/or Annex B, and define the fluid composition, 
conditions and overall duration for the testing. 
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6.2 Validation of compliance 

The elastomer properties shall apply to each specific elastomer compound produced by each specific 
manufacturer. The existing elastomer data used by one purchaser may also be accepted by subsequent 
purchasers, provided the requirements in this part of ISO 23936 are still complied with. 

A compound shall be re-tested if changes are made to the compound or the process. If compound mixing 
and/or moulding is carried out at different plants/locations, a separate qualification shall be performed for each 
plant. 

NOTE All materials previously approved in accordance with NORSOK M-710 are approved in accordance with this 
part of ISO 23936. 

7 Qualification of elastomer materials (ageing and RGD) 

7.1 General 

The technical necessities for the testing of elastomeric materials are divided into two parts: 

 7.2 defines the chemical ageing test requirements (see Annex A); 

 7.3 defines the requirements for RGD testing (see Annex B). 

The test regimes shall be selected based on an analysis of the service conditions applying to the material in 
question, if these are known. Such an assessment shall include the nature and type of all fluids which contact 
the elastomer. The service life of the seal material in the relevant service environment shall be evaluated 
using appropriate techniques. 

7.2 Requirements for ageing tests 

7.2.1 General 

This part of ISO 23936 defines test procedures for the prediction of the progressive degradation of elastomeric 
materials exposed to fluids at elevated temperatures over extended periods of time. It is applicable where it is 
necessary to forecast material life in a specific application and for directly comparing the performance of 
candidate elastomer materials. Other standards, such as API TR6J1, also provide methods to assess life of 
elastomer materials. 

The objective is to assess the physical effects of the fluid on the elastomer and to thermally accelerate 
chemical reaction (if this occurs) between the fluid and the elastomer, causing tensile and related property 
levels to shift systematically towards a pre-defined limit of acceptability. The material is considered to have 
�failed� (i.e. reached the end of its useful life) when this limit is attained. These data are then used to quantify 
service life and suitability for service. 

By running exposure tests with test fluids at three different elevated temperatures above the operating 
temperature, three different times to reach the acceptance boundary will result, with the highest test 
temperature producing the shortest �time to failure�. Plotting the log of failure times against the reciprocal of 
the test temperature should result in a linear trend, enabling an estimate of service life at the operating 
temperature. 

For accelerated testing, the upper test temperature should be limited to give some confidence that only 
service-relevant chemical and/or physical processes will occur. 

The preferred test piece geometry is the tensile dumbbell; various standards apply (see Table 1). The ageing 
of moulded sheet, for subsequent stamping-out of tensile test pieces, is not allowed. The elastomer shall be 
tested in unconstrained mode; that is, free-standing, with fluid able to freely access all surfaces. 
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When extrapolating data from the present procedures, appropriate statistical techniques shall be applied. For 
example, if progressive degradation is apparently dependent on a single chemical ageing process, a method 
based on the Arrhenius relationship shall be used as described in Annex D. It is recommended that results 
always first be assessed on an Arrhenius basis. If an Arrhenius relationship does not exist or ageing does not 
occur, see Annex E for further guidance. 

Test media, conditions, equipment, procedures and test report requirements are described in detail in 
Annex A. 

7.2.2 Acceptance criteria for elastomers 

The acceptance criteria shall be established prior to commencing the ageing test. The following criteria have 
been established as the maximum acceptable ranges for three particular properties; any relaxation of these 
requirements shall be agreed upon by the user. A narrower acceptance range can be applied to any of these if 
required by circumstances. 

 Hardness: 10/ 20 units ( 5/ 20 units when initial nominal hardness is 90); applies to Shore A and IRHD 
scales 

 Volume: 25 % / 5 % 

 Tensile: 50 % [modulus (at 50 % or 100 % elongation), tensile strength, elongation at break] 

Tensile test results shall be used to extrapolate the service life according to Arrhenius equation (see 
Annexes A and E). Other properties may be used by agreement between all parties. 

7.3 Requirements for rapid gas decompression testing 

7.3.1 General 

This part of ISO 23936 gives test procedures for measuring the effect on elastomeric O-ring seals of rapid 
depressurization after periods at elevated temperature and high pressure in gaseous environments. In 
addition, guidance notes for interpretation of the results are provided. The supplier shall discuss with the user 
those applications for which this failure mode is relevant. 

The test fluids, conditions, procedure, equipment, inspection procedure and test reporting requirements are 
described in Annex B. 

7.3.2 Acceptance criterion 

No seal cross-section shall have a rating of more than 3 (see Clause B.4). 

8 Qualification of elastomeric materials in bonded flexible hose 

8.1 General 

Bonded flexible hose is the general class of flexible hose constructed from layers of elastomer and wire, wire 
fabric or textile fabric reinforcement that are bonded together by vulcanization during manufacture. The hose 
section from the internal to external diameter generally consists of the following: 

 liner: inner layer of elastomer providing resistance to the fluids being transported; 

 body layers: layers of reinforcement typically including textile fabric or parallel cords impregnated with 
elastomer, parallel steel wire cords impregnated with elastomer, and embedded helical wire.  Infill 
elastomer layers may also be present; 

 cover: outer layer of elastomer providing resistance to the external environment; 

 insulation or buoyancy: an additional outer layer for hoses where either insulation or buoyancy is 
required. 
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The hose structure is integrated into suitable end fittings according to the specific design, usually by bonding 
of the elastomer to the metal end fitting with a suitable curable adhesive system during the vulcanization of the 
hose. 

Bonded flexible hose usage can be generally classified into: 

a) lower pressure applications that are typically used for loading and discharge of liquids and LNG in 
offshore mooring situations; 

b) higher pressure applications used in oil and gas production. 

For a), guidance is provided in GMPHOM/OCIMF [Guide to Manufacturing and Purchasing Hoses for Offshore 
Moorings (Oil Companies International Marine Forum)], including materials tests for the liner and cover 
materials for materials acceptance and prototype hose approval. 

For b), ISO 13628-10 specifies material property requirements and test procedures for the qualification of 
liner, breaker and reinforcing layers in terms of mechanical/physical properties, thermal properties, permeation 
characteristics and compatibility/ageing properties covering all pressures. 

In the context of this part of ISO 23936, the main consideration is the qualification of the liner material that is in 
contact with the fluids being transported. For the longer term, the effects of the permeation of fluids through 
the liner to other elastomer layers should also be considered as well as ageing effects on mechanical/physical 
properties. Because of the multi-layer construction of bonded hoses, not only should the properties of the 
individual elastomer layers be considered, but also the adhesion between layers including the bonding with 
the end fittings. 

8.2 Qualification of bonded flexible hose liner material 

8.2.1 General 

Qualification should be according to the subclauses below, which are based on the existing guidelines 
mentioned in 8.1. 

8.2.2 Guide to manufacturing and purchasing hoses for offshore moorings 

The procedure of GMPHOM/OCIMF should be applied or adapted as appropriate with regard to materials test 
procedures. It possesses two clauses entitled Materials Tests, one under �Acceptance Tests� and one for 
�Prototype Hose Approval�; the most relevant should be agreed between supplier and purchaser and 
employed. Particular points are: 

a) Within both clauses termed Material Tests, for resistance to liquids, GMPHOM/OCIMF specifies the use 
of ISO 1817 using the conditions 48 h at 40 C in the test liquid as a volume swell test, with a requirement 
of swell being no greater than 60 %. 

NOTE  GMPHOM/OCIMF specifies use of (ASTM) liquid C, which can still conform to this part of ISO 23936 if 
liquid C is stated to be the bespoke liquid agreed between participants (see Annex A). 

This part of ISO 23936 allows the same procedure for use with a standard liquid selected to be 
reasonably representative of the composition of the service fluid to be transported or contained, in 
accordance with Annex A. Bespoke acceptance properties will be required if alternative low temperature 
requirements and/or products and/or service fluids are relevant. 

b) GMPHOM/OCIMF specifies for temperature resistance �no significant deterioration� at �20 °C using the 
Gehman test to ISO 1432. 

c) Under �Acceptance Tests�, GMPHOM/OCIMF also specifies adhesion testing between bonded layers of 
body and end-fitting elastomer using a standard peel test as described in ISO 36:2005, which specifies a 
test method for measuring the force required to separate two plies of fabric bonded with rubber, or a 
rubber layer and a fabric ply bonded together. The ply surfaces should be plane or nearly so, with no 
gross irregularities. Supplier and user should agree a threshold force for acceptance, based on 
experience. 
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d) If the service temperature is higher than ambient, the material test temperature should be increased 
accordingly. The test conditions, test duration and acceptance criteria should be agreed between supplier 
and purchaser. Consideration to the temperatures and fluids chosen should be made with consultation to 
ISO 1817. 

8.2.3 ISO 13628-10 and API 17K 

ISO 13628-10 and API 17K specify property tests for liner and reinforcing layers (see Tables 9 and 11 in 
API 17K:2005) and describe test procedures and acceptance criterion for fluid permeability (liquid and gas), 
blistering, fluid compatibility, ageing and void formation (the last being a component test), concerning 
interlayer failures. Much of ISO 13628-10 and API 17K is useful for incorporation in this part of ISO 23936, but 
some variations are required. 

8.2.4 Requirements for gas permeation 

Gas permeation testing should be made at appropriate high pressure on a specimen from liner or other layer 
material, and procedures shall vary depending on conditions and fluid type. Test gases shall be in accordance 
with Tables A.2 and A.3, using the bespoke category for testing single gases. 

For high pressure (HP) gas permeation testing of an elastomer material, a test assembly pressure cell with the 
following features is required. 

a) A chamber which can be pressurized to high pressure by a gas supply. This will be separated from a low 
pressure chamber by a suitably sealed elastomer test piece. Facilities for continuous monitoring of the 
pressures in the high and low pressure chambers are required. 

b) Heating (insulated band heater) facilities and temperature monitoring and control of the permeation cell to 
within 2 °C. 

Test times are governed by diffusion characteristics of candidate elastomers (see Annex E). In one test 
arrangement, test pieces of test elastomer of diameter 10 mm are bonded during vulcanization into a suitable 
holder. Moulding pressure shall be high to minimize porosity and microporosity. The test specimen holder is 
installed and sealed in the HP permeation cell. A porous steel sinter necessary for supporting the specimen is 
inserted appropriately. The cell is then heated to test temperature and allowed to equilibrate before applying 
test gas to the specimen and pressurizing. As a minimum, the following test conditions shall apply: 

 high pressure (P1): hose design pressure, may be used if pipe design pressure is not known; 

 temperature (T): service, or three higher temperatures for three accelerated tests followed by Arrhenius-
extrapolation of the three resulting data points to service (see Annex D). 

The pressure increase due to permeation in the low pressure chamber with time may be converted to the rate 
of gas permeation (cm3/s at standard temperature and pressure), assuming the gas to be ideal, by 
Equation (1): 

lp2

lp

273d

d

VPq

t t T
 (1) 

where 

Vlp  is the volume of the low pressure chamber; 

Tlp  is the temperature (ambient) of the low pressure chamber. 

P2  is expressed in atmospheres. 
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The permeation coefficient Q can be obtained from the gradient, at steady state conditions, of the permeated 
gas pressure versus time plot using Equation (2) (see also Annex E): 

1 2q

t

P P
QA

h
 (2) 

where 

h  is the specimen thickness; 

P1  is the pressure in the high pressure chamber; 

P2 is normally zero unless stipulated otherwise. 

The initial transient stage of the test can be used to provide an estimate of the diffusion coefficient D, as 
shown in Equation (3): 

2

6

h
D  (3) 

where time-lag  is the value of time where the back-extrapolated steady state line intersects the time axis. 

The solubility coefficient s is then determined from Equation (4): 

Q D s  (4) 

The concentration c of a single gas absorbed into the polymer surface may be calculated from Equation (5): 

1c s P  (5) 

The measured criteria are the permeation coefficient Q in cm2/s/atm, the diffusion coefficient D in cm2/s, the 
solubility coefficient (s) in atm�1, and the dimensionless (i.e. cm3 gas/cm3 elastomer) concentration c applying 
at the high pressure face. For a lining material contacting an essentially impermeable layer (e.g. external steel 
piping), c will eventually be achieved (or nearly so) throughout. For a series of accelerated tests, these 
coefficients can be used for Arrhenius extrapolations (see Annex E). Q values can be used to predict 
permeation rates through hose liners (see Annex E). D can be used for rough estimates (root mean squares) 
of migration distance within the material after time t, using (2Dt)½. Experience suggests that breakthrough 
time can reasonably be taken as ½( ). 

For mixed gases � yielding apparent coefficients only by the above procedures � any following estimates 
should be for guidance only. 

The presence of the steel sinter support may reduce measured permeation rates. For tests carried out as 
above, this observation should be included on the test report. 

8.2.5 Requirements for RGD 

RGD performance for hose linings according to this part of ISO 23936 should follow the procedures of 6.2.3.2 
in ISO 13628-10:2005 or API 17K, but using gas compositions taken from Tables A.2 to A.4 of this part of 
ISO 23936. 

Because diffusion rate is proportionate to the square of distance migrated, soak times for hose linings should 
be increased from those used for testing small seals by a factor, K, which relates distances to be migrated in 
seals and hoses raised to the power of 2. This factor to calculate the soaking time is as shown in Equation (6): 

K = (h/r)2 (6) 

where 

h  is the hose lining thickness with fluid entering the lining from one exposed surface only; 

r  is the radius of the seal cross-section for the test arrangement described in Annex B. 
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The starting point is a seal cross-section radius of 2,66 mm with a minimum soaking time of 68 h. 

The specimen for RGD testing of hose lining should include some fabrication to allow assessment of the 
elastomer�s RGD resistance when supported as in service. Single textile fabric layers should sandwich the 
elastomer lining layer. The specimen should be moulded to the required thickness and cured in a plunger 
mould. Moulding pressure should be 0,7 MPa1) to be similar to that met in hose manufacture or as agreed 
between interested parties. Lining thickness including fabrics should be 3 mm to 4 mm and specimen 
diameter 30 mm, or as similarly agreed. Fabrics should be rubberized and of the type used in the manufacture 
of hoses for this service. 

Figure 1 shows the specimen and portholes for high pressure gas to enter it through one face only. More 
portholes above the specimen allow permeated gas to arrive in a vented chamber (a vertical line showing the 
vent). Figure 2 shows the test arrangement with a stack of seal jigs located in a suitable pressure chamber (to 
accommodate test pressure plus a safety factor), and the vented gas led outside it. 

 

Key 

1 fabric layers 

2 elastomer 

3 high pressure gas 

Figure 1 � RGD test jig holding fabricated specimen; HP gas applied unidirectionally 

                                                      
1) 1 bar = 0,1 MPa. 
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Key 

1 gas in 

2 PC controlled blowdown 

3 pressure transducer 

4 thermocouple 

5 permeated gas vent 

Figure 2 � Hose lining jigs stacked in a pressure chamber during testing 

The temperature, pressure, number of test cycles, decompression rate and acceptance criteria of 
ISO 13628-10 and API 17K shall apply. 

Test fluids should be selected from Tables A.2 to A.5 in this part of ISO 23936; those from Table A.3 and 
Table A.5 (sour conditions) should only be used if gas emitted during decompression can be handled safely. 

8.2.6 Requirements for ageing tests 

In ISO 13628-10 and API 17K, the test liquid used for exposure tests is chosen by the component purchaser; 
to comply with this part of ISO 23936, liquids given in Tables A.1, A.4 and A.5 should be used. Ageing as a 
materials test procedure should use the same approach as that taken in this part of ISO 23936 for seal 
elastomers (Clause 7), with the acceptance criteria also being the same. 

8.3 Qualification of bonded flexible hose � Layers outside the liner 

The cover material should possess good mechanical properties, including tear strength/impact resistance, to 
resist mishandling issues, etc.; low sea-water uptake should be demonstrated if the cover is subject to 
seawater immersion. Layers between liner and cover should be manufactured from elastomer types 
intermediate in characteristics between the two, each having evidence provided of good bondability to 
adjacent layers and to any fabric, textile, wire reinforcement, etc. embedded in them. 
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