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Dieses Dokument (EN ISO 472:2013/A1:2018) wurde vom Technischen Komitee ISO/TC 61 �Plastics�, 
SC 1 �Terminology� (Sekretariat: BSI, Vereinigtes Königreich) in Zusammenarbeit mit dem Technischen 
Komitee CEN/TC 249 �Kunststoffe� erarbeitet, dessen Sekretariat von NBN (Belgien) gehalten wird. 

Das zuständige deutsche Normungsgremium ist der Arbeitsausschuss NA 054-01-01 AA �Terminologie� im 
DIN-Normenausschuss Kunststoffe (FNK). 

Es wird auf die Möglichkeit hingewiesen, dass einige Elemente dieses Dokuments Patentrechte berühren 
können. DIN ist nicht dafür verantwortlich, einige oder alle diesbezüglichen Patentrechte zu identifizieren. 
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This amendment A1 modifies the European Standard EN ISO 472:2013; it was approved by CEN on 19 July 2018.  
 
CEN members are bound to comply with the CEN/CENELEC Internal Regulations which stipulate the conditions for inclusion of 
this amendment into the relevant national standard without any alteration. Up-to-date lists and bibliographical references 
concerning such national standards may be obtained on application to the CEN-CENELEC Management Centre or to any CEN 
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This amendment exists in three official versions (English, French, German). A version in any other language made by translation 
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European foreword 

This document (EN ISO 472:2013/A1:2018) has been prepared by Technical Committee ISO/TC 61 
"Plastics" in collaboration with Technical Committee CEN/TC 249 �Plastics� the secretariat of which is 
held by NBN. 

This European Standard shall be given the status of a national standard, either by publication of an 
identical text or by endorsement, at the latest by June 2019, and conflicting national standards shall be 
withdrawn at the latest by June 2019. 

Attention is drawn to the possibility that some of the elements of this document may be the subject of 
patent rights. CEN shall not be held responsible for identifying any or all such patent rights. 

According to the CEN-CENELEC Internal Regulations, the national standards organizations of the 
following countries are bound to implement this European Standard: Austria, Belgium, Bulgaria, 
Croatia, Cyprus, Czech Republic, Denmark, Estonia, Finland, Former Yugoslav Republic of Macedonia, 
France, Germany, Greece, Hungary, Iceland, Ireland, Italy, Latvia, Lithuania, Luxembourg, Malta, 
Netherlands, Norway, Poland, Portugal, Romania, Serbia, Slovakia, Slovenia, Spain, Sweden, Switzerland, 
Turkey and the United Kingdom. 

Endorsement notice 

The text of ISO 472:2013/Amd 1:2018 has been approved by CEN as EN ISO 472:2013/A1:2018 
without any modification. 
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Plastics ocabulary

AMENDMENT 1: Additional items

Clause 2

Delete terminological entries 2.193, 2.195, 2.263, 2.400, 2.964, 2.1197, 2.1216.

Clause 2, after 2.1265

Add the following Clause 3.

3 Terms and definitions � Additional items

3.1
ageing
entirety of all irreversible chemical and physical processes occurring in a material in the course of time

3.2
chlorinated poly(vinyl chloride) 
PVC-C
poly(vinyl chloride) modi�ied by the controlled chlorination of the polymer

3.3
compressive strength

compression test  maximum compressive stress sustained by the test specimen during a 
compressive test

Note 1 to entry: It is expressed in megapascals.

3.4
critical energy release rate
GIC

fracture toughness test value of the energy release rate G in a precracked specimen under plane-
strain loading conditions, when the crack starts to grow

Note 1 to entry: It is expressed in Joules per s are metre, J/m2.

3.5
critical stress intensity factor
KIC

fracture toughness test value of the stress intensity factor when the crack under load actually starts 
to enlarge under a plane-strain loading condition around the crack tip

Note 1 to entry: It is expressed in pascals s are root of metre, Pa�m.

Note 2 to entry: It is related to its critical energy release rate GIC by the formula:

G
K

E
IC

IC
=

2

where E is the modulus of elasticity, determined under similar conditions of loading time (up to crack initiation) 
and temperature.

1
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where Et is the tensile modulus and ✁ is Poisson s ratio.

3.6
dammar resin
resin obtained from species of Shorea, Hopea, and Balnocarpus

Note 1 to entry: Dammar resin is soluble in certain organic solvents and used as a tacki�ier and modi�ier of 
pressure-sensitive adhesives.

3.7
degate, verb

injection and transfer moulding o separate the sprue from the moulded part

3.8
degree of polymerization

polymer molecule verage number of the monomeric units in a polymer

3.9
gate

injection and transfer moulding hannel or ori�ice through which material is injected from the sprue 
into a mould cavity 

3.10
laminate, noun
product made by bonding together two or more layers of a material or materials

3.11
Poisson's ratio
!

negative ratio of the strain increment �✂n, in one of the two axes normal to the direction of extension, 
to the corresponding strain increment �✂l in the direction of extension, within the linear portion of the 
longitudinal versus normal strain curve

Note 1 to entry: It is expressed as a dimensionless ratio.

3.12
polyolefin
thermoplastic polymer produced by the polymerisation or copolymerisation of ole�ins

Note 1 to entry: Examples of ole�ins include ethylene, propylene.

3.13
pot life
maximum period of time during which a multi-part adhesive or resin can be used after mixing the 
components

Note 1 to entry: The pot life varies with volume and temperature of the mixed adhesive and the ambient 
temperature. The term "pot life" is also used for the application of hot-melt adhesives for the period for which an 
adhesive, ready for use, remains usable when kept at normal operating temperature.

ISO 472:2013/Amd✳!✁✂✄!☎✆✝/F) 

In the case of plane-strain conditions:

2 hts reserved/Tous droits r

DIN EN ISO 472/A1:2019-03 

Full document details: DIN EN ISO 472/A1:2019-03

http://www.avadocuments.com/doc/din-en-iso-472-a1-2019-03
http://www.avadocuments.com/doc/din-en-iso-472-a1-2019-03


 

3.14
resin transfer mouldin❣
RTM
closed-mould system for moulding of reinforced plastics that processes inject matrix resins in to the 
mould in which reinforcement materials are preset

Note 1 to entry: The reinforcement materials include continuous strand, cloth, woven roving, long �ibre and 
chopped strand.

3.15
submarine gate
tunnel gate
injection channel situated mainly underneath the mating surface, so that the sprue is pulled off with 
the ejection operation

3.16
unplasticized poly(vinyl chloride)
PVC-U
poly(vinyl chloride) without any plasticizer

Note 1 to entry: Ingredients added to poly(vinyl chloride), such as stabilizers, lubricants, etc., are not considered 
as plasticizers in the usual technical sense.

3.17
volume resistivity

uotient obtained when the potential gradient is divided by the current density

Note 1 to entry: The volume resistivity of a material, in ohm centimetres, is e al to the volume resistance 
between opposite faces of a 0-6 m3 cube of the material.

3.18
anisotropic
different properties, such as Young s modulus or strength, along with different directions

3.19
cavity pressure
Pc
pressure of the thermoplastic material in the cavity at any time during the moulding process, measured 
centrally near the gate or the inner surface of the cavity 

Note 1 to entry: It is expressed in megapascals (MPa).

3.20
control
material which is of similar composition and construction to the test material, used for comparison and 
exposed at the same time as the test material

3.21
electroformed mould
container with a cavity or cavities, made by electroplating metal on the reverse pattern of the cavity

3.22
family mould
container with a cavity or cavities, that contains more than one cavity which have different geometries

3.23
flat wise
perpendicular direction to original laminated sheet surface when referring to the cutting of the test 
specimen
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3.24
hand la② !p
process of placing (and working) successive plies of reinforcing material or resin impregnated 
reinforcement in position on a mould by hand

3.25
impregnate, verb

reinforced plastics o soak reinforcements with a resin

3.26
interpenetrating polymer network
IPN
polymer comprising two or more networks which are at least partially interlaced on a molecular scale 
but not covalently bonded to each other and cannot be separated unless chemical bonds are broken

Note 1 to entry: A mixture of two or more pre-formed polymer networks is not an IPN, they are polymer blends.

3.27
liquid crystalline polymer
LCP
polymer that can exhibit one or more �luid state(s) with long-range orientational order over a certain 
range of temperatures (thermotropic li uid-crystalline polymer) or solution concentrations (lyotropic
li uid- crystalline polymer)

3.28
miscibility
capability of a mixture to form a single phase

Note 1 to entry: Single phases exist over certain ranges of temperature, pressure and composition. hether or 
not a single phase exists depends on the chemical structure, molar mass distribution, and molecular architecture 
of the components present.

3.29
polycondensation
polymerization in which the growth of polymer chains proceeds by condensation reactions between 
molecules of all degrees of polymerization

3.30
polymer blend
macroscopically homogeneous mixture of two or more different species of polymer

Note 1 to entry: In most cases, blends are homogeneous on scales smaller than several times visual optical 
wavelengths.

Note 2 to entry: For polymer blends, no account is taken of the miscibility or immiscibility of the constituent 
polymers, i.e., no assumption is made regarding the number of phases present.

Note 3 to entry: The use of the term polymer alloy for a polymer blend is discouraged.

3.31
polymer gel
polymer network, including a physical one, swollen or capable of being swollen in a li uid

4 hts reserved/Tous droits r
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3.32
semi-interpenetrating polymer network
SIPN
polymer comprising one or more networks and one or more linear or branched polymer(s) characterized 
by the penetration on a molecular scale of at least one of the networks by at least some of the linear or 
branched macromolecules

Note 1 to entry: Semi-interpenetrating polymer networks are distinguished from interpenetrating polymer 
networks because the constituent linear or branched polymers can, in principle, be separated from the 
constituent polymer network(s) without breaking chemical bonds hey are polymer blends.

3.33
S-glass
magnesia-alumina-silica glass, especially designed to provide high tensile strength glass �ilaments

3.34
ultimate anaerobic biodegradation
breakdown of an organic compound by microorganisms in the absence of oxygen to carbon dioxide, 
methane and mineral salts of any other elements present (mineralization) plus new biomass

3.35
unidirectional laminate
reinforced plastics laminate in which substantially all of the �ibres are oriented in the same direction

3.36
wet out
condition of an impregnated reinforcement wherein substantially all voids between the strands or 
�ilaments are �illed with resin

3.37
defin, verb
to remove �ins from moulded resin

3.38
transfer moulding
process of moulding a thermosetting material by passage from a heated pot into the cavity of a closed, 
heated mould

3.39
unsaturated polyester resin
thermosetting resin polycondensated from unsaturated acids and alcohols

3.40
feed

xtrusion or injection moulding aterial placed in the hopper

3.41
alloy
two or more immiscible polymers united, usually by another component, to form a polymeric 
composition having enhanced performance properties

3.42
antistatic agent
substance added in small proportions to a material or applied to its surface to counteract the build-up 
of an electrical charge on the material

3.43
chain length
total length of a chain molecule measured from atom to atom along the chain

Note 1 to entry: This term should not be used for the direct distance between the ends of the molecule.

5
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3.44
comb chain
macromolecule consisting of a main chain from which, at regular intervals, linear chains, all of 
comparable length, emanate

3.45
comb polymer
polymer, the molecules of which are comb chains (3.44)

3.46
constitutional repeating unit
smallest constitutional unit (3.47) the repetition of which describes a regular polymer

3.47
constitutional unit
species of atom or group of atoms present in a chain of a polymer or oligomer molecule

3.48
damping
measure of the energy dissipated as heat by a material or a material system subjected to an 
oscillatory load

Note 1 to entry: In the case of free oscillation, damping is the decrease with time of the amplitude of a system.

3.49
double-strand chain
macromolecule that can be described by constitutional units (3.47) joined so as to form an uninterrupted 
se uence of rings through two atoms

3.50
double-strand polymer
polymer, the molecules of which are double-strand chains (3.49)

3.51
dynamic stress
stress resulting from forces the value and/or direction of which vary in the course of time

3.52
expandable plastic
plastic formulated in such a way that it can be transformed into a cellular plastic by thermal, chemical 
or mechanical means

3.53
internal plasticizer
flexibilizer
co-reactant which, when incorporated into a polymer, confers improved �lexibility and resilience to 
the polymer

Note 1 to entry: A �lexibilizer gives an adhesive �ilm a greater extension at break, a lower modulus and a lower 
temperature at which it becomes brittle. A �lexibilizer is not extractable and will not migrate from the adhesive �ilm.

3.54
ionomer
polyelectrolyte with very few ionic groups

3.55
isotactic polymer
regular polymer, the molecules of which can be described in terms of only one species of con�igurational 
base unit (having chiral or prochiral atoms in the main chain) in a single se uential arrangement

6 hts reserved/Tous droits r
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3.56
ladder polymer
polymer that has a double-stranded main chain

3.57
long chain polymer
linear polymer or a linear portion of a polymer

3.58
main chain
backbone
linear portion of a macromolecule to which all other chains (long, short or both) may be regarded as 
being pendant

Note 1 to entry: In the case of two or more chains e ally could be considered to be the main chain, the one 
selected leads to the simplest geometrical representation of the molecule.

3.59
plastic deformation
part of the strain in a stressed plastic which remains after the applied stress has been removed

3.60
plasticate, verb
render a thermoplastic compound more processable by means of mechanical working and/or heat

3.61
polyester
polymeric reaction product of polyols and polycarboxylic acids having the repeating linkage -CO-O-

Note 1 to entry: The resulting polyester can be saturated or unsaturated depending on the polycarboxylic acid used.

Note 2 to entry: Typical examples of polyester are poly(butylene terephthalate) (PBT) or poly(ethylene 
terephthalate) (PET).

3.62
polymer
substance composed of molecules characterized by the multiple repetition of one or more constitutional 
units (3.47) linked to each other in amounts suf�icient to provide a set of properties that do not vary 
markedly with the addition or removal of one or a few of the constitutional units

Note 1 to entry: The nature of these constitutional units, their se ence and the average number per molecule 
in�luence the physical and mechanical properties of the polymer.

3.63
poromeric
having properties similar to leather, essentially waterproof, but capable of transmitting water vapour 
to some practical degree

3.64
reinforced plastic
plastic with materials embedded in the composition, resulting in properties superior to those of the 
base resin

3.65
short-chain branch
oligomeric offshoot from a polymer chain

7
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3.66
strain amplitude
ratio of the maximum deformation, measured from the mean deformation, to the free length of the 
unstrained test specimen

Note 1 to entry: The strain amplitude is measured from zero to peak on one side only.

3.67
test atmosphere
atmosphere to which a test sample or test specimen is exposed throughout a test

3.68
toughness
property of a material which can absorb energy, generally implying relatively high elongation at break 
and absence of brittleness

3.69
urea-formaldehyde resin
amino resin made by the polycondensation of urea (carbamide) with formaldehyde

3.70
irradiance

adiant �lux per unit area incident on a surface

Note 1 to entry: The irradiance is measured in watts per s are metre.

3.71
global solar irradiance
solar radiant �lux, both direct and diffuse, received on a horizontal plane unit area from a solid angle of 
2� steradians 

Note 1 to entry: The irradiance is measured in watts per s are metre.

3.72
spectral irradiance
E�
radiant �lux per unit area per wavelength interval 

Note 1 to entry: The irradiance is measured in watts per s are metre per nanometer.

3.73
radiant exposure

ime integral of irradiance 

Note 1 to entry: The exposure is measured in joules per s are metre.

3.74
diffuse solar radiation
total of the sky- and (if within the �ield of view) ground-re�lected radiation within the 2� steradian �ield 
of view of a plane surface, excluding the radiation from within the 5 to 6 solid angle centred on the 
sun s disc 

Note 1 to entry: For incidence angle ✄, between the normal to the plane and the direct beam, diffuse hemispherical 
radiation is determined by subtracting the component of the direct radiation in the plane cos(✄) times the direct 
radiation  from the total hemispherical radiation.
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