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DIN EN ISO 8501-1:2007-12

Nationales Vorwort

Die Europdische Norm EN ISO 8501-1 fallt in den Zusténdigkeitsbereich des Technischen Komitees
CEN/TC 139 ,Lacke und Anstrichstoffe” (Sekretariat: DIN, Deutschland). Die ihr zu Grunde liegende
Internationale Norm 1SO 8501-1 wurde vom ISO/TC 35/SC 12 ,Preparation of steel substrates before
application of paints and related products® (Sekretariat: BSI, Vereinigtes Kdnigreich) im ISO/TC 35 ,Paints and
varnishes” (Sekretariat: NEN, Niederlande) ausgearbeitet. Die Deutsche Norm DIN EN ISO 8501-1 fallt in den
Zustandigkeitsbereich des NAB/NABau-Unterausschusses NA 002-00-10-04 GUA ,Oberflachenvorbereitung
und -prifung“ im NAB/NABau-Arbeitsausschuss NA 002-00-10 GA ,Korrosionsschutz von Stahlbauten®.

DIN EN ISO 8501, Vorbereitung von Stahloberflichen vor dem Auftragen von Beschichtungsstoffen —
Visuelle Beurteilung der Oberfldchenreinheit besteht aus:

— Teil 1: Rostgrade und Oberflachenvorbereitungsgrade von unbeschichteten Stahloberflachen und Stahl-
oberfldchen nach ganzflachigem Entfernen vorhandener Beschichtungen

— Teil 2: Oberfldchenvorbereitungsgrade von beschichteten Oberflachen nach értlichem Entfernen der
vorhandenen Beschichtung

— Teil 4: Ausgangszusténde, Vorbereitungsgrade und Flugrostgrade in Verbindung mit Hochdruck-Wasser-
waschen

Die in der Norm enthaltenen photographischen Beispiele waren bereits auch in dem 1996 ersatzlos
zurickgezogenen Beiblatt DIN 55928-4 Beiblatt 1:1978-08, Korrosionsschutz von Stahlbauten durch
Beschichtungen und Uberziige — Vorbereitung und Priifung der Oberfldchen, Photographische Vergleichs-
muster, enthalten.

Fir die in den Literaturhinweisen angegebenen Internationalen Normen wird im Folgenden auf die
entsprechenden Deutschen Normen hingewiesen:

ISO 8501-2 siehe DIN EN ISO 8501-2
ISO 8502 (alle Teile) siehe DIN EN ISO 8502 (alle Teile)
ISO 8503 (alle Teile) siehe DIN EN ISO 8503 (alle Teile)

ISO 8504-2 siehe DIN EN ISO 8504-2
ISO 8504-3 siehe DIN EN ISO 8504-3
ISO 11124-2 siehe DIN EN ISO 11124-2
ISO 11124-3 siehe DIN EN ISO 11124-3
ISO 11125-3 siehe DIN EN ISO 11125-3
ISO 11126-3 siehe DIN EN ISO 11126-3
ISO 11126-4 siehe DIN EN ISO 11126-4
Anderungen

Gegeniiber DIN EN ISO 8501-1:2002-03 und DIN EN ISO 8501-1 Beiblatt 1:2002-03 wurden folgende Ande-
rungen vorgenommen:

a) die wesentliche Anderung ist die Zusammenfihrung der Norm mit der informativen Ergénzung
DIN EN ISO 8501-1 Beiblatt 1:2002-03;

b) die Norm wurde redaktionell Uberarbeitet.

Frithere Ausgaben

DIN EN ISO 8501-1: 2002-03
DIN EN ISO 8501-1 Beiblatt 1: 2002-03
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Nationaler Anhang NA
(informativ)

Literaturhinweise

DIN EN ISO 8501-2, Vorbereitung von Stahloberflachen vor dem Auftragen von Beschichtungsstoffen —
Visuelle Betrachtung der Oberfldchenreinheit — Teil 2: Oberflichenvorbereitungsgrade von beschichteten
Oberfldchen nach értlichem Entfernen der vorhandenen Beschichtung

DIN EN ISO 8502 (alle Teile), Vorbereitung von Stahloberflichen vor dem Auftragen von Beschichtungs-
stoffen — Priifungen zum Beurteilen der Oberfldchenreinheit

DIN EN ISO 8503 (alle Teile), Vorbereitung von Stahloberflichen vor dem Auftragen von Beschichtungs-
stoffen — Rauheitskenngréf3en von gestrahlten Stahloberfléchen

DIN EN ISO 8504-2, Vorbereitung von Stahloberflachen vor dem Auftragen von Beschichtungsstoffen —
Verfahren fiir die Oberflachenvorbereitung — Teil 2: Strahlen

DIN EN ISO 8504-3, Vorbereitung von Stahloberflachen vor dem Auftragen von Beschichtungsstoffen —
Verfahren fiir die Oberflachenvorbereitung — Teil 3: Reinigen mit Handwerkzeugen und mit maschinell
angetriebenen Werkzeugen

DIN EN ISO 11124-2, Vorbereitung von Stahloberflachen vor dem Auftragen von Beschichtungsstoffen —
Anforderungen an metallische Strahimittel — Teil 2: Hartquss, kantig (Grit)

DIN EN ISO 11124-3, Vorbereitung von Stahloberflachen vor dem Auftragen von Beschichtungsstoffen —
Anforderungen an metallische Strahlmittel — Teil 3: Stahlguss mit hohem Kohlenstoffgehalt, kugelig und
kantig (Shot und Grit)

DIN EN I1SO 11125-3, Vorbereitung von Stahloberflachen vor dem Auftragen von Beschichtungsstoffen —
Priifverfahren fiir metallische Strahlmittel — Teil 3: Bestimmung der Hérte

DIN EN ISO 11126-3, Vorbereitung von Stahloberflachen vor dem Auftragen von Beschichtungsstoffen —
Anforderungen an nichtmetallische Strahlmittel — Teil 3: Strahlmittel aus Kupferhiittenschlacke

DIN EN ISO 11126-4, Vorbereitung von Stahloberflachen vor dem Auftragen von Beschichtungsstoffen —
Anforderungen an nichtmetallische Strahlmittel — Teil 4: Strahlmittel aus Schmelzkammerschlacke
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EUROPAISCHE NORM EN ISO 8501-1
EUROPEAN STANDARD
NORME EUROPEENNE Mai 2007

ICS 25.220.10 Ersatz fur EN ISO 8501-1:2001,
EN ISO 8501-1:2001/Supplement

Deutsche Fassung

Vorbereitung von Stahloberflachen vor dem Auftragen von
Beschichtungsstoffen —
Visuelle Beurteilung der Oberflachenreinheit —

Teil 1: Rostgrade und Oberflachenvorbereitungsgrade von unbeschichteten
Stahloberflachen und Stahloberflachen nach ganzflachigem Entfernen
vorhandener Beschichtungen
(ISO 8501-1:2007)

Preparation of steel substrates before application of paints Préparation des subjectiles d’acier avant application de
and related products — peintures et de produits assimilés —
Visual assessment of surface cleanliness — Evaluation visuelle de la propreté d’un subjectile —
Part 1: Rust grades and preparation grades of uncoated Partie 1: Degrés de rouille et degrés de préparation
steel substrates and of steel substrates after overall des subjectiles d’acier non recouverts et des subjectiles
removal of previous coatings d’acier aprés décapage sur toute la surface des
(ISO 8501-1:2007) revétements précédents

(ISO 8501-1:2007)

Diese Europaische Norm wurde vom CEN am 16. November 2006 angenommen.

Die CEN-Mitglieder sind gehalten, die CEN/CENELEC-Geschéaftsordnung zu erfillen, in der die Bedingungen festgelegt sind, unter denen
dieser Europaischen Norm ohne jede Anderung der Status einer nationalen Norm zu geben ist. Auf dem letzten Stand befindliche Listen
dieser nationalen Normen mit ihren bibliographischen Angaben sind beim Management-Zentrum des CEN oder bei jedem CEN-Mitglied auf
Anfrage erhaltlich.

Diese Europaische Norm besteht in drei offiziellen Fassungen (Deutsch, Englisch, Franzésisch). Eine Fassung in einer anderen Sprache,
die von einem CEN-Mitglied in eigener Verantwortung durch Ubersetzung in seine Landessprache gemacht und dem Management-Zentrum
mitgeteilt worden ist, hat den gleichen Status wie die offiziellen Fassungen.

CEN-Mitglieder sind die nationalen Normungsinstitute von Belgien, Bulgarien, Danemark, Deutschland, E__stland, Finnland, Frankreich,
Griechenland, Irland, Island, ltalien, Lettland, Litauen, Luxemburg, Malta, den Niederlanden, Norwegen, Osterreich, Polen, Portugal,
Rumanien, Schweden, der Schweiz, der Slowakei, Slowenien, Spanien, der Tschechischen Republik, Ungarn, dem Vereinigten Kdnigreich
und Zypern.

. — |

EUROPAISCHES KOMITEE FUR NORMUNG
EUROPEAN COMMITTEE FOR STANDARDIZATION
COMITE EUROPEEN DE NORMALISATION

Management-Zentrum: rue de Stassart, 36 B- 1050 Briissel

© 2007 CEN  Alle Rechte der Verwertung, gleich in welcher Form und in welchem Ref. Nr. EN ISO 8501-1:2007 D
Verfahren, sind weltweit den nationalen Mitgliedern von CEN vorbehalten.
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EN ISO 8501-1:2007 (D)

Vorwort

Dieses Dokument (EN ISO 8501-1:2007) wurde vom Technischen Komitee ISO/TC 35 ,Paints and varnishes* der
Internationalen Organisation fur Normung (ISO) erarbeitet und als EN ISO 8501-1:2007 durch das Technische
Komitee CEN/TC 139 ,Lacke und Anstrichstoffe®, dessen Sekretariat von DIN gehalten wird, tbernommen.

Diese Europaische Norm muss den Status einer nationalen Norm erhalten, entweder durch Veréffentlichung
eines identischen Textes oder durch Anerkennung bis November 2007, und etwaige entgegenstehende
nationale Normen missen bis November 2007 zurlickgezogen werden.

Dieses Dokument ersetzt EN ISO 8501-1:2001 und EN ISO 8501-1:2001/Supplement.

Entsprechend der CEN/CENELEC-Geschaftsordnung sind die nationalen Normungsinstitute der folgenden
Lander gehalten, diese Europaische Norm zu Ubernehmen: Belgien, Bulgarien, Danemark, Deutschland,
Estland, Finnland, Frankreich, Griechenland, Irland, Island, Italien, Lettland, Litauen, Luxemburg, Malta,
Niederlande, Norwegen, Osterreich, Polen, Portugal, Rumanien, Schweden, Schweiz, Slowakei, Slowenien,
Spanien, Tschechische Republik, Ungarn, Vereinigtes Kdnigreich und Zypern.

Anerkennungsnotiz

Der Text von ISO 8501-1:2007 wurde vom CEN als EN ISO 8501-1:2007 ohne irgendeine Abanderung
genehmigt.

Diese zweite Fassung ersetzt die erste Fassung (ISO 8501-1:1988). Die wesentliche Anderung ist die
Aufnahme der informativen Erganzung ISO 8501:1988 Supplement: 1994 in den Anhang A.

Die Internationale Norm ISO 8501 mit dem allgemeinen Titel Vorbereitung von Stahloberflachen vor dem
Auftragen von Beschichtungsstoffen — Visuelle Beurteilung der Oberflachenreinheit besteht aus den
folgenden Teilen:

— Teil 1: Rostgrade und Oberflachenvorbereitungsgrade von unbeschichteten Stahloberflichen nach
ganzfldchigem Entfernen vorhandener Beschichtungen

— Teil 2: Oberflichenvorbereitungsgrade von beschichteten Oberflichen nach 6rtlichem Entfernen der
vorhandenen Beschichtungen

— Teil 3: Vorbereitungsgrade von SchweilBndhten, Kanten und anderen Fldchen mit Oberflachenfehlern

— Teil 4: Ausgangszustdnde, Vorbereitungsgrade und Flugrostgrade in Verbindung mit Hochdruck-
Wasserwaschen
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IMPORTANT — The ref-
erence photographs util-
ized for the assessment
of steel surfaces when
using this part of
ISO 8501 are not in-
cluded in this electronic
file because the quality
of their reproduction is
subject to change when
they are viewed on
screen or printed out. It
is important that only the
photographs contained
in  officially printed
versions of this part
of ISO 8501, purchased
from ISO or from ISO
member bodies or their
distributors, are used
when carrying out as-
sessments.

IMPORTANT — Les cli-
chés photographiques
représentatifs servant a
I'évaluation visuelle des
subjectiles en acier a
I'aide de la présente par-
tie de I'lISO 8501 ne sont
pas inclus dans le pré-
sent fichier électronique
parce que la qualité de
leur reproduction ne
peut étre garantie lors-
qu'ils sont affichés a
I'écran ou imprimés. i
est important que seuls
les clichés photogra-
phiques contenus dans
les versions officielles
de la présente partie
de I'ISO 8501, achetées
auprés de [I'ISO, des
comités membres de
I''SO ou de leurs distri-
buteurs, soient utilisés
lors des évaluations.
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ISO 8501-1:2007(E/F)

PDF disclaimer

This PDF file may contain embedded typefaces. In accordance with Adobe's licensing
policy, this file may be printed or viewed but shall not be edited unless the typefaces which
are embedded are licensed to and installed on the computer performing the editing. In
downloading this file, parties accept therein the responsibility of not infringing Adobe's
licensing policy. The ISO Central Secretariat accepts no liability in this area.

Adobe is a trademark of Adobe Systems Incorporated.

Details of the software products used to create this PDF file can be found in the General
Info relative to the file; the PDF-creation parameters were optimized for printing. Every care
has been taken to ensure that the file is suitable for use by ISO member bodies. In the
unlikely event that a problem relating to it is found, please inform the Central Secretariat at
the address given below.

PDF — Exonération de responsabilité

Le présent fichier PDF peut contenir des polices de caractéres intégrées. Conformément
aux conditions de licence d'Adobe, ce fichier peut étre imprimé ou visualisé, mais ne doit
pas étre modifi€ a moins que l'ordinateur employé a cet effet ne bénéficie d'une licence
autorisant [I'utilisation de ces polices et que celles-ci y soient installées. Lors du
téléchargement de ce fichier, les parties concernées acceptent de fait la responsabilité de
ne pas enfreindre les conditions de licence d'Adobe. Le Secrétariat central de I''SO décline
toute responsabilité en la matiére.

Adobe est une marque déposée d'Adobe Systems Incorporated.

Les détails relatifs aux produits logiciels utilisés pour la création du présent fichier PDF
sont disponibles dans la rubrique General Info du fichier; les paramétres de création PDF
ont été optimisés pour limpression. Toutes les mesures ont été prises pour garantir
I'exploitation de ce fichier par les comités membres de I'lSO. Dans le cas peu probable ou
surviendrait un probléme d'utilisation, veuillez en informer le Secrétariat central a I'adresse
donnée ci-dessous.
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ISO 8501-1:2007(E)

Foreword

ISO (the International Organization for Standardization) is a worldwide
federation of national standards bodies (ISO member bodies). The work of
preparing International Standards is normally carried out through ISO
technical committees. Each member body interested in a subject for which
a technical committee has been established has the right to be represented
on that committee. International organizations, governmental and non-
governmental, in liaison with ISO, also take part in the work. ISO
collaborates closely with the International Electrotechnical Commission
(IEC) on all matters of electrotechnical standardization.

International Standards are drafted in accordance with the rules given in
the ISO/IEC Directives, Part 2.

The main task of technical committees is to prepare International
Standards. Draft International Standards adopted by the technical
committees are circulated to the member bodies for voting. Publication as
an International Standard requires approval by at least 75 % of the member
bodies casting a vote.

Attention is drawn to the possibility that some of the elements of this
document may be the subject of patent rights. ISO shall not be held
responsible for identifying any or all such patent rights.

ISO 8501-1 was prepared by Technical Committee ISO/TC 35, Paints and
varnishes, Subcommittee SC 12, Preparation of steel substrates before
application of paints and related products.

This second edition cancels and replaces the first edition
(ISO 8501-1:1988). The main change is that the Informative Supplement
ISO 8501-1:1988/Suppl.1994 has been included as Annex A.

2 © IS0 and SIS 2007 — All rightﬂ'sﬁufﬁents
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ISO 8501-1:2007(E)

ISO 8501 consists of the following parts, under the general title Preparation
of steel substrates before application of paints and related products —
Visual assessment of surface cleanliness:

— Part1: Rust grades and preparation grades of uncoated steel
substrates and of steel substrates after overall removal of previous
coatings

— Part 2: Preparation grades of previously coated steel substrates after
localized removal of previous coatings

— Part 3: Preparation grades of welds, edges and other areas with
surface imperfections

— Part 4: Initial surface conditions, preparation grades and flash rust
grades in connection with high-pressure water jetting

© ISO and SIS 2007 — All rights reserved Docun:fents

Document Sharing Hub

Full document details: DIN EN ISO 8501-1:2007-12


http://www.avadocuments.com/doc/din-en-iso-8501-1-2007-12
http://www.avadocuments.com/doc/din-en-iso-8501-1-2007-12

ISO 8501-1:2007(E)

Introduction

The performance of protective coatings of paint and related products
applied to steel is significantly affected by the state of the steel surface
immediately prior to painting. The principal factors that are known to
influence this performance are

a) the presence of rust and mill scale;

b) the presence of surface contaminants, including salts, dust, oils and
greases;

c) the surface profile.

International Standards ISO 8501, ISO 8502 and ISO 8503 have been
prepared to provide methods of assessing these factors, while 1ISO 8504
provides guidance on the preparation methods that are available for
cleaning steel substrates, indicating the capabilities of each in attaining
specified levels of cleanliness.

These International Standards do not contain recommendations for the
protective coating systems to be applied to the steel surface. Neither do
they contain recommendations for the surface quality requirements for
specific situations even though surface quality can have a direct influence
on the choice of protective coating to be applied and on its performance.
Such recommendations are given in other documents such as national
standards and codes of practice. It will be necessary for the users of these
International Standards to ensure that the qualities specified are

— compatible and appropriate both for the environmental conditions to
which the steel will be exposed and for the protective coating system
to be used;

— within the capability of the cleaning procedure specified.

4 © IS0 and SIS 2007 - All righty épsfifesents
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ISO 8501-1:2007(E)

The four International Standards referred to above deal with the following
aspects of preparation of steel substrates:

ISO 8501 — Visual assessment of surface cleanliness;
ISO 8502 — Tests for the assessment of surface cleanliness;

ISO 8503 — Surface roughness characteristics of blast-cleaned steel
Substrates;

ISO 8504 — Surface preparation methods.
Each of these International Standards is in turn divided into separate parts.

This part of ISO 8501 identifies four levels (designated as “rust grades”) of
mill scale and rust that are commonly found on surfaces of uncoated
erected steel and steel held in stock. It also identifies certain degrees of
visual cleanliness (designated as “preparation grades”) after surface
preparation of uncoated steel surfaces and of steel surfaces after overall
removal of any previous coating. These levels of visual cleanliness are
related to the common methods of surface cleaning that are used prior to
painting.

This part of ISO 8501 is intended to be a tool for visual assessment of
rust grades and of preparation grades. It includes 28 representative
photographic examples.

Fourteen of these photographic examples show steel surfaces that have
been subjected to dry blast-cleaning using quartz sand as the abrasive.
The use of other abrasives may affect the appearance of the surface.
Colour changes caused by different abrasives are shown in Annex A.

NOTE Twenty-four of the photographs originated from the Swedish standard
SIS 05 59 00-1967, Pictorial surface preparation standards for painting steel
surfaces. The other four photographs originated from the German standard
DIN 55 928, Part 4, Supplement 1 (August 1978), Protection of steel structures from
corrosion by organic and metallic coatings; preparation and testing of surfaces;
photographic standards.
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INTERNATIONAL STANDARD ISO 8501-1:2007(E)

Preparation of steel substrates before application
of paints and related products — Visual
assessment of surface cleanliness —

Part 1:

Rust grades and preparation grades of uncoated
steel substrates and of steel substrates after
overall removal of previous coatings

1 Scope

This part of 1ISO 8501 specifies a series of rust grades and preparation
grades of steel surfaces (see Clauses 2 and 3, respectively). The various
grades are defined by written descriptions together with photographs that
are representative examples within the tolerance for each grade as
described in words.

It is applicable to hot-rolled steel surfaces prepared for painting by methods
such as blast-cleaning, hand and power tool cleaning and flame cleaning,
although these methods rarely lead to comparable results. Essentially,
these methods are intended for hot-rolled steel, but blast-cleaning methods,
in particular, could also be used on cold-rolled steel of sufficient thickness
to withstand any deformation caused by the impact of the abrasive or the
effects of power tool cleaning.

This part of ISO 8501 is applicable also to steel substrates that show
residues of firmly adhering paint and other foreign matter (see Note 2 to 3.1)
in addition to residual mill scale.
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NOTE 1 The preparation grades of previously painted steel surfaces after only
localized removal of paint coatings form the subject of ISO 8501-2 [1],

This part of ISO 8501 relates the cleanliness of the surface to its visual
appearance. In many instances, this is sufficient for the purpose but for
coatings likely to be exposed to severe environments, such as water
immersion and continuous condensation conditions, consideration should
be given to testing for soluble salts and other invisible contaminants on
the visually clean surface by the physical and chemical methods which
form the subjects of the various parts of ISO 8502 [2l. The roughness
characteristics of the surface should also be considered by reference to the
various parts of 1ISO 8503 [3l.

NOTE 2 This part of ISO 8501 contains the text in two of the three official
languages of ISO, English and French. It also contains the text in German,
published under the responsibility of DIN, and the text in Swedish, published under
the responsibility of SIS.

2 Rust grades

Four rust grades, designated A, B, C and D respectively, are specified. The
rust grades are defined by written descriptions.

A Steel surface largely covered with adhering mill scale but little, if any,
rust.

B Steel surface which has begun to rust and from which the mill scale
has begun to flake.

C Steel surface on which the mill scale has rusted away or from which it
can be scraped, but with slight pitting visible under normal vision.

D Steel surface on which the mill scale has rusted away and on which
general pitting is visible under normal vision.

Representative photographic examples of these rust grades are appended
to this part of ISO 8501 (see Clause 5 for details).
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3 Preparation grades

3.1 General

A number of preparation grades, indicating the method of surface
preparation and the degree of cleaning, are specified. The preparation
grades are defined in 3.2, 3.3 and 3.4 by written descriptions of the surface
appearance after the cleaning operation. Representative photographic
examples of these preparation grades are appended to this part of
ISO 8501 (see Clause 5 for details).

Each preparation grade is designated by the appropriate letters “Sa”, “St”
or “FI” to indicate the type of cleaning method used. The number following,
if any, indicates the degree of cleaning from mill scale, rust and previous
coatings.

The photographs are designated by the original rust grade before cleaning
and the designation of the preparation grade, for example B Sa 2.

NOTE 1 The term “foreign matter” used in 3.2, 3.3 and 3.4 may include water-
soluble salts and welding residues. These contaminants cannot be completely
removed from the surface by dry blast-cleaning, hand and power tool cleaning or
flame cleaning; wet blast-cleaning or water jetting should be used.

NOTE 2  Mill scale, rust or a paint coating is considered to be poorly adhering if it
can be removed by lifting with a blunt putty knife.

3.2 Blast-cleaning, Sa

Surface preparation by blast-cleaning is designated by the letters “Sa”.
Descriptions of the blast-cleaning grades are given in Table 1.

Prior to blast-cleaning, any heavy layers of rust shall be removed by
chipping. Visible oil, grease and dirt shall also be removed.

After blast-cleaning, the surface shall be cleaned from loose dust and
debris.
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NOTE Descriptions of surface preparation methods by blast-cleaning,
including treatment prior to, and after, the blast-cleaning procedure, are given in
ISO 8504-2 [4],

Table 1 — Blast-cleaning grades

Sa1 Light blast- When viewed without magnification, the surface shall

cleaning be free from visible oil, grease and dirt, and from poorly
adhering mill scale, rust, paint coatings and foreign
matter (see Note 1 to 3.1). See photographs B Sa 1,
CSa1andD Sa1.

Sa2 Thorough blast- |When viewed without magnification, the surface shall

cleaning be free from visible oil, grease and dirt, and from most
of the mill scale, rust, paint coatings and foreign
matter. Any residual contamination shall be firmly
adhering (see Note 2 to 3.1). See photographs B Sa 2,
CSa2andD Sa 2.

Sa 2’2 Very thorough When viewed without magnification, the surface shall

blast-cleaning be free from visible oil, grease and dirt, and from mill
scale, rust, paint coatings and foreign matter. Any
remaining traces of contamination shall show only
as slight stains in the form of spots or stripes. See
photographs A Sa2'%, BSa2/% CSa2% and
D Sa 2%-.

Sa3 Blast-cleaning When viewed without magnification, the surface shall
to visually clean |be free from visible oil, grease and dirt, and shall be
steel free from mill scale, rust, paint coatings and foreign

matter. It shall have a uniform metallic colour. See

photographs A Sa 3, B Sa 3, C Sa 3 and D Sa 3.

3.3 Hand and power tool cleaning, St

Surface preparation by hand and power tool cleaning, such as scraping,
wire-brushing, machine-brushing and grinding, is designated by the
letters “St”. Descriptions of the hand and power tool cleaning grades are
given in Table 2.

Prior to hand and power tool cleaning, any heavy layers of rust shall be
removed by chipping. Visible oil, grease and dirt shall also be removed.
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After hand and power tool cleaning, the surface shall be cleaned from loose
dust and debris.

NOTE 1 Descriptions of surface preparation methods by hand and power tool
cleaning, including treatment prior to, and after, the hand and power tool cleaning
procedure, are given in 1ISO 8504-3 [5],

NOTE 2  Preparation grade St 1 is not included, as it would correspond to a
surface unsuitable for painting.

Table 2 — Hand and power tool cleaning grades

St2 Thorough hand When viewed without magnification, the surface shall
and power tool be free from visible oil, grease and dirt, and from poorly
cleaning adhering mill scale, rust, paint coatings and foreign

matter (see Note 1 to 3.1). See photographs B St 2,

CSt2and D St 2.

St3 Verythorough As for St 2, but the surface shall be treated much
hand and power |more thoroughly to give a metallic sheen arising from
tool cleaning the metallic substrate. See photographs B St 3, C St 3
and D St 3.

3.4 Flame cleaning, Fi

Surface preparation by flame cleaning is designated by the letters “FI”.
Descriptions of the flame cleaning grades are given in Table 3.

Prior to flame cleaning, any heavy layers of rust shall be removed by

chipping.
After flame cleaning, the surface shall be cleaned by power tool wire-
brushing.
NOTE Flame cleaning includes final power tool wire-brushing to remove the

products of the cleaning process; hand wire-brushing does not achieve a
satisfactory surface for painting.
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Table 3 — Flame cleaning

Fl Flame cleaning When viewed without magnification, the surface shall
be free from mill scale, rust, paint coatings and
foreign matter (see Note 1 to 3.1). Any remaining
residues shall show only as a discoloration of the
surface (shades of different colours). See
photographs A FI, B FI, C Fl and D FI.

4 Procedure for visual assessment of steel substrates

Either in good diffuse daylight or in equivalent artificial illumination,
examine the steel surface and compare it with each of the photographs
appended to this part of ISO 8501 (see Clause 5 for details), using normal
vision. Place the appropriate photograph close to, and in the plane of, the
steel surface to be assessed.

For rust grades, record the assessment as the worst grade that is evident.
For preparation grades, record the assessment as that grade nearest in
appearance to that of the steel surface.

NOTE 1 In addition to the type of cleaning method used, for example dry blast-
cleaning using a particular type of abrasive, the following factors can influence the
result of the visual assessment:

a) initial state of the steel surface other than any of the standard rust grades A, B,
CandD;

b) colour of the steel itself;

c) regions of differing roughness, resulting from differential corrosion attack or
uneven removal of material;

d) surface irregularities such as dents;

e) marks from tools;

f)  uneven lighting;

g) shadowing of the surface profile caused by angled projection of abrasive;

h) embedded abrasives.
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NOTE 2  For previously painted surfaces that have been prepared for renewed
painting, only photographs with rust grade designations D or C (for example:
D Sa 2%z or C Sa 2'2) may be used for the visual assessment. The choice (for
example between D Sa 272 and C Sa 2'2) depends on the degree of pitting.

5 Photographs

Twenty-eight representative photographic examples for comparison with
steel substrates are appended.

These photographs are shown full size, i.e. not magnified. For convenience
in use, they are displayed in the order shown in Figures 1 and 2.

Four photographs relate specifically to the rust grades A, B, C and D (see
Clause 2).

Twenty-four photographs, A Sa 2% to D Fl, relate specifically to the
preparation grades obtained by dry blast-cleaning, by hand and power tool
cleaning, and by flame cleaning (see Clause 3). Other methods, such as
wet blast-cleaning and water jetting, produce surfaces that may differ in
appearance, colour, etc., but the photographs can still be used to give an
indication of the preparation grade.

Fourteen photographs, A Sa 2% to D Sa 3, show steel surfaces that have
been subjected to dry blast-cleaning with abrasives containing quartz sand.
The use of such abrasives in enclosed areas is prohibited in many
countries except under strictly controlled conditions. Therefore abrasives of
other types (and hence colour) are often used for dry blast-cleaning. These
abrasives may produce a different surface appearance, even after
meticulous cleaning of the blast-cleaned surface (see Annex A).

There are no photographs representing ASa1, ASa2, ASt2 or ASt3
because these preparation grades are not achievable and the existing
photographs are sufficiently indicative.
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1111110011

I REEREEREEEER

Figure 1 — Layout and sequence of the appended representative

photographic examples for rust grades

gg A Sa2% B Sa 1 gg B Sa 2% CSa1 gg CSa2% D Sa1 gg D Sa 2%
:E-__-E: ASa3 B Sa2 '::-_“_-:': B Sa3 CSaz2 ;:-_“_-:': CSa3 D Sa2 :E::':': DSa3
a) Blast-cleaning
::_“_:: B St2 ::_“_:: Cst2 ::_"_:: D St2
gg BSt3 ;:_:g cst3 ;g D St3

b) Hand and power tool cleaning

A Fl

CFI

B Fl

111111111 Y

IREEEEREEERR!

D FI

c) Flame cleaning

Figure 2 — Layout and sequence of the appended representative
photographic examples for preparation grades
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Annex A
(informative)

Representative photographic examples
of the change of appearance imparted to steel
when blast-cleaned with different abrasives

A.1 General

This part of ISO 8501 provides written specifications and representative
photographic examples of a number of rust grades and preparation grades.
Fourteen of these photographic examples, A Sa 2%z to D Sa 3, show steel
surfaces that have been subjected to dry blast-cleaning with abrasives
containing quartz sand.

The basis of this annex is that many different abrasives are used for blast-
cleaning. Since some abrasive remains embedded in a blast-cleaned
surface, the colour of the abrasive affects the appearance of the surface.
Generally, the use of dark-coloured abrasives, such as copper refinery or
coal furnace slags, will result in an overall darker, duller appearance than if
sand is used. Some hard, metallic abrasives, although themselves not
coloured black, will also create a darker appearance due to the shadows
formed by the deep-sided pitting on the blast-cleaned surface.

In addition, the use of quartz sand as an abrasive is subject to a number of
prohibitive regulations in many countries and its use for the photographic
representations in this part of 1ISO 8501 should not be taken as general
approval for its use.

This annex provides representative photographic examples of mild steel of
rust grade C, blast-cleaned to preparation grade Sa 3, using six different
(metallic and non-metallic) abrasives that are in common use. For
comparison, a photographic representation of the original steel surface, i.e.
the surface before preparation, is also included.
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A.2 Procedure for visual assessment of steel substrates

Assess the preparation grade and record the result of the assessment as
described in Clause 4.

If the appearance of the surface being assessed is different from that in the
nearest photograph, use the examples described in this annex and shown
in the photograph at the very end of this part of ISO 8501 as a guide to the
change in colour depth and tone that may be due to the abrasive used to
prepare the surface.

The examples illustrated in this annex meet the written description of
preparation grade Sa 3 (see Table 1).

In all cases, assess compliance against the written descriptions for the
preparation grades given in Table 1.

A.3 Photographic examples

Six representative photographic examples are shown at the very end of this
part of ISO 8501. The examples are shown full size, i.e. not magnified.
These examples have been prepared by blast-cleaning mild steel of rust
grade C to preparation grade Sa 3, as specified in Table 1, with six different
abrasives that are in common use. Part of the original steel surface is
included for visual comparison purposes. The photographic examples are
displayed in the order shown in Figure A.1.

The abrasives were chosen to provide a “Medium” surface profile as
described in ISO 8503-2. The photograph was obtained by progressively
masking a single mild-steel plate into strips and blast-cleaning the rust
grade C surface thus exposed with a different abrasive for each strip to
preparation grade Sa 3. Care was taken to protect previously prepared
strips when blast-cleaning other strips. The plate was photographed shortly
after completion of the blast-cleaning in order to avoid deterioration of the
freshly prepared surfaces.
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The photograph illustrates the differences in surface appearance, including
colour, that are obtained when the same substrate is prepared by blast-
cleaning with different abrasive materials to the same preparation grade.
The photograph illustrates the surface appearance typically obtained using
each abrasive under the conditions described above but it should be noted
that variations may be obtained in practice.

The high-carbon cast-steel shot abrasive used was of grade S 100 as
specified in 1ISO 11124-3 [/]. The chilled-iron grit abrasive was in accordance
with grade G 070 of ISO 11124-2[6]. The two steel grit abrasives were in
accordance with grade G 070 of ISO 11124-3. Their hardnesses, determined
by the method described in ISO 11125-3 8] are stated in the captions to
the relevant parts of the photograph. Copper refinery slag and coal furnace
slag abrasives are specified in 1SO 11126-3° and 1SO 11126-4 [10]
respectively.
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Original mild-steel plate

Rust grade C

High-carbon cast-steel shot
Grade S 100
Vickers hardness 390 HV to 530 HV

Steel grit
Grade G 070
Vickers hardness 390 HV to 530 HV

Steel grit
Grade G 070
Vickers hardness 700 HV to 950 HV

Chilled-iron grit
Grade G 070

Copper refinery slag

Coal furnace slag

Figure A.1 — Layout and sequence of the photographic examples
shown in the last photograph appended to this part of ISO 8501
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