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Foreword

This DIN SPEC has been developed according to the PAS (Publicly Available Specification) procedure.
DIN SPECs developed according to the PAS procedure are prepared in workshops that do not necessarily
include all stakeholders.

This DIN SPEC (PAS) is the result of the INS (Innovation with Norms and Standards) project “RM-SA—
Referenzmodell fiir die Industrie 4.0 Servicearchitektur” funded by the German Federal Ministry for
Economic Affairs and Energy (BMWi).

The following initiators and authors developed and approved this document:

— Fraunhofer I0SB
Dr. Thomas Uslander

— Fraunhofer I0SB
Dr. Miriam Schleipen

— MPDV Mikrolab GmbH
Ciske Busch

— ABB
Dr. Thomas Goldschmidt

— Roland Heidel Kommunikationslosungen
Roland Heidel

— Fraunhofer IPA
Daniel Schel

— Hochschule Osnabriick
Prof. Dr. Clemens Westerkamp

— Technische Universitat Dresden
Prof. Dr. Martin Wollschlager

There are currently no standards covering this subject. DIN SPECs are not part of the body of German
standards. No draft of this DIN SPEC has been published.

Despite great effort to ensure that technical and non-technical descriptions are correct, reliable and precise,
the workshop can make no express or implied warranty for the correctness of the document. This document
is used on the understanding that the workshop shall not be held liable for damage or loss of any kind. Use of
this DIN SPEC does not exempt users from being responsible for their own actions and they therefore use
this DIN SPEC at their own risk.

Attention is drawn to the possibility that some of the elements of this document may be the subject of patent
rights. DIN [and/or DKE] shall not be held responsible for identifying any or all such patent rights.
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Introduction

The exploitation of Industrie 4.0 (I4.0) paradigms in terms of economic benefit, flexibility and better-
informed decision taking requires the availability of adequate information across all engineering and
production value chains. Such information is the result of aggregation and fusion of functions applied to (big)
data from various heterogeneous sources, often under real-time conditions and from production plants
under constant change and different ownership. On the one hand, this comprises a challenge for the
provision of an efficient, secure and dependable information management infrastructure. On the other hand,
system architects must find solutions to assure interoperability on both syntactical and semantic level with
reasonable engineering costs.

A common approach to solve this situation is the definition of a reference model that provides guidance to
software and system engineers when defining system (of systems) architectures.

Figure 1 illustrates the position of the RM-SA work with respect to the other 14.0 working groups and
standardization committees:

: Industrial
I activities
|
|
. 14.0 Interaction Service <::::\> | IICIIRA + Testbeds
Industrie 4.0 1 hi |
specifications Mode Architecture |
P (AG1 UAG1) (GMA 7.21) |
|_ ________________
: Standardization
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I [SO/TC 184, ISO/IEC
| JTC1, IEC/TC 65
|
DIN SPEC 91345 :
RAMI4.0 <::|::‘> W3C Web of Things
} I IEEE Internet of Things
i DIN SPEC 16593 Reference |
L—— Model - (14.0) Service J| ..................
__________________ Archtecture (RM-SA) B
Baseline | — liason and/or info

exchange

' !

uses and/or relies

ISO/IEC 7498-1 Open Systems OASIS Reference Model —  upon
Interconnection (1994) SOA (2006) p
. refines and/or
adapts
Figure 1 — RM-SA Big Picture
NOTE This specification originates from the discussions within the Industrie 4.0 initiative, is motivated and guided

by the Industrie 4.0 requirements and use cases and is aimed to be applied for the Industrie 4.0 working groups and
standardization activities. However, it can also be applied beyond this initiative, e.g. in the context of the Industrial
Internet of Things (IloT).
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This introduction provides a motivation why a reference model for service architectures is required in the
context of 14.0. The German Standardization Roadmap for Industrie 4.0 [1] suggests defining the following
reference models:

— SA: System Architecture;

— RT: technical systems and processes;
— RL: control functions;

— RB: technical-organizational processes;
— Human tasks and roles.

A reference model encompassing the “big picture” across all categories is defined in DIN SPEC 91345,
Reference Architecture Model Industrie 4.0 (RAMI4.0). Service-orientation and service-oriented architecture
(SOA) are mentioned several times in RAMI4.0 as one of the technological cornerstones of the 14.0 vision.
Hence, this DIN specification describes the basic concepts and an approach towards the need for a Reference
Model for the first category (SA), focusing on the question what appliance of SOA principles means for an
Industrie 4.0 system architecture.

Currently, there are discussions in various working groups of Industrie 4.0 on how to position system
functions and interactions between systems and Industrie 4.0 components in a collaboration and
communication stack according to the “Layer” dimension of the RAMI4.0 framework. Having this in mind,
this RM-SA specification is guided by the following ideas:

— According to RAMI4.0 the architectural style to conceive and implement such a stack shall be service-
oriented. Hence, there is a need to specify what is meant by service (oriented) architectures (SOA) to
foster communication, interoperability, and collaboration.

— Consequently, there is a need to define “service” as one basic concept across all RAMI4.0 layers in a
uniform manner.

— However, there is a need to consider if all interaction requirements in an 14.0 system can be fulfilled by
“services” or if other interaction forms will be required and used, too.

— There is a need to distinguish a “service” from other terms and concepts used such as “interaction”,
“protocol” and “event”.

— There is a need to specify how services shall be specified and classified in service architectures.
— There is a need to define compliance to service architecture specifications.

NOTE Throughout this document the RAMI4.0 Layers as defined in DIN SPEC 91345 are interpreted as a grouping
of architectural aspects of an Industrie 4.0 system.

Hence, the objective of this document is to define a model of the basic concepts of an Industrie 4.0 service
architecture encompassing all collaboration, interaction and communication functions assigned to the
RAMI4.0 layers. As a result, this document specifies a so-called Interaction-based Architecture (IBA) aiming
at integrating both “classical” SOA and rule-based protocols in order to respond to the diverse needs of
Industrie 4.0. Based upon this initial specification, further work may be started

1) to provide guidelines under which circumstances and how to specify instances of these basic
concepts, e.g. services and protocols,

2) to provide engineering guidelines for Industrie 4.0 architects and engineers, and

3) to define compliance statements for the specification of Industrie 4.0 service architectures.
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1 Scope

This document focuses on basic concepts of interactions between system components, and clarifies what the
concepts “service” and “protocol” stand for. As an initial document on this topic it facilitates the consensus
finding within the Industrie 4.0 initiative.

The scope of this RM-SA DIN specification is given by the following three determinants:

1) the DIN SPEC of the Reference Architecture Model Industrie 4.0 (RAMI4.0) (section 1.1);
2) the purpose of a reference model dedicated to service-oriented architectures (SOA) (section 1.2);
3) the value chains to be considered in Industrie 4.0 (section 1.3).

1.1 RAMI4.0 dimensions

Looking at the RAMI4.0 and especially the three RAMI4.0 dimensions (see Figure 2), Industrie 4.0 services
shall be applicable

— to all architectural aspects (RAMI4.0 Layers),

» o«

— to all hierarchy levels and, hence, all types of assets (from “product”, “field device”,
to the “connected world”), and

control device” up

— to the whole lifetime of both asset types and asset instances.

NOTE A “service” is considered as an asset itself, e.g. in order to enable service management in the same sense as
the management of assets of other types. As a consequence, a service needs a specification of a manifest (service
meta-data). This specification categorizes the structure and the mandatory information of such a manifest which
enables service identification, discovery, orchestration and choreography.

C cle o ed
Layers EC 6289 S & Value stl’eam HIZegA’ / [EC

\“‘r‘/"

Business

P"’ﬂummn

S *ld Vi Sic Sose
Mai 14.0 component
usa'ﬂance/ 1
'"lta \ge

Administration shell

with: representation of information

with: technical functionality
manager

 Assets

Figure 2 — RAMI4.0 dimensions and 14.0 component abstraction
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1.2 SOA reference models

Following the terminology of the Organization for the Advancement of Structured Information Standards
(OASIS), a reference model is an “abstract framework for understanding significant relationships among the
entities of some environment. It enables the development of specific reference or concrete architectures
using consistent standards or specifications supporting that environment.” [2]. Reference models set the
conceptual foundation of distributed systems. Applied to service-oriented architectures (SOA), SOA
reference models are meant to be meta-models for architectural specifications [3]. Hence, an RM-SA is an
abstract framework that encompasses, among others, the

— identification and terminological definition of basic concepts (e.g. [4.0 Service) and their relationships
within the scope of the Industrie 4.0 application domain,

— rules and notations to be applied,
— viewpoints to be described when defining Industrie 4.0 (reference) architectures, and
— compliance statements that define what has to be fulfilled when claiming compliance to the RM-SA.

The RM-SA enables the specification of architectures, and this enablement encompasses both the conceptual
and the technology-oriented implementation level. This is illustrated in Figure 3.

In contrast to an architectural reference model, which defines the scope and the concepts that are basically
to be considered in an architectural design, architectures derive from them the basic building blocks, their
function, their relationships and their interfaces. This can be investigated just on conceptual level, i.e,
abstracting from existing technologies, leading to conceptual architectures (left-hand side in Figure 3), or on
technology level, leading to implementation architectures (right-hand side in Figure 3).

If such architectural specifications are open, based upon standards, solve commonly agreed requirements in
a given domain (possibly derived from use cases, including their non-functional requirements), and can be
implemented in an efficient and cost-effective way, they can be classified as reference architectures.
Reference architectures “capture the essence of existing architectures and the vision of future needs and
evolution to provide guidance to assist in developing new system architectures” [4].

Meta-Model for specifications

of service architectures Architecture
enables Specification
- abstract framework
- architectural viewpoints isa
- rules, notations,
terminology, |
modelling languages Implementation
- compliance Conceptual Architecture
requirements Architecture template for (use case driven,
¢ technology specific)
| T
| characterize }
L ———————— J
|
Archtecture Styles
!
characterize

|
|
Interaction Patterns

Figure 3 — Reference models enable architecture specifications
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Both conceptual and implementation architectures are characterized by structural elements that are
reusable in various instantiations and can act as blueprint specifications. In a SOA such structural elements
are service patterns and architectural styles.

The RM-SA defines an Interaction-based Architecture (IBA). As such it follows the idea of interactions as the
basic conceptual elements that define services and protocols (see below). Hence, the choice and combination
of interaction patterns determine the architectural style that is supported [5], e.g. event-driven,
request/reply or resource-oriented (REpresentational State Transfer (REST) [6]). In section 8.2, the RM-SA
defines a list of basic interaction patterns that can be combined to define architectural styles. Its purpose is
to streamline the discussions between the Industrie 4.0 working committees and support consensus finding.

1.3 Value chains

Looking from the application perspective, the scope of the RM-SA is defined by value networks comprising
the following interconnected 14.0 abstract value chains [7]:

— Product/Product Line Engineering;

— Process and Production Plant Engineering;

— Production and After Sales Services;

— Production Plant Construction and Operation.

Note that, having in mind that value chains will become much more flexible in the future, they do not fix any
concrete value chain or exclude any other value chain options.

Each value chain couples value processes along the lifetime of an asset. Note that there are additional
accompanying value chains such as the edition and maintenance of standards as well as methods, tools and
technologies, both in software and hardware. They are essential for the overall performance but not
described here.

The role of the end-user who shall be able to influence product design, engineering and production in
various processes of the value chains shall be emphasized, too. This will result in dedicated end-user

services, whose needs have to be considered, too, when discussing the basic concepts of services in
Industrie 4.0.

2 Normative references

The following documents, in whole or in part, are normatively referenced in this document and are
indispensable for its application. For dated references, only the edition cited applies. For undated references,
the latest edition of the referenced document (including any amendments) applies.

DIN SPEC 91345:2016-04, Reference Architecture Model Industrie 4.0 (RAMI14.0)

ISO/IEC 7498-1:1994, Information technology — Open Systems Interconnection — Basic Reference Model: The
Basic Model

ISO/IEC 10746-1:1998, Information technology — Open Distributed Processing — Reference Model: Overview

ISO/IEC 10746-2:2009, Information technology — Open Distributed Processing — Reference Model:
Foundations

ISO 19119:2016, Geographic information — Services
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3 Terms and definitions

For the purposes of this document, the following terms and definitions apply.

31

architectural style

coordinated set of architectural constraints that restricts the roles/characteristics of architectural elements
and the allowed relationships among those elements within an architecture that conforms to that style

3.2
event
projection upon an action of a component which can be observed through an interface of a component

Note 1 to entry: This definition applies the event definition given in ISO/IEC 27000:2016 to the IBA approach of this
DIN SPEC. In ISO/IEC 27000 an event is defined as “occurrence or change of a particular set of circumstances” with the
following notes:

— An event can be one or more occurrences, and can have several causes.
— An event can consist of something not happening.
— An event can sometimes be referred to as an “incident” or “accident”.

Note 2 to entry: [t is also compliant with the event definition given in [19] which defines an event as “any happening
of interest that can be observed from within a computer system”.

3.3

interaction

sequence of one or more operations encoded in primitives and events encoded in notifications between two
or more system components

Note 1 to entry: In an extreme case, an interaction just consists of one primitive or one notification.

3.4

interaction pattern

template that defines a typical sequence of primitives and/or notifications between interacting components
as a solution to often-posed interaction needs

Note 1 to entry: Usually, the components follow pre-defined roles (e.g. consumer/provider, publisher/subscriber)
and associated constraints (e.g., order and direction of primitives/notifications).

3.5

interaction policy

textual or formal specification of rules that are valid in a specified domain (set of components), and that
determine the exchange of notifications between them

Note 1 to entry: Usually, the interacting components have no pre-defined roles, but expose their state transitions to
the other components involved in the notification exchange. The components act and re-act largely autonomously
according to their inherent component functions, the type and contents of notifications received and their internal
states.

3.6

interface

projected view upon a component in terms of an access point to operations that can be called and events that
can be observed by other components
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3.7

interface

specification of the syntax and semantics of primitives and notifications, their actions with effects in the
information and physical world of the service participants (service behavior) and the interaction patterns
applicable between service participants

3.8
14..0 service
service that is handled as Industrie 4.0 asset

Note 1 to entry: Services are considered 14.0 services if they apply the rules for an Industrie 4.0 asset. They are
represented in the information world by their own 4.0 component. This means that they have their own administration
shell according to DIN SPEC 91345:2016-04.

3.9
notification
datum that reifies an event

Note 1 toentry: A notification represents the data about the event to be exchanged with other components.

3.10
operation
projection upon an action of a component which can be triggered through an interface of a component

3.11
protocol
set of rules governing interactions between system components in order to fulfill a common goal

Note 1 to entry: The rules are defined by interaction policies that guide the components in their exchange of
notifications to achieve a specified goal. The validity scope of the protocol is given by a domain which is defined as
constraints on component sets.

3.12

primitive

datum that reifies an operation request, result or error

Note 1 toentry: A primitive represents the data of an operation request, result or error to be exchanged with other

components. The resulting primitives are categorized as request primitive, result primitive and error primitive,
respectively.

3.13
service
bracket around one or more interactions comprising (operation) primitives and/or (event) notifications

Note 1 toentry: A service is defined via an interaction pattern and how the execution of the pattern changes the state
of the information world (that includes the service context) and the physical world in the scope of the service
participants. A service is advertised and accessible by means of service interfaces.
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3.14

service-oriented architecture

software architecture that follows a service-oriented architectural style

Note 1 to entry: The term “service architecture” is used as synonym.

3.15

service-oriented architectural style
architectural style that restricts the roles, characteristics and allowed relationships of services and service

consumers

4 Symbols and abbreviated terms

14.0

IBA

[IC

[IoT
[IRA

[oT

JMS
MDA
OASIS
0GC
OMG
0SI

QoS

RA

RM
RAMI4.0
REST
RM-0ODP
SOA
SOA-RM

W3C

12

Industrie 4.0 or Industry 4.0
Interaction-based Architecture

Industrial Internet Consortium

Industrial Internet of Things

Industrial Internet Reference Architecture
Internet of Things

Java Message Service

Model-Driven Architecture

Organization for the Advancement of Structured Information Standards

Open Geospatial Consortium

Object Management Group

Open Systems Interconnection

Quality of Service

Reference Architecture

Reference Model

Reference Architecture Model Industrie 4.0
REpresentational State Transfer

ISO Reference Model for Open Distributed Processing
Service-oriented Architecture

Service-oriented Architecture - Reference Model

World Wide Web Consortium
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5 Architectural foundation

According to the vision statement of the “Platform Industrie 4.0” the step towards 14.0 requires the
“availability of all relevant information in real-time by the connection of all entities that are participating in a
value chain” as well as “the capability to derive the optimal added value” at any process step in the chain.
Entities can be humans, objects and systems. From the technological perspective, these ideas coincide with
the application of the principles of distributed processing and the emerging Internet of Things and Services
to the domain of industrial production. Hence, when aiming at the specification of an RM-SA4, it is valuable to
first check the applicability of the reference models of distributed processing and both Internet evolutions,
respectively, and their compliance to the 14.0 requirements [9].

One of the key concepts of RAMI4.0 to be followed is the definition of an 14.0 Component as it provides the
common abstraction means for all types of assets. Hence, it influences the architectural building blocks and
finally the reference architectures for a component and service-oriented 14.0 infrastructure [9].

This version of the RM-SA specification focuses on the concept “service” as one of the major influencing
factors of the RM-SA as illustrated in Figure 4 and currently understood in SOA initiatives. The other
influencing factors will be tackled in future versions or parts of the RM-SA [9].

Reference Model of 14.0 Service Architectures

f

Assessment and Harmonization

L L P ]
Archi- Concept Concept Concept
tectural "Service" Trust [4.0 Component
View- Privacy (virtual/physical)
points Service Security
Meta- capabilities
Trans- Model functional groups
parency communication
Aspects
‘ Internet of Things

Service-oriented Architecture (SOA) |

‘ Distributed Systems |

Figure 4 — Influencing Factors of the RM-SA

6 Reference Models for Service-oriented Architecture
6.1 Overview

This section provides a short overview about reference models of standardization organizations that are
currently existing and dedicated to service-oriented architecture. Examples for application-domain
independent reference models are:

— ISO Reference Model for Open Distributed Processing (RM-ODP);

— OASIS Reference Model for Service Oriented Architecture 1.0 Committee Specification 1, 2nd August,
2006 [2];

— ISO/IEC CD 30141, Internet of Things Reference Architecture (IoT RA): In 2014, the Working Group
Sensor Networks (WG7) and Working Group Internet of Things (WG10) from ISO/IEC Joint Technical
Committee 1 have started on the topic of [oT standardization;

— Industrial Internet Reference Architecture (IIRA) of the Industrial Internet Consortium (I1C) [10].
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