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Eine Vornorm ist das Ergebnis einer Normungsarbeit,
das wegen bestimmter Vorbehalte zum Inhalt oder
wegen des gegeniiber einer Norm abweichenden
Aufstellungsverfahrens vom DIN noch nicht als Norm
herausgegeben wird.

Zur vorliegenden Vornorm ist kein Entwurf ver-
offentlicht worden.

Nationales Vorwort

Die Européische Vereinigung der Hersteller von Luft-
und Raumfahrtgerat (AECMA) ist vom Européischen
Komitee fur Normung (CEN)} fir zustandig erklart
worden, Européische Normen (EN) fiir das Gebiet der
Luft- und Raumfahrt auszuarbeiten. Durch die Verein-
barung vom 3. Oktober 1986 wurde AECMA Asso-
ziierte Organisation {(ASB) des CEN.

Der AECMA-Fachbericht TR 4052, Ausgabe 01-95,
liegt dreisprachig, in Deutsch, Englisch und
Franzosisch, vor und ist von dem AECMA-Tech-
nischen Komitee C 8 unter Mitwirkung deutscher
Experten ausgearbeitet worden.

Diese nationale Vornorm enthélt inhaltlich un-
verandert die Deutsche Fassung und Englische
Fassung des vorgenannten AECMA-Fachberichtes.

Die Veroffentlichung als nationale Vornorm wurde
erforderlich, weil in DIN-EN-Normen und/oder
DIN-EN-Norm-Entwurfen auf diesen AECMA-Fach-
bericht verwiesen wird.

Die Griinde, die in der AECMA zur Veréffentlichung
dieses Fachberichtes fihrten sind im Vorwort des
AECMA-Fachberichtes angegeben.

A prestandard is the result of standardization work
which is not yet published as standard by DIN due to
specific reservations as to its content or deviations
from standards preparation practices.

No draft publication had been issued for this Pre-
standard.

National foreword

The European Association of Aerospace Industries
(AECMA) has been declared responsible by the
European Committee for Standardization (CEN) for
establishing European Standards (EN) in the field of
aerospace. By virtue of the agreement of
3rd October 1986, AECMA became an Associated
Body (ASB) of CEN.

The AECMA Technical Report TR 4052, 01-95
edition, is available as trilingual (English, French,
German) issue and has been prepared by AECMA
Technical Committee C 8 with the active partici-
pation of German experts.

The present national Prestandard comprises the
German and English versions identical in content
with this AECMA Technical Report.

Publication as national Prestandard is necessary
because of reference made in DIN EN standards
and/or DIN EN draft standards to this AECMA Tech-
nical Report.

The reasons for AECMA to publish this document as
Technical Report are given in the foreword of the
AECMA Technical Report.
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Vorwort

Die Hauptaufgabe der AECMA Technischen Komitees
ist es, EN-Normen zu erarbeiten. In Sonderfallen
kann jedoch die Veréffentlichung eines Fachberichtes
folgender Typen beantragt werden:

- Typ 1, das betroffene Thema befindet sich
noch in technischer Entwicklung und bendtigt
weitere Erfahrung;

- Typ 2, ein Technisches Komitee hat Angaben
zusammengetragen, die Ublicherweise nicht
Gegenstand einer Europaischen Norm sind.

Das Technische Komitee C 8, Triebwerke, hat be-
schlossen, dieses Dokument in Form eines Fachbe-
richtes vom Typ 2 zu verdffentlichen, da die in ihm
enthaltenen Angaben als Leitfaden anzusehen sind
und keinesfalls als technische Anforderungen. Die
konstruktive Losung einer Rohrverbindung mit
Kugelbuchsen, 60°, unterliegt allein der Verantwor-
tung des Konstrukteurs.

1 Anwendungsbereich

Dieser Fachbericht gibt Empfehlungen fir den Einbau
der Bestandteile von Rohrverschraubungen mit
Kugelbuchsen, 60°, aus Titanlegierung, fir die Luft-
und Raumfahrt.

Dieser Fachbericht gilt fiir Rohre aus Titan mit
MafRen nach EN 3717.

2 Normative Verweisungen

Dieser Fachbericht enthalt durch datierte oder
undatierte Verweisungen Festlegungen aus anderen
Publikationen. Diese normativen Verweisungen sind
an den jeweiligen Stellen im Text zitiert, und die
Publikationen sind nachstehend aufgefiihrt. Bei
datierten Verweisungen gehéren spatere Anderungen
oder Uberarbeitungen dieser Publikationen nur zu
diesem Fachbericht, falls sie durch Anderung oder
Uberarbeitung eingearbeitet sind. Bei undatierten
Verweisungen gilt die letzte Ausgabe der in Bezug
genommenen Publikation.

EN 3049
Luft- und Raumfahrt — O-Ringe')

EN 3717
Luft- und Raumfahrt — Rohre fir Fluid-Systeme an
Triebwerken — Auswahl')

EN 3851
Luft- und Raumfahrt — Rohrverschraubungen mit
Kugelbuchsen, 60°, aus Titanlegierung
TI-P64001 - Gerade Uberwurfmuttern')

) Verdffentlicht als AECMA-Vornorm zum Zeitpunkt

Foreword

The main task of AECMA Technical Committees is to
prepare EN standards. In exceptional circumstances,
however, the publication of a Technical Report of
one of the following types may be proposed:

- type 1, the subject is still under technical
development requiring wider exposure;

- type 2, a Technical Committee has collected
data of a different kind from that which is
normally published as a European Standard.

The Technical Committee C 8, Engines, decided to
publish this document in the form of a Technical
Report of type 2, because contained information
consists of values for guidance and must in no way
be considered as a technical requirement. Design
solution of a 60°, spherical tube coupling remains
the sole responsibility of the designer.

1 Scope

This Technical Report gives recommendations for the
assembly applicable to the elements constituting the
60° spherical tube coupling in titanium alloy for
aerospace applications.

This Technical Report is applicable to titanium tubes
dimensioned according to EN 3717.

2 Normative References

This Technical Report incorporates, by dated or
undated reference, provisions from other
publications. These normative references are cited at
the appropriate places in the text and the
publications are listed hereafter. For dated
references, subsequent amendments to or revisions
of any of these publications apply to this Technical
Report only when incorporated in it by amendment
or revision. For undated references, the latest edition
of the publication referred to applies.

EN 3049
Aerospace series - O-rings')

EN 3717
Aerospace series - Tube — Selection for engines
fluid systems')

EN 3851
Aerospace series - Pipe couplings, 60°,
spherical, in titanium alloy TI-P64001 - Swivel
nuts, straight')

"} Published as AECMA Prestandard at the date of

ocuments
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