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Nationales Vorwort

Dieses Dokument (prEN 15509:2012) wurde vom Technischen Komitee CEN/TC 278 ,Telematik fur den
Strallenverkehr und -Transport® ausgearbeitet, dessen Sekretariat vom NEN (Niederlande) gehalten wird in
Verbindung mit dem Technischen Komitee ISO/TC 204 ,Intelligent transport systems*.

Das zustandige deutsche Normungsgremium ist der Gemeinschaftsarbeitsausschuss NA 052-02-71 GA
»1elematik® des Normenausschusses Automobiltechnik (NAAutomobil).

Das Prasidium des DIN hat mit seinem Beschluss 1/2004 festgelegt, dass von dem in den Regeln der
europaischen Normungsarbeit von CEN/CENELEC verankerten Grundsatz, wonach Europaische Normen in
den drei offiziellen Sprachen Deutsch, Englisch und Franzdsisch veroffentlicht werden, in begriindeten
Ausnahmefallen abgewichen und auf die deutsche Sprachfassung verzichtet werden kann.

Die Genehmigung dafir hat die DIN-Geschéaftsleitung entsprechend ihren in Anlage 1 zu dem DIN-
Rundschreiben A 5/2004 festgelegten Kriterien fiir die vorliegende Norm auf Antrag des NA 052 NAAutomobil
als Ergebnis einer Einzelfallentscheidung erteilt, zumal bereits dieser Norm zugrunde liegende Papiere
Uberwiegend in englischer Sprache auch von den deutschen Marktteilnehmern angewendet werden.

Diese Norm legt ein interoperables Anwendungsprofil fir DSRC-EFC Transaktionen fest. Das wesentliche Ziel
dabei ist die Unterstitzung der technischen Interoperabilitdt zwischen Systemen der elektronischen
Gebuhrenerhebung (en: EFC), die im Anwendungsbereich dieser europaischen Norm liegen.

Die Norm dient Anwendern und Herstellern von Mautsystemen europaweit Interoperabilitdt fir
Anwendungsprofile bei der Datenibertragung mittels DSRC zu garantieren.

Anderungen

Gegeniiber DIN EN 15509:2008-09 wurden folgende Anderungen vorgenommen:
a) Berlicksichtigung von Anderungen in der Basisnorm EN ISO 14906:2011;

b) Erganzungen in den Abschnitten 5.1.4 und 5.2.2;

c) Erganzungen in den Datenelementen der Tabellen A.2 und A.4;

d) Legende im Bild B.2 erganzt;

e) Uberarbeitung aller Inhalte im Anhang F;

f)  Ergdnzungen im Anhang G.2

g) Anhange H und | wurden geldscht;

h) Erganzung von Normenreferenzen in den Literaturhinweisen.
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Nationaler Anhang NA
(informativ)

Begriffe

Die Benennung der folgenden Begriffe ist identisch mit der Benennung in der englischen Fassung.

3 Begriffe
Far die Anwendung dieses Dokuments gelten die folgenden Begriffe.

3.1

Zugriffsbeglaubigung

(en: access credentials)

Daten, die an eine fahrzeuginterne Einrichtung (en: on-board equipment, OBE) gesendet werden, um eine
von Stral’enrand Einrichtungen geforderte Identitat eines Anwendungsprozesses zu identifizieren

[Quelle: EN ISO 14906:2011, 3.1]

ANMERKUNG Die Zugriffbeglaubigungsdaten transportieren Informationen, welche die Zugriffsbedingungen regeln um
entsprechend an die OBE adressierte Operationen durchfiihren zu kénnen. Diese Zugriffbeglaubigungsdaten kénnen
sowohl Passworter als auch kryptografische Informationen wie Authentifikatoren enthalten.

3.2

Aktion

(en: action)

Funktion, welche ein Anwendungsprozess in einer Stralenrand Einrichtung aufrufen kann, um in einer
fahrzeuginternen Einrichtung eine spezifische Operation durchzufiihren

[Quelle: EN ISO 14906:2011, 3.2]

3.3

Attribut

(en: attribute)

Anwendungsinformation, welche aus einem oder mehreren Datenelementen zusammengesetzt wurde und
von verschiedenen Transaktionsimplementierungen gehandhabt werden

[Quelle: EN ISO 14906:2011, 3.3]

34

Authentifikator

(en: authenticator)

Datenanhang oder kryptografische Transformation einer Dateneinheit, welche dem Datenempfanger erlaubt
die Integritat des Senders der Dateneinheit zu prifen und gegen Falschung zu schiitzen

[Quelle: EN ISO 14906:2011, 3.4]

3.5

Basisnorm

(en: base standard)

Genehmigte internationale Norm oder ITU-T Empfehlung

[Quelle: ISO/IEC TR 10000-1:1998, 3.1.1]
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3.6

Kanal

(en: channel)
Informationsiibertragungsweg

[Quelle: 1SO 7498-2, Definition 3.3.13 und EN ISO 14906:2011, 3.5]

3.7

Komponente

(en: component)

logische und physikalische Einheit, welche eine fahrzeuginterne Einrichtung mit einer spezifischen
Funktionalitat umfasst

[Quelle: EN ISO 14906:2011, 3.6]

3.8

Vertrag

(en: contract)

Ausdruck einer Ubereinkunft zwischen zwei oder mehreren Verhandlungspartnern zur Nutzung der
StralReninfrastruktur

[Quelle: EN ISO 14906:2011, 3.7]

3.9

Kryptografie

(en: cryptography)

Disziplin, welche Prinzipien, Absichten und Methoden zur Datentransformation umfasst um den Dateninhalt zu
verstecken bzw. unentdeckte Veranderungen und/ oder unautorisierte Nutzung zu verhindern

[Quelle: EN ISO 14906:2011, 3.8]

3.10

Datengruppe

(en: data group)

Sammlung von eng verwandten Datenattributen zur elektronischen Gebihrenerhebung (en: EFC), welche
zusammen einen bestimmten Teil einer EFC Transaktion beschreibt

[Quelle: EN ISO 14906:2011, 3.9]

3.1

Datenintegritét

(en: data integrity)

Merkmal, dass Daten nicht in unautorisierter Art und Weise verandert oder zerstért wurden

[Quelle: EN ISO 14906:2011, 3.10]

3.12

Element

(en: element)

im Zusammenhang mit DSRC, ein Verzeichnis, welches Anwendungsinformationen in Form von Attributen
enthalt

[Quelle: EN ISO 14906:2011, 3.11]

3.13

International normiertes Profil

(en: international standardised profile)

International abgestimmtes und harmonisiertes Dokument, welches ein- oder mehrere Profile beschreibt
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[Quelle: ISO/IEC TR 10000-1:1998, 3.1.2]

3.14

Interoperabilitat

(en: interoperability)

Fahigkeit von zwei oder mehreren IT-Systemen, Informationen auszutauschen bzw. die gemeinsame Nutzung
von Informationen, die ausgetauscht wurden

[Quelle: ISO/IEC TR 10000-1:1998, 3.2.1]

3.15

mobile StraBenrand-Einrichtung

(en: mobile roadside equipment)

Strallenrand-Einrichtung, welche in speziellen Fahrzeugen verwendet wird, die am Strallenrand geparkt sind,
oder Handgerdte zum Zweck der Kommunikation und des Datenaustausches mit fahrzeuginternen
Einrichtungen vorbeifahrender Fahrzeuge mit dem spezifischen Anwendungsfall der Kommunikation zur
Einhaltungsprifung

[Quelle: CEN ISO/TS 12813:2009, 3.7]

3.16

fahrzeuginterne Einrichtung

(en: on-board equipment)

Einrichtung, welche innerhalb oder auRerhalb eines Fahrzeugs platzierte ist und zu Mautzwecken genutzt wird

ANMERKUNG  Die fahrzeuginterne Einrichtung muss nicht notwendigerweise Zahlungsinformationen beinhalten
[Quelle: EN ISO 14906:2011, 3.13]

3.17

fahrzeuginterne Einheit

(en: on-board unit)

Minimale Komponente einer fahrzeuginternen Einrichtung, deren Funktionalitdt mindestens die DSRC-
Schnittstelle umfasst

[Quelle: EN ISO 14906:2011, 3.14]

3.18

Profil

(en: profile)

Menge einer oder mehrerer Basisnormen und/oder ISP, und wo vorhanden, die Identifikation der gewahlten
Klassen, konformen Untermengen, Optionen und Parameter dieser Basisnormen, oder ISPs, die notwendig
sind eine bestimmte Funktion zu erfillen

[Quelle: ISO/IEC TR 10000-1:1998, 3.1.4]

3.19

StraBenrand-Einrichtung

(en: roadside equipment)

Einrichtung, welche entlang der Fahrbahn installiert ist, zum Zweck der Kommunikation und des Daten-
austausches mit fahrzeuginternen Einrichtungen

[Quelle: EN ISO 14906:2011, 3.16]
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3.20

Dienst

(en: service)

<EFC> Strallentransport bezogene Einrichtung welche von einem Dienstanbieter fir die Kommunikation und
den Datenaustausch mit fahrzeuginternen Einrichtungen beigestellt wird

[Quelle: EN ISO 14906:2011, 3.17]

3.21

Dienstelement

Service Primitive

(en: service primitive)

<Kommunikation> elementarer Kommunikationsdienst welcher von Anwendungsprotokoll fir den
Anwendungsprozess zur Verfugung gestellt wird

[Quelle: EN ISO 14906:2011, 3.18]

ANMERKUNG  Der Aufruf einer Service Primitive Uber einen Anwendungsprozess nimmt indirekt Dienste der unteren
Protokollschichten in Anspruch

3.22

Sitzung

(en: session)

Informationsaustausch und Interaktion, welcher bei einer spezifischen EFC-Station zwischen Straflenrand
Ausristung und Nutzer/ Fahrzeug auftritt

[Quelle: EN ISO 14906:2011, 3.19]

3.23

Mauterheber

(en: toll charger)

legale Instanz zur Mauterhebung in Fahrzeugen innerhalb eines Mautgebiets

[Quelle: EN ISO 14906:2011, 3.20]

3.24

Mautdienstanbieter

(en: toll service provider)

legale Instanz, welche den Kunden Mautdienste fir ein- oder mehrere Mautgebiet(e) fir eine- oder mehrere
Fahrzeugklasse(n) anbietet

ANMERKUNG 1  In anderen Dokumenten kdnnte der Begriff Aussteller oder Vertragsausteller verwendet werden.

ANMERKUNG 2  Der Mautdienstanbieter darf die OBE oder nur eine magnetische- oder Chipkarte eines Drittanbieters
fur die OBE anbieten (wie die Bereitstellung eines Mobiltelefons mit SIM-Karte eines anderen Anbieters).

ANMERKUNG 3  Der Mautdienstanbieter ist fiir den Betrieb (Funktion) der OBE verantwortlich.
[Quelle: EN ISO 14906:2011, 3.23]

3.25

Transaktion

(en: transaction)

Gesamtheit eines Informationsaustausches zwischen StralRenrand Einrichtung und fahrzeuginterner
Einrichtung zur Durchflihrung einer Mautoperation tiber DSRC

[Quelle: EN ISO 14906:2011, 3.24]
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3.26

Transaktionszahler

(en: transaction counter)

Datenwert in einer fahrzeuginternen Einheit, der nach jeder Transaktion von der StralRenrand-Einrichtung
hochgezahlt wird

3.27

Transaktionsmodell

(en: transaction model)

funktionelles Modell, welches die generelle Struktur einer elektronischen Geblhrenerhebungstransaktion
beschreibt

[Quelle: EN ISO 14906:2011, 3.25]

3.28

Nutzer

(en: user)

Kunde eines Mautdienstanbieters, ein Mautverantwortlicher, ein Fahrzeugbesitzer, ein Flottenbetreiber, ein
Fahrer, usw., abhangig vom Inhalt

[Quelle: EN ISO 14906:2011, 3.26]
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This draft European Standard is submitted to CEN members for enquiry. It has been drawn up by the Technical Committee CEN/TC 278.

If this draft becomes a European Standard, CEN members are bound to comply with the CEN/CENELEC Internal Regulations which
stipulate the conditions for giving this European Standard the status of a national standard without any alteration.

This draft European Standard was established by CEN in three official versions (English, French, German). A version in any other language
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Centre has the same status as the official versions.
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shall not be referred to as a European Standard.
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Foreword

This document (prEN 15509:2012) has been prepared by Technical Committee CEN/TC 278 “Road transport
and traffic telematics”, the secretariat of which is held by NEN.

This document is currently submitted to the CEN Enquiry.
This document will supersede EN 15509:2007.

Introduction provides details of significant technical changes between this European Standard and the
previous edition.

This European Standard defines an Application Profile based on a set of base standards according to the
concept of "International Standardised Profiles (ISP)" as defined in ISO/IEC TR 10000-1. The objective is to
support technical interoperability between EFC DSRC-based systems in Europe. The principles of Application
Profiling and relations to underlying base standards are defined in the Introduction.

This document has been prepared under a mandate given to CEN by the European Commission and the
European Free Trade Association.
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Introduction

CEN/TC 278(/WG 1) has produced a set of standards that supports interoperable electronic fee collection
(EFC) dedicated short-range communication (DSRC)-based systems (e.g. EN ISO 14906, a “toolbox” for
defining EFC-application transactions). However, these standards are necessary but not sufficient to ensure
technical interoperability. This European Standard provides for a coherent set of requirements of the EFC-
application that may serve as a common technical platform for EFC-interoperability.

This European Standard defines an Interoperable Application Profile for DSRC-EFC transactions. The main
objective is to support technical interoperability between EFC-systems within the scope of this European
Standard (as defined in Clause 1 below). A basic description of the EFC-service and an EFC System can be
found in ISO 17573.

This European Standard only defines a basic level of technical interoperability for EFC equipment, i.e. on-
board unit (OBU) and roadside equipment (RSE) using DSRC. It does not provide a full solution for
interoperability, and it does not define other parts of the EFC-system, other services, other technologies and
non-technical elements of interoperability.

The first elaboration of this European Standard was based on the experiences from a vast number of
implementations and projects throughout Europe. This European Standard makes use of the results from
European projects such as CARDME, PISTA and CESARE, as they represent the fruit of European EFC
harmonisation and have been used as the basis for several national implementations. The development of a
common European Electronic Toll Service (EETS) as a part of the European EFC Directive (2004/52/EC) also
calls for the definition of an interoperable EFC-service. This European Standard provides for effective support
for the work on the definition of EETS.

For the revision of this European Standard, the following principles have been followed:

— take into the evolution of the base standards;

— keep compatibility with the previous version of this European Standard.

Although there already are numerous existing base standards and specifications, there are specific needs that
motivate this Interoperable Application Profile standard.

— Definition of the necessary and sufficient EFC-DSRC requirements to support technical interoperability.

— Provision of a crucial part of the EETS and hence support for the EFC Directive (2004/52/EC), the
Commission Decision of 6 October 2009 on the definition of the European Electronic Toll Service and its
technical elements complemented by the Guide for the application of the directive on the interoperability
of electronic road toll systems

— CARDME/PISTA/CESARE dialects are used in many countries but they need to converge, as the present
situation is not cost effective.

— Needed additional DSRC-requirements are made.
— Choice of data elements including vehicle data.
— Extended definition of the use of some data elements, including semantics and coding.

— Clear choices for security implementation.
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— It facilitates a complementing test specification (with clear relations between the conformance
requirements and evaluation tests).

— Good support for procurements.

The Application Profile is described using the concept of "International Standardised Profiles (ISP)" as defined
in ISO/IEC TR 10000-1. The ISP-concept is specifically suited for defining interoperability specifications where
a set of base standards can be used in different ways. This is exactly the case in EFC, where a set of base
standards allows for different choices that are not interoperable.

The principles of the ISP-concept can be summarised as follows.
— An ISP shall make references only to base standards or other ISPs.

— The profile shall restrict the choice of base standard options to the extent necessary to maximise the
probability of interoperability (e.g. chosen classes, conforming subsets, options and parameter values of
base standards).

— The ISP shall not copy content of the base standards (in order to void consistency problems with the base
standards).

— The profile shall not specify any requirements that would contradict or cause non-conformance to the
base standards.

— The profile may contain conformance requirements that are more specific and limited in scope than those
of the base standards.

— Conformance to a profile implies by definition conformance to a set of base standards, whereas
conformance to that set of base standards does not necessarily imply conformance to the profile.

The use of the Application Profiling concept also provides for a flexible framework towards adoption, migration
and use of this European Standard. Toll Chargers, Toll Service Providers and Manufacturers may use this
Application Profile as a basis for interoperable use of their equipment, without having to disturb or otherwise
affect any EFC-system used locally.

The Interoperable Application Profile is defined in terms of conformance requirements as given in Clause 5.
To facilitate easy referencing, testing and look-up, these requirements are divided into two parts; On-Board
Unit (OBU) requirements (5.1) and Roadside Equipment (RSE) requirements (5.2).

In addition this European Standard also includes various annexes that provide further detailed specifications
as well as background, motivation and examples for the conformance requirements. The intention is that
these enhance readability and understanding of this European Standard.

The base standard EN ISO 14906:2011 has been the subject of a revision. The revision of EN 15509 takes
into account this fact.

This European Standard is complemented by a set of standards defining Conformity Evaluation of the
Conformance Requirements.

EN 15876 defined how to evaluate on-board and roadside equipment for conformity to EN 15509 (this
European Standard). EN 15876 consists of the following parts, under the general title "Electronic fee
collection — Evaluation of on-board and roadside equipment for conformity to EN 15509":

— Part 1: Test suite structure and test purposes;

— Part 2: Abstract test suite.
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1 Scope
The scope for this European Standard is limited to
— payment method: Central account based on EFC-DSRC,

— physical systems: OBU, RSE and the DSRC interface between them (all functions and information flows
related to these parts),

— DSRC-link requirements,

— EFC transactions over the DSRC interface,

— data elements to be used by OBU and RSE used in EFC-DSRC transactions,
— security mechanisms for OBU and RSE used in EFC-DSRC transactions.

The scope of this European Standard is illustrated in Figure 1.

Central System Central System

(at OBU Provider) el (at Toll Charger)
Persona]gisation & |
initialisation link (Any link)
: |
[ On Board Unit ‘ Roa‘d Side |
(OBU) DSRC-link Equ|pment l
' (RSE) I
SR | I |

Scope for this standard (dotted line)

Figure 1 — Scope for this European Standard (within the box delimited with a dotted line)
It is outside the scope of this European Standard to define

— contractual and procedural interoperability requirements (including issues related to a Memorandum of
Understanding, MoU),

— conformance procedures and test specification (this is provided in a separate set of standards),
— setting-up of operating organisations (e.g. clearing operator, issuing, trusted third party etc.),
— legal issues,

— other payment methods in DSRC-based EFC (e.g. on-board accounts using integrated circuit cards),
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— other basic technologies (e.g. GNSS/CN or video registration based EFC). However, this European
Standard may be used for defining the DSRC-EFC parts for the use in applications that implement a mix

of different technologies.

other interfaces or functions in EFC-systems than those specified above (i.e. information flows and data
exchange between operators or personalisation, initialisation and customisation of the OBU).

Some of these issues are subject to separate standards prepared by CEN/TC 278, ISO/TC 204 or ETSI ERM.

Figure 2 shows the scope of this European Standard from a DSRC-stack perspective.

RSE

and DSRC
Application funclions communication Application functions
AP and data - - AP and data
Security algorithms ADU Sacurity algorithms
DSRCL7 | fncirs S——— DSRC L7 | St -
&5
=)
|1 |1
B E
R
DSRC L2 LLC DSRC L2 LLC e
Dawmlink Uplink o D
frames - L frames [ =
DSRC L2 MAC LPDU DSRC L2 MAC
SRC
DSRC L1 gt il -— » | DSRCL1 [ amnest

EFC charging transaction

OBU

Figure 2 — Relationship between this European Standard and DSRC-stack elements

This European Standard defines an Application Profile based on the ISP-concept. The base standards that
this Application Profile is based upon are

EN ISO 14816 on Numbering and data structures),

EN 12834: on DSRC application layer (L7),

EN 12253, EN 12795 and EN 12834).
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The relationship and references between base standards and EN 15509 are illustrated in Figure 3.

EN 15509
EFC Interoperability
Application Profile
EN 14206
tat: EN 12834 EN 13372
EFC Application Interface » <
Definition DSRC Layer 7 DSRC Profiles
L 4
EN 14816
AVEI Numbering and data Dggcgfggi 2 €
struclures ye
EN 12253 y
DSRC Layer 1 B

Figure 3 — Relationship and references between base standards and EN 15509

2 Normative references

The following documents, in whole or in part, are normatively referenced in this document and are
indispensable for its application. For dated references, only the edition cited applies. For undated references,
the latest edition of the referenced document (including any amendments) applies.

ANSI X3.92:1981, American National Standard for Information Systems — Data encryption algorithm
FprCEN/TS 16439:2012, Electronic fee collection — Security framework

EN 12834, Road transport and traffic telematics — Dedicated Short Range Communication (DSRC) — DSRC
application layer

EN 13372:2004, Road transport and traffic telematics (RTTT) — Dedicated short-range communication —
Profiles for RTTT applications

EN ISO 14906:2011, Electronic fee collection — Application interface definition for dedicated short-range
communication (ISO 14906:2011)

ETSI TS 102 486-1-1 V1.1.1 (2006-03), Electromagnetic compatibility and Radio spectrum Matters (ERM);
Road Transport and Traffic Telematics (RTTT),; Test specifications for Dedicated Short Range Communication
(DSRC) transmission equipment; Part 1: DSRC data link layer: medium access and logical link control; Sub-
Part 1: Protocol Implementation Conformance Statement (PICS) proforma specification
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ETSI TS 102 486-2-1 V1.1.1 (2006-03) 1), Electromagnetic compatibility and Radio spectrum Matters (ERM);
Road Transport and Traffic Telematics (RTTT); Test specifications for Dedicated Short Range Communication
(DSRC) transmission equipment; Part 2: DSRC application layer; Sub-Part 1: Protocol Implementation
Conformance Statement (PICS) proforma specification

ISO/IEC 9646-7, Information technology — Open Systems Interconnection — Conformance testing
methodology and framework — Part 7: Implementation Conformance Statements

ISO/IEC 9797-1:1999 2), Information technology — Security techniques — Message Authentication Codes
(MACs) — Part 1: Mechanisms using a block cipher

3 Terms and definitions
For the purposes of this document, the following terms and definitions apply.

31

access credentials

data that is transferred to on-board equipment (OBE), in order to establish the claimed identity of a roadside
equipment (RSE) application process entity

[SOURCE: EN ISO 14906:2011, 3.1]

Note 1 to entry The access credentials carry information needed to fulfil access conditions in order to perform the
operation on the addressed element in the OBE. The access credentials can carry passwords as well as cryptographic
based information such as authenticators.

3.2

action

function that an application process resident at the roadside equipment can invoke in order to make the on-
board equipment execute a specific operation during the transaction

[SOURCE: EN ISO 14906:2011, 3.2]

3.3

attribute

application information formed by one or by a sequence of data elements, and is managed by different actions
used for implementation of a transaction

[SOURCE: EN ISO 14906:2011, 3.3]

3.4

authenticator

data appended to, or a cryptographic transformation of, a data unit that allows a recipient of the data unit to
prove the source and/or the integrity of the data unit and protect against forgery

[SOURCE: EN ISO 14906:2011, 3.4]

1) ETSI TS 102 486-2-1 V1.1.1 (2006-03) is replaced by ETSI TS 102 486-2-1 V1.2.1 (2008-10), Intelligent Transport
Systems (ITS); Road Transport and Traffic Telematics (RTTT), Test specifications for Dedicated Short Range
Communication (DSRC) transmission equipment; Part2: DSRC application layer; Sub-Part1: Protocol
Implementation Conformance Statement (PICS) proforma specification.

2) ISO/IEC 9797-1:1999 is replaced by ISO/IEC 9797-1:2011, Information technology — Security techniques —
Message Authentication Codes (MACs) — Part 1: Mechanisms using a block cipher.
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3.5
base standard
approved international standard or ITU-T Recommendation

[SOURCE: ISO/IEC TR 10000-1:1998, 3.1.1]

3.6
channel
information transfer path

[SOURCE: ISO 7498-2, 3.3.13, and EN ISO 14906:2011, 3.5]
3.7

component
logical and physical entity composing an on-board equipment, supporting a specific functionality

[SOURCE: EN ISO 14906:2011, 3.6]

3.8
contract
expression of an agreement between two or more parties concerning the use of the road infrastructure

[SOURCE: EN ISO 14906:2011, 3.7]

3.9

cryptography
discipline which embodies principles, means, and methods for the transformation of data in order to hide its
information content, prevent its undetected modification and/or prevent its unauthorised use

[SOURCE: EN ISO 14906:2011, 3.8]

3.10
data group
collection of closely related EFC data attributes which together describe a distinct part of an EFC transaction

[SOURCE: EN ISO 14906:2011, 3.9]
3.11

data integrity
property that data has not been altered or destroyed in an unauthorised manner

[SOURCE: EN ISO 14906:2011, 3.10]
3.12

element
in the context of DSRC, a directory containing application information in form of attributes

[SOURCE: EN ISO 14906:2011, 3.11]
3.13

International Standardised Profile
internationally agreed-to, harmonised document which describes one or more profiles

[SOURCE: ISO/IEC TR 10000-1:1998, 3.1.2]

3.14

interoperability

ability of two or more IT systems to exchange information and to make mutual use of the information that has
been exchanged

[SOURCE: ISO/IEC TR 10000-1:1998, 3.2.1]
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3.15

mobile roadside equipment

roadside equipment located on-board of special vehicles using or standing near the road transport network or
hand-held equipment, for the purpose of communication and data exchanges with the on-board equipment of
passing vehicles, within the specific scope of Compliance Checking Communication

[SOURCE: CEN ISO/TS 12813:2009, 3.7]

3.16
on-board equipment
equipment fitted within or on the outside of a vehicle and used for toll purposes

Note 1 to entry The OBE does not need to include payment means.
[SOURCE: EN ISO 14906:2011, 3.13]

3.17

on-board unit

minimum component of an on-board equipment, whose functionality always includes at least the support of
the DSRC interface

[SOURCE: EN ISO 14906:2011, 3.14]

3.18

profile

set of one or more base standards and/or ISP, and where applicable, the identification of chosen classes,
conforming subsets, options and parameters of those base standards, or ISPs necessary to accomplish a
particular function

[SOURCE: ISO/IEC TR 10000-1:1998, 3.1.4]

3.19

roadside equipment

equipment located along the road transport network, for the purpose of communication and data exchanges
with on-board equipment

[SOURCE: EN ISO 14906:2011, 3.16]

3.20

service

(EFC) road transport related facility provided by a service provider. Normally a type of infrastructure, the use
of which is offered to the user for which the user may be requested to pay

[SOURCE: EN I1SO 14906:2011, 3.17]

3.21

service primitive

(communication) elementary communication service provided by the Application layer protocol to the
application processes

[SOURCE: EN ISO 14906:2011, 3.18]

Note 1 to entry  The invocation of a service primitive by an application process implicitly calls upon and uses services
offered by the lower protocol layers.
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3.22

session

exchange of information and interaction occurring at a specific EFC station between the roadside equipment
and the user/vehicle

[SOURCE: EN ISO 14906:2011, 3.19]

3.23
toll charger
legal entity charging toll for vehicles in a toll domain

[SOURCE: EN ISO 14906:2011, 3.20]

3.24

toll service provider

legal entity providing to his customers toll services on one or more toll domains for one or more classes of
vehicles

Note 1 to entry  In other documents the terms issuer or contract issuer may be used.

Note 2 to entry  The Toll Service Provider may provide the OBE or may provide only a magnetic card or a smart card to
be used with OBE provided by a third party (like a mobile telephone and a SIM card can be obtained from different
parties).

Note 3 to entry  The Toll Service Provider is responsible for the operation (functioning) of the OBE with respect to tolling.

[SOURCE: EN ISO 14906:2011, 3.23]

3.25

transaction

whole of the exchange of information between the roadside equipment and the on-board equipment
necessary for the completion of an EFC operation over the DSRC

[SOURCE: EN ISO 14906:2011, 3.24]

3.26
transaction counter
data value in the on-board unit that is incremented by the roadside equipment at each transaction

3.27
transaction model
functional model describing the general structure of Electronic Payment Fee Collection transactions

[SOURCE: EN ISO 14906:2011, 3.25]

3.28

user

customer of a Toll Service Provider, one liable for toll, the owner of the vehicle, a fleet operator, a driver etc.
depending on the context.

[SOURCE: EN ISO 14906:2011, 3.26]
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