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Nationales Vorwort 

Dieses Dokument (prEN 15531-2:2013) wurde vom technischen Komitee CEN/TC 278 „Straßentransport und 
Verkehrstelematik“ ausgearbeitet, dessen Sekretariat vom NEN (Niederlande) gehalten wird. 

Das zuständige deutsche Normungsgremium ist der Gemeinschaftsarbeitsausschuss NA 052-02-71 GA 
„Straßenverkehrtelematik“ des Normenausschusses Automobiltechnik. 

Das Präsidium des DIN hat mit seinem Beschluss 1/2004 festgelegt, dass von dem in den Regeln der 
europäischen Normungsarbeit von CEN/CENELEC verankerten Grundsatz, wonach Europäische Normen in 
den drei offiziellen Sprachen Deutsch, Englisch und Französisch veröffentlicht werden, in begründeten 
Ausnahmefällen abgewichen und auf die deutsche Sprachfassung verzichtet werden kann. 

Dienste für den öffentlichen Verkehr verlassen sich zunehmend auf Informationssysteme, welche zuver-
lässige, einfach handhabbare und überall zugängliche korrekte Information für Reisende liefern. Diese Art von 
Systemen decken folgende spezifischen Nutzungsprofile ab: Laden von Kalendern und Fahrplänen; Kontrolle 
von Fahrzeugbeständen; Ticket- und Rechnungsausstellung; Aktuelle Informationen zu laufenden Diensten, 
usw. 

Diese Norm spezifiziert eine Serviceschnittstelle für Echtzeitinformationen (SIRI) zum öffentlichen Verkehr. 
Sie definiert Austauschinformationen zwischen Servern, welche Echtzeitinformationen zum öffentlichen 
Verkehr oder Reisedaten bereitstellen. Dies beinhaltet Kontrollzentren von Verkehrsanbietern und 
Informationssystemen welche Echtzeit Fahrzeuginformationen nutzen, wie zum Beispiel Dienste für 
Reiseinformation. 

Änderungen 

Gegenüber DIN CEN/TS 15531-2 (DIN SPEC 70655):2011-06 wurden folgende Änderungen vorgenommen: 

a) das Dokument wurde an verschiedenen Stellen inhaltlich ergänzt; 

b) Dokument wurde in den Abschnitten neu strukturiert. 
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Foreword 

This document (prEN 15531-2:2013) has been prepared by Technical Committee CEN/TC 278 “Intelligent 
transport systems”, the secretariat of which is held by NEN. 

This document is currently submitted to the CEN Enquiry. 

This document will supersede CEN/TS 15531-2:2007. 

This document presents Part 2 of the European Standard known as “SIRI”. SIRI provides a framework for 
specifying communications and data exchange protocols for organisations wishing to exchange Real-time 
Information (RTI) relating to public transport operations. 

The SIRI European Standard is presented in three parts: 

  context and framework, including background, scope and role, normative references, terms and 
definitions, symbols and abbreviations, business context and use cases (Part 1); 

  the mechanisms to be adopted for data exchange communications links (Part 2); 

  data structures for a series of individual application interface modules PT, ET, ST, SM, VM, CT, CM, GM 
(Part 3). 

Two additional parts define additional functional services as CEN Technical Specifications: 

  additional data structures for additional application interface module FM (Part 4); 

  additional data structures for additional application interface module SX (Part 5). 

The XML schema can be downloaded from http://www.siri.org.uk/, along with available guidance on its use, 
example XML files, and case studies of national and local deployments. 

It is recognised that SIRI is not complete as it stands, and from time to time may need to continue to be 
enhanced to add additional capabilities. It is therefore intended that a SIRI Management Group should 
continue to exist, at European level, based on the composition of SG7. 
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Introduction 

Public transport services rely increasingly on information systems to ensure reliable, efficient operation and 
widely accessible, accurate passenger information. These systems are used for a range of specific purposes: 
setting schedules and timetables; managing vehicle fleets; issuing tickets and receipts; providing real-time 
information on service running, and so on. 

This European Standard specifies a Service Interface for Real-time Information (SIRI) about Public Transport. 
It is intended to be used to exchange information between servers containing real-time public transport vehicle 
or journey time data, as well as between server and end-user devices like smartphones or web browsers. 
These include the control centres of transport operators and information systems that utilise real-time vehicle 
information, for example, to deliver services such as travel information. 

Well-defined, open interfaces have a crucial role in improving the economic and technical viability of Public 
Transport Information Systems of all kinds. Using standardised interfaces, systems can be implemented as 
discrete pluggable modules that can be chosen from a wide variety of suppliers in a competitive market, rather 
than as monolithic proprietary systems from a single supplier. Interfaces also allow the systematic automated 
testing of each functional module, vital for managing the complexity of increasing large and dynamic systems. 
Furthermore, individual functional modules can be replaced or evolved, without unexpected breakages of 
obscurely dependent function. 

This European Standard will improve a number of features of public transport information and service 
management: 

  Interoperability – the European Standard will facilitate interoperability between information processing 
systems of the transport operators by: (i) introducing common architectures for message exchange; (ii) 
introducing a modular set of compatible information services for real-time vehicle information; (ii) using 
common data models and schemas for the messages exchanged for each service; and (iv) introducing a 
consistent approach to data management. 

  Improved operations management – the European Standard will assist in better vehicle management by 
(i) allowing the precise tracking of both local and roaming vehicles; (ii) providing data that can be used to 
improve performance, such as the measurement of schedule adherence; and (iii) allowing the distribution 
of schedule updates and other messages in real-time. 

  Delivery of real-time information to end-users – the European Standard will assist the economic provision 
of improved data by; (i) enabling the gathering and exchange of real-time data between VAMS systems; 
(ii) providing standardised, well defined interfaces that can be used to deliver data to a wide variety of 
distribution channels. 

Technical advantages include the following: 

  Reusing a common communication layer for all the various technical services enables cost-effective 
implementations, and makes the European Standard readily extensible in future. 

1 Scope 

SIRI uses a consistent set of general communication protocols to exchange information between client and 
server. The same pattern of message exchange may be used to implement different specific functional 
interfaces as sets of concrete message content types. 

Two well-known specific patterns of client server interaction are used for data exchange in SIRI: 
Request/Response and Publish/Subscribe. 

  Request/Response allows for the ad hoc exchange of data on demand from the client. 
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  Publish/Subscribe allows for the repeated asynchronous push of notifications and data to distribute 
events and Situations detected by a Real-time Service.  

The use of the Publish/Subscribe pattern of interaction follows that described in the Publish-Subscribe 
Notification for Web Services (WS-PubSub) specification, and as far as possible, SIRI uses the same 
separation of concerns and common terminology for publish/subscribe concepts and interfaces as used in 
WS-PubSub. WS-PubSub breaks down the server part of the Publish/Subscribe pattern into a number of 
separate named roles and interfaces (for example, Subscriber, Publisher, Notification Producer, and 
Notification Consumer): in an actual SIRI implementation, certain of these distinct interfaces may be combined 
and provided by a single entity. Although SIRI is not currently implemented as a full WS-PubSub web service, 
the use of a WS-PubSub architecture makes this straightforward to do in future. 

Publish/Subscribe will not normally be used to support  large numbers of end user devices. 

For the delivery of data in responses (to both requests and subscriptions), SIRI supports two common 
patterns of message exchange, as realised in existent national systems:  

  A one step ‘Direct Delivery’, as per the classic client-server paradigm, and normal WS-PubSub publish 
subscribe usage; and;  

  A two-step ‘Fetched Delivery’ which elaborates the delivery of messages into a sequence of successive 
messages pairs to first notify the client, and then to send the data when the client is ready. Fetched 
Delivery is a stateful pattern in its own right. 

Each delivery pattern allows different trade-offs for implementation efficiency to be made as appropriate for 
different target environments. 

A SIRI implementation may support either or both delivery methods; in order to make the most efficient use of 
the available computational and communication resources. The delivery method may either be preconfigured 
and static for a given implementation, or each request or subscription may indicate the delivery method 
required by the client dynamically as part of the request policy, and the server may refuse a request if it does 
not support that method, giving an appropriate error code. 

The Interaction patterns and the Delivery patterns are independent aspects of the SIRI protocol and may be 
used in any combination in different implementations. 

For a given SIRI Functional Service type (Connection Monitoring, Stop Monitoring etc.), the message payload 
content is the same regardless of whether information is exchanged with a Request/Response or 
Publish/Subscribe pattern, or whether it is returned by Direct or Fetched Delivery. 

The SIRI Publish/Subscribe Protocol prescribes particular mediation behaviour for reducing the number of 
notifications and the amount of network traffic arising from subscriptions. 

The mediation groups the various subscriptions from a subscriber into one or more Subscriber Channels, and 
is able to manage notifications and updates for the aggregate. 

Only partial updates to the data set since the last delivery for the subscription need to be sent. 

The SIRI Communication protocols are designed to fail gracefully. Considerations for resilience and recovery 
are covered below. 

2 Normative references 

The following documents, in whole or in part, are normatively referenced in this document and are 
indispensable for its application. For dated references, only the edition cited applies. For undated references, 
the latest edition of the referenced document (including any amendments) applies. 
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EN 15531-1, Public transport - Service interface for real-time information relating to public transport operations 
- Part 1: Context and framework 

3 Terms and definitions 

For the purposes of this document, the terms and definitions given in EN 15531-1 apply. 

4 Symbols and abbreviations 

For the purposes of this document, the symbols and abbreviations given in EN 15531-1 apply. 

5 Common communication aspects 

5.1 Data Exchange Patterns of Interaction 

5.1.1 Introduction 

There are two main patterns of interaction for Data Exchange in SIRI: Request/Response and 
Publish/Subscribe. The patterns are complementary, that is an implementation may support both, and 
implementers may choose the most efficient pattern according to the nature of their application.  

NOTE Note that Publish/Subscribe can emulate a Request/Response interaction by use of a short subscription. A 
partial SIRI implementation that supports only Request/Response is useful for connecting many types of Public Transport 

Information System applications to AVMS and other Producer System data. 

5.1.2 Request/Response Pattern 

The Request/Response interaction allows for the immediate fulfilment of one-off data supply requests made 
by a Requestor to a Service. Pairs of Request/Response patterns are also used for the interactions that make 
up other patterns, such as Publish/Subscribe. 

In the Request/Response interaction used to get data, the Client sends a request message to a Server that 
offers the required SIRI Functional Service, and immediately receives a Delivery message in response 
(Figure 1). A Data Delivery may be made as a one-step Direct Delivery, or as a two-step Fetched Delivery 
(see later). 

The Requestor must give a unique reference to each request, which will be returned in the matching 
response. 

The Requestor expresses its specific interests through Topic and Delivery Policy parameters on the specific 
SIRI Functional Service Requests. If the request cannot be satisfied an error condition is returned diagnosing 
the reason. 
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Figure 1 — Request / Response Interaction 

Request/response allows for an efficient transmission of data on-demand from the Consumer, and is 
extremely easy to implement using commodity internet software components. 

5.1.3 Publish/Subscribe Pattern 

The Publish/Subscribe interaction (see Figure 2) allows for the asynchronous detection of real-time events by 
a producer service, whose role is to generate and send notifications to one or more interested consumers. 

In the Publish/Subscribe interaction, the Subscriber client sends a request message to the Notification 
Producer of a SIRI Functional Service to create a Subscription, which may or may not be granted. The 
Subscriber expresses its specific interests through Topic and Subscription Policy parameters, and receives an 
acknowledgement that this has been created, or an error condition. 

Once a Subscription exists, the service, acting as the Notification Producer, uses it to determine when to send 
a notification to a consumer after a Situation, i.e. event is detected. The incoming event notification to be 
published is matched against the interests expressed by the Topic and other filter parameters of the 
Subscription and if satisfied, a notification message is sent to the Consumer. The actual Notification Message 
Delivery may be made either as a one-step Direct Delivery to a Notification Consumer, or as a two-step SIRI 
Fetched Delivery, with separate message pairs first to notify and then to deliver the payload. 

In SIRI, the Subscriber and Consumer roles are normally implemented by the same client service, although 
they are logically separate. Every Consumer must know its Subscriber so that they can interact to handle 
recovery from service failures. 

Subscriptions for different types of SIRI Functional Service are managed separately. 

A Subscriber may add different Subscriptions at different times. 

A Subscription Request includes an Initial Termination Time indicating the desired duration i.e. lease of the 
individual Subscription. The subscription will only be granted if this can be met, otherwise an error will be 
returned. 

Subscriptions have a life span as specified by the Subscriber, and will be terminated by the Notification 
Producer service when they reach their expiry time. 

Subscribers may terminate their own existing Subscriptions before their predefined expiry time through a 
Subscription Manager. The Subscription Manager is subordinate to the Notification Producer, and in SIRI 
implementations, is normally provided by the same entity, although logically distinct. Each Subscription 
Manager knows its associated Notification Producer, and vice versa. Although the Notification Producer is the 
factory for creating new subscriptions, it does not manage them once created; rather this is done by the 
Subscription Manager. This design (i.e. the Notification Producer finds the Subscription Manager for the 
Subscriber, rather than the Subscription Manager finds the Notification Producer for the Subscriber) is 
required to conform to the WS-PubSub architecture. The WS-PubSub architecture allows for additional 
Subscription management functions to be added through the Subscription Manager for example renewal, 
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pause/resume, or the dynamic tuning of subscription policies, but SIRI does not specify any of these at 
present. SIRI does however support a Terminate Subscription and a Terminate All Subscriptions function. 

 

Figure 2 — Simple Publish/Subscribe Interaction 

Subscriptions are a stateful resource: they need a unique identifier that can be used by Subscriber, Producer 
and Consumer to refer to the same subscription on different occasions. They will each hold their own 
representation of the subscription. In SIRI this identifier is issued by the Subscriber. 

Publish/Subscribe allows for an efficient regular event driven exchange of updates to data. It requires a more 
elaborate implementation, with the holding of state by both participants and the dedication of computing 
resources to run the notification production. 

5.1.4 Publish/Subscribe with Broker Pattern 

The WS-PubSub architecture also allows for the logical separation of the concerns of Publishing and 
Notification Production, and in its fully articulated form, has a separate Publisher role that is a subordinate 
constituent of the Notification Producer service (see Figure 3). The Publisher produces notifications of any 
significant situations, i.e. events. For a real-time service, the Publisher monitors the real-time data and if a 
change has occurred, it produces a notification. The Notification Producer then matches the Notification with 
the interests and policies expressed by Subscribers and despatches the notification delivery to the Notification 
Consumer indicated by the Subscription. 

It is possible to have more than one Notification Producer sitting between the Publisher and the Consumer, 
either to carry out successive types of filtering and processing of the notifications, or for scalability. WS-
PubSub distinguishes between direct notification – where the notification message from the Publisher is 
delivered unchanged, and brokered notification – where the Notification Producer filters and also possibly 
transforms the message. Both brokered (e.g. for SIRI Stop Monitoring) and unbrokered (e.g. for SIRI General 
Message) mediation occurs in different SIRI Functional Services. 

The separation of concerns between Publisher and Notification producer is transparent to the Subscriber and 
Consumer, and so in SIRI is merely an implementation choice – which does not currently explicitly mandate 
any requirements for the interface between the Notification Producer and Publisher. Every Publisher knows its 
associated Notification Producer(s), and vice versa. 
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Figure 3 — Brokered Publish/Subscribe Interaction 

Further Subscription and Subscriber filtering tasks, in particular the enforcement of SIRI Access controls, are 
implemented by the Notification Producer, not the Publisher. 

5.1.5 Request/Response – Compound Requests 

Multiple requests for a single SIRI Functional Service may be included in a single Data Request/Response 
interaction: each request may cover different topics and policies (Figure 4). 

 

Figure 4 — Request/Response: Compound Requests 

5.1.6 Publish/Subscribe – Compound Subscriptions 

Multiple subscriptions to a single SIRI Functional Service may be included by a Subscriber in a single 
Subscription request: each subscription may cover different topics and policies (Figure 5). The handling of 
notifications and deliveries for compound subscriptions is discussed in the section on Mediation later below. 
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Figure 5 — Publish/Subscribe: Compound Subscriptions 

5.2 Delivery Patterns 

5.2.1 Introduction 

Services return notifications and Situation content to the Consumer using Delivery messages. In real-time 
applications, it is important to be able to optimise systems to ensure rapid delivery, and SIRI supports two 
different message pattern variations for making a delivery, that in principle can be used interchangeably: these 
are; (i) Direct Delivery, and; (ii) Fetched Delivery. 

The choice of delivery patterns may be pre-configured, or if the implementation supports both methods, be 
specified as a parameter on the request. For systems that support dynamic choice, if the SIRI implementation 
does not support the requested delivery method for a specific service type, an error message will be returned. 

5.2.2 Direct Delivery 

In Direct Delivery, the payload is sent as the content of a single message to the Consumer Client (Figure 6). 
For a Request/Response this will be the requestor. For a subscription this will be the Notification Consumer as 
indicated on the Subscription (i.e. the notification and the delivery are the same message.). 

 

Figure 6 — One Step Direct Delivery 

In Direct Delivery, the burden of holding and queuing messages is distributed to the client, with some 
advantages for scaling, as the central server needs neither retain data, nor allocate computation resource to 
service the additional data supply steps. The interaction is simpler, with fewer messages being exchanged, 
and a simpler mediation. However the method does not allow the Consumer to optimise its own activities by 
separating its processing to detect the existence of an update from its processing to use the payload data. 
The full payload is always sent, even if it is not currently of interest to the client. Direct Delivery is appropriate 
for deployment with fast, reliable communications, and with adequate processing capability on the Consumer. 
It is especially efficient when most updates are relevant to the client and are used immediately. 
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5.2.3 Fetched Delivery 

In Fetched Delivery, the delivery is done in a two successive steps, separating the notification of an update 
from the delivery of the data payload (Figure 7). The steps are as follows: 

1) The Producer sends a Data Ready Notification message to the Consumer. 

2) The Consumer Acknowledges receipt with a Data Ready Response. 

3) The Consumer sends a Data Supply Request to the Notification Producer. 

4) The Notification Producer responds with a Data Supply Delivery. 

The second read is allowed to be destructive, that is, the ability to recreate exactly the same delivery to that 
point is not guaranteed: the differential update may be deleted once it has been given to the Consumer. 

 

Figure 7 — Fetched Delivery 

Fetched Delivery is a stateful pattern of interaction in its own right – requiring the ability of both parties to refer 
to the data update by a reference that persists for its currency. In this case the reference is issued by the 
Producer. Whether the identifier needs to be exposed to the Consumer depends on the mediation model (see 
later): if all updates are aggregated through a single subscriber channel, then there is only one data set to 
fetch, and an explicit reference is not needed 

Fetched Delivery allows the Consumer to defer the sending of the full payload until it is ready to process it: if 
in the meantime the Situation has changed further, and a new notification message has arisen, only the latest 
update need be exchanged. This can give a more efficient use of bandwidth for applications that are 
bandwidth constrained. In addition, notifications are small messages that can typically be examined using less 
computational resource than a full delivery message containing a payload, so if the majority of updates are 
discarded (i.e. never fetched); the processing load on the Consumer may be less. Similarly, the storage 
requirement on the Consumer to queue small notification messages for Fetched Delivery is less than the 
storage requirement to queue larger payload messages for Direct Delivery (but larger on the Notification 
Producer to retain it until fetched). As a trade-off, there is additional computational and communication 
overhead required to conduct the extra interactions of fetched data supply messages, and also an additional 
latency to carry it out (in particular a fourfold communication overhead). 

In practice, Fetched Delivery is used predominantly for Publish/Subscribe. Figure 8 shows the full sequence of 
interaction from subscription to delivery. 
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Figure 8 — Fetched Delivery for Publish/Subscribe  

For completeness, we note that Fetched Delivery can also be used for the delivery of responses in a 
Request/Response interaction (Figure 9). 

5.2.4 Data Horizon for Fetched Delivery 

For Fetched Delivery, implementations may vary as to how long the data notified as ready will still be available 
to be fetched. At a minimum the most recent update must be available until it is stale, i.e. has reached the end 
of its currency time, or is superseded by another update. Some implementations may choose to keep previous 
updates available within a longer data horizon, for example the current day, and support historic access to a 
log of previous updates. 

For further considerations as to the contents of fetched delivery, see discussion of Mediation Behaviour below. 

 

Figure 9 — Fetched Delivery for Request/Response 
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5.2.5 Get Current Message 

The SIRI Data Supply Request may be used by itself without a previous notification to get the current data. 
This corresponds to the WS-PubSub capability of ‘Get Current Message’: which allows a Consumer to get the 
current messages published for a given subscription. In normal WS-PubSub usage this is a non-destructive 
read: the current data can be reread many times, provided the data is still relevant. 

The SIRI Data Supply Request has a parameter which can be used to optimise usage: ‘return latest’ i.e. 
whether to return only the most recent update for the subscription. (Return latest is in fact the default; the 
opposite, ‘return all’ has to be explicitly specified on a request.). ‘Return latest’ cannot be repeated to obtain 
the same data, since once delivered, a new latest time will be held for the subscription. 

In SIRI one of the mediations carried out by the Notification Producer (See later below) is to aggregate the 
individual subscriptions of a particular subscriber into a Subscription Channel. In effect, for each subscriber for 
each service, the Notification Producer keeps a Subscription channel or Filter: all subscriptions from the 
Subscriber are normally assigned to the Subscription Filter. This means that a SIRI Get Current Message 
request may need to indicate whether to return; (i) the latest data for a specific Subscription (the normal WS-
PubSub interpretation); (ii) the latest data for a particular Subscriber Filter (i.e. group of subscriptions 
belonging to a single subscriber); or (iii) the latest data for a particular Subscriber (i.e. group of all the 
Subscriber Filters belonging to a particular Subscriber). 

Support of ‘return latest’ is a required SIRI Feature. Support for Get Current Message with ‘return all’ is a 
required feature of WS-PubSub: a SIRI implementation will need to support it in order to be able to return a full 
data set to new subscribers who have just joined.  

5.2.6 Multipart Despatch of a Delivery 

If the amount of data to be delivered is large, some implementations allow the Producer to break the data 
supply step up into multiple messages, which the Consumer can then assemble into a single update 
(Figure 10). This has further implications for any recovery processes and is discussed in more detail later. 

 

Figure 10 — Multipart Delivery 

5.2.7 Multipart Despatch of a Fetched Delivery – MoreData 

The data for a single subscription must be completely included within a single Delivery. Data for a Fetched 
Delivery may only be split into separate messages if it is for different subscriptions for the same subscriber. 

For multipart despatch, on the Service Delivery message the MoreData element indicates whether the content 
of a DataSupplyResponse contains all the updated data, or whether for implementation reasons, the 
transmission has been split into several sub-messages, requiring retrieval by the consumer with a series of 
chained data DataSupplyRequests; see Figure 11. Each Data Supply Delivery response message in the 
chain indicates that there is further data by means of a MoreData value of “true”; in the last data supply 
response message, the MoreData element is set to “false”. 
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Figure 11 — Fetched Multipart Delivery 

With the transmission of the final ServiceDelivery message, the Producer service considers the delivery of 
the data to be complete (i.e. it is permitted to reset the last update flags of the subscription as now being 
current with known notifications). A renewed DataSupplyRequest would then not be answered with the data 
of the recently polled subscription. 

If the Optional SIRI Capability ConfirmDelivery is used, then after receiving the final Data Supply Delivery, the 
Consumer must send a DataAcknowledgement message to the Producer to indicate that it has successfully 
received the data, which permits the Producer to close the delivery. 

5.3 Mediation Behaviour 

5.3.1 Introduction 

In order to reduce the amount of network traffic and the volume of notification and delivery messages that 
consumers must deal with, SIRI prescribes particular mediation behaviour on the part of the Notification 
Producer/Publisher. There are several different aspects to this particular mediation to which a SIRI 
implementation must conform; in particular; (i) Maintaining Subscription Last Updated State, and; (ii) 
Aggregating Subscriptions into a Subscriber Channel. Both of these are quite simple concepts, but when 
combined, especially with fetched delivery, lead to some complexity. 

5.3.2 Mediation Behaviour – Maintaining Subscription Last Updated State 

In the simplest incarnation of the WS-PubSub paradigm, notification messages are despatched to all 
interested subscribers immediately when they occur. When a Consumer joins a service it may be sent an 
initial delivery with the set of current data. Thereafter, it is sent only additional notifications and deliveries for 
new events. The full set of current data for a given topic expression may be retrieved by a Consumer at any 
subsequent time using the ‘Get Current Message’ function. In SIRI this basic mediation is further elaborated 
by (i) the requirement to support the Fetched Delivery pattern, and (ii) an ability to set a threshold value for 
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sensitivity to change in data values for subscriptions in certain SIRI Functional Service types (notably Stop 
Monitoring, Vehicle Monitoring and Connection Monitoring). 

With the SIRI Fetched Delivery pattern, payload data is not sent immediately along with the notification. This 
means that the Notification Producer must retain state for each subscription to hold the time that the most 
recent successful delivery was made to the individual Consumer, so that when the Consumer comes to fetch 
the data with a data supply message, only the updates ‘recent’ to that individual Consumer are sent (i.e. those 
since the last fetch), and not the whole current data set. 

The ability to establish the point of last update for each individual subscription is also required to support the 
filtering of notification messages by a change threshold regardless of whether Direct or Fetched Delivery is 
used. If a change threshold is set, then a notification for a data event representing a change to an earlier 
event will only be sent if the change in some quantitative value (for example, the predicted arrival time) 
exceeds the specified threshold of difference to that in the last delivery. 

The use of Last Update mediation for a Direct Delivery is shown in Figure 12 as a simple message sequence 
example. (See Figure 13 for a Fetched Delivery sequence). On subscription, the Producer computes the 
current data based on notifications from the Publisher (for example 1.1, 1.2) according to the subscription 
topic and sends it to the Consumer; the time (T1) of supply is recorded against the individual subscription. 
Subsequent notifications from the Publisher (2.1, 2.2, 2.3) are filtered until the sensitivity threshold is 
exceeded, at which point all the updates since the last update time T1 (2.1, 2.2, 2.3) are aggregated and sent 
and the new time of supply recorded (T2). 
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Figure 12 — Mediation: Update Tracking and sensitivity threshold for Direct Delivery 

In a Fetched Delivery interaction, there may be a delay between the despatch of a Notification that a new 
update exists to the Consumer and the despatch of the Data Delivery message – which occurs only in 
response to an explicit Data Supply request from the Consumer. In the meantime, further situations may occur 
in the interim, giving rise to further notifications from the Publisher to the Notification Producer (but not to the 
Consumer – the Notification Producer also retains state that a notification has already been issued). The data 
delivery, when finally made, should represent the most current position: the data supply message should 
include all known subsequent data events that have taken place since the time of last data supply. 

This is shown in Figure 13 for a Fetched Delivery sequence. On subscription, the Producer checks if there is 
any current data (1.1, 1.2) according to the subscription topic and if so, sends a data ready notification (#1) to 
the Consumer. When the Consumer requests the data supply, the Producer recomputes the current data (1.1, 
1.2) and sends it to the Consumer. The time (T1) of supply is recorded against the individual subscription. 
Subsequent notifications from the Publisher (2.1, 2.2) are filtered until the sensitivity threshold is exceeded, at 
which point (T2) a new notification (#2) is sent to the Consumer. When the Consumer requests the data 
supply at a later time (T3), the Producer recomputes the data since the last update which, as well as the 
notifications that triggered the Data Ready Notification (2.1, 2.2), in the example also includes an additional 
item (2.3) which has arrived in the meantime. The data is despatched to the Consumer and the new time (T3) 
of supply is recorded against the individual subscription. 
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Figure 13 — Mediation: Handling Fetched Delivery Latencies 

5.3.3 Mediation Behaviour – Subscription Filters 

Another optimisation that SIRI can make in order to reduce the network traffic is the aggregation of 
subscriptions for a given Subscriber into a single filter group for notification and delivery. 

When a Subscription is created for a Subscriber to a given SIRI functional service type, it is automatically 
assigned to a Subscription Filter. Subsequently, a single notification is sent for all subscriptions of a Filter. For 
example, if a SIRI Vehicle Monitoring Service Subscriber has subscriptions to two separate LINEs, and 
SITUATIONs arise for both of them (from data notifications from the Publisher) within the data refresh or 
processing cycle of the Notification Producer, only a single Data Ready Notification will be sent to the service 
Consumer, and the single Data Supply message will return the payload for both data ready notifications as 
content within a single Service Delivery. Thus for each Subscription Filter, the system retains ‘Already Notified’ 
state, which gets reset every time last update is updated. 

A subscriber may add different Subscriptions at different times to a Subscription Filter. 
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Some implementations support only a single Subscription Filter per Subscriber; others may support multiple 
filters. If multiple filters are supported and a Subscriber wishes to use a separate Subscription Filter, a Filter 
Identifier should be indicated on the subscription request. If no filter is specified on a request, the first filter 
created for the Subscriber will be used by default. The use of multiple filters allows a Subscriber interested in 
many different subscriptions from the same Notification Producer to keep transaction boundaries (and the 
computational overhead needed for the filtering, transmission and processing of delivery packages) down to a 
manageable size. Otherwise there is the possibility that a small urgent item of information will be swamped 
within a larger packet of data for additional content that is triggered for delivery at the same time. 

Subscription Filtering is shown in Figure 14 for a Direct Delivery sequence (the Fetched Delivery sequence 
would be logically similar). 

  The initial subscription request contains two separate individual service subscription requests (001, 002). 

  On subscription, the Producer checks if there is any current data (1.1) according to both subscriptions’ 
topic expressions, and if any data is found, the initial delivery (#1) will contain data for both subscriptions. 

  If an additional Subscription (003) is created for the Subscriber, the Producer will add it to the 
Subscriber’s Subscription Filter. 

  The Producer only make a notification/delivery (#2) if there is any data for the new subscription: in 
Figure 14 none is shown as having occurred. However if there was any data, i.e. if any data is sent at all, 
it will include updates for any subscription of the Consumer, even if the other updates have not reached 
the threshold. Again, the time (T2) of supply will be recorded against each individual subscription. 

  Subsequent notifications from the Publisher (2.1) are filtered until the sensitivity threshold is exceeded, at 
which point (T3) a new data notification and delivery (#3) is sent to the Consumer. The data supply 
includes updates since the last supply time T2 affecting any subscription in the Subscription Filter. 
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Figure 14 — Mediation: Subscription Filter 

5.4 Recovery Considerations for Publish Subscribe 

5.4.1 Introduction 

Publish/Subscribe is a stateful pattern of interaction, and consideration must be given to failure of either the 
Notification Producer, or Consumer systems, or to the communications connection between them. 

Once created, subscriptions are held by the Notification Producer. In the event of a system failure by the 
Notification Producer service, SIRI does not require the Notification Producer to recover the subscriptions. 
Instead it is the responsibility of the Subscriber to recreate new subscriptions to replace the existing ones lost 
in the failure. Each Consumer knows the Subscriber which submitted its subscriptions (usually these will be 
the same implementation entity). 

It is then the Consumer’s responsibility to monitor whether the Notification Producer Service and the 
connection to it are still active, and to inform the Subscriber if the Subscription needs to be renewed. SIRI 
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supports two ways of monitoring the Notification Producer (i) Status Polling (a required SIRI capability), and 
(ii) Heartbeat (an optional SIRI capability). This allows implementers to choose the most efficient approach 
given the traffic and cycle characteristics of their deployment. 

5.4.2 Check Status – Polling 

The Consumer may send periodic Check Status requests to the Notification Producer to check that 
Notification Producer is still active. A Check Status message is a required feature of all SIRI implementations. 

 

Figure 15 — Check Status — UML Sequence 

5.4.3 Heartbeat – Pinging 

Using a Heartbeat message, the Notification Producer sends a regular notification message to the Consumer 
at a predefined interval to show that it is still active, even if no update messages have been sent. This 
removes the need for the Consumer to poll, as the Consumer can detect a potential failure by the failure of a 
Heartbeat to arrive within the prescribed interval. The heartbeat interval may either be preconfigured for the 
whole system, or be specified as a parameter in the subscription request specified for individual subscription 
on the Subscription Policy. 

 

Figure 16 — Heartbeat Message — UML Sequence 

5.4.4 Degrees of Failure 

There are in effect different degrees of failure of the Producer, or in access to the producer: (i) Total Failure in 
which case the subscriptions are lost and (ii) Partial failure, in which case the subscriptions are still in 
existence, but the data flow is interrupted for a period. Total failure must always be marked by a new Service 
Start time. 

To recover from partial failure the Producer must send all current data for a subscription since the last update 
for that subscription  
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5.4.5 Detecting a Failure of the Producer 

5.4.5.1 Detecting a Failure Using Check Status 

A Consumer can at any time explicitly poll to detect a Service breakdown by the Notification Producer, by 
sending a CheckStatusRequest to the Service. A CheckStatusResponse should be returned. A Common Check 
Status message is used for all services (Figure 15). 

 

Figure 17 — Check Status with Recovery & Re-subscribe — UML Sequence 

If there has been only a brief interruption of service, this may be detected by comparing the start time for the 
service returned on the check status message with the start time found on previous messages, (either a 
SubscriptionResponse, or a CheckStatusResponse). A hiatus suggests that there may be missed data, and/or 
subscriptions, and so the Consumer asks the Subscriber to recreate its subscriptions. 

5.4.5.2 Detecting a Failure Using Heartbeat 

If a Heartbeat capability is available, a Consumer may detect a Service failure by monitoring for the absence 
of HeartbeatNotification messages within the expected interval, rather than by polling explicitly for service 
availability and integrity with a CheckStatusRequest. If a failure is detected, the Consumer asks the Subscriber to 
recreate the subscription. Again there are two levels of failure: (i) Total Absence of Service with loss of 
subscriptions, and (ii) Brief Interruption of Service, with subscriptions retained but loss of real-time data. 
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Figure 18 — Heartbeat Monitoring – Loss of Service — UML Sequence 

 

Figure 19 — Heartbeat Monitoring – Interruption of Service — UML Sequence 

5.4.6 Detecting a Failure of the Consumer 

It is the Consumer entity’s responsibility to restart itself after a failure of its system. It must decide if it may 
have missed data and take any appropriate recovery action – either to get the current message, or to 
completely recreate its subscriptions. 

In the event of System failure by the Notification Consumer, the Notification Producer will continue to send 
Notification messages to the Notification Consumer until the subscription has expired. In order to optimise 
efficiency, a well behaved Consumer will terminate its subscription if it is no longer needed, or if a prolonged 
outage is planned. 

An implementation may have a policy that states the Notification Producer will drop a subscription if it does not 
receive an acknowledgement for Deliveries within a certain period of tolerance. 
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5.5 Recovery Considerations for Direct Delivery 

For Direct Delivery, two levels of resilience are possible: (i) Simple Despatch and (ii) Acknowledged Despatch. 

For Simple Despatch, data is sent without an acknowledgement of receipt. For a Request/Response data 
supply interaction, the Requestor knows that it is waiting for a response and can determine whether it has 
been satisfied. However for asynchronous, i.e. Publish/Subscribe interaction, the Notification Producer can 
send a data message to the Consumer at any arbitrary point in time; so if for some reason the message fails 
to arrive, the transmission failure will not be detected by either party and so no recovery action will be 
attempted. In many cases this is sufficient, as another update shortly after will update the messages as 
effectively as a recovery action. 

 

Figure 20 — Robust Direct Delivery — UML Sequence 

With Acknowledged Despatch, reliable transmission is signalled though an additional ‘Acknowledge Data 
Received’ response from the Consumer to the Producer, confirming successful receipt of data. If the 
Notification Producer fails to receive a response from the Consumer, it would then keep resending at 
preconfigured intervals, exactly as for the initial notification step of Full Fetched Delivery. 

5.6 Request Parameters and Interactions 

Both Request/Response and Publish/Subscribe interactions involve the sending of requests to a Service 
running on a server. In both cases, the requests must specify information about the content that is to be 
returned, including any variable aspects of real-time behaviour, as well as additional policies for carrying out 
the request, such as a throttle on the volume of data to return. 

SIRI uses a standard set of parameters for the various terms of the requests, organised according to WS Pub-
Sub concepts such as Endpoint Reference, Topic, Request Policy, Subscription Policy and Payload. 

For a given type of SIRI Functional Service interface (for example Connection Timetable, Vehicle Monitoring, 
or General Message), the analogous groups of parameters are used on both Request/Response and 
Publish/Subscribe requests, for example to specify the content to be returned, (e.g. the data reference 
system, the topics of interest, the temporal window, and the level of detail), and the processing policy. 

Additional parameters are specified on a subscription to control those aspects of processing which are specific 
to the asynchronous servicing of subscriptions, i.e. that apply to the Publisher and Notification Producer 
processes; for example, sensitivity threshold. 

Some parameter types must be included on individual requests; others may be configured for all message 
exchanges. 

The SIRI parameter set includes some terms which are common to all requests, regardless of service 
interface (for example; end point references, delivery policies), and others which vary according to the 
individual Service type. Table 1 shows the general groups of parameters, and whether they are common or 
whether they vary by message type. 
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Table 1 — SIRI Request and Subscription Parameters 

Group Subgroup SIRI REQUEST SIRI SUBSCRIPTION COM-

MON 

Notes 

Identity Identity RequestTimestamp Y Timestamp 

End-

point_ 

Refer-

ences 

Address Address Address Y URL to respond 

 ConsumerAddress Y  

Participant RequestorRef SubscriberRef Y Participant Reference, a.k.a. 

Control Centre Code 

MessageIdentifier SubscriptionIdentifier Y Issued by Subscriber 

Content  SiriServiceVersion Y  

Topic 

Filters 

Topic N Depends on message type 

TemporalWindow N Depends on message type 

DetailLevelToReturn N Depends on message type 

Language Y May be configured. 

Policy VolumeFilter Y Number of items in Response. 

Depends on message type 

Delivery DeliveryMethod Y Direct or Fetched. May be 

preconfigured. 

AllowMultipartDelivery Y May be preconfigured 

Sub-

scription 

Lease – InitialTerminationTime Y A.k.a. Lease Wanted. 

Notification 

Filters 

– SensitivityFilter N A.k.a. Hysteresis. 

Depends on message type. 

Heartbeat 

Policy 

– HeartbeatPolicy Y May be preconfigured. 

 

The general parameters which are common to all service request are concerned with managing the 
messages: that is, (i) how messages may be referenced, and (ii) the delivery policy: how responses should be 
delivered. 

The parameters which vary according to each SIRI Functional Service are concerned with (i) the content to be 
included – the Topic terms, (ii) how the request should be interpreted – the Request Policy terms, and (iii) any 
parameterised aspects controlling the Publishing and Notification processes – the Subscription Policy terms 
(e.g. sensitivity threshold, preview window etc.). Table 2 provides a comparative list of the SIRI Functional 
Service Specific parameters. 
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Table 2 — Topics and Policies for SIRI Functional Service Types 

 Production 

Timetable 

Estimated

Timetable 

Stop 

Timetable 

Stop 

Monitoring 

Vehicle 

Monitoring  

Connection 

Timetable 

Connection 

Monitoring  

Topic (refer-

ence) cont-

ent 

Validity-

Period 

Preview-

Interval 

 PreviewInterval  – Preview-

Interval 

– – Departure

Window 

StartTime – Arrival-

Window 

Connecting

TimeFilter 

TimetableVersionRef MonitoringRef Vehicle-

MonitoringRe

f 

ConnectionLinkRe 

 

OperatorRef  OperatorRef – – – 

LineRef 

DirectionRef 

– – – DestinationRef – – 

– – – StopVisitTypes VehicleRef – Dated-

Vehicle-

JourneyRef 

Request 

Policy 

   MaximumStop-

Visits 

Maximum-

Vehicles 

  

    MinimumStop-

Visits 

   

    MaximumText-

Length 

   

 Language 

 IncludeTranslations 

 – – – DetailLevel – – 

 – – – MaxPreviousCalls – – 

 – – – MaxOnwardsCallss – – 

Subscription 

Policy 

Incremental-

Updates 

-- – IncrementalUpdates – – 

– – – ChangeBeforeUpdates – Change-

Before-

Updates 

– – – UpdateInterval – – 

 

 General 

Message 

Situation Exchange Facility Monitoring 

Topic (refer-

ence) content 

PreviewInterval PreviewInterval PreviewInterval 

– StartTime StartTime 

InfoChannelRef SituationRef FacilityRef 

– Various Situation 

properties 

Various properties 

Request 

Policy 

Language 

IncludeTranslations 

– MaximumNumberOf-

SituationElements 

MaximumNumberOf-

FacilityCOnditions 

Subscription 

Policy 

– IncrementalUpdates IncrementalUpdates 
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5.7 Error Conditions for Requests 

Requests may fail for a variety of reasons, in practice the reasons fall into two groups: Systemic and 
Application. 

  Systemic error conditions prevent the request from being interpreted further: for example the request 
times out, or the request itself cannot be validated against the prescribed XML schema version, or the 
system does not support the requested version level; in which case the request will be rejected outright. 
The request string is echoed back to assist diagnosis. Typically the errors occur in the communications or 
transport layer and are generic, i.e. not specific to the SIRI application. 

  Application level error conditions involve the interpretation of the request parameters and the detection of 
an error condition according to the semantics of the application. For example, a Stop Monitoring request 
might ask for information about a stop that is not covered by the system. Most terms of a request have a 
specific application error condition associated with them. 

Table 3 describes the SIRI error conditions, with condition, description, code and severity (sev). 

Table 3 — System and Application Error Conditions 

Group Condition  Description  Code Sev 

Success OK (true) Request successful  200 5 

Systemic 

Error 

RequestTimeout Server not responding  408 1 

InvalidRequest The server does not "understand" the request. The client should 

not repeat the request.  

400 1 

Unauthorized User name and password are required for the request, or 

credentials not satisfied  

401 1 

Forbidden The server "understands" the request, but cannot carry it out.  403 2 

NotFound The requested URL was not found. 404 1 

Distribution UnknownParticipant Recipient for a message to be distributed is unknown. +SIRI v2.0 601 2 

 UnknownEndpoint Endpoint to which a message is to be distributed is unknown. 

+SIRI v2.0 

602 2 

 EndpointDeniedAccess Distribution message could not be delivered because not 

authorised.. +SIRI v2.0 

603 2 

 EndpointNotAvailable Recipient of a message to be distributed is not available. +SIRI 

v2.0 

604 2 

Access UnapprovedKey User authentication key is not approved. SIRI v2.0 610 1 

Application 

Error 

VersionNotSupported Version of SIRI interface is not supported. 701 2 

CapabilityNotSupported Service does not support the requested capability. 704 2 

ServiceNotAvailable Functional service is not available to use (but it is still capable of 

giving this response). 

710 2 

AccessNotAllowed Requestor is not authorised to the service or data requested 

because a capability is not enabled.. 

720 2 

InvalidDataReferences Request contains references to identifiers that are not known. 

+SIRI v2.0 

730 2 

BeyondDataHorizon Request is for data outside of real-time data horizon.  732 2 

NoInfoForTopic Valid request was made but service does not hold any data for 

the requested topic expression. 

740 4 

ParametersIgnored Request contained parameters that were not supported by the 

producer. A response has been provided but some parameters 

have been ignored. +SIRI v2.0 

742 3 
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Group Condition  Description  Code Sev 

UnknownExtensions Request contained extensions that were not supported by the 

producer. A response has been provided but some or all 

extensions have been ignored.. +SIRI v2.0 

743 3 

UnknownSubscriber Subscriber not found. 721 2 

UnknownSubscription Subscription not found. 722 2 

AllowedResource-

UsageExceeded 

Valid request was made, but request would exceed the 

permitted resource usage of the client. 

742 2 

OtherError Other Error Type 700  

 

Each Application Error Condition arising from a failed request comprises an error code and a textual 
description. Each term of a SIRI Functional Service request typically has a different error condition associated 
with it. The SIRI schema defines explicit error code for application errors wherever possible: these are reified 
as concrete tags, for example, NoInfoForTopicError, UnknownSubscriber, etc. The most specific error condition 
should always be returned – the catchall OtherError should only be used in exceptional circumstances. 

Table 4 relates the request terms to their possible error conditions. 

Table 4 — Application Error Conditions Related to Request Parameters 

Group Subgroup Request Term Possible Error Condition Notes  

System Version SIRIVersion VersionNotSupported Must respond with same level. 

End-

point 

Ref-

erences 

Endpoint ParticipantRef UnknownSubscriber I.e. Control Centre not known. 

Identity SubscriptionIdentifier UnknownSubscription  

Credentials Credentials AccessNotAllowed Not known, or not authorised. 

Com-

mon 

Content 

Version SIRIServiceVersion VersionNotSupported  

Topic Filters Topic NoInfoForTopic. 

CapabilityNotSupported. 

Depends on message type. 

 

TemporalWindow BeyondDataHorizon Depends on message type. 

DetailLevelToReturn CapabilityNotSupported Depends on message type. 

Language CapabilityNotSupported  

Policy VolumeFilter AllowedResource-

UsageExceeded 

 

Delivery DeliveryMethod CapabilityNotSupported  

Sub-

scription 

Lease InitialTermination-

Time 

BeyondDataHorizon Depends on message type. 

Notification 

Filters 

SensitivityFilter AllowedResource-

UsageExceeded 

Depends on message type. 

Heartbeat 

Policy 

HeartbeatPolicy CapabilityNotSupported  

 

5.8 Versioning 

5.8.1 Introduction 

Several different release versions of the SIRI schema may be current at the same time, and may be run on 
the same client or server computer. 
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Each Request or Subscription Request should indicate a version level. If the SIRI Functional Service supports 
the version level requested, then all responses, both synchronous and asynchronous, should be at the same 
version level as that of the request. If the version level is not supported, an error condition will be returned. 
This makes it possible to deploy new upgrades at different times on different systems and still maintain 
continuous operations. 

There are in effect two separate version levels within SIRI: (i) the SIRI Version, and (ii) the SIRI Functional 
Service Version. Both use the standard version ‘n.mx’ numbering scheme as per ISO/DIS 24531 where ‘n’ is 
the major release number, ‘m’ is a point version number, and ‘x’ indicates a draft status. For example; ‘2.0‘, 
‘3.2a’ 

5.8.2 The Overall SIRI Framework Version Level  

The overall SIRI Version indicates the level of the general messages and communications framework. 

5.8.3 The SIRI Functional Service Type Version Level 

The SIRI Functional Service Version indicates the level of a specific SIRI Functional Service, such as the Stop 
Monitoring or General Message service. Each SIRI Functional Service type has its own version level. The 
SIRI Functional Service knows whether its version level is compatible with the Framework version level, so in 
practice the SIRI Functional Service Type Version level can be used as a single definitive version identifier on 
requests for a particular SIRI Functional Service type. 

5.9 Access Controls: Security and Authentication 

5.9.1 Introduction 

Implementers may wish to control access by subscribers and consumers to all or some services and to all or 
some date with a service. SIRI considers two separate layers of access control; (i) System Level, and; (ii) 
Application Level. 

5.9.2 System Mechanisms External to SIRI Messages 

SIRI may be used in combination with a normal range of System Level Security Measures, such as IP 
authentication, encryption, or VPN tunnelling. These are general purpose mechanisms, implemented at the 
transport level, that are independent of SIRI. Implementers will choose mechanisms appropriate to the 
security requirements of their own deployments. 

WS-PubSub lays down a number of recommendations for the securing of systems see [WS-Security, 
www.oasis-open.org ] and traffic. In particular only authorised participants should be allowed access to access 
or subscribe to the system in the first place. 

The SIRI Simple Web Services (+SIRI v2.0) are intended to support direct delivery of SIRI data to consumer 
devices and additionally may include an authentication key. 

5.9.2.1 Authentication Key (+SIRI v2.0) 

SIRI requests may include authentication data elements. These are primarily for use by SIRI simple web 
services which may wish to control or track access to end services by particular applications. An Account 
Identifier may be used to attribute requests to a specific user account for authentication or reporting purposes. 
An Authentication key may be used to authenticate the request to ensure the user is a registered client for that 
user ID.  

NOTE Note that the account is not typically for an individual user, but for an application. It could be used to track and 
authenticate an individual user, but then appropriate consent and privacy mechanisms should also be included.  
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5.9.2.2 Application Level Authentication 

SIRI also supports the concept of Application Level Authentication to allow a given Service Provider to specify 
an approved requestor or subscriber’s allowed access to specific types of content and to specific levels of 
resource usage by the application. Access control is an optional feature of SIRI, and may be supported for 
some or all services. Application level access controls allow the same SIRI system to provide services to 
many different customers from the same endpoint addresses, restricting the information out given to individual 
authorised users to use specific content and services. 

There are two components to the SIRI Access Controls: (i) Configuration through an Access Permission 
Matrix, and (ii) Run time Request Authentication. 

5.9.2.3 The Access Permission Matrix 

The Access Permission matrix is a configuration-time schema used to specify the access that a Service will 
provide to specific users. It comprises a tuple of a Participant Reference, a Service Type and Capability, and a 
Service specific Topic or Policy. For example an entry might specify that participant ‘ABC’ may make 
request/response requests to the SIRI Stop Monitoring service to see departures for a specific stop with 
identifier ‘123’ (See 6.1.6 for an example encoding). Permissions for different SIRI functional services are 
described under the individual service sections in Part 3. 

5.9.2.4 Request Authentication 

The Notification Producer uses the Participant Reference to validate requests against the Access Permission 
matrix. Invalid requests are rejected with an appropriate error condition. As far as possible, subscription 
requests are authenticated once at the time of subscription, rather than dynamically on each data notification. 

5.10 Service Discovery 

5.10.1 Introduction 

Once there are many systems covering a large number of stops, it is of great benefit to have discovery 
services that allow systems to automatically provision the reference data to be used. Service discovery can be 
broken down into three steps: (i) Universal Server Discovery; (ii) SIRI Capability Discovery; and (iii) SIRI 
Functional Service Coverage Discovery. 

5.10.2 Discovery of Servers that Support SIRI Services 

The first stage in universal discovery is to find the servers and sites supporting the SIRI protocols. Since 
current use of AVMS almost invariably involves interaction between known parties who operate subject to 
appropriate agreements, universal discovery is not currently a SIRI requirement. If needed in future, general 
purposes web service discovery protocols such as WSDL are likely to be sufficient. 

The Discovery services conform to the WS-PubSub requirement to have mechanisms to disclose metadata 
about the publication services. 

5.10.3 Discovery of the Capabilities of a SIRI Server 

Once a SIRI server is known, a client needs to know which SIRI Functional Services and features it supports, 
and at which version level. SIRI defines a simple Capability Discovery message, which allows a client to 
obtain this information from each SIRI Producer Service. The Service returns a fixed list of the capabilities 
supported by the service, and the configuration details. See Capability Matrix in 5.11, and individual service 
descriptions in Part 3. 

Implementing a CapabilityDiscoveryResponse is not mandatory; however if the implementation does not 
provide an actual CapabilityResponse, it should at least be possible to provide an exact description of its 

prEN 15531-2:2013 (E)  

E DIN EN 15531-2:2013-10 

²�(QWZXUI�²

Full document details: E DIN EN 15531-2:2013-10

http://www.avadocuments.com/doc/e-din-en-15531-2-2013-10
http://www.avadocuments.com/doc/e-din-en-15531-2-2013-10


33 
  

capabilities, version level and configuration, as a static XML document identical to the payload of a 
CapabilityDiscoveryResponse message. 

The CapabilityDiscoveryResponse can be used to implement adaptive services, which are able to tune their 
interaction to the capabilities of the service; the Capability model also has an important role for documenting 
the exact specification of a particular implementation. 

The CapabilityDiscoveryResponse also returns the ServiceRequestContext which provides a set of 
configuration parameters that formally define the properties of a given SIRI implementation. 

5.10.4 Discovery of the Coverage of a Given SIRI Functional Service 

Once a client knows what services a SIRI server can provide, it may wish to know what data it holds, and what 
access rights it has to the data and services. 

Application data discovery services are specific to the application content of the SIRI Functional Services. For 
example, to find the stops that a particular SIRI Stop Monitoring Service covers or the Product Category codes 
used. Such discovery services can be extremely useful for reducing the costs of provisioning and re-
provisioning systems. A coverage service typically involves a simple request that is run occasionally by the 
client to find out all the values of reference data that may be used in requests. For example the places or 
points, or sets of reference data such as the LINEs and DESTINATIONs supported. In SIRI coverage 
discovery services are optional and are discussed under the particular service type. Table 5 shows the SIRI 
coverage discovery services. 

Table 5 — SIRI Discovery Service Matrix 

Feature Required? Capability Name Notes  

Discovery 

O StopDiscovery Returns Stops covered by service SERVICE FRAME 

O LineDiscovery Returns Lines & direction covered by service SERVICE FRAME 

O ProductCategoryDiscovery Returns Product categories used in SIRI RESOURCE FRAME  

O ServiceFeatureDiscovery Returns Service features used in SIRI RESOURCE FRAME 

O VehicleFeatureDiscovery Returns Vehicle features used in SIRI RESOURCE FRAME 

O InfoChannelDiscovery Returns available SIRI GMS info channels SIRI ONLY 

O ConnectionLinksDiscovery Returns Connection Links covered by 

service 

RESOURCE FRAME 

 

SIRI includes as informative content examples of a discovery services.  

Alternatively it is possible to use NeTEx to exchange any type of reference data, including stops, lines, etc. 
NeTEx data objects may be exchanged using the SIRI protocol, using a NeTEx DataObjectRequest & 
DataObjectDelivery(see the NeTEx specification). A SERVICE FRAME is used to group SCHEDULED STOP 
POINTs, LINEs. A RESOURCE FRAME is used to group a set of Product categories or other codes.  

5.11 Capability Matrix 

5.11.1 Introduction 

SIRI comprises a number of different functional services and capabilities; some of the capabilities can be used 
as alternatives. Each SIRI Capability is given a name, indicating a related set of specific input parameters, 
output parameters or processing behaviour which will be present if the capability is supported, and that will be 
absent if it is not. The capabilities serve several purposes: 

To document the functions of SIRI in a modular fashion. 
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To indicate which features are essential and which are optional. 

To allow a variety of levels of implementation to match different operational requirements. 

To accommodate different legacy variations. 

To allow customers to specify exactly what functions should be present in a system being procured. 

To manage the compatibility of different implementations. 

Table 6 summarises the named SIRI Functional Capabilities and whether they are required or optional. 

The SIRI Capability Discovery service (see 11.2), Table 37 is itself an optional capability of a SIRI 
implementation which may be used to discover the Capabilities of a given implementation. 

5.11.2 SIRI General Capabilities  
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Table 6 — SIRI General Capabilities 

Feature Required? Capability Name Sub-capability 

Management R Versioning RequestChecking 

R Capability CapabilityChecking 

O CapabilityDiscovery 

Interaction At least one InteractionPattern DirectRequest 

Publish/Subscribe 

R Mediation GetCurrent 

R GetLastUpdate 

R ChangeSensitivity 

O Historic 

R SubscriptionFilter SingleFilter 

O MultipleFilters 

O DynamicContext -- 

O AccessControl ByCapability 

O ByTopicValue 

Delivery At least one DeliveryMethod DirectDelivery 

FetchedDelivery 

O ConfirmDelivery -- 

O VisitCountIsOrder -- 

O MultipartDespatch -- 

Service Status R CheckStatus -- 

O Heartbeat -- 

Discovery O Capabilities -- 

Message 

Transport 

R MessageTransport HttpPost 

O SoapEnvelope 

At least one Addresses Implicit 

Explicit 

O Compression None | Gzip | other 

 

6 Request/Response 

6.1 Making a Direct Request 

6.1.1 Introduction 

Request/Response is the simplest pattern of SIRI interaction. For data exchange, the requestor sends a 
Service Request to a Specific SIRI Functional Service as located by the Service’s Endpoint Reference (see 
10.2 later), and is returned an immediate data delivery, i.e. a response message that contains application 
payload data. 

Each specific SIRI Functional Service Request is wrapped within a general ServiceRequest element, and the 
corresponding delivery is similarly wrapped within a ServiceDelivery element. There is a different SIRI 
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Functional Service Request message type for each different SIRI Functional Service, and also a distinct SIRI 
Functional Service Delivery message with which to return the content for the individual service (see Table 7). 

Table 7 — SIRI Request Delivery Types 

 SIRI Functional Service Request Delivery 

 Container  ServiceRequest ServiceDelivery 

Timetable Production  ProductionTimetableRequest ProductionTimetableDelivery 

Real-time  EstimatedTimetableRequest EstimatedTimetableDelivery 

Progress 

Stop Timetable StopTimetableRequest  StopTimetableDelivery 

Stop Monitoring StopMonitoringRequest  StopMonitoringDelivery 

StopMonitoringMultipleRequest  StopMonitoringDelivery 

Vehicle Monitoring  VehicleMonitoringRequest VehicleMonitoringDelivery 

Interchange 

Connection Timetable ConnectionTimetableRequest ConnectionTimetableDelivery 

Connection Monitoring ConnectionMonitoringRequest ConnectionMonitoringFeederDelivery 

ConnectionMonitoringDistributorDelivery 

Info General Message GeneralMessageRequest GeneralMessageDelivery 

Amenities Facility Monitoring FacilityMonitoringRequest FacilityMonitoringDelivery 

Incidents Situation SituationExchangeRequest SituationExchangeDelivery 

 

Multiple Functional Service Requests may be included within a ServiceRequest, but all requests must be for the 
same service type. 

6.1.2 ServiceRequest Message — Element 

The ServiceRequest is sent to the [GetData] endpoint of a SIRI Functional Service. Table 8 shows the 
common parameters that may be specified on a ServiceRequest. 

Each request may contain Endpoint information, including Endpoint Reference Properties. For Direct delivery 
the endpoint address is the [Consume] endpoint to which the data is sent. For fetched Delivery it is the [Notify] 
endpoint to which the data ready notification is to be sent. 

The Endpoint properties may include: 

  The Participant Reference, which will be unique to the requestor in communication between the two 
parties 

  A Message Identifier, with which to reference the specific request message in subsequent conversations, 
and which will be unique within the scope of the SIRI Functional Service Type and the Participant scope. 

NOTE Note that both the ServiceRequest and the concrete SIRI Functional Service Requests contained within it 

can have their own specific message references. 

If SIRI Access Controls are supported, the Participant Reference is used to determine if the Requestor is 
authorised to make the request for which it has asked. The Reference will be checked against the Access 
Matrix, and if the permitted access is exceeded, the NotAuthorised error condition will be returned. 

prEN 15531-2:2013 (E)  

E DIN EN 15531-2:2013-10 

²�(QWZXUI�²

Full document details: E DIN EN 15531-2:2013-10

http://www.avadocuments.com/doc/e-din-en-15531-2-2013-10
http://www.avadocuments.com/doc/e-din-en-15531-2-2013-10


37 
  

Table 8 — ServiceRequest — Attributes 

ServiceRequest +Structure Request from a Consumer to a Producer for 

immediate delivery of data. Answered with a 

ServiceDelivery. (For Fetched Delivery this 

will be after a further DataReadyRequest.) 

 
ServiceRequestContext 0:1 +Structure General request properties – typically 

configured rather than repeated on request. 

log RequestTimestamp 1:1 xsd:dateTime Timestamp on request. 

Auth. 

AccountId 0:1 +Structure Account Identifier. May be used to attribute 

requests to a specific user account for 

authentication or reporting purposes  +SIRI 

v2.0 

AccountKey 0:1 +Structure Authentication key for request. May be used 

to authenticate the request to ensure the 

user is a registered client. +SIRI v2.0 

End-

point 

Prop-

erties 

Address 0:1 Endpoint-

Address 

Address to which response is to be sent: 

[Notify] endpoint. If omitted, this may also be 

determined from RequestorRef and pre-

configured data, or the http request. 

RequestorRef 1:1  Participant-

Code 

Identifier of Requestor.  

May be used to identify an individual 

participant system or individual device client. 

If used for a device client should be an 

anonymous token, divulged with user 

consent. 

MessageIdentifier 0:1 Message-

Qualifier 

Arbitrary identifier that may be given to 

message. 

Deleg-

ator 

End-

point 

DelegatorAddress 0:1 Endpoint-

Address 

Address of originated system to which 

delegated response is to be returned. +SIRI 

2.0. 

If request has been proxied by an 

intermediate aggregating system this 

provides tracking information relating to the 

original requestor. This allows the 

aggregation to be stateless. 

DelegatorRef 0:1  Participant-

Code 

Identifier of delegating system that originated 

message. +SIRI 2.0 

 Concrete service subscription   If more than one, must all be same type. 

Payl-

oad 

a ProductionTimetableRequest 

-1:* 

+Structure See SIRI Part 3 – Production Timetable. 

b EstimatedTimetableRequest +Structure See SIRI Part 3 – Estimated Timetable. 

c StopTimetableRequest +Structure See SIRI Part 3 – Stop Timetable. 

d StopMonitoringRequest +Structure See SIRI Part 3 – Stop Monitoring. 

e StopMonitoringMultiple-

Request 

+Structure See SIRI Part 3 – Stop Monitoring. 

f VehicleMonitoringRequest +Structure See SIRI Part 3 – Vehicle Monitoring. 

g ConnectionTimetable-

Request 

+Structure See SIRI Part 3 – Connection Timetable. 

h ConnectionMonitoring-

Request 

+Structure See SIRI Part 3 – Connection Monitoring. 

i GeneralMessageRequest +Structure See SIRI Part 3 – General Message. 

j FacilityMonitoringRequest +Structure See SIRI Part 4 – Facility Monitoring. SIRI 

v1.3. 

k SituationExchangeRequest +Structure See SIRI Part 5 – Situation Exchange. SIRI 

v1.3. 
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6.1.3 The ServiceRequestContext — Element 

The ServiceRequestContext contains any general configuration parameters that are common to all request 
types and that may be preconfigured, rather than being repeated on individual requests. Examples of such 
parameters are the delivery method and the default National Language. A primary role of the 
ServiceRequestContext is for documentation: it records a number of important properties of a given SIRI 
implementation. Normally the context is fixed for the implementation and cannot be changed on individual 
request, so is not explicitly passed. If the implementation supports a DynamicContext, then a context may be 
attached to individual requests to specify overrides to those properties which the implementation allows to be 
set dynamically. The SIRI Capability Discovery Request can be used to retrieve the default context. 

Table 9 shows the common parameters that may be specified in a ServiceRequestContext. 

Table 9 — ServiceRequestContext Parameters 

ServiceRequestContext +Structure General request properties – typically 

configured rather than repeated on 

request. 

Server 

Endpoint 

Address 

CheckStatusAddress  0:1 EndpointAddress Address to which CheckStatus requests 

are to be sent. 

SubscribeAddress 0:1 EndpointAddress Address to which requests for new 

subscriptions are to be sent. 

ManageSubscriptionAddress 0:1 EndpointAddress Address to which requests to manage 

existing subscriptions are to be sent. If 

absent, same as SubscribeAddress. 

GetDataAddress 0:1 EndpointAddress Address to which requests to return data 

are to be sent. 

Client 

Endpoint 

Address 

StatusResponseAddress 0:1 EndpointAddress Address to which CheckStatus responses 

and HeartbeatNotification messages are 

to be sent. If absent, same as 

SubscriberAddress. 

SubscriberAddress 0:1 EndpointAddress Address to which subscription responses 

are to be sent. 

NotifyAddress 0:1 EndpointAddress Address to which notifications requests 

are to be sent. If absent, same as 

SubscriberAddress. 

ConsumerAddress 0:1 EndpointAddress Address to which data is to be sent. If 

absent, same as NotifyAddress. 

Name-

space 

DataNameSpaces 0:1 +Structure Scope for identifiers 

Name-

Space 

 StopPointNameSpace 0:1 xsd:anyUrl Namespace for stop references. 

LineNameSpace 0:1 xsd:anyUrl Namespace for LINE names and 

DIRECTIONs. 

ProductCategory-

NameSpace 

0:1 xsd:anyUrl Namespace for product categories  

ServiceFeature-

NameSpace 

0:1 xsd:anyUrl Namespace for Service Features  

VehicleFeature-

NameSpace 

0:1 xsd:anyUrl Namespace for Vehicle features  

Language Language 0:1 xml:lang Default language. 

Location 

a WgsDecimalDegrees 

0:1 

EmptyType Geospatial coordinates are given as 

WGS84 latitude and longitude, decimal 

degrees of arc. 
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