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Nationales  Vorwort  

Das Dokument  prEN16157-1:2024 wurde vom Technischen Komitee CEN/TC278 �Intelligente  Verkehrssys-
teme�,  dessen Sekretariat von NEN (Niederlande) gehalten wird, erarbeitet.  

Das zustandige nationale  Normungsgremium ist der Gemeinschaftsarbeitsausschuss NA052-00-71GA 

�Gemeinschaftsarbeitsausschuss NAAutomobil/DKE: Intelligente  Verkehrssysteme� im DIN-Normenaus-
schuss Auto und  Mobilitat  (NAAutomobil). 

Dieses Dokument  enthalt  unter Berucksichtigung  des DIN-Prasidialbeschlusses 1/2004 nur die Englische Fas-
sung  von prEN16157-1:2024. 

Dieses Dokument  legt  Datenaustauschspezifikationen fest,  um  die Vision vom interoperablen Austausch  von 

Verkehrs- und  Reiseinformationsdaten uber Grenzen hinweg zu ermoglichen. 

Dieses Dokument  basiert auf  einem Weißbuch der europaischen Kommission, welches die Koordination von 

Verkehrsmanagement und  die Entwicklung  von ubergangslosen paneuropaischen Diensten festlegt.  Es umfasst 

einen großen Anwender- und  Wirtschaftsbereich angefangen vom Systemhersteller, uber Infrastruktur-  und  

Dienstanbieter bis hin zum Endnutzer von Verkehrs- und  Reiseinformationen. 

Aktuelle  Informationen zu diesem Dokument  konnen  uber die Internetseiten von DIN (www.din.de)  durch eine 

Suche nach  der Dokumentennummer aufgerufen werden. 

Änderungen 

Gegenuber DINEN16157-1:2019-03 wurden folgende Anderungen vorgenommen: 

a)  Einfuhrung eines neuen  Stereotyps fur Entitaten; 

b)  Einfuhrung eines neuen  Stereotyps fur Kodier-Listen; 

c) Einfuhrung eines Referenz-Mechanismus mit  graphischer Darstellung in UML; 

d) komplexe Datentypen konnen  nun  als Typen von UML-Attributen  gesetzt werden; 

e) allgemeine  Fehlerkorrekturen und  Verbesserung der Lesbarkeit.  
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Nationaler  Anhang NA  

(informativ) 

Begriffe  

Reihenfolge und  Inhalt  der folgenden Begriffe sind identisch mit  denen im Abschnitt  Begriffe der Englischen 

Fassung. 

Fur die Anwendung dieses Dokuments gelten die folgenden Begriffe. 

ISO  und  IEC stellen terminologische Datenbanken  fur die Verwendung in der Normung unter den folgenden 

Adressen bereit: 

�  ISO  Online  Browsing Platform: verfugbar unter https://www.iso.org/obp  

�  IEC Electropedia: verfugbar unter https://www.electropedia.org/  

ANMERKUNG Einige Definitionen in diesem Abschnitt  stammen  aus  ISO/IEC 19505-1:2012, wurden jedoch an  die 

besondere Verwendung der UML in dieser Spezifikation angepasst.  

3.1  

Assoziation  

en association  

semantische Beziehung zwischen Klassen  

3.2  

Attribut  

en attribute  

bezeichnete Position innerhalb einer Klasse,  welche einen Wertebereich beschreibt,  die Instanzen  dieser 

Klasse  einnehmen konnen  

3.3  

Klasse 

en class 

Beschreibung einer Menge  von Objekten,  welche dieselben Attribute,  Beziehungen und  Semantiken  teilen 

3.4  

Komposition  

en composition  

Assoziation zwischen zwei Klassen,  wobei die eine Klasse  ein Verbund und  die andere Klasse  ein Teil ist 

Anmerkung 1  zum Begriff: Diese Charakteristik wird in UML  mit  dem Attribut  �istVerbund� (en: isComposite) ausge-

druckt,  welches am  Assoziationsende auf  �Wahr�  gesetzt wurde. 

3.5  

Abhängigkeit  

en dependency 

Implementierung  oder Funktionsfahigkeit eines oder mehrerer Elemente, welche die Verfugbarkeit  eines oder 

mehrerer weiterer Elemente benotigt  

3.6  

Aufzählung 

en enumeration  

Datentyp, dessen Bereich eine Liste vordefinierter Werte, genannt  Aufzahlungsliterale,  ist 
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3.7  

Aufzählungsliteral  

en enumeration  literal  

Element  aus  dem Wertebereich einer Aufzahlung  

3.8  

Generalisierung  

en generalization  

taxonomische Beziehung zwischen einem mehr allgemeinen  und  einem mehr spezifischen Element  

3.9  

Multiplizität  

en multiplicity  

Bereich von ganzen Zahlen,  welche die erlaubte  Kardinalitat  fur die Umschreibung eines Elementes festlegt  

Anmerkung 1  zum Begriff: Die obere Grenze des Intervalls  kann  nicht unterhalb  der unteren Grenze liegen.  Die untere 

Grenze muss eine nicht negative ganze Zahl  sein. Die obere Grenze muss eine nicht negative ganze Zahl  oder der spezielle 

Wert �Unendlich�  sein, der ausdruckt,  dass es keine obere Grenze fur diesen Bereich gibt.  

3.10  

Paket 

en package 

Gruppierung von Modellelementen  

3.11  

UML-Profil  

en UML profile  

Mechanismus, der es erlaubt,  Metaklassen  von bestehenden Metamodellen  zu erweitern, um  diese fur ver-
schiedene Zwecke zu adaptieren 

Anmerkung 1  zum Begriff: Der Begriff Profil innerhalb des Begriffes UML-Profil hat  eine abweichende Bedeutung  

gegenuber dem Begriff Profil in 3.27. 

3.12  

Stereotyp  

en stereotype 

Konzept,  welches die Moglichkeit zur Kennzeichnung (Klassifizierung) von Modelelementen bietet,  sodass sie 

sich in gewisser Hinsicht wie  Instanzen  neuer virtueller  Metamodellkonstrukte  verhalten 

3.13  

Binär  (Assoziation)  

en binary  (association)  

Assoziation welche genau  zwei Klassen  verbindet 

3.14  

Erweiterung  

en extension 

Menge  von Datenmodellelementen,  die nicht aus  dem Level-A-Modell stammen  und  den Level-B- 

Erweiterungsregeln von DATEX II  folgen 

3.15  

Universell eindeutiger  Bezeichner 

en Universal Unique  Identifier  

Bezeichner, welcher einzigartig in Raum und  Zeit ist,  d. h.  kein  anderes Objekt  wird jemals  denselben Bezeich-
ner an  irgendeinem Ort  zu irgendeiner Zeit haben  

4  

� Entwurf � 

Full document details: E DIN EN 16157-1:2024-06

http://www.avadocuments.com/doc/e-din-en-16157-1-2024-06
http://www.avadocuments.com/doc/e-din-en-16157-1-2024-06


E DIN EN 16157-1:2024-06  

3.16  

Lower  Camel  Case  

Schreibweise fur zusammenhangende Ausdrucke ohne eingeschobenes Leerzeichen, in der einzelne Ausdru-
cke  durch Großbuchstaben  begrenzt werden und der erste Buchstabe  des Ausdrucks ein Kleinbuchstabe  ist 

Anmerkung 1  zum Begriff: Lower Camel  Case beschreibt den Fall,  in dem der erste Buchstabe  des Ausdrucks ein Klein-

buchstabe  ist wie z. B.  lowerCamelCase. 

3.17  

Modellelement 

en Model  Element 

generischer Begriff fur ein beliebiges  Konstrukt  von Metadaten,  welche innerhalb eines Modells  zur Festlegung  

eines bestimmten Aspekts  oder Element  dieses Modells  benutzt  werden 

3.18  

plattformunabhängiges  Modell  

en Platform  Independent Model  

Modell  von Aspekten eines Informationssystems (z. B.  Datenmodell), welches unabhangig  von technischen 

Plattformen  ist,  die zur Implementierung  des Modells  verwendet werden 

Anmerkung 1  zum Begriff: Konkrete Implementierungen  konnen  vom plattformunabhangigen  Modell  mit  plattform-

spezifischen Modellen  oder Abbildungen  abgeleitet  werden. 

3.19  

plattformspezifisches  Modell  

en Platform  Specific  Model  

Modell  von Aspekten eines  Informationssystems (z. B.  Datenmodell), das einer spezifischen technologischen 

Plattform  (z. B.  spezifische Programmiersprache oder Datentransfer-Syntax)  zugeordnet ist

3.20  

Publikation  

en publication  

verkehrsrelevante Information oder dazugehorige  Managementinformation,  welche zu einem festen Zeitpunkt  

erstellt wurde und  uber die DATEX II-Schnittstelle  ausgetauscht  werden kann  

Anmerkung 1  zum Begriff: Die Klasse  �NutzdatenVeroffentlichung�  ist die obere Ebene  der Grundklasse fur DATEX II  

Level-A. 

3.21  

Upper  Camel  Case  

Schreibweise fur zusammenhangende Ausdrucke ohne eingeschobenes Leerzeichen, in der einzelne Ausdru-
cke  durch Großbuchstaben  begrenzt werden und der erste Buchstabe  des Ausdrucks ein Großbuchstabe  ist 

Anmerkung 1  zum Begriff: Upper Camel  Case beschreibt den Fall,  in dem der erste Buchstabe  ein Großbuchstabe  ist 

wie  z. B.  UpperCamelCase. 

3.22
eindeutiger  Quellenbezeichner 

en Unique  Resource Identifier  

Zeichenkette in einer wohl definierten Struktur,  welche zur eindeutigen Kennzeichnung einer Ressource ver-
wendet wird 

3.23  

eindeutiger  Quellenanzeiger 

en Unique  Resource Locator  

eindeutiger Quellenbezeichner, der aktuell  auf  eine Ressource zeigt,  auf  die uber das Internet zugegriffen wer-
den kann  
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3.24  

erweiterbare  Auszeichnungssprache 

en eXtensible Markup  Language 

Menge  von Regeln  zur Kodierung elektronischer Dokumente,  welche vom �World Wide Web Consortium� W3C 

festgelegt wurden 

Anmerkung 1  zum Begriff: Obwohl  XML  eigentlich  fur Dokumente entwickelt  wurde, wird es heutzutage  verbreitet fur 

Datenaustausch im Allgemeinen  verwendet, normalerweise in Verbindung mit  einer XML-Schema-Definition. 

3.25  

XML-Metadaten-Austausch 

en XML Metadata  Interchange 

XML-basierte Spezifikation fur den interoperablen Austausch von Metadaten  

Anmerkung 1  zum Begriff: Diese Spezifikation wird heutzutage  im Allgemeinen  fur den Austausch  von UML-Modellen  

zwischen verschiedenen UML-Werkzeugen verwendet. XMI  wird in ISO/IEC 19508:2014 spezifiziert. 

3.26  

XML-Schema-Definition 

en XML Schema Definition  

formale Beschreibung des zulassigen Inhalts  eines XML-Dokuments,  das fur sich beansprucht,  konform zum 

Schema zu sein 

Anmerkung 1  zum Begriff: XML-Schema-Definitionen ermoglichen die formale Prufung  der syntaktischen Konformitat  

von instanziierten Dokumenten.  

3.27  

Profil  

en profile  

Auswahl  von moglichen, optionalen  Elementen 

3.28  

Oberklasse 

en superclass 

Klasse,  die sich direkt auf  die Klasse-von-Interesse durch UML-Verallgemeinerung bezieht

3.29  

Namensraum  

en namespace 

Bezeichner, welcher eine Menge  von eindeutigen Namen festlegt  

3.30  

Facette  

en facet 

festgelegter Aspekt  eines Wertebereichs 

6  

� Entwurf � 

Full document details: E DIN EN 16157-1:2024-06

http://www.avadocuments.com/doc/e-din-en-16157-1-2024-06
http://www.avadocuments.com/doc/e-din-en-16157-1-2024-06


E DIN EN 16157-1:2024-06  

Nationaler  Anhang NB  

(informativ) 

Abkürzungen 

UUID Universell eindeutiger Bezeichner (en: Universal Unique Identifier) 

LCC Lower Camel  Case 

PIM  plattformunabhangiges  Modell  (en: Platform Independent Model) 

PSM  plattformspezifisches Modell  (en: Platform Specific Model) 

UCC Upper Camel  Case 

UML eindeutige Modellsprache (en: Unified Modeling  Language) 

URI  eindeutiger Quellenbezeichner (en: Unique Resource Identifier) 

URL eindeutiger Quellenanzeiger  (en: Unique Resource Locator) 

W3C World Wide Web Consortium 

XML  erweiterbare Auszeichnungssprache (en: eXtensible  Markup  Language) 

XMI  XML-Metadaten-Austausch  (en: XML  Metadata  Interchange) 

XSD XML-Schema-Definition (en: XML  Schema Definition) 
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Eur♦pean ✥♦"#✁♦rd 

This document (EN 16157-1:2024) has been prepared by Technical Committee CEN/TC Intelligen

trans systems�, the secretariat of which is held by NEN. 

This document is currently submitted to the CEN Enquiry. 

This document will supersede EN 16157-1:2017. 

EN 16157-1:2024 includes the following significant technical changes with respect to EN 16157-1:2017: 

� Introduction of a new stereotype for entities 

� Introduction of a new stereotype for codelists 

� New reference mechanism with graphical representation in UML 

� Complex datatypes can be set as type of UML attributes 

� Bugfixes and improvements of phrasing 

EN 16157-1 is the first part of a multi-part standard under the general title �Intelligent transport systems 

� DATEX II data exchange specifications for traffic management and information�. 

This document has been prepared under a standardization request addressed to CEN by the European 

Commission. The Standing Committee of the EFTA States subsequently approves these requests for its 

Member States. 
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■!tr♦duct✐♦n 

This document defines a common set of data exchange specifications to support the vision of a seamless 

interoperable exchange of road traffic and travel information across boundaries, including national, 

urban, interurban, road administrations, infrastructure providers and service providers. Standardization 

in this context is a vital constituent to ensure interoperability, reduction of risk, reduction of the cost 

base, promotion of open marketplaces and many social, economic and community benefits to be gained 

from more informed travellers, network managers and transport operators. 

Deploying Intelligent Transport Systems in line with European Sustainable and Smart Mobility Strategy 

in achieving connected and automated multimodal mobility as issued by the European Commission 

requires co-ordination of traffic management operation and development of seamless pan European 

information services. These jointly aim at contributing to the transformation of the European transport 

system to the objectives of efficient, safe, sustainable, smart and resilient mobility. 

In this context the European Commission has been supporting the development of information exchange 

between the actors of the road traffic management - and related services- domain for a several years. In 

the road sector, DATEX II has been long in fruition, with the European Commission being fundamental to 

its development through an initial contract and subsequent co-funding of the further evolution of the 

standard and user support ecosystem. With this standardization of DATEX II, there is a real basis for 

common exchange between the actors of the traffic and travel information sector both in the 

collaboration between traffic management organisations and theirs systems, as well as in the coherent 

way of information provision to service providers. DATEX II supports the requirements of the 

stakeholder organisations involved in the road traffic and travel domain in compliance with the EU policy 

and legal frameworks aimed at the sector. 

The European Committee for Standardization (CEN) draws attention to the fact that it is claimed that 

compliance with this document may involve the use of a patent concerning procedures, methods and/or 

formats given in this document. 

CEN takes no position concerning the evidence, validity and scope of patent rights. 

This part of EN 16157 is targeted towards all stakeholders that want to understand the modelling 

methodology applied throughout the DATEX II specifications. While this is potentially a wide range of 

readers, the document addresses specifically those users that intend to extend the DATEX II data model 

and therefore need to understand � and conform with � the modelling principles, the use of the Unified 

Modelling Language (UML) and other conventions for DATEX II modelling. 

Further to the UML modelling, this document also defines the mapping of this model to the eXtensible 

Markup Language (XML), used for formatting data in DATEX II data exchanges. XML, being a widely used 

method nowadays of formatting data for business-to-business data exchange over the Internet, is one of 

the possible solutions for mapping the UML modelling into formatted data. Other methods like UPER 

based on ASN.1 defined by ISO/IEC 8825-2 and JSON Schema defined by https://json-

schema.org/draft/2020-12/json-schema-core.html can also be considered and will potentially be 

specified in further standards in this series. It should also be noted that this standard describes a 

framework for DATEX II data that is usable for dynamic data messaging services. Other use cases like for 

example map update exchange may benefit from other frameworks like e.g. Geography Markup Language 

(GML). Thus, not all parts of the EN 16157 series will conform to all requirements of this document. 

E DIN EN 16157-1:2024-06  

� Entwurf � 

Full document details: E DIN EN 16157-1:2024-06

http://www.avadocuments.com/doc/e-din-en-16157-1-2024-06
http://www.avadocuments.com/doc/e-din-en-16157-1-2024-06


prEN 16156-1:2024 ✥!✁ 

5 

1 Sc♦pe 

This document specifies and defines components required to support the exchange and shared use of 

data and information in the field of traffic and travel. 

The components include the framework and context for the modelling approach, data content, data 

structure and relationships. 

This document is applicable to: 

� Traffic and travel information which is of relevance to road networks (non-urban and urban), 

� Public transport information that is of direct relevance to the use of a road network (e.g. road link via 

train or ferry service). 

� Traffic and travel information in the case of Cooperative intelligent transport systems (C-ITS). 

This document establishes specifications for data content to be exchanged between any two instances of 

the following actors: 

� Traffic Information Centres (TICs), 

� Traffic Control Centres (TCCs), 

� Service Providers (SPs), 

Use of this document may be applicable for use by other actors. 

The 16157 series of European Standards cover, at least, the following types of informational content: 

� Road traffic event information � planned and unplanned occurrences both on the road network and 

in the surrounding environment, 

� Information about operator initiated actions � including both advisory and mandatory measures, 

� Road traffic measurement data, status data, and travel time data, 

� Travel information relevant to road users, including weather and environmental information, 

� Road traffic management information and information and advice relating to use of the road network. 

� Traffic Regulations 

This part of EN 16157 specifies the DATEX II framework of all parts of this document, the context of use 

and the modelling approach taken and used throughout these European Standards. This approach is 

described using formal methods and provides the mandatory reference framework for all other parts. 
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2 N♦rmati✈e re❢erences 

The following documents are referred to in the text in such a way that some or all of their content 

constitutes requirements of this document. For dated references, only the edition cited applies. For 

undated references, the latest edition of the referenced document (including any amendments) applies. 

ISO/IEC 19505-1:2012, Information technology � Object Management Group Unified Modeling Language 

(OMG UML) � Part 1: Infrastructure 

ISO/IEC 14977:1996, Information technology � Syntactic metalanguage � Extended BNF 

3 Terms and d❡❢initi♦ns 

For the purposes of this document, the following terms and definitions apply. 

ISO and IEC maintain terminology databases for use in standardization at the following addresses: 

� ISO Online browsing platform: available at https://www.iso.org/obp/ 

� IEC Electropedia: available at https://www.electropedia.org/ 

NOTE Some Definitions in this clause have been taken from ISO/IEC 19505-1:2012 but have been adapted to 

meet the particular use of UML within this specification. 

3✳1 

ass✄ciat✐✄n 

semantic relationship between classes 

3✳2 

attr✐❜ute 

named slot within a class that describes a range of values that instances of the class may hold 

3✳3 

class 

description of a set of objects that share the same attributes, relationships, and semantics 

3✳4 

❝✄✟☛✄sit✐✄n 

association between two classes, where one class is a composite and the other is a part 

Note 1 to entry: This characteristic is expressed in UML with an attribute named �isComposite� on the part end of 

the Association being set to �true�. 

3✳5 

dependenc② 

implementation or functioning of one or more elements that requires the presence of one or more other 

elements 

3✳6 

enumerat✐✄n 

data type whose range is a list of predefined values, called enumeration literals 

3✳7 

enumerat✐✄n literal 

element of the value space of an enumeration data type 
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3✳✽ 

general✐✐❛t✐✄n 

taxonomic relationship between a more general element and a more specific element 

3✳✾ 

multiplicit② 

range of integers specifying the allowable cardinalities for an instantiation of an element 

Note 1 to entry: The upper bound of the range cannot be below the lower bound. The lower bound is a nonnegative 

integer. The upper bound is a nonnegative integer or the special value unlimited, which indicates there is no upper 

bound on the range. 

3✳10 

pac❦age 

grouping of model elements 

3✳11 

❯$✁ pr✄❢✐❢e 

mechanism that allows metaclasses from existing metamodels to be extended to adapt them for different 

purposes 

Note 1 to entry: The term profile within the term UML profile has a different meaning than the term profile defined 

in 3.27. 

3✳12 

ster❡✄❡②pe 

concept provides a way of branding (classifying) model elements so that they behave in some respects as 

if they were instances of new virtual metamodel constructs 

3✳13 

❜inar② ✥as(✄ciat✐✄n✁ 

association that connects exactly two classes 

3✳14 

❡❊❡ens✐✄n 

set of data model elements not in the Level A domain and following the extension rules of DATEX II 

3✳15 

❯✆✐✝ersall② ❯n✐✠ue ■❞❡nt✐❢✐❡r 

identifier that is unique in space and time, i.e. no other object will ever have the same identifier at any 

other place and at any time 

3✳16 

L✄☎er Camel Case 

description of the practice of concatenating compound phrases without whitespace in between where 

phrases are delimited by upper case letters 

Note 1 to entry: Lower Camel Case describes the case where the initial letter is lower case, e.g. as in lowerCamelCase. 

3✳17 

✟✄del element 

generic term for any construct of metadata used within a model to specify a particular aspect or element 

of this model 
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