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Nationales Vorwort 

Dieses Dokument (prEN 16454:2014) wurde vom Technischen Komitee CEN/TC 278 „Intelligente 
Verkehrssysteme“, dessen Sekretariat vom NEN (Niederlande) gehalten wird, erarbeitet. 

Das zuständige deutsche Normungsgremium ist der Gemeinschaftsarbeitsausschuss NA 052-02-71 GA 
„Straßenverkehrtelematik“ des Normenausschusses Automobiltechnik (NAAutomobil) im DIN. 

Das Präsidium des DIN hat mit seinem Beschluss 1/2004 festgelegt, dass von dem in den Regeln der 
europäischen Normungsarbeit von CEN/CENELEC verankerten Grundsatz, wonach Europäische Normen in 
den drei offiziellen Sprachen Deutsch, Englisch und Französisch veröffentlicht werden, in begründeten 
Ausnahmefällen abgewichen und auf die deutsche Sprachfassung verzichtet werden kann. 

Die Genehmigung dafür hat die DIN-Geschäftsleitung entsprechend ihren in Anlage 1 zu dem DIN-
Rundschreiben A5/2004 festgelegten Kriterien für die vorliegende Norm auf Antrag des NA 052 NAAutomobil 
als Ergebnis einer Einzelfallentscheidung erteilt, zumal bereits dieser Norm zugrunde liegende Papiere 
überwiegend in englischer Sprache auch von den deutschen Marktteilnehmern angewendet werden. 

„eSicherheit“ ist ein Notrufsystem, dass entweder automatisch über interne Fahrzeugsensoren oder manuell 
von den Fahrzeuginsassen im Falle eines Unfalls aktiviert wird, um einer Rettungsleitstelle notwendige 
Informationen zum Unfallgeschehen vorab zu übermitteln. 

Diese Norm beschreibt Konformitätsprüfungen zum Gesamtsystem „eSicherheit“. Anwender dieser Norm sind 
vor allem: 

  Hersteller für eSicherheit-Systemen; 

  Mobilfunk Netzbetreiber; 

  Systemhersteller für Notrufzentralen; 

  Fahrzeughersteller. 

Änderungen 

Gegenüber DIN CEN/TS 16454 (DIN SPEC 70134):2013-08 wurden folgende Änderungen vorgenommen: 

a) Überführung in eine Europäische Norm; 

b) Normenreferenzen in den Testfallbeschreibungen an letzte Ausgaben angepasst; 

c) Testfälle CTP 2.0.3, CTP 2.1.1, CTP 2.2.3.1, CTP 2.2.3.2 und CTP 2.11.1 wurden gelöscht. 
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Nationaler Anhang NA 
(informativ) 

 
Begriffe 

Für die Anwendung dieses Dokuments gelten die folgenden Begriffe. 

4.1 
112 
eindeutige europäische Notrufnummer, die Teledienst „12“ unterstützt 

[QUELLE: ETSI TS 122 003] 

4.2 
Anrufauflösung 
(en: call clear-down) 
Akt einen Anruf nach Abschluss eines Gespräches zu beenden. Dieses Ereignis nach ISUP (en: ISDN User 
Part) „Freigabe Ursachencode“ angezeigt (wird normallerweise nach dem Auflegen des Hörers oder drücken 
der Gesprächsende-Taste oder ähnlich auf dem Bildschirm gespeichert). 

4.3 
Vertrag mit Mobilfunkbetreiber (NMO) 
(en: contracting MNO) 
Mobilfunkbetreiber, der die Verantwortung eine spezifische SIM-Karte vorzuhalten und zu betreiben 

4.4 
Mobilfunk Netzwerk 
(en: cellular network) 
drahtloses Kommunikationsnetzwerk bestehend aus mehreren angrenzenden Zugriffspunkten (Zellen) mit der 
Fähigkeit einer gleichförmigen Übertragung einer Kommunikationssitzung zu einer angrenzenden Zelle ohne 
signifikante Unterbrechungen der Sitzung 

4.5 
Konformitätsprüfpunkt 
(en: conformance test point) 
kann eine aktuelle Umschreibung für Geräte sein, die „direkte“ Konformitätsprüfungen ausführen. Dazu 
werden „direkte“ Geräte oder vielleicht Geräte/Systeme verwendet, die das Verhalten eines Gerätes am 
Testpunkt simulieren, um zu stimulieren oder das resultierende Verhalten auf die Stimulation zu überwachen 
und das Ergebnis der Stimulation aufzuzeichnen 

4.6 
Daten 
(en: data) 
Darstellung von statischen oder dynamischen Objekten in formaler Art und Weise geeignet für die 
Kommunikation, Interpretation oder Auswertung von Menschen oder von Maschinen 

4.7 
Datenkonzept 
(en: data concept) 
beliebiges einer Gruppe von Datenstrukturen (z. B. Objektklasse, Eigenschaft, Wertebereich, Datenelemente, 
Botschaft, Dialogschnittstelle, Zuordnung) bezogen auf Abstraktionen oder Dinge der natürlichen Umgebung 
die anhand expliziter Grenzen und Bedeutung identifiziert werden und dessen Eigenschaften und Verhalten 
aller denselben Regeln folgen 
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4.8 
Datenelement 
(en: data element) 
eine Informationseinheit von Interesse (wie eine Tatsache, Aussage, Beobachtung, usw.) über einige (Objekt) 
Klassen von Interesse (z. B. eine Person, Platz, Eigenschaft, Konzept, Zustand, Ereignis) in einem 
bestimmten Zusammenhang als unteilbar betrachtet 

4.9 
E112 
Notfall Kommunikationsdienst der die eindeutige europäische Notrufnummer, 112 nutzt, die mit lokalen 
Ortsinformationen des anrufenden Nutzer TS12 erweitert wird 

4.10 
E164 
ITU-T Empfehlungen, die einen internationalen öffentlichen Telekommunikationsnummernplan festlegen, die 
im PSTN und einigen anderen Datennetzwerken verwendet werden und außerdem das Format von 
Telefonnummern festlegen 

Anmerkung 1 zum Begriff: E.164-Nummern können maximal 15 Ziffern haben und werden im Allgemeinen mit einem 
+ Vorzeichen geschrieben. 

4.11 
eSicherheit 
(en: eCall) 
entweder automatisch durch Aktivierung von fahrzeuginternen Sensoren oder manuell durch den oder die 
Fahrzeuginsassen ausgelöster Notruf. Bei der Auslösung des Notrufs werden mit Hilfe von Mobilfunknetzen 
Benachrichtigungen und maßgebliche Standortinformationen, sowie ein festgelegter genormter minimaler 
Datensatz an die zuständige Rettungsleitstelle übertragen. Durch diese Informationsübertragung wird 
signalisiert, dass ein Ereignis eingetreten ist, das einen Einsatz von Not- oder Rettungsdiensten erfordert. 
Zusätzlich wird eine Audioverbindung zwischen den Fahrzeuginsassen und der zuständigen Rettungsleitstelle 
hergestellt 

4.12 
eSicherheit+ 
(en: eCall+) 
Vorhaltung für die Verfügbarkeit des eSicherheit+ Dienstes basierend auf einem drahtlosen 
Kommunikationsnetzwerk um andere Anwendungsdienst durchzuführen 

4.13 
Auslöser der eSicherheit 
(en: eCall generator) 
Fahrzeuginsasse oder Gerät im Fahrzeug, welcher(s) eine automatische oder manuelle eSicherheit 
Transaktion auslöst 

4.14 
eSicherheit Kennzeichnung 
(en: eCall flag) 
Alternativer Begriff für eSicherheit Bezeichner 

4.15 
eSicherheit Bezeichner 
(en: eCall identifier) 
ein oder zwei obligatorische Informationselement-Bits (Kennzeichner), die in die Notruf Startbotschaft 
eingebunden sind die vom Mobilfunknetz benutzt werden können um automatisch oder manuell initiierte 
Notrufe an eine zugeordnete Rettungsleitstelle zu filtern oder durchzuleiten. 
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4.16 
eSicherheit Dienst 
(en: eCall service) 
vollständiger Notrufdienst, um Insassen eines betroffenen Fahrzeugs mit der nächsten Rettungsleitstelle 
mittels Sprachverbindung über ein Mobilfunknetz zusammen mit der Übertragung des minimalen Datensatzes 
zu verbinden 

4.17 
eSicherheit Transaktion 
(en: eCall transaction) 
Aufbau einer mobilen drahtlosen Kommunikationsverbindung über ein Mobilfunknetzwerk und die 
Übertragung des minimalen Datensatzes vom Fahrzeug zur Rettungsleitstelle sowie der Aufbau eines 
Sprachkanals zwischen dem Fahrzeug und der Rettungsleitstelle 

4.18 
Notruf Antwortzentrum 
(en: emergency call response centre) 
Begriff, der in der ITS-Implementierungsdirektive verwendet wird und Rettungsleitstelle bedeutet 

4.19 
eingerichtet 
(en: established) 
erzeugt oder aufgebaut 

4.20 
globales Zertifikationsforum 
GCF 
(en: global certification forum) 
Zertifikationsschema für mobile Telefone und drahtlose Geräte, die auf dem 3GPP Standard basieren. Das 
globale Zertifikationsforum hat das Ziel, die effiziente Funktion der Mobilfunkgeräte in einem 
Mobilfunknetzwerk überall in der Welt sicherzustellen 

4.21 
Bezeichner 
(en: identifier) 
Etikett, Symbol oder Wertmarke, dass ein Objekt oder eine Datensammlung oder das Mittel einer 
Bezeichnung oder Verweis auf eine spezifische Instanz eines Datenkonzeptes identifiziert 

4.22 
andauernd 
(en: in progress) 
stattfindend 

4.23 
Fahrzeugausrüstung 
(en: in-vehicle equipment) 
Ausrüstung im Fahrzeug, die Fahrzeugdaten liefert oder Zugriff auf Fahrzeugdaten hat, die für den minimalen 
Datensatz und beliebige andere Daten, die als Teil oder ergänzend zum minimalen Datensatz sind, notwendig 
ist, um die eSicherheit Transaktion über das öffentliche Mobilfunknetzwerk mittels Verbindung zwischen 
Fahrzeug und Ausführung des eSicherheit Dienstes über das öffentliche Mobilfunknetzwerk zu beeinflussen 

4.24 
Fahrzeugsystem 
(en: in-vehicle system) 
Ausrüstung im Fahrzeug mit der Möglichkeit eine eSicherheit Transaktion auszulösen, zu steuern und zu 
beeinflussen 
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4.25 
minimaler Datensatz 
(en: minimum set of data) 
normiertes Datenkonzept, welches Datenelemente für die Ausführung des eSicherheit Dienstes notwendige, 
im Fahrzeug generierte Daten, umfasst 

[QUELLE: EN 15722:2014] 

4.26 
Mobilfunknetzwerk 
(en: mobile wireless communication network) 
drahtloses Kommunikationsnetzwerk mit gleichförmiger Übertragung zwischen Netzwerk Zugriffspunkten 

4.27 
nächste Rettungsleitstelle 
(en: most appropriate PSAP) 
zuvor von verantwortlichen Behörden festgelegte Stelle (en. PSAP), um Notrufe für ein bestimmtes Gebiet 
oder Notrufe eines bestimmten Typs abzudecken 

Anmerkung 1 zum Begriff: Siehe auch Rettungsleitstelle. 

Anmerkung 2 zum Begriff: Eine Anzahl verschiedener Umschreibungen für Rettungsleitstellen Diensten werden 
innerhalb dieser europäischen Norm verwendet. Eine Rettungsleitstelle könnte eine öffentliche Behörde sein oder ein 
privater Dienstanbieter, der anstelle der verantwortlichen Behörde agiert. 

4.28 
Netzwerk Zugriffsgerät 
NAD 
(en: network access device) 
siehe Mobilfunknetzgerät 

4.29 
Netzwerk Zugriffpunkte 
(en: network access points) 
Funkbake, Antenne oder ähnliche Quelle zur Signalverteilung und Empfang zusammen mit Ausrüstungen zur 
Steuerung von Kommunikationssitzungen mit Nutzern innerhalb des Nutzungsbereiches des Netz 
Zugriffpunktes und stellt dem Nutzer eine Verbindung innerhalb der Nutzungsbereiches eines einzelnen 
Zugriffspunkt zu einem größeren Kommunikationsnetzwerkes zur Verfügung 

Anmerkung 1 zum Begriff: Ein Netzwerk Zugriffspunkt darf, muss aber keine homogene oder heterogene Übergabe an 
einen anderen Netzwerk Zugriffspunkt bereitstellen. 

4.30 
öffentliches Mobilfunknetzwerk 
(en: public mobile wireless communication network) 
Mobilfunknetzwerk mit Zugriff auf ein öffentliches Telekommunikationsnetzwerk 

4.31 
Rettungsleitstelle 
PSAP 
(en: public safety answering point) 
Standort an dem, stellvertretend von nationalen Behörden, Notrufe unter der Verantwortung einer öffentlichen 
Behörde oder von der nationalen Regierung anerkannte privater Organisation, angenommen werden 

Anmerkung 1 zum Begriff: Siehe auch nächste Rettungsleitstelle. 

Anmerkung 2 zum Begriff: Eine Anzahl verschiedener Umschreibungen für Rettungsleitstellen Diensten werden 
innerhalb dieser europäischen Norm verwendet. 
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4.32 
Dienstanbieter 
(en: service provider) 
physikalische oder funktionale Komponente die für die Bereitstellung von Telematikdiensten an seine 
Anschlussinhaber verantwortlich ist 

4.33 
Teledienst 
(en: Teleservice) 
Teledienste, die von einer PLMN unterstützt werden, werden mit einer Anzahl von Attributen beschrieben, die 
weitestgehend unabhängig voneinander sind. Diese sind in drei Kategorien unterteilt: - Attribute höherer 
Schichten. – Attribute niedriger Schichten (beschreiben die Fähigkeiten der Funkbaken, die den Teledienst 
unterstützen). – Attribute zur Informationsübertragung. – Zugriffsattribute. – Allgemeine Attribute. Beispiele 
sind Fax-auf-Verlangen, Sprachmail Telefon Computer Integration und Notfalldienstunterstützung 
einschließlich TS11 und TS12 Diensten 

[QUELLE: ETSI TS 122 003] [QUELLE: ETSI TS 100 905] 

4.34 
Testpunkt 
(en: test point) 
siehe „Konformitätstestpunkt“ 

4.35 
kurze Referenzidentifizierung für eSicherheit Dienst Drittanbieter 
TPS-eCall-SID 
(en: TPS-eCall short reference identification) 
Kurzform der eindeutigen Bezeichnung von eSicherheit Dienst Drittanbietern (en: TPS-eCall-UID), die auf 
gegenwärtige und vergangene Ereignisse beschränkt sind, aber ausreichend für die verbale Weiterleitung an 
einen Betreiber der Rettungsleitstelle sind, um weniger gut ausgestattenden Rettungsleitstellen die 
Möglichkeit zu geben sich auf einen spezifischen TPS-eCall Datensatz für ein gegenwärtiges oder 
vergangenes Ereignis zu beziehen 

4.36 
TS11 
Teledienst 11, Telefonie (normaler Telefonanruf) 

[QUELLE: ETSI TS 100 905] 

4.37 
TS12 
Teledienst 12, Notruf (Notdienst, der von den PLMNs unterstützt wird und Priorität im Netzwerk einräumt und 
zusätzliche Daten wie Anrufpositionskennung und andere relevante Daten darstellt) 

[QUELLE: ETSI TS 100 905] 

4.38 
Fahrzeughersteller 
(en: vehicle manufacturer) 
Einheit, die zuerst Fahrzeuge zusammenbaut und eSicherheit als Teil der Spezifikation liefert und 
anschließend die Fahrzeuge über einen Händler verkauft 

4.39 
Fahrzeuginsasse(n) 
(en: vehicle occupant(s)) 
Person(en) innerhalb des Fahrzeugs 
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4.40 
Funknetzwerk 
(en: wireless communications network) 
Netzwerk, das über eine Luftschnittstelle arbeitet und die Fähigkeit zur bi-direktionalen Daten- oder 
Sprachübertragung hat 

Anmerkung 1 zum Begriff: Es gibt verschiedene Arten von Funknetzwerken wie PAN, LAN, Mobilfunknetz, usw. 
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Foreword 

This document (prEN 16454:2014) has been prepared by Technical Committee CEN/TC 278 “Intelligent 
transport systems”, the secretariat of which is held by NEN. 

This document is currently submitted to the CEN Enquiry. 

This document will supersede CEN/TS 16454:2013. 
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Introduction 

An eCall is an emergency call generated either automatically via activation of in-vehicle sensors or manually 
by the vehicle occupants; when activated, to provide notification and relevant location information to the most 
appropriate Public Safety Answering points (PSAP), by means of mobile wireless communications networks 
and carries a defined standardised minimum set of data, notifying that there has been an incident that requires 
response from the emergency services and establishes an audio channel between the occupants of the 
vehicle and the most appropriate PSAP. 

NOTE 1 EN 15722 specifies a standardised MSD for eCall, EN 16062 specifies high level application protocols for 

eCall and EN 16072 specifies pan-European eCall operating requirements. For third party systems, EN 16102 specifies 
third party services supporting eCall operating requirements. (See EC Communication on eCall Implementation 2009 

[COM(2009) 434 final] for more information.) 

The operating requirements for pan-European eCall are made using Public Land Mobile Networks (PLMN) 
(such as GSM and 3G), as specified in a number of ETSI standards and technical specifications. 

This deliverable provides tests to enable actors in the eCall chain to be able to claim conformance to the eCall 
standards, even though they are unable to control the behaviour of systems of other actors in the eCall chain 

NOTE 2 Conformance tests in this document allow demonstration that a system complies with the eCall Standards. 
Compliance to Standards is a prerequisite to providing an interoperable compliant system, but do not by themselves 

demonstrate that a system will function nor guarantee the quality of service. 

NOTE 3 The term PSAP (Public Safety Assistance Point), which is most widely used in the eCall documentation, 

European Commission documents etc., is used throughout this document and equates to the term emergency call 

response centre used in the ITS Implementation Directive. 

The European Committee for Standardization (CEN) draws attention to the fact that it is claimed that 
compliance with this European Standard may involve the use of patents concerning eCall given in EN 16062 
and various ETSI standards for the network access device and cellular mobile networks. 

CEN takes no position concerning the evidence, validity and scope of these patent rights. 
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1 Scope 

This Technical Specification defines the key actors in the eCall chain of service provision as: 

1) In-Vehicle System (IVS)/vehicle, 

2) Mobile network Operator (MNO), 

3) Public safety assistance point [provider](PSAP), 

in some circumstances may also involve: 

4) Third Party Service Provider (TPSP), 

and to provide conformance tests for actor groups 1) – 4). 

NOTE Conformance tests are not appropriate nor required for vehicle occupants, although they are the recipient of 
the service. 

The Scope covers conformance testing (and approval) of new engineering developments, products and 
systems, and does not imply testing associated with individual installations in vehicles or locations. 

2 Conformance 

2.1 General 

This Technical Specification provides conformance tests for each of the key actor groups such that each actor 
group may be able to ascertain if it is in conformance with the eCall Standards deliverables, and to 
demonstrate its conformance to eCall standards requirements relevant to that actor group. 

Where a supplier elects to claim conformance that its product or service is in accordance with the provisions 
of this document, it shall only do so if it can evidence that it has undertaken the test procedures relevant to its 
product(s) and/or service(s) as defined herein and has met all of the PASS criteria requirements defined in the 
tests appropriate to its product(s) and/or service(s) that are defined herein. 

2.2 General conditions 

A CTP-PASS condition is only confirmed if ALL individual pass conditions written in the “pass conditions” 
column of a given CTP (conformance test procedure) are observed. 

A CTP-FAIL condition occurs if one or more of the given individual pass conditions written in the “pass 
conditions” column of a given CTP are not observed (failed). 

To be explicitly clear, if a supplier has undertaken the test procedures relevant to its product(s) and/or 
service(s) as defined herein and has NOT MET all of the PASS criteria requirements defined in the tests 
appropriate to its product and/or service(s) that are defined herein, i.e. its product or service has failed ANY of 
the tests relevant to its product or service according to the methods and criteria determined herein, it SHALL 
NOT claim compliance to this document. A supplier shall not claim ‘partial compliance’ nor ‘compliance to 
selected tests’ of this document. 
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3 Normative references 

The following documents, in whole or in part, are normatively referenced in this document and are 
indispensable for its application. For dated references, only the edition cited applies. For undated references, 
the latest edition of the referenced document (including any amendments) applies. 

EN 15722:2014, Intelligent transport systems — eSafety — eCall minimum set of data (MSD) 

EN 16062:2014, Intelligent transport systems — eSafety — eCall high level application requirements (HLAP) 

EN 16072:2014, Intelligent transport systems — eSafety — Pan-European eCall operating requirements 

EN 16102:2011, Intelligent transport systems — eCall — Operating requirements for third party support 

ETSI TS 102 936-1, eCall Network Access Device (NAD) conformance specification;Part 1: Protocol test 
specification 

ETSI TS 102 936-2, eCall Network Access Device (NAD), conformance specification;Part 2: Test Suites 

ETSI TR 102 937, eCall communications equipment; Conformance to EU vehicle regulations, R&TTE, EMC & 
LV Directives, and EU regulations for eCall implementation 

ETSI TS 122 001, Digital cellular telecommunications system (Phase 2+);Universal Mobile 
Telecommunications System (UMTS);Principles of circuit telecommunication services supported by a Public 
Land Mobile Network (PLMN) [Release 8 or later] 

ETSI TS 122 003 Digital cellular communications system (Phase 2+);Universal Mobile Telecommunications 
System (UMTS); LTE; Circuit Teleservices supported by a Public Land Mobile Network (PLMN) [Teleservice 
12/TC12) /E12] 

ETSI TS 122 011, Digital cellular telecommunications system (Phase 2+);Universal Mobile 
Telecommunications System (UMTS);LTE;Service accessibility (3GPP TS 22.011 version 8.9.0 Release 8) 

ETSI TS 122 101, Universal Mobile Telecommunications System (UMTS);LTE;Service aspects;Service 
principles (Release 8) 

ETSI TS 122 105, Universal Mobile Telecommunications System (UMTS);Services and service capabilities 
(3GPP TS 22.105 version 8.4.0 Release 8) 

ETSI TS 123 107, Digital cellular telecommunications system (Phase 2+);Universal Mobile 
Telecommunications System (UMTS);Quality of Service (QoS) concept and architecture (3GPP TS 23.107 
version 6.3.0 Release 6) 

ETSI TS 123 122, Digital cellular telecommunications system (Phase 2+);Universal Mobile 
Telecommunications System (UMTS);Non-Access-Stratum (NAS) functions related to Mobile Station (MS) in 
idle mode (3GPP TS 23.122 version 8.12.0 Release 8) 

ETSI TS 124 008, Digital cellular telecommunications system (Phase 2+);Universal Mobile 
Telecommunications System (UMTS);LTE;Mobile radio interface Layer 3 specification; Core network 
protocols; Stage 3 

ETSI TS 126 267, Digital cellular telecommunications system (Phase 2+);Universal Mobile 
Telecommunications System (UMTS);eCall data transfer;In-band modem solution;General description 
[Version 8.6.0 or later] 

NOTE The provisions for eCall in Version 8.6.0 of ETSI TS 126 267 correspond to the provisions for eCall in versions 
9.3.0, 10.0.0 and 11.0.0. 
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ETSI TS 126 269, Digital cellular telecommunications system (Phase 2+);Universal Mobile 
Telecommunications System (UMTS);eCall data transfer;In-band modem solution;Conformance testing 
(Version 8.3.0 or later) 

ETSI TS 127 007, Digital cellular telecommunications system (Phase 2+);Universal Mobile 
Telecommunications System (UMTS);LTE;AT command set for User Equipment (UE) 

ETSI TS 131 102, Universal Mobile Telecommunications System (UMTS);Characteristics of the Universal 
Subscriber Identity Module (USIM) application (3GPP TS 31.102 version 8.2.0 Release 8) 

ETSI TS 134 123-1, Universal Mobile Telecommunications System (UMTS); User Equipment (UE) 
conformance specification; Part 1: Protocol conformance specification (3GPP TS 34.123-1 version 8.6.0) 

4 Terms and definitions 

For the purposes of this document, the following terms and definitions apply. 

4.1 
112 
single European emergency call number supporting ‘Teleservice 12’ 

[SOURCE: ETSI TS 122 003] 

4.2 
call clear-down 
act of ending a call, following call completion, the event is signalled in accordance with ISUP (ISDN User Part) 
‘Release Cause Codes’. (usually achieved by hanging up the receiver or pressing ‘end call’ or similar on 
screen) 

4.3 
contracting MNO  
mobile network operator which has responsibility for provisioning and managing a specific  SIM 

4.4 
cellular network 
wireless communications network consisting of multiple adjacent access points (cells) with the capability of 
homogeneous transfer of a communications session instance to an adjacent cell without significant 
interruption to the session 

4.5 
conformance test point 
may be an actual instantiation of equipment performing a conformance test process ‘live’, using ‘live’ 
equipment or may be equipment/systems that simulate behaviour of equipment at the point being tested in 
order to stimulate or observe the behaviour resultant from the stimulation and note the result of that 
stimulation 

4.6 
data 
representations of static or dynamic objects in a formalised manner suitable for communication, interpretation, 
or processing by humans or by machines 

4.7 
data concept 
any of a group of data structures (i.e. object class, property, value domain, data elements, message, interface 
dialogue, association) referring to abstractions or things in the natural world that can be identified with explicit 
boundaries and meaning and whose properties and behaviour all follow the same rules 
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4.8 
data element 
single unit of information of interest (such as a fact, proposition, observation, etc.) about some (entity) class of 
interest (e.g. a person, place, process, property, concept, state, event) considered to be indivisible in a 
particular context 

4.9 
E112 
emergency communications service using the single European emergency call number, 112, which is 
enhanced with location information of the calling user TS12 

4.10 
E164 
ITU-T recommendation that defines the international public telecommunication numbering plan used in the 
PSTN and some other data networks and also defines the format of telephone number 

Note 1 to entry: E.164 numbers can have a maximum of fifteen digits and are usually written with a + prefix. 

4.11 
eCall 
emergency call generated either automatically via activation of in-vehicle sensors or manually by the vehicle 
occupants; when activated it provides notification and relevant location information to the most appropriate 
Public Safety Answering Point, by means of mobile wireless communications networks, carries a defined 
standardised minimum set of data (MSD) notifying that there has been an incident that requires response from 
the emergency services, and establishes an audio channel between the occupants of the vehicle and the most 
appropriate Public Safety Answering point 

4.12 
eCall+ 
provision of eCall service plus availability of wireless communication network to undertake other application 
services 

4.13 
eCall generator 
occupant of a vehicle or equipment within a vehicle that has cause to trigger an eCall transaction by automatic 
or manual means 

4.14 
eCall flag 
alternative term for eCall identifier 

4.15 
eCall identifier 
one of two mandatory information element bits (flags) included in the emergency call set-up message that 
may be used by the mobile network to filter and route automatically and manually initiated eCalls to a 
designated PSAP 

4.16 
eCall service 
end-to-end emergency service to connect occupants of an affected vehicle to the most appropriate PSAP via 
an audio link across a PLMN together with the transfer of a minimum set of data to the PSAP 

4.17 
eCall transaction 
establishment of a mobile wireless communications session across a public wireless communications network 
and the transmission of a minimum set of data from a vehicle to a public safety answering point and the 
establishment of an audio channel between the vehicle and the PSAP 

4.18 
emergency call response centre 
term used in ITS Implementation Directive to mean Public Safety Answering point (PSAP) 
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4.19  
established 
created or set up 

4.20 
Global Certification Forum  
GCF 
certification scheme for mobile phones and wireless devices that are based on 3GPP standards; GCF  aims to 
ensure that a mobile device will work effectively on mobile networks anywhere in the world  

4.21 
identifier 
label, symbol or token that names or identifies an entity or a collection of data or the means of designating or 
referring to a specific instance of a data concept 

4.22 
In progress 
taking place 

4.23 
in-vehicle equipment 
equipment within the vehicle that provides or has access to in-vehicle data required for the minimum set of 
data and any other data that is to be sent as part of or complementary to the minimum set of data to effect the 
eCall transaction via a public mobile wireless communications network providing a link between the vehicle 
and a means of enacting the eCall service via a public mobile wireless communications network 

4.24 
in-vehicle system 
in-vehicle equipment together with the means to trigger, manage and effect the eCall transaction 

4.25 
minimum set of data 
standardised data concept comprising data elements of relevant vehicle generated data essential for the 
performance of the eCall service 

[SOURCE: EN 15722:2014] 

4.26 
mobile wireless communications network 
wireless communications network with homogeneous handover between network access points 

4.27 
most appropriate PSAP 
PSAP defined beforehand by responsible authorities to cover emergency calls from a certain area or for 
emergency calls of a certain type 

Note 1 to entry: See also PSAP. 

Note 2 to entry: A number of different instantiations of PSAP service are supported within this European Standard. A 

PSAP can be a Public Authority or a private service provider operating on behalf of the responsible authorities. 

4.28 
network access device  
NAD 
see mobile wireless communications network device 

4.29 
network access points 
beacon, antenna or similar source of signal propagation and receipt together with equipment to manage 
communication sessions with users operating within the operating reach of the network access point and 
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provide connectivity for the users within the operating reach of the single access point to a wider 
communications network 

Note 1 to entry: A network access point may, but does not need to provide homogeneous or heterogeneous handover 
to another network access point. 

4.30 
public mobile wireless communications network 
mobile wireless communications network with access to a public telecommunications network 

4.31 
public safety answering point  
PSAP 
physical location working on behalf of the national authorities where emergency calls are first received under 
the responsibility of a public authority or a private organisation recognised by the national government 

Note 1 to entry:  See also most appropriate PSAP. 

Note 2 to entry: A number of different instantiations of PSAP service are supported within this European Standard. 

4.32 
service provider 
physical and functional component responsible for providing telematics based services to its subscribers 

4.33 
‘Teleservice’ 
Teleservices supported by a PLMN are described by a number of attributes which are intended to be largely 
independent. They are grouped into three categories: - High layer attributes. - Low layer attributes (describing 
the Bearer capabilities which support the Teleservice). - Information transfer attributes. - Access attributes. - 
General attributes; examples include including fax-on-demand, voice mail computer telephone integration and 
emergency services support and include services such as TS11 and TS12 

[SOURCE: ETSI TS 122 003] [SOURCE: ETSI TS 100 905] 

4.34 
test point  
see ‘conformance test point' 

4.35 
TPS-eCall short reference identification (TPS-eCall-SID) 
shortened form of the TPS-eCall-UID, which is restricted to current and recent incidents, designed to be 
appropriate for forwarding verbally to a PSAP operator, to allow less-equipped PSAPs to refer to a specific 
TPS-eCall set of data for a current or recent incident 

4.36 
TS11 
Teleservice 11, Telephony (normal telephone call) 

[SOURCE: ETSI TS 100 905] 

4.37 
TS12 
Teleservice 12, Emergency call (emergency service supported by PLMNs which is given priority in the 
network and presents additional data such as call location identification and other relevant data) 

[SOURCE: ETSI TS 100 905] 

4.38 
vehicle manufacturer 
entity which first assembles the vehicle and provides eCall equipment as part of its specification and 
subsequently sells the vehicle directly or via an agent 
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4.39 
vehicle occupant(s) 
person(s) inside the vehicle 

4.40 
wireless communications network 
network operating using an air-interface capable of bi-directional transfer of data and or voice 

Note 1 to entry: There are different types of wireless communications such as PAN, LAN, cellular network, etc. 

5 Symbols and abbreviations 

3G third generation mobile telecommunication system 
ACD automatic call distribution 
ACK ACKnowledgement 
AL-ACK application layer acknowledgement 
AIeC automatic Initiated eCall 
AT attention (part of modem instruction to dial as specified in ETSI TS 127 007) 
CLB call-back and post eCall 
CLR call cleardown 
CRC cyclic redundancy check 
CTP  conformance test point 
EC  European Commission 
ECI eCall initiation 
ECP eCall in progress 
ETSI European Telecommunications Standards Institute 
GCF  Global Certification Forum 
GIS Geographic Information System 
GNSS Global Navigation Satellite System  
GSM Global System for Mobile communications 
HMI human machine interface 
IE information entity 
I-OFF ignition off 
I-ON ignition on 
IAM Immediate Alert Message 
IMSI International Mobile Subscriber Identity 
IVS In-Vehicle System 
LAN Local Area Network 
LL-ACK link layer acknowledgement 
LTE Long Term Evolution (of 3G UMTS access network) 
MIeC Manually Initiated eCall 
MSC Mobile Switching Centre 
MNO Mobile Network Operator 
MSISDN Mobile Subscriber ISDN (integrated services digital network) 
MSD Minimum Set of Data (EN 15722) 
NAD Network Access Device (e.g. a GSM or UMTS module) 
PAN Personal Area Network 
PE Pan-European 
PLMN Public Land Mobile Network 
PSAP Public Safety Answering Point 
RSSI Received signal strength indicator 
SID Session identification 
SIM Subscriber Identity Module (GSM/3GPP) 
SUT System Under Test 
TRG Trigger 
TPS Third Party Service 
TPS-eCall-SID  TPS-eCall short reference identification 
TPSP Third Party Service Provider 
TPS-N Third Party Service-Notifier 
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TPS-R Third Party Service-Responder 
TPS-SID Third party service-short reference identification 
TPS-UID Third party service-unique reference identification 
TS (i)

 
Technical Specification 

TS (ii)
 

Teleservice 
TS12 Teleservice 12 ETSI TS 122 003  
TSD TPS-eCall set of data  
Tx transmit 
UMTS Universal Mobile Telecommunication System 
USIM User Service Identity Module 
VLR Visited Location Register 
 

6 General overview of the eCall transaction for pan-European eCall  

In the introduction to this European Standard, eCall was described as "an emergency call generated either 
automatically via activation of in-vehicle sensors or manually by the vehicle occupants (the eCall generator); 
when activated, it provides notification and relevant location information to the most appropriate Public Safety 
Answering point, by means of mobile wireless communications networks and carries a defined standardised 
minimum set of data, notifying that there has been an incident that requires response from the emergency 
services and establishes an audio channel between the occupants of the vehicle and the most appropriate 
Public Safety Answering point. 

EN 16072 defines the operating requirements for Pan European eCall. EN 16062 defines the ‘high level 
application protocols’ for Pan European eCall, EN 16102 defines the operating requirements for eCall 
provided by a third party service provider, and EN 15722 defines the data within the ‘Minimum Set of 
Data’(MSD) which comprises the principal data payload of an eCall. 

Pan-European eCall effects this service using a Circuit Teleservice supported by a Public Land Mobile 
Network (PLMN) (Teleservice 12/TS12) ETSI TS 122 003. eCall provided by a third party service provider will 
use other means of communication. 

Figure 1 shows an illustrative view of the pan-European eCall service. 

 

Figure 1 — End-to-end ‘panEuropean eCall’ and ‘TPS-eCall’ systems connected to an ‘eCall’ enabled 
PSAP 
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Figure 2, taken from EN 16062:2014, shows the relationship of the eCall transaction to Standards. 

 

Figure 2 — Relationship of PE eCall transaction to standards 

After the establishment of an emergency voice call TS12 between a vehicle and a Public Safety Answering 
point (PSAP) the audio equipment comprising the microphone and loudspeaker in the vehicle is disconnected 
from the line whilst the MSD is transmitted, within the voice band, to the PSAP data processing equipment.  
An indication is given to the occupants of the vehicle that an eCall is in progress. On completion of the MSD 
transfer the in-vehicle audio system is reconnected to the line and a voice communication is established 
between the vehicle occupants and a PSAP operator. The incident related information associated with the 
TS12 voice call, contained within the MSD, is made available to the PSAP operator in the manner decided 
locally. 

Following the initial resolution of the incident by the PSAP operator, the PSAP operator may clear-down the 
call, however, the in-vehicle system (IVS) remains registered on the mobile network, for the period specified in 
EN 16072 to enable the PSAP or rescue services to recall the vehicle occupants. 
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The key stages of eCall delivery can be represented as a high level state transition diagram as in Figure 3: 

 

Figure 3 — High level state transition steps of eCall  
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Table 1 — Test suite structure 

State transition Stage Stage Stage 
acronym 

Actions 

STAGE A General conformance 
tests required before 
eCall is initiated, 
including relevant NAD 
conformance tests  

 PRE General conformance tests required 
before eCall is initiated, including 
relevant conformance tests for: 
ETSI TS 102 936-1  
ETSI TS 102 936-2 
 

STAGE B Ignition OFF I-OFF Start state before engine is started 
No actions 
 

STAGE C Ignition ON (no eCall) 
including power-up 

I-ON Ignition turned on by driver; 
Power-up and initialisation of 
system 
 

STAGE D Trigger TRG On-board equipment triggers 
automatic activation of eCall or 
occupant manually triggers eCall 
 
TRG may occur before Stage C in 
the case of a manual eCall 

STAGE E eCall Initiation ECI Network selection and registration 
(if not already registered on a 
network). Call set-up  
 

STAGE F eCall in progress ECP Data transfer 
 
 
Establish audio link 
 
Clarification of the overall 
emergency situation and location 
 
Initiate incident resolution  
 
In the case of PE eCall specifically: 
Request MSD, send MSD, error 
check), and link layer ACK 
(including stop MSD transmissions); 
Application layer ACK; 
 
Establish audio link (including 
check audio link to vehicle 
occupants, MSD visualisation, 
rerouting to another PSAP) 
 

STAGE G eCall Cleardown CLR Terminate call  
 

STAGE H Post eCall and Call-
back 

CLB Remain registered on network to 
enable PSAP to call-back into 
vehicle  
 if required 
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Some of these state transitions are under the control of one actor (for example ‘activation of system’), 
however others require involvement of multiple actors (for example Call set up, MSD transfer, etc.) 

The objective of this Standards deliverable is to view eCall from the point of each of the key actors in turn, and 
provide tests that encompass the aspects of eCall under their control. If they can demonstrate that they 
comply to all of the tests identified for their role, they are able to claim that they are compliant to the eCall 
Standards. 

7 How to use this Standard 

7.1 Layout and procedures 

Clauses 8-12 define the requirements in order to claim compliance with the suite of eCall standards described 
in Figure 2 above. 

This European Standard is designed to support both self declaration and independent conformance 
certification environments. 

The full set of tests is defined so that each stage of the process under control of an actor can be tested (which 
is necessary if any part fails). Subclause 7.3 explains circumstances where the success of some tests may be 
assumed if others later in the chain have been passed. 

Clause 8 describes and defines the general objectives of this conformance standard and identifies the state 
transitions for the principal actor groups that need to ascertain or declare conformance : ‘In-vehicle Systems’ 
(IVS), Mobile Network Operators (MNO),’ Public Safety Assistance Points/Providers’ (PSAP) and ‘Third Party 
Service Providers’ (TPSP) . 

If you wish to demonstrate conformance of a pan European in-vehicle system to the European Standards 
defining eCall, work through the appropriate conformance tests in Subclauses 9.1 – 9.6, using the appropriate 
checklist in Annex A. If the in-vehicle system passes all of the conformance tests defined in the appropriate 
column(s) of Table 4 (columns 3 and 4) in 8.2 (or the ‘accelerated tests’ of 7.3), then conformance of the pan 
European in-vehicle system to the eCall Standards has been demonstrated and the in-vehicle system can be 
said to be conformant with eCall standards. 

If you wish to demonstrate conformance of a TPS in-vehicle system to the European Standards defining eCall, 
work through the appropriate conformance tests in Subclauses 9.7 – 9.9, using the appropriate checklist in 
Annex B. If the in-vehicle system passes all of the conformance tests defined in the appropriate column 
(column 5) of Table 4 in 8.2 , then conformance of the TPS in-vehicle system to the eCall Standards has been 
demonstrated and the in-vehicle system can be said to be conformant with eCall standards. 

If you wish to demonstrate conformance of a mobile network operator to the European Standards defining 
eCall, work through the conformance tests in Clause 10, using the appropriate checklist in Annex B. If the 
mobile network operator system passes all of the conformance tests defined in the appropriate column 
(column 6) of Table 4 in 8.2 (or the ‘accelerated tests’ of 7.5), then conformance of the mobile network 
operator system to the eCall Standards has been demonstrated and the mobile network operator can be said 
to be conformant with eCall standards. 

If you wish to demonstrate conformance of a PSAP to the European Standards defining Pan European eCall, 
work through the conformance tests in Clause 11, using the appropriate checklist in Annex D. If the system of 
the PSAP passes all of the conformance tests defined in the appropriate column (column 7) of Table 4 in 
8.2,(or the ‘accelerated tests’ of 7.6), then conformance of the PSAP system to the pan European eCall 
Standards has been demonstrated and the PSAP system can be said to be conformant with eCall standards. 

If you wish to demonstrate conformance of a PSAP to the European Standards defining TPS eCall, work 
through the conformance tests in Clause 11, using the appropriate checklist in Annex D. If the system of the 
PSAP passes all of the conformance tests defined in the appropriate column (column 8) of Table 4 in 8.2, 
Table 4 (or the ‘accelerated tests’ of 7.7), then conformance of the PSAP system to the pan European eCall 
Standards has been demonstrated and the PSAP system can be said to be conformant with eCall standards. 
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The tests for a conformant TPS-eCall cannot easily be split into very small steps due to the wide range of 
possible technical solutions for the IVS, TPS-eCall Responder, and TPS-eCall Notifier with supplier-
dependent communications protocol and call-flow.  

The individual conformance tests for TPS-eCall are generally more comprehensive and already reflect a 
pragmatic grouping of several conformance aspects into a given test, thus supporting efficient testing. 

Except where explicitly stated within a given CTP that it does not apply to the system variant being tested, the 
full sequence of tests in Clause 12 shall be undertaken in order to claim conformance. 

If you wish to demonstrate conformance of a TPS service to the European Standards defining eCall, work 
through the conformance tests in Clause 12, using the appropriate checklist in Annex E. If the system of the 
TPS passes all of the conformance tests defined in the appropriate column(s) (columns 9,10,11) of Table 4 in 
8.2, then conformance of the TPS system to the eCall Standards has been demonstrated and the TPS system 
can be said to be conformant with eCall standards. 

7.2 System under test 

This deliverable is focussed on the conformance of systems at the application level. The conformance test 
procedures defined herein are to ascertain conformance of the application, and therefore are focussed on the 
‘system’ under test, and not the physical equipment components that comprise the ‘system’. The conformance 
test procedures (CTPs) defined herein relate, as far as possible, to tests of the system in operation under the 
control of one of the actor groups  (for example: conformance tests for the IVS (any type) are referenced to 
the ‘IVS’ and not any components of the IVS, and test only those aspects within the control of the IVS).  

These conformance tests therefore test the behaviour/inputs/outputs of the system and not how the 
components of the system operate, nor where they store their data, or how they are configured/designed to 
achieve the system performance. This allows maximum market flexibility in design and instantiation, yet 
provides assurance of compliant operation at the system level. This approach will also assist migration over 
time as equipment design improves and develops, and enables an open and competitive marketplace. 

Any references to specific clauses of the standards deliverables, to which these conformance tests are 
designed to confirm compliance, relate to the behaviour, inputs and outputs specified in the referenced 
deliverable at the system level.  Any specification in any referenced standards deliverable as to how a value is 
calculated, or the location of where data is stored, was not tested, nor required for ‘system’ level conformance 
so long as the results of behaviour and values of inputs and outputs are as required by the referenced 
standards deliverable. 

These conformance tests test conformance to the suite of CEN and ETSI standards deliverables that together 
enable ‘eCall’ to be achieved in a consistent and interoperable way. They may assist but do not test nor 
provide GCF certification, and equipment manufacturers should be aware that their equipment may also have 
to get their product GCF certified in order to be allowed to be used on MNO networks. 

7.3 Accelerated test procedures 

General conditions: 

A CTP-PASS condition is only confirmed if ALL individual pass conditions written in the “pass conditions” 
column of a given CTP are observed. 

A CTP-FAIL condition occurs if one or more of the given individual pass conditions written in the “pass 
conditions” column of a given CTP are not observed (failed). 

While conformance tests have been specified for each of the state transitions for each actor group involved in 
a eCall transaction, it is an objective of this Standard to make the compliance testing procedure as quick, 
inexpensive and simple as possible. 

Each actor group Clause (IVS, MNO,PSAP, TPSP) contains a subclause ‘Accelerated Test Procedures’. 
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This subclause identifies a number of key tests which, if they are successfully passed, mean that the tester 
can assume that many of the other state transitions have been successful, and may be considered as 
‘passed’ without specifically separately undertaking each and every test procedure within the process. 

For example, in respect of the IVS, conformance  test procedure  (CTP) 2.4.1, in order to reach this point 
CTPs 2.1.2, 2.1.3, 2.2.1.1, 2.2.2.1, 2.2.1.3 are conformant, without specifically undertaking the conformance 
tests at these transition points.  

These accelerated test procedures speed up the testing process and minimise, in the event of successful 
results, the number of tests that have to be separately performed, thus also reducing the costs associated with 
the achievement of conformance status. 

The remaining subclauses of Clause 7 detail the accelerated test procedures for each of the actor groups 
involved in eCall conformance testing. 

7.4 Accelerated test procedures for IVSs 

7.4.1 Accelerated test procedures for all types of PE eCall IVS 

If the PE eCall  IVS system under test has obtained a PASS to all of the tests in column A of 7.4.1, and is an 
‘eCall only’ device, proceed to 7.4.2.  

If the PE eCall IVS system under test has obtained a PASS to all of the tests in column A of 7.4.1, and was 
not an ‘eCall only’ system, no further testing is required in order to claim conformance with the requirements of 
this document. 

 

A  B 

PE eCall IVS 
All types: 

ESSENTIAL 
TESTS 

 
That SHALL ALWAYS 

Be completed 

 TESTS WHICH MAY BE 
ASSUMED TO BE PASSED 

IF TESTS IN THE SAME ROW 
OF ADJACENT COLUMN A 

HAVE BEEN SUCCESSFULLY 
PASSED 

1.1.0.1   

1.1.0.2   

1.1.0.3   

1.1.2.2  1.1.1.1 
1.1.2.1 

1.1.2.3 
1.1.2.4 
1.1.2.5 

  

1.1.3.2  1.1.3.1 

1.1.5.2   

1.1.5.3   

1.1.5.4   

1.1.5.5   

1.1.5.6   
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1.1.5.7   

1.1.6.1   

1.1.7.1   

1.1.8.1   

1.1.9.1  1.1.4.1 
1.1.5.1 

1.1.10.1   

1.1.10.2   

1.1.10.3   

1.1.11.1   

1.1.12.1   

1.1.13.1   

1.1.14.1   

1.1.15.1  1.1.14.2 

1.1.15.2   

1.1.15.3   

1.1.15.4   

1.1.15.5   

1.1.16.1   

1.1.16.2   

1.1.16.3   

1.1.17.2  1.1.17.1 

1.1.17.3   

1.1.17.4   

 

7.4.2 Additional accelerated test procedures for PE eCall only IVS 

A  B 

PE eCall 
Only IVS: 

Additional 
ESSENTIAL 

TESTS 

That SHALL ALWAYS 

Be completed 

 TESTS WHICH MAY BE 
ASSUMED TO BE PASSED 

IF TESTS IN THE SAME ROW 
OF ADJACENT COLUMN A 

HAVE BEEN SUCCESSFULLY 
PASSED 

1.1.1.2   

1.1.10.4  1.1.1.3 

1.1.17.5   
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If the IVS system under test has obtained a PASS to all of the tests in column A of 7.3.2, in addition to 
obtaining a PASS to all of the tests in column A of 7.4.1, no further testing is required in order to claim 
conformance with the requirements of this document. 

7.5 Accelerated test procedures for MNOs 

MNO 
ESSENTIAL 

TESTS 
 

That SHALL ALWAYS 
Be completed 

 TESTS WHICH MAY BE 
ASSUMED TO BE PASSED 

IF TESTS IN THE SAME ROW 
OF ADJACENT COLUMN A 

HAVE BEEN SUCCESSFULLY 
PASSED 

2.0.1   

2.0.2   

2.0.3 
2.0.4 
2.11.1 

 2.2.1.2 
2.11.2 

2.1.1   

2.4.1  2.1.2 

2.2.1.1 
2.2.1.2 
2.2.1.3 

2.2.3.1   

2.2.3.2 
2.2.3.3 

  

2.3.1   

2.5.1  2.6.1 

2.7.1   

 

If the MNO system under test has obtained a PASS to all of the tests in column A, of 7.5, no further testing is 
required in order to claim conformance with this document. 

Where a CTP is shown in the state transition diagrams, but does not appear in the above list, it may be 
assumed that that state transition does not require a separate physical test. 
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7.6 Accelerated test procedures for PSAPs – PE eCall 

A  B 

PSAP 
ESSENTIAL 

TESTS 
 

That SHALL ALWAYS 
Be completed 

 TESTS WHICH MAY BE 
ASSUMED TO BE PASSED 

IF TESTS IN THE SAME ROW 
OF ADJACENT COLUMN A 

HAVE BEEN SUCCESSFULLY 
PASSED 

CTP 3.1.10  
 

 CTP 3.1.0.1 
CTP 3.1.0.2 
 
CTP 3.1.1.1 
CTP 3.1.1.2 
CTP 3.1.2 
 
CTP 3.1.3.1 
CTP 3.1.3.3  
 
CTP 3.1.4 
 
CTP 3.1.5.1 
CTP 3.1.5.2 
 
CTP 3.1.6 
 
CTP 3.1.7.1 
CTP 3.1.7.2 
CTP 3.1.7.3 
CTP 3.1.8 
CTP 3.1.9 

CTP 3.1.3.2 
CTP 3.1.3.3 

  

CTP 3.1.7.4 
CTP 3.1.7.5 

  

CTP 3.1.11   

CTP 3.1.12   

CTP 3.1.13   

CTP 3.1.14.1 
CTP 3.1.14.2 

  

CTP 3.1.15   

CTP 3.1.16   

 

If the PSAP PE eCall system under test has obtained a PASS to all of the tests in column A, of 7.6, no further 
testing is required in order to claim conformance with the requirements of this document. 
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7.7 Accelerated test procedures for PSAPs – TPS-eCall 

A  B 

PSAP 
ESSENTIAL 

TESTS 
 

That SHALL ALWAYS 
Be completed 

 TESTS WHICH MAY BE 
ASSUMED TO BE PASSED 

 IF TESTS IN THE SAME ROW 
OF ADJACENT COLUMN A 

HAVE BEEN SUCCESSFULLY 
PASSED 

CTP 3.2.0.1 
CTP 3.2.0.2.1 
CTP 3.2.0.2.2 
CTP 3.2.0.3 
CTP 3.2.0.4 
CTP 3.2.0.5.1 
CTP 3.2.0.5.2 
CTP 3.2.0.6 

  

CTP 3.2.4  CTP 3.2.1 
CTP 3.2.2 
CTP 3.2.3 

CTP 3.2.5   

CTP 3.2.6   

CTP 3.2.9  CTP 3.2.7 
CTP 3.2.8 

CTP 3.2.10   

CTP 3.2.11   

CTP 3.2.12   

 

If the PSAP TPS-eCall system under test has obtained a PASS to all of the tests in column A, of 7.7, no 
further testing is required in order to claim conformance with the requirements of this document. 

7.8 Accelerated test procedures for TPSPs 

For the reasons explained in 7.1, there are no accelerated test procedures for TPSP aspects of eCall, and the 
full sequence in Clause 12 shall be followed and passed in order to claim conformance. 

8 Requirements 

8.1 Requirements - General objectives 

8.1.1 State transitions 

Service provision comprises the success of a series of state transitions. Conformance can therefore be 
ascertained at a system level by demonstration that the state transitions are successfully made,  

NOTE 1 The advantages of a ‘system under test’ approach, rather than a ‘device under test’ approach include that fewer 

tests to be undertaken; many tests can be taken at a practical ‘has it achieved the objective’ level and are less complex 

(and therefore less costly), and at least in respect of MNO, PSAP, TPS-Notifier and TPS-Responder, test the system more 

than they test the equipment that a system happens to be using on a particular day which is a more effective approach. 
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In the scope, the key actors in the eCall chain of service provision are defined as: 

1) In-vehicle system (IVS)/vehicle 

2) Mobile network operator (MNO) 

3) Public safety assistance point [provider](PSAP) 

in some circumstances may  also involve  

5) Third party service provider (TPSP) 

and to provide conformance tests for actor groups 1) – 4) 

NOTE 2 Conformance tests are not appropriate nor required for vehicle occupants, although they are the recipient of 
the service. 

The scope covers conformance testing (and approval) of new engineering developments, products and 
systems, and does not imply testing associated with individual installations in vehicles or locations. 

To understand the roles more clearly, we can define the transaction as one between  

  Vehicle occupants 

  PSAPs 

But in order to achieve this transaction, the following actors are required and involved: 

  In-vehicle system provider (Vehicle manufacturers and providers of aftermarket equipment) 

  Mobile network operators (to carry the radio transmissions) 

And in some cases 

  Third party service providers  

The key systems may be described as: 

  In-vehicle systems 

  Mobile network operator systems 

  PSAP systems 

And in some cases 

  Third party service provider systems 

 
Service provision is an interdependent series of actions between the actors and the systems.  

Each provision of service has a series of state transitions that it needs to successfully achieve, to provide its 
part of the service. System level conformance testing can therefore be achieved by demonstrating that a state 
transition, or sequence of state transitions, successfully achieve their transition. 

In respect of the recipient of the eCall service – the occupants of the vehicle – they are largely passive in 
respect of service provision. It is true that they may be able to manually initiate an eCall, but eCall is designed 
to be provided in circumstances where the occupants of the vehicle may be incapacitated or even 
unconscious. In any event the occupants of the vehicle do not need to demonstrate that they are compliant to 
the eCall standards.  
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Some of the key states and conformance areas for each of the four actor groups are shown to assist the 
reader in Figures 4 – 11, and a classification of testing is provided for all actor groups within 8.1.  

These diagrams are not intended to fully describe all possible states and state transitions associated with a 
given actor group, but illustrate key areas where conformance may need to be tested. 

Clauses 9 to 12 then, for each actor group in turn, analyse the tests required for that actor group to be able to 
claim compliance. 
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Figure 4 — In-vehicle system state transitions- Pan European eCall only 
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Figure 5 — In-vehicle system state transitions- Pan European eCall + other services 
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Figure 6 — In-vehicle system state transitions — Third party service provider (TPSP) eCall 
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Figure 7 — MNO system state transitions 
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Figure 8 — PSAP State transitions- PE eCall 
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Figure 9 — PSAP State transitions- TPS-eCall 
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Figure 10 — TPS-Responder state transitions 
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Figure 11 — TPS-Notifier state transitions 
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8.1.2 Classification of testing 

Table 2 — Classification of testing 

Conformance Area In-vehicle System MNO TPSP PSAP 

 IVS TPS-IVS  TPS-eCall 
Responder 

TPS-
eCall 

Notifier 

eCall 
PSAP 

TPS-
eCall 
PSAP 

 
PRE:  Availability of systems 

  
X X 

 
? 

 

PRE:  Training 
   

X X X X 

PRE:  Contact details 
    

X X X 

PRE:  Geographical Information System 
   

X 
 

X X 

PRE:  NAD conformance tests X X 
     

 
       

I-OFF:  Ignition-off behaviour X X 
     

I-ON: Ignition-on and power- up behaviour X X 
     

I-ON: Network registration X 
 

X 
    

 
       

TRG:  Trigger X X 
     

TRG:  Network registration X X X 
    

 
       

ECI:  In-Vehicle HMI X X 
     

ECI:  Car audio handling X X 
     

 
       

ECP:  Post-crash performance X X 
     

ECP:  Call car to PSAP X 
 

X 
  

X 
 

ECP:  Call car to TPSP 
 

X X X 
   

ECP:  Call TPSP to PSAP 
    

X 
 

X 

ECP:  Conference capability 
   

X X 
  

ECP:  Voice retry car to PSAP X 
 

X 
  

X 
 

ECP:  Voice retry car to TPSP 
 

X X X 
   

ECP:  Qualification time 
   

X 
 

? 
 

ECP:  Transfer MSD car to PSAP X 
 

X 
  

X 
 

ECP:  Transfer IVS-dataset  car to TPSP 
 

X X X 
   

ECP:  Transfer MSD (TSD ) TPSP to PSAP 
    

X 
 

X 

ECP:  Test call car to PSAP 
  

X X 
 

? 
 

 
       

CLR:  Call clear-down X X 
 

X 
 

X 
 

 
       

CLB:  Network de-registration eCall only IVS X 
      

CLB:  Call-back PSAP to car X 
 

X 
  

X 
 

CLB:  Call-back TPSP to car 
 

X X X 
  

X 

CLB:  Call-back PSAP to TPSP 
    

X 
 

X 
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Figure 12 shows the test points that are valid for ‘System Under Test’. At each test point it is possible to 
trigger particular action or to observe the system response on particular action.  

A test point may be an actual instantiation of equipment performing the CTP ‘live’, using ‘live’ equipment. 
However, it may also be equipment/systems that simulate behaviour of equipment at the point being tested in 
order to stimulate or observe the behaviour resultant from the stimulation and note the result of that 
stimulation. The objective of using ‘test points’ (in addition to not placing a burden on live systems) is to 
obviate the possibility of error being introduced into the SUT from elsewhere, so that we are sure of the SUT 
behaviour. However, in some situations where this is not a concern, the test may be, at the discretion of the 
tester, simply made on a live system so long as it does not place a burden on other actors. Although in terms 
of the total eCall transaction, the IVS is the generator of input to the other actors, the MNO is a highway for 
the eCall and the PSAP is the recipient, within the actual transaction and of the actors may be at a particular 
stage conduct communication in either direction, as appropriate. 

For example, when testing whether the IVS equipment transmits an eCall to a PSAP, the objective of the test 
is to verify that the IVS is working according to the requirements. The behaviour of the MNO carrying the  
message was not under test in this particular CTP and may therefore be simulated, and what is done with the 
eCall by the PSAP was not under test in this particular CTP and may also therefore be simulated.  

Such simulation will be necessary, for example, to ensure that PSAPs do not receive calls from IVS 
equipment under CTP test. Similarly, to study the behaviour of the system in the event of a crash impact, 
simulation tools may be used to avoid the necessity of physically having to crash a car in order to prove that 
the system passes that CTP test. 

 The following test points are identified and used in this specification: 

  IVS test point 

This test point represents the behaviour of the system installed in the vehicle, or is a simulation of the 
output from the vehicle on the MNO and/or PSAP.  The test point is representing the in-vehicle 
system and is used only for test purposes related to Pan European eCall. 

  TPS-IVS test point 

This test point represents the IVS represents the behaviour of the system installed in the vehicle.  The 
infrastructure like vehicle dashboard, microphone, loudspeaker create this test point. TPS-IVS test 
point is used only for test purposes related to TPS-eCall. 

  MNO  test point 

This test point represents the ‘Public Land Mobile Network’ (PLMN) of the ‘Mobile network 
Operator’(MNO) or is a simulation of the behaviour of the PLMN with the IVS and/or the PSAP. The 
test point can be located at any network element that creates PLMN and is used  for particular test 
purpose. Because some of the test purposes will be difficult to be executed in real mobile network, a 
MNO test point may mode land operate the MNO system software in a simulated environment. The 
MNO PLMN test point is used only for test purposes related to both Pan European eCall and TPS-
eCall. 

The MNO PLMN test point is used only for test purposes related to both Pan European eCall and 
TPS-eCall. The MNO test point acts either as an endpoint for IVS testing, or as starter for PSAP 
testing. 

  PSAP test point 

This test point represents the PSAP located either at eCall application or PSAP voice terminal. The 
PSAP test point is used for test purposes related to both Pan European eCall and TPS-eCall. The test 
point is representing the PSAP system and is used only for test purposes related to Pan European 
eCall. 

  TPS-R test point (TPS-eCall Responder) 
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This test point represents the TPSP located either at eCall application or TSP voice terminal. TPS-R 
test point is used only for test purposes related to TPS-eCall. 

  TPS-N test point (TPS-eCall Notifier) 

This test point represents the stage between TPSP and PSAP. It aims to verify the connection 
between TSD client and TSD server. TPS-N test point is used only for test purposes related to TPS-
eCall. 

See Figure 12. 

 

 

Figure 12 — Test points 

8.1.3 CTP naming conventions 

Each CTP is given a unique identification. This unique identification is built up to contain the following string of 
information: 

CTP/<actor>/<stage>/<n.n.n.n> 

CTP  : to indicate that it is a ‘Conformance Test Procedure’; 

Actor : IVS, MNO, PSAP, TPSP (TPS-Notifier, TPS-Responder) 

<stage> : which stage the CTP belongs to; 

<nn>  :  Decimal numbered state transition reference/ CTP number (x.x.x.x) 

The naming conventions are as described in Table 3. 
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8.1.4 CTP naming convention for IVS conformance tests 

Table 3 — CTP naming convention 

Identifier: 
CTP/<actor><stage>/<n.n.n.n> 

  

  

 

<stage> 

STAGE A  NAD 
conformant         to ETSI 
Standards 

   PRE 

STAGE B  Ignition OFF   I-OFF 

STAGE C  Ignition on                 
- Power up and initialisation 

  I-ON 

STAGE D   TRIGGER             TRG 

STAGE E eCALL 
initialisation     call set up 

  ECI 

STAGE F eCall in Progress        
Send MSD 
Receive ACK 
Connect audio 
Clarify overall emergency 
situation and location 
Incident resolution and 
inform occupants verbally 

  ECP 

STAGE G Call cleardown   CLR 

STAGE H Post eCall and 
Call-back 

  CLB 

      

<n.n.n.n> = sequential 
number 

(n.n.n.n) Test 
Purpose 
Number 

 

8.2 CTP structure 

Table 4 shows the’ Test Suite Structure’ (TSS)   
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Table 4 — Test suite structures 

Group Group 

acronym

State 

transition 

reference    

all PE eCall

State 

transition 

reference          

eCall only 

Additional 

tests

State 

transition 

reference          

TPSP eCall

State 

transition  

reference 

MNO

State 

transition 

reference 

PSAP PE 

eCall

State 

transition 

reference 

PSAP TPSP 

eCall

TPSP pre-

eCall

TPSP 

Responde

r

TPSP 

Notifier

Prior to eCall including  

Provision SIMs/keep 

alive/decommision      

NAD Conformance tests 

in accordance w ith      

ETSI TS 102 936-1      

ETSI TS 102 936-2

PRE CTP 1.1.0.1     CTP 1.2.0.1      

CTP 1.2.0.2

CTP 2.0.1        

CTP 2.0.2        

CTP 2.0.3      

CTP 2.0.4       

CTP 2.11.1      

CTP 2.11.2

CTP 3.1.0.1        

CTP 3.1.0.2

CTP 3.2.0.1      

CTP 3.2.0.2.1        

CTP 3.2.0.2.2        

CTP 3.2.0.3     

CTP 3.2.0.4     

CTP 3.2.0.5.1      

CTP 3.2.0.5.2      

CTP 3.2.0.6

CTP 4.0.1        

CTP 4.0.2        

CTP 4.0.3.1      

CTP 4.0.3.2        

CTP 4.0.4        

CTP 4.0.5.1        

CTP 4.0.5.2        

CTP 4.0.5.3        

CTP 4.0.6        

CTP 4.0.7        

CTP 4.0.8        

CTP 4.0.9        

CTP 4.0.10        

 

 

Ignition OFF I-OFF CTP 1.1.0.2        

CTP 1.1.0.3

CTP 1.2.0.1      

CTP 1.2.0.2

Ignition ON (no eCall) 

including pow er-up

I-ON CTP 1.1.1.1   CTP 1.1.1.2                 

CTP 1.1.1.3

CTP 1.2.1.1     

CTP 1.2.0.2

CTP 2.1.1       

CTP 2.1.2 

CTP 1.1.2.1          

CTP 1.1.2.2      

CTP 1.1.2.3      

CTP 1.1.2.4      

CTP 1.1.2.5      

CTP 1.1.3.1      

CTP 1.1.3.2

CTP 

1.2.2.2.1      

CTP 1.2.2.2      

CTP 1.2.2.3      

CTP 1.2.2.4      

CTP 1.2.2.5      

CTP 1.2.3.1   

CTP 1.2.3.2      

CTP 1.2.3.3       

CTP 1.2.4.1      

CTP 1.2.4.2

CTP 1.1.4.1

CTP 1.1.5.1.      

CTP 1.1.5.2        

CTP 1.1.5.3       

CTP 1.1.5.4        

CTP 1.1.5.5        

CTP 1.1.5.6      

CTP 1.1.5.7

CTP 1.1.6.1 CTP 

1.1.10.4

CTP 1.2.5.1      

CTP 1.2.5.2      

CTP 1.2.5.3      

CTP 1.2.5.4      

CTP 1.2.5.5 

CTP 2.2.1.1 CTP 3.1.1.1 CTP 3.2.1 CTP 4.1.1.1      

CTP 4.1.1.2

CTP 1.1.7.1          

CTP1.1.8.1          

CTP1.1.9.1 

CTP 2.2.1.2        

CTP 2.2.1.3        

CTP 2.2.1.4

CTP 3.1.1.2        

CTP 3.1.2        

CTP 3.1.3.1      

CTP 3.1.3.2       

CTP 3.1.3.3        

CTP 3.2.2      

CTP 3.2.3 

CTP 1.1.10.1        

CTP 1.1.10.2     

CTP 1.1.10.3

CTP 2.2.2.1 CTP 3.1.4     

CTP 3.1.5.1      

CTP 3.1.5.2

CTP 1.1.11.1        

CTP 1.1.12.1        

CTP 1.1.13.1        

CTP 1.1.14.1        

CTP 1.1.14.2

CTP 1.2.6.1      

CTP 1.2.6.2     

CTP 1.2.6.3       

CTP 1.2.7   

CTP 2.2.3.1     

CTP 2.2.3.2      

CTP 2.2.3.3

CTP 3.1.6     

CTP 3.1.7.1        

CTP 3.1.7.2      

CTP 3.1.7.3     

CTP 3.1.7.4     

CTP 3.1.7.5 

CTP 3.2.4        

CTP 3.2.5        

CTP 3.2.6        

CTP 4.1.2.1    

CTP 4.1.2.2      

CTP 4.1.3.1      

CTP 4.1.3.2   

CTP 4.1.3.3      

CTP 4.1.4      

CTP 4.1.5    

(CTP 4.2.4.1     

CTP 4.2.4.2)

CTP 1.1.15.1        

CTP 1.1.15.2

CTP 2.3.1 CTP 3.1.8      

CTP 3.1.9     

CTP 3.1.10     

CTP 3.1.11   

CTP 3.1.12

CTP 1.1.15.3 CTP 3.1.13

CTP 1.1.15.4

CTP 1.1.15.5   

eCall Cleardow n CLR CTP 1.1.16.1        

CTP 1.1.16.2        

CTP 1.1.16.3

CTP 1.2.8.1 CTP 2.4.1 CTP 3.1.14.1      

CTP 3.1.14.2

CTP 3.2.7         

CTP 3.2.8     

CTP 3.2.9

CTP 4.1.6      

CTP 4.1.7 

CTP 4.2.6       

CTP 4.2.7      

CTP 4.2.8

CTP 1.1.17.1        

CTP 1.1.17.2        

CTP 1.1.17.3

CTP 

1.1.17.5

CTP 1.2.9.1      

CTP 1.2.9.2      

CTP 1.2.9.3

CTP 2.5.1        

CTP 2.6.1         

CTP 2.7.1

CTP 3.1.15        

CTP 3.1.16      

CTP 3.2.10        

CTP 3.2.11      

CTP 3.2.12

CTP 4.1.8 CTP 4.2.9

CTP 1.1.17.4

 

Post eCall and Callback

TRG

ECI

ECP

CLB

Trigger

eCall Initiation

eCall in progress CTP 4.2.3        

CTP 4.2.4.1      

CTP 4.2.4.2               

CTP 4.2.5.

CTP 4.2.2.1               

CTP 4.2.2.2.1      

CTP 4.2.2.2.2  
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