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Nationales Vorwort

Dieses Dokument (FprEN 16602-30:2017) wurde im Technischen Komitee CEN/CLC/TC5 ,Raumfahrt®,
dessen Sekretariat von DIN (Deutschland) gehalten wird, erarbeitet.

Das zustdndige deutsche Normungsgremium ist der Arbeitsausschuss NA 131-06-02 AA ,Interoperabilitat
von Informations-, Kommunikations- und Navigationssystemen“ im DIN-Normenausschuss Luft- und
Raumfahrt (NL).

Dieses Dokument (FprEN 16602-30:2017) basiert auf ECSS-Q-ST-30C Rev. 1.

Dieses Dokument enthalt unter Beriicksichtigung des DIN-Prasidialbeschlusses 1/2004 nur die englische
Originalfassung von FprEN 16602-30:2017.

Dieses Dokument wurde speziell zur Behandlung von Raumfahrtsystemen erarbeitet und hat daher Vorrang

vor jeglicher Europdischer Norm, die denselben Anwendungsbereich hat, jedoch iiber einen gréfieren
Geltungsbereich (z. B. Luft- und Raumfahrt) verfiigt.
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Nationaler Anhang NA
(informativ)

Begriffe und Abkiirzungen

Die Benummerung der folgenden Begriffe und Abkiirzungen ist identisch mit der Benummerung in der
englischen Fassung.

3.1 Begriffe aus anderen Normen

a) Fir die Anwendung dieser Norm gelten die Begriffe der ECSS-ST-00-01, besonders fiir die folgenden
Begriffe:

1) Verfiigbarkeit;

2) Ausfall;

3) Bodensegment;

4) Gefahrdung;

5) Startsegment;

6) Instandhaltbarkeit;
7) Funktionsfahigkeit;
8) Risiko;

9) Schweregrad;

10) Einzelausfall;

11) Raumsegment;

12) Raumfahrtsystem.

3.2 Fur diese Norm spezifische Begriffe

3.21

Kritikalitit

<KONTEXT: Funktion, Software, Hardware, Operation>

Klassifizierung einer Funktion oder Software, Hardware oder Operation nach dem Schweregrad der Folgen
moglicher Ausfille

Anmerkung 1 zum Begriff:  Siehe Abschnitt 5.4.
Anmerkung 2 zum Begriff:  Dieser Begriff von Kritikalitat, der auf eine Funktion, Software, Hardware oder Operation
angewandt wird, berticksichtigt im Gegensatz zur Kritikalitit eines Ausfalls oder einer Ausfallart (oder eines Risikos),

die auch die Wahrscheinlichkeit oder Haufigkeit eines Auftretens beriicksichtigt, lediglich den Schweregrad
(siehe 3.2.2).
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3.2.2

Kritikalitit

<KONTEXT: Ausfall, Ausfallart>

Klassifizierung eines Ausfalls oder einer Ausfallart nach einer Kombination aus dem Schweregrad seiner
Folgen und der Wahrscheinlichkeit oder Haufigkeit seines Auftretens

Anmerkung 1 zum Begriff:  Dieser Begriff von Kritikalitat, der auf einen Ausfall oder eine Ausfallart angewandt wird,
beriicksichtigt im Gegensatz zur Kritikalitdt einer Funktion oder Software, Hardware oder Operation, die nur den
Schweregrad berticksichtigt, sowohl den Schweregrad als auch die Wahrscheinlichkeit oder Haufigkeit eines Auftretens
(siehe 3.2.1).

Anmerkung 2 zum Begriff:  Die Kritikalitdt eines Ausfalls oder einer Ausfallart kann wie in ECSS-Q-ST-30-02 festgelegt
durch eine ,Kritikalititsnummer* angegeben werden (siehe auch Anforderung 6.5a.2).

3.2.3
Ausfallszenario
Bedingungen und Folge von Ereignissen von der urspriinglichen Fehlerursache bis zum endgiiltigen Ausfall

3.24

Produkt mit begrenzter Lebensdauer

Produkt mit einer Begrenzung der Nutzungsdauer oder des Betriebszyklus, das anfillig ist fiir Verschleif3,
Abweichung oder Qualitdtsverlust auf eine Qualitdt unter der erforderlichen Mindestleistung in weniger als
der Lager- oder Missionsdauer

3.3 Abkiirzungen

Fiir die Anwendung dieser Norm gelten die Begriffe nach ECSS-S-ST-00-01 und die folgenden Begriffe.

Abkiirzung Bedeutung

DRD Definition der Anforderungen an Dokumente (en: Document Requirement Definition)

DRL Liste der Anforderungen an Dokumente (en: Document Requirement List)

EEE elektrisch, elektronisch und elektromechanisch (en: electrical, electronic and
electromechanical)

FDIR Fehlererkennung und -behebung (en: failure detection isolation and recovery)

FMEA Fehlermoglichkeits- und Einflussanalyse (en: failure modes and effects analysis)

FMECA Fehlermoglichkeits-, Einfluss- und Kritikalitdts-Analyse (en: failure modes, effects and
criticality analysis)

FTA Fehlerbaumanalyse (en: fault tree analysis)

HSIA Hardware/Software-Interaktionsanalyse (en: hardware-software interaction analysis)

MTBF mittlere Dauer zwischen Ausfillen (en: mean time between failure)

MTTR mittlere Dauer bis zur Reparatur (en: mean time to repair)

NRB Fehleruntersuchungsausschuss (en: nonconformance review board)

PA Produktsicherung (en: product assurance)

WCA Analyse des ungiinstigen Falls (en: worst case analysis)
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European foreword

This document (FprEN 16602-30:2017) has been prepared by Technical
Committee CEN/CLC/TC5 “Space”, the secretariat of which is held by DIN
(Germany).

This document (FprEN 16602-30:2017) originates from ECSS-Q-ST-30C Rev.1.
This document is currently submitted to the Unique Acceptance Procedure.

This document has been developed to cover specifically space systems and will
therefore have precedence over any EN covering the same scope but with a
wider domain of applicability (e.g.: aerospace).

___Documents

Document Sharing Hub

Full document details: E DIN EN 16602-30:2017-09


http://www.avadocuments.com/doc/e-din-en-16602-30-2017-09
http://www.avadocuments.com/doc/e-din-en-16602-30-2017-09

- Entwurf - E DIN EN 16602-30:2017-09
FprEN 16602-30:2017 (E)

1
Scope

This Standard defines the dependability assurance programme and the
dependability requirements for space systems.

Dependability assurance is a continuous and iterative process throughout the
project life cycle.

The ECSS dependability policy for space projects is applied by implementing a
dependability assurance programme, which comprises:

. identification of all technical risks with respect to functional needs which
can lead to non-compliance with dependability requirements,

o application of analysis and design methods to ensure that dependability
targets are met,

. optimization of the overall cost and schedule by making sure that:

— design rules, dependability analyses and risk reducing actions are
tailored with respect to an appropriate severity categorisation,

— risks reducing actions are implemented continuously since the
early phase of a project and especially during the design phase.

. inputs to serial production activities.

The dependability requirements for functions implemented in software, and the
interaction between hardware and software, are identified in this Standard.

NOTE 1 The requirements for the product assurance of
software are defined in ECSS-Q-ST-80.
NOTE 2 The dependability assurance programme

supports the project risk management process
as described in ECSS-M-ST-80

This Standard applies to all European space projects. The provisions of this
document apply to all project phases.

Depending of the product category, the application of this standard needs to be
checked and if needed tailored. The pre-tailoring table in clause 8 contains the
applicability of the requirements of this document and its annexes according to
product type.

This standard may be tailored for the specific characteristics and constraints of a
space project in conformance with ECSS-5-ST-00.
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2
Normative references

The following normative documents contain provisions which, through
reference in this text, constitute provisions of this ECSS Standard. For dated
references, subsequent amendments to, or revision of any of these publications
do not apply, However, parties to agreements based on this ECSS Standard are
encouraged to investigate the possibility of applying the more recent editions of
the normative documents indicated below. For undated references, the latest
edition of the publication referred to applies.

EN reference Reference in text Title
EN 16601-00-01 ECSS-5-ST-00-01 ECSS system — Glossary of terms
EN 16602-10 ECSS-Q-5T-10 Space product assurance —Product assurance

management
EN 16602-10 ECSS-Q-5T-10-04 Space product assurance — Critical-item control
EN 16602-30-02 ECSS-Q-5T-30-02 Space product assurance — Failure modes, effects

(and criticality) analysis (FMEA/FMECA)
EN 16602-30-11 ECSS-Q-5T-30-11 Space product assurance — Derating - EEE components

. Documents
8 Document Sharing Hub

Full document details: E DIN EN 16602-30:2017-09


http://www.avadocuments.com/doc/e-din-en-16602-30-2017-09
http://www.avadocuments.com/doc/e-din-en-16602-30-2017-09

- Entwurf -

E DIN EN 16602-30:2017-09
FprEN 16602-30:2017 (E)

3

Terms, definitions and abbreviated terms

3.1

Terms from other standards

a. For the purpose of this Standard, the terms and definitions from

ECSS-ST-00-01 apply, in particular for the following terms:

1. availability

failure

hazard

reliability

risk

© % N O & LD

severity

O Y
No= o

ground segment

launch segment

maintainability

single point failure
space segment

Space system

3.2 Terms specific to the present standard

3.21

criticality

<CONTEXT: function, software, hardware, operation>

classification of a function or of a software, hardware or operation, according to

the severity of the consequences of its potential failures

NOTE 1
NOTE 2

Refer to clause 5.4.

This notion of criticality, applied to a function,
software, hardware or operation, considers
only severity, differently from the criticality of a
failure or failure mode (or a risk), which also
considers the likelihood or probability of
occurrence (see 3.2.2).
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3.2.2 criticality

- Entwurf -

<CONTEXT: failure, failure mode>

classification of a failure or failure mode according to a combination of the
severity of the consequences and its likelihood or probability of occurrence

NOTE 1

NOTE 2

3.2.3

This notion of criticality, applied to a failure or
failure mode, considers both the severity and
likelihood or probability of
differently from the criticality of function or a
which

occurrence,

software, hardware

considers only severity (see 3.2.1).

or operation,

The criticality of a failure or failure mode can
be represented by a “criticality number” as

defined ECSS-Q-ST-30-02  (see  also
requirement 6.5a.2).

in

failure scenario

conditions and sequence of events, leading from the initial root cause, to an end

failure

3.24

limited-life product

product with useful life duration or operating cycles limitation, prone to wear
out, drift or degradation below the minimum required performance in less than
the storage and mission time

3.3 Abbreviated terms

For the purpose of this Standard, the abbreviated terms from ECSS-5-ST-00-01

and the following apply:
Abbreviation
DRD

DRL

EEE

FDIR

FMEA
FMECA

FTA

HSIA

MTBF
MTTR

NRB

PA

WCA

Meaning

Document Requirement Definition
Document Requirement List

electrical, electronic and electromechanical
failure detection isolation and recovery
failure modes and effects analysis

failure modes, effects and criticality analysis
fault tree analysis

hardware-software interaction analysis
mean time between failure

mean time to repair

nonconformance review board

product assurance

worst case analysis

___Documents

10

Full document details: E DIN EN 16602-30:2017-09

Document Sharing Hub


http://www.avadocuments.com/doc/e-din-en-16602-30-2017-09
http://www.avadocuments.com/doc/e-din-en-16602-30-2017-09

- Entwurf - E DIN EN 16602-30:2017-09
FprEN 16602-30:2017 (E)

3.4 Nomenclature

The following nomenclature applies throughout this document:

a. The word “shall” is used in this Standard to express requirements. All
the requirements are expressed with the word “shall”.

b. The word “should” is used in this Standard to express recommendations.
All the recommendations are expressed with the word “should”.

NOTE It is expected that, during tailoring,
recommendations in this document are either
converted into requirements or tailored out.

’

c. The words “may”
positive and negative permissions, respectively. All the positive

and “need not” are used in this Standard to express

permissions are expressed with the word “may”. All the negative
permissions are expressed with the words “need not”.

d. The word “can” is used in this Standard to express capabilities or
possibilities, and therefore, if not accompanied by one of the previous
words, it implies descriptive text.

NOTE In ECSS “may” and “can” have completely

different meanings: “may” is normative
(permission), and “can” is descriptive.

e. The present and past tenses are used in this Standard to express
statements of fact, and therefore they imply descriptive text.
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4
Dependability programme

41 General

a. The dependability assurance shall be implemented by means of a
systematic process for specifying requirements for dependability and
demonstrating that these requirements are achieved.

b. The dependability assurance process shall be in conformance with the
dependability assurance programme plan for the project.

4.2 Organization

a. The supplier shall coordinate, implement and integrate the dependability
programme management with the PA programme management.

4.3 Dependability programme plan

a. The supplier shall develop, maintain and implement a dependability
plan for all project phases in conformance with the DRD in Annex C.

NOTE The plan can be included in the PA programme

plan.
b. The plan shall address the dependability requirements applicable to the
project.
c. The extent that dependability assurance is applied shall take account of

the severity (as defined in Table 5-1) of the consequences of failures.

d. The establishment and implementation of the dependability programme
plan shall be considered in conjunction with the safety aspects of the
programme.

e. The Supplier shall ensure that any potential conflict between

dependability and safety requirements are managed.

f. Responsibilities for carrying out all dependability tasks within each
phase of the lifecycle shall be defined.
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4.4 Dependability risk assessment and control

a. As part of the risk management process implemented on the project, the
Dependability engineer shall be responsible for identifying and reporting
dependability associated risks.

NOTE ECSS-M-ST-80 describes the risk management
process.

b. Dependability risk analysis reduction and control shall include the
following steps:

1. identification and classification of undesirable events according to
the severity of their consequences;

2. analysis of failure scenarios, determination of related failure
modes, failure origins or causes;

3. classification of the criticality of the functions and associated
products according to the severity of relevant failure
consequences;

4. definition of actions and recommendations for detailed risk

assessment, risk elimination, or risk reduction and control to an
acceptable level;

5. status of risk reduction and risk acceptance;
6. implementation of risk reduction;
7. verification of risk reduction and assessment of residual risks.

NOTE The process of risk identification and
assessment implies both qualitative and
quantitative approaches.

C. Risk reduction measures that are proposed for dependability shall be
assessed at system level in order to select the optimum solution to reduce
the system level risk.

4.5 Dependability critical items

a. Dependability critical items shall be identified by dependability analyses
performed to support the risk reduction and control process performed
on the project.

NOTE The criteria for identifying dependability
critical items to be included in the Critical Items
List are given in clause 6.5.

b. Dependability critical items, as part of the Critical Items List, shall be
subject to risk assessment and critical items control in conformance with
ECSS-Q-ST-10-04.

C. The control measures shall include:

1. a review of all design, manufacturing and test documentation
related to critical functions, critical items and procedures;
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2. dependability representation on relevant Review Boards to ensure
that the disposition takes account of their criticality level.

d. The dependability aspects shall be considered during the entire
verification process for dependability critical items until closeout.

e. The justification for retention of each dependability critical item shall be
subject to approval by the customer.

4.6 Design reviews

a. The supplier shall ensure that all dependability data for a design review
are presented to the customer in accordance with the project review
schedule.

b. All dependability data submitted shall indicate the design baseline and
shall be coherent with all other supporting technical documentation.

C. All design changes shall be assessed for their impact on dependability
and a reassessment of the dependability shall be performed

4.7 Dependability Lessons learnt

a. Dependability lessons learnt shall be collected during the project life
cycle including operational and disposal phases.
NOTE Dependability lessons learnt consider:
¢ the impact of newly imposed requirements;

e assessment of all malfunctions, anomalies,
deviations and waivers;

o effectiveness of strategies of the project;

e new dependability tools and methods that
have been developed or demonstrated;

e effective versus ineffective verifications that
have been performed.

4.8 Progress reporting

a. The supplier shall report dependability progress to the customer as part
of product assurance activities in conformance with ECSS-Q-ST-10.

4.9 Documentation

a. The supplier shall maintain all data used for the dependability
programme.
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5
Dependability engineering

5.1 Integration of dependability in the project

a. Dependability shall be integrated as part of the design process.

b. The dependability characteristics shall be traded off with other system
attributes such as mass, size, cost and performance during the
optimization of the design in all phases of the project.

NOTE Dependability is an inherent characteristic of a
system or product.

C. Manufacture, assembly, integration, test and operations shall not degrade
dependability attributes introduced into the design.

5.2 Dependability requirements in technical specification

a. The dependability requirement specification shall be part of the overall
project requirements.

b. Dependability requirements shall be apportioned, in a top-down process,
to establish dependability requirements for lower level elements.

C. Dependability requirements shall be applied during the preparation and
review of design and test specifications.

d. The dependability requirements shall be included into the technical
specifications.

NOTE The technical specifications typically include:

e functional, operational and environmental
requirements,

e test requirements including stress levels, test
parameters, and accept or reject criteria,

e design performance margins, derating
factors, quantitative dependability
requirements, and qualitative dependability
requirements (identification and
classification of undesirable events), under
specified environmental conditions,

¢ the identification of human factors and how
they can influence dependability during the
project lifecycle,
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¢ the identification of external, internal and
installation factors that can influence
dependability during the project lifecycle,

» the degree of tolerance to hardware failures
or software malfunctions,

e the detection, isolation, diagnosis, and
recovery of the system from failures and its
restoration to an acceptable state,

e the requirement for the prevention of
failures crossing interfaces with
unacceptable consequences,

e definition of the maintenance concept,

e maintenance tasks and requirements for
special skills,

e requirements for preventive maintenance,
special tools, and special test equipment,

e requirements for process and technology
margin demonstration and qualification,

e requirement on sampling strategy in serial
production and for periodical
demonstration of qualification preservation.

5.3 Dependability design criteria

5.31 General

a. The identification of critical areas of design and the assessment of the
severity of failure consequences shall be interpreted by the level at which
the analysis is made.

NOTE The Space System level can be broken down
into Space Segment and Ground Segment
where separate requirements can be provided.
The Space Segment and Ground Segment can
be further broken down, dependant on
particular contractual requirements, into lower
levels elements (e.g. subsystem, equipment...).

b. The success criteria (sometimes referred to as “mission success criteria”)
shall be defined at each level to be analysed.

5.3.2 Consequences

a. A severity category shall be assigned in accordance with Table 5-1 to each
identified failure mode analysed according to the failure effect
(consequence).

NOTE The severity categories are common to
dependability and safety. The Table 5-1 is
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common to ECSS-Q-ST-30 and ECSS-Q-ST-40 (as
Table 6-1), which address respectively the
dependability and safety types of consequences.

b. Severity categories shall be assigned without consideration of existing
compensating provisions to provide a qualitative measure of the worst
potential consequences resulting from item failure.

C. For analyses lower than system level, the severity due to possible failure
propagation shall be identified as level 1 for dependability.

NOTE For example, for analysis at subsystem, and
equipment level

d. The number identifying the severity category shall be followed by a
suffix to indicate either redundancy (R) single point failures (SP) or safety
hazards (SH).

e. An understanding to these criteria identified in Table 5-1shall be agreed
between customer and supplier.

Table 5-1: Severity categories

Type of consequences
Name Level .
Dependability Safety
Catastrophic 1 Failure propagation o Loss of life, life-threatening or permanently
(Only for lower than disabling injury or occupational illness
system level analysis) o Loss of system
(refer to requirement e Loss of an interfacing manned flight system
5.32.0) ¢ Loss of launch site facilities
e Severe detrimental environmental effects
Critical 2 Loss of mission e Temporarily disabling but not life-
threatening injury, or temporary
occupational illness
¢ Major damage to an interfacing flight
system
e Major damage to ground facilities
¢ Major damage to public or private property
e Major detrimental environmental effects
Major 3 Major mission degradation | ---
Minor or 4 Minor mission degradation
Negligible or any other effect -

5.3.3 Failure tolerance

a. Failure tolerance requirements shall be defined in the performance
specifications.
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