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Nationales Vorwort 

Die Englische Fassung des europäischen Dokuments FprEN 61375-3-4:2011 „Elektronische Betriebsmittel 
für Bahnen – Zugbus – Teil 3-4: ECN – Ethernet-Zugverband-Netzwerk“ (Entwurf in der Umfrage) ist 
unverändert in diesen Norm-Entwurf übernommen worden. 

Die Internationale Elektrotechnische Kommission (IEC) und das Europäische Komitee für Elektrotechnische 
Normung (CENELEC) haben vereinbart, dass ein auf IEC-Ebene erarbeiteter Entwurf für eine Internationale 
Norm zeitgleich (parallel) bei IEC und CENELEC zur Umfrage (CDV-Stadium) und Abstimmung als FDIS (en: 
Final Draft International Standard) bzw. Schluss-Entwurf für eine Europäische Norm gestellt wird, um eine 
Beschleunigung und Straffung der Normungsarbeit zu erreichen. Dem entsprechend ist das internationale 
Dokument IEC 9/1616/CDV:2011 „Electronic railway equipment – Train Bus – Part 3-4: ECN – Ethernet 
Consist Network“ unverändert in den Entwurf FprEN 61375-3-4:2011 übernommen worden. 

Das internationale Dokument wurde vom TC 9X „Electrical and electronic applications for railways“ der 
Internationalen Elektrotechnischen Kommission (IEC) erarbeitet. 

Bei der Abstimmung zu dem Europäischen Schluss-Entwurf bei CENELEC und dem Internationalen Schluss-
Entwurf bei IEC [Final Draft International Standard (FDIS)] sind jeweils nur „JA/NEIN“-Entscheidungen 
möglich, wobei „NEIN“-Entscheidungen fundiert begründet werden müssen. Dokumente, die bei CENELEC 
als Europäische Norm angenommen und ratifiziert werden, sind unverändert als Deutsche Normen zu 
übernehmen. 

Für dieses Dokument ist das nationale Arbeitsgremium UK 351.1 „Fahrzeuge“ der DKE  Deutsche 
Kommission Elektrotechnik Elektronik Informationstechnik im DIN und VDE (www.dke.de) zuständig. 

Das Präsidium des DIN hat mit Präsidialbeschluss 1/2004 festgelegt, dass DIN-Normen, deren Inhalt sich auf 
internationale Arbeitsergebnisse der Informationsverarbeitung gründen, unter bestimmten Bedingungen allein 
in englischer Sprache veröffentlicht werden dürfen. Das UK 351.1 hat mit RS 351-1_2012-0190 beschlossen, 
dass die Bedingungen des DIN-Präsidialbeschlusses 1/2004 für das vorliegende Normprojekt erfüllt sind. 

Es ist vorgesehen, auch bei der entsprechenden zukünftigen Deutschen Norm auf die deutsche Sprach-
fassung zu verzichten und diese in der englischsprachigen Fassung zu veröffentlichen. Da sich die Benutzer 
der Norm der englischen Sprache als Fachsprache bedienen, wird die Englische Fassung der IEC 61375-3-4 
veröffentlicht. Zu deren Abschnitt 3, der die Abkürzungen und Begriffe festlegt, wird eine Übersetzung 
angefertigt und als informativer Nationaler Anhang NA der Norm hinzugefügt. Für viele der verwendeten 
Begriffe existieren keine gebräuchlichen deutschen Benennungen, da sich die deutschen Anwender in der 
Regel ebenfalls der englischen Benennungen bedienen. Diese Norm steht nicht in unmittelbarem 
Zusammenhang mit Rechtsvorschriften und ist nicht als Sicherheitsnorm anzusehen. 

Für den Fall einer undatierten Verweisung im normativen Text (Verweisung auf eine Norm ohne Angabe des 
Ausgabedatums und ohne Hinweis auf eine Abschnittsnummer, eine Tabelle, ein Bild usw.) bezieht sich die 
Verweisung auf die jeweils neueste gültige Ausgabe der in Bezug genommenen Norm. 

Für den Fall einer datierten Verweisung im normativen Text bezieht sich die Verweisung immer auf die in 
Bezug genommene Ausgabe der Norm. 

Der Zusammenhang der zitierten Normen mit den entsprechenden Deutschen Normen ergibt sich, soweit ein 
Zusammenhang besteht, grundsätzlich über die Nummer der entsprechenden IEC-Publikation. Beispiel: 
IEC 60068 ist als EN 60068 als Europäische Norm durch CENELEC übernommen und als DIN EN 60068 ins 
Deutsche Normenwerk aufgenommen. 

²�(QWZXUI�²

Full document details: E DIN EN 61375-3-4:2012-12

http://www.avadocuments.com/doc/e-din-en-61375-3-4-2012-12
http://www.avadocuments.com/doc/e-din-en-61375-3-4-2012-12


– 1 – 

FOREWORD ........................................................................................................................... 5 

INTRODUCTION ..................................................................................................................... 7 

1 Scope ............................................................................................................................... 8 

2 Normative references ....................................................................................................... 8 

3 Definitions ........................................................................................................................ 9 

3.1 Terms and definitions .............................................................................................. 9 

3.2 Symbols and abbreviated terms............................................................................. 10 

3.3 Conventions .......................................................................................................... 12 

3.3.1 Bit numbering conventions ......................................................................... 13 

3.3.2 Byte order conventions .............................................................................. 13 

3.3.3 Data types ................................................................................................. 13 

4 Common Part ................................................................................................................. 14 

4.1 General ................................................................................................................. 14 

4.2 Architecture ........................................................................................................... 14 

4.2.1 Network structure ...................................................................................... 14 

4.2.2 Network topology ....................................................................................... 15 

4.2.3 End Device classes ................................................................................... 16 

4.2.4 Network Device types and Consist Switch classes ..................................... 17 

4.3 Data class ............................................................................................................. 18 

4.4 Functions and services .......................................................................................... 19 

4.5 Redundancy .......................................................................................................... 20 

4.5.1 General ..................................................................................................... 20 

4.5.2 Definitions ................................................................................................. 21 

4.5.3 Redundancy managed at network level ...................................................... 22 

4.5.4 Redundancy managed at End Device level ................................................ 22 

4.6 Quality of service .................................................................................................. 23 

4.6.1 General ..................................................................................................... 23 

4.6.2 Priority level .............................................................................................. 23 

4.6.3 Assignment of priority level ........................................................................ 24 

4.6.4 Consist Switch behavior ............................................................................ 24 

4.6.5 Ingress Rate Limiting ................................................................................. 24 

4.6.6 Egress Rate Shaping ................................................................................. 24 

4.7 IP address and related definitions ......................................................................... 25 

4.7.1 Consist Network address ........................................................................... 25 

4.7.2 Train Network Address .............................................................................. 25 

4.7.3 Group Address .......................................................................................... 26 

4.7.4 Name resolution and naming definitions .................................................... 26 

4.8 IP address and network configuration management ............................................... 27 

4.8.1 Consist Network address management ...................................................... 27 

4.8.2 Train network address management .......................................................... 27 

4.8.3 Static network configuration parameters .................................................... 28 

4.8.4 DHCP configuration parameters ................................................................ 28 

4.8.5 IP address management for TBN redundancy ............................................ 29 

4.9 Network Device interface ....................................................................................... 29 

4.9.1 General ..................................................................................................... 29 

4.9.2 Function requirements ............................................................................... 30 

4.9.3 Performance requirements......................................................................... 32 

4.9.4 Physical Layer ........................................................................................... 32 

E DIN EN 61375-3-4:2012-12 ²�(QWZXUI�²

Full document details: E DIN EN 61375-3-4:2012-12

http://www.avadocuments.com/doc/e-din-en-61375-3-4-2012-12
http://www.avadocuments.com/doc/e-din-en-61375-3-4-2012-12


– 2 – 

4.9.5 Link Layer ................................................................................................. 35 

4.9.6 Network Layer ........................................................................................... 36 

4.9.7 Transport Layer ......................................................................................... 36 

4.9.8 Application layers ...................................................................................... 36 

4.10 End Device interface ............................................................................................. 36 

4.10.1 General ..................................................................................................... 36 

4.10.2 Physical Layer ........................................................................................... 38 

4.10.3 Link Layer ................................................................................................. 39 

4.10.4 Network layer ............................................................................................ 39 

4.10.5 Transport Layer ......................................................................................... 39 

4.10.6 Application layer ........................................................................................ 39 

4.11 Gateway functions ................................................................................................. 40 

4.11.1 WTB gateway functions ............................................................................. 40 

4.11.2 ETB gateway functions .............................................................................. 40 

4.12 Network management ............................................................................................ 41 

4.12.1 ECN network management ........................................................................ 41 

4.12.2 WTB network management ........................................................................ 41 

4.12.3 ETB network management ......................................................................... 41 

5 Conformance Test .......................................................................................................... 41 

Annex A (informative)  Reliability and availability comparison between ECN 
architectures .................................................................................................................. 42 

A.1 General ................................................................................................................. 42 

A.2 Failure cases ......................................................................................................... 42 

A.2.1 Definitions ................................................................................................. 42 

A.2.2 Example of failure cases - Linear topology ................................................ 43 

A.2.3 Example of failure cases - Parallel networks .............................................. 44 

A.2.4 Example of failure cases - Ring topology ................................................... 44 

A.2.5 Example of failure cases - Ladder topology ............................................... 46 

A.3 Redundancy level of ECN architecture .................................................................. 47 

A.4 Reliability analysis of redundancy level ................................................................. 49 

A.5 Redundancy of End Devices .................................................................................. 51 

Annex B (informative) Railway-Network Address Translation (R-NAT) .................................. 53 

B.1 General ................................................................................................................. 53 

B.2 Local Consist subnet IP address ........................................................................... 53 

B.3 TBN R-NAT ........................................................................................................... 53 

B.4 Interoperability issue between TBNs...................................................................... 54 

Annex C (normative) Transceiver with amplified signals protocol definition ........................... 56 

C.1 General ................................................................................................................. 56 

C.2 Type A: Transceiver with amplified signals for Physical Layer based on IEEE 
802.3 (10BASE-T) ................................................................................................. 56 

C.2.1 General ..................................................................................................... 56 

C.2.2 Transceiver unit ......................................................................................... 56 

C.2.3 Transmission signal characteristics ........................................................... 57 

C.2.4 Reception signal characteristics ................................................................ 60 

C.3 Type B: Transceiver with amplified signals for Physical Layer based on IEEE 
802.3 (100BASE-TX) ............................................................................................. 61 

C.3.1 General ..................................................................................................... 61 

C.3.2 Transceiver unit ......................................................................................... 61 

C.3.3 Transmission signal characteristics ........................................................... 62 

E DIN EN 61375-3-4:2012-12 ²�(QWZXUI�²

Full document details: E DIN EN 61375-3-4:2012-12

http://www.avadocuments.com/doc/e-din-en-61375-3-4-2012-12
http://www.avadocuments.com/doc/e-din-en-61375-3-4-2012-12


– 3 – 

C.3.4 Reception signal characteristics ................................................................ 62 

Annex D (informative) Ladder topology protocol definition ..................................................... 64 

D.1 General ................................................................................................................. 64 

D.2 Architecture of Consist Network Node ................................................................... 64 

D.2.1 General ..................................................................................................... 64 

D.2.2 Concept of ladder topology ........................................................................ 64 

D.2.3 Configuration of ladder topology ................................................................ 65 

D.2.4 Functional structure of Consist Network Node ........................................... 66 

D.2.5 Traffic store for Process Data .................................................................... 68 

D.2.6 Redundancy in ladder topology .................................................................. 69 

D.2.7 Configuration parameters for ladder topology ............................................ 71 

D.2.8 Signal connection for trunk link .................................................................. 72 

D.2.9 Local link connection ................................................................................. 73 

D.3 Link Layer ............................................................................................................. 73 

D.3.1 General ..................................................................................................... 73 

D.3.2 MAC – Media Access Control .................................................................... 74 

D.3.3 IP address and IP address management .................................................... 95 

D.4 Consist Network Node management protocol ........................................................ 96 

D.4.1 General ..................................................................................................... 96 

D.4.2 Architecture of CNN management .............................................................. 96 

D.5 Failure cases in ladder topology .......................................................................... 108 

D.5.1 General ................................................................................................... 108 

D.5.2 Failure cases ........................................................................................... 108 

D.5.3 Restore of the network ............................................................................ 112 

Bibliography ........................................................................................................................ 113 

 

Figures 

Figure 1 - Logical view of the ECN ........................................................................................ 15 

Figure 2 – Examples of ECN physical topologies .................................................................. 16 

Figure 3 - Example of network components ........................................................................... 21 

Figure 4 - Examples of dual homing ...................................................................................... 23 

Figure 5 - D-coded M12 connector ........................................................................................ 34 

Figure 6 - Logical structure of the gateway between ECN and WTB ...................................... 40 

 

Tables 

Table 1 - End Device classes (1) .......................................................................................... 17 

Table 2 - End Device classes (2) .......................................................................................... 17 

Table 3 - Network Device types ............................................................................................ 18 

Table 4 - Consist Switch classes ........................................................................................... 18 

Table 5 - Data class service parameters ............................................................................... 19 

Table 6 - Typical values for data class service parameters ................................................... 19 

Table 7 - Mapping of priorities to data classes ...................................................................... 24 

Table 8 - End Device static network configuration parameters .............................................. 28 

Table 9 - DHCP options ........................................................................................................ 29 

E DIN EN 61375-3-4:2012-12 ²�(QWZXUI�²

Full document details: E DIN EN 61375-3-4:2012-12

http://www.avadocuments.com/doc/e-din-en-61375-3-4-2012-12
http://www.avadocuments.com/doc/e-din-en-61375-3-4-2012-12


– 4 – 

Table 10 - Summary of Consist Switch interfaces ................................................................. 31 

Table 11 - Pinning for D-coded M12 connector ..................................................................... 34 

Table 12 - Summary of End Device interfaces ....................................................................... 37 

 

E DIN EN 61375-3-4:2012-12 ²�(QWZXUI�²

Full document details: E DIN EN 61375-3-4:2012-12

http://www.avadocuments.com/doc/e-din-en-61375-3-4-2012-12
http://www.avadocuments.com/doc/e-din-en-61375-3-4-2012-12


– 5 – 

INTERNATIONAL ELECTROTECHNICAL COMMISSION 
____________ 

 
ELECTRONIC RAILWAY EQUIPMENT – 

TRAIN BUS – 
 

Part 3-4: ECN – Ethernet Consist Network 
 
 

FOREWORD 

 

1) The International Electrotechnical Commission (IEC) is a worldwide organization for standardization comprising 
all national electrotechnical committees (IEC National Committees). The object of IEC is to promote 
international co-operation on all questions concerning standardization in the electrical and electronic fields. To 
this end and in addition to other activities, IEC publishes International Standards, Technical Specifications, 
Technical Reports, Publicly Available Specifications (PAS) and Guides (hereafter referred to as “IEC 
Publication(s)”). Their preparation is entrusted to technical committees; any IEC National Committee interested 
in the subject dealt with may participate in this preparatory work. International, governmental and non-
governmental organizations liaising with the IEC also participate in this preparation. IEC collaborates closely 
with the International Organization for Standardization (ISO) in accordance with conditions determined by 
agreement between the two organizations. 

2) The formal decisions or agreements of IEC on technical matters express, as nearly as possible, an international 
consensus of opinion on the relevant subjects since each technical committee has representation from all 
interested IEC National Committees.  

3) IEC Publications have the form of recommendations for international use and are accepted by IEC National 
Committees in that sense. While all reasonable efforts are made to ensure that the technical content of IEC 
Publications is accurate, IEC cannot be held responsible for the way in which they are used or for any 
misinterpretation by any end user. 

4) In order to promote international uniformity, IEC National Committees undertake to apply IEC Publications 
transparently to the maximum extent possible in their national and regional publications. Any divergence 
between any IEC Publication and the corresponding national or regional publication shall be clearly indicated in 
the latter. 

5) IEC provides no marking procedure to indicate its approval and cannot be rendered responsible for any 
equipment declared to be in conformity with an IEC Publication. 

6) All users should ensure that they have the latest edition of this publication. 

7) No liability shall attach to IEC or its directors, employees, servants or agents including individual experts and 
members of its technical committees and IEC National Committees for any personal injury, property damage or 
other damage of any nature whatsoever, whether direct or indirect, or for costs (including legal fees) and 
expenses arising out of the publication, use of, or reliance upon, this IEC Publication or any other IEC 
Publications.  

8) Attention is drawn to the Normative references cited in this publication. Use of the referenced publications is 
indispensable for the correct application of this publication. 

9) Attention is drawn to the possibility that some of the elements of this IEC Publication may be the subject of 
patent rights. IEC shall not be held responsible for identifying any or all such patent rights. 

 

International Standard IEC 61375-3-4 has been prepared by IEC technical committee 9: 
Electrical equipment and systems for railways. 
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The text of this standard is based on the following documents: 

 Report on voting 

  

 
Full information on the voting for the approval of this standard can be found in the report on 
voting indicated in the above table. 

This publication has been drafted in accordance with the ISO/IEC Directives, Part 2. 

The committee has decided that the contents of this publication will remain unchanged until 

the maintenance result date1) indicated on the IEC web site under "http://webstore.iec.ch" in 
the data related to the specific publication. At this date, the publication will be  

  reconfirmed, 

  withdrawn, 

  replaced by a revised edition, or 

  amended. 

A bilingual version of this publication may be issued at a later date. 

————————— 

1) The National Committees are requested to note that for this publication the maintenance result date is 2015 
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INTRODUCTION 

This part of IEC 61375 series of international standards specifies the Consist Network based 
on Ethernet technology, i.e. the Ethernet Consist Network (ECN) within the TCN architecture 
as defined in IEC 61375-1, and End Devices which can attach to the ECN. In addition 
gateway services between Train Backbone and ECN are specified. 

The general architecture of the TCN (see document IEC 61375-1) defines a hierarchical 
structure with two levels of networks, Train Backbone(s) and Consist Network(s). This 
hierarchical structure specifies Consist Networks based on different technologies such as 
MVB, CANopen and ECN interfacing one Train Backbone. ECNs based on different design 
and implementation may be interfaced to the same Train Backbone reaching the result that 
the Train Backbone assures interoperability between Consist Networks with different 
implementations. 

The common part, consisting of clauses from 1 to 4, defines requirements and specifications 
which are common to all ECN implementations and End Devices and gateways. 

The common part defines 

  the data communication interface of End Devices connected to the ECN, 

  functions and services provided by the ECN to End Devices, 

  the gateway functions for data transfer between Train Backbone and the ECN, and 

  performances of the ECN. 
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ELECTRONIC RAILWAY EQUIPMENT – 
TRAIN BUS – 

 
Part 3-4: ECN: Ethernet Consist Network 

 
 

1 Scope 

This part of IEC 61375 specifies the data communication network inside a Consist based on 
Ethernet technology, the Ethernet Consist Network (ECN). 

The applicability of this part of IEC61375 to the Consist Network as defined in allows for 
interoperability of individual vehicles within Open Trains in international traffic. 

This part of IEC61375 may be additionally applicable to closed trains and Multiple Unit Trains 
when so agreed between purchaser and supplier. 

2 Normative references 

The following referenced documents are indispensable for the application of this document. 
For dated references, only the edition cited applies. For undated references, the latest edition 
of the referenced document (including any amendments) applies. 

IEC 61076-2-101, Connectors for electronic equipment – Product requirements – Part 2-101: 
Circular connectors – Detail specification for M12 connectors with screw-locking 

IEC 61156-6, MULTICORE AND SYMMETRICAL PAIR/QUAD CABLES FOR DIGITAL 
COMMUNICATIONS – Part 6: Symmetrical pair/quad cables with transmission characteristics 
up to 1 000 MHz – Work area wiring – Sectional specification 

IEC 61375-1, Electronic railway equipment – Train Communication Network – Part 1: TCN –
Train Communication Network General Architecture 

IEC 61375-2-1, Electronic railway equipment – Train Communication Network – Part 2-1: WTB 
- Wire Train Bus 

IEC 61375-2-5, Electronic railway equipment – Train Communication Network – Part 2-5: ETB 
- Ethernet Train Backbone 

IEC 62439, High availability automation networks 

IEEE 802.1D, IEEE Standard for Local and metropolitan area networks – Media Access 
Control (MAC) Bridges 

IEEE 802.1Q, IEEE Standard for Local and metropolitan area networks – Virtual Bridged 
Local Area Networks 

IEEE 802.2, IEEE Standard for Information technology – Telecommunications and information 
exchange between systems – Local and metropolitan area networks – Specific requirements – 
Part 2: Logical Link Control  

IEEE 802.3, IEEE Standard for Information technology – Telecommunications and information 
exchange between systems – Local and metropolitan area networks – Specific requirements –
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Part 3: Carrier sense multiple access with collision detection (CSMA/CD) access method and 
physical layer specifications 

ISO/IEC7498-1, Information processing system-open systems inter-connection – Basic 
reference model 

ISO/IEC 8802-3, Information technology – Telecommunications and information exchange 
between systems – Local and metropolitan area networks – Specific requirements – Part 3: 
Carrier sense multiple access with collision detection (CSMA/CD) access method and 
physical layer specifications 

ISO/IEC 8824 (all parts), Information technology – Abstract Syntax Notation One (ASN.1) 

ISO/IEC 8825 (all parts), Information technology – ASN.1 encoding rules 

ISO/IEC 9646 (all parts), Information technology – Open Systems Interconnection – 
Conformance testing methodology and framework 

ISO/IEC 11801, Information technology – Generic cabling for customer premises 

ISO/IEC 61000-4-4, Testing and measurement techniques – Electrical fast transient/burst 
immunity test. Basic EMC publication 

ISO/IEC 61000-4-6, Testing and measurement techniques - Immunity to conducted 
disturbances, induced by radio-frequency fields 

TIA/EIA-568-B, Commercial Building Telecommunications Cabling Standard - Part 1: General 
Requirements (ANSI/TIA/EIA-568-B.1-2001) 

3 Definitions 

3.1 Terms and definitions 

For the purposes of this document, the terms and definitions given in IEC 61375-1 and the 
following apply.  

3.1.1  
auto negotiation 
auto negotiation function allows two network devices on a point-to-point link to choose the 
best possible configuration; e.g. full/half duplex mode, transmission speed 

3.1.2  
auto polarity 
auto polarity function corrects the signal polarity automatically 

3.1.3  
crossover function 
crossover function connects the transmitter of PHY to the receiver of PHY at the end of point-
to-point transmit-receive-pair link 

3.1.4  
full duplex mode 
full duplex mode allows both sending and receiving frames at a time between stations on a 
link 

3.1.5  
intra-car connection 
connection (link) between communication devices inside a car 
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3.1.6  
inter-car connection 
connection (link) between communication devices at the interface between two cars excluding 
the interface between Consists 

3.1.7  
Link Layer 
layer in the OSI model establishing point-to-point and broadcast and multicast connections 
between devices attached to the logical communication channel consisting of one or more 
physical links 

3.1.8  
Physical Layer 
layer in the OSI model providing the means of transmitting raw bits over a physical link 

3.1.9  
Power over Ethernet 
Power over Ethernet technology uses the Ethernet cable for both signalling and power supply, 
there are PSE (Power Sourcing Equipment) terminal and PD (Power Device) terminal 

3.1.10  
Presentation Layer 
layer in the OSI model for representing and formatting information of applications 

3.1.11  
Session Layer 
layer in the OSI model for managing a session between applications 

3.1.12  
tag 
tag header 

a field inserted in the MAC frame of IEEE 802.3, which is inserted after the source MAC 
address field 

3.1.13  
token 
a signal that is used for medium access control to avoid collisions, and transmitted between 
communication devices 

3.1.14  
virtual LAN 
virtual LAN technology divides one physical LAN into several logically separated networks on 
Link Layer; i.e. there are separated broadcast domains in one physical LAN 

3.2 Symbols and abbreviated terms 

ALG Application Layer Gateway 

ANSI American National Standard Institute, a standardisation body in the United States 

ARP Address Resolution Protocol 

ASN.1 Abstract Syntax Notation Number 1 on data presentation (ISO/IEC 8824) 

AWG American Wire Gauge 

bps bits per second 

CAN Controller Area Network 

CN Consist Network 

CNN Consist Network Node 
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CS Consist Switch 

DHCP Dynamic Host Configuration Protocol 

DNS Domain Name System 

DSCP Differentiated Services Code Point, defined in RFC 2474 

ECN Ethernet Consist Network 

ED End Device 

EIA Electronics Industries Association, a standardisation body in the United States 

EMC electro-magnetic compatibility 

EMU Electric Multiple Unit 

ETB Ethernet Train Backbone 

FLR Frame Loss Rate, defined in RFC 2544 

FTP File Transfer Protocol 

HTTP Hypertext Transfer Protocol 

IEC International Electrotechnical Commission, Geneva 

IEEE Institute of Electrical and Electronics Engineers, New York 

IETF Internet Engineering Task Force  

IGMP Internet Group Management Protocol 

IP Internet Protocol 

ISO International Organization for Standardization, Geneva 

LAN Local Area Network 

LLC Logical Link Control, a sub-layer within the Link Layer which uses services of 
MAC sub-layer and provides services to network layer 

LSB Least Significant Bit 

MAC Medium Access Control, a sub-layer within the Link Layer ruling which device is 
entitled to send on the bus 

MDI Media Dependent Interface 

MDI-X MDI implementing crossover function 

MIB Management Information Base, the set of all objects accessed by 
Network Management 

MRP Media Redundancy Protocol 

MSB Most Significant Bit 

MVB Multifunction Vehicle Bus 

NAT Network Address Translation 

ND Network Device 

NTP Network Time Protocol 
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OSI Open System Interconnection, a universal communication model defined in the 
ISO/IEC 7498 

OSPF Open Shortest Path First 

PCS Physical Coding Sublayer 

PHY Physical Layer, Physical Layer device 

PMA Physical Media Attachment 

PoE Power over Ethernet 

QoS Quality of service 

RFC Request for Comments, Internet Standard published by the Internet Engineering 
Task Force (IETF) 

R-NAT Railway Network Address Translation 

SNMP Simple Network Management Protocol 

SNTP Simple Network Time Protocol 

STP Shielded Twisted Pair cable, a cable which each pair of two conductors are 
twisted together and shielded 

TB Train Backbone 

TBN Train Backbone Node 

TCMS Train Control and Monitoring System 

TCN Train Communication Network, a set of communicating vehicle and 
Train Backbones 

TCP Transmission Control Protocol 

TFTP Trivial File Transfer Protocol 

TNM Train Network Management 

UDP User Datagram Protocol 

UIC International Union of Railways, the international railways operators association 

UML Unified Modeling Language 

URI Uniform Resource Identifier 

UTP Unshielded Twisted Pair cable, a cable which each pair of two conductors are 
twisted together and not shielded 

VLAN Virtual LAN 

WTB Wire Train Bus 

3.3 Conventions 

The conventions defined in IEC 61375-1 and the following apply. 
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3.3.1 Bit numbering conventions 

In the representation of message formats defined in this document the bit numbering follows 
the representation of power of two value in a byte or word. 

3.3.2 Byte order conventions 

In the representation of message formats defined in this document encoding of integer values 
shall be big endian if not otherwise stated. 

The format of a message is specified in a graphical form followed by a table form to show the 
details. Octets in the format shall be ordered from left to right and from top to bottom when 
they are encoded in an Ethernet frame. 

3.3.3 Data types 

3.3.3.1 General 

In the representation of message formats defined in this document data types shall be 
specified according to ASN.1. However, encoding rules of ASN.1 are not applied to ignore 
identifier, length, and end-of-contents octets. Data types which are added are as follows. 

NOTE Most types are same as defined in IEC 61375-2-1. 

3.3.3.2 Notation for the boolean type 

A simple type with two distinguished values, TRUE and FALSE. 

NOTE This is the same definition as IEC 61375-2-1. 

Syntax is as follows. 

BooleanType::= BOOLEAN1 

This shall be encoded as one bit, a value 1 for TRUE and a value 0 for FALSE. 

3.3.3.3 Notation for the unsigned integer type 

A simple type with two distinguished values which are positive numbers or zero. Three types 
are defined that has a fixed size in bits defined by the postfix #, which is 8, 16, or 32. 

NOTE This is the same definition as IEC 61375-2-1, but # is limited to 8, 16, and 32. 

Syntax is as follows. 

UnsignedType::= UNSIGNED#, (# = {8,16,32}) 

Range of UNSIGNED8: 0..255 

Range of UNSIGNED16: 0..65535 

Range of UNSIGNED32: 0..2
32

-1 

They shall be encoded in a binary number consisting of 8, 16, or 32 bits. 

3.3.3.4 Notation for the octetstring type 

The definition of octetstring type shall conform to ASN.1. 
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This shall be encoded as successive octets in the order they appear in the data value. 

4 Common Part 

4.1 General 

Clause 4 defines common requirements and specifications for End Devices, Network Devices, 
TBNs, and whole ECNs. 

4.2 Architecture 

4.2.1 Network structure 

The logical view of the ECN is shown in Figure 1. ECN interconnects End Devices located in 
one Consist. When an ECN is connected to a Train Backbone it shall be connected to the 
Train Backbone via one train backbone node (TBN) or one set of redundant TBNs of the Train 
Backbone. It is a common requirement that only one TBN can forward user data packets 
between the ECN and the Train Backbone. However, all the redundant TBNs could optionally 
forward user data packets between the ECN and the Train Backbone. 

NOTE In case of WTB, only one TBN is active for one ECN. In case of ETB, all the redundant TBNs are active. 
See IEC 61375-2-1 and 61375-2-5. 

ECN shall be based on switched Ethernet. An ECN consists of Consist Switches, connectors, 
cables, and optionally repeaters and transmits data frames between End Devices and 
between End Devices and TBNs. ECN may have sub-networks inside it and routers 
connecting the subnetworks can be deployed. 

One Consist can have one or more ECNs in it, and those ECNs may or may not interface the 
same Train Backbone(s). An End Device connects to one Consist Network or to one set of 
Consist Networks prepared for redundancy reasons. An End Device could connect to different 
Consist Networks via different interfaces on the device, but it is regarded that a physical End 
Device has multiple logical End Devices in it.  

EXAMPLE An End Device can connect to a Consist Network for train monitoring services and connect to 
another Consist Network for multimedia services. 

Ethernet ports between End Devices and Consist Switches and between TBNs and Consist 
Switches shall follow IEEE 802.3 standard. Ethernet ports which are used for connections 
between Consist Switches should conform to IEEE 802.3 standard, but they are not 
mandatorily required to conform to IEEE 802.3 standard for the purpose of achieving railway 
specific requirements.  

Topology of ECN may vary with ECN implementations, but common requirements are defined 
in this part of the standard. 

NOTE This is why Consist Switches in Figure 1 are not connected directly. 

The TBN to which the ECN attaches shall provide a gateway function which provides data 
transfer between the ECN and the Train Backbone. The Train Backbone to which an ECN 
attaches may be WTB or ETB. Communications between Consist Networks can be possible 
directly or indirectly over the Train Backbone; i.e. the gateway function may be implemented 
as a routing function in the network layer or as an Application Layer gateway. 
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Figure 1 - Logical view of the ECN 

 

4.2.2 Network topology 

Any physical topology can be deployed according to the requirements from applications, but 
ECN shall not form a loop or loops in logical topology. The list below shows examples. 

  The physical topology of the ECN could be linear or ring or ladder or others in order to 
implement different level of redundancy.  

  An ECN could have one or more sub-networks.  

Linear, ring, and ladder topologies are typical topologies as introduced in IEC 61375-1. For 
End Device link redundancy, an End Device may be connected to two different Consist 
Switches by two independent communication links, which is introduced in IEC 61375-1 and 
also defined as dual homing in 4.5.4 of this document. Figure 2 shows examples of ECNs with 
various physical topologies and End Device link redundancy. 

NOTE See also 4.5 and Annex A with respect to topology from redundancy point of view. 

 

Train Backbone 

TBN interface  

ECN 

ED ED ED 

End Device 
Interface 

CS CS 

CS 

CS 

TBN 
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1) Linear topology 

 

2) Linear topology (parallel network) with dual homing 

 

3) Ring topology  

 

4) Ring topology with dual homing 

 

5) Ladder topology with dual homing 

 

Figure 2 – Examples of ECN physical topologies 

 

4.2.3 End Device classes 

End Devices are classified from the viewpoint of installation as shown in Table 1. 

ED ED ED 

TBN 

ED ED ED 

TBN 

ED ED ED 

TBN 

Consist Switch 

ED ED ED 
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ED ED ED 
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Table 1 - End Device classes (1) 

End Device class Description 

Temporary End Device Temporary End Device is an End Device which is not fixedly mounted on 
the train, but it is connected to the ECN temporarily for the purpose of 
maintenance for example. A notebook PC which is used to retrieve 
operational status of equipments is a typical Temporary End Device. 

Standard End Device Standard End Device is an End Device which is fixedly mounted on the 
train. This is the main class of End Devices. 

 

Standard End Device is furthermore classified from the viewpoint of communication 
requirements as shown in Table 2. 

Table 2 - End Device classes (2) 

End Device class Description 

Consist Local End Device Consist Local End Device is an End Device which communicates with only 
devices in the same ECN. This class of End Device does not always need 
to know train topology. 

Train Communication End Device Train Communication End Device is an End Device which uses the Train 
Backbone and communicates with devices in other CNs or devices directly 
attached to TBNs.  

This class of End Device shall be able to know that train topology has been 
changed in order not to communicate with wrong devices after 
inauguration. However, it does not need to know train topology by itself; i.e. 
it does not initiate communications over the Train Backbone. Topography 
counter of the train backbone is the typical example of information of the 
train topology. 

Train Communication End Device shall meet the same requirements as 
Consist Local End Device. 

Train Topology aware End Device Train Topology aware End Device is an End Device which initiates 
communications over the Train Backbone and needs to know train 
topology; i.e. train network addresses on devices outside of the ECN. 

For example, a controller device (Train Topology aware End Device) makes 
connections to I/O devices (Train Communication End Devices) in remote 
ECN over the backbone. In this case, the controller device needs to know 
addresses of remote I/O devices by using the train topology database, but 
remote I/O devices does not always need to do. 

Train Topology aware End Device shall meet the same requirements as 
Train Communication End Device. 

NOTE Protocols delivering information regarding the train topology are specified in IEC 61375-2-3. 

 

4.2.4 Network Device types and Consist Switch classes 

Network Devices in ECN are classified from the viewpoint of functionality as shown in Table 3. 
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Table 3 - Network Device types 

Network Device type Description 

Repeater This type of Network Device could be used to respect Ethernet physical rules between 
two communication devices. The main characteristic for this Network Device is to be 
transparent as possible for all protocols, Link Layer and above. 

Consist Switch This type of Network Device is the main type for ECN. Consist Switch shall relay 
frames in Link Layer between two devices. 

Consist Switch is classified into managed and unmanaged Consist Switch as defined 
in Table 4.  

Router This is a Network Device which has at least two IP interfaces and ensures 
communication between multiple IP subnets in network layer.  

TBNs between ETB and ECN contain routers specialized for train on-board 
communication. TBN routers could implement some usual network applications like 
DHCP server, DNS server, NTP server, and so on. 

NOTE: TBNs between ETB and ECN could also be application gateways. DHCP, DNS, 
and NTP servers could also reside on other Network Devices and End Devices. 

 

Consist Switches are classified from the viewpoint of the functions as shown in Table 4. 

Table 4 - Consist Switch classes 

Consist Switch class Description 

Unmanaged Consist Switch Unmanaged Consist Switch is a Consist Switch which has only limited 
functions. This class of switch needs to support minimum requirements as a 
MAC bridge, but needs not support additional functions such as online 
management function and IP communication function. 

Managed Consist Switch Managed Consist Switch is a Consist Switch which has functions of MAC 
bridge, online management, IP communication and so on. 

Managed Consist Switch shall meet the same requirements as the Unmanaged 
Consist Switch. 

 

4.3 Data class 

IEC 61375-1 defines five principal data classes: 

  Supervisory Data 

  Process Data 

  Message Data 

  Stream Data 

  Best Effort Data 

EXAMPLE   Messages exchanged between Consist Switches, for the purpose of network topology 
management, are typical examples of Supervisory Data used in ECN. 

Table 5 shows typical service parameters for each data class and Table 6 shows typical 
service parameter values for each data class. However specific definition of the service 
parameters and values shall be determined according to the requirements from the specific 
applications, ECN should support these typical service parameter values for each data class. 

NOTE QoS is used to realize the service parameters. See 4.6. 
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Table 5 - Data class service parameters 

Service parameter Description Measuring Unit 

Cycle time Time between two successive frames which are 
cyclically transmitted. 

Seconds 

Data size Length of data field (payload) in a frame 
transmitted in Link Layer. 

Octets 

Latency Transmission time of a frame in Link Layer between 
two EDs. 

Transmission starting time shall not be later than 
the beginning to transmit data to Link Layer service 
in the communication protocol stack. 

Transmission ending time shall not be before 
receiving the entire data frame in Link Layer in the 
communication protocol stack. 

Seconds 

Jitter Variance in transmission time for subsequent frame 
transmissions. 

Seconds 

 

Table 6 - Typical values for data class service parameters 

Data class Service Parameter Value 

Process Data minimum cycle time 20 ms 

maximum data size 1500 octets 

maximum latency 10 ms 

maximum jitter 10 ms  

Message Data minimum cycle time Not applicable  

maximum data size 1500 octets 

maximum latency 100 ms 

maximum jitter Not applicable 

Stream Data minimum cycle time Not applicable  

maximum data size 1500 octets 

maximum latency 125 ms 

maximum jitter 25 ms 

Best Effort Data minimum cycle time Not applicable  

maximum data size 1500 octets 

maximum latency Not applicable 

maximum jitter Not applicable 

Supervisory Data minimum cycle time 10 ms 

maximum data size 1500 octets 

maximum latency 10 ms 

maximum jitter 10 ms 

 

4.4 Functions and services 

ECN shall provide functions and services listed below. 

  Frame relaying  
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ECN shall receive MAC frames defined in IEEE 802.3 from End Devices and forward the 
MAC frames to the designated End Devices identified by the destination address fields of 
the MAC frames. For the purpose of implementing this function, specifications for Consist 
Switches are defined according to IEEE 802.1D in 4.9. Consist Switches shall be able to 
relay both basic(untagged) and tagged MAC frames . 

  Virtual LAN 

ECN shall be able to provide VLAN functions defined in IEEE 802.1Q. VLAN functions 
required in ECN are defined in 4.9. 

NOTE1    VLANs shall be handled with care, because configuration faults may easily isolate End Devices 
completely. 

  Redundancy management 

ECN shall be able to provide redundancy and redundancy management when it is 
necessary from application requirements. ECN redundancy is defined in 4.5. 

An implementation of ECN may not provide redundancy when it is not necessary. 

  Quality of service 

ECN shall be able to provide QoS by prioritizing traffic when it is necessary from 
application requirements. Quality of service in ECN is defined in 4.6 

  Gateway functions 

When an ECN is attached to a Train Backbone, the TBN shall provide gateway functions 
for data transfer between the Train Backbone and the ECN. Gateway functions are 
defined in 4.11. 

  Train network management 

When an ECN is attached to a Train Backbone, the TBN shall provide train network 
management services according to that of the Train Backbone. Train network 
management is defined in 4.12. 

ECN should provide functions and services listed below. 

  Dynamic IP address assignment 

ECN should provide functions for dynamic IP address assignment for devices. Devices 
can also use static IP address assignment. Requirements for IP address assignment and 
management are defined in 4.7 and 4.8. 

  Name resolution 

ECN should provide functions for name resolution between IP addresses and names such 
as hostnames and function names. Requirements for name resolution are defined in 4.7. 

NOTE2 Definition of functional addressing is out of the scope of this part of the standard. 

4.5 Redundancy 

4.5.1 General 

This clause describes requirements and definitions for redundancy in ECN.  
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Redundancy managed at network level and redundancy managed at ED level are described in 
this clause. A specific implementation of ECN should select one or more redundancy method 
to fulfil application requirements. Supported failure cases and comparison in reliability and 
availability are described in Annex A to help the selection.  

NOTE Redundancy of End Devices themselves is out of the scope of this part of the standard, but the advantage 
of End Device redundancy is also described in Annex A.  

4.5.2 Definitions 

4.5.2.1 Network component 

A network component is defined as a unit affected by a component failure, which means an 
active component of network device, a link between the active components or a link for End 
Device interface in this part of the standard. An example of the network components is shown 
in Figure 3. 

NOTE Active components of network devices are described in IEC 61375-1, clause 4.2.2 Component types. 

 

 

 

NOTE Bold boxes and bold lines indicate examples of network components.  

Figure 3 - Example of network components 

4.5.2.2 Recovery time 

When redundancy scheme managed at network level is applied in the ECN, recovery time of 
network function of ECN in case of failure is expected to be shorter than the time during which 
operations of the Consist can be maintained without loss of train application functions. 

In case of failure occurrence in an ECN, normal communication function of the ECN is 
interrupted and re-started after recovery time with redundancy. 

Recovery time in ECN shall include 

  time for detection of failure, 

  redundancy switch over time (see NOTE), and 

  time for re-configuration in ECN, if occurred. 

NOTE Switch over time means time for switching its function from failed component to other component. 

 

Recovery time of network shall be measured in the conformance test. 
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4.5.3 Redundancy managed at network level 

Redundancy managed at network level, adopting network topology which has redundancy in it, 
is a method to recover network function in case of failure at network components. Examples 
of ECNs with typical network topologies are shown in clause 4.2.2. 

Requirements for redundancy managed at network level are as follows. 

  When application needs redundancy in ECN, redundancy scheme shall be possible to be 
applied to ECN. 

  When redundancy scheme is applied in ECN, a single network component failure shall not 
prevent the rest of the network from working without separation of the network so that the 
application can maintain its function.  

  The recovery time of network in case of failure depends on the redundancy scheme of the 
ECN, which shall be possible to be estimated for the ECN. 

The recovery time shall be less than 50 ms for TCMS applications. 

  When a network component comes up late or a network component comes up again 
(reboot), connectivity loss duration time caused by the reconfiguration of the network shall 
be equal to or less than the value of the recovery time requirement. 

  Forwarding loop shall not be formed in any time to avoid broadcast storm for instance. 

 

MRP defined in IEC 62439 may be used to manage ring topology. Ladder topology protocol 
defined in Annex D may be used to manage ladder topology. 

4.5.4 Redundancy managed at End Device level 

Availability-critical End Devices should have redundancy managed at End Device level, 
having redundant links to the network. End Device can continue to communicate in case of 
failure on one of the redundant links. If redundant links are connected to multiple Consist 
Switches, the device can continue to communicate in case of a Consist Switch failure. End 
Device has typically two links, which is called dual homing. End Device in dual homing shall 
use separate built-in network interfaces and shall not bridge its interfaces. Unmanaged switch 
shall not be used to emulate dual homing scheme. Examples with dual homing are shown in 
Figure 4. 

One example of using dual homing is that packets are duplicated and sent from both 
interfaces. On receiving the packets, the device accepts the packet that is received first and 
discards another one. In order to identify the duplicated packets, they may have the sequence 
number field in the messages. In case this method is used, disruption of communication does 
not happen in case of a failure. 

It can be also possible that one of the redundant links of the End Device is used and the other 
link takes over in case of the link failure. In this case switch over between redundant links 
may be recognized as switch over between redundant devices from other devices. In case this 
method is used, disruption of communication may occur in case of a failure. 
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1) Dual homing in parallel networks  

2) Dual homing 
in ring topology  

 

3) Dual homing in ladder topology  

 

Figure 4 - Examples of dual homing 

4.6 Quality of service 

4.6.1 General 

ECN shall be able to provide QoS by prioritizing traffic when it is necessary from application 
requirements. 

Quality of service shall be provided by Consist Switches, and End Device can assign priorities 
to the packets which the End Device transmits if necessary. 

NOTE Assigning priorities to the packets by Consist Switches, for example according to the ports, protocols, and 
addresses, is not prohibited. 

4.6.2 Priority level 

There are 8 priority levels, the highest priority level is 7 and the lowest priority level is 0. 
Default priority level shall be 0. 

Consist Switches shall support 2 priority queues at minimum when QoS is provided. When 2 
priority queues are supported, priority levels from 0 to 3 and 4 to 7 can be grouped 
respectively. When 4 priority queues are supported, priority levels from 0 to 1, 2 to 3, 4 to 5, 
and 6 to 7 can be grouped respectively. 

Mapping of priority levels to data classes shall be determined according to the requirements 
from applications used in the ECN since data classes to be used and their performance 
parameters depend on applications. Table 7 shows a default mapping of priorities to each 
data class in case of four priorities.  

In case of communication over ETB, priority level of a packet shall conform to IEC 61375-2-5. 

ED ED ED 

ED ED ED 

ED ED ED 
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Table 7 - Mapping of priorities to data classes 

Priority  Priority level in 
binary 

(X: don’t care) 

Data class Requirement 

(M: Mandatory 

R:Recommended) 

Highest 11X Supervisory Data M 

2nd highest 10X Process Data R 

3rd highest 01X Message Data and Stream Data R 

 

Lowest (default) 00X Best Effort Data M 

NOTE1 Priorities for specific Process Data, Message Data and Stream Data are defined in IEC 61375-2-3. 

NOTE2 Bandwidth of data classes with higher priorities should be limited in order to give chance to lower priority 
data to be transmitted. 

4.6.3 Assignment of priority level 

When End Device assigns priorities to the sending packets, the End Device should use DSCP 
field in IP datagram. End Device may use Priority Code Point field in tagged MAC frame.  

The binary representation of DSCP field shall be as follows. 

LLL000 

where 

 LLL: priority level (0-7) 

4.6.4 Consist Switch behavior 

When Consist Switch supports quality of service, Consist Switch shall be able to evaluate the 
priority level of the packet as defined 4.6.3 and queue the packet according to the priority 
level and number of queues it has as defined in IEEE 802.1D. 

When Consist Switch supports quality of service, Consist Switch should support strict priority 
based switching on all of priority queues; i.e. all higher priority frames shall egress from port 
before the lower priority frames egress. 

4.6.5 Ingress Rate Limiting 

Ingress rate limiting is an optional feature of the Consist Switch. Consist Switch provides 
possibility to limit the rate of frames ingressing from End Devices or from TBNs. 

If frames need to be discarded to keep the rate limit, low priority frames shall be discarded 
first. 

NOTE Ingress rate limiting prevents the ECN from being unintentionally flooded with frames originating from one 
faulty ED for instance. 

4.6.6 Egress Rate Shaping 

Egress rate shaping is an optional feature of the Consist Switch. Consist Switch provides the 
possibility to limit the rate of frames egressing to End Devices or to TBNs. 

If frames need to be discarded to keep the rate limit, low priority frames shall be discarded 
first. 
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4.7 IP address and related definitions 

4.7.1 Consist Network address 

Each communication device which supports IP communication and is connected to ECN shall 
have one or several IP address(es) as Consist Network address(es). The Consist Network 
address shall be unique within a Consist Network. 

NOTE Communication devices connected to different Consist Networks may have identical Consist Network 
addresses. 

Consist Network address shall use IPv4 private address space defined in IETF RFC1918, 
class A private address should be used. 

When 

- class A private address is used, and 

- ECN is connected to ETB, and 

- Consist Network address is not identical to train network address, 

addresses from 10.0.0.0 to 10.127.255.255 (10.0/9 ) shall be used. The binary presentation 
shall be following. 

00001010.0ddddddd.dddddddd.dddddddd / 9 

Where: 

Notation Description 

[d] Host identification in the ECN. This field could be divided, for example; 

- ECN is divided into sub-networks, 

- uses same values of train network address in most three significant bits for 
identifying multiple ECNs, or 

- uses only lower 14 bits for assuring NAT is possible. (R-NAT in Annex B is 
one of this example) 

NOTE:  When using R-NAT, all ECN devices should assign IP address rationally 
within only 14 bits. If within deterministic fixed EMU train, following assign method 
is helpful for unification without confusion. This method also contributes prefixed 
IP address assignment for End Devices. 

Lower 14 bits: r.ccccc.eeeeeeee 
r: Redundancy/Subnet identifier  0/1 
c: Car Number 1 to 31 (Enough number for fixed EMU) 
e: End Device identifier 1 to 255 (Enough number within a car) 

 

This subnet (10.0/9 ) applied in ECN is called a local ECN subnet. 

4.7.2 Train Network Address  

Train wide addressing of a communication device shall be possible with a train network 
address which is unique in the train if the ECN is connected to ETB. Train network address 
may change with each train inauguration. It is not mandatory for all communication devices to 
be addressable train widely, for many of them local ECN address is enough. Source and 
destination addresses in the communication on ETB shall be train network addresses. Train 
network address and Consist Network address may be identical. 
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If train network address is not identical to Consist Network address, ECN shall support a 
service which maps train network addresses to Consist Network addresses. Addresses which 
do not conform to specifications for train network address shall not be used as source or 
destination addresses in ETB as defined in IEC 61375-2-5. 

NOTE Network Address Translation (NAT) and Application Layer Gateway (ALG) including proxy are typical 
services for mapping addresses. 

Train network address shall use IPv4 private address defined in IETF RFC 1918 and follow 
the definitions in IEC 61375-2-5. The binary presentation of train network address shall be 
following. 

00001010.1bbxssss.sshhhhhh.hhhhhhhh / 18 

Where: 

Notation Description 

[b] Identifier of the ETB which the ECN connects to. 

[x] Reserved. Shall be 0. 

[s] Consist Network identification assigned according to the results of inaugurations. 
Value 0 is reserved for ETB backbone subnet. 

[h] Unique host identification inside ECN, up to 16382 hosts by Consist. Some upper 
bits could be used to define internal dedicated Consist local subnets. In this case, 
address mask (at ECN side) should take in account this decomposition (must be 
extended). 

 

4.7.3 Group Address 

Communication devices may be grouped on Consist level or train level. Communication 
devices may belong to several groups. On Consist level all members of the group belong to 
one Consist Network. Consist group addresses assigned to those groups shall be unique 
within the Consist Network. Memberships of Consist groups are normally static. On train level 
all members of the group belong to one or several Consist Networks. Train group addresses 
assigned to those groups shall be unique within the train. Memberships of train groups may 
change with each train inauguration. 

Group address shall be IP multicast address defined in IETF RFC 2365.  

When ECN is connected to ETB, IP multicast address at ECN level shall be 239.255.0.0/16 
(local scope defined in RFC 2365). 

IP multicast address at train level is 239.192.0.0/14 (organization scope defined in RFC 2365) 
as defined in IEC 61375-2-5. 

TBN shall not forward IP multicast datagram to ETB if the destination address is an IP 
multicast address at ECN level. 

4.7.4 Name resolution and naming definitions 

4.7.4.1 Name resolution 

Name resolution for Consist Network addresses and train network addresses should be 
implemented by local database in the communication device or by DNS. 

ECN should provide DNS server function. Location of the server depends on implementation; 
servers could be implemented on any End Devices and Network Devices in the ECN or on 
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TBNs which the ECN is attached to. In case that the ECN is attached to ETB, it is 
recommended that the server is implemented in TBN. DNS server should be redundant. 

Each communication device which could be a destination device for communication over ETB 
shall be addressable in train wide domain name space. 

NOTE Train wide domain name space is managed according to IEC 61375-2-5, “ltrain” for example. 

4.7.4.2 End Device self identification 

For self-addressing End Device internal hostname shall be declared: 

   “localhost”  127.0.0.1 

4.7.4.3 End Device local identification 

By default, all hosts are declared in “lcst” domain which is local to each ECN. 

EXAMPLE “mpu” or “mpu.lcst.” are associated with the same local End Device “mpu” IP address 

4.8 IP address and network configuration management 

4.8.1 Consist Network address management 

Consist Network address in a device can be configured statically or dynamically. 

When Consist Network address is configured dynamically, DHCP should be used. 

When DHCP is used, ECN shall provide DHCP server function. Location of the server 
depends on implementation; servers could be implemented on any End Devices and Network 
Devices in the ECN or on TBNs which the ECN is attached to. In case that the ECN is 
attached to ETB, it is recommended to be implemented in TBN. DHCP server should be 
redundant. 

4.8.2 Train network address management 

When train network IP address is assigned to a device, the device may or may not configure 
the train network address to its Ethernet port.  

TBN as a router shall support NAT to map the train network addresses to the Consist Network 
addresses for devices which do not configure the train network addresses at their own 
Ethernet interfaces. R-NAT defined in  Annex B can be used to simplify the address translation 
algorithm at TBNs. 

Since NAT may cause problems for specific protocols, e.g. necessity for replacing addresses 
in the payload of IP datagrams, an extended NAT dealing with the problems should be used 
for specific protocols. Otherwise, End Devices which are addressable by train network 
addresses should have IP alias function; i.e. two different IP addresses can be configured to 
one Ethernet interface. Local ECN addresses are used for communications local in ECN, and 
train network addresses are used for communications over ETB. TBN shall be able to forward 
IP datagram according to the destination address which is train network address. 

After a new inauguration, renewal of train network address is mandatory. This is applied to 
train network addresses managed at each communication device and train network addresses 
managed in various services including routing, NAT, DHCP server, and DNS server.  

In case that train network addresses are managed by End Devices with DHCP client, End 
Devices and DHCP servers shall support DHCP FORCERENEW message defined in IETF 
RFC 3203. DHCP servers shall send FORCERENEW message to DHCP clients with train 
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network addresses after inauguration, and DHCP clients shall renew train network addresses 
on receiving the FORCERENEW message. 

NOTE Inauguration occurrence is limited to startup initialization, coupling and uncoupling time. Losing or finding 
a router at train level does not always have as consequence a new inauguration. Changing train IP address 
decision is always under train application responsibility acknowledgement. See IEC 61375-2-5. 

4.8.3 Static network configuration parameters 

Table 8 shows network configuration parameters for End Devices when static network 
address configuration is used. 

Table 8 - End Device static network configuration parameters 

(M : Mandatory, C: Conditional, O : Optional) 

Parameter Type Description 

Hostname M Hostname shall be unique in an ECN. 

Default domain name C This is mandatory when DNS is used. 

For the definition of domain name, see 4.7.4. 

IPv4 address M For the definition of Consist Network address, see 
4.7. 

IPv4 address mask M For the definition of Consist Network address, see 
4.7. 

IPv4 DNS server address C This is mandatory when DNS is used. 

IPv4 default route O TBN is a typical default gateway. 

IPv4 static route O Could be used to access specific devices and 
subnets. 

 

4.8.4 DHCP configuration parameters 

Table 9 shows requirements for DHCP options when DHCP is used.  
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Table 9 - DHCP options 

                                                                                             (M: Mandatory,  O: Optional) 

Option 
number 

Require-
ment 

Name Description 

1 M Subnet mask IPv4 address mask 

3 M Router option List of IPv4 routers available on the subnet 

6 M 
Domain Name server 
option 

List of DNS server addresses 

12 M Host Name option  Name of the DHCP client 

28 M 
Broadcast Address 
option 

Broadcast address in use on the DHCP client's 
subnet 

 

42 M 
Network time protocol 
servers option 

List of NTP server addresses 

43 O 
Vendor Specific 
Information 

This is used to exchange vendor specific 
information between servers and clients. 

This option may be supported. 

51 M IP address lease time Allowed lease time for the assigned IP address 

53 M DHCP message type 
Shall be used to identify the type of the DHCP 
message 

54 M Server Identifier 
This option is used to identify the DHCP server 
address. 

55 M Parameter request list 
Could be used for DHCP client to request specific 
configuration parameters. 

56 M Message 
This option is used to send error message from the 
DHCP server to DHCP clients. 

61 M Client-Identifier 

DHCP client fills unique identifier. 

This option can be used to keep the same IP 
address for the DHCP client, see NOTE.  

82 O 
Relay Agent 
Information option 

This option may be used to indicate the location of 
the DHCP client. 

NOTE In order to keep always the same IP address from the DHCP server, depending on the location or device 
type of End Devices, End Device sends DHCP option 61 (client-identifier) or the Consist Switch where the End 
Device is connected inserts DHCP Option 82 defined in IETF RFC 3046. 

4.8.5 IP address management for TBN redundancy 

To manage Train Backbone connection redundancy inside an ECN, ECN could be connected 
by more than one TBN to the Train Backbone. 

TBN redundancy is managed conforming to WTB or ETB. 

When a redundant TBN group is implemented and the TBNs are routers between ECN and 
Train Backbone, the redundant TBN group shall export a common Consist Network address 
for the routing service at ECN side. When a new TBN is elected as an active router, the TBN 
shall send a gratuitous ARP to the ECN in order to update ARP tables in End Devices. 

4.9 Network Device interface 

4.9.1 General 

Clause 4.9 defines interfaces for Network Devices; i.e. repeaters, Consist Switches, and 
routers. A Consist Switch and a router could act as an End Device; in that case they also shall 
conform to End Device interfaces in network layer and above defined in 4.10. 
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There are two classes of Consist Switches as defined in 4.2.4; Unmanaged Consist Switches 
and Managed Consist Switches. Managed Consist Switch shall support all the requirements 
for the Unmanaged Consist Switch. 

4.9.2 Function requirements 

Table 10 shows the summary of Consist Switch interfaces; details are described in the 
following clauses.  
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Table 10 - Summary of Consist Switch interfaces 

Status in (M: Mandatory, O: Optional, C: Conditional, X: Not Recommended, -: Not available or not required) 

Layer Requirements Status References and 
notes 

Repeater Unmanaged 

CS 

Managed 

CS 

Router  

Physical 
Layer 

for ED 
connection 

100BASE-TX - M M - IEEE 802.3 

10BASE-T - O O - IEEE 802.3 

Full Duplex Mode - M M - IEEE 802.3 

Auto Negotiation - C C - IEEE 802.3 

For Temporary ED 
only 

MDI/MDI-X auto crossover - O O -  

Power over Ethernet (PoE) - O O - IEEE 802.3 

Class D (Category 5e), STP 
cable with 2 twisted pairs 

- M M - ISO/IEC 11801 

IEC 61156-6 

Class D (Category 5e), UTP 
cable with 2 twisted pairs 

- O O - ISO/IEC 11801 

IEC 61156-6 

For Temporary ED 
only 

M12 D-coded connector 
(socket) 

- M M - IEC 61076-2-101 

RJ45 connector (socket) - O O - TIA/EIA-568-B 

For Temporary ED 
only 

Physical 
Layer 

for ND 
connection 

IEEE 802.3 physical layer M M M M IEEE 802.3 

100BASE-TX is 
recommended 

Transceiver with amplified 
signals 

O O O O Annex B 

See NOTE1 

Full Duplex Mode - M M M IEEE 802.3 

Auto Negotiation - X X X IEEE 802.3 

MDI/MDI-X auto crossover O O O O  

Class D (Category 5e), STP 
cable with 2 twisted pairs 

C C C C ISO/IEC 11801 

IEC 61156-6 

For 100BASE-TX and 
10BASE-T 

M12 D-coded connector 
(socket) 

C C C C IEC 61076-2-101 

For 100BASE-TX and 
10BASE-T 

Link Layer MAC services with 
basic/tagged MAC frame 

- M M M IEEE 802.3 

LLC services - O M - IEEE 802.2 

Flow control - O O - IEEE 802.3 

Frame relaying - M M - IEEE 802.1D 

Frame filtering - M M - IEEE 802.1D 

VLAN services - M M - IEEE 802.1Q 

Frame queueing - M M - IEEE 802.1D 

Frame tagging/untagging - M M - IEEE 802.1D 
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Management and remote 
management 

- - M - IEEE 802.1D 

Ingress rate limiting - O O -  

Egress rate shaping - O O -  

Port mirroring - O O -  

Network 
Layer 

IP version 4 - - M M IETF RFC 791 

IPv4 forwarding - - - M  

ICMP - - M M IETF RFC 792 

ARP - - M M IETF RFC 826 

Transport 
Layer 

UDP - - M M IETF RFC 768 

TCP - - M M IETF RFC 793 

IGMP version 2/3 (router) - - - O IETF RFC 2236,3376 

IGMP version 2 (host) - - M O IETF RFC 2236 

IGMP version 3 (host) - - O O IETF RFC 3376 

IGMP snooping - - M - IETF RFC 4541 

Application 
Layer 

DHCP (client) - - C C IETF RFC 2131 

DHCP Relay Agent 
Information option 

- - O - IETF RFC 3046 

DHCP (server) - - O O IETF RFC 2131 

DNS (client) - - C C IETF RFC 1034,1035 

DNS (server) - - O O IETF RFC 1034,1035 

SNTP (client) - - O O IETF RFC 1361 

NTP version 3 (client) - - O O IETF RFC 1305 

NTP version 3 (server) - - O O IETF RFC 1305 

SNMP version 2 (agent) - - O O IETF RFC 1901 

NOTE1 Transceiver with amplified signal, which is additionally attached to the physical layer conforming to IEEE 
802.3, is the exception which is not compliant to IEEE 802.3. 

NOTE2 The Network Device interface for the ladder topology defined in Annex D contains the exceptions which are 
not compliant to IEEE 802.3 or IEEE 802.1D. 

4.9.3 Performance requirements 

Consist Switch shall support at minimum 2 priority queues as defined in 4.6.2. 

Consist Switch should support strict priority based switching on all of priority queues as 
defined in 4.6.4. 

4.9.4 Physical Layer 

4.9.4.1 Protocols 

4.9.4.1.1 Network Device interface for End Devices 

Network Device interface for connecting End Devices shall support 100BASE-TX, and 
10BASE-T could be additionally supported in order to increase electric robustness and EMC 
immunity for example. 

  100BASE-TX Physical Layer 

! Physical Coding Sublayer (PCS) and Physical Medium Attachment (PMA) sublayer, 
type 100BASE-X, defined in IEEE 802.3 
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  Physical Medium Dependent (PMD) sublayer and baseband medium, type 100BASE-
TX, defined in IEEE 802.3  

! 10BASE-T Physical Layer 

  Twisted-pair medium attachment unit (MAU) and baseband medium, type 10BASE-T, 
defined in IEEE 802.3 

Full Duplex mode, which is defined in IEEE 802.3, shall be supported to avoid collisions. 

Auto negotiation function, which is defined in IEEE 802.3, shall be able to be supported for 
connecting Temporary End Devices. It is not recommended to be used for connecting 
Standard End Devices in order to avoid connection with unintended speed or duplex mode is 
established.  

MDI/MDI-X automatic crossover function, which automatically configures MDI or MDI-X, may 
be supported. 

Auto-polarity function is not recommended to be used due to the specific solution. 

Power Sourcing Equipment (PSE) of Power over Ethernet (PoE), which is defined in IEEE 
802.3, may be supported.  

4.9.4.1.2 Network Device interface for other Network Devices 

Network Device interface for connecting other Network Devices shall support physical layer 
defined in IEEE 802.3.  

100BASE-TX is preferred, but 10BASE-T could be additionally supported in order to increase 
electric robustness and EMC immunity for example. 

In order to raise noise immunity further, the transceiver with amplified signals could be 
optionally attached to 100BASE-TX PMD or 10BASE-T MAU, which is defined in Annex C. 

NOTE This amplified signal option is the exception which is not compliant to IEEE 802.3. 

1000BASE or higher interface could be used in order to support more bandwidth. 

Full Duplex mode, which is defined in IEEE 802.3, shall be supported to avoid collisions. 

Auto negotiation function, which is defined in IEEE 802.3, is not recommended to be used in 
order to avoid connection with unintended speed or duplex mode is established.  

MDI/MDI-X automatic crossover function, which automatically configures MDI or MDI-X, may 
be supported. 

Auto-polarity function is not recommended to be used due to the specific solution. 

4.9.4.2 Cables 

This clause shall be applied when 100BASE-TX or 10BASE-T is used. 

Cables shall conform to ISO/IEC 11801 and IEC 61156-6. Class D (Category 5e) with two 
twisted pairs shall be supported. 

Unshielded twisted pair (UTP) cable can be used for connecting Temporary End Devices, 
otherwise shielded twisted pair (STP) cable shall be used. 
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