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Nationales Vorwort

Die englische Fassung des europaischen Dokuments FprEN 62453-61:2008 ,Field Device Tool (FDT)-
Schnittstellenspezifikation — Device Type Manager (DTM) Leitfaden zur Gestaltung von Bedienoberflachen®
(Entwurf in der Umfrage) ist unverandert in diesen Norm-Entwurf Gbernommen worden.

Die Internationale Elektrotechnische Kommission (IEC) und das Europaische Komitee flir Elektrotechnische
Normung (CENELEC) haben vereinbart, dass ein auf IEC-Ebene erarbeiteter Entwurf flir eine Internationale
Norm zeitgleich (parallel) bei IEC und CENELEC zur Umfrage (CDV-Stadium) und Abstimmung als FDIS
(en: Final Draft International Standard) bzw. Schluss-Entwurf fir eine Europdische Norm gestellt wird, um
eine Beschleunigung und Straffung der Normungsarbeit zu erreichen. Dem entsprechend ist das internatio-
nale Dokument Field Device Tool (FDT)-Schnittstellenspezifikation — Device Type Manager (DTM) Leitfaden
zur Gestaltung von BedienoberflachenlEC 65E/72/CDV:2008 ,Field device tool interface specification —
Device Type Manager (DTM) Styleguide for common object model* unverandert in den Entwurf
FprEN 62453-61:2008 Gbernommen worden.

Das internationale Dokument wurde vom SC65E ,System: engineering and management® der
Internationalen Elektrotechnischen Kommission (IEC) erarbeitet.

Bei der Abstimmung zu dem Europaischen Schluss-Entwurf bei CENELEC und dem Internationalen Schluss-
Entwurf bei IEC [Final Draft International Standard (FDIS)] sind jeweils nur ,JA/NEIN“-Entscheidungen
moglich, wobei ,NEIN*-Entscheidungen fundiert begrindet werden missen. Dokumente, die bei CENELEC
als Europaische Norm angenommen und ratifiziert werden, sind unverandert als Deutsche Normen zu
Ubernehmen.

Fir diesen Norm-Entwurf ist das nationale Arbeitsgremium K 956 ,Feldbus® der DKE Deutsche Kommission
Elektrotechnik Elektronik Informationstechnik im DIN und VDE (www.dke.de) zustandig.

Far den Fall einer undatierten Verweisung im normativen Text (Verweisung auf eine Norm ohne Angabe des
Ausgabedatums und ohne Hinweis auf eine Abschnittsnummer, eine Tabelle, ein Bild usw.) bezieht sich die
Verweisung auf die jeweils neueste glltige Ausgabe der in Bezug genommenen Norm.

Fir den Fall einer datierten Verweisung im normativen Text bezieht sich die Verweisung immer auf die in
Bezug genommene Ausgabe der Norm.

Der Zusammenhang der zitierten Normen mit den entsprechenden Deutschen Normen ergibt sich, soweit ein
Zusammenhang besteht, grundsatzlich Gber die Nummer der entsprechenden IEC-Publikation. Beispiel:
IEC 60068 ist als EN 60068 als Europaische Norm durch CENELEC tUbernommen und als DIN EN 60068 ins
Deutsche Normenwerk aufgenommen.
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INTERNATIONAL ELECTROTECHNICAL COMMISSION

FIELD DEVICE TOOL (FDT) INTERFACE SPECIFICATION -
Part 61: Device Type Manager (DTM) Styleguide for common object model

FOREWORD

1) The International Electrotechnical Commission (IEC) is a worldwide organization for standardization comprising
all national electrotechnical committees (IEC National Committees). The object of IEC is to promote
international co-operation on all questions concerning standardization in the electrical and electronic fields. To
this end and in addition to other activities, IEC publishes International Standards, Technical Specifications,
Technical Reports, Publicly Available Specifications (PAS) and Guides (hereafter referred to as “IEC
Publication(s)”). Their preparation is entrusted to technical committees; any IEC National Committee interested
in the subject dealt with may participate in this preparatory work. International, governmental and non-
governmental organizations liaising with the IEC also participate in this preparation. IEC collaborates closely
with the International Organization for Standardization (ISO) in accordance with conditions determined by
agreement between the two organizations.

2) The formal decisions or agreements of IEC on technical matters express, as nearly as possible, an international
consensus of opinion on the relevant subjects since each technical committee has representation from all
interested IEC National Committees.

3) IEC Publications have the form of recommendations for international use and are accepted by IEC National
Committees in that sense. While all reasonable efforts are made to ensure that the technical content of IEC
Publications is accurate, IEC cannot be held responsible for the way in which they are used or for any
misinterpretation by any end user.

4) In order to promote international uniformity, IEC National Committees undertake to apply IEC Publications
transparently to the maximum extent possible in their national and regional publications. Any divergence
between any IEC Publication and the corresponding national or regional publication shall be clearly indicated in
the latter.

5) IEC provides no marking procedure to indicate its approval and cannot be rendered responsible for any
equipment declared to be in conformity with an IEC Publication.

6) All users should ensure that they have the latest edition of this publication.

7) No liability shall attach to IEC or its directors, employees, servants or agents including individual experts and
members of its technical committees and IEC National Committees for any personal injury, property damage or
other damage of any nature whatsoever, whether direct or indirect, or for costs (including legal fees) and
expenses arising out of the publication, use of, or reliance upon, this IEC Publication or any other IEC
Publications.

8) Attention is drawn to the Normative references cited in this publication. Use of the referenced publications is
indispensable for the correct application of this publication.

9) Attention is drawn to the possibility that some of the elements of this IEC Publication may be the subject of
patent rights. IEC shall not be held responsible for identifying any or all such patent rights.

The main task of IEC technical committees is to prepare International Standards. However, a
technical committee may propose the publication of a technical report when it has collected
data of a different kind from that which is normally published as an International Standard, for
example "state of the art".

IEC 62453-61, which is a technical report, has been prepared by subcommittee 65E: System:
engineering and management, of IEC technical committee 65: Industrial-process
measurement and control:

The text of this technical report is based on the following documents:

Enquiry draft Report on voting
XX/IXX/DTR XXIXX/IRVC

Full information on the voting for the approval of this technical report can be found in the
report on voting indicated in the above table. Documents

Document Sharing Hub

Full document details: E DIN EN 62453-61:2009-01


http://www.avadocuments.com/doc/e-din-en-62453-61-2009-01
http://www.avadocuments.com/doc/e-din-en-62453-61-2009-01

E DIN EN 62453-61:2009-01 — Entwurf —
—5_—
This publication has been drafted in accordance with the ISO/IEC Directives, Part 2.

The committee has decided that the contents of this publication will remain unchanged until
the maintenance result date?) indicated on the IEC web site under "http://webstore.iec.ch" in
the data related to the specific publication. At this date, the publication will be

* reconfirmed,

* withdrawn,

* replaced by a revised edition, or
*+ amended.

1) The National Committees are requested to note that for this publication the maintenance resuilt daDQGIuments
Document Sharing Hub

Full document details: E DIN EN 62453-61:2009-01


http://www.avadocuments.com/doc/e-din-en-62453-61-2009-01
http://www.avadocuments.com/doc/e-din-en-62453-61-2009-01

— Entwurf — E DIN EN 62453-61:2009-01

-6 -
INTRODUCTION

This specification is a specification for developers of FDT (Field Device Tool) components for
Function Control and Data Access within a Client/Server architecture. The specification is a
result of an analysis and design process to develop standard interfaces to facilitate the
development of components by multiple vendors that shall interoperate seamlessly.

A device-specific software component, called DTM (Device Type Manager), is supplied by the
field device manufacturer with its device. The DTM is integrated into engineering tools via the
FDT interfaces defined in this specification. The approach to integration is in general open for
all kind of fieldbusses and thus meets the requirements for integrating different kinds of
devices into heterogeneous control systems.

To ensure the consistent management of a plant-wide control and automation technology, it is
necessary to fully integrate fieldbusses, devices and sub-systems as seamless part of a wide
range of automation tasks covering the whole automation life-cycle. This integration also
requires a consistent look and feel of device specific components.

Figure 1 shows how IEC 62453-61 is aligned in the structure of IEC 62453 series.

Part 61
DTM Styleguide

& Part41
Object Model
Integration Profile

Te
chn
Ol
9y Specl-flc
Im,
'Vl

Figure 1 — Part 61 of the IEC 62453 series
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FIELD DEVICE TOOL (FDT) INTERFACE SPECIFICATION -

Part 61: Device Type Manager (DTM) Styleguide for common object model
1 Scope

IEC 62453-61 explains the guidelines and rules for the implementation of a Device Type
Manager (DTM) with regard to the user interface and its functions. This guidelines and rules
are part of the FDT specification and are intended to ensure that all users are provided with
clear and consistent user interface functions and features across DTM devices in a system.

2 Normative references

The following referenced documents are indispensable for the application of this specification.
For dated references, only the edition cited applies. For undated references, the latest edition
of the referenced document (including any amendments) applies.

ISO/IEC 19501:2005 Information technology -- Open Distributed Processing -- Unified
Modeling Language (UML) Version 1.4.2"

3 Terms, definitions, symbols, abbreviated terms and conventions

3.1 Terms and definitions

For the purposes of this specification the terms and definitions given in IEC 62453-1,
IEC 62453-2, IEC 62453-41 and in the following apply.

3.2
screen reader
a software application that provides additional output to users (e.g. text-to-sound, braille)

3.3
navigation tree
GUI element, which displays the navigation information by means of a tree (e.g. tree control)

3.4 Symbols and abbreviated terms

For the purposes of this specification the symbols and abbreviations given in IEC 62453-1,
IEC 62453-2, IEC 62453-41 and the following apply.

GUI Graphical user interface

Sul Standard User Interface (a GUI layout defined in this document)
AUI Advanced User Interface (a GUI layout defined in this document)
CUl Composition User Interface (a GUI layout defined in this document)
MSAA Microsoft Active Accessibility

OEM Original equipment manufacturer
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3.5 Conventions
3.51 Data type names and references to data types

The conventions for naming and referencing of data types are explained in IEC 62453 2
clause A.1

3.5.2 Vocabulary for requirements

The following expressions are used when specifying requirements.

Usage of “shall” or “Mandatory” No exceptions allowed.

Usage of “should” or Strong recommendation. It may make sense in special
“Recommended” exceptional cases to differ from the described behavior.
Usage of “can’ or “Optional’ A DTM may provide the function or behavior depending

on the task and type of the DTM. If a function or behavior
is provided it shall follow the style guide

3.5.3 Specific formatting

The following formatting is used to describe specific context.

CAPITAL LETTERS Names of keys on the keyboard —for example, SHIFT, CTRL, or
ALT

[Button text] Button with the specified text

<Element name> Name of an XML element according to data type definition in
IEC 62453-41.

4 Fundamentals of designing DTM user interfaces

The design of GUIs for DTMs is based on the ten general principles for user interface design
accepted in general public [4],[5]. They are called "heuristics" because they are more in the
nature of rules of thumb than specific usability guidelines. The heuristics should give the DTM
developer some general hints on how to implement a DTM. For additional fundamentals of
user interface design please see the available literature.

Visibility of system status
The system should always keep users informed about what is going on, through appropriate
feedback within an acceptable time limit.

Match between system and the real world

The system should speak the users' language with words, phrases and concepts familiar to
the user, rather than system-oriented terms. Follow real-world conventions, making
information appear in a natural and logical order.

User control and freedom

Users often choose system functions by mistake and need a clearly marked "emergency exit"
to leave the unwanted state without having to go through an extended dialogue. Support undo
and redo.

Documents
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Consistency and standards
Users should not have to wonder whether different words, situations, or actions mean the
same thing. Follow platform conventions.

Error prevention
A careful design which prevents a problem from occurring in the first place is even better than
good error messages.

Recognition rather than recall

Make objects, actions, and options visible. The user should not have to remember information
from one part of the dialogue to another. Instructions for use of the system should be visible
or easily retrievable whenever appropriate.

Flexibility and efficiency of use
Accelerators - unseen by the novice user - may often speed up the interaction for the expert
user such that the system can cater to both inexperienced and experienced users. Allow
users tailoring of frequent actions.

Aesthetic and minimalist design

Dialogue should not contain information which is irrelevant or rarely needed. Every extra unit
of information in a dialogue competes with the relevant units of information and diminishes
their relative visibility.

Help users recognize, diagnose, and recover from errors
Error messages should be expressed in plain language (no codes), precisely indicate the
problem, and constructively suggest a solution.

Help and documentation

Even though it is better if the system can be used without documentation, it may be necessary
to provide help and documentation. Any such information should be easy to search, focus on
the user's task, list concrete steps to be carried out, and not be too large.

5 Benefits from the FDT user’s point of view

Using DTMs compliant with this style guide enables the user to operate more efficiently and
more safely. The user is able to parameterize and manage the data of devices from various
manufacturers in an uniform way. Therefore the user is presented with a clearly structured
concept regardless of the manufacturer or the type of the device. Details or requirements for
developers of a DTM are given within the following clauses.

Guideline and rules are defined for:

e Uniform user guidance: DTM user interfaces are used and displayed in engineering
systems and stand alone tools in the same manner regardless of the device or DTM
manufacturer or communication protocol employed.

e Uniform behavior of a DTM. This includes:
— Persistent storage
— Behavior in multi-user environments
— Error handling
e Clear identification of the DTM and the assigned device

e Ensuring users will be updated on the status and the parameterization of the configuration
constantly. All changes of the configuration are marked.

e Informing users, whether GUI input affects the device directly or the offline configuration.

e Executing plausibility checks of the configuration on a lexical (e.g. only certain characters
are accepted), syntactical (e.g. a limited number of characters) and semanigall
given value is below upper limit) correct basis. bﬂ&éﬁﬁents
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e Uniform installation/un-installation procedure

The following screen shots show a Standard User Interface (SUI) (see Figure 2) and an
Advanced User Interface (AUIl) (Figure 3), two of three possible user interface types (see

7.4.2).
MyDevice | My device name and type My
Picture My deseription Company-
DTM specific line [this line iz optionally) Logo
Parameter 1 | 19 kagts
Parameter 2 | 178 bar
Parameter 3 | 000076 &8s
Paremeter 4/ [ PN -

Selection [aaiact e E]

Selectin / [(eiectore. =]

aK Concel | bpply

| <lsDiscornected = | [J Dataset /| | ||

Figure 2 — Standard User Interface (SUI)
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