DEUTSCHE NORM Entwurf Mirz 2024

DIN EN 9300-100

=
Z

ICS 01.110; 35.240.30; 35.240.60; 49.020 Einspriiche bis 2024-04-16
Vorgesehen als Ersatz fir
DIN EN 9300-100:2018-10

Entwurf

Luft- und Raumfahrt -

LOTAR - Langzeit-Archivierung und -Bereitstellung digitaler technischer
Produktdokumentationen, wie zum Beispiel von 3D-, CAD- und
PDM-Daten -

Teil 100: Gemeinsame Konzepte fiir die langfristige Archivierung und
Bereitstellung von mechanischen 3D-CAD-Informationen;

Englische Fassung prEN 9300-100:2024

Aerospace series -

LOTAR LOng-Term Archiving and Retrieval of digital technical product documentation
such as 3D, CAD and PDM data -

Part 100: Common concepts for long-term archiving and retrieval of 3D mechanical CAD
information;

English version prEN 9300-100:2024

Série aérospatiale -

LOTAR Archivage long terme et récupération des données techniques produits numériques
telles que CAD 3D et PDM -

Partie 100: Concepts communs pour I'archivage long terme et la récupération des données
CAO mécaniques 3D;

Version anglaise prEN 9300-100:2024

Anwendungswarnvermerk

Dieser Entwurf mit Erscheinungsdatum 2024-02-16 wird der Offentlichkeit zur Priifung und Stellungnahme
vorgelegt.

Weil das beabsichtigte Dokument von der vorliegenden Fassung abweichen kann, ist die Anwendung dieses
Entwurfs besonders zu vereinbaren.

Stellungnahmen werden erbeten

- vorzugsweise online im Norm-Entwurfs-Portal von DIN unter www.din.de/go/entwuerfe bzw. fiir Norm-
Entwiirfe der DKE auch im Norm-Entwurfs-Portal der DKE unter www.entwuerfe.normenbibliothek.de,
sofern dort wiedergegeben;

- oder als Datei per E-Mail an nl@din.de mdglichst in Form einer Tabelle. Die Vorlage dieser Tabelle kann im
Internet unter www.din.de/go/stellungnahmen-norm-entwuerfe oder fiir Stellungnahmen zu Norm-
Entwiirfen der DKE unter www.dke.de/stellungnahme abgerufen werden;

- oder in Papierform an den DIN-Normenausschuss Luft- und Raumfahrt (NL), 10772 Berlin oder Am DIN-Platz,
Burggrafenstr. 6, 10787 Berlin.

Es wird gebeten, mit den Kommentaren zu diesem Entwurf jegliche relevanten Patentrechte, die bekannt sind,

mitzuteilen und unterstiitzende Dokumentationen zur Verfiigung zu stellen.

Gesamtumfang 55 Seiten
DIN-Normenausschuss Luft- und Raumfahrt (NL)

Poctiments-

Document Sharing Hub

Full document details: E DIN EN 9300-100:2024-03


http://www.avadocuments.com/doc/e-din-en-9300-100-2024-03
http://www.avadocuments.com/doc/e-din-en-9300-100-2024-03

- Entwurf -

E DIN EN 9300-100:2024-03

Nationales Vorwort

Der Verband der Europdischen Luft-, Raumfahrt- und Verteidigungsindustrie - Normung (ASD-STAN) ist vom
Europdischen Komitee fiir Normung (CEN) fiir zustidndig erkldrt worden, Europdische Normen (EN) fiir das
Gebiet der Luft- und Raumfahrt auszuarbeiten. Durch die Vereinbarung vom 3. Oktober 1986 wurde ASD Asso-
ziierte Organisation (ASB) des CEN.

Das vorliegende Dokument (prEN 9300-100:2024) wurde von ASD-STAN, Fachbereich Digitale Projekte, unter
Mitwirkung deutscher Experten des DIN-Normenausschusses Luft- und Raumfahrt (NL) erarbeitet.

Das zustandige deutsche Normungsgremium ist der Arbeitsausschuss NA 131-05-01 AA ,Qualitats- und
Managementverfahren“ im DIN-Normenausschuss Luft- und Raumfahrt (NL).

Dieses Dokument enthalt unter Berticksichtigung des DIN-Prasidialbeschlusses 1/2004 nur die Englische Fas-
sung von prEN 9300-100:2024.

Der Bedarf fiir eine Deutsche Fassung wird derzeit beraten.

Entsprechend Beschluss 57/9 des Technischen Ausschusses des Beirats des DIN-Normenausschusses Luft-
und Raumfahrt (NL) sind die europdischen Luft- und Raumfahrt-Normungsergebnisse zweisprachig, in
Deutsch und Englisch, in das Deutsche Normenwerk zu iiberfiihren. Aus diesem Grund wird die Norm beide

Sprachfassungen enthalten.

Fiir die in diesem Dokument zitierten Dokumente wird im Folgenden auf die entsprechenden deutschen Doku-
mente hingewiesen:

[S01101:2017 siehe DINENISO1101:2017-09
[SO016792:2021 siehe DINISO 16792:2022-12"

Aktuelle Informationen zu diesem Dokument konnen {iber die Internetseiten von DIN (www.din.de) durch eine
Suche nach der Dokumentennummer aufgerufen werden.

Anderungen

Gegeniiber DIN EN 9300-100:2018-10 wurden folgende Anderungen vorgenommen:
a) Dokument redaktionell iiberarbeitet;

b) normative Verweisungen aktualisiert;

c) Begriffe unter Abschnitt 3 ,Begriffe“ wurden entfernt;

d) Dokument aktualisiert fiir neue Generation von CAD-Methoden und Werkzeugen;
e) Umbenennung des AnhangA in ,The progression of content within CAD systems”;

f) AnhangB (informativ) ,Uberblick iiber die wichtigsten Arten von mechanischen 3D CAD-Informationen”
wurde entfernt;

*  Zurzeit Entwurf.
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g) AnhangC (informativ) ,Ubersicht iiber die CAD-Strukturinformationen fiir mechanische Baugruppen”
wurde entfernt;

h) Abschnitt ,Bibliography” wurde hinzugefiigt.
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Nationaler Anhang NA
(informativ)

Begriffe

In diesem Dokument werden keine Begriffe aufgefiihrt.

ISO und IEC stellen terminologische Datenbanken fiir die Verwendung in der Normung unter den folgenden
Adressen bereit:

— ISO Online Browsing Platform: verfiigbar unter https://www.iso.org/obp

— IEC Electropedia: verfiigbar unter https://www.electropedia.org/
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Nationaler Anhang NB
(informativ)

Literaturhinweise

DIN ENISO 1101:2017-09, Geometrische Produktspezifikation (GPS) — Geometrische Tolerierung —
Tolerierung von Form, Richtung, Ort und Lauf (ISO 1101:2017); Deutsche Fassung EN 1SO 1101:2017-09

DINISO 16792:2022-12, Technische Produktdokumentation — Praktische Anwendungen von digitalen
Produktdefinitionsdaten (IS0 16792:2021); Text Deutsch und Englisch
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European foreword

This document (prEN 9300-100:2024) has been prepared by the Aerospace and Defence Industries
Association of Europe — Standardization (ASD-STAN).

After enquiries and votes carried out in accordance with the rules of this Association, this document has
received the approval of the National Associations and the Official Services of the member countries of
ASD-STAN, prior to its presentation to CEN.

This document is currently submitted to the CEN Enquiry.

This document will supersede EN 9300-100:2018.

The main changes with respect to the previous edition EN 9300-100:2018 are as follows:

— EN9300-100 (P1), 07/2018 — Document updated for new generations of CAD method and tool.
Contents in scope of other EN 9300 parts removed:

— “Annex B (informative) Overview of the main types of CAD 3D mechanical information” has
been removed,

— “Annex C (informative) Overview of CAD mechanical assembly structure information” has been
removed.

The annexes of EN 9300-100 provide an understanding of the principles of long-term archiving of CAD
information. EN 9300-100 makes no claim that the listed principles are complete, and the Annexes
should not be understood as a training lecture.

Annex A sums up the evolution of CAD systems.

Annex B proposes a template for the table of content for a part of the family EN 9300-1XX.

Annex B sums up the main issues to take into consideration for long term archiving of CAD 3D
information.

Annex C provides general information for the definition of a representative sample of test cases to be
used in a test plan.

Annex D describes examples of performance indicators used to manage the longevity of CAD archived
Information.

Annex E gives an overview of maturity of the main components for long term archiving of CAD
mechanical information.
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Introduction

This document was prepared jointly by AIA, ASD-STAN, AFNeT, PDES, Inc. and the prostep ivip
Association.

The prostep ivip Association is an international non-profit association in Europe. For establishing
leadership in IT-based engineering it offers a moderated platform to its nearly 200 members from
leading industries, system vendors and research institutions. Its product and process data
standardization activities at European and worldwide levels are well known and accepted. The prostep
ivip Association sees this document and the related parts as a milestone of product data technology.

PDES Inc is an international non-profit association in USA. The mission of PDES, Inc. is to accelerate the
development and implementation of [SO 10303, enabling enterprise integration and PLM
interoperability for member companies. PDES, Inc. gathers members from leading manufacturers,
national government agencies, PLM vendors and research organizations. PDES, Inc. supports this
document as an industry resource to sustain the interoperability of digital product information,
ensuring and maintaining authentic longevity throughout their product lifecycle.

Readers of this document should note that all standards undergo periodic revisions and that any
reference made herein to any other standard implies its latest edition, unless otherwise stated.

The Standards will be published under two different standards organizations using different prefixes.
ASD-Stan will publish the standard under the number EN 9300-xxx. AIA will publish the standard
under the number NAS 9300-xxx. The content in the EN 9300 and NAS 9300 documents will be the
same. The differences will be noted in the reference documentation. For example, EN 9300 Geometric
Dimensioning and Tolerancing will be referenced in ISO 1101 and ISO 16792, and for NAS 9300 the
same information will be referenced in ASME Y 14.5M and ASME Y 14.41. The document formatting,
etc., will follow that of the respective editorial rules of ASD-Stan and AIA.
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1 Scope
1.1 Introduction

This document defines common fundamental concepts for long term archiving and retrieval of
mechanical CAD information for elementary parts and assemblies. It details the “fundamentals and
concepts” of EN 9300-003:2012 in the specific context of long-term archiving of CAD mechanical
models.

Mechanical CAD information is divided into assembly structure and geometrical information, both
including explicit and implicit geometrical representation, geometric dimensioning and tolerancing
with form features.

The EN 9300-1XX family is organized as a sequence of parts, each building on the previous ones in a
consistent way, each adding a level of complexity in the CAD data model. This includes the detailing of
relationships between the essential information for the different types of CAD information covered by
the EN 9300-1XX family.

As technology matures, additional parts will be released in order to support new requirements within
the aerospace community.

1.2 In scope

The present part describes:

— the fundamentals and concepts for long-term archiving and retrieval of 3D mechanical CAD
information;

— the document structure of the EN 9300-1XX family, and the links between all these parts;

— the qualification methods for long-term preservation of archived mechanical CAD information;
more specially, principles for the CAD validation properties and for verification of the quality of the
CAD archived file;

— specifications for the preservation planning of archived CAD information;

— specific functions for administration and monitoring of CAD archived mechanical models;

— the definition of archive information packages for CAD data.

1.3 Out of scope

The following are out of scope for this part:

— long-term archiving of CAD 2D drawings;

— other CAD specialization disciplines, such as electrical harnesses, composite.
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2 Normative references

The following documents are referred to in the text in such a way that some or all of their content
constitutes requirements of this document. For dated references, only the edition cited applies. For
undated references, the latest edition of the referenced document (including any amendments) applies.

EN 9300 (all parts), Aerospace series — LOTAR — LOng-Term Archiving and Retrieval of digital technical
product documentation such as 3D, CAD and PDM data

3 Terms, definitions and abbreviations

For the purposes of this document, the terms, definitions and abbreviations given in EN 9300-007 and
the following apply.

ISO and IEC maintain terminology databases for use in standardization at the following addresses:

— ISO Online browsing platform: available at https://www.iso.org/obp/
— IEC Electropedia: available at https://www.electropedia.org/

4 Applicability

Refer to applicability of EN 9300-001:2024, Clause 4.

5 Fundamentals and concepts for long-term archiving of 3D mechanical CAD
information

5.1 Introduction
The family of EN 9300-1XX standards is based on the principles that, over the last several decades,
there have been major changes between the generations of CAD applications, resulting in change of the

underlying representation of the CAD information, and there is a risk of further representational
changes. Figure 1 illustrates this.
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Figure 1 — Illustration of the major generations of CAD systems

NOTE Figure 1 illustrates:

— the first generation of CAD design method allowed the engineer to digitally create a 2D drawing
(without a 3D model). The essential information as well as the Regulatory authority of the design intent is
represented by the 2D drawing;

— the second generation of CAD design method is based primarily on the use of 3D models with the
output being both 2D representation (drawings) and a 3D CAD data set to drive CAM/CAIL The Regulatory
authority of the design intent is represented by the 2D drawing;

— the second generation and half of CAD design method is based on the 3D as principal authoring and the
2D is the published document. The 2D is the document for regulatory authority;
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— the third generation of CAD design method is based on the use of parametric and relational design. The
3D model is fully annotated. The essential information as well as the Regulatory authority of the design intent is
represented by the 3D model;

— the fourth generation of CAD design method is also based on the use of 3D annotated model but only
the semantic PMI are explicitly modelled. The basic dimension have to be queried in the model. The essential
information as well as the Regulatory authority of the design intent is represented by the 3D model;

— the fifth generation of CAD design method is represented by the totally semantic integration.
The primary intent is the machine readability. The human-displayed information are totally on demand.

For more details, see:

— Annex A (informative) - The progressions of content within CAD Systems;

— Annex C (informative) - Considerations for long-term preservation of CAD 3D information;
— EN9300-110;

— EN9300-115.

Some algorithms within CAD applications used in the aerospace industry are proprietary and are not
available to the public. These algorithms represent a competitive advantage to the CAD companies.
This results in the fact that aerospace manufacturers cannot guarantee the access to all essential design
intent in its native format, over the life of the product.

The EN 9300-100 describes the methods for preserving CAD mechanical essential information over
time, recognizing that the mathematical representation may change between creation of the CAD
information to its retrieval and hence, after importation, the archived file has to be qualified as
acceptable to a level of precision requested by the business function.

5.2 CAD essential information: dependencies on the CAD methods used

Manufacturers may use different CAD methods for the definition of 3D components. The definition of a
part may be based on:

— 2D drawing only, dimensioned and tolerance;

— 2D drawing with dimensions and tolerances authored in the 2D, derived from a CAD 3D exact
model;

— 2D drawing derived from a CAD 3D exact model with dimensions and tolerances authored in the
3D;

— 3D with GD&T, fully dimensioned and tolerance;
— 3D with GD&T, partially dimensioned and tolerance;
— 3D with GD&T, dimension and tolerance not displayed by default but on demand.

Table 1 sums up the type of CAD information to archive, showing the type of CAD method used.
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Table 1 — Type of CAD essential information to archive, depending on the CAD methods used

Generation | Generation | Generation | Generation | Generation | Generation
Use cases
1 2 2.5 3 4 5
Certification | Archive 2D | Archive 2D | Archive 2D | Archive 3D | Archive 3D | Archive 3D
and 3D annotated | annotated | annotated
model model model
Product Archive 2D | Archive 2D | Archive 2D | Archive 3D | Archive 3D | Archive 3D
liability and 3D annotated annotated annotated
model model model
Supportin | Archive 2D | Archive 2D | Archive 2D | Archive 3D | Archive 3D | Archive 3D
operation and 3D and 3D annotated annotated annotated
model model model
Reuse Archive 2D | Archive 2D | Archive 2D | Archive 3D | Archive 3D | Archive 3D
and 3D and 3D annotated annotated annotated
model model model

If a company uses method 1 for mechanical design, this company may decide to archive the 3D CAD
model to ease the reuse, but it is not mandatory and depends on its internal policy.

Table 2 — Requirement of category “Design method”

No. Requirement

DM1 | Ifa company uses the method 2 type of data, the 2D drawing shall be archived for
certification and product liability.
Optionally, 3D file can extend the archive package for the support and reuse.

DM2 | Ifa company uses the method 2.5 type of data, the 2D drawing shall be archived for
certification and product liability.

DM3 | Ifa company uses the method 2.5 and 3D data are required by your company certification
policy, the 3D data shall be archived in addition to the 2D drawing.

DM4 | If a company uses method 3, 4 or 5 Long Term Archiving and Retrieval of 3D CAD with
GD&T models is required.

5.3 Dependency of CAD essential information on use case

Following the regular enhancements of CAD applications, designers create new types of CAD
information (see Annex A).

This document for long-term archiving and retrieval of CAD information cannot be defined and
implemented in the abstract, but it shall be related to specific business requirements (see
EN 9300-002:2018, Clause 6 “Keyrequirements”) detailed by use cases (see EN 9300-003:2012,
Figure 8: “Distinction of business requirements, business cases and use cases”).

These use cases describe precisely the functions to be supported by the preserved information after
retrieval. Consequently, they identify the essential information for archive specific to the use case, and
the related mechanisms to validate the full process of preservation. This is illustrated by Figure 2 below.
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Figure 2 — Links between use cases, essential information and EN 9300-1XX parts

In this example, the part 1XX describes specifications for long-term archiving of a set of essential
information n© 1, allowing to support retrieval for use cases 1 and 2. Then, the part 1YY describes
specifications for long-term archiving of a set of essential information n° 2, including the set of essential

information n© 1, then supporting additional use cases 3 and 4. The figure also points out that both the
functions to be supported after retrieval and the associated levels of quality depend of the policy of risk
management of the aerospace manufacturer (see 5.5).

5.4 Use cases shared by different aerospace communities
Aerospace manufacturers share some common requirements, such as certification and product liability;

these result in common use cases for retrieval. However, there are also strong differences in products
and processes between aerospace manufacturers, depending on:

— the type of product (satellites, large civil airframe manufacturer, engines etc.);

— the type of customers (civil, defence);

— the related processes of support.

As a result, the aerospace community does not share a single set of use case. Some use cases are
common only to a particular community of aerospace manufacturers, which may share the same legal

constraints or business needs. Use cases specific to a company are not described; these may be related
to a particular process, or part of a competitive advantage. Figure 3 illustrates the families of use case.
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